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Abstract

Metamaterials demand the invention of new material properties, which may not always be
possible to achieve in a single material in the bulk or thin film form. Instead, structuring of
known materials in one, two-, and three dimensions at various length sckes and
exploiting dynamical magnetic properties over various time scales may potentially offer
the desirable material properties. An existing example is the patterned magnetic media,
which uses ordered arrays of lithographically patterned two dimensionaérrays of bits, and
the magnetic switching behaviors of such systems including switching field distribution
have been thoroughly studied. An essential criterion has been to manipulate magnetostatic
interactions (cross-talks) between the individual bits for the application in patterned
magnetic media. Thesimilar kind of array may be used to propagate magnetic excitations
in the form of collective long wavelength spin waves (SWs), when the individual magnetic
elements are strongly magnetostatically coupledSuch magnetostatically coupled and
periodically modulated magnetic materials forms a new class of artificial crystals known as
magnonic crystals (MCs) where collective excitations of SWs (magnons) can beed to
carry and process information. This introduces a new field of research known as
magnonics. MCs form magnonic minibands consisting of allowed and forbidden SW
frequencies and corresponding magnonic bandgap. The SWs in MCs can be controlled by
changing its various physical and geometrical parameters such as material, shape, size,
lattice spacing, lattice symmetry, and also strength and orientation of the external bias
field.

In this thesis, we have investigated the static and ultrafast magnetization dgmics of
magnetic nanostructures at various length scales and time scales. The ultrafast
magnetization dynamics is measured using hombuilt time resolved magneto optical Kerr
effect (TRMOKE) microscopeFirst we have investigatedthe magnetization dynamcs of
magnetostatically coupled 20 nm thick NioFexo (Permalloy or Py) circular (diameter ~ 100
nm, edge to edge sepation ~ 30 nm) nanodot lattices by varying their lattice symmetry
namely square, rectangular, hexagonal, neycomb and octagonal latticeThe spin wave

spectra show significant dependence on the lattice symmetry. It has been found that the
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symmetry of the lattice plays a major role in determining the magnetic stray field
configuration which eventually affects the SW spectra. The dominant @cessional mode
frequencies showed fourfold, two-fold, sixfold, sixfold and eightfold anisotropy
superposed with a weak fourfold anisotropy for square, rectangular, hexagonal,
honeycomb and octagonal lattice, respectively which arises due to the angulariation of
the magnetostatic field distribution within the arrays. The magnetization dynamics at a
different length scalehas been investigated inelongated Py ellipse with lengthl um and
width 450 nm dispersed in three different lattice geometries.The dominant precessional
mode shows a twaefold anisotropy. The simulated magnetostatic field distribution confirms
the variation of magnetostatic field with different lattice arrangements. The competition
between the shape anisotropy of the constituent eiments and the magnetostatic field leads
towards a variation in the net magnetic anisotropy and the corresponding frequency
variation. Next we studied the SW spectra in a bcomponent MC which is aperiodic
composite structure made of two different magnett materials (Py and Co). The frequency
spectra change significantly depending upon the direction of the external bias field with
respect to the long axs (LA) of the sample and both optical and acoustic modes are
observed. The frequencies and the spatialrpfiles of the modes of individual elements are
modified significantly in the bi-component unit as opposed to the individual constituents
and further in the two-dimensional arrays At even longer length scale, such as Py
nanostripes with 5 um long and widh between 50 nm and 200 nm manipulation of SW
spectra by changing the bias field orientation is demonstrated bbt by experiment and
simulation. We have observed a significant difference in the spin wave frequencies and
nature of modes with the variation ofthe width of the stripe as well as by varying the bias
field orientation. Depending on the bias field orientation quantization of SWs varies from a
mixture of DE and BV like mode to a pure DE like mod€inally, we have studied the
gyrotropic motion of magnetic vortex cores in a magnetostatically coupled Py disks. Such
system acts as a magnetic vortex based transistdile have optimized the gain of a two and
three vortex system by controlling the separation between the vortices. Giant amplification
in magnretic vortex transistor is obtained by introducing asymmetry in the three vortex
sequence. For the two vortex system, the gain is maximum for smaller separati¢(® = 10

nm). The three vortex system provides us the maximum gain for a particular combination
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of distances between the first two vortices and between the second and third vortex and it
can efficiently work as a vortex transistor. The dynamics of strayfield antivortices explains
the observed gain and efficiency of the transistor. All the observatiorsre important for

future applications of these samples in nanoscale microwave communications
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...138

Fig. 8.4(a) Contour maps of the simulated magnetostatic stray field distributions (X
component) for S1, S2 and S3 & = 1.5 kOe at = 0° are shownwith the colour map. (b)
The linescans of the simulated magnetostatic fields along X direction from S1, S2 and S3 at
H= 1.5 kOe at = 0°. (c) The linescan of simulated magnetostatic fields along X direction
fromS1,S2and S3 & =15kOeat B QIT.J.8...cooiiiiiiicececceeiiiie e 140

Fig. 9.1 (a) Scanning electron micrographs of twdimensional lattices of bicomponent
structures (S1 and S2). The insets show magnified images of singlecbmponent units. (b)
Typical experimental data of timeresolved Kerr rotation for S1 and S2 aH = 1.65 kOe
applied along the longaxis (LA) of the bicomponent unit. The timeresolved data reveal
the ultrafast demagnetization, fast remagnetization and a slow remagnetization
superposedwith precession of magnetization. (c) The same data for S1 and S2 are shown

after elimination of the demagnetization part and subtraction of a bexponential decayl144

Fig. 9.2 Experimentaly obtained SW spectra for S1 and S2 after a bias fi¢ld= 1.65 kOe is
applied along (a) the short axis (SA) and (b) the long axis (LA) of the-tomponent unit.
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The schematic of experimental geometry is shown on the SEM image of a single bi
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Fig. 9.3(a) Variation of experimentallyobtained mode frequencies (symbols) with bias
magnetic field for S1. The bias field is applied along the LA and SA of thetmponent unit.
The solid lines are fit to Eqn. 9.1. (b) Schematics of the externadlly, and internal field (Hint)

acting on the btcomponent unit in LA and SA configurations are shown..................... 146..

Fig. 9.4 Simulatedgin-wave spectra from a single Py ellipse, single Co ellipse, single Py/Co
bi-component unit and two-dimensional lattices of bicomponent structures (S1 and S2)
after application of a bias field along the longxis (LA) and the shortaxis (SA) of the
ellipse. The mode numbers are assigned to each spectrum. The mode profiles (power) are
shown for the single Py and Co ellipses at the inset of the corresponding spectrum. The

colormap for power profile is shown at the top of the figure............ccccoeeiivieeeeeeeennnnn. 149

Fig. 9.5 Simulated mode profiles (power and phase) for a single@tmmponent unit and the
central bi-component unit from 3 x 3 lattices of S1 and S2. The colormaps for power and

phase are shown at the top of th@nage..............c..ocoiiiiceeei i vreeeee e AD0L

Fig. 10.1 (a) Scanning electron micrographs of Py nanostripes with different stripe widths
(S1, S2 and S3) are shown. (b) The schematic of the experimental configuration. Here,

0° corresponds to backward volume (BV) geometry and = 90° corresponds to Damon
Eshbach (DE) geometry(c) Typical experimental time-resolved Kerr rotation data from S3
(w =50 nm) for H= 1 kOe applied at = 0°. The data reveals three different tempral
regimes namely, the ultrafast demagnetization, fast and slow relaxations, and precession of
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Fig. 10.2Experimental SW spectra @) = 0°,(b) =90° and smulatedSW spectra at (c)
=0°% (d) =90°are shown for S1, S2 and SFHat 1.0 KO€........coeevvviiiiiiicceeeeeee e, 157.

Fig. 10.3 (a) Experimental (filled symbols) and (b) simulated SW frequencies (open
symbols) as a functionof the azimuthal angle of the in-plane bias magnetic field aH =1

kOe for S1, S2 and S3. (c) Simulated SW frequencies (symbols) as a function of the

XX



azimuthal angle of the in-plane bias magnetic field aH = 1 kOe for single nanostripes of

widths w =200 nm, 100 nm and 50 nm. The solid lines are only guide to the eyes......158

Fig. 10.4 Simulated static magnetic configurations for S1, S2 and S3 are shownHar 1
kOe applied at (a) = 0°,(b) =60°and (c) = 90°. The region close to right edge of the
stripe is shown in (a) and (b) whereas the center of the stripe is shown in (c). The y

component of magnetization vector is represented by blugvhite-red color map............ 160

Fig. 10.5 (a) The phase profiles of all SW modes for single stripes of three different widths
for H= 1 kOe applied at = 0°. The (b) power and (c) phase profiles of all simulated SW
modes for S1, S2 and S3 fdd = 1 kOe applied at = 0°. The color maps for power and

phase distributions are shown at the top of the figure. The direction of external bias

magnetic field (H) is shown at the bottom of the figure.............coooviiiiicccccee 161.

Fig. 10.6 (a) The phase profile of all SW modes for single stripes of different widths fér

1 kOe applied at = 90° are shown. The (b) power and (c) phase profiles of all SW modes
for S1, S2 and S3 fdd = 1 kOe applied at = 90° are ©iown. The color maps for power and
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shown at the right of the figure...........ccoo oo eeeereee e eeeenemeeenn . LB3

Fig. 10.7 (a) The schematiof the linescan of the simulated magentostatic field and the
geometry of the applied magnetic field for the array of stripes are shown. (b) The linescans

of the simulated magnetostatic fields along Y (red dotted line) direction from S1, S2 and S3
for H=1kOe appliedatn » wnJ AOA OEI x18 4EA 1 ET AOGAAT O
fields along X direction (green dotted line) from S1, S2 and S3 for H = 1 kOe applied ain(c)
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Fig. 11.1 The ground state spin configurations of Py disks of diameteai) (200 nm and
thickness ) 40 nm arranged in coupled (a) two vortex system with inter disk separation
(9 10 nm and (b) three vortex system with the separation btween left and centre vortex

(S) of 10 nm and the separation between centre and right vortex2) of 100 nm.......... 173

Fig. 11.2 Energy spectral densities (ESDs) for coupled two vortex systemshwiarying
inter -disk separation (§ for a signal amplitude of 1.5 mT rotating CCW &= 1.27 GHz174
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Fig. 11.3 Variation of gain B) with inter -disk separation (§ is plotted for coupled two
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Fig. 11.4 Strayfield distributions for coupled two vortex systems with four different

interdisk separations (S5 are shown. The green arrows represent the paths of the

antivortex solitons. The dimensions of the disk shown in different panels are not in scale.
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Fig. 11.5 Energy spectral densities (ESDs) for asymmetric magnetic vortex transistor
(AMVT) with varying S2.A 1.5 mTsignal rotating CCW afo = 1.27 GHz is applied to the left
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Fig. 11.6(a) Variation of gainB) with S2is plotted for AMVT. (b)GainB, versus logarithm
of signal amplitude ho is plotted for AMVT with S1= 10 nm andS2= 100 nm................. 179

Fig. 11.7 Strayfield distributions for three vortex sequences with varying interdisk

separations S1 and S2 are shavn. The green dotted lines represent the paths of the

antivortex solitons. The dimensions of the disk shown in different panels are not in scale.
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Fig. 11.8 Variation of the length of the major axis of the ellipse with S2 for AMVT are
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Chapterl

1. |ntroduction
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where he emphasized the scope of possible technological develogmts at the nano scale
From that day the scientific community is paying considerable attention to manipulate the
matter on an atomic, molecular and supermolecular scale and in 1984orio Taniguchi
introduced a new research field named nanoscience and natechnology. One of the most
interesting and emerging branches of research in the field of nanoscience and
nanotechnology is nanomagnetism where magnetic phenomena of submicron sized
magnetic structures are studied. The magnetic properties of submicron &d magnetic
structures (nanomagnets) are modified due to the size reduction effects. As a result
nanomagnets have tremendous fundamental scientific interest. In addition to this
nanomagnets also have huge amount of applications in modern technologuch as
magnetic data storage device$l-2], nonvolatile magnetic memory [3-4], magnetic logic
devices[5-8], sensorsand magnetic resonane imaging[9], biomedicine and biotechnology

[10], spin torquenano oscillators(STNOs)[11] and magnonic crystal[12-13].

In modern hard disks, magnetic thin films are used as the recording mediMagnetic thin
films are polycrystalline alloys of CoCr and Pt with additional elements such as B or T
such longitudinal magnetic media each grain acts as a single domain with easy axis of
magnetization parallel to the plane of the filnil4]. However, the magnetizatiorof the grain

is randomly distributed and as a result the signal to noise ratio (SNR) is low. To overcome
this problem, sometime the easy axis of magnetization is set along the track direction. This
is known as oriented longitudinal magnetic medid15]. The storage capacity of such media
increases with the decrease of the grain size. But due to superparamagnetic effdd-17],
the magnetization direction of these tiny grains randomly flips at room temperature.
Therefore, to increase thermal stability the concept of perpendicular magnetic recording
(PMR) [18-19] was introduced by Shunlchi Iwasaki in 1976. In PMR, the magnetic thin
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films of materials with high magnetiocrystalline anisotropy like Co, CoCr, CoPt, CoCrPt are
used as the recording media. As a result the recording density of hard disk drive increases
from 15 GB/cn¥ (longitudinal recording) to 150 GB/cm? (PMR) [20]. However, the main
problem with PMR is that the value of magnetic anisotropy is limitedby the magnetic field
required to switch the magnetization (wrte field). To avoid this problem heat assisted
magnetic recording (HAMR) method is used where the switching field of the material is
reduced by heating the material with a lase[15]. Another very promising approach to new
storage architecture is the use of patterned recording medif20-22] where the recording
layer is fabricated as an ordered arrg of nanomagnets each one storing a single bit of
information depending on its magnetization states For patterned magnetic, media the
volume of individual nanomagnet is much larger when compared to a single grain.
Therefore, it has the potential to incease the longitudinal recording density from 15
GB/cm? to 30 GB/cne without the need for high write field [20]. The recording density of
patterned magnetic media could also be increased by decreasing the size of theividual
element. The only essential criterion for patterned magnetic media is to eliminate the

magnetotstatic interaction (crosstalk) between the individual bits.

Similar kinds of ordered arrays having strong magnetostatic interaction may show long
wavelength collective dynamics where the dynamics of constituent nanomagnets maintain
constant amplitude and phase relationship. This type of magnetostatically coupled array of
nanomagnets forms two dimensional magnonic crystals (MC$23-25] where spin waves
(SWs), the fundamental magnetic excitation in a metallic ferromagnetic material having
frequency in microwave regime are the transmission wave similar to electromagnetic
(photonic crystal) or acoustic (phononic cystal) wave. The quasparticles associated with
the quantization of SWs are known as magnons. Magnons are sflirparticles and obey
BoseEinstein statistics similar to photons and phonons. The dispersion relation of magnon
is quadratic in nature (0 Y k2) for long wavelength limit and they form magnonic
minibands. Magnonic minibands consist ofallowed magnonic states with alternating
forbidden band gaps The magnonic band structure can be tuned by varying various
physical and geometrical parametersas well as external magnetic field26]. This is the

most significant advantage of SW based systems over electronic, photonic and phononic
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crystals. In addition to this the wavelengtls of magnons are orders of magnitude shorter
than the light wave operating in the same frequency, which makes MCs a suitable candidate
for nanoscale on chip signal processing and data communication. They can also offer better
prospects for miniaturization as compared to the conventional photonic and electronic
devices.Magnetostatically coupled ordered array of nanodots, nanostripes, nanoparticles
which are made of single component, bsomponent (element) and multilayered structures
are the most popular exanples of MCs. Another example of MCs is magnetic antidots which
are basically arrays of holes on a continuous magnetic thin film. Magnetic antidots are
exchange coupled magnetic system and hence offer larger SW propagation velocity than
magnetostatically coupled magnetic dot latticesln addition to this magnetic antidots[26-

27] have also bee considered as a candidate for ultrahigh density data storage devices, so
that the memory bit could be trapped between consecutive holes along the intrinsic hard

axis of the antidot nanostructure.

In micro- and nanoscale ferromagnetic disks when the asgpt ratio defined by
thickness/diameter is much less than one, and both thickness and diameter exceed the
exchange length of that materigl an inplane flux closed nomuniform ground state of
magnetization is formed which is known as magnetic vorte}28-29]. At the centre of the
ferromagnetic circular disk, due to exchange interaction the direction of the magnetization
is out of planecreating the vortex core with a distinctpolarity [30], either Qp&or @ownd
and the sense of flux closed magnieation structure represents the chirality of the vortex.
Magnetic vortices can be used in magnetic data storagd8l], magnetic random access
memeory [32-33], magnetic logic circuitry [34] and information processing deviceg34]

among many other applications.

Present electronic systems suffer from problem of huge power loss due to Joule heating as
it is associated with the transldional motion of the electron. Therefore, it is important to
develop patrticle-less technologies for data transport and processing. This leads us to
magnonics [35-37], a rapidly evolving subfield of magnetism whidh mainly deals with
magnon based data operation and related aspects of SW dynamics. The aim of this field is
to control and manipulate SWs in ferromagnetic materiaby changingvarious physical and

geometrical parameters such asnaterial [38-39], shape[40-41], size, lattice constan{42],

3
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lattice symmetry [43] as well as magnitude and orientation of external bias magnetic field
[44-45]. Depending upon the wavelength of SWs & 2n T)Imainly two types of SWs
namely exchange dominated SWs and dipolar dominated SWs are observed. The exchange
dominated SWs are observed if the wavelength of the SWs are much shorter than the
exchange length lex= (2A/(1oM?2))*2) whereas the wavelength oflipolar dominated SWs are
much greater thanlex. SWs with intermediate wavelength are known as dipotexchange
SWs. The frequency and the damping of exchange dominated SWs are very high as
compared to dipolar dominated SWs. Also, propagation velocities dipolar dominated and
dipole-exchange SWs are higher. As a result, dipolar dominated SWs are mainly used to
carry the information in the form of energy and momentum. In addition to this, the dipolar
dominated magnetostatic surface SW shows nereciprocal behavior. Depending upon this
SW nonreciprocity, spin based logic devices operating in GHz range with low power
dissipation is proposed[46]. In SWlogic devices[47-50] information or data is coded into
magnon phase or density and processed using the wave effects such as interference. In SW
logic gates, the magnon phase is manipulated by the application of direct current electric
pulse whereas the aotput is carried by the magnon themselves. For combining two gates
additional magnon to voltage converter is required. To overcome this problem all magnon
based logic operations are propose¢b1] which is based on magnon transistor where the
information will be carried and processed by themagnons rather than electrons. The main
advantage of this type of magnon based logic gate is that the output signal of one gate can
be directly sent as an input signal to the next logic gate for designing complicated logic
gates such as XOR and NAND gale.addition to magnon transistor, the other important
components of an integrated magnonic circuif52] are a SW source, a channel for longer
propagation of SW and a SW detector. Naramntact spin torque nano oscillator (STNO)
[52-55] act as a nanoscale sourcefodocalized and propagating SWs and magnonic
waveguide is used to transmit the SWs and SWs can be detected by probing opticgs],
electrically [57] or by inductive [58] method. But the main challenge in the development of
this type of SW based magnonic devices is the anisotropic dispersi@®9-60] relation of
SWs. This means that the energy of SWs significantly depends upon the angle between the
propagation direction and orientation of magnetization. As a result, in a homogeneous

isotropic magnetic medium exposed to uniform external magnetic field, the SWs Wwitavel
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along a preferred direction with respect to the magnetization orientation. This problem
can be avoided by exciting the SWs using local Oersted field instead of external bias field.
Microstructured SW multiplexer [61] which is a building block of magnon based logic is
demonstrated where locally generated Oersted field is used to manipulate the path of SW
propagation. In addition to this, to propagate the SWs over sifficantly larger distance,
loss-less propagation of SWs in a magnetic medium are required. The possible way to
minimize the loss of SWs is by choosing suitable material with very low Gilbert damping
like Yttrium iron garnet [62] or Heusler [63-64] alloys. The damping of SWs in a material
can be modulated by introducing different capping layers like Au, Cr, Pd and Pt or by
introducing different dopants like Cr [65-66], Au [66] and Tb [67]. SWs can also be
generated by injecting spin polarized current generated by spin Hall effect (SHEB8-72],
spin pumping effect[73-74], spinSeebeck effect (SSHEY5-76], lateral spin valve[77]. This
spin polarized current has many advantages over the conventional charge current like no
stray Oersted fields as there is no net flow of charge, minimum power dissipation and
tunable damping of SWsy which one can achieve lostess propagation ofSWsin magnetic
media. Hence the existing technology of electronic data storage devices which are
currently driven by charge current can be replaced by a new technology named spintronics
which solely deals with the spin degrees of freedom of an electron. The most challenging
spintronic device is spin field effect transistor (SFET) proposed by DattBas[78] but the
major drawback of this transistor is lack of current gain. To remove this problem there is
also a proposal of spin torque transistor (STT)79-80] which is based on the current
induced spin transfer torque. But the main disadvantage of this transistor is that there is a
stand by current similar to the leakage current in a bipolar junction transistor (BJT) which
depends on the quality of the magnetic fih used in the system and the demands on the
response time. There is also a proposal that a sequence of three vortex chain act as a
magnetic vortex based transistof{81] which has a potential to work as a stable BJT. Other
key magnonic componentscurrently demonstrated are magnonic waveguided82], filters

[83], splitters, phase shifterd84], SWemitters [11], SW amplifier and SW interferometer.

In addition to this, SWs in MCs exhibits both classical and quantum mechanical properties
like reflection [85-87], refraction [85, 87], interference [88-90], quantization [91],
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diffraction [90], seltfocusing [92], Doppler effect[93] and tunneling [94-95]. As a result,
both quasistatic and ultrafast magnetization dynamics of 1D or 2D MCs have attracted
much attention. Among many of the interesting magnetic properties, magnetic anisotropy
receives particular attention for technological importance Magnetic anisotropy primarily
originates due to the violation of spirorbit angular momentum with respect to the rotation

of magnetization direction. The finite dimensions of elements in MCs furthemodify the
effective anisotropy by introducing additional complications. The magnetization at the
edges of a confined magnetic element deviates from the external field direction to minimize
the magnetic energies. These regions are known as the demagnetz regions.
Consequently, the average magnetization and the internal magnetic field changes with the
rotation of the azimuthal angle of the external bias field. This is known as intrinsic
configurational anisotropy [15, 96-97]. The effective magnetic field inside an element
within an array is also modified due to the stray magnetic fields from the neighboring
elements. Tailoring of this field by rotating the bias field angle with respectto the
symmetry axes of the aay leads to the concepts of extrinsic configurational anisotropy
[98]. For various applicaions of magnetic nanostructures of different lengthscales, it is
important to study this configurational magnetic anisotropy corresponding to the
magnetization dynamicsover a broadtime scale This includes slower processes such as
magnetization reversd, domain wall dynamics and magnetic vortex dynamics to faster

processes such amagnetization precessionand Gilbert damping.

The goal of this thesis is to investigate magnetization processes over various time scales
starting from quasistatic processessuch as magnetic hysteresis to domain dynamics
occurring in micro and nanoseconds and finally the ultrafast processes such as
magnetization precession occurring at the picoseconds and ultrafast demagnetization
occurring at femtosecond time scales We will investigate the magnetization dynamics of
magnetostatically coupled NdoFexo (Permalloy or Py) nanodot lattices by varying the
lattice symmetry, which will in turn affect the magnetic stray field distributions as well as
the configurational magnetic anistropy of the systems Moving to amicrometer length
scale, wewill also investigate the tunability of magnetization dynamicsan Py elliptical dots,

Py/Co bi-component MCs and Pynanostirpes using timeresolved magnetoeoptical Kerr
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effect microscopy (TR-MOKE) and micromagnetic simulationin addition to this we will
also studythe vortex core gyration of amagnetostatically coupledPy disks which shows

transistor like operations using micromagnetic simulations.

The quasiatatic and ultrafast magnetizationdynamics of magnetic nanostructures are
different from their bulk counterparts and continuous thin films. The magnetization
dynamics of magnetic nanostructures strongly depends upon their intrinsic material
properties such as exchange stiffness constanf), saturation magnetization M), Gilbert
damping (}) and magnetocrystalline anisotropy K). As a resulinvention of new material
properties is important. This may not always be possible to achieve in a single material in
the bulk or thin film form. Instead, structuring of known materials in one, two-, and three-
dimensions at various lengthscales and exploiting dynamical magnetic properties over
various time scales may potentially offer the desirable material propertiesBut the key
challenge is to fabricate high quality ordered arrays of patterned namagnets with
narrow size dispersion and in an ordered array over a macroscopic length scale. The
patterning of the structures can be done by using different kinds of lithography techniques
such as photolithography[99], electron beam lithography (EBL)100], Xray lithography
[101], interference or holographic lithography (IL) [102], deep ultraviolet lithography
(DUV) [103], nanoimprint lithography (NIL) [104] and ion beam lithograghy (IBL) [38].
The deposition of the material (magnetic or noAamagnetic) is mainly done by using
magnetron sputtering and electron beam evaporation techniques. Self aligned shadow
deposition [105], laser irradiation [106], ion implantation, molecular beam epitaxy (MBE),
pulsed laser deposition (PLD) are also very popular techniques for fabricating
nanostructures and thin films. On the other hand, manchemical methods like reduction,
nonhydrolytic sol-gel and thermal decomposition process are used to synthesize
nanoparticles. Electrodepostion[107] through nanoporous anodizedalumina template
[108] or poly carbonate track etched tenplate [109] is also a very efficient and cost

effective method to produce large scale magnetic nanowires with very high aspect ratio.

The crystal structure, surface morphology and he chemicalpurity of the nanostructures
can be characterized by using -Xay diffraction (XRD), scanning electron microscopyYSEM),

atomic force microscopy(AFM) andenergy dispersive xray spectroscopy(EDX). To study
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the static and quasistatic magnetic properties of the nanomagnets various techniques like
magnetic force microscopy (MFM)[110-111], magnetcoptical Kerr effect magnetometry
(MOKE) [112] and vibrating sample magnetometry (VSMetc. have been introduced. To
investigate the magnetization dynamics different kinds of techniques are developed.
Ferromagnetic resonance (FMR)113] with a vector network analyzer (VNA)[114] is very
efficient frequency domain technique to measure the high frequency magnetiesponse
from MHz to GHz regime but the spatial resolution of FMR technique is very poor. To
overcome this poblem the spatially resolved FMR technique is developedSpin-torque
induced FMR (STFMR) [115] is another specialtype of FMR technique which is mainly
used to measure the SHE or SW narciprocity effect. Another very useful technique to
study SWs in wavevector domain is Brillouin light scattering (BLS) techniqug116]. This
technique is used to measure dispersion relation (frequency vs. wavevector) of SWs in MCs.
Recently spaceresolved and time-resolved BLS techniques have been developed which can
also be used to probe magnetization dynamics with sufpm spatial resolution and few ns
temporal resolution [117]. Pulse inductive microwave magnetometry (PIMM)118] is one
type of time domain technique with a temporal resolution of tens of picoseconds. The best
spatio-temporal resolution is obtained from timeresolved magneéo optical Kerr effect
microscope (TRMOKE)[119]. This technique offers time resolution of sub hundred of
femtosecond and it is used to probe the femtosecond magnetization dynamics of a
ferromagnetic material very efficiently. The timeresolved scanning Kerr microscope
(TRSKM) [96] is also developed to image the time evolutio of propagation of
magnetostatic SWs in magnetic nanostructure. Abptical TR-RMOKE[120] and field pumped
TR-MOKE[121]are two special types of TRMOKE techniquesin caseof all optical TR
MOKE, all optical excitation and detection technique is used whereasfield pumped TR
MOKE, excitation is usually done by using picoseconds pulse generator and detection is
done by using picoseconds/femtosecond laser pulse. The ultrafast demagnetization
occurring within sub-ps, relaxations occurring within few ps to hundeds of ps and
precession of magnetization and damping occurring within few ns can be measured using
the former technique. In contrary the latter technique can only excite and probe
magnetization precession, damping and other slower dynamics such as gyratioof

magnetic vortex core and domain wall dynamics upto time delays of about 40 ns. In this

8
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thesis, the first techniquei.e, all optical TRMOKE technique is used to measure the

collective magnetization dynamics of magnetic nanostructures.
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2.  Theoretical Ba ckground

2.1 Introduction:

Any material if placed in a magnetic fieldH, acquires some magnetic moment. The principal
sources of this magnetic moment are the spin and orbital angular momentum and the
change in the orbital angular moment induced by the gpied magnetic field. Depending
upon these origins of magnetic moment mainly three types of magnetism are possible
namely, diamagnetism, paramagnetism and ferromagnetism. In case of diamagnetism the
third source is mainly responsible whereas the first twosources are responsible for other

types of magnetism.

The magnetic moment per unit volume is defined as magnetizatioiM). The magnetization

Mis proportional to Hand it can be written ag122-123]

M =cH (2.2)
here, ? is known as magneticsucceptibility of the material.
)T AAOGA 1T £ AEAI ACi AGEA | AOAOEK Aintgati@Faid itAsE Al
ET AAPDAT AAT O T £ OAIi PAOAOOOA x EAsOntidpéndertiofQhe D A O
magnetic field but it inversely varieswith t emperature as shown below

(2.2)

=0

here, C- Ng*J(J +) (2.3).
3k,

In case of ferromagnetism spontaneous magnetic moment is observed even at zero applied

magnetic field. The existence of spontaneous moments suggests that thecelen spin and
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magnetic moments are arranged in a regular manner. The ferromagnetic susceptibility can

be expressed as

_cC (2.4)
T-T,

C

where, T¢ is the Currie temperature below which all ferromagnetic material exhibits

spontaneous magnetizabn.

Ferromagnets possess many interesting properties like ultrafast demagnetization
occurring in femtosecond range, remagnetization in low picoseconds range, precessional
dynamics varying over a broad range of time scal&@his includes slower processes sth as
magnetization reversal, domain wall dynamics and magnetic vortex dynamics to faster
processes such as magnetization precession, and Gilbert dampiitgs very challenging to
explore different quasistatic and dynamic magnetic properties of ferromagrie using

ultrafast optical microscopy.

2.2 Magnetic Anisotropy:

According to nontrelativistic quantum mechanics, the free energy of a ferromagnetic
system is independent of magnetization direction.e, the magnetization should be isotropic

in nature but experimentally it is observed that magnetization can be easily aligned along
some preferential direction with respect to the crystallographic axg or to the shape of the
body. This property is known as magnetic anisotropy. Thedirections along which
magnetzation lie easily are known as easy axes of magnetization and the axes along which
it is most difficult to produce saturation are called the hard axes of magnetization. There

are mainly two microscopic sources for magnetic anisotropj123-125]. They are
a) the dipole-dipole interaction.

| 2.5)
L 1%s.s-2(SR)S.R)
6 R |

4peR

dd
b) the spin-orbit coupling.
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His=-/(L.3) (2.6)
Let us consider, for a ferromagnetic material the magnetizatiorM) can be expressed as:
M =mW,, (2.7)

where, mis the magnitude of magnetizaton andvE O OEA OT EO OAAOH O

can be expressed by its componentg (h 2h j3) where § 12+ | 22+ | 32= 1.
At below Currie temperature, the free energy densityR) can be expressedsa
F=F(,M,W,,,e€ (2.8)

where, T and R are the temperature and tle strain tensor, respectively.Under some
approximation the thermodynamic potential or the anisotropy energy can be expressed

only as a function of w.

I. Magnetocrystalline Anisotropy:

Due to the spn-orbit interaction, the spins prefer to align along some well defined
crystallographic axes. This is known as magnetocrystalline anisotropy. This is the intrinsic

property of the material.

The magnetocrystalline anisotropy energy Gyst) can be expandedn successive powers of

components ( 1h 2hJ3) @f Mwm

Gcryst(WM) =b,(Hy) +é. Qj (Hy )aiaj +é. ijl (Hy )aiajakal SEERERIEES (2.9)
i

iikl
here,Hw is the projection of external field along the direction of w.

a. Uniaxial Anisotropy:

For hexagonal crystal, the magnetocrystalline anisotropy energy is a function of angle
between c-axis and the direction of magnetization (). The anisotropy energy is symmetric

with respect to the ab-plane. The expression for anisotropy energy fancp structure is
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GysWy ) =K, + K, sin* g+ K, sin* g+ (K, + K, cos$f)sing g +......... (2.10)

where, [ and are the angle between magnetization and-axis or a-axis, respectively as

shown in Fig. 2.1(a) andKy, K etc. are the constants which depends on temperature.

C 4

(a) (b)

<

~
-/.,

Fig. 2.1 Coordinate system for (a) uniaxial hexagonal closed packed system and (b) cubic

system.
b. Cubic Anisotropy:
For cubic crystals,x-, y- and z-axis are the crystallographic axes and the expression for

cubic anisotropy energy will be

Gcryst(WM ) = Ko + Kl(afazz +a32a22 +afa§) + Kzafaga:‘? (211)

2,52 2,2 2,52\2
+Ky(a’a; taza, +a‘az) +o.....

here, the magnetization vector 1) made angle h and[ with x-, y and z-axis, respectively
as shown in Fig. 2.1(b) andy 1, | 2 and J 3 are the direction cosines along, yand z direction.

For Ki> 0, the easy axes are along (100) plane and fér< 0, the easy axes are along (111)

plane.
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II.  Shape Anisotropy:
7EAT OEA AT EOI O0OiI PU AT AOCU Ald hdgdetratiéhbwiti OE
respect to the external shape of the sample, then it is known as the shape anisotropy. Shape
anisotropy is an extrinsic contribution which completely depends upa the geometry of the
sample. The origin of shape anisotropy is the long range dipetipole interaction or the

magnetostatic interaction which senses the outer shape of the sample.

The magentostatic energy of a uniformly magnetizedM) ferromagnetic material can be

expressed as

2.12
Ed:-%ng M. Hqd®r (2.12)
sample
here Hq is the interaction field on one dipole created by the other dipoles.
The field inside Hin) a uniformly magnetized ellipsoid can be written as
H,=-N.M (2.13)

here, M is parallel to one of the principal axes of the ellipsoid andN is the demagnetizing

factor with components (Nx, N,, N;) alongx, y, andz axes of the ellipsoid such that
N, +N, +N, =1 (2.14)

If there is an external applied field Hey), the resultant field (H) will be the vector sum ofHex
and Hin.

H :Hex+Hin (215)

Substituting Egn. (2.13) in (2.12), the magnetostatic energy of a uniformly magnetized

ellipsoid of volumeV can be written as
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1 (2.16)
Ed:E”&V(Nfo-I-NyMj-'-NZMZZ)
This is the expession for shape anisotropy energy.
lll.  Configurational Anisotropy:
| AAT OAET ¢ O "Ol x1 60 £EO1T AAT AT OA1 OEAT OAT A

reduced, there comes a point at which the competition between exchange energy and the
magnetostatic enegy requires that a uniform magnetization should be adopted. But for
TTT AITTEDPOT EAAT AT AI AT O OEEO OEAT OAI EO 117«
OAPT AAAA -BUEMIANAOI AcT ACEUAGET 16 & O 111
deviation of static magnetization from the uniformly magnetized state results in a strong
anisotropy with symmetry corresponds to the shape of the nanoelement. In 1988, Schabes

and Bertram identified this as configurational magnetic anisotropy98].

a. Intrinsic Configurational Anisotropy:

In 1998, Cowburn et al. showed [126] that mainly two types of single domain

i ACT AGEUAOGETT OOAOGAOG TAIT AT U O T xA0d AT A <
sample. For a single domain square elemethere is no inplane shape anisotropy. But as
shown in Fig. 2.2 (a) as the uplane angle () of the external bias field H) changes leaf

state and flower state is observed for a single domain square element. There is an energy
difference between leaf and flower states due to the neaniformity of the magnetization
distribution within the near single domain state. This energy difference of an isolated

element is referred to as intrinsic configurational anisotropy.
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Fig. 2.2 (a) Simulated static magnetization states are shown for a single 200 nmuwsaye dot
of thickness ¢) = 20 nm at a bias field of 1.15 kOe applied at different azimuthal angles)(
(b) The geometry of the applied bias field is shown. (c) Simulated magnetostatic stray field
distributions are shown for an array of 200 nm square dot of thicknesst] = 20 nm and
interdot separation (s) = 100 nm at a bias field of 1.15 kOe applied different azimuthal

angles ().

b. Extrinsic Configurational Anisotropy:

Magnetostatically unsaturated regions situated near the edges of an element vary with the
in plane angle () of the external bias magnetic field il). The schematic of the geomeyr of
applied magnetic field is shown in Fig 2.2(b). As a result, the magnetostatic interaction
between the elements also changesvhich will in turn affect the magnetic stray field
distributions as well as the configurational magnetic anisotropy of the arsaas shown in

Fig. 2.2(c). This can be referred to as extrinsic configurational anisotropy.
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IV. Surface Anisotropy:

In 1954, Neel pointed out that the spins at the surface has a nearest neighbor on one side
and none on the other side and as a result the exainge energy will not be the same as the

bulk. Surface anisotropy arises due to this reduced symmetry of a ferromagnetic surface.
The surface anisotropy is a geometrical feature that depends upon the shape of the sample.

The expression for surface anisotrop is

E - % K, F{nW(M))? ds 217

here, n is the unit vector parallel to the normal pointing out of the surface ands is a
coefficient which should be taken from experiment. It can also be assumed that surface
anisotropy caused by the reduced symmetrgf the spin orbit interaction at the surface. The
surface anisotropy energy depends upon the angle between the magnetization at the

surface and the crystallographic axes of the material.

V. Exchange Anisotropy:

Exchange anisotropy[127-128] or exchange bias is the result of an interfacial exchge
interaction between a ferromagnetic (FM) and antiferromagnetic (AFM) material. In a FM/
AFM bilayer system, atTn < T < T all spins in FM layer is aligned along the applied
magnetic field (H) direction, whereas all the spins in AFM layer is randomlyr@nted. AsT <
Tn, In the presence ofH the spins in AFM at the FM/ AFM interface aligned along the
direction of the spins in FM layer due to exchange interaction. The rest of the spins in AFM
layer arrange themselves according to AFM ordering. Now if weverse theH, the spins in
FM layer start to rotate but the spins in AFM layer do not rotate due to strong exchange
anisotropy. But the spins in FM layer tries to align along the direction of the spins in AFM at
the interface due to the interfacial exchage interaction. Thus the FM layer only has one
stable configuration i.e, the anisotropy is unidirectional. To fully rotate the spins in FM
layer in a FM/AFM bilayer system largeH is required as compared to bare FM system with
same thickness. The hystersds loop also shifted in the field axis due to the presence of an

extra internal biasing field.
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2.3 Magnetization Dynamics:
2.3.1 Magnetization Precession:

According to quantum mechanics the equation of motion of a spi®yis given by[129-130]

d

i>a<8> =[S,H] (2.18)

The Hamiltonian operatorH which can be described as the interaction betweethe spin (S

and external field B) is

H=-2"(sB) (2.19)

where pgis the Bohr magnetron andg is the gyromagnetic factor for a free electron. The-Z

component of the commutator relation inEqgn. (2.18) can be expressed as
[s,.H]=igm(s® B), (2.20)
Substituting Eqgn. (220) in Egn. (2.18) we can write

i>%<8> =igm, (S® B) (2.21)

This is the spin equation of motion for a single spin. For homogeneous magnetizatia)(

we can write
M =97 g (2.22)
>
and, B=mHg (2.23)
Substituting Eqgn. (2.22) and (23) in Eqn. (2.21) we will get
%M:_gmwﬂ) (2.24)
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where gyromagnetic ratio,r ~ €¥ CIAis is the LandatLifshitz (LL) equation of motion of
magnetization in presence of an external magnetic fieléH. This equation states that at
equilibrium the magnetization presses around the effective magnetic field Hgr) for

infinitely long time.

(a) (b)

H -
Eff dM/dt Hex MI dM/dt
dM/dt

M

Magnetization

orecession Damped Magnetization

precession

Fig. 2.3 Magnetization precesion (a) without damping and (b) with damjng.

2.3.2 Magnetic Damping:

Experimentally it is observed that the amplitude of magnetization is gradually reduced
until the magnetization is aligned along the direction of external magnetic bias fieldH].
Gilbert first introduces the damping term in LL equation to match the experimental

observation.
The equation of motion of magnetiation in presence of damping is

d a dM
—M =- 3 Hy )+ —(M3 —
M =g M He) £ (M2 =)

(2.25)

This is known as the famous Landalifshitz-Gilbert (LLG) Equation. Herg| is the Gilbert
damping parameter.The values of] for Nikel (Ni), Cobalt (Co), Iron (Fe) Heusler alloy, and
NigoFexo (Permalloy) are about 0.064, 0.0019, 0.01, 0.003 and 0.008 respectively.
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2.3.3 Energies of a Ferromagnet:

The total free energy Ewtal) Of @ ferromagnetic material in pregnce of an external magetic

field can be expressed as
Etotal = Ee + Ed + EZ + EK (226)

here Ecis the exchange energykq is the magnetostatic self energykz is the Zeeman energy

and Ex is the magnetocrystalline anisotropy energy.

I. Exchange energy:

The tendency of spins is to align themselves in parallel or antiparallel to each other is
known as exchange interaction. The expression for Heisenberg Hamiltonian for exarige

energy can be evaluated as

E.=-4 Ji S-S (2.27)

i

where J is the exchange ritegral and S and § is the spin operator of i and jh spin.
Exchange energy depends upon the nearest neighbour interactiore, it is a short range

interaction.
Jj=+1 for parallel arrangement of the spin.e, for ferromagnetic arrangement.
Jj=-1 for antiparallel arrangement of the spini.e, for antiferromagnet arrangement.
Considering continuum model, the excange energy can be expressed as

E. = Af{bm)®d°r (2.28)

\Y

where, m = M/Ms is the ratio of magnetization to the saturation magnetizaon. The
summation in Eqn. (2.27) is replaced by the integral over the ferromagnetic material

considering m as a continuously defined vector quantity andA is the exchange stiffness

coefficient given by
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_ 2% (2.29)
a

A

here,ais the lattice constant. The value ofAfor Ni, Co, Fe and Py are 9 x 18J/m, 30 x 10

12 3/m, 21 x 1012 J/m, and 13 x 162 J/m respectively.

. Magnetostatic Self Energy::

Magnetostatic self energy in a ferromagrtec material originates due to the classical
interaction between the magnetic dipoles. This energy is also known as demagnetization

field energy or shape anisotropy energy. The demagnetizing energy can be expressed as

1 (2.30)

H, =- N,.M (2.31)

here,Nq is the demagnetizing factor.
In continuum limit, the demagnetizing field can be expressed as

1 (2.32)
E, =- Eng M. Hqd®r

sample

Magnetostatic self energy depends upon the entire sampi, it is a long range inteaction.
The magnetostatic self energy is proportional to the saturation magnetizatiol but in case

of exchange energy scales with the exchange stiffness constant

lll.  Zeeman Energy:

Zeeman energy k) is the interaction between the magnetization ¥) and external field

(H). Theexpression for Zeeman energy is

E, =-fM.H d’r (2.33)
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IV. Magnetocrystalline Anisotropy Energy:

Experimentally it is observed that though the Heisenberg exchange energy is isotropic, but
the magnetization of ferromagnetic materal tends to lie along some crystallographic axes
due to spin orbit coupling which is known as magntocrystalline anisotrop as we discussed

in section2.2.1

For hexagonal closed packednhgp) crystal, the expression for uniaxial magnetocrystalline

anisotropy energy is
E, = K,sin®g+K,sin"q (2.34)
here[ is the angle made by the magnetization with-aexis for hcpcrystal.
For cubic crystal, the expressioffior cubic anisotropy energy is
E, = K(a’a?+a’a?+a’al)+K,a’ala? (2.35)
here, | 1,12and] 3z are the direction cosines.

2.3.4 Time Scales of Magnetization:

Magretzation dynamics can occur over a broad range of time scale. Figure 2.4 shows
several magnetization dynamic phenomena at the relevant time scales ranging from 1 fs to

a few hundred nanosecondgus).
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Domain wall
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Fig. 2.4 Characteristic time scale of various magnetization dynamics.

The fastest process is the exchange interaction which occurs from 1 to 10 fs. The spin orbit
coupling occurs from 10 fs tol ps. The ultrafast demagnetization occurs within hundreds of
fs. Folbwing the ultrafast demagnetization, a fast remagnetization occurs within 1ps to10
ps. Magnetization precession is observed in few ps to few hundred of ps time scale and
Gilbert damping associated with it occurs within 1 ns to few tens of ns time scale. &h
slowest magnetization processes are the vortex core gyration and domain wall dynamics

which occur within 10 to 100 ns.

2.3.5 Laser Induced Ultrafast Demagnetization:

When a femtosecond laser pulse is incident on an ordered ferromagnetic material, the
photon field of the laser beams interacts with the spin degrees of freedoriithe angular
momentum of the light gets nonlinearly modifiedand during the thermalization of charges
and spins, the electronic wavefunction loses its phase memory (incoherent procegssith
respect to the excitation, which leads to the demagnetization of the ferromagndthe exact
physical mechanism for the demagnetization process is still a topic of debate. However,

some proposed[131-134] mechanisms are theexcitation of Stoner pair, spinz orbit
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coupling, the coupling with the electromagnetic field via a terahertz emissiofil35], spin

flip scattering including Elliott -Yafet type of scattering134] , super diffusive spin transport
[136-137], electron-magnon spinflip scattering and Coulomb exchange spiflip scattering

[138]. After demagnetization the electronic charges and spins start to relax, which can be
described by a three temperature mode[131, 139]. The hot electrons and spins exchange
energy with the lattice and this is mediated by the electron phonon interaction. By
exchanging energy, spin system comes to an equilibrium temperature with the charge and
lattice systems. Therefore, thedttice temperature also changes. The magnetocrystalline
anisotropy and magnetization M), which are functions of lattice temperature, also change
rapiAl U8 4EEO OADPEA AEATCA ET 1 ACT AOT AOUMOAI I

acts as an internal pulsed field and triggers the precession of magnetization
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Fig. 2.5 Schematic representation of ultafast magnetization dynamics based upon three

temperature model.
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[. Three Temperature Model (3TM):

In 1996, Beaurepaireet al. first observed[131] the ultrafast demagnetization in a Nikel (Ni)
film after excitation with a 60 fs laser pulse. They explain their observations
phenomenologically by three temperature model (3TM). According to this theory, there
exist three thermalized reservoirs that exchange energy, namely, the electron system at
temperature Te, the spin system at temperaturels and the lattice system at temperaturerl;
The initial hot electrons induce the spin dynamics associated with spin temperaturés
which leads tothe ultrafast demagnetization.The temporal evolution of the system can be

described by three coupled dferential equations. They are

2.36

ClT) S =- 0, (T, - T)- 9,(T, - T+ pO) (2.3
2.37

Cs(rs)%:_ges(rs_ Te)_ gsI(Ts_ TI) ( )

G =2 0y(T - T)- 0,(T - T) 239

here, G, G and G are electronic, magnetic (spin) and lattice contribution to specific heat,
respectively and gel, ges and gsi are the electronlattice, electron-spin and spinlattice
interaction constants. P(t) is the laser source term. This model described that therera
heat transfers between three coupled baths namely electron, spin and lattice and in sub

picoseconds temporal regime the main interactions are electrespin and electronlattice

type.

II.  Spin Orbit Coupling (SOC):

In 2000, Zhanget al. proposed[140] that the ultrafast demagnetization is a cooperative
effect of the external laser field and internal spin orbit coupling (SOC). The external laser
field cannot change the magnetic spin moment in fs time scale ifdfe is no spin orbit
coupling. On the other hand without laser field spin orbit coupling camst change the
magnetic moment.It is concluded that the laser induced demagnetization is oaced via

spin orbit coupling.
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lll.  Elliot -Yafet Type Spin Flip Scattering:

In 2005, Koopmanset al. proposed [134] that phonon mediated spin flip scattering is
responsible fa ultrafast demagnetization. They introduced a Hamiltonian inspired by
Elliot-Yafet (EY) type of (quasi) elastic spin flip scattering by electron interacting with
impurities, mainly phonons. The scattering process is associated with the spin orbit

interaction that transfers the angular momentum between the electron and lattice.
The Hamiltonian can be written as
H=H_+H,+H_+H, (2.39)

here, He, Hs, Hee and Hs represent electron Hamiltonian, spin Hamiltonian, screened

Coulomb interaction Hamiltonianand spin flip interaction Hamiltonian, respectively.

When a laser beam incidents on a ferromagnetic material laser excitation enhanced the
electron temperature but the temperature of the spin system initially remains unaffected.
The imbalance of spin up ad spin down scattering occurs due to this nonequilibrium

situation which leads towards the ultrafast demagnetization.

IV. Relativistic Quantum Electrodynamics Processes:

In 2009, Bigot et al. proposed[133] that ultrafast demagnetization can be explained by
using relativistic quantum electrodynamics. When a femtosecond laser pulse incident on a
ferromagnetic material, the magnetic induction B) results both from an external static
magnetic field (H) and from the time dependent magnetic component of the laser field. As a
result within the material the value of B can be as large as 1 Tesla. The dhgc potential is
also dynamically modified due to the laser field which affects both spin orbit interaction
and the spin dynamics. As a result the angular momentum of the light is nonlinearly
modified in first 50 fs due to this coherent interaction of thephoton field with the
electronic charges and spins. Next, the relaxations of electrons and spins to the thermalized
population take place. During this temporal regime the electronic wave function lost its

phase memory by incoherent interaction which leadso the ultrafast demagnetization.
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Finally, for longer time delay, the energy exchange between charges and spins to lattice

play an important role.

V. Spin Flip Coulomb Scattering :

In 2009, Kraul3 et al. proposed [141] that EY-like mechanismbased onelectron-electron
Coulomb scatterng in presence of spin orbit interaction has thepotential to explain the
ultrafast magnetization dynamicsThis type of scattering mechanism is not (quasi) elastic
type. In case of electrorelectron scattering the available phase space for minority to
majority transition is much larger compared to electronrphonon scattering.As a result, the
transition for energetically close bandsi.e, the bands present near Brillouin zone islso
possible to explain using this mechanism. In case of electraectron scadtering, when
femtosecond laser is incident on a ferromagnetic material, nonequilibrium electronic
distribution within th e accessible bands is createdhe electrons undergo an intraband or
interband Coulomb scattering process. The ultrafast demagnetizatiomainly occurred due
to the interband scattering between the optically excited electrons. As a result there is a
redistribution of electrons from majority to minority bands and the overall magnetization

value reduces. They assumed that optical excitatiomill not change the magnetization.

VI.  Super Diffusive Spin Transport:

In 2010, Battiatoet al. proposed[136] a semi classical model for ultrafast demagnetization
due to diffusion of spin polarized electrons in a super diffusive regime. In their theory they
considered the multiple spin conserving electron scattering events and electron cascades
created by inelastic scattering are responsible for ultrafast demagnetization. According to
this theory, after the absorption of photon electrons are excited frond band to s-p like
band. The mobility ofsp band electron is much larger compare tal band electran. The
velocity of a laser induceds-p band electron is around 1nm/fs. The excited spin majority
and minority electrons have different lifetime. The mean free path for a majority carrier is
higher compared to the mean free path of a minority carrier. Thismay lead to a depletion of
majority carriers from the magnetic films and a transfer of magnetization away from the

surface which leads towards the ultrafast demagnetization. In addition to this, the excited
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electrons will undergo inelastic scattering and gnerate an electron cascade. These newly

excited electrons will also contribute to the demagnetization.

2.3.6 Induced Magnetization Precession

After the absorption of intensive laser pulse, the lattice temperature changes its valuEhe
magnetocrystalline anisotropy and magnetization i), which are functions of lattice
temperature, also change rapidly. The easy axis of magnetization also changes and the
magnetization starts to precess around the new easy axis of magnetization to align along
the new effectve field as shown in Fig. 2.6The change in easy axis of magnetization due to
thermally induced anisotropy is present only for few ps. After that, the easy axis @hs to

its original position. This rapid change in magnetocrystalline anisotropy or the tsmpe
anisotropy (P A } acts as an internal pulse field and triggers the precession of
magnetization. As a result, themagnetization precession is observedon top of a bi-
exponential recovery of magnetization.The faster relaxation time ¢:) of the hot electrons
and spins ocurs, because they exchange energy with the lattice and this is mediated by the
electron - phonon interaction [142-143]. By exchanging energy, spin system comes to an
equilibrium temperature with the charge and latice systems.The second or longer
relaxation time (z2) corresponds to the diffusion of electron and lattice heat to the
surroundings (such as substrate[142]. The magnetic damping determines the time scale

on which the magnetization aligns with the effective field.

(%\ Heg Hen Eff et
LA
/ M M M

80 fs pump <1ps 17 20 ps <lns

Fig. 2.6 Anisotropy field pulse in all-optical TR-MOKE microscope.
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2.4 Ferromagnetic Resonance (FMR):

The collective excitation of an ensemble of electron spin magnetic moment in a magnetic
solid is known as ferromagnetic resonance or FMR. If a ferromagnetic material (plane
surface) is phced in a static magnetic fieldd, the magnetization will start to precess with
an angular frequencyd o and according toLarmor condition 5o € rlf(an alternating (rf)
magnetic field is applied perpendicular to this steady magnetic field, then the resonee
will occur. The magnetization will precess with a resonance frequency absorbing power
from the rf magnetic field. The expression for resonance frequency for ferromagnetic
material is

1 2.40
w, =g(BH)? 249

here r is the gyromagnetic ratio andB is the magnetic induction.

2.4.1 Derivation of the Kittel Formula Using Macrospin Model:

In 1947, Charles Kittel first derived the expression for ferromagnetic resonance
considering the shape of the specimen. The theory was developed on macrospin model.
According to this model, the magnetization in a ferromagnetic material is uniform
throughout the element and as a result the magnetic moment of the whole element can be

replaced by a giant magnetic moment.

N
pd
N

A
V

X, N,

@ () XN, ©

Fig. 2.7 Coordinate systems used for (a) an ellipsoid, (b) a plane and (c) a cylinder.

The equation of motion of a ferromagnetic material can be written as
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d a dM (2.41)
—M=-gM3H_)+—(M3 —
" A er) * iy M? )
For uniform precession (considering| = 0) the Eqn. (2.41) reducs to
d (2.42)
d_M =-9(M3 Hg)
t
The Eqn. (2.42) will take the following form
dMm, _ et yef (2.43)
dt _g(Msz - Hy Mz)
dM 2.44
= gM " - HE'M,) (249
dt
dM (2.45)

z — eff eff

dt _g(MxHy b Hx My)
For a general ellipsoid, the demagnetizing factors alorngy and z directions areNy, Ny and

N respectively. H; is the static magnetic field which is applied along the axis andHx is the

rf field applied along thex axis. The value of the effective magnetic field along x, y and z

directions are [144]

HE =H_-NM, (2.46)
Eff _

HS =-N,M, (2.47)

HE" =H - NM, (2.48)

Substituting Eqn. (2.46), (2.47) and (2.48) in Egns. (2.43), (2.44) and (2.45), wan write

dMm 2.49
S =gH, (N, - NM,IM, (249

dm (2.50)
dty =gM,H, - (N, - N,)M,M, - M H,]
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dMm

dt@D

These three equations can be solved considering
M =me"

Finally the expression susceptibility fx) can be obtained as

C_Mx_ cO

X_H - w
- ()7

Wy

where,

M

z

Co =
[H, +(N,- N,)M,]

1
e =g H, +(N, - NM Y H, +(N, - N)M )
here, J o is the resonance frequency for a ferromagnetic material.

The expressions for some special cases are shown below.

a. Infinite Thin Film:

ForH; film plane,
The demagnetizing factors are
N, =N, =0,N, =4p
The expression for FMR frequency is
w, =glH, - 4pM,]
ForH.£ AEI 1 D1 Al Ah
The demagnetizing factors are
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N, =N, =0,N, =4p (2.58)

The expression for FMR frequecy is

o = o, (H, + M )] (2:59)
Sphere:
The demagnetizing factors are
N,=N, =N, :%p (2.60)
The expression for FMR frequency is
w, =gH, (2.61)
b. Infinite Circular Cylinder:
The demaynetizing factors are
N, =N, =2p,N, =0 (2.62)
The expression for FMR frequency is
W, =g(H, +20M,) (2.63)

Let us consider the anisotropy energy irf. Then the expression for anisotropy fieldHe

will be

LIV (2.64)
dg ‘

The expression for anisotropy field in terms of effective demagnetizing factdyeis
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H;=-NM, (2.65)
HE =- NSM, (2.66)

The expression for the Kittel formula considering demagnetizing factor and anisotropy

field is

1 .67
Wy = gl H, + (N, +Ng - NOMLKH, + (N, + N3 - NM: (267
For uniaxial anisotropy,
f =K,'sin’q (2.68)
Or, ar_ 2K,'singcogy (2.69)
dg
From Eqn. (2.68) and (2.69)
j—f=2Kl'sinqc037: M,H¢sing @NM ? sing (2.70)
q
Under small angle approximation (Forf e 0AT A A1)OJ
_ 2K/ (2.71)

Ne=N®
X y M

N N

Finally, the expression of resonance frequency for an infinite thin film considering uniaxial

magnetocrystalline anisotropy can be written as

: 2K, 2K, ;zé (2.72)
e

VVO :géHz+M_1}{ Hz +M_1+4MVIZ}L;|
e z z u

2.4.2 Resonance Equation for Two -fold Anisotropy:

The general expressions for effective demagnetizing factor af@45]
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a2 &G G (2.73)
NXMfsme:é(“_)w (“ ),
Mg H
& LG pG (2.74)
g(ﬁ - ( u sindcogy UG
NyM Zsind = Uy 4 >T1C =
sin’q sing Hg

Gis the magnetocrystalline anisotropy energy and and are the angles made by the

external magnetic fieldH with z and x axis respectively as shown in Fig. 2.8.

‘e,
LN

e
0
....

. H
o
g

Fig. 2.8 Geometry of the magnetization and applied magnetic field is shown in an

orthogonal coordinate system (a, b, c).
The expressionfor uniaxial magnetocrystalline anisotropy energy is
G=K,'sinq (2.75)

or, HG K,sin2q (2.76)
ng

and E:0 (2.77)
) uf
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Substituting Eqn. (2.76) and (2.77) in Eqn. (2.73) and2(74) at = 0 under small angle

approximation we get

' 2.78
NS = i/lel co2qg (2.78)

' 2.79
Ng = i/lel cogqg (2.79)

S

Substituting Egn. (2.78) and 2.79 in Eqn. (2.67), we get the expression for resonance
frequency for systems with twofold magnetic anisotropy as
e 2K, 2K, @% (2.80)
M/O:géer-'-(Ny- Nz+MlcOQq)Mz}{Hz+(Nx- NZ+M100§Q)MZ}O
2 a

S S

For an infinite thin film, the demagnetizing factors aréNy = ANx=N;=0.

The expression for resonance frequency for twdold magnetic anisotropy can be written as

: 2K, 2K, @% (2.81)
e
w, =gdH,+—2co2gH{ H,+—Lcosqg+4pM}
é s My U
Free energy for fourfold anisotropy can be written as
G =K,(sin*gcos’ g +sin*q) (2.82)
(2.83)

Or,G= %sin4 g(cosig +3)

Following the similar process, the expression for resonance frequency in systems with
four-fold anisotropy can be written as

R 1 (2.84)

e 4K, K, 2
V'/(ngde+(Ny_ Nz_ M2 COW)MZ}{HZ-F(NX_ N2+M 2(3"'4(3094{/))'\/'2}0
é a

s s
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2.5 Sin Waves:

2.5.1 Introduction:

In 1930, Bloch first introduced the concept of spinwaves (SWs).The low-lying collective
excitations occur in magnetic lattices with continuous symmetrypropagates as a wave
(SW) generated by collective phase coherent pression of spins in ferromagnetic
materials. The magnetization orientation of individual spins in a ferromagnetic material
can be disturbed from its ground state by various perturbingmethods like temperature,
pressure, magnetic field, spimpolarized current or electromagnetic waves. This
disturbance propagates through the system in the form of spiwave (SW).The quanta of

SWs are known as magnons which are spih quasiparticles and follow the BosgEinstein

fepfopiepfop]
JTTTTITT

CRLOLLSOOD

Fig. 2.9 A schematic diagram of spiawave is shown.

statistics.

2.5.2 Dispersion Relation of Magnon:

In case of ferromagnetic material at ground state all spins are parallel to each other. Let us
consider a chain ofN spins and the magnitude of each spiis S The Heisenberg exchange

interaction can be expressed as

N (2.85)
Eex =- 2‘] a Sp' Sp+1

p=1
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here, Jis the exchange integral and Bis the angular momentum of the spin at sitg.
The energy term involvingpth spin is[122]

E,,=-23S,.(S,,+S,.) (2.86)

The magnetic moment at sitg is

m, = - gmS, (2.87)
2.
or, Sp =- ﬂ ( 88)
gm

Substituting Eqn. (2.89 to Egn. (2.86), we get

Eex=- nz,.[ﬁ (Sy.1+Spu)] (2.89)
Eqn. (2.89) can be writes as
; ”L-Bp=-n%-[ﬁ(sp_l+spﬂ)] (2.90)
g
where the effective magnetic field or exchange field that acts on tip& spin is
(2.91)

- 2J
B, =[ﬁ(5p.1 +Spu)l
The torque pp x B, which ads on the spin is equal to the rate of change of angular

momentum_ 3.

% =(- 9m/>)S,® B, =(23/>)(S, S, +S,° S;) (2:92)

In Cartesian coordinates:
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ds; 23 L , (2.93)
d_tp = ?[Sg (Sp— 1t Sp+l) - Sp (Sg-l + Sg+1)]

considering S},S) << S and S} = S, we can linearize Eqn. (2.93). The solution of the

linearized equations will be of sinusoiddform as mentioned below
Sk =mexp[i (pka- ut)]; SY =n expli (pka- ut)]; (2.94)
The magnon dispersion relation can be obtained as

>w=4JY1- coka) (2.95)

where k is the wave vector anda is the lattice constant. At long wavelength limitka<<1,

Egn. (2.95) can be written as
>w=(2JSd) k? (2.96)

The dispersion relation of magnon is quadratic in nature for long wavelength limite, in
small k limit as opposed to the phonon dispersion relation, which is linear in nature for

long wavelengh limit.

<
10000 — Exchange 7
’é‘ 1000 = = Dipole-Exchangg
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Fig. 2.10 A representative plot of frequency as a function of wavelength of spin waves.
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2.5.3 Exchange Dominated Spin-waves in Thin Films:

SWs are called exchange dominated if their wavevectar>>u Zed The dispersion relation
for exchange dominated SW igL46]

mK) = g(H + Dk?) (2.97)

where D = 2AMs A is the exchange stiffness constant andMs is the saturated

magnetization.

The exchangedominated SWs are isotropic in nature. Theure exchange dominated SW
modes are often observed in thin films, where they propagate perpendicular to the film
surface and form standing wave pattern. They are termed as perpendicular standing SW
(PSSW)modes. The wavevector perpendicular to the film,kyis quantized. In case of both
pinned (Ainer E )HNd unpinned (Kiner = 0) boundary conditions, the perpendicular wave

vector readsky =1 j A WWitA dlthe film thicknessand | is a positive integer.

2.5.4 Magnetostatic Modes in Thin Films:

Modes trawelling in the film plane usually have a wavevector in the range between the
hundreds of nanometersand several micrometers, which is much larger than interatomic
distances. Thus exchange interaction is wealn this case and often these modes are
governedby dipolar interactions. Fork 1 T  «tffelSWs are almost entirely determined by
magnetic dipole interactions- such waves are called as magnetostatic SWs. But for higher
values ofk, the exchange interaction cannot be neglected; such SWs are known as dipole
exchange SWs. The dispersiorelations for dipolar modes can be calculated by solving the

Landauw-Lifshitz torque equation. The total magnetization can be written as
M =M, +m(Rt) (2.98)

here,Msand m(R, t) are the vectors of saturation and variable magnetization respeately.
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(b)
Magnetostatic q

| Surface mode M
(MSsSW)

Magnetostatic forward
| \volume mode (MSE

Magnetostatic
| backward volume _—v M
mode (MSBVM)
" 1 i

n = mode number 0 2 4 6 8 | 10

Wavevector | thickness

Fig. 2.11. Schematics of (a) perpendicular standing spin wave mode (PSSW) and
magnetostatic surface spin wave mode (MSSW) are shown for a ferromagnetic thin film. (b)

The dispersion relations for three different types of magnetostatic SWmodes are shown.

-Agx AT 160 ANOAOGEITT ET 1T ACi AOiI OOAOEA 1 EI EO
P3H,_, =0 (2.99)
B.(H,, +40Mg) =0 (2.100)

For small angle approximation (< 10°) andn(R, t) <<Ms, m (R, t)can be expanded in a

series d plane waves of magnetization

m(R,t) = § me®™*n (2.101)
k

The nonlinear Landaulifshitz Eqn. can be linearlized and solved under this condition.

Ultimately, the dispersion relation for dipole-exchange SWs in an unlimited ferromagnetic

medium is givenby the Herrings-Kittel formula [147]

w=gl(H +$k2)(H +$k2 + 40M (Sirfg,)]¥? (2.102)

S S
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where [ is the angle betweerk and Ms.

The SW dispersion depends on the relative dispersion of the direction of the wavevectéy,

and the direction of the magnetization vectorM, with respect to the film orientation.

Let us consider a ferromagnetic thin filmof thicknessd film (Y-Z plane) and the external
field is applied along the Z direction and »axis is normal to the film plane. Damon and
Eshbach calculated the dispersion relation for dipolar mode in a thin magnetic film and
they found two types of modesnamely, the surface or DamotEshbach (DE) modgs0] and
volume mode The surface or DE mode has largest amplitude at the surfaces but decays
exponentially away from the surface as shown in Fig. 2.11(a). The mode exists only for
propagation along the surface at an angl¢ Ic argund the direction normal to the
magnetization. Here,[ is the angle between direction of propagation and sample
magnetization and] cis the critical angle given by:

2.103
g. =tan 4M s ( )

The penetration depth ) for surface mode decreaes with the increase inf and vanishes
at[ € cénditis proportional to ky1. Hence, at critical angle the surface mode is completely
localized at the surface of the sample. The DE mode is unidirectional (rogciprocal). This
means that for e propagation direction inside the range of angleg where it exists, it
travels only on one surface but not the oppositeThe DE mode with the opposite
propagation direction is located at the other surfaceof the slab. Since DEmode is
independent of the slab thtknessd, the unidirectional propagation characteristicis relaxed
upon decreasingd and is lifted when d is small compared to the penetrationdepth. The
finite frequency at ky = O represents the uniform Kittel mode. The surface mode is
converted to bulk mode when the film thickness is comparable to the penetration depth. In
general the propagation vector and the magnetization are in plane but perpendicular to
each other for magnetostatic surface spin wave (MSSW) mode. The dispersion relation as

shown in Fig. 2.11(b) for MSSW mode considering negligible anisotropy is
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Woe = gLH (H +40M) +(20M )*(1- &))" (2.104)
Atk = Q the DE mode converts to uniform Kittel mode as shown below
(Woe)ieo = OLH (H +40M () ]¥2 (2.105)
Atk =Y, the frequency of MSSW mode becomes
(Woe)k=a =9g(H +20My) (2.106)

If the propagation wave vector and the magnetization are collinear andi¢ both in the film
plane, we find the secalled backward volumemagnetostatic mode(BWVMYS) (Fig. 2.11(b)).
The slope and thus the gvup velocity for these modes are ngative, i.e, the group and the
phase velocity point in opposite directions The dispersion relation forBWVMS considering

negligible anisotropy can be written as

(2.107)
W, = gH{H +4pMg(

1_ e 2kd
)

Ask 0, the frequency of BWVMS becomes same as the Kittel mode.

If the magnetization is perpendicular to the film plane and the propagation direction is in
the film plane, forward volume magnetostatic modes (FWVMS) are observed (Fig. 2.11(b)).
Without anisotropy and in the long wavelength limit the dispersion relation for FWVMS

mode is

1- e ., (2.108)
d )i

We :9[(H - 410M3){H - 4:0Ms(

The frequency of the dipole dominated mode is minimum as shown in Fig. 2.10. But for
transition metal and alloys as the exchange valu&is much higher the frequency of dipole
exchange mode is larger than the frequency of purely dipolar mode. Whereas the exchange
interaction can be neglected for system with weak exchange stiffnes#®)(constant like

Yttrium Iron Garnet or YIG.
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2.5.5 Quantized Later al Spin Wave Mode:

The SWs can also be laterally quantized in the film plane due to the finite size of the
structures such as nanostripes, squares, rectangular and circledc. The quantization
condition is [146]

W=—;

n/ K :Q _np (2.109)
2 / W

where w is the width of the magnetic structurenis a positive integer andeis the spinwave

wavelength.

2.6 Magnetic Vortices:

In confined magnetic elements, various types of domain structure are formed due to the
competition between exchange, dipolar and anisotropic energies. It is observed
experimentally and theoretically tha for a particular range diameter and thickness of
magnetic elements, a magnetic vortex state with curling #plane spin configuration and

out-of-plane cae is energetically favored.The radius of the core Reore) Can be expressed as

u 2.110
R:ore = 0'68/8X3 /i ( )

here,lexis the exchange length and is the thickness of the magnetic element. The value of
core radius is about 10 nm. The out of plane component of magnetizatioe, the polarity
(pq T £ OEA Al OA AAHIODI B @ AMEadticic@tre@sbdvn in Fig.
2.12(a, b). The sense of the inplane flux closure configuratione., chirality (c) can be

clockwise (c = + ) or counterclockwise (€ =-1).
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Fig. 2.12 A NigoFexo circular disk of diameter 200 nm and thickness & nm formed

magnetic vortex whose center containsan out-of-plane polarized corewith (a) p =+1 and

(b) p=-1.

Another important parameter is winding number (wn) which can be defined as

here, 3

vortex and for an antivortex the winding number is-1.

2.6.1 The Thiele Equation:

(2.111)

€ (M) and, Sis the boundary of the vortex. The winding number is +1 for a

When amagnetic fields and spin polarized curreistapplied to a magnetic vortex, there is

displaced from its equilibrium position. The restoring fofoem the demagnetizing field

and the gyrotropic force result in a spiral motion of the vortex core with drequency in the

sub-gigahertz range. This is referred as magnetic vortex congagion. At steady state this

gyration

can be

FotG3v+abDv=0

The criterions to follow this equation are
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a. The velocity (v) will be constant.
b. The shape of the magnetic nanostructure will remain unchanged duringotion.

here, Gis the gyrotropic vector, D is the net dissipation tensor andFex is the total external

field. In spherical polar coordinate,Gand D can be expressed as

G =- ™M xsingpgs BF)AV (2.113)
g
D=-Ms sein? g rDF 3 DgDG)AV (2.114)
g
I:e><t: fext+ fint (2115)

here, the total external force {ex) acting on the vortex is mainly a combination of a force
induced by the external magnetic (or spirpolarized current) and the interaction of a
vortex with other vortices or anti vortices. However, the total mternal force (finr) is a
combination of force induced by the gyrotropic vector, restoring force and dissipative

force.

2.6.2 Gyrotropic Frequency:

When a vortex core is displaced from its equilibrium position, the circular arrangement of
the magnetization will be disturbed. As a result an internal demagnetizing field will created
which will oppose the displacement of the vortex core. Thus the vortex core will be bound
within a magnetostatic potential well. The resulting force which will tends to restore he

vortex core to its equilibrium position can be expressed as

F_ =-kr (2.116)

HererEO OEA AT OAIa pasitive Eobsiait whicA tad be written as

ngl\/liu (2.117)

k=p
CO
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4EA ET EOEAIT oc&ndAwieOaSsAET EOU | ?

i:ﬂgn(s_R)_ E’?;E< 4 (2.118)
c, I u’ 2R
For low damping value D ~ 0) the Thiele equation can be written as
-kr+G3v=0 (2.119)
From this equation the gyration frequency {o) can be expressed as
_ M, (2.120)

°" 2¢,

The frequency valueobtained from this equation is not exactly same as the frequency value
obtained from micromagnetic simulation because this analytical expression is calculated
considering rigid vortex model. According to this model, the vortex core displacement leads
towards the formation of surface chargeas the edges of the boundaryThese surface
charges are responsible for this discrepancy. But the discrepancy can be removed by
considering the boundary condition. The expression for the gyrotropic frequency

considering boundary condition is

;= 20, (2.121)
° 9c,

The gyrotropic frequency of a magnetic vortex is only depends upon the aspect ratio of the

elements and the saturation magnetization of the material used.

2.7 Magneto-Optical Kerr Effect (MOKE):

In 1845, Michael Faraday first discovered the magnetoptic effect. He observed that the

plane of polarization of a linearly polarized light is rotated when the light transmitted

OEOI OCE A i1 Aci AOEUAA | AOAOEAI 8 4EEO PEARTITI

John Kerr observed the same phenomena in reflection geometry alfp48]. Thelinearly
polarized light converted to an elliptically polarized light when the light is reflected from a

magnetic material. This phenomenon is known as Kerr effect and the corresponding
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rotation in plane of polarization in called the Kerr rotation. The mgneto-optic rotation is
proportional to the first order of magnetization. It is very sensitive but simple technique to
image the magnetic domain and to probe the magnetization dynamics at various length

scales.

2.7.1 Origin of Magneto -Optic Effect:

There ae several theories which can explain the origin of magnetoptic effect in
ferromagnetic materials which includes mainly the microscopic theory and macroscopic

dielectric theory.

In 1856 William Thomson first offered the classical microscopic explanatiorof the
magneto-optic effect. According to him,the particles in the medium under an external
magnetic field follow different circular paths, depending on their direction relative to the
magnetic field4 EEO A @bl AT ACET T EO ATADGHBA G\ CE B A4 A ARYQ

AY

Fig. 2.13 A schematic of the incident light linearly polarized along Xz direction and

propagating along Zz direction.
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A linearly polarized light can be expressed as a superposition t#ft circularly polarized
light (LCP) and right circularly polarized light (RCP). In absence of magnetic field the

expression for linearly polarized light will be

E:%(é +i€)ei(wt-kz) +%(€ ) ig)ei(m.kz) (2.110)

where the plane of polarization is along X direction and thpropagation is along Z direction

as shown in Fig. 2.13. When the light propagates through a medium, the electrons present
in the medium are in a motion due to the presence of the electric field. The LCP drive the
electrons into left circular motion whereas the RCP drive the electrons into right circular
motion. In absence of magnetic field the radius of electron orbit for left and right circular
motion is same. As a result no rotation is observed. But in presence of magnetic field the
picture is completely different. The radius of electron orbit for left and right circular
motion will either expand or reduce depending upon the direction of additional Lorentz
force acting on each electron. The difference in the radii of left and right circularly
polarized light will give a finite difference in dielectric constants which leads towards the

magneto-optical Kerr effect (MOKE).

The quantum description of magneteoptic effect was explained by Hulme in 1932.
According to him, the spirorbit interaction couples the dectron spins to its motion which
give rise to Kerr rotation. If an electron with momentump moves through an electric field-
B 6 the spin orbit coupling due to the interaction of electron spirs with the magnetic field

will be

(DV3 p)s=p.(s* DV)=p.A (2.111)
where A = effective field vector potential =s x BV.
The effect of magnetic field on electron motion is

. (2.112)

Int

= (0.8
mcC
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The spinorbit coupling can be considered as an effective field vector potential acting on
the motion of the electron. For non magnetic material the number of uppin and down
spin electrons is same therefore the net effect is zero but fderromagnetic materials the
effect is present because of the unbalanced population in electron spin. But unfortunately
this theory is unsatisfying becausethe quenching of the orbital angular momentum in

transition -metal ferromagnets removes the energy djiting.

Macroscopically, magneteoptic effects arise from the antisymmetric, oHdiagonal elements
in the dielectric tensor. When a plane polarized light propagates through a magnetic
medium two circularly polarized light gain different phase shifts due @ their different
propagation velocities. As a result the plane of polarization rotates and different absorption

rate for two different circularly polarized modes affects the ellipticity.

Consider rRnn, @ 3x3 dielectric tensor of a medium, which can be decomposed into a

symmetric and an antisymmetric part

e = (€t Em) . (G~ Eim) (2.113)
2 2

~ A > L o~
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1 -iQM, iQM, (2.114)
iQM, 1 -iQMm,

iQM, iQM, 1

XX
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¢
where the magneb-optical constantl  €F g ané My, Myand Mz are the direction cosines
of the magnetizationMs.

The two normal modes for left §1) and right (sr) circularly polarized lights are

h=hi %Q.IE) (2.115)

P (2.116)
he=h@1+ 2Q.l§
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where awerage refractive index,s &b Rnd k is the unit vector along the direction of

propagation.
The Kerr rotation is given by

oLh (2.117)

A, pLh g
q=L0.- 1) =- Lo

The real part of this equation will give theKerr rotation whereas the imaginary part will

give the Kerr ellipticity.

&OAOT A1l OAxEI AAOCGET1T 1 AOOE®@ 1T AOGAET AA AU Oi 1 OE
R:arpp rpsg (2.118)
(;sp rss+

The Kerr rotation [ k and Kerr ellipticity R« for s- and p- polarized light can be expressed as

T (2.119)
Qu =gq +ieg =-">
r

SS

r 2.120
=gp it =12 oo

pp
If a p- polarized light reflects from a nonmagnetic surface, then the reflected light will be
purely p-polarized but if the light reflects from a ferromagnetic sample, then the reflected
light will be consist of s- (k) and p- (r ) polarized light. The linearly polarized light will be
converted to elliptically polarized light. The major axis of the ellipse will slightly rotate
with respect to the principal plane which is known as Kerr rotation [ k) and the flatness of
the ellipse is known as Kerr ellipticity ®«). k/ r will be denoted as the Kerr angle {x)

where k<<r as shown in Fig. 2.4(a).
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2.7.2 MOKE Geometries:

Three kinds of MOKE geometries are possible based upon the orientation of magmation
vector with respect to the sample surface and plane of incidence. They are polar,
longitudinal and transverse MOKH121, 149].

(d)

Fig. 2.14 (a) Geometry of theKerr rotation ([ k) and Kerr ellipticity (Rr<) are shown. Herer is
the Fresnel reflection coefficientk is the Kerr coefficient andM is the magnetization of the
sample. Schematics of (b) polar, (c) longitudinal and (d) transverse MOKE geometries are

shown.

In polar geometry the magnetization (M) is perpendicular to the reflection surface and
parallel to the plane of incidence as shown in Fig. 24(b). In polar configuration, Mz = 1,

and Mx=My = 0. The expression for polar Kerr angle will be

s yPol _ E Pol __ = Ccogy, inole (2.121)
(QK) (rss) COSOO - ql) . (n12 - ng)

pyPol _ Tsp\po __ cosp in,n,Q (2.122)
(Qx) (Fpp) cost, +a) (7 - 1)

here, no, N1, [0 and [ 1 are the complex refractive index and refractive angle of the non
magnetic medium 0, magnetic medium 1. First factor is a function of incident and refractive
angle which determined the refractive index of the medium and the second factor is the

polar Kerr effect for normal incidence.
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In longitudinal MOKE geometry, the magnetizationN]) is parallel to the plane of reflection
as well as the plane of incidence (Fig. 2{c)). In case of longitudinal geometry the light
reflected from the surface of rélection at an angle not normal to it. In longitudinal

configuration, My =1, andMx =Mz = 0. The expression for longitudinal Kerr angle will be:

s\Long _ (Tpsylong _ COSptang,  ingn,Q (2.123)
(QR)“ = () = LLALL
Iss COSOO - Q1) (n1 - no)

pylong _ I'sp Long _ CO3Y, tang, inole (2.124)
(@) = () = ngnQ
Mop COSQO +q1) (nl - no)

The general expressions for Kerr angle with rbitrary magnetization and in oblique

incidence are

Qo _Tps _cogp(M, tang - M,) innQ (2.125)
© g cosfp-q)  (nf- )

o _ T _cogy(My tang, +M,) in,nQ (2.126)
Qu=—"7 TS 2
rpp COSOO - ql) (n:L - no)

In transverse MOKE geometry, magnetization M) is perpendicular to the plane of
incidence but it is parallel to the reflection surface (Fig2.14(d)). Only p-polarized light
shows the transverse Kerr effect. In case of transverse geometry the light is not normal to
the reflected surface. In this case, the linearly polarized light remains linearly polarized
without any Kerr rotation but the reflectivity changes after reflection which is proportional

to the component of magnetization which is perpendicular to the plane of incidence and
parallel to the surface of reflection. So instead of measuring change in polarity the change

in reflectivity is measured.
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3. Sample Fabrication, Characterization
and Measurement  Techniques for

Magnetization Dynamics

3.1 Introduction

Nanomagnets with a very narrow distribution of shapes, sizes and separations over a
macroscopic length scale are important for futue technology. It is important to fabricate a
good quality ordered arrays of nanomagnets using advanced nanofabrication techniques
and characterized them properly before any possible applications. The intrinsic magnetic
properties of a nanomaterial strongly depend upon the surface quality along with the
crystallinity, chemical purity and physical and chemical uniformity of the nanostructures.
First challenge isto fabricate chemically pure samples with uniform chemical composition
and physically less defectie with good surface quality The next challenge is to develop
cost effective fabrication techniques with a high yield. As we discussed in chapter 1 various
nanofabrication methods have been developed over the years but very few of them are able
to produce good quality ordered nanostructures. Lithographic methods are found to be one
of the best options for precise fabrication of high quality samplevith sub-micrometre
precision and with a very narrow distribution of shapes, sizes and distanceBut it is aslow
and expensive method. In addition to this, fomultilevel lithographic approach there are
limitations in alignment of the two contrastingferromagnetic materials. A new technique is
developedfor synthesizing magnetic nanostructures over a large areaonsisting of one or
two contrasting ferromagnetic materials which is named asself aligned shadow deposition
technique. In this chapter we will discuss different sample fabrication and characterization
techniques that were used in the work presented in tis thesis. We will also describe static

and time-resolved magneto optical Kerr effect microscop (TR-MOKE) setup which was

53



Chapter3

used to measure the static and dynamic magnetic properties of nanostructures presented

in this thesis.

3.2 Sample Fabrication:

3.2.1 Optical Lithography:

The name optical lithography [150-151] comes from the early application where the
exposing energy was visible light. Now a days to reduce feature sizes Ultraviolet (UV) and
deep ultraviolet (DUV) sources of much shorter waslengths are used to increase
resolution. However, the main drawback of this process is that the resolution is limited by
the diffraction of light. Therefore, it is very difficult to fabricate high quality submicron

structures by optical lithography. The schematic of optical lithography is shown in Fig. 3.1.

Positive
= photoresist

UV light Mask made

l l l l of chrome glass

Deposition of Dissolve Exposed resist
metal thin film Softens due to

exposed resist

&=,

UV exposure

g

Lift off of the
residual resist

:}}}7

Fig. 3.1 Schematic diagram of optical beam lithography process is shown.

The first step in optical lithography is to apply a resist coating to the sulrmte. The Si (100)
substrate was ultrasonicated in water and acetone for 20 minutes each to remove the
inorganic and organic materials from the top surface of the substrate. The substrate was
dried after cleaning by a dry nitrogen gas flow. A uniform layeof positive photoresist

dissolved in an organic solvent was then coated on the substratéhis is done using a
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spinner which spins the substrate as a small amount of liquid resist is applied at the center
of the substrate. These results in a uniform coatg of the liquid resist on the substrate. To

mechanically "fix" the resist, a prescribed baking operation is followed.

Next a photo mask (chrome on glass) containing the patterns to be fabricated was placed
on top of the substrate. A convex lens was usad between the UV source and the mask for
uniform illumination of the source on the mask. The polymer chains in the resist were
broken at the exposed area after a sufficient amount of exposure. The resist in the exposed
area softens. The exposed area wasched out by wet chemical process. The substrate was
first put into distilled water at room temperature, rinsed for 60 s and dried using dry
nitrogen gas flow. The substrate was then put into MIBK: IPA (1:3) (methyl isobutyl ketone

: isopropyl alcohol) sdution and rinsed for 30 s. Finally, the substrate was put into acetone,
rinsed for 60 s and dried with dry nitrogen gas flow. Subsequently, the two dimensional

pattern of the photo mask was copied onto the resist as a three dimensional structure.

3.2.2 Electron Beam Lithography:

As electron beams have very short wavelength at large enough accelerating voltage, they
are widely used for fabrication of arrays of submicron element§l52]. In our case, the 20
nm thick circular Py dots of diameter 100 nm and separations of 30 nm arranged in square,
rectangular, hexagonal. Honeycomb and octagonal lattices were fabricated by electron

beam lithography technique. The schematic of the technique is shown in Fig. 3.2.

Electron beam

1111

Positive
photoresist

Lift off of the Deposition of
residual resist metal thin film
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Fig. 3.2 Schematic diagram of electron bea lithography process is shown.

First, the Si (100) substrate is cleanedollowing the processas mentionedsecion 3.2.2
Then Polymethyl methacrylate (PMMA) resist was spin coated onto the cleaned Si (100)
substrate for 40 s at a speed of 5000 rpm to pregre a 1.5 um thick layer of it. Another layer
of 1 um thick methyl methacrylate (MMA) was prepared on the PMMA layer at a rotation
speed of 1500 rpm for 90 s. In this way the Si substrate was coated with the bilayer
(PMMA/MMA) resist. This is because the BMMA layer is developed faster than the MMA
layer forming an overhang(undercut) structure. A scanning electron microscope (Elionix
ELS7700H) was used to expose the resist with focused electrons. At first, the desired
structures were designed in a computerusing commercially available design software
(Auto CAD). The design patterns were written onto the resist layers by accelerated electron
beam controlled by the attached PC. The beam current and dose time were optimized at
100 pA and 0.9z 1.0 ps. The sulisate with the exposed resist was then dipped into the
developer solutions, which helped to develop the required -® structure onto the resist

after etchingout the exposed material from the substrate.
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Fig. 3.3 Schematic diagram of electron beam evaporation technique is shown.

56



Chapter3

3.2.3 Electron Beam Evaporation:

Electron beam evaporation technique is one form of physical vapor deposition technique
used to depait thin film and multylayers. The schematic of theechnique is shown in Fig.
3.3.First as shown in the schematic the evaporant or the material to be deposited is kept in
water cooled graphite crucible. Then hot tungsten filament produces a beam of electron by
thermoionic emission. The excited electron éam is guided toward the evaporant with the
help of focusing and deflecting magnets. The focused electron beam is incident on the
material to be deposited and the material is heated up to a boiling point and evaporated.
The material evaporant move towardshe substrate and condensed over the entire surface

of the substrate and ultimately the material is deposited.

The patterning of the magnetic samples used for our study is done using optical or electron
beam lithography technique and the deposition of thenagnetic material is done by using
electron beam evaporation technique. A 20 nm thick Py film was post deposited by this
technique with an optimized deposition rate of 0.3 nm/s at a base pressure of 2.0 x-40
Torr. A 10 nm thick protective layer of silion dioxide (SiQ) was also deposited on top of
the patterned dots and resist to protect the sample from further oxidization or degradation
during the exposure of the laser beam during measurements. The {ifff technique was
used to remove the unexposed rg@st along with the film deposited on it. A clean breakbff

of the film at the patterned edges of the resist was achieved because of the undercut
structure of the edges. Ultimately, the substrate was dipped into acetone for 12 hrs to

remove the residual resists.

3.2.4 Sputtering:

Sputtering is another type of thin film deposition technique. In sputtering the target
material (to be deposited) and the substrate are kept in an ultra high vacuum chamber
(Pressure ~ 108 Torr) and a high voltage is applied betwen them so that the target
material acts as cathode and the substrate acts as anode. Plasma is created within the
ultrahigh vacuum chamber due to ionization of chemically inert heavy gas like Argon.
lonized sputtered gas (say Arn bombards the target and putters off the target material

(say n) and ultimately the material is deposited on the substrate.
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Fig. 3.4 Schematic diagram ofnagnetron sputtering unit is shown.

There are two major problems in above rantioned diode sputtering technique. First one is
the slow deposition rate and the second one is overheating of the substrate and structural
damage of the material due to the extensive bombardment of the electron to the substrate.
The above mentioned probéms are possible to overcome in magnetron sputtering unit. In
this case array of strong permanent magnets are used behind the cathode to trap the free
electrons in magnetic field directly above the target surface as shown in Fig. 3.4 which
increases the pobability of ionization of neutral gas (Ar) molecule by several orders of
magnitude. As a result the availability of Arincreases which directly increases the ratet

which target material is erodedand depositedon the substrate.

3.2.5 Shadow Deposition Technique:

In shadow deposition technique, gpattern is created when a shadw mask or stencil is
placed between the source oévaporated material and the substrate [16].Previously, the
shadow deposition methodcombined with angle deposition process wasised to fabricate
sub-micrometer-scale thinfilm structures and simple multilevel structures bysingle-mask
lift -off processing[17]. In present case, the thick resist sidewall®f the pattemns play the

role as the stencilin conventional shadow deposition. Schematic illustrations of the
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fabrication steps of Py/Cobinary structures are shown in Fig. 3.5. FirsPeriodic arrays of
ellipsoidal patterns were defined on a 240 nm thick msitive resists (UV210 from Shipley
and M221Y from JSR) on top of a 60 nm botn antireflection coating (BARC) layer on a Si

substrate.A shadow area is formed on théeft hand side of the pattern when the material

Shadow mask
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Shadow Q/
> >
— = D
f Shadow
Py-target
Shadow mask
Cotarget /Shadow mask Co-target /
‘ < > >
D - S
h ’ - Co
/ shadow Shadow
py-target Py-target

=
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Fig. 3.5 Schematic diagram of shadow deposition is shown.

is depasited from right of the samplewhile the shadow area appears on the righhand side
of the patterns when the deposition is performed from thdeft of the sample. The shadow
patterns from the two depostion processes are selbligned by the uniform resist and
precise control of deposition angleTo create Py/Co binary structures a tilt-table sample
holder was specially designed and used ithe shadow deposition process using the
electron beam deposition chamber The size of the lsadow area can be controlled
conveniently by adjusting the deposition angle.In order to ensure that the two shadow
deposition processes reult in geometrically identical patterns, we performed our
depositions with the substratetilted at + 35° away from the normal direction of the sarple.
A shadow area is formed on the I¢hand side of the pattern when the Py is deposited from

the left of the sample due to the thick resist sidewalls, while the shadoarea appears on
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the right hand side of the patterns when Co is deposited from the g of the sample. A lift

off process followed the deposition of the bcomponert structure.

3.3 Sample Characterization:

3.3.1 Scanning Electron Microscopy (SEM):

A scanning electron microscope (SEM) is used to investigate the surface topography and
morphology of the samples. It is mainly an electron microscope that produces images of the
sample by scanning it with a focused beam of electrons. The electrons interact with atoms
in the sample, producing various signals that can be detected and that contamiormation

about the sample's surface topography and composition. The schematic diagram of SEM is

shown in Fig. 3.6.
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Fig. 3.6 Schematic diagram of scanning electron microscope is shown
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The types of signad produced by a SEM include secondary electrons (SE), bsckttered
electrons (BSE), characteristic Xays and visible light (cathodoluminescence). In standard
detection mode, secondary electron imaging or SEI is used which can produce very high
resolution images of a sample surface, revealing details of few nm in size. Bakttered
electrons (BSE) are beam electrons that are reflected from the sample by elastic scattering.
BSE are often used in analytical SEM along with the spectra made from the cluteastic X-
rays, because the intensity of the BSE signal is strongly related to the atomic numb2y ¢f
the specimen. BSE images can provide information about the distribution of different
elements in the sample. Characteristic-¥ays are emitted when tre electron beam removes
an inner shell electron from the sample, causing a higher energy electron to fill the shell
and release energy. These characteristic-pdys are used to identify the composition and

measure the abundance of elements in the sample.

In a typical SEM (Fig. 3.6), an electron beam is thermionically emitted from an electron gun
fitted with a tungsten filament cathode. The electron beam, which typically has an energy
ranging from 0.2 keV to 40 keV, is focused by one or two condenser lensesa spot about
04 nm to 5 nm in diameter. The beam passes through pairs of scanning
coils or pairs of deflector plates in the electron column, typically in the final lens, which
deflects the beam in thex and y axes so that it scans in a raster fashionver a rectangular
area of the sample surface. When the primary electron beam interacts with the sample, the
electrons lose energy by repeated random scattering and absorption. The energy exchange
between the eletron beam and the sample resultsn the reflection of highenergy electrons
by elastic scattering, emission of secondary electrons by inelastic scattering and emission
of electromagnetic radiation. An image of the sample surface is constructed by comparing
the intensity of these electrons to the senning primary electron beam. Finally, the image is

displayed on a monitor.

SEM images have large depth of field due to a very narrow electron beam. Therefore, SEM
is capable of producing threedimensional images, which are very useful for understanding
the surface structure of a sample. The samples are generally mounted rigidly on a specimen
stub with carbon tape. The specimens should be electrically conductive at the surface and

electrically grounded to prevent the accumulation of electrostatic charge dhe surface. We
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our samples.

3.3.2 Energy Dispersive X -ray (EDX) Analysis:

Energy dispersive Xray analysis is an analytical technique used to investigate elemental
analysis or chemical purity of a sample. The schematic of the operation principle of EDX

spectrometer is shown in Fig. 3.7.
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Fig. 3.7 Interaction of accelerated electrons with sample and emission of-bays are siown

schematically.

A high energy beam of charged particles such as electrons or protons, or a
beam of Xrays, is focused onto the sample. At rest, an atom within the sample contains
ground state (or unexcited) electrons in discrete energy levels or eléon shells bound to
the nucleus. The incident beam may excite an electron in an inner shell, ejecting it from the
shell while creating an electron hole where the electron was. An electron from an outer,
higher energy shell then fills the hole, and the ffierence in energy between the higher
energy shell and the lower energy shell may be released in the form of anray. Each

element has a unique atomic structure allowig unique set of peaks in its Xay emission
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spectrum. The number and energy of the Xays emitted from a specimen can be measured

by an energy dispersive spectrometer. As the energy of therXys is characteristic of the
difference in energy between the two shells, and of the atomic structure of the element
from which they were emitted, this allows the elemental composition of the specimen to be
measured. In general the EDX spectrometer is attached to SEM. We have used an EDX
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3.4 Measurement Techniques for Magnetization Dynamics :

In section 27 we have discussed about the basic theory of magnetptical Kerr effect
(MOKE) and different types of MOKE geometry. MOKE microscopy is a very powerful
technique to measure the magnetization dynamics over a wide range of time scale. It can be
used to measure the magnetic hysteresis loop and to image the magnetic domains with a
sub-um spatial resolution. Later, in 1991, Freemanret al. [153] first measured the
picosecond magnetization dynanics of a magnetic thin film using the time resolved
magneto optical Kerr effect (TRMOKE) measurement. After that, lot of work$154] had
been reported on timeresolved MOKE measurements. In 1997, Hiebes&t al. [155] first
measured the nonuniform precessional dynamics of a MFex (Py) microelement using
time-resolved scanning kerr microscopy. In 2003, Fassbender first measuref5] the time-
domain propagation of magnetostatic SWs in iron garnet thin film by exciting the SWs
using a short field pulse and detecting the SWs by timand space resolved magneteoptic
Kerr magnetometry. In 2006, Barman et al. first measured [156] the picosecond
precessioanldynamics of a single hanomagnet using an aptical time resolved magneto
optical Kerr effect microscopy based upon two color collinear pumyprobe geometry. The
main advantage of aloptical TRRMOKE microscopy is that it can probe the ultrafast
demagnetization as the temporal resolution is limited only by the pulse width of the laser
and there is no need for complicated sample fabrication including transmission lines and
photoconductive switches as was required in the earlier measurements. As we discussed
chapter 1 using this technique we can measure the ultrafast demagnetization, different
relaxation processes and coherent precession of magnetization in a single measurement
and in this thesis, the magnetization dynamics of different magnetic nanostruates at

various time scales are measured using atiptical TR-MOKE microscopy.
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3.4.1 Static Magneto-Optical Kerr Effect (Static -MOKE) Magnetometer:

Before getting into TRMOKE microscope, we will discuss the static MOKE technique. The
magnetic hysteresis bops from continuous and patterned thin film are measured by using

the static MOKE Magnetometer. The schematictbis set up in shown in Fig. 3.8
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Fig. 3.8 Schematic diagram of longitudinal microfocusedtatic MOKE setup is shown.

A continuous wavelength (CW) He Ne laser of wavelength X) of 632.8 nm is used for
static MOKE measurement. First the laser passes through a variable attenuator to control
the intensity of the laser. Then the beam is linearly polarized witk-polarization by passing
through a GlanThompson polarizer. The plangolarized light is mechanically chopped at 2
kHz frequency by using a chopper. The chopped beam passes through two mirroid](,
M2) and one pair of lensed.1 (f = 25 mm) and L2 { = 150 mm) arranged in telescopic
arrangement. The telescopic arrangement isised to expandthe beam waist so that it can
fill the back aperture of the microscope objective (MO1). This beam is obliquely focused on
the sample using a microscope objective (MOfnagnification M~ 50-X, numerical aperture
N.A.~0.55) to a spot size ofabout 1.5 um. The sample in placed in between two poles of an
electromagnet. The reflected beam is collected by another microscope objective (MO2) and

divided into two parts using a glass slide (G2). One part is sent to the CCD camera to locate
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the laser ot onto the sample and another part is sent to the optical bridge detector (OBD)
which measures the Kerr rotation under a balanced condition. In absence of magnetic field
the balanced condition A = B of OBD is obtained by rotating the axis of the poleaed beam
splitter (PBS) slightly away from the 45°. But in presence of magnetic field the detector is
no longer in balanced condition [ $ THe difference signal Az B) is measured in a phase
sensitive manner by using a lock in amplifier. The referemc frequency of the lockin
amplifier is supplied by the chopper. The output signal is converted to Kerr rotation by
multiplying it with a calibration factor. The calibration factor is measured by rotating the
PBS by 1° on both sides of the balanced conditi and the dc output of the detector is the
required calibration factor. Finally the Kerr rotation which is proportional to magnetization
(M) is measured as a function of the external bias fielHj to obtain the hysteress loop of
the magnetic sampleThe photograph of the StatieMOKE microscope, in our lab in the S. N.

Bose National Centre of Basic Sciences, Kolkata, India, are presented in F&g. 3.
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Fig. 39 A photograph of the focused static magnetoptical Kerr effect

(MOKE) microscope in our laboratory in the S. N. Bod&tional Centre for Basic Sciences.
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3.4.2Time -Resolved Magneto-Optical Kerr Effect (TR -MOKE) Microscope:

As discussed earlier that atboptical TRRMOKE microscopy is very efficientdol to measure

the magnetization dynamics of magnetic nanostructures over a broad range of time scale.
All the TRIMOKE results presented in this thesis is measured using an-ajptical TR-IMOKE
microscope based upon two color collinear pumyprobe geometry pesent in our
laboratory. A brief overview of the setup is given belowThe photograph of the all optical
TR-MOKE microscope, in our lab in the S. N. Bose National Centre of Basic Sciences,

Kolkata, India, are presented in Fig. 3aL
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Fig. 3.10 A photograph of the all optical timeresolved magnetcoptical Kerr effect
(TR-MOKE) microscope in our laboratory in the S. N. Boddational Centre for Basic

Sciences.

A. Description of Lasers:

Three lasers and one seconflarmonic generator (SHG) are used in our FTRIOKE set up.
Regenerative acousteoptic mode locked TiSapphire laser or Tsunami is pumped by an
adjustable 10 W solid state laser (Millennia) which is again pumped by an array of diode

lasers. Here we will discss the working principles of these lasers.

a. Diode Lasers:

The diode laser bar consisting of twenty diode lasers with high brightness, high efficiency,

monochromaticity and high power are used to pump the solid state laser. The output of the
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laser bar is cdlimated with a cylindrical microlens of high numerical aperture. The
asymmetric light is coupled into a multimode optical fiber bundle. The high efficiency
coupling between the fiber and the diode laser bar is done using FCbar technology. Using
this technology 8590% of the laser lightis transmitted by the bundle.This fiber bundle is

directly connected to Millennia.

b. Diode Pumped Solid State (DPSS) Laser:

In Millennia, the high output power of the diode laser is used to pump the Ndions doped

in a Yttrium Vanadate crystalline matrix (Nd : YV&) which acts as a lasing medium. The
absorption transition is in red and near infrared regime.One photon of wavelength 1064
nm is emitted when there is a transition of excited electrons fromFs, state to 4l state.
There are also transitions at 1319 nm, 1338 nm and 946 nm but at room temperature they
have lower gain with high threshold value than the 1064 nm transition. The efficiency of
the solid state laser can be improved by maximizing the overlap of the riegs of the active
medium excited by the pumping source with the region in the laser gain medium. As a
result the output of the diode laser will be focused on the active region in such a way that
the radius of TEMo mode will exactly match with it (mode mdching). In general, the radius

of TEMy mode is made very small to minimize the solid state laser threshold.

A noncritically, phasematched, temperature tuned lithium triborate (LBO) nonlinear
crystal is used to convert the infrared output withl = 1064 nm to visible light with 1 = 532
nm. The nonlinear coefficient of LBO crystal is low but it offers a large acceptance angle
which makes it insensitive with slight misalignment of the cavity. It also has a property to
keep the fundamental and second harmonibeams collinear (critically phasematched) and
that can be optimized for maximum conversion by changing its temperature (temperature

tuned). As a result it is used for frequency doubling in Millennia.

c. Mode Locked Ti-Sapphire Laser:

In Tsunami, TB* ion doped sapphire (AbOs) crystal is used as a lasing medium. The
absorption transition occurs over a broad range of wavelength from 400 nm to 600 nm.

The fluorescence band extends from 600 nm to 1100 nm. As a result the lasing action is
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possible at wavelengh greater than 670 nm because the long wavelength side of the

absorption spectra overlaps with the short wavelength side of the fluorescence spectra.
The Main Features of Tsapphire Laser:

V Ten mirror folded cavity is used to make a longer cavity than thah a CW laser so

that Tsunami can act as a mode locked laser with a repetition frequency ~ 80 MHz.

V The astigmatism is virtually eliminated by selecting the angles of the cavity focus

mirror and the rod length.

V The acousteoptic modulator (AOM) driven byregenerative rf signal allows the laser

to operate for longer time without any dropouts.

V The wavelength tuning range in Tsunami laser is 690 nm to 1080 nm. The
wavelength can be tuned using a four prism sequence and a tuning slit. The prism
sequence prowdes region in the cavity where the wavelengths are spatially spread
and by changing the horizontal and vertical positions of the slit the output

wavelength can be tuned.

V The pulse width in Tsunami laser can be tuned from about 70 fs to 150 fs. The pulse
width can be tuned by changing the net group velocity dispersion (GVD) of the
cavity. The optical components within the cavity introduce positive GVD which
causes a pulse spreading. In Tsunami, the four prism sequence is used to provide a
negative GVD whib compensate the pulse spreading. The net interactive GVD can
be changed by translating the prisms perpendicular to their bases using a single

micrometer screw.

d. Second Harmonic Generator (SHG):

Frequency doubler or second harmonic generator (SHG) is uséaldouble the frequency of
the fundamental beam from the TiSapphire laser. Thin typd angle tuned Barium Beta

Borate (BBO) crystal is used for that purpose. The advantage of thin BBO crystal is:

V The conversion efficiency is high compare to any other SHEBO) crystal.
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V It does not require any heater like LBO crystal.
V It minimizes the pulse broadening problem due to group velocity dispersion (GVD).
V No compensating crystal is required.

V Only a single SHG crystal is enough to phasetch over the entire waveéngth

tuning range (690 nm to 1080 nm).

The second harmonic output power (P 3 is given by:

eff' w

d2 P22[f] (3.3)
2Wo -
A

Here, deft is the effective nonlinear coefficientPs is the fundamental input power,l is the
crystal length,[ ]is the phase matchig factor andAis the cross sectional area of the beam

in the crystal.

The second harmonic output power can be optimized by controlling ] which is done by
rotating the SHG crystal horizontally about its vertical axis and by decreasimywhich is

done by minimizing the beam waist.

B. Description of the Set up:

V The TR_MOKE set up is developed on arshaped vibration isolation optical table
(Newport RS4000series). The core of the table is filled up by broadband and tuned
hydraulic damper to damp out the a&oustic vibration. The mechanical vibration
originating from the ground can be eliminated ly placing the table on top of
vibration isolation in floating condition. The flatness of the table surface is £ 0.1 mm
over 600 x 600 mn? areas. There are square aay of holes of 25 mm grid to mount
the optics and lasers The schematic diagram of th@ R-MOKE microscope is shown
in Fig. 3.11.

V A solid state laser (Milleinia) is pumped by an array diode lasers to produce a
i AGEI Oi 1T O00OPOO bPi xAO 1 f£chpistused topdmplthe B v o

sapphire laser (Tsunami). Regenerative mode locking mechanism in Tsunami
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produces a train of laser with maximum average power of 146W at a repetition
rate of 80 MHz (25 nJ/pulse). The output wavelength can be tuned from 690 nro t
1080 nm. But for stable operation and for better spectratesponse of the Si based

detectors the output is kept fixed at around 800 nm in our experiments.

V A very small part of the vertically polarized output laser beam from Tisapphire
oscillator of spotsize 2 mm is sent tan autocorrelator (pulseCheck AP.E.) to check
the pulse width of thelaser beam. The pulse width of the laser beam ®und to be

around 80 fs.

V The major part of the 800 nm laser beam is split into two further parts by a 70:30
beam splitter (B2). The intense part is frequency doubledl(= 400 nm) by passing
into a second harmonic generator (typd BBO crystal) with pulse width ~ 100 fs.

This beam is used to pump the sample.

V A broad band mirror MB1 (wavelength range ~ 500 nm to 750 nm) and spectral
filter FB1 is placed in pump path to ifter out the residual fundamental beam. The
pump beam is reflected by two highly reflecting mirrors MR, MB3 and passes
through a fixed optical delay.The intensity of the pump beam is controlled by
placing a variable attenuator (&) in the pump path which can be translated across
the pump beam with the help of a linear stage. The pump beam is modulated by a
mechanical chopper at a frequency of 2 kHz which is used as a reference signal in

the lockzin amplifier.

V The fundamental beam is guided by using a sef highly reflecting mirrors (MR1,
MR2, MR3 and MR4) and reflected back from a broadband hollow retrereflector
(Newport, UBBR12S) placed on a motorized delay stage (Newport, (WIMS series).
The retro-reflector is constructed of three frontsurface fla mirrors assembled into
a corner cube which can reflect the beam in such a way that the reflected beam is
parallel to the incident one independent of the angle of incidenceBy moving the
retro-reflector back and forth on the delay stage by using a motiocontroller

(Newport, EPS301) we can vary the optical path of the fundamental beam. This
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beam is used to probe the magnetization dynamics. The fluence of the probe beam is

controlled by using a variable attenuator (A).
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Fig. 3.11 Schematicdiagram of alloptical time-resolved magneteoptical Kerr effect (TR

MOKE) microscope with collinear pump probe geometry is shown.

V A pair of lenses L (f =75 mm) and 12 (f = 200 mm) are arranged in a telescopic
arrangement and is placed in the probe path to collimate the beam and to increase
the beam diameter so that it can fill the back aperture of the microscope objective.
The probe beam is passed through a Glarhompson polarizer to refine the

polarization state of theprobe beam.
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Probe (80 fs) Probe (80 fs)
Pump (100 fs) I Pump (100 fs)

Fig. 3.12 Schematic diagrams of the collinear geometry of pump and probe beams focused
by the microscope objective (MO) on the sample surface with (a)-plane and (b) out of

plane bias magnetft field (H).

V Both pump and probe beams are combined with the help of a 50:50 non polarized
beam splitter (B3) placed at 45° to the probe beam path. Both the beams are
collinearly focused on the sample by using a microscope objective (Newport,-M
40X) of N. A. = 0.65At the focal plane of the probe (diameter 1t Tt i.e] dn Gé
sample surface, the pump beam is slightly defocused, and hat A OCA O AEA| A
1t m) than the probe beam, which makes it easier toverlap the pump and probe
beamson the sample surfaceas shown in Fig. 3.2. The sample is mountedon a

computer controlled piezo-electronic scanning XY-Z stage with a feedback loop.
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Fig. 3.13 A photograph of the enlarged view of the detection procedure. The important

components in the set up are labled in the figures.

V Both the back reflected pump and probe beams are collected by the same
microscope objective and reflected by the beam splitter Bwhich is placed at 90°
w.r.t., the incident beam. One small part of the reflected beam is sent to CCD e&n
for viewing the overlap of pump and probe beams on the sample surface. The
remaining part is sent to the optical bridge detector (OBD) after filtering the pump
beam by using a spectral filter (FR). The optical bridge detector measures the Kerr
rotation under balanced condition and separates it from the total reflectivity signal.
Two separate lockin amplifiers are used to measure the Kerr rotation and
reflectivity in a phase sensitive manner. The enlarged view of the detection

procedure used in our expe@ment is shown in Fig. 3.13.

V The white light is use to view the sample and to locate the exact position of the
pump and probe beams on the sample. The white light is reflected by a glass slide

(G1) placed in between B4and MO and is focused onto the samplsurface through
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the MO. The backeflected white light from the sample enters into the CCD camera

after reflection from B3and the glass slide (G2).

V An external magnetic field ) is applied at a small angle (10°) to the sample plane
to create an outof-plane component of the biasnagneticfield which createsa finite
demagnetizing field within the sample alonghe direction of the pump pulse This is
eventually modified by the pump pulse to induce a precessional motion of

magnetization within the samples.

C. Working Principal of Optical Autocorrelators:

Optical autocorrelator is mainly used to measure the duration of ultrashort laser pulses
with picoseconds or femtosecond duration. As shown in Fig. 3tlit contains a beam
splitter, Michelson interferometer and a nonlinear crystal. First the beam splitter (BS)
splits the incoming pulse into two equal orthogonal pulses. These two pulses are sent to
two arms of Michelson interferometer (MI). The relative timing of the pulses can be
adjusted by varying thearm length difference of MI. The superimposed copies of the pulse
collinearly propagate and incident on a nonlinear crystal and sum frequency generation is
occurred. The two pulses can superimpose constructively or destructively depending upon
the difference of the arm length of MI. For small arm length difference, perfect constructive
interference occurs and the amplitude of the superimposed pulse is twice as compared to
the amplitude of a single pulseAs a result the intensity of the combined pulse inci@ses
four times of the background. After frequency doubling, the intensity becomes sixteen
times more than the background. In contrary, for a large arm lengtifference, the pulses
do not overlap in the nonlinear crystal and the intensity is only twiceof that of a single
pulse. Hence the peak signal is eight tnes higher than the background. The
autocorrelation signal is plotted as a function time delay which is nothing but # arm
length difference of MI.The pulse width can be calculated by fitting thelotted data with
the theoretical autocorrelation curve considering the shape of the pulse (Gaussian or

hyperbolic secant).
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Fig. 3.14 Schematic diagram of the optical autocorrelator is shown.

D. Working Prin cipal of Optical Bridge Detector:

The polar Kerr rotation is measured by using an optical bridge detector (OBD). The
schematic diagram of the optical bridge detector is shown in Fig. 1 The OBD splits the
incident polarized beam into two orthogonally pdarized components by a polarized beam
splitter (PBS). The intensities of two beams are then measured by two-@hotodiodes PA
and PB. The outputs of these two photodiodes are then amplified by using paenplifiers
PAs and used as inputs for two operatiodaamplifiers (Op-Amps) to measure the total
signal (A+B) and the difference signal(A-B). Initially the PBS is placed at 45° to the light
incident on the OBD so that when a linearly polarized probe beam (in absence of pump
beam) passes through the PBS, thatensities of lights in two orthogonal components of
Pbi 1l AOEUAOCEIT AOA EAAT OEAAI h CBQEEQG Whdadhd O
pump beam excites the sample, the plane of polarization of the probe beam rotates due to
magneto-optical Kerr effect. This Kerr rotation modifies the intensities in the two
orthogonal components of polarization and gives rise to a finite electronic signal at the
output of the optical bridge detector @z B ). Tterefore, measurement of Az B) as a
function of time delay gives information about the magnetization dynamics including

ultrafast demagnetization, relaxations, magnetization precession and damping. On the
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other hand, the sum of output of two photodiode A + B gives the total reflectivity signal

which gives information about the carrier and phonon dynamics of the sample.

d A

PA

PB

-> -

A + % IL'A-BDd

Lock-in amplifier 1 | | Lock-in amplifier 2
(A +B) (A-B)

Fig. 3.15 Schematic diagram of the optical bridge detector is shown.

E. Working Principal of Lock -in Amplifier:

The outputs of these two OpAmps (A + Band Az B) are measured by the lockn-amplifiers
(SR830) using a phase sensitive detection which means that it detects the response at
reference frequency and rejects the other frequencies. In our experiment the reference

frequency of the lockin amplifier is the chopper frequency.
The lockin reference is

Vi =V sint+qG.) (3.4)
The input signal is
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Vsig = VS Sin(WRt + qsig) (35)

here,d L and 5 rare the reference frequency and input frequency, respectively.

The output of the phase sensitive detection (PSD)V§sd) is the product of Eqgns. (3.4) and
(3.5)

Visa = VsV, sin(gt + qsig) sinmt+q.)

Vi = 2V [COS{0 - WO+ (G - o)}~ COS{UR + WO+ (G * G 50

If the PSD output is passed tlmugh a low pass filter, then ab r€ ,3the filtered PSD output
will be a DC signal and the expression will be

1 3.7
Vpsd = EVSVL COSOsig - qref) ( )

Thus we will be able to detect the signal whose frequency is very close to the reference

frequency. The signals wh frequencies other than reference frequency will be rejected.

F. Alignment of the Set Up:

V First we monitor the power spectrum of the output beam from Tsunami by a fiber
optic spectrometer (Ocean OpticsModel no. USB4000). The power and spectrum of
the output of Tsunami is optimized with the help of the external micrometer
controllers of the Tsunami. The wavelength of the Tsunami is fixed at around 800
nm, the FWHM is kept ~ 12 nm and power of the fundamental laser beam (800 nm)

is ~ 1.64 Watt with a pump power of 8 Watt from the DPSS at 532 nm.
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Fig. 3.16 A typical modelocked power spectrum of the output beam from Tsunami

V The alignment of the retrcOA £1 AAOT O EO AEAAEAA AU bl AA

and by moving the retro-reflector from extreme left side to extreme right side of the

delay stage. If there is a shift of the probe beam with the movement of the retro
reflector, then we have to align the retro reflector. To align the retro reflector the
OAMAT EAECEOS EO bl A& When thoEéirArfledEidat theEl&kO1 O
side, the beam is adjusted by mirror MR3vith the help of its screws. The beam
OET O A ¢i OEOI OCE OEA 1 EAAI A T HrefeardkisEl 1 /
then moved to the extreme right side of the delay stage. The position of the beam in
OAAAI EAECEOS6 xEI1l AA OEEZOAA xEEAE AOE
OEA EITA EI OEA OAAAI EAECEO8Qq xEOE
procedure is continued iteraively till the beam position remains unchanged when

the retro-reflector is placed at two extreme ends of the delay stage.

47 AEAAE OEA Aill1ETAAOEOU 1 &£ OEA pOIi B A
placed after the beam combiner (B3). Both the beanshould go through the middle
I £/ OEA EI 1A ET OEA OAAAI EAECEO8 EZE AT G
can be fixed with the help of mirrors MB, MB3 and MR6 and MR/. The overlap of
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the pump and probe beams are also checked by observing their imesyon the

monitor attached to the CCD camera.

V To check whether the pump and probe beams are @xial with MO, the MO is
moved back and forth by using a micrometer screw. The pump and probe beams
will be focused and defocused with this movement of the MO, hich can be
monitored in the TV screen. If there is a movement of the centre of pump/probe
beam along horizontal or vertical direction, we can conclude that beams are not-co
axial with MO. To fix this misalignment the beams are need to move to opposite
direction with the help of the mirrors MB1, MB3 and M and MR7.

V Finally, we need to alignthe OBD. The beam is incident on the centre of the front
aperture of the OBD with the help of mirror MB. The back reflected beams are
made collinear to the incidentbeam by placing an aperture in the incident beam
path little before the OBD and rotating the OBD around its horizontal and vertical
axes to bring the backreflected beams back to the aperture. This ensures that the

incident beam and the axis of the detectaare collinear.

G. Optimization of the Setup Using Standard Silicon (Si) Wafer:

After this alignment to optimize the set up by measuring the reflectivity signal we use Si
(100) wafer as a standard sample. For our set up at a reasonably good alignment the
maximum reflectivity signal from this standard sample should be above 600 pV if the pump
and probe fluence are ~ 10 mJ/crhand 2 mJ/cn?, respectively. To achieve the required
reflectivity signal, we need to improve the overlap of pump and probe beams with ¢hhelp

of the mirrors MB1, MB3, MR6 and MRY/. After achieving the desired alignment we measure
the time-resolved reflectivity signal from the Si wafer for about ~ 2000 ps. The reflectivity
increases to a maximum value right after the zero delay and then dics exponentially as

the time delay increases. For a good alignment the decay constant is 200 ps. A faster decay
indicates a loss of spatial overlap of pump and probe beams for longer time delays. The
reflectivity signal is optimized for 3-4 different time delays to achieve the desired decay
constant. This process is repeated unless the desired decay constant is obtained. Once the

whole alignment is done, the set up is ready for measurement.
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Fig. 3.17 The reflectivity signal obtained from a Si(100) wafer as a function of the time
delay between the pump and the probe beams. The decay of the reflectivity signal after the
zero delay can be fitted with a double exponential decay function to obtain the time

constant of the longer decay which is about 195 ps in our case.

H. Optimization of the Setup Using a Standard Ni soFexo Film:

Before measuring the inplane magnetization dynamics of any unknown magnetic samples,
we measure the ultrafast magnetization dynamics andainping of standard 10 x 10 urh
blanket NigoFexo film to check the overlap of pump and probe beam at a longer time delay
for magnetic samples. In plane bias magnetic fieldH] of 1.15 kOe (well above the
saturation field) is applied parallel to the edge othe film along x-axis as shown in the Fig.

3.18(a).
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Fig. 3.18 (a) SEM image of an array of 10 x 10 Enblanket NigoFex thin film with 25 nm
thickness. The schematic of the experimental geometry of biasagnetic field is shown on
the image. (b)The typical time-resolved Kerr rotation data (solid circles) from this film at a
bias field (H) of 1.15 kOe, applied along the positivex- axis is shown. The solid line
corresponds to the fit with Eqn. (38). (c) The corresponding FFT power spectra showing

the resonant mode.

The time-resolved Kerr rotation data is fitted as shown in Fig3.18(b) with a damped sine

curve given by

= (3.8)
M(t) =M (Q)e’ sin@2dft- £)
The relaxation timezis related to the damping coefficient by the relation
1 (3.9)

=ﬁ

where f is the frequency of the uniform mode and is the initial phase of oscillation. For
standard NigoFexo film the damping value () should be around 0.017. In our case the
extracted damping value () is 0.017 which ensure us that the alignment is good for

measuring the magnetization dynamics of any #plane magnetized unknown sample.
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4.  Micromagnetic Simulations

4.1 Introduction:

The magnetization dynamics can be calculated by solving the nonlinear LamdLifshitz-
Gilbert (LLG) equation by linearizing it under small angle approximation. For uniform
magnetized samples the magnetization dynamics can be calculated considering macrospin
model. But for finite magnetic structures, the magnetization is not undfrm due to non
uniform nature of the demagnetizing field. Magnetization dynamics of nonuniform
magnetized samples can be solved by considering discrete spin model. But it is difficult to
calculate the internal spin configuration of micron or submicron sizé magnetic structures
using discrete spin system due to limitations of computational resources. To overcome
these problems scientists proposed the micromagnetic continuum theory which acts as a
bridge between the macrospin formalism and discrete spin modeAccording to this theory,
the magnetizationis a continuous function of positionand the sample is divided into large
number of cells andthe dynamic motion of each cellis considered as a macrospin
interacting with the neighbouring cells by short-range exchange and longange dipolar
interactions as well as magnetocrystalline anisotropy and external magnetic field§he LLG

equation of motion is solved for each cell.

4.2 Micromagnetic Numerical Simulations:

The LLG equation is

d a dM
—M=-gM3H_)+— (M3 —
" 9( £ ) MS( OIt)

(4.1)

where, M is the instantaneous magnetizationMs is the saturation magnetization andHesis
the effective magnetization. The LLG equation is an ordinary differential equation (ODE) in
time which includes the exchange interaction, dipolar interaction, magnetocrystalline

anisotropy and the Zeeman field This equation can be solved by using standard ODE

82



Chapter4

solvers like Runge Kutta method or Euler method. The LLG equation can be solved
numerically with the help of the finite difference method (FDM) or finite é&ment method
(FEM)[157-158].

In finite difference method (FDM) the continuous solution domain is replaced by a discrete
set of lattice points. Each lattice points are replaced by the FD operators and the conditso
on the boundary of the domain is replaced by their discrete counterparts. The space is
discretized by regular cubic lattice. As a result for complicated geometry like curved
boundary or irregular microstructures FDM creates some artificial edge roughnasunless

used with care.

The finite element method (FEM) can solve the above mentioned problem. For FEM the
solution domain is discretized into finite elements. Depending upon the dimension of the
problem, these carbe triangles, squares, or rectangles itwo dimensions or tetrahedrons,
cubes, or hexahedra for threadimensional problems As a result it is easier to construct
complex geometries using this method. However, this method is much slower as compared
to the FDM and for larger problems it is easieand reasonable to use FDM as opposed to
FEM.

(@) (b)

Fig. 4.1 The schematic diagrams show the discretization of a rectangular sample into a
number of (a) cuboidal cells with equal size for FDM and (b) tetrahedralells with varying

size for FEM based simulation

Different types of micromagnetic simulatorg[159]:
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Name of the| Developer Open | Method | Source website

software source

Object Oriented| M. Donahue| Free FDM http://math.nist.gov/oommf/

Micromagnetic | and D. Porter

Frameworks

(OOMMF)

NMAG H. Fangohr and Free FEM http://nmag.soton.ac.uk
F. Fischbacher

MAGPAR Werner Scholtz| Free FEM http://magnet.atp.tuwien.ac.at/sc

holz/magpar

LLG Simulator | M. R.| Paid FDM http://llgmicro.home.mindspring.
Scheinfein com/

MicroMagus D. V. Berke | Paid FDM http://www.micromagus.de/
and N. L. Gorn

One can obtain reliable numerical solutions of a system by using any one of the above
mentioned codes. All numerical calculations results using the above mentied codes are
valid for time scales longer than fps and dimensions greater than 1 nm. The phenomena
associated with subpicosecond timescales like ultrafast demagnetization and hedtduced
magnetic switching can be simulated by using a free open source tsadre package named

Vampire (source website: http://vampire.york.ac.uk/ ). It also has a provision torun

atomistic simulation which bridges the gap between micromagnetic approaches and
electronic structure calculaions by treating the magnetic material at the natural atomic

length scale (~ A).
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NMAG is another software which solved the LLG equation by using FEM. In NMAG the
sample or space is discretized into smatetrahedral cells as shown inFig. 4.1(b)[160]. The
advantege of this method over OOMMF's approach is that curved and spherical geometries
can be spatially resolved much more accurately. However, this method is less efficient in

calculating the demagnetizing field of a thin film than OOMMF's approach.

In this thesis, the precessional magnetization dynamics has been simulated by using
OOMMF and the magnetostatic stray field profiles has been calculated by using LLG
micromagnetic simulator. I addition a MATLAB based code named Dotmag developed
within our group has been used for simulation of power and phase profiles of the spin wave

modes.

4.3 Object Oriented Micromagnetic Framework (OOMMF):

OOMMF[161] is developed by M. Donahue and D. Porter in the Information Technology
Laboratory (ITL) at the National Institute of Standards and Technology (NIST) 1999. The
software is written in C**and Tcl. In OOMMF, the LLG equation is solved by using FDM. The
input parameters and the initial conditions of any problem are specified in OOMMF
micromagnetic input format (MIF). The micromagnetic simulation is peformed
considering T = 0K. Most of thefree softwares available fo micromagnetic simulations are
simulate at T = 0 K. Some commercial softwares offer finite temperature option. However,
temperature does not significantly affect theSWsin the magnetostatc regime as studied
here. The solution domain is divided into rectangularprism-like cells having same
dimensions. The linear dimensions of the cells are less or equal to the exchange length,
which is defined asj ! T @)A?- where A is the exchange constant andM is the
magnetization, respectively. It calculates the total energy within individual cells by
considering exchange energy, self magnetostatic energy, magnetocrystalline anisotropy
energy and Zeeman energyThe magnetization configuration is updated by two types of
evolvers from one step to another step. First one is a time evolver which tracks the LLG
dynamics and another one is an energy minimization evolver which calculates the local
minima in energy by wing energy minimization techniques. A @ order Runge Kutta

evolver is used as a time evolver to solve LLG equation as on ODE in time. There are two
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drivers, namely time driver and minimization driver, which control the time and
minimization evolver, respectively. Depending upon the stopping criteria described in the
MIF the driver will determine whether the simulation stage will be stopped or continued.
In the MIF, users provide either the stopping time or the stopping value atm/dt. The
stopping value n the MIF is set in such a way that the value of maximum torquen(x H
should be less than 18 A/m. When the stopping criteria will match, the simulation will

terminate.

The advantage of OOMMF software is that it is a collection of programs and eachgvem
can be modified or redesigned without changing the entire system. It has a good
magnetization file display program (mmbDisp) which can display the initial magnetization
profile, demag field profile,etc. It can easily calculate the magnetization dynaros for any
arbitrarily shaped elements consisting of one or more than one different magnetic

materials.

First, the static magnetic state is obtained by applying a large enough bias field to fully
magnetize the sample and allowing the magnetization to relafor a longer time. The
applied field was then reduced to the bias field values and the magnetization was further
allowed to relax again for a longer time. During this process a high damping valug) as
set (say 0.9 for NdoFexo) so that the precession tes down quickly and the magnetization
fully relaxes within the time. After that magnetization dynamics is calculated where the
optical excitation used in the experiment is simulated as a pulsed magnetic field of rise time
of 50 ps and peak amplitude of 3@e applied perpendicular to the sample plane. During
the dynamic simulation the dynamic magnetization averaged over the entire sample
volume and configurations of the same were saved for a total duration of 4 ns at intervals
of 10 ps. A unigue damping pameter (say 0.008 forNigoFex) for the magnetic material

was assumed in the dynamic simulations.

During the dynamic simulation the profile of demagnetizing field is also saved in .ohf
extension files. The magnetostatic stray field profile is obtained ptting these .ohf files in
Matlab. The contour colouring is based on the sum of squares xfand y-components of the

stray field.
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Fig. 4.2 Stray field distribution along with the color scale calculatedby using OOMMF
software is shown for two NioFex circular nanodots of diameter 200 nm and thickness 40

nm separated by 100 nmaH=1.5mT and =0°.

4.4 LLG Micromagnetics Simulator:

LLG micromagnetic software[162] is solves the LLG equation using FDM. The main
advantage of LLG micromagnetic simulator is that it provides a graphically animated movie
of the domain or magnetostatic field profile after finishing the simulation. It also provides
the two and three dimensional views of domain or magnetostatic field profile in the form of
bitmap images, contour maps and vector field. As shown in Fig. 4.3(a) the magnetostatic
field distribution for NigoFex circular nanodots (diameter: 100 nm, separation: 30 m,
thickness: 20 nm) arranged in square lattice symmetry was calculated using this software.
It also can perform the simulation at various temperatures. Therefore the temperature
effect can be introduced during the study of magnetization dynamics, if nesy. This
software also can calculate the magnetization dynamics of magnetic multilayers and it is
easy to control the input parameters for each layer for such multilayer system using this
software. It can also calculate the domain wall dynamics of magnemnanowire triggering it

by spin polarized current which is essential for spin valve like structures.
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Fig. 4.3 (a) Contour maps of magnetostatic feld distributions (x-component) calculated
using LLG micomagnetics simulator areshown for NigoFexo circular nanodots (diameter:
100 nm, separation: 30 nm, thickness: 20 nmyith squarelattice symmetry for H= 1.3 kOe
appliedat = 0° The arrowsinside the dots represent the magnetization states of the dots,
while the strengths of the straymagnetic fields are represented by the color ar at the
bottom of the figure. (b) Linescars of simulated magnetostatic #lds from square lattices

obtained from the positions indicated by horizontal dashed lines in (a)

In this software there is a provision to calculate the total fieldB and H) inside or outside of
the simulation volume. In theB-probe page, one can evaluate a linescan along any direction
of the simulation volume by entering the starting and ending coordiates and number of
points. As shown in the Fig. 4.3(b) the linescan will store the field value along the particular
line. Thus one can compare the field value at different region as well as on different
direction of the simulation volume. It also has a mvision to view the B-field (magnetic
induction), demag field and effective fieldetc. The contour maps ofB-field provide us a

better understanding regarding the nature of the interaction.
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4.5 Calculation of Power and Phase profile of the Resonating Mod e:

The power and phase profiles of the resonant modes showed in this thesis is calculated
using a code developed in Dotmag software developed by our grddp2] as mentioned

before. The magnetization dynants is calculated using OOMMF software. The process is
following:

OOMMF produces a number of .omf files containing the information about the
magnetization distribution (M(r, t)) over the entire simulation volume at a particula
instance of simulation time.These files are used as input files for calculating the power and
phase profiles of resonant mode.

c .

S v _ 2

o X | =

S Z FET o

- / g

S / ) =

g 5

= | ; 1

[45) (@]

= 2 J I

m 1 1 1 1 3 L
g 0 1000 2000 3000 4000 0 5 10 15 20

Frequency (GHz)
Power and Phase profile

Time (ps)

Power

Phase (radian)
3 0 -3
[

89



Chapter4

Fig. 4.4 (a) Simulated spatially averaged magnetizationN];) vs time is shownfor a single
NigoFexo circular nanodot (diameter: 100 nm, thickness: 20 nm) foH = 1.3 kOeapplied at

= 0. (b) Corresponding fast Fourier transform (FFT) power spectrum of the simulated time
resolved magnetization curve of single circular nanodotTwo well resolved resonant
modes are observed in this case. (c) The calculated power and phase distributions

corresponding to two resonant modes are shown along with the color scale.

The M(r, t) is divided into three four dimensional (4D) matrices namelymi (x, y, z, tymi(x,

y, z, tymk (X, y, z, twhere each matrix corresponds to each component of magnetization.

The 4D matrix of any of magnetization component saynk is reduced to 3D matrix of

magnetization componentmk at z = zn.
M (zt) =m(x,y,Z,,,t) (4.1)

A discrete Fourier transform (DFT) with respect to time is performed on the above

mentioned matrix keeping z (= zm) coordinate fixed. The output will be:
mk (%, y,t) = FFT{m (%, y,t)} (4.2)

If we plot this output, we will get the in-plane space dependent power and phase profileg a
a particular resonance frequency. The power and phase profiles at particular frequen&y

can be expresses as.

Power: P (x,y) = 20IoglO‘M s (%Y. ) (4.3)

Phase: f e Im{ME(xy, )} o (4.4)
Falr(xy)=tan"¢é ™ U
gRea{M, (x,y, f. )}y

The frequency resolution will depend upon the time window and the sp&al resolution will

depend upon the spatial discretization.
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5. Literature Review

5.1 Introduction:

During last decades, the scientific community has paid a considerable attention for
controlling and engineering the optical properties of the materials. The have arranged
materials with periodic modulation of the dielectric properties in one, two or three
dimensions (1D, 2D or 3D), respectively whose periodicity is comparable to the wavelength
of light to control the propagation of light. These type of materials are known as photonic
crystals [163]. However, there is another class of crystals known as phononic crystals
where acoustic waves phonons) are used instead of lightand the elastic properties of the
medium are periodically modulated to form the artificial crystal The photonic and
phononic crystals and semiconductor superlattices are typical and widely known examples
of exploitation of the spatial periodicity for controlling propagation and scattering of light,

phonons and electrons in electronic, optoelectronic and acoustelectronic devices.

5.2 Magnonic Crystal:

It is possible to create similar types of artificial crystals whereinstead of light (or
electromagnetic waves) spin waves (SWs) are used for information transmission and
processing. Drawing an analogy from photonic and phononic crystals they may be called
magnonic crystals (MCs)[35-37] because magnons are the quasiparticles of SWs. The
translational symmetry of MCs determines their band structures analogous to crystals in
solid [36]. The spectrum of magnons splits into so called minibandse.,, energy regions in
which magnon propagation is allowed. There also exist band gap®&, energy regions in
which magnon propagationis forbidden. The band structure of theMCs can be modified by
modifying of magnetic properties such as anisotropy, exchge stiffness and saturation
magnetization by introducing defects and impurities. A broad range of frequency (1-100
GHz) can be coveredby changing variousphysical and geometrical parameters such as

material, shape[41], size, lattice spacing42], lattice symmetry [43], and strength and
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orientation of the external bias field[98]. On the other hand nagnetic vortex coregyration
covers 100MHz-2 GHzfrequency range. Togetherthey cover essentially the UHFRF and
the whole microwave range fromS(2 to 4 GHz)to W (75 to 110 GHz)bands. In addition to
this, magnons with frequencies in the GHz regime have wavelengths in the nanometer
scales which make them potentially interesting for onchip communication devices,
including magnonic waveguideq164], filters [83], splitters, phase shifter§84], spinwave
emitters [11], as well as for magnonic logic devicd3, 48] and nanomagnonic device$52].
There can bedifferent kinds of MCs, such as 1D, 2D and &bystals.

5.2.1 One-Dimensional Magn onic Crystal:

In case of me-dimensional (1D) MCs the collective behaviar is mediated primarily by a
dynamical dipolar interaction[165]. The examples of 1D MGCxe the multilayered magnetic
structures consisting of aternating ferromagnetic layers [105, 166], an array of dosely
spaced parallel magnetic stripe$167] or an array of stripes of different magmtic materials

in direct physical contact with each other[105]. In this case interstripe exchange
interaction plays an important role. Lots of studied have been made on magnetization
dynamics of magnetic stripes.The enlarged surfaceto-volume ratio, inhomogeneous
demagnetizing fields due to confined geometries and surface morphology significantly
influence their static and dynamic magnetic properties and hence, give rise to rich and
complicated SW spectra in ferromagnetic stripesThey also have interesting SW physics
such as SWyuantization [91], interference [168-169], filtering [170] and seltfocusing of
SWs[82]. Mathieu et al.reported [91] the lateral quantized surfaceSWSsin periodic arrays
of Nig1Fero stripes of length 500 um and width 1.8 unby means of Brillouin light scattering
(BLS) spedroscopy. The dipole-dominated dispersionlesssurface SWmodes are observed
due to the lateral quantization of surface SW A collective mode with pronounced
dispersive character is observed for magnetic stripes with low(~ 35 nm) edge to edge
separation whereas dispersionless modes are observed if the edge to edge separation
between the stripes increaseg~ 175 nm) because the dipolar interaction increases as the
separation between the stripe decreases. Demidat al. demonstrated[82] an interference
of SW modes in transversely magnetized micostripes. The cepropagation of

simultaneously excited SW modes quantized perpendicular to the stripe axis leads to a
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spatial interference pattern. This demonstrates the periodic focusing and defocusing of the
SWs, which is important fortransmission of SWs in magnetic circuits for microelectronics
Leeet al have performedmicromagnetic simulations on aperfect 1D waveguide consisting
of a Permalloy nanostripe with periodic modulation of its width [16]. They observed
allowed and forbidden bands of propagting dipole-exchange spin wavesvith a wide band
gap on the order of 10 GHzhat can be manipulated by periodic modulation of different
width. This may act as a SW filter operating in GHz range. Chunwlal. performed spatially
resolved Brillouin light scattering (BLS) experiments in microsized modulating stripes17]
and also observed a rejection frequency band which can be controlled by varying the
applied bias field.It is also reported that the propagation of discreteSWsat any angle with
respect to the major axis of thestripes is possiblefor a dipole coupled magnetic stripes.
They also observed the partial band gape, the stop bands for propagation along thenajor
axis of the stripe overlap with thefrequency passbands for propagationperpendicular to
the major axis of the stripe It is also important to study how the SW dynamics are
influenced by both geometric confinement and magnetic microstructureThe localized SW
modes in individual thin ferromagnetic stripes are observed by using timeesolved
scanning Kerr microsco [171]. The demagnetizingfield originates due to the lateral
confinement and the application of the external fielgparallel or perpendicular to the major
axis of thestripe is responsible for theeffective confinement ofSWs. They imaged the SW
modes in both backward volume (BV) ad DamonEshbach (DE) geometries by using a
time-resolved scanning Kerr microscope. They observed that in DE geometry (magnetic
field applied parallel to the major axis of the stripe) single uniform precessional mode is
present whereas in BV geometry (fields applied perpendicular to the major axis of the
stripe) at high field value both center and edge modes are presemis the magnetic field
decreases, the frequencies of both the center and edge modes decrease, and the spatial
extent of the edge modes gnws while that of the center mode shrinksAs a result after a
certain field value single mode is observedHowever, this investigation was made on
ferromagnetic microstripes with micrometer sized width. In contrary,the SW dynamics of
nanometer sized stripes by applying bias magneticfield in various directions is still an
open problem and a potentiallyinteresting topic to study because the demagnetizing field

and ground state spin structureare more complicated inthe nanometer regime. In this

93



Chapter5

thesis we will investigate the width dependent quantization of SW modes by varying the
orientation of external bias field usingan all-optical time resolved magneto optical Kerr

effect microscopy.

5.2.2 Two-Dimensional Magnonic Crystals:

a. Dot Array:

Two dimensional ithographically patterned arrays of ferromagnetic nanodotsmay act as
patterned magnetic media[l] if the magnetodatic interaction (cross-talk) between the
dots is eliminated. Similar arrays of nanomagnets having strong magnetostatic interactisn
shows a collective dynamics, where all elements maintain a constant amplitude and phase
relationships. This type of magnedstatically coupled arrays of nanomagnets isised to
propagate high frequency magnetic excitations in the form of collective long wavelength
SWs as information carries in magnonic crystalsThis introduces us with a new field of

research known as magnonics

Ordered arrays of either closely packed magnetic dots or antidotsan be considered as
two-dimensional (2D) MCs The collective dynamics[172-176] of 2D magnetic dotshave
been studied in the frequency[177], time [178-180] and wavevector domains [181]. In
2002, Jung et al. reported [182] magnetization dynamics of square arrays of circular
permalloy dots with varying sizes and separations in submicron range by using
ferromagnetic resonance EMR). They observed nonuniform SW modes in addition to the
uniform precessional mode where the positions of the resonant peaks depend upon the
orientation of external magnetic field and the interdot magnetostatic interactions. The SW
dynamics of a tangentially magnetized submicron sized Py cylindrical dot of different radii
is measured by using Brillouin Light Scattering (BLS) technique and dispersionless
guantized dipole exchange Damoiitsbach (DE) modes and backward volume (BV)
magnetostatic modes are observed. The magnetization dynamics of a magnetostatically
coupled square array of Py circular dots of different interdot separation is also measured
by using BLS technique[175] and a mode splitting of the normal mode is observed as the

separaion decreases.The precessional gnamics of a NisFeio/CosoFexo bilayer square
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shaped micro and nanoelements of different sizes was measured by using time resolved
scanning Kerr microsco [183]. A crossover between centre modend edge mode is
observed as the diameter of the dot decreases and at a particular dot diameter of 220 nm
(crossover region), both center and edge modes are present. Magnetization dynamics of 10
pm NigoFexo square element is measured by using TRSKHEBB] and four-fold anisotropy is
observed due to the internal field generated by nonuniform static magnetizationThe
intrinsic magnetization dynamics of single Ni dots of varying dot diameterslown to 125

nm were measured by using a cavity enhanced aloptical TRMOKE setug156]. In that
measuremnment a transition from a multidomain state with in-plane magnetization toa single
domain state with out-of-plane magnetization is observed with the variation of the
diameter of the single nanomagnetKruglyak et al. measured the collective magnetization
dynamics of an array of 80 x 40 nfhCaoFeso (0.7 nm)/Nig2Fes(4.5 nm) stadium shaped
elements with edge to edge separation 20 nm by using TRSKEM and they also imaged the
collective magnonic modes using the same technique. They observed a broad single mode
at higher bias field value which splits into three modes at lower bias field value.
Micromagnetic simulation confirms the present of collective noruniform precessional

modes such as quasiuniform, backwad volume like and Damdtsbach like modes.

More recenty using an altoptical time resolve Kerr microscope [42] a transition from a
uniform collective mode dynamicsto noncollective (isolated) mode dynamics via a weakly
collective dynamical regime is observed in arrays of coupled Py square nanoelements
having dot width of 200 nm, thickness of 25 nm and varying edge to edge separation of 50
nm to 500 nm. Later, precesional magnetization dynamics of arrays of 50 nm Py dots
down to single nanodot regime was reported using the same detection techniqy284].
Here, with the increase in the areal density of the array the precession frequency and
damping were found to increase significantly due to the increase in the magnetostatic
interactions between the ranodots. Finally a mode splitting is observed at an edge to edge
separation of 50 nm, where the array enters into a weakly collective regime. A backward
volume-like collective mode of the arrays is observed in addition to a uniform collective
mode in thisregime. A tunable SWspectrum is also observed in strongly magnetostatically

coupled array of Py dots with different dot shape$40] using the same detection technique.
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On the other hand, dour-fold configurational anisotropy [185-186] is observed byseveral
groups in square array of circular or square ferromagnetic nanodots. The angular
dependence of ultrafast magnetization dynamics of square shag nanoelement of
dimension 220x220x2.5 nn® with edge to edge separation 95 nm is measured by using
TRSKEM technique. It is observed that the frequency and timeimber of resonant modes
changes with the orientation of inplane external bias magnetic field due to the dynamic

intrinsic configurational anisotropy.

Adeyeye and Singh studied150] ferromagnetic dot arrays arranged in different lattice
symmetry and from the measurement of magnetic hysteresis loops usingatic magneto
optical Kerr effect configurational anisotropy of various orders were observed
commensurate with the lattice symmetry Weekes et al. also observed sixfold
configurational anisotropy from static magneteoptical kerr effect measurements in
circular dot arrays arranged in hexagonal lattice symmetry[187]. This configurational
anisotropy originates from the interactions between unsaturated regions of the elements,
which depend on the specific magnetic configurations of theadjacent dots. The
magnetodynamical properties of closely packed circular dots arranged in hexagonal lattice
symmetry is measured using alelectrical spin-wave spectroscopy (AESWS) and BLS
techniques[188]. It is observed that SW excitation spectra foclosed packed array §$ = 65
nm) are also isotropic with respect to the inplane external field direction whereas
excitation spectra for ultraclose packed arrays (s = 20 nm) shows significant in-plane
anisotropy when the direction of the applied field is changedThis is because for ultraclose
packed array there is a complete cancellationf the selfdemagnetizing field d individual
nanodisks by thestray field of its nearest neighborsand the bulk mode strongly depends
on the externalfield orientation due to the anisotropy of the magnetodipolar interaction.
However, there is no systematic report on the dependence of themagnetization dynamics
on lattice symmetry in ferromagnetic nanodot lattices in the literature. In this thesis we
will investigate the magnetization dynamics of magnetostatically coupled Py nanodot
lattices by varying the lattice symmetry, which will in urn affect the magnetic stray field

distributions as well as the configurational magnetic anisotropy of the systems.
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b. Antidot Array :

Ferromagnetic antidot lattices are a periodic array of holes fabricated into a continuous
magnetic film. They are promising candidate for magnetephotonic crystal due to the
ET KOATAA T &£ 1 AcT1 AGEA A£AT A 11T OEA 1ECEOQONnAIT O
addition to this the antidots do not suffer from the superpsamagnetic bottleneckat the
deep nanoscale dimensions due to the absence of any small magnetic entitife holes
introduce locally distributed shape anisotropy and act as pinning centres for the wall
displacements and spin wavesAs a result hey have attracted an increasing interest from
both technologicaland fundamentalpoints of view. In a nanohole aray the holes introduce
locally distributed shape anisotropy and act as pinning centres for the wall displacements
and spin waves.As a result satic and dynamic magneticproperties of magnetic nanohole
arrays are strongly depend on the shape and size ofdhmagnetic materials between the
nanoholes. A significant variation in the magnetization dynamics of cobalt antidot lattice of
diameter 100 nm is measured by using time@esolved magneto optical Kerr effect
microscopy with the variation in the lattice consant between 200 nm to 500 nm[38]. It is
observed that two prominent magnonic bands with a clear band gap are present for
sparsely packed antidot lattices. The band gap increases with the decrease in the lattice
constant, and at the lowest value of the latticeonstant, four distinct magnonic bands
appear.lt is also observed using the same technique thahé SWspectracan be tunedin a
two-dimensional antidot lattice with varying antidot shapes[189], namely, square, circular,
triangular, and diamond shapes.The magnetization dynamics of antidot arrays also
changes significantly with the variation of lattice symmetry.In addition to this antidots
array attracted the attention due to fieldcontrolled and anisotropic propagation of SW
propagation, SWlocalization and magnonic miniband formation with largeSW velocities.
The obsened tunability of the SWspectrum is important for potential applications of the

antidot lattices in nanoscale magnonicrystals.
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c. Magnetic Vortex:

As we discussed chapter 2, sectio.6, magnetic platelets of micron or submicron size
characterized by an inplane closed flux magnetizationminimizing the dipolar energy are
known as magnetic vortices. When magnetic thin films are artificially patterned in such a
way that the magetization of four domains meetradially on one pointand form crosstie
walls, then it is known as magnetic antivortices.In both cases,at the center, the
magnetization is forced outof-plane to awid large angles between magnetic moments as
this would drastically increase the exchange energylhe region with a strong outof plane
magnetization component, called the vortex or antivortex cordaving diameter only few
exchange length190-193] with a distinct polarization(p), either up (p = + 1) or down (p =
Mp Gpart from polarity, another attribute of a magnetic vortex is known as chirality ¢).
Depending upon the direction of the iaplane rotating magnetizaton chirality can be either
+ 1 (CCW) orz 1(CW). It is already been discussed in few papef$94-195] that these two
binary properties i.e, polarity (p) and chirality (c) may act asan independent bit of
informati on in future high-density nonvolatile recording media. It is been observed that
magnetic vortex core starts torotate around its equilibrium position at a characteristic
eigenfrequency () typically ranging from several hundreds of MHz to ~1 GHzif an
external magnetic field [196-197], alternating magnetic field[32, 198] or spin polarized
current [32, 199-201] is applied to an isolated magneticvortex due to the presence of
translational mode [202-203]. This is known as oscillatory gyrotropic motion. The
magnetic vortex core reversal can also be done by SW excitatif04] . In addition to the
external forces, the moving vortex core experiences another internal force arising from the
demagnetizing field of the nonequlibrium magnetization pattern and this force acts along
the perpendicular direction to the vortex core velocity. It is observed[205-206] that for
large amplitude excitation, the internal force increases nonlinearly and this results into a
nonlinear vortex core gyration. Vortex core switching occurs along withthe creation and
annihilation of new vortex and antivortex. For small amplitude excitation, the internal force
increases linearly and the vortex core motion remains in the linear regimg207] and the

vortex core equation of motion can be derived from Thiele equatiof207] which is given by
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F. . +G3v+aDv=0 (51

where Fext is the applied externalforce, Gis the gyrotropic vector, D is the dissipation
vector andyv is the velocity of the coreDuring the dynamical motion of the vortex core, the
demagnetization field at the vortex core poin$ antiparallel to the enlarged domain
generated due to the dplaced vortex and the time derivative of magnetization vector at
the vortex core points either into the disk centre or the opposite direction. A variation in
chirality inherently changes thedirection of the demagnetization field and therefore does
not affect the vortex core motion. Therefore, the vortex core gyration direction is solely
controlled by the core polarization. In the linear regime, the vortex core canme described in

a harmonic oscillator model[208-209].

During the gyration, the vortex core shifted from its center position leads to neaero side
surface charges, thus producing stray fields around the dot itself. When another
neighboring dot is placed sufficiently close to the first dot, the stray fidlis strong enough
to affect it as well. The rotating stray field has the same frequency as the eigenfrequency
(5) of the gyration. It is reported that such dynamic dipolar interaction causes mutual
energy transfer between two coupled vortex oscillators, @ between two coupled spring
mass oscillators or pendulums[210-212]. One expects mutual energy transfer and a
consistent phase relation between the gyrating vorticeg213]. The mutual transfer of
energy between magnetostatically coupled vortices due to the gyrotropic motion is
extremely important for devices for microwave communication and logic operation$214-
215]. Many studies of gasistatic and dynamics processes have been performed on pairs
[212], chains, and2D arrays of magnetostatically coupled vorticed216]. Vortex gyration
transfer rate and energy attenuation coefficients have been calculated by analytical
methods [215] and micromagnetic numerical calculations [215]. Stimulated vortex
gyration based energy transfer between spatially separatedipolar coupled magnetic disks
has been observed experimentally by time resolved soi-ray microscopy[212]. It is also
observed that the rate of energy trasfer is determined by the frequency splitting caused
by the dipolar interaction between the vortices [214]. However, the energy transfer

efficiency may dependent on several factors such as the frequency of the exciting field
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pulse as compared to the resonance frequency of the vortex, which determined by the
dimension and aspect ratio of the structure, the amplitude and nature of the exciting pulse,
the distance between the two vortices and relative polarization of the two vortices. It has
been previously observed that the propagated sigdl amplitude in the second vortex, is
smaller in amplitude if one excites the first vortex in its resonant frequencj27]. It has also
been reported that the interaction strength between coupled vortices is maximum when
their core polarities are opposite [212], although, higher inteaction strength is not the
sufficient condition for higher transfer efficiency. Mutual energy transfer between three
vortices, where only one vortex at one end is excited, is even more interesting from the
application point of view. Very recently, this sygeem has been proposed to work as vortex
transistor [81], where vortex at one end is excited and the gyration amplitude at the vortex
situated at the other end is higher than the gyration amplitude at the vortex which has been
excited directly. Ths has been obtained for a particular combination of polarization of

three vortices, where the energy loss is minimum.

d. Bi-Component Magnonic Crystal (BMC):

In MCs, iftwo different magnetic materialseither in direct contactor placed very closewith
eachother form the basis structure,the dynamical dipole coupling is maximized due to the
dipolar/ exchange coupling at the boundary. As a result, SWs are subject to scatteahthe
interfaces between the two materials and can transmit through the boundary.Erefore
SWs can propagate across its entire structure with considerable group velocities. Such

system is popularly known as bicomponent magnonic crystals (BMCgR17-219].

The broad spectrum of scattering and moetcoupling processes makes 2D BMCs an
intriguing topic for scientific studies, for controlling the SW propagation and also for other
kinds of applications. Microfocused BLS experiments on 2 arrays of Co nanodisks
embeded in Py matrix showed spatial shiftan magnonic excitations within the given
lattice, which can control the propagation of SWs at nearly the same eigenfrequency in
periodically patterned magnetic devices and magnonic crystal218]. In the similar sample
forbidden frequency gaps weremeasured[24] AO OEA AT O1 AAQHE dndthd £

second Brillouin zones whose widths depend on the magnetic contrast between the
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constituent materials. The magnetization dynamics and the reversal mechanism of Fe filled
Py antidot structures were measured using VNAMR technique[220] . It was observed that
the mutual magnetostatic coupling between the two ferromagnetic nanostructures led to a
significant modification to the magnetization reversal mechanism and ferromagnetic
resonance mode profils when compared with reference Fe dots and Py antidot array.
PropagatingSWs in D arrays of alternated Py and Co nanodots measured by BLS showed
that the Brillouin active modes are based upon the standing wave modes in uncoupled Py
dots, whereas the Co dis act as mediators for dipolar coupling between the Py dof21].
Micromagnetic simulations of Fe embedded in YIG films showed wide bandgap of about 10
GHz [222]. Recently, magnetization switching and ferromagnetic resonance studies of
binary Ni/Py nanostructures have been reported105]. However, there is no report on the
study of magnetization dynamics of purely magnetostatically coupled BMCs using -all
optical TRRMOKE microscopy.In this thesis, we investigated the SW ythamics of purely
magnetostatically coupled BMCdy applying bias field parallel to the longaxis (LA) and
short-axis (SA) of the BMC.

5.2.3 Three -Dimensional Magnonic Crystal:

3D magnonic crystals are the least studied objects in magnonics, due to botltreased
difficulty of their theoretical treatment and currently limited outlook for their fabrication
and experimental investigation.lon implantation with lithographic mask or directed ion
beam allows fabrication of magnonic crystals with either 2D or 3Dperiodicity. Optical
fabrication [223] can also be used to fabricate 3D MCSW spectra of3D magnonic crystals
composedof two different ferromagnetic materials is calculated using plane wave method
[12]. It is found that the contrast of magnetic parameters is essential to genera{é7]

magnon bands and forbidderfrequency gaps of significant width.
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6. Tunable Magnonic Spectra in Two
Dimensional Magnonic Crystals with

Variable Lattice Symmetry:

6.1 Introduction:

Magnetic nanostructures form the basis of many present and futurechnologies including
patterned magnetic media[1], magnetic random access memori¢], magneticlogic devices
[5, 8] and magnetic resonance imagind9]. The pattemed magnetic media uses two
dimensional arrays of lithographically patterned magnetic islandgbits) and the magnetic
switching behaviors of such systems including switching field distribution have been
thoroughly studied. An essential criterion has been to eliminate the magnetostatic
interaction (cross-talks) between the individual bits for the application in patterned
magnetic media.Similar arrays of nanomagnetsnay be used to propagatéigh frequency
magnetic excitatiors in the form of collective long wavelength spin waves as information
carries in magnonic crystals, when the magnetic elements are strongly magnetostatically
coupled. Such couplé arrays of nanomagnets undergo aollective dynamics[42, 173-175,
185, 224-225], where the individual nanomagnets maintainconstant amplitude and phase
relationships, and show rich magnonic band structures with tunable bandgap properties.
Thereby a new field d research known as magnonic$36-37, 226] has been introduced,
which haspotential to use spin waves to carry and process information and also in building
nanoscale microwave componets such as filters, attenuators andphase shifters [84].
Emerging new field such as coherent oscillation of an array of spin torque namwscillators
[11, 227] also promises to act as orchip microwave sources for electronic and

magnetoelectronicapplications.

Two dimensional ferromagnonic dot lattices have been extensively fabricated and studied

in recent years. Various physical parameters of the lattices such &stice constants, and
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shape, size and material of the magnetic dots have been varied to tailor the magnonic
properties in those lattices. The high frequency magnetization dynamics of such lattices
have been studied experimentally by time domair{111, 228], frequency domain[185],
wave vector domain [176] techniques and by analytical methods[229-230] and
micromagnetic simulations[180]. The frequency, damping and spéil profiles of collective
modes and the dispersion of their frequency with wavevector have been studied with the
variation of above parameters. In addition to the periodicity of the lattice, the interdot
magnetostatic interactions in the lattices play a ery important role in determining the
collective magnonic modes in these lattices and further tailoring of this interaction field
offers exciting prospects in magnonics. The variation of lattice symmetry is an attractive
option, by which the magnetostaticfields of highly complex nature can potentially be
introduced but it has hitherto not been tried in the context of the spin wave dynamics of
magnonic crystals. The quasistatic magnetization processes of hanomagnets arrays with
different symmetry have been reported by static magneto optical Kerr effect
measurements[187, 224, 231] A configurational anisotropy has been observed from the
dependence of the hysteresis loops with the angle of the-plane magnetic fieldw.r.t., the
symmetry of the array. On the other hand, magnetization dynamics of magnetic antidot
lattices with varying lattice symmetry has been reported by a combination of Brillouin light
scattering and ferromagnetic resonance measurementg225]. In all lattices the
eigenfrequencies show angular dependence consistent with the symmetry of the lattice.
However, no report on the dependence of the magnetization dynamics in ferromagnetic dot
lattices on the lattice symmery could be found inthe literature. Here, we present an all
optical excitation and detection of magnetization dynamics in closely packed circular
NigoFexo (Permalloy/ Py) dot lattices arranged in different lattice symmetry. The spin wave
spectra show a gnificant variation as the symmetry is reduced from square lattice to
octagonal lattice through the rectangular, hexagonal and honeycomb lattices. We also
investigate the anisotropy of the collective modes in the hexagonal lattice as a function of

the azimuthal angle ( ) of the in-plane bias magnetic field.
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6.2 Experimental Details:

10 x 10 un? lattices of 20 nm thick Py dots with circular shapes arranged in different
lattice symmetry were fabricated by a combination of electron beam lithography and
electron beam evaporation. The diameter of the dots is about 100 nm with about +10%
deviation within different lattices. The edge to edge separation between the dots is about
30 nm with about + 10% deviation within different lattices. The sizes of the dots arehosen

in such a way that the individual dots can support both the centre and edge modes of
precession of magnetization. The edge to edge separation is chosen in such a way that the
dots are strongly magnetostatically coupled and show collective modes ofgmession. The
dots are chosen to be of circular shapes so that the individual dots do not posses any

configurational anisotropy [126] due to their shapes.

Square

Honeycomb Octagonal

Fig. 6.1 (a) Scanning electron micrographs of the Py dot lattices with different lattice
symmetry, namely square, rectangular, hexagonal, honeycomb and octagonal symmetry.
The dot diameter and separation are shown in the micrograph for the octagonal lattice
along with the length scale bar. The geometry of the applied magnetic field for all lattices is

shown in the micrograph of the hexagonal lattice.
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6.2.1 Sample Fabrication:

Permalloy dot lattices with varying lattice symmetry were prepared by a combination of
electron-beam lithography and electron beam evaporation technique. The details about the
sample fabrication are discussed in Chapter 3. The beam current used during electron
beam lithography is 100 pA for a dose time of 1.0rs. A bilayer MMA/PMMA (methyl
methacrylate/ poly methyl methacrylate) resist pattern was first prepared onself oxidized
Si(100) substrate by using electronbeam lithography andPy was deposited on the resist
pattern by electron-beam evaporationat a basepressure of about 1.3 x 10 Torr. A5 nm
thick Al>Os capping layer was deposited on top of the Py layer to protect the dots from
general degradation with time as well as when exposed to the optical purrobe
experiments in air. This is followed by the fiting off of the sacrificial material and oxygen

plasma cleaning of the residual resists that remained even after the Hdiff process.

Both two-dimensional Bravais (square, rectangular, hexagonal) and ndBravais
(honeycomb, octagonal) lattices are chosehere to investigate the effects of variation of
translational symmetry of the lattice and finally symmetry breaking on the magnonic
spectra. Fig6.1 shows the scanning electron micrographs of all types of lattices. The small
deviation in size and separabn from the nominal dimensions as obtained from the
micrographs will eventually be included in the micromagnetic simulations. The chemical
compositions of the dots measured by the energy dispersivéray spectroscopy agree well
with the nominal composition of the target material. Atomic force microscope AFM)
images were taken for different lattice symmetry samples and theheight profiles of the
nanodots were measuredfrom those images.The average height was found tovary
between 20 and 22 nm in differentlattices from the AFM measurements, which agrees well

with the nominal thickness of the samples.

6.2.2 Measurement Details:

The ultrafast magnetization dynamics was measured by a twoolor optical pump-probe
setup [151] with simultaneous spatial and temporal resolutions of subrm and 100 fs,
respectively as described in details in section 3.4.2. of chapter Ihe second harmonic}( =

400 nm, 10 mW, pulsewidth ~ 100 fs) of a mode locked Happhire pulsed laser (Tsunami,
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Spectra physics, pulsewidth ~80 fs) is used to excite thesample. The fundamental laser
beam ¢ = 800 nm, 2 mW) is used to probe the dynamics after passing through a variable
time delay by measuring the polar Kerr rotation using a balanced photo diode detector,
which completely isolates the Kerr rotation and reféctivity signals. The pump and probe
beams are made collinear and are focused at the centre of each lattice through the same
microscope objective with N.A. = 0.65. At the focal plane of the probe (diameter ~ 800 nm),
i.e, on the sample surface, the pumpdam is slightly defocused, and has a larger diameter
(~1 mm) than the probe beam, which makes it easier to overlap the pump and probe beams
on the sample surface. The probe beam is centred on the pump beam so that slight
misalignment during the course of the experiment does not affect the pumprobe signals.

A large enoughmagnetic field is frst applied at a small angle (102 15°) to the planes of the
lattices to saturate their magnetization. The magnetic field strength is then reduced to the
bias field value H = component of bias fieldin the sample plang, which ensures that the
magnetization still remains saturated along the bias field directionThe pump beam was
chopped at 2 kHz frequency and a phase sensitive detection of total reflectivity and Kerr
rotations were made using lockin amplifiers. The sampleis scanned under the focused
laser spots by using a piezoelectric scanning stage-yxz) with feedback loop for better

stability.
6.3 Results and Discussions:

6.3.1 Quasistatic Magnetization Dynamics of Nanodot Lattices of
Different Lattice Symmetry

The magnetostatic interaction changes when we arrange th@anodots in lattices with
varying symmetries. The interdot interaction becomes more complicated with reduced
symmetry of the lattice, which may affect the magnetization reversal of these arrays.

Magnetic hysteresis loop (Fig. 6.2)

106



Chapter6

~

*é' Square Rectangular Hexagonal
S |0

o

—

@©

N

— 200 0 200 -200 0 200 -200 0 200
g Honeycomb Octagonal

©

e

@]

S

S

S

g 200 0 200 200 0 200

Magnetic field (Oe)

Fig. 6.2 Experimental MOKE loops of squardhexagonal,honeycomb and octagonal lattices

for bias field appliedat =0°

(Kerr rotation as a function of external biasfield H) for nanodot lattices arrnaged in
different lattice symmetry is measured byusing a highsensitivity magneto-optical Kerr
effect microscopy The samples were viewed under an optical microscope and the focused
laser spot (5 um) is focused at the cear of each 10 x 10 urharray. The polarization of
reflected beam is analyzed to measure the longitudinal Kerr effect. An electromagent is
used to apply the magentic field in the plane of the sample. The longitudinal Kerr effect is
measured by rotating the sample plane for two different angles like 0° and 30°. The
experimental results show that the coercivity changes as the lattice symmetry changes.

Coercive field {Hc) also changes with the direction of the external bias field.

Table 6.1 Variation of coerwve field (Hc) for different lattice symmetries:

Type of the lattice Hcin Oe
Square 27.00
Rectangular 30.5
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Hexagonal 20.00
Honeycomb 37.00
Octagonal 33.00
In table 6.1 at = 0° the Hc value is minimum for hexagonal lattice and maximum for

honeycomb lattice. Hexagonal lattice is mostly closed packed structure and the interaction
is very strong as a result magnetization reversal occurs due to coherent interaction which
gives rise to a low coercieve field. As the symmetry reduces the interaction beconse

complicated and weaker and magnetization reversal is no longer coherent. As a result the

coercieve field is higher for non Bravais lattices.

6.3.2 Variation of Precessional Dynamics with the Symmetry of the
Nanodot Lattices :

Figures 6.3 (a) and (b) shows the typical timeresolved reflectivity and Kerr rotation data
from a Py dot lattice arranged in hexagonal lattice symmetry for a bias field = 1.3 kOe
applied at = 0°. The reflectivity shows sharp rise followed by a bexponential decay,
whereas the time resolved Kerr rotation shows a fast demagnetization withiB00 fswith a
bi-exponential decay with decay constantof about 2 psand 500 ps. In Fig. 6.3(c) the
ultrafast demagnetization and fast relaxation dynamics are shown for rectangular,

hexagonal, honeycomb and octagonal lattices.
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Fig. 6.3 Typical time resolved (a) reflectivity and (b) Kerr rotation data areshown for the
Py dot lattice with hexagonal lattice symmetry forH = 1.3 kOe applied at = 0°. (c) The
time-resolved Kerr rotation data showing ultrafast demagnetization and fast

remagnetization for square, rectangular, honeycomb andctagonal latticesare shown forH
= 1.3 kOeappliedat =0°.

Table 6.2: Variation of demagnetization, fastelaxation and slow relaxation times for
different lattices:

Type of the lattice Demagnetization Fast relaxation time | Slow relaxation time
time (fs) (ps) (ps)
Square 500 1.07 507
Rectangular 500 1.90 445
Hexagonal 500 2.00 500
Honeycomb 500 1.40 518
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Octagonal 550 1.24 445

The demagnetization and fast and slow relaxation times are shown in table 6.2. From table
6.2, we observe that the demagnetization time remains nearly constant with varying lattice
symmetry as this is a material property and in ths case the raterial is Py for all samples.
The fast and slow relaxation times are found to be different for different lattices but no
clear trend is observed for their variations. This variation can therefore be attributed to the
difference in roughness, dfects and deformation of the samples. All of those could cause a
variation of the spin-orbit coupling and different transfer rate of energy to thelattice and

the surroundings these samples.

The precessional dynamics appears as an oscillatory signal oretslowly decaying part of
the time-resolved Kerr rotation data. A first Fourier transform (FFT) is performed after
subtracting the biexponential background to find out the corresponding power spectra.
The measurement time window of 1.5 ns used in this expiment is a compromise between
the total measurement time, which is determined by the number of scan points and the
integration time of the lock-in amplifier for each scan point, and the time taken to cause a
slow drift of the piezoelectric sample scannig stage. Nevertheless, this 1.5 ns time window
is found to be sufficient to resolve the spin wave spectra fatifferent lattices. Fig. 6.4(a) Z

(b) show the background subtracted experimental time resolved Kerr rotations for lattices
with different lattice symmetry and the corresponding power spectra. From the
experimental data a clear variation in the spin wave dynamics is observed with the lattice
symmetry. For the square lattice the timedomain data shows a damped single frequency
oscillation, which transforms into a single sharp peak in the frequency domain. But as the
symmetry reduces in the rectangular lattice a mode splitting appears. The high intensity
peak shifts slightly towards the lower frequency while a low intensity peak appears at a
slightly higher frequency. In the case of hexagonal lattice a dramatic change occurs and
three clear peaks are observed in the FFT spectrum as a consequence of the highly-non
uniform oscillations in the time-resolved Kerr signal. The peak at the centre has the higste

intensity, while the peak at the higher frequency is also significantly intense as compared
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Fig. 6.5 The power spectra of the simulated magnetization dynamics of a single circular
permalloy dot with 100 nm diameter and 20 nm thickness aH = 1.3 kOe. The power and
phase maps of the two observed modes are shown in the inset. Mode 2 is identified as the

centre mode while mode 1 as the edge mode of the permalloy dot.

We have performed micromagnetic simulations usinghe OOMMF software[161] by
considering finite lattices of about 1100 x 1100 x 20 nfvolumes consisting of cicular

dots arranged in different lattice symmetry. The samples were discretized into 2 x 2 x 20

nm3 cells and materials parameters for Py were used as gyromagnetic ratio = 18.5
MHz/Oe, anisotropy fieldHx = 0, saturation magnetizationMs = 860 emu/cc, and exchange
stiffness constantA = 1.3 x 106 erg/cm. The material parameters were extracted by
experimentally measuring the precession frequencyf] as a function of biasmagnetic field

(HQ T&2/# A ou OEET £Z£EIT 1T£&£ ¢n 11 OEEAET AOO AT,
uniform precession mode.

(6.1)

R GRL CELPEECTD

The lateral cell size is well below the exchange length of Py (5.3 nm). In general the thgl
and inter-element separations as observed in the SEM images are included in the
simulation. The dynamic simulations were obtained for 1.5 ns at the time steps of 5 [p3g.

6.4(c) shows the FFT spectra of the simulated timdomain magnetization, which

112



Chapter6

gualitatively reproduce the experimental results. The relative intensities and the precise
positions of the peaks in the frequency domains are not always quantitatively reproduced
due to the limitations in the simulation. The agreement is better for squargectangular and
hexagonal lattices, while for the honeycomb and octagonal lattices the precise quantitative
agreements are not obtained. The splitting of the central peak for the honeycomb lattice
and the low intensity band for the octagonal lattice belw 5 GHz are not reproduced in the
simulation. The deviation is primarily because of the smaller size of the simulated lattices
as opposed to the experimental lattices and lack of inclusion of the precise edge roughness
and other defects in the simulated saples as observed experimentally. In addition, the
optical excitation used experimentally is replaced by an estimated pulsed magnetic field in
the simulation. Nevertheless, the important features of the experimental spectra are

reproduced by the simulation
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Fig. 6.6 The power and phase maps for different precessional modes of permalloy dot
lattices with square, rectangular and hexagonal symmetry. The colormaps for the power

and phase distributions are showrat the top of the images.

6.3.3 Micromagnetic Analysis of the Collective Modes in the Lattices:

We have further simulated the power and phase maps of various collective modes as
observed both experimentally and in the simulation by using a home built codf62].
However, before that we have calculated the dynamics of a single Py nanodot of 100 nm
diameter and 20 nm thickness. Two distinct peaks are observed, out of which the higher
frequency peak is identifed as the centre mode and the lower frequency peak as the edge
mode of the dot as shown irFig. 6.5. We have further simulated the power and phase maps
for all resonant modes in different lattices as shown in Figs.5 and 66. The profile of the
single made in the square lattice is found to be the edge mode of the individual nanodots
precessing coherently over the central part of the lattice, while the amplitude of precession
dies out substantially near the vertical edges of the lattice. Due to the stromgagnetostatic
interaction the modes in the two central columns become completely uniform over the
entire volumes of the nanodotsThis is the uniform collective mode of the strongly coupled
lattice as opposed to the weakly coupled arrays, where the centend edge modes of the
individual elements are generally observed181, 232]. For the rectangular lattice, mode 1
corresponds to the centre mode of the individual elements precessing coherently over the
entire lattice except for the horizontal edges of the lattice. On the otherhand, mode<the
coherent precession of the edge modes of the individual nanodots over the lattice except
for the vertical edges of the lattice. For the hexagonal lattice, mode 1 corresponds to the
coherent precession of the centre mode of the nanodots over the erditattice with a slight
dephasing near the vertical edges. Mode 2 corresponds to edge modes of the nanodots,
which are precessing out of phase within consecutive stripe like regions marked by the
vertical dotted lines. This mode is similar to the backwardsolume magnetostatic mode
(BV) of the lattice. In mode 3, the dots are in phase, while the power on the dots reduces
gradually from the vertical edges towards the centre of the lattice forming a bowtie like
pattern. The honeycomb and octagonal lattices sko very rich spectra and the

corresponding mode profiles are shown inFig. 6.7. For the honeycomb lattice, mode 1
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corresponds to the magnetostatic surface wave (SW) mode of the lattice, where
consecutive rows are out of phase and alternative rows are in pea. Mode 2 is a mixed
mode. Mode 3 corresponds to vertical stripdike regions, where the half circles (full circle)
are alternatively precessing inphase and outof-phase with each other. Mode 4 is localized
within the centre of the lattice, which shows he BV mode of the individual dots. Mode 5 has
its power reduced from the vertical edges towards the centre of the lattice and is out of
phase with mode 4. Mode 6 is edge mode of the individual nanodots, which are primarily
distributed in the even rows of the simulated lattice. This is because the edge to edge
separations between the neighbouring dots in the even rows are much larger than those in

the odd rows. The strong magnetostatic interactions between the dots in the odd rows
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Fig. 6.7 The power and phase maps for different precessional modes of permalloy dot
lattices with honeycomb and octagonal symmetry. The colormaps for power and phase

distributions are as shown in Fig. 6.6.
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result in the disappearane of the edge modes in those rows. Mode 1 of the octagonal lattice
is the centre mode of the nanodots, where they are collectively precessing in phase within

the regions shown by the dotted boxes. Mode 2 is the BV mode of the nanodots localized
within the same regions as mode 1. Mode 3 is the edge mode of the individual nanodots

uniformly distributed over the entire lattice.

Fig. 6.8 Contour maps of simulated magnetostatic field distributions (>component) are
shown for permalloy dots lattices with variable lattice symmetry atH = 1.3 kOeat = 0°.
The arrows inside the dots represent the magnetization states of the dots, while the
strengths of the stray magnetic fields are represented by the color bat the lower right

corner of the figure.

To understand the origin of the differences in the spin wave spectra in different lattices, we
have calculated the magnetostatic field distributions for lattices with different lattice
symmetry as shown inFig. 6.8 Linescans of the simulated magnetostatic fields from
various positions of the lattices as indicated by horizontal dashed lines in Fig. 6.8 are
shown in Fig. 6.9along with the linescan of simulated magnetostatic field from a single
100-nm Py dot as a wayf comparison. It is clear that both the internal fields on different
dots as well as the stray fields are influenced by the lattice symmetry as well as the
arrangement of the dots on a given lattice such as honeycomb and octagonal lattices. The

overall internal fields inside the dots are increased significantly as compared to the single
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dot for all dots in the square and hexagonal lattices, while they increase only marginally in
the rectangular lattice. For the honeycomb and octagonal lattices the interh&elds inside
the dots increase significantly as compared to the single dot for dots lying on the denser
rows and do not increase significantly for the dots lying on the sparser rows. The above
variation of the internal fields of the dots in various latices along with the stray fields are
responsible for the variation in the frequencies of the collective modes as compared to the
centre and edge mode frequencies of the single dot as shown in Fig. 6.4 . The stray field
varies significantly with lattice symmetry primarily due to the arrangement of
neighbouring dots in the lattice, as the boundary for every dot is almost identical in the
simulation and the dots themselves are symmetric. Experimentally, there is some effect
from the edge roughness and small &erences in sizes and shapes from
one dot to another. However, these effects are either introduced in the simulation
(differences in size) or affect the dynamics only quantitatively, while the qualitative
features of the spectra stems primarily from the dttice symmetry. For Bravais lattices
(square, rectangular and hexagonal) dipolar contribution to the stray field is dominant but
there are distinct differences due to the reasons stated as below. If we consider the
columns standing perpendicular to the bas field, we see that for the square lattice the stray
field is equally distributed on both sides of the columns as well as all elements on the
columns are experiencing equivalent fields except for the edge elements. For the
rectangular lattice the columnsare separated by twice the distance of that of the square
lattice causing a reduction of the stray fields between the columns but have similar amount
of stray fields as the square lattice between the row elements. This caused two collective
modes in the lectangular lattice. The hexagonal lattice is most closely packed and has the
largest stray field and consequently shows a highly collective mode (mode 1). However, if
we consider any column perpendicular to the bias field, it has alternative regions of
interdot stray field or a full dot, which causes mode 2 in this lattice. However, for the
honeycomb and octagonal lattices the stray field is even more complicated primarily
because in the honeycomb lattice the unit cell has two nanodots, while there is a kem
translational symmetry in the octagonal lattice. This causes unequal distributions of stray
fields within the lattices and the occurrence of higher order multipolar contributions to the

stray fields. Consequently, a larger number of modes with complitad profiles are
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Fig. 6.9 Linescans of simulated magnetostatic fi elds from various lattices as obtained from

the positions indicated by horizontal dashed lines in Fig. 6.8. Linescans of simulated

magnetogatic field from a single dot is superposed on each panel for comparison.

observed in the honeycomb lattice. In the octagonal lattice also a band of modes are
observed below 5 GHz experimentally but are not reproduced in the simulation possibly

because thesimulations are done on a much smaller lattice.

6.3 Conclusions:

We have fabricated closely packed permalloy nanodot lattices with 100 nm dot diameter

and edge to edge inteidot spacing of about 30 nm having variable lattice symmetrye

have chosen three two-dimensional Bravais lattices namely the square, rectangular and

hexagonal lattices and two norBravais lattices namely the honeycomb and octagonal
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lattices for this study. We have investigated the influence of lattice symmetry on the
ultrafast magnetization dynamics of these lattices. The precessional dynamics have been
induced and probed in an aloptical manner following an ultrafast demagnetization and a
fast remagnetization. The dynamics has also been simulated by a tirdependent
micromagnetic smulation method and the timedomain magnetization, power spectra, and
the power and phase profiles of the resonant modes have been numerically calculated to
get an extensive picture of the dynamics. The precessional modes of magnetization show
significant variation with the variation of lattice symmetry. The square lattice shows a
single uniform precessional mode, which is the coherent precession of the edge mode of all
the dots in the lattice. The rectangular lattice shows two modes, which are coherent
precession of the edge and centre modes of the dots over the entire lattice. The hexagonal
lattice shows three clear modes, which correspond to the uniform collective mode, a BV
like mode and a bowtie like mode of the whole lattice. The honeycomb lattice shewroad
and rich spin wave spectrum, which includes various localized and extended modes
including the SW mode of the lattice. For octagonal lattice three modes are observed, which
are uniform, SW like, and localized modes of the lattice. The magnetostasitay fields
within the lattices have been calculated, which helps in the interpretation of different
observed modes of the lattices. The anisotropy of the collective modes in the hexagonal
lattice has been investigated and mode 2, which is the edge moaofkthe dots forming a BV
like mode of the lattice, shows a clear sifold anisotropy, while other modes do not show
any clear anisotropy with the variation of the azimuthal angle of the bias magnetic field.
Analysis of the power profile of the anisotropianode clearly shows the sixfold variation of
the net dynamic component of magnetization with the azimuthal angle as a result of a
similar variation of the stray magnetic field. The timeresolved MOKE experiment generally
probes the zero and low wavevector modes of spirwave dispersion in a lattice and the
effect of stray magnetic field is very prominent for these modes. Further study of the full
magnonic band structure may reveal more rich physics leading towards the application of

these artificial lattices in nanoscale microwave communication devices and components.

119



Chapter7

7.  Extrinsic Configurational Anisotropy of
Spin Waves In Two-Dimensional
Ferromagnetic Nanodot Lattices with

Varying Lattice Symmetry

7.1 Introduction:

Magnonic crystals (MCs)[13, 23, 3537, 159] are artificial crystals with periodic
modulation of magnetic properties where spinwaves (SWs) are the transmission waves.
MCs form magnonic minibands consisting of allowed and forbidden SW frequencies and
corresponding magnonic bandgap. The SWs in MCs can be controlled by changing its
various physical and geometrical parameters such as materif218], shape[40, 233], size,
lattice spacing[42], lattice symmetry[43, 225], as well as strength and orientation of the
external bias field[98]. This tunability of MCs makes them a potential candidate for echip
microwave communication devices and components, including magnonic waveguides
[234], filters [83], splitters, phase shifters[84], gin-wave emitters [11], as well as for
magnonic logic deviceg7, 48]. In case of photonic crystals it is reported235] that the
anisotropy of photonic bandgap is dependent on the symmetry of the photonic crystal
lattices. As the symmetry increases the Brillouin zone becomes more circular, resulting in a
complete band gap. The highest order symmetry observed in a periodic lattice is $0ld,
however, higher levels of symmetry can be potentially achieved by using complex
geometries of quasicrystals[236]. It is well known that the spin and orbital angular
momentum are responsible for the magnetic properties of solid. The violation of spin orbit
angular momentum with respect to the rotation of magnetization direction leads to the
concept of basic magnetic anisotropy. The magnetization at the edges of a confined
magnetic element deviates from the external field direction to minimize the magnetic

energies. These regions are known as the demagjized regions. Consequently, the average
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magnetization and the internal magnetic field changes with the rotation of the azimuthal
angle of the external bias field. This is known as intrinsic configurational anisotrop}96,
126]. The effective magnetic field inside an element within an array is modified due to the
stray field from the neighbouring elements. The tailoring of this field by rotating the bias
field angle with respectto the symmetry axes of the array leds to the occurrence of

extrinsic configurational anisotropy [98] .

In chapter 6 we showed that lattice symmetry of two-dimensional nanodot arrays plays a
significant role in their spin wave spectra. The single uniform collective mode in a square
lattice splits into two modes in the rectangular lattice and into three modes in both the
hexagonal am octagonal lattices. However, in the honeycomb lattice a broad band of
modes is observedThis is due to a large variation of the stray field causing the intedot
interaction. For such systems rotation of the azimuthal angle of the external bias field sna
lead to interesting extrinsic configurational anisotropy in the collective magnetization
dynamics according to the lattice arrangements. Here, we investigate the above possible
configurational anisotropy in circular nanodot arrays arranged in square, rdangular,
hexagonal, honeycomb and octagonal lattices. We will show that the square lattices exhibit
a four-fold configuration anisotropy [151] whereas fa the rectangular, hexagonal,
honeycomb and octagonal lattices the most intense peak shows primarily twold, six-fold,
six-fold and eightfold anisotropies superposed with a relatively weak foutfold anisotropy

due to the shape of the boundary of the aays respectively.

7.2 Experimental Details :

10 x 10 un? arrays of 20 nm thick NgoFexo dots with negligible magnetocrystalline
anisotropy and with circular shapes arranged in square, rectangular, hexagonal,
honeycomb and octagonal lattices are fabricatedby a combination of electron beam
lithography and electron beam evaporation. The diametesrof individual dots are about 100
nm and the edgeto-edge separatiors between the dotsare about 30 nm.The dot shape,
size and the inter-dot separation are chosen toensure negligible shape anisotropy,
accommodation of two intrinsic modes[24, 232] (edge and centre modes) inside the dots

and a strongly collective magnetization dynamics of the array.
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Fig. 7.1 (a) A schematic of the experimental geometry is shown otine scanning electron
micrograph of an array ofcircular nanodotswith rectangular lattice symmetry. (b) Typical
experimental time-resolved Kerr rotation data from the octagonal lattice atH = 1.3 kOe
revealing ultrafast demagnetization, fast and slow relaxations, and precession of
magnetization (left panel). Background subtracted timeresolved Kerr rotation data is
shown in the right panel. (c) The spin wave spectra okdined by FFT of the timeresolved
data from square, rectangular, hexagonal,honeycomb and octagonal lattice are shown for
different values of at H= 1.3 kOe. Thearesponding scanning electron micrographs are
shown inthe insets.
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7.3 Measurement Techni ques:

The ultrafast magnetization dynamics of the samples is measured by an-aftical time-
resolved magneteoptical Kerr effect microscope based upon a twaolor collinear pump-
probe geometry [29] as descrbed in details in section 3.4.20f chapter 3 The second
harmonic ( = 400 nm, pulse width ~ 100 fs) of a moddocked T Sapphire laser (Tsunami,
Spectra Physics) is used to excite the magnetization dynamics in the sample whereas the
time-delayed fundamental { = 800 nm, pulse width ~80 fs) is used to probe the dynamics
by measuring the Kerr rotation as a function of the timelelay between the pump and
probe beams. The pump and probe beams are made collinear and are focused onto the
centre of the whole array by using a microscope objective (N.A. = 0.65) to spot size& pim
and 800 nm, respectively to measure the local magnetization dynamics under the focused
laser spot. An external magnetic fieldH) is applied at a small angle (10°) to the sample
plane. In the experimental set up, we effectively vary the azimuthal argg( ) (Fig. 7.1 (a))

of H between 0 and 180 at intervals of 5, 10° 10°, 15and 15° for octagonal, honeycomb,
hexagonal, rectangular and square lattice, respectively. This is done by rotating the samples
using a high precession rotary stage while keepinghe microscope objective andH
constant. The pump and the probe beams are made to incident on the same region of the

array for each value of .

7.4 Results and Discussions:

Figure 7.1(b) represents a typical timeresolved Kerr rotation data foroctagonallattice at a
bias field H = 1.3 kOe at = (. The data in the left panel shows an ultrafast
demagnetization within 500 fs with a brexponential decay with decay constants oB ps
and 400 ps. The precessional dynamics appears as an oscillatory signal ohet slowly
decaying part of the time-resolved Kerr rotation data. The backgroundsubtracted Kerr
rotation data is shown in the right panel. The fast Fourier transformations (FFTs) of the
time resolved data reveal the SW spectra as shown in Fig. 7.1(c) fbe sqaure, rectangular,
hexagonal, honeycomb and octagonal lattices at= 0", 30°and 90°. The corresponding SEM

images of the lattices are shown in the inset. The experimental geometry is shown on the
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Fig. 7.2 (a) Experimental and (b) simulated spin wave frequencies (symbaojsas a function
of the azimuthal angle of the in-plane bias magnetic field aH =1.3 kOe. The solid curves
show the theoretical fits.

SEM image of the rectangular latticeA clear difference is observed irthe SWspectra both
with the variation of the lattice arrangement and . The solid curves correspond to
theoretical fits to harmonic functions with anisotropies having different symmetries (Fig
7.2 (a) and(b)). For the square lattice a single uniform collective mode splits into two
modesas changes(Fig. 7.1(c)) and aclear four-fold anisotropy is observed for boththe
branches The rectangular lattice shows two modes for all values (Fig 7.1(c)) and the
lower frequency mode (asterisk marked) shows a combination of twdold (88%) and four-

fold (12%) anisotropies (Fig. 7.2(a)) from the theoretical fit. For hexagonal latticehe
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highest intensity peak @sterisk marked) showsa combination of two-fold (77%) and four-

fold (23%) anisotropies with the variation in , while the other modes for this latticedo

not show any clear anisotropy with the variation in . For honeycomb lattice thesituation

is quite different. A broad band of modes for = O’ transforms to a single mode with ssmall
splitting at = 30°. As increases further new modes start to appar and at = 45° two
iTAAO xEOE A Oi Al ODBl EOOEISC wAJA AGCAGEA O OGN
modes appear. This phenomenon is repeated with a period of 90°. The frequency of the
asterisk marked mode first decreases as deviates from 0. At = 30’ the frequency attains

a minimum value and
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Fig. 7.3 The power ((a), (c) and (e)) and phase ((b), (d) and (f)) maps of the asterisk (*)
marked modes for the square ((a), (b)), rectangular ((c), (d))and hexagonal ((e), (f))
lattices for selected values of at H = 1.3 kOe. The color maps for power and phase

distributions are shown at the bottom of theleft panel offigure.
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it increases again as the changes from 30 and a maxima is obtained = 60°. This
phenomenon is repeated and at = 30°, 90 and 150° minima are observed whereas at =
0°,60°, 120 and 180° maxima is observed as shown in Fig. 7.2 (a). Theoretical fitting of the
variation of this mode frequency with shows a combination of sixfold (83%) and four-
fold (17%) anisotropies. For octagonal lattice, three modes (Fig. 7.1(c)) are observed at
0° and the number of modes remained the same for all values ofexcept for variation in
their relative intensities. The asterisk marked mode arresponding to f = 8.84 GHz shows a

combination of eightfold (90%) and four-fold (10%) anisotropies as shown in Fig. 7.2(a).

To understand the origin of these anisotropies, @ have performed micromagnetic
simulations at T = 0 Kusing the OOMMF softwareg[161] on 1100 x 1100 x 20 nn§ volume
consisting of circular dots arranged in different lattice symmeties. The smple geometries
for the simulation are derived from the SEM image of the sample§he simulated array
volumes are considered smaller than the experimental samples due to computational
resources. However, they are larger than the excitation and probe volwes used in the
experiment and are expected to capture the experimental observations wellhe samples
are discretized into rectangular prismlike cells with dimensions 2 x 2 x 20 nri
Discretization of circular nanodots by rectangular prism like cells intoduces some artificial
edge roughness but this is negligible compared to the dimensions of the nanodots and does
not affect the dynamics significantlyThe lateral cell size is well below theexchange length
of Py (5.3 nm).The parameters used for the simlation are r = 18.5 MHz/Oe, exchange
stiffness constant,A = 1.3x106 erg/cm, magnetocrystalline anisotropy constantk = 0 and
saturation magnetization Ms = 860 emu/cc. The external bias fieldH is applied according to
the experimental configuration and a pulsed fial of rise time of 50 ps and peak amplitude
of 30 Oe is applied perpendicular to the sample plan&he optical excitation used in the
experiment is simulated as a pulsed magnetic field, which is a valid approximation as
within few picoseconds of the opticalexcitation the energy from the spin and electron
systems are transferred to the lattice, which effectively launches a pulsed magnetic field

within the system and triggers the spin wave dynamics as studied here.

The dynamic simulations were acquired for 1.5 ns at the time steps of 5 psThe

experimental results are qualitatively reproduced by the simulations. In Fig. 7.2(b), the
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simulated mode frequencies for different lattices are plotted as a function of. The
simulations reproduced the major experimenally observed features. Theoretical fits to the
simulated results reveal the presence of twdold, six-fold, sixfold and eightfold
anisotropy, superposed with a fourfold anisotropy for rectangular, hexagonal, honeycomb
and octagonal lattice, respectiviy and a clear fourfold anisotropy is present for square
lattice only. The fits are reasonable for both experimental and simulated data and the
deviations are possibly due to the edge roughness and irregularities in the samples, which
modify the anisotropy arising due to the symmetry of the stray magnetic field in this lattice.
There are primarily three contributions to the configurational anisotropyz 1) the shape of
the array boundary 2) the lattice symmetryand 3) the shape of the individual dotThe first
contribution arises due to the strongly collective magnetization dynamics, the second
contribution originates from inter-dot the magnetostatic stray fields and the ensuing
change in the internal fields of the constituent nanodots while the third contbution is not
applicable in our case as the dot shapes are circular. Here, first two contributions are

presentfor all the lattices.

7.4.1 Simulated Angular Variation of the Mode Profiles of the Collective
Modes for Nanodot Lattice with Varying Lattice Sym metry:

We have further simulated the angular variatios of mode profile ofthe studied modes for
samples with different lattice symmetry. The power and phase mafi62] of the modes for
square, rectangularhexagonal, honeycomb and octagonal lattices at different values are
shown in Figs. 7.3 and 7.4-or square lattice theanisotropic mode (Fig. 7.3(a, b)) at = 0°
corresponds tothe edge mode of the individual nanodots precessing coherently over the
central part of the lattice, while the amplitude of precessin dies out substantially near the

vertical edges of the latticeWith the variation of the edge modes in the dots rotates and
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Fig. 7.4 The power ((a) and (c)) and phase ((b) and (d))maps ofthe asterisk (*) marked
modesfor the honeycomb ((a), (b)) and octagonal ((c), (d)) lattices for selected values of
at H= 1.3kOe.The color maps for power and phase distributions are shown at the top of

the figure.

at = 45° edge mode of individual element (mode2) and center mode (mode 1) of
individual nanodots precessing coherently over whole array appearln case of square
lattice due to the strong magnetostatic interaction the boundary effect is superposed with
the lattice symmetry effect. As a result, in cas#f square lattice a clear foufold anisotropy
is observed. For the rectangular lattice (Fig. 7.3(a, b)), the anisotropic mode at= 0°
corresponds to the edge mode of the individual nanodots distributed uniformly over the
entire lattice barring the vertical edges. With the variation of the edge modes in the dots
and their distribution in the array rotate following the bias field. Clearly the stronger

interaction between the edge modes of the dots along the vertical direction (smaller lattice

4 8 12 16 20 3 21 0-1 -2 -3
Power (dB) Phase (radian)
v /.| P p‘: ¢ IIP";‘ ."'.: ."I DO DO HO ;g_fr;f_'—ii—_t ?_l‘—_'!
» 9 ) [ K iy
I"'N." 4 I*.‘" ?h‘ ) Ll ’I '4 »o& HO * _-!J_.-.!’(.'—Qul
0OOO :4?‘41 b - |- B
L3 ) J 1] r X i B
0000¢ "dPe o000 00 LUE 0T B
& & J P i { aR_O_o o
YA D o e | ne ne «-N"OO_QQ_'R'JR'_'
0% % % %% % 070" 0" 0" "%
S3848% G000O00 (. 0 © O8_ ¢ & O
O S LSS 18°% %% ¢*%°%" %
A \ L » » \
® 9 6 00 © © O 00 0O 0O “\‘\‘“o‘“““
‘\‘ “" “" .\\.00’.\‘.. B ‘ O O ) A \ ‘
A s v ) \ \ \ D
08 “‘3@00@000 PO T ~n22'\é§\‘oo‘\m‘
SSO8US Q00900 o9 08 .9 S8 08 Q0
P $ § 50 6 0 0 & d % O 0 o
\\\\\\‘:\ S [ L ‘.\ \.\“ . \‘\\“\ \ a® Q‘ \\O\‘“\‘
*\ S § 00 ¢ [N \\\‘\\\ \\\‘ “‘\ ‘\\.
SO L PV e ¢ 08 0 o ¢
- 3 3 N N ) 3
s\\\ . \\\\ \\’\ Py 9 & ‘\‘\ \‘\ N ..0““ \’9\“
e eacne Reachs Paa%a%a® Pac®a% e’
A 3 S N - \ .\ .« N . N
45
S "€ § P00 89 8 &e SO TN OO
® S S 80 0 0 02 & & =9 © o O
P NE O 090090 (0. C S _oS__o_ o @
S & &S 90 © © O S8 908 00 °“e~.*e -
OSSESe 06009 (N = = X ~
® & ) - @ - ® O | S -\.e\ < <
) - oV OV " eSS S
SSIEI® 9000980 """ e o o o
s $ 306 6 5. 0 o 00 0 0 O
SIS 000061 " ee ~§ o
) 60 (b) () 679 (d)

128




Chapter7

constant) gives the stronger twefold anisotropy while the square boundary of the array
gives the weaker fourfold anisotropy due to the colective dynamics of the array. For
hexagonal lattice, at = 0° the anisotropic mode (Fig. 7.3(e, f)) corresponds to the edge
mode of the individual dots, which forms a Backward volume (BV) like mode of the whole
lattice. As the angle deviates from = 0° the overall power of asterisk marked mode
decreases and @ains a minimum at = 30°. For further increase in the power increase
again and attains a maximum at = 60°. This phenomena is repeated and we observe
maxima at = 0°, 60°, 120° and 180° and minima at = 30°, 90° and 150°. This periodic
variation of power of asterisk marked mode with is a manifestation of the variation of the
stray magnetic field in the lattice, and it gets reflected in the sifold variation in the
frequency of this mode.The honeycomb lattice shows a number of modes at= 0° butthe
only anisotropic mode correspondto vertical stripe-like regions, where the half circles (full
circle) are alternatively precessing inphase and outof-phase with each other(dotted
boxes in Fig. 7.4(a, b)) forming a collective BV like mode of the ay. As increases from O
the collective BV like mode breaks down giving rise to a complicated mode profile. In
addition, the distribution of the power of the mode at the central part of the array varies,
first decreasing as increases from 0° to 30° and thenncreasing as increases further to
60°. For the octagonal lattice the anisotropic mode corresponds the BVlike modes of the
nanodots collectively precessing in phase within the regions shown by the dotted boxes
(Fig. 7.4(c, d)) at = 0°. As increases the collective modes of the arrays break down. In
addition, the power map shows that the BV like mode of the constituent dots converts to
edge mode of the dots at 22.5°, reappears at 45° and turns into edge modes again at 67.5°
and repeat in this fashion Since the edge mode has lower frequencies than the BV like

mode the mode frequency varies with that period.

7.4.2 Angular Variation of Simulated Magnetostatic Field Distributions
for Different Lattice Symmetry:

Although the spin wave mode profiles give @me indication about the origin of the
observed configurational anisotropy, we have further studied the variation of

magnetostatic field distribution in the arrays with the bias field angle for rectangular,
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honeycomb and octagonal lattice The magnetostéic field consists of dipolar and higher
orders multipolar fields as well as localized fields in some cases. Figure 7.5 shows the

contour plots of the above field for different lattices at = 30°, 45° and 90°, while the

Fig. 7.5 Contour maps of simulated magnetostatic field distributions(x-component) are
shown for (a) rectangular, (b)honeycomb and (c) octagonal latticéor selected valuesof
at H= 1.3 kOe.The schematics of the applied bias field dactions are also shown for all

values of . The color map for the magnetostatic field is shown at the right panel of the

figure.

arrows represent the magnetization inside the dots and the schematic shows the direction
of the applied bias field. The strayiélds as well as the internal fields change considerably

with the variation of leading towards the variation in the observed mode structures as
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Fig. 7.6 Variation of the simulated average magnesstatic field as a function of atH=1.3
kOe from samples with different lattice symmetry.The symbols showsimulated data while

the solid curves show thetheoretical fits.

well as the modefrequencies. We have further estimated the variation of the agrage
magnetic field acting on a single dot from the array shown by the dotted boxes in Fig. 7.5
with  and found a similar anisotropy in the magnetic field itself as shown in Fig. 7.6.
Theoretical fitting with the data in Fig. 7.6 revealed twefold, six-fold and eightfold
anisotropy superposed with a weak fouffold anisotropy for the rectangular, honeycomb
and octagonal lattice, respectively. This variation is a result of the magnetic environment of
the dots in different lattices and its ensuing variationwith the angle of the bias field, and is

manifested as the configurational anisotropy in the samples.

7.5 Conclusions:

In conclusion, we have investigated the configurational anisotropy in the precessional
magnetization dynamics in two dimensional ferromgnetic nanodot lattices with different
lattice symmetries. The azimuthal angle of the bias magnetic field is varied betweehahd
180° and the spin wave spectrum showed a drastic variation in number of peaks and peak
positions with the angle. The dominantprecessional mode showed twefold, six-fold, six-
fold and eightfold anisotropy superposed with a weak foufold anisotropy for rectangular,

hexagonal, honeycomb and octagonal lattice, respectively whereas for square lattice only
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four-fold is observed. Fo square lattice, the fourfold anisotropy orginates due to the
square boundary of the array due to the strong collective magnetization dynamics as well
as the square lattice symmetry of the array due to the extrinsic configurational anisotropy
arising from the inter-dot magnetostatic interaction. For rectangular, hexagonal,
honeycomb and octagonal lattices the foufold anisotropy originates due to the square
boundaries of the arrays again due to the strong collective magnetization dynamics,
whereas two-fold, sixfold and eightfold anisotropies arise due to the extrinsic
configurational anisotropy from the variation of the magnetostatic field distribution within
the arrays with the lattice symmetry and bias field angle. Micromagnetic simulations
reproduced the observations qualitatively and the simulated mode profiles identified the
specific modes showing anisotropy. While the angular variation of the simulated mode
profiles give sufficient indications towards the possible reasons of the observed anisotropy
analyses of the simulated magnetostatic field distribution pinpointed the exact reason as
the variation of the stray fields inside the arrays and the internal fields inside the nanodots
for the observed anisotropy.The observed tunability of anisotropy d spin wave frequency
and mode structure with lattice symmetry is important for their anisotropic propagation in

two-dimensional magnonic crystals.

132



Chapter8

8. Tunable Magnetic Anisotropy in Two -

Dimensional Arrays of Ni goFexo Elements

8.1 Introduction:

Arrays of nanomagnets have huge potential in present and future technologies such as
magnetic storage[1l], memory[4], logic deviced5, 8] and spin torque nanceoscillators [11].
Periodic arrays of magnetostatically coupled nanomagnets can also act as magnonic crystal
(MC) [23, 36-37] where spin waves are the transmission waves. MCs form magnonic
minibands consisting of allowed and forbidden frequencies. The spin waves in MCs can be
tuned by changing various physical and geometrical parameters such as matér[89],
shape[40-41], size, lattice spacing38], lattice symmetry[43], and strength and orientation

of the external bias field[43, 98]. The magnetization at the edges of a confined magnetic
element deviates from the external field direction to minimize the magnetic energies. These
regions are known as the demagnetized regions and they affect both the magnetization
reversal and spin wases in confined magnetic elements. As a result the direction of the
average magnetization changes within the plane of the element with the variation of the
azimuthal angle of the external bias field. This leads to the configurational magnetic
anisotropy [96, 186]in the static [126] and dynamic [96] magnetic properties of these
systems. The influence of magnetostatic coupling on the spin configuration and
magnetization reversal mechanism of a linear chain of e (Permalloy/Py) ellipse has
been reported[237] but there is no report on the effect of such arrangementsf magnetic
elements on their magnetization dynamics. Here, we present the ultrafast magnetization
dynamics of arrays of Py elliptical elements arranged along their long axis (LA) or short
axis (SA) and show from dynamic measurements that a twiold configurational anisotropy

of these elements can be efficiently tuned by changing the arrangement of the elements.
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8.2 Experimental Details:

Elliptical Py elements with thickness, length and width of 25 nm, 1 um and 450 nm,
respectively dispersed in three diffeent lattice arrangements were fabricated using self
aligned shadow deposition techniqug105]. The detail about his technique is described in
section 3.2.5 in chapter 3 In sample 1(S1) the edgeto-edge separation of the elements
along X (s) and Y (s) directions are 600 nm whereas for sample 2 (S2ks 600 nm, =70
nm and for sample 3 (S3),s= 70 nm, $ = 600 nm. Figure 8.1 (a) shows the SEM images of
S1-S3.

The ultrafast magnetization dynamics of the samples are measured by using an-@tical
time-resolved magneteoptical Kerr effect microscopeas described in details in section
3.4.2 of chapter 3 The seond harmonic ¢ = 400 nm, pulse width = 100 fs) of a mode
locked Ti-Sapphire laser (Tsunami, Spectra physics) is used to pump the samples whereas
the time delayed fundamental { = 800 nm, pulse width = 80 fs) is used to probe the
magnetization dynamics. Both the pump ath probe beams are made collinear and are
focused by using a microsape objective to spot sizes of um and 800 nm, respectively on a
single permalloy element in three different arrays. The inteelement magnetostatic
interaction is different for three different arrays and magnetization dynamics of a single
permalloy element is measured in presence of varying magnetostatic environments. An
external magnetic field H) is applied at a small angle (~10°) to the sample plane. In the
experimental setup, we effedvely vary the azimuthal angle () (Fig. 8.1 (a)) of the bias
field H between 0 and 180 at intervals of 15 by rotating the sample using a high
precession rotary stage while keeping the microscope objective and the magnetic field
constant. The pump andlie probe beams are made to incident on the same element in the

array after changing every time.
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Fig. 8.1 (a) The scanning electron micrographs of twalimensional arrays of Py elements
(S1, S2 and S3). Ehschematic of the experimental geometry is shown on the SEM image of
S1.(b) Typical experimental time-resolved Kerr rotation data for S1 aH = 1.5 kOe at =0°
revealing ultrafast demagnetization, fast and slow relaxations and precession of
magnetization is shown in the top panel. Background subtracted timeesolved Kerr
rotation for S1 is shown in the bottom panel(c) The Kerr rotation data showing ultrafast

demagnetization and fast remagnetizatiorare shownfor S2 and S3 aH= 1.5 kOe at = 0°.

8.3 Results and Discussions:

Figure 8.1(b) represents a typical timeresolved Kerr rotation data for S2 wherH = 1.5 kOe
is applied parallel to the SA of a Py element (= 0. The data shows that the
demagnetization occurs within 500 fs with a biexponential decay with decay constants of
3.5 ps and 136 ps, respectively corresponding to spin lattice interaction and transfer of
electron and lattice energy to the substrate and the surroundinggl43]. The precessional
dynamics appears as an oscillatory signal on top of the slowly decaying timesolved Kerr

rotation. The background subtracted Kerr rotéion data is shown in the bottom panel of Fig.
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8.1(b). A fast Fourier transformation (FFT) is performed to obtain the spin wave spectra for
different samples at various values. In Fig 8.1(c) the ultrafast demagnetation is shown
for S2 and S3There is no significant variation of demagnetization time and fast relaxation
time for different samples as these are primarily material properties. The slower relaxation
time varies with sample as the geometry of the sample as well as their contacts with the

substrate vary. However, no systematic variation is observed.
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Fig. 8.2 The spin wave spectra obtained by FFT of the tirmesolved Kerr rotation are
shown for (a) =0°and (b) =90° atH= 1.5 kOe.

In Fig. 8.2(a) the corresponding spin wave spectra for = 0" and 90" are shown. A clear
difference is observed in the spin wave spectra when the bias field direction ) is varied
for all three samples as well as wén the lattice arrangement is varied at a fixed value of.

At = 0° a dominant mode at about 12.7 GHz and a lower frequency mode at about 1.9
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GHz are observed. However, for S2 the higher frequency mode splits into three modes at
about 13.9, 12.3 and 1® GHz and for S3 again a single dominant mode at 13.5 GHz is

observed. A number of modes at the lower frequency end are also observed but here we

concentrate mainly on the higher frequency mode marked by an asterisk in Fig. 8.3(a),

which shows clear twofold anisotropy. When the field direction is changed to 90the

higher frequency mode for S1 now occurs at about 11 GHz with a shoulder at 8.3 GHz, in

addition to two broad bands at about 2 and 4 GHz. In S2 and S3, the most intense peak

appears at 10.9 and & GHz along with closely spaced shoulders and other broad peaks.

Here also the peaks under investigation are marked by asterisk. The variation of this peak
frequency with the azimuthal angle is plotted in Fig. 8.3(a), which clearly shows a twold

anisotropy. This variation in precessional frequency is fitted with a modified Kittel formula
after introducing a two-fold anisotropy [145] and assuming zero magnetocrystalline

anisotropy for permalloy as given below

(8.1)

f = 21 \/(H + 2&%0520’) (+1EI\|};—200§G+4' M

where g= 17.6 MHz/Oeis the gyromagnetic ratio andM = 820 emul/cc is the effective

magnetization of the sample. The effective anisotropy fidlcan be written asHk = 2Ka/ M.

The extracted anisotropy field (Hk) from the above fit is found to be significantly different

for three different samples and are 320 Oe, 210 Oe, and 400 Oe, respectively for S1, S2 and

S3.
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Fig. 8.3 (a) Experimental precessional frequencies (symbols) are plotted as a function of
azimuthal angle of the bias field ) for S1, S2, and S3 & = 1.5 kOe. (b) Simulated spin
wave spectra from the central element of 3 >3 arrays usedin S2 ( =45°) and S3 ( =
90°). (c) Simulated precessional frequencies (symbols) are plotted as a function of
azimuthal angle of the bias field () for a single permalloy element and the central element
from three different arrays (S1, S2 and S3) atl = 1.5 kOe. The solid lines in (a) and (c)
represent fits to Egn. (8.1). (d) The power (P) and phase (Ph) maps of the corresponding
mode (*) from the central element of S1, S2, and S3 at 0°, 45°, and 90° aH = 1.5 kOe.

We have performed micromagnetic snulation using OOMMH161] software for arrays of 3
x 3 elements arranged like S1, S2 and S3. Further test siations with larger arrays of 5 x
5 elements do not produce any significant difference in the precession frequencies. It has
been shown that collective excitations with nonzero waveectors do not couple to
spatially uniform excitation fields in arrays with boundary effects[238]. However, here, we
are interested in uniform collective SW modes and hence simulations on arrays of 3 x 3
elements serve our purpose. The sample geometries for the simulation are derived from
the SEM imagef the samplesThe samples are discretized into rectangular prisatike cells

with dimensions 4 x 4 x 25 nmM. The parameters used for the simulation are = 17.6
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MHz/Oe, exchange stiffness constanfj = 1.3x106 erg/cm, magnetocrystalline anisotropy
constant K = 0 and saturation magnetizationMs = 860 emu/cc. The static and the dynamic
simulations are performed by methods described in chapter 4. The exteah bias field is
applied according to the experimental configuration and a pulsed field of rise time of 50 ps
and peak amplitude of 30 Oe is applied peendicular to the sample planeFigure 8.3(b)
shows the simulated spin wave spectra from the central eteent of the array of 3x 3
elements for samples S2 ( = 45°) and S3 ( = 90°). While in the first case, two closely
spaced modes are observed, and in the second case a number of modes over broad
frequency range are observed and the peak under investigation is marked by an asterisk.
We have first simulated he angular variation of precession frequency of a single permalloy
element as shown in Fig. 8.3) alongwith a fit with the Kittel formula. The extracted value

of Hk from simulation of a single element is 340 Oe. We have further simulated three
different lattices, which qualitatively reproduced the experimentally observed modes. The
value of Hk extracted from simulations of S1, S2, and S3 are 340 Oe, 225 Oe, 420 Oe,
respectively, which are also in good quantitative agreements with the experimental values
(average deviation of ~ 5%). The value oHk for S1 is identical to that of a single element
indicating negligible interaction between the elements, while for S2 and S3 it got

significantly modified from the single element value.

8.3.1 Simulated Mode Profile Calculation of the Resonant Mode:

We have further simulated the mode profile of the studied mode for a single Py element
and for S:S3 as shown in Fig. 8.3(d)162]. At = 0°, the single element shows aentre
mode extending over the major part of the ellipse barring the small edge regions. In the
arrays this mode qualitatively remains the same. At = 45°, the mode is rotated by 45°
w.r.t., the major axis of the ellipse and this mode remains similar in 5and S3 but in S2
there is a clear standing wave formation with two nodal lines inside the element. At =
90°, the mode is rotated by 90%w.r.t.,, the major axis of the ellipse. This mode qualitatively
remains samein S1 and S2 but in S3 the mode looksstirete with nodes appearing parallel

to the major axis of the ellipse.
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Fig. 8.4 (a) Contour maps of the simulated magnetostatic stray field distributions (X
component) for S1, S2 and S3 & = 1.5 kOe at = 0° are shown with the colour map(b)
The linescans of the simulated magnetostatic fields along X directidrom S1, S2 and S3 at
H= 1.5 kOe at = 0°. (c)The linescan of simulated magnetostatic fields along X direction
from S1,S2and S3&=15kOCeat H wmnJ 8

8.3.2 Simulated Magnetostatic Field Distribution:

To understand the variation inHk in S1, S2 and S3 we have calculated their magnetostatic
field distributions as shown in Fig. 8.4(a). The constituent elements have shape anisotropy
due to their elongated shapes. In the arrays this anisotropy is modified due to the stray
magnetic fields from the neighboring elements. Figure 8.4(a) clearly shows that at= 0°,
the interaction between neighboring elements in S1 is negligible, while for S2 ai®8 there
are large interactions with the elements in the Y and X direction, respectively and

negligible interaction with the elements in the perpendicular inplane direction. We have
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further calculated the linescans of the magnetostatic fields along tHeA of the ellipse for

= 0° and 90° as shown in Figs. 8.4(b) and (c). At= 0, all the spins are easily aligned along
the external field direction as the shape anisotropy and the external field are parallel in this
case. In this case the internal field distributions for thre different samples are almost
identical except for small deviations near the edge regions (Fig. 8.4(b)). However, at=
90°, the directions of the shape anisotropy and the external field are perpendicular to each
other. In this case the linescans alongA.represent the internal field only due to the
combined effect of the shape anisotropy of the elements and the stray fields due to the
lattice arrangements. From Fig. 8.4(c) it is observed that the internal field value is
maximum for the S3, minimum for S2and has an intermediate value for S1 similar to the
values ofHk observed from experiment and simulation. This clearly shows that combined
effects of the element shape and lattice arrangements of tadimensional dot arrays can be

efficiently used to tuneits magnetic anisotropy.

8.4 Conclusions:

In conclusion, we have investigated the precessional magnetization dynamics in two
dimensional arrays of elongated Py elements dispersed in three different lattice
arrangements. The azimuthal angle of the bias rgaetic field is varied between 0° and 180°
and the dominant precessional mode shows a twfold anisotropy. Micromagnetic
simulations on arrays of 3 x 3 elements reproduce the spin wave spectra and the simulated
anisotropy field values agree reasonably wellith the experimental values. The anisotropy
field showed a significant variation is with the lattice arrangement. Analysis shows that a
competition between the shape anisotropy of the constituent elements and the inter
element magnetostatic field leadsdwards a variation in the net magnetic anisotropy and
the corresponding frequency variation. Calculation of spin wave mode profile of the
anisotropic mode shows that it is the extended centre mode of the ellipse, whose symmetry
changes with the variation d the bias field orientation. Further calculation of magnetostatic
field distribution confirms that the variation of the shape anisotropy and the magnetostatic
field and their competition leads to the observed anisotropy. The observed tunability of
magnetic anisotropy and precession frequency with lattice arrangements are important for

anisotropic propagation of spin waves in twedimensional magnonic crystal.
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9. Time-Domain Study of Spin-Wave
Dynamics in Two -Dimensional Arrays of

Bi-Component Magnetic Struc tures

9.1 Introduction:

Magnonic crystals[36-37, 239] (MCs) are new types of artificial crystals formed by the
periodic arrangements of magnetic nanostructures, where spin waves (magnons) are the
transmission waves. Magnons with frequencies in the GHz to sufHz regime have
wavelengths in the micre and nanometer scales, which make them potentially interesting
for on-chip communication devices, including magnonic waveguidd®6], filters, splitters,
phase shifters[84], spinrwave emitters, interferometer [240] as well as for magnonic logic
devices [241]. MCs form minibands consisting of allowed and forbidden spiwave
frequencies and corresponding magnonic bandgap. The bandgap can be tuned by changing
various geometrical parameters such as shape, size, and arrangement of the
nanostructures, lattice constant and lattice symmetry as well as by changing the
constituent magnetic materials. Magnonic bandgap may be more efficiently tuned in a
periodic composite nanostructure made of two different magnetic materials[217],
popularly known as bircomponent magnonic crystals (BMCs). Significant efforts have been
made to fabricate onedimensional (1D) [239, 242] and two-dimensional (2D) [24, 218,
221, 243-244] BMCs and to investigate their magnetization dynamics in last few yearshe

details of the existing literature on BMCs is described ichapter 5.

Very recently, magnetization switching and ferromagnetic resonance studies of binary
Ni/ NigoFexo (Py/Permalloy) nanostructures fabricated by a novel selfligned shadow
deposition technique [105] have been reported. Here, we present the timeesolved
magnetization dynamics of a similar binary nanostructure made of Py/Co arranged in two

dimensional arrays. A& opposed to ref.105, these samples have a clear gap (35 nm)
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between the subelements of the bicomponent unit ensuring that they are puely

magnetostatically coupled.The dynamics were measured by applying bias field parallel to
the long-axis (LA) and slort-axis (SA) of the bicomponent unit and the observed spectra
are remarkably different for the biasfield applied along these two directions.
Micromagnetic simulations revealed vaous collective modes of the ® BMC, which are

significantly different from those of the constituent Py and Co elements.

9.2 Experimental Details:

our#l AET AOU OOOOAOOOAO xEOE OEEAET AOO 1 £ ¢
with a gap of 35 nm between the elliptical sukelements of the bicomponent unit,arranged

in two different kinds of lattices were fabricated by a selaligned shadow deposition
technique. The details about seHaligned shadow deposition technique are described in
section 3.25 of chapter 3.In sample 1 (S1) the separation between the nearest edges along
both x (s1) andy (s) directions are 600 nm whereas in sample 232)s; = 140 nm ands; =

L A N A~ o~ A o~ N

600 nm. To createPy/Co binary OO OOAOOOAOh ¢uv T1 o0oU AT A #I1

electron beam deposition system with a base pressure dfu 108 Torr at deposition rates

of 0.2 A/s for both Py and Co films without breaking the vacuum. The sample holderas
titted during deposition at an angle of ~ +38 and -35° respectively. A shadow area is
formed on the left hand side of the pattern when the Py material is deposited from the left
of the sample due to the thick resist sidewalls, while the shadow area appears on the right
hand sideof the patterns when Co material is deposited from the right of the sample. A lift
off process followed the deposition of the binary materials.The scanning electron
micrographs of the samples are shown in Fig9.1(a), with a single bicomponent unit
magnified in the inset. The images showed the ellipses have pointed ends while the gap
between the ellipses is reasonably uniform along the major axes. The ultrafast
magnetization dynamics of the samples are measured by using an-afitical time-resolved

magneto-optical Kerr effect microscope based upotwo-color collinear pump-probe
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Fig. 9.1 (a) Scanning electron micrographs otwo-dimensional lattices of bircomponent
structures (S1 and S2 The insets showmagnified images ofsingle bi-component units. (b)
Typical experimental data of timeresolved Kerr rotation for S1 and S2 aH = 1.65 kOe
applied along thelong-axis (LA) of the bi-component unit. The timeresolved data reveal
the ultrafast demagnetization, fast remagnetization and a slow remagnetization
superposed with precession of magnetization(c) The same datafor S1 and S2are shown

after elimination of the demagnetization part and subtraction of a bexponential decay

geometry and described in detdls in section 3.4.2. in chapter 3The second harmonic}( =
400 nm, pulse width ~ 100 fs) of a moddocked T Sapphire laser (Tsunami, Spectra
Physics) is used to excite the magnetization dynamics in the sample whereas the time
delayed fundamental { = 800 nm, pulse width ~80 fs) is used to probe the dynamic®y
measuring the Kerr rotation as a function of the timedelay between the pump and probe

beams The pump and probe beams are focused by a single microscope objectiva
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Fig. 9.2 Experimentally obtained SW spectra for S1 and S2 after a bias fiédd= 1.65 kOe is
applied along(a) the short axis (SA) andb) the long axis (LA) of the bicomponent unit.
The schematic of experimental geometry is showron the SEM image of a single i

component unit.

collinear geometry on a single bicomponent unit, the dynamics of which is measured in
presence of the magnetostatic fields from the neighboring elementBue to imperfections
introduced during fabrication, the bi-component units have small differences between
them. We have performed measurements on a number of-bomponent units (five units) at
different locations in an array and found an average deviation of 5.5% in the frequencies of
the different modes.An external bias field is applied at a small anglge * p moi thg sample
plane, the inplane component of which H) is applied parallel to the LA or SA of the bi

component unit.
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Fig. 9.3 (a) Variation of experimentallyobtained mode frequencies (symbols) with bias
magnetic field for S1The bias field is applied along the LAnd SA of the bicomponent unit.
The solid lines are fit to Eq. 9.1. (b) Schematics of the externalH), and internal field (Hint)

ading on the bircomponent unit in LA and SA configurations are shown.

9.2 Results and Discussions:

Figure 9.1(b) presents a typical timeresolved Kerr rotation data showing the ultrafast
demagnetization, fast remagnetization a slow remagnetization superged with precession

of magnetization for S1 and S2 when H = 1.65 kOe is applied parallel to the SA of the bi
component unit. The magnetization precession is observed on top of a slowly decaying
magnetization and the timeresolved data after subtracting a bexponential background is
shown in Fig. 9.1(c). The spikwave spectra are obtained by performing fast Fourier
transform (FFT) on the background subtracted timeresolved data and are shown in Fig.
9.2 (a, b) for S1 and S2 after the bias field is applieduallel to the SA and the LA of the bi
component unit. A clear difference in the spectra is observed for the bias field applied along
these two directions, while very minor changes are observed in the spectra for the two
different lattices (S1 and S2). Fauwell separated bands are observed for the SA spectra,
while two well separated bands are observed for the LA spectra with a mode splitting for
the lower frequency band giving rise to a 3rd peak. In addition, the frequencies of the

modes increase signifiantly for the LA spectra as compared to the SA spectra. This is
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probably because of the shape anisotropy along the loraxis of the ellipse although the
detailed spin configurations would play important roles in determining both the
frequencies and the natire of the spinwave spectra.We have further studied the variation

of the mode frequencies as a function of the bias magnetic field and Fg3(a) shows the
variation of modes 1 and 2 for the sample S1 when the bias field is applied parallel to LA
and SAof the bi-component unit. We have attempted to fit the biagield dependence of the

i TAAO AU 11 AE /£EE NA4] ferih® dnfiormbpeecegBianGreqDdndy.

f :%\/(H1+HK +(Nz- NX)4;dV|s)(H1+HK +(Ny- NX)4'd\/IS) oy

where Hi1 = H + hht (Hint is an interaction field between the Co and Py elementsjk is the
uniaxial anisotropy, Nx, Ny, N; are the demagnetization factors of the Co and Py elements of
the bi-component structuresand Ms is the saturation magnetization.The schematic of the
external field (H) and internal field (Hint) acting in a bicomponent unit is shown in Fig.
9.3(b) in LA and SA configurations. The solid lines in Fig. 9.3(a) shows the fit to Eq. (9.1)
with Ms = 860 emu/cc,Hk= 0, r = 17.6 MHz/Oefor Py andMs = 1400 emu/cc,Hx = 2 kOe
along [111] direction, r = 17.6 MHz/Oe for Co.The values ofNx, Ny and N, used in the fit
were about 0.02, 0.08 and 0.%Hint is found to be negligible for LA and about 400 Oer SA
due to significant inter-element interaction along that direction. The deviation in the fit is
because EqQ. (9.1) is based upon macrospin approximation, which ignores the detailed

microscopic spin configurations and the collective effects on the damics.

9.2.1 Micromagnetic Analysis of the Resonant Modes of BMCs:

We have performed micromagnetic simulations using OOMMF softwalé61] for 3 x 3

arrays of two different types of BMCs to reproduce our experimental datdt has been

shown that finite arrays have modes, which are different from the modes of single elements
as well as twadimensional infinite arrays. However, in our case we have excited and
probed a single bicomponent unit, while placed in a large array and hence stray fields on
that unit from the nearest neighbors are most important. We have done additional test
simulations on arrays of 5 x 5 elments and the simulated spectra and mode profiles are

nearly identical to that of a 3 x 3 array The sample geometry for simulation was derived
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from the SEM images and the samples were discretized into rectangular pridike cells
with dimensions 4 x 4 x & nm3. The lateral dimensions of the cells are well below the
exchange length of Co and Py. The magnetic parameters as obtained from the fit of the data
in Fig.9.3(a) are used in the simulation, while the exchange stiffness constants are used as
A= 1.3 x106 erg/cm for Py, andA= 3.0 x 106 erg/cm for Co.

The static and dynamic simulations were performed using methods as describ@dchapter
4. The dynamic simulations for single Py and Co ellipses, a single Py/Cabmponent unit
and two different BMG S1 and S2 were performed for systematic understanding of how
formation of bi-component unit and further arrangement of that unit in two different BMCs

affect the spinwaves in those systems.

Figure 9.4 shows the FFT spectra of the simulated timdomain magnetization for all the
above simulated samples. The LA spectrum of the Py ellipse shows a dominant mode at
around 16.5 GHz with a small shoulder at around 15.6 GHz, while the SA spectrum shows
three well separated modes at 10.15, 5.5 and 2.7 GHz with théghest frequency mode
occurring at a much lower frequency than that for the LA. The LA spectrum of the Co ellipse
shows two modes with similar nature as that for Py with frequencies at around 24.4 and
22.7 GHz, while the SA spectrum shows a dominant modé around 18.75 GHz with two
small amplitude and closely spaced modes at 13.3 and 12.9 GHz. The mode frequencies for
the SA spectrum are again significantly reduced as compared to the LA spectrum due to the
shape anisotropy of the elongated ellipse-owever, the SA and LA spectra for a single-bi
component unit are drastically different from the constituent elements. For the LA a very
small amplitude mode appears close tthe Co mode and a large amplitude mode appears
close to the Py mode. However, the founodes observed in the SA spectrum are completely
different in nature and in peak frequency values as compared to the modes of the
constituent elements. The modes are further modified in the two BMChk the LA spectra

for S1 and S2 the higher frequency ndes become larger in amplitude than a single bi

component unit, while the lower frequency mode splits into two modes.
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Fig. 9.4 Simulated spinwave spectra from a single Py ellipse, single Co ellipse, singi¢/Co
bi-component unit and two-dimensional lattices of bicomponent structures (S1 and S2)
after application of a bias field along the longxis (LA) and the short-axis (SA)of the
ellipse. The mode numbers are assigned to each spectrum. The mode prafijpower) are

shown for the single Py and Co ellipses at the inset of the corresponding spectrum. The

Power (arb. unit)

colormap for power profile is shown at the top of the figure.
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The frequencies of all modes are reghifted in the BMCs. In the SA spectra of S1 and 32 a
modes are blueshifted compared to the single bicomponent unit and modes 1 and 2 grew
in amplitude, while mode 1 is reduced in amplitude. The simulations reproduced all the

experimental modes qualitatively.
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Fig. 9.5 Simulated mode profiles (power and phase) for a single fwomponent unit and the
central bi-component unit from 3 x 3 lattices of S1 and S2. The colormaps for power and

phase are shown at the top of the image.

9.2.2 Simulated Mode Profiles o f the Resonant Modes:

For further understanding, we numerically simulated the mode profiles for the single
elements, single bicomponent unit and for the two BMCs using a home build codé62].

The mode puofiles (power) for the modes of the individual Py and Co ellipses are shown at
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the inset of Fig.9.4 with the colormap shown at the top of the figure. When the bias field is
along LA, mode 1 for Py is a mixed backward volume magnetostatic (BWVMS) and Damon
Eshbach (DE) mode, while mode 2 is purely BWVMS mode forming standing wave within
the element. When the bias field is along SA, mode 1 for Py is a mixed BWAINESmode,
while modes 2 and 3 are two localized modes. For the Co element with the bias fieldrajo
LA, the modes are identical to those for the Py element. However, for bias field along the SA,
mode 1 is BWVMS mode with its axis rotated from the central axis of the ellipse while
modes 2 and 3 are edge modes. For a singlednmponent unit with bias field along LA,
mode 1 has majority of power(Fig. 9.5) on the Co ellipse with an oubf-phase small
amplitude precession of the Py ellipse (optical mode). In mode 2 Py element has most
power, while the Co element is precessing at small amplitude-jphase wth the Py element
(acoustic mode). When the bias field is along the SA, mode 1 has most power on the Co
element with a negligible power on the Py element and a clear phase relationship between
the Py and Co elements are not found. Modes 2, 3 and 4 haveshpower on the Py element
with small power on the Co element. The power on the Py element gets increasingly more
localized towards the lower edge of the ellipse with increase in mode number. In addition,
in mode 2 Co and Py elements are primarily outf-phase to each other (optical mode),
while for modes 3 and 4, the Py and Co elements precess in phase with each other (acoustic

modes).

For the BMCs (S1 and S2) modes 1 and 2, for bias field applied along LA, are essentially
same as the corresponding mode®f a single bicomponent unit with the difference that in

S2 the spatial profiles(Fig. 9.5) of these modes are more discrete on Co and Py elements,
respectively due to the larger interaction between the neighboring elements. However,
mode 3 in both cass form a collective BWVMS mode with the phase oscillating along the
long-axis of the ellipse through both Co and Py elements. When the bias field is along the
SA, the power and phase distributions of all four modes are significantly different than
those of asingle bircomponent unit as well as between two different laice arrangements

(S1 and S2)Consequently, the frequencies and mode shapes are also different.
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9.3 Conclusions:

In conclusion, we have investigated the ultrafast magnetization dynamics in two
dimensional BMCs made of Co and Py elliptical elements grown by a sdifned shadow
deposition technique. The frequency spectra change significantly depending upon the
direction of the external bias field. When the field is applied parallel to the longxis
direction of the bi-component unit two bands of frequencies with a mode splitting of the
lower frequency band are observed. On the other hand when the bias field is applied
parallel to the short axis, four clear bands are observed. The measured spiuave spectra
are reproduced by micromagnetic simulations and their frequencies and power and phase
profiles are compared with modes from individual Co and Py elements and a single bi
component unit. The frequencies and spatial profiles of the modes of the dividual
elements are modified significantly in the bicomponent unit and further in the two-
dimensional BMCs andadditional modes also appeared. In addition to the fundamental
understanding of the collective magnetization dynamics ofarrays of bicomponent
structures, this opensup opportunities for engineering magnonic bands in bicomponent

magnonic crystals.
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10. All-Optical Investigation of Tunable
Magnetization Dynamics in  Ni soFex

Nanostripes

10.1 Introduction:

Ordered arrays of magnetic nanostripesnanowires have attracted considerable attention
of the scientific community due totheir intriguing physical properties as well aspotential
applications in microwave devices[170, 245], data storage and domainvall logic [246]. It

is considered as waveguids [26, 83, 164] for SWswhich is an important component of
integrated magnonic circuits [52]. For unpatterened stripe dispersion curves for
propagating dipole-exchangeSWs are observedvithout any forbidden band. In contrary,
allowed and forbidden bands are observed for stripes with periodically modulated width
[247] and stripes with antidots [248] which make them as one of the most promising
candidatesfor one dimensional magnonic crysta (1D-MCs). Their large surfaceto-volume
ratio, inhomogeneous demagnetizing fields due tolateral confinement significantly
influence their static and dynamic magnetic properties and hence, give rise to rich and
complicated SW spectra in ferromagnetic stripes. The SWs in a ferromagnetic stripe can
also be tuned through sample geometry{247-249], propagation direction [250] and
applied magnetic field [167, 177, 251] In addition, ferromagnetic nanostripes/nanowires
are important candidates for Racetrackmemory [252] devices mediated by controlled
domain wall movement by current [253-254] or magnetic field [255]. In this regad the
interaction of the domains with the intrinsic spin waves in such confined nanostructures
would play an important role in the functionality of these devices. Hence, understanding of
the SW dynamics in ferromagnetic nanostripes/nanowires is an importanproblem but

have not yet been studied in detalils.
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Due to these interesting possibilities,the magnetization dynamics of micronand sub
micron wide longitudinally and transversely magnetized stripeshave been studied by
using Brillouin light scattering (BLS) experiment [181, 249-250, 256], ferromagnetic
resonance (FMR)experiment [177, 242] and time-resolved scanning Kerr microscopy
(TRSKM)[171]. Interesting SW physics such as quantizatiof®1], interference [168-169],
filtering [170], and selffocusing of SW482] are observedin ferromagnetic stripes. The
lateral quantization of the surface SWslue to the formation of lateral standing wavesn a
periodic array of micron sized stripes is already reported. However,there are only few
reports [171, 257-258] of picosecond magnetization dynamics of ferromagnetic stripes
with micrometer sized width by using TRSKMThey observedthe localized SW modes in
backward volume @BV) and DamonEshbach DE) geometries. However, picosecond
magnetization dynamics of magnetic stripeswith deep nanoscale dimensions have not
been reported before. The possibility of tuning magnetization dynamics by varying the
width of the stripe as well as the bias magnetic field orientation may leatowards
interesting anisotropic magnetic properties suitable for applications in magnetic storage,
memory, logic and communication devices. However, this has not been studied yet due to
the difficulties in fabricating good quality high aspect ratio nanosipes with sub-100 nm

width and the required thorough and nontrivial characterization methods.

In this present work we haveovercome these difficulties and fabricated high quality arrays
of NigoFexo (Py) nanostripes with width down to 50 nm and length 5nm and measured
their time -resolved magnetization dynamics by varying the orientation of the bias magnetic
field and the width of the stripe (from 50 to 200 nm). A remarkable variation in the spin
wave quantization properties is observed with the variationof stripe width as well as the
bias field orientation, which is modeled by using micromagnetic simulations. Finally,
simulation of magnetostatic field distribution clearly shows that the 50 nm wide stripes are
magnetically isolated in the array leading tavards the measurement and understanding of
magnetization dynamics of a single magnetic nanostripe with 50 nm width for the first

time.
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10.2 Experimental Details:

5 x 10 pn® arrays of 30 nm thick (t) and 5 um long ) Py nanostripes of width (w) 200 nm
(S1), 100 nm (S2) and 50 nm (S3) were fabricated by a combination of electron beam
lithography and electron beam evaporation techniquevhich is described in chapter 3 The
edge to edge separationd) of the stripes is fixed at 300 nnfor all three samplesto avoid
strong dipolar interaction between the nanostripes. Thescanning electron microscope
(SEM images of the nanostripes of different width are shown in Figl0.1(a). The SEM
images show that the stripes are reasonably well prepared with slight deviations the

width of nanostripes from the nominal dimensions.
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Fig. 10.1 (a) Scanning electron micrographs of Py nanostripewith different stripe widths
(S1, S2 and S3are shown (b) The schematic of the expgemental configuration. Here, =
0° corresponds to backward volume (BV) geometry and = 90° corresponds to Damon
Eshbach (DE) geometry(c) Typical experimental time-resolved Kerr rotation data from S3
(w =50 nm) for H= 1 kOe applied at = 0°. The datareveals three different temporal
regimes namely, theultrafast demagnetization, fast and slow relaxations, and precession of

magnetization.
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The ultrafast magnetization dynamics of the samples are measured by using an@itical
time-resolved magneteoptical Kerr microscope based upo two-color collinear pump-
probe geometry. The second harmonic of a modecked Ti-sapphire laser is used to excite
the magnetization dynamics in the samplewhereas the timedelayed fundamental is used
to probe the dynamics by measuring the Kerr rotationas a function of the timedelay
between the pump and probe beams. The pump and probe bearare focused by using a
single microscope objective (MOt the center of the array of the nanostipesThe pump
beam excites the dynamicsithin a spot size of aboutl nm and thetime delayed probe
beam with spot size 800 nm placed at the center of the pump beandetect the
magnetization dynamics by measuring the Kerr rotation as a function of the time delay
between the pump and the probe beamsThe details of the expamental set up are
described in chapter 3.About 2 to 3 nanostripes are probed during the measurements of
three different samples.A bias fieldH = 1 kOe is applied to the sample, the direction of
which was tilted slightly out of the plane of the sampled have a finite demagnetizing field
along the direction of the pump pulse. The pump pulse rapidly modifies the owlf-plane
demagnetizing field and thereby induces precessional magnetization dynamics within the
dots. The azimuthal angle () of the bias fieldH is varied between 0° and 90° at intervals of
15° by rotating the sample using a high precession rotary stage while keeping the
microscope objectiveand the magnetic field constant. The schematic of the experimental
geometry is shownin Fig. 10.1(b). The pump and the probe beams are made to incident on

the samenanostripesin the array after changing every time.

10.2.1 Variation of Precessional Dynamics with the Width of the Stripe
and the Orientation of External Bias Magnetic Field

Figure 10.1(c) shows a typical time-resolved Kerr rotation datafrom the nanostripe with
50 nm width at H= 1 kOeapplied at = 0". The data showsan ultrafast demagnetization
within 500 fs of the zero delay and subsequenbi-exponential remagnetization with time
constants of 3.3 ps and 84 psThe faser relaxation occurs because the hot electraand

the spins exchange energwith the lattice via electrorgphonon interaction whereas the
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Fig. 10.2 Expermental SW spectra &) = 0°,(b) = 90°and smulated SW spectra at)(
=0°%(d) =90°are showrfor S1, S2 and S3 &t = 1.0 kOe

slower relaxation corresponds to the transfer of energyto the substrate and the
surrounding [143]. The precessional dynamics appears as an oscillatory signal on top of the
slowly decaying timeresolved Kerr rotation. A fast Fourier transformation (FFT) is
performed to obtain the SW spectra for different samples at various values. Figures
10.2(a) and (b) show experimental SW spectra of S1, S2 and S8r bias field H = 1 kOe
applied at = 0 and 90, respectively. A clear variationin the SW spectra is observed for
different samples and also with the orientation of the bias field. In all cases rich SW spectra
with a number of modes are observed. While for = 0’, the modes span upto about 17 GHz,
the bandwidth is little less (about 4 GHz) for =90°. At = O five modes areobserved in
S1,whereas the number of modes reduces to fourfor S2 and S3. Thdrequencies of all
modes increasewith the decrease of the width of the stripe(increase in aspect ratiol/ w)

and it attains a maxinum valuein S3having an aspect ratio of 100
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Fig. 10.3 (a) Experimental (filed symbols) and (b) simulated SW frequencies (pen
symbols) as a function of the azimuthal angle of the in-plane bias magnetidield at H =1
kOe for S1, S2 and S3. (Simulated SW frequencies (symbols) as a function of the
azimuthal angle of the in-plane bias magnetic field aH = 1 kOe for single nanostrips of

widths w =200 nm, 100 nm and 50 nmThe solid lines are only gui@ to the eyes.

This is apparently due to the increase in the shape anisotropy with the increase in aspect
ratio. In contrary, at = 90" six modes are observed for Shnd the number of modes
gradually reduces tofive and fourfor S2 and S3respectively.In addition, the frequencies of
all modesfor all three samplesare decreasel significantly for =90" as opposed to those
for = 0. This is due to the reduction in the effective magnetic field along the bias field

direction for = 90°. However, the detiled spin configuration of the magnetic ground
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states for different samples at different orientations of the bias magnetic field would play

crucial role in determining the details of the SW spectra.

Subsequently, we measured the magnetization dynamics as function of at a fixed
strength of H = 1 kOe.The variation of all the experimentally observed peak frequendges
with is plotted in Fig.10.3(a). It is observed from Fig10.3(a) that a number of modesat
= O for all samplesconvergeinto two modes ataround =60° and again diverge tothe
same number of modes at = 90°. All the SW modes show anisotropic behavior but it is
difficult to fit the variation of the precessional frequency by using modified Kittel formula

for reason that will be discussed later in ths chapter.

Micromagnetic simulationswere performed considering arrays consisting ofthree stripes
using OOMMH161] software to reproduce the experimental results. The samples were
discretized into rectangular prismlike cells with dimensions 5 x 5 x 30 nri The lateral
cell size is below the exchange length (5.3 nnof Py. The absence of discretization along
the stripe thickness is justified as we did not observe any perpendicular standing spin
waves in these stripes.The parameters used for the simulation arer = 17.6 MHz/Oe,
exchange stiffness constan#\ = 1.3x106 erg/cm, magnetocrystalline anisotropy constan K

= 0 and saturation magnetizationMs = 860 emu/cc. The external bias field is applied
according to the experimental configuration and a pulsed field of rise time of 50 ps and
peak amplitude of 30 Oe is applied perpendicular to the sample plane. Figsr&0.2(c, d)
show the FFT power spectra of the simulated timedomain magnetization for all three
samples at = 0" and 90, respectively The simulated results qualitatively reproducd the
experimental observations. The relative intensities and the precise positions of the peaks in
the frequency domains are not always quantitatively reproduced because of lack of
inclusion of the precise edge roughness and other defects in the simulated samples as
observed experimentally. In addition, the optical excitation is replaced by pulsed magnetic
field in the simulation. Figure 10. 3(b) shows the variation of the simulatedprecessional
frequency for different samples with the azimuthal angle () of the bias field. The
important features like the rich and broad SW spectrum, the number of SW modes at

different azimuthal angles ( ), are well reproduced using micromagnetic simulations.
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Fig. 10.4 Simulated static magnetic configurations for S1, S2 and S3 are shown fér= 1
kOe applied at (a) = 0° (b) =60°and (c) = 90°. The region close to right edge of the
stripe is shown in (a) and (b) whereas the centeiof the stripe is shown in (c).The y-

component of magnetization vector is represented by blugvhite-red color map.

We have also simulated the magnetization dynamics dafingle nanostripes of different
width sto understand the intrinsic modes of the single stripes and how they got affected by
the other stripes when placed in an array Figure 10.3(c) shows the variation of the
simulated mode frequencies with the azimuthal angle ( ) of the bias field for single stripes
of different widths. For the wider stripes (S1 and S? there is a sharp difference inthe
number of modesbetween single stripe and arrays of stripes whereasit remains identical
for the narrowest stripe S3 This indcates that while S1 and S2 are significantly influenced

by the inter-stripe interaction, the nanostripes in S3 are nearly magnetically isolated.
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Figures 10.4(a, b, c)show the static magnetic configurations of the central stripe from the
simulated arrayscorresponding to S1, S2 and S3 for=0°, 60° and 90°. For each stripe the
static magnetic image from the centre to the right edge of the stripe is shown for
convenience. At = 0° all three stripes show uniform magnetization parallel to the bias
field with a small flower like state near he stripe ends. At =60° all three stripes show
leaf like state. However, only for S1 the magnetization is nearly parallel to the bias field and
it started to deviate towards the long axis of the stripe with decreasing stripe width and the
deviation is maximum for S3. At =90°, a completely different magnetic state is observed
in all three samples where two domains with clockwise and anticlockwise GCstates
separated by a transverse domain wall is observed. In addition, for S1 and S2, the spins
near the axis of the stripes are parallel to the bias field while the spins towards the two
edges systematically deviate from the bias field direction. This allows us to divide the
stripes (waveguides) in two subwaveguides. However, this is not possible for S3saall

spins are deviated from the bias field in this case.
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Fig. 10.5 (a) The phase profiles of all SW modes for single stripgof three different width s
for H= 1 kOeapplied at = 0°.The (b) power and (c) phase profils of all simulated SW
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modes for S1, S2 and S3 fdl = 1 kOeapplied at = 0°.The color maps for power and
phase distributions are shown at the top of the figureThe direction of external bias

magnetic field H) is shown at the bottom of the figure.

10.2.2 Micromagnetic Smulations of the SW Mode Profiles for Single
Nanostripes and Array of Nanostripes

For further understanding, we numerically calculated theSW mode profiles of single
stripes and arrays of strigesusing a home build codd162]. Figure10.5(a) shows the phase
maps of SW moderofile of single stripes of width 200, 100 and 50 nmat = 0. It is clear
from Fig. 10.5(a)that at = 0, the 200 nm ard 50 nm wide single stripes show standing
SWs in backward volume (BV) geometry, whereas for the stripe with intermediate width
(w =100 nm), standing SW with a combination ofDamonEshbach(DE) and BV geometry
are observed.However,the modes are signifiantly modified for the wider stripes (w = 200
nm and 100 nm) when theyare arranged in an array (S1 and S2)n Figs. 10. 5(b and c) the
power and phase profiles of the resonant modes for S1, S2 and S3 are shown. From Fig.
5(b, c) it is observed thatmode 1 (M1) for S1 and S2 correspond to the uniform
precessional modeat the centre of the stripe (centre mode). Howeve2, M3, M4 for S1
and M2, M3 for S2 are quantized modswith combination of DE and B\Weometries. While
the standing SWs of BV (mode @ntization number: n) geometry are primarily confined
near the stripe edges, the Diike modes (mode quantization numberm) are located near
the centre of the stripe. The quantization numbersn of the DE modes foiM2, M3 and M4
for S1 are5, 3 and 3respectively whereas forM2 and M3 in S2 m = 3 for both modes The
guantization number n for the BV-like standing SW modes could not be determined due to
the lack of resolution of this mode for most parts of the stripe. In contrary to the other
modes, M5 for S1 andM4 for S2 areboth BV-like standing SW modes with quantization
number (n) 15 and 29, respectively. On the other hand,the mode structure in S3is
completely different than S1 and S2Further for this sample the modes are identical to

those ofasingle stripe of same width Here, M1 is thecentre modewhereas M2, M3 and M4

10.

are all BV-like standing SW modes but the mode numbers could not be counted due to the

lack of spatial resolution.
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The phaseprofile of single nanostripes with three different widths at = 90°are shown in
Fig. 10.6(a). For wider stripes (v = 200 and 100 nm) three modes each are observed in
single stripes, while for the arrays of those the number of modes changed to 6 (S1) and
5(S2). Further, for the stripe withw = 200 nm, only mode 1 etained its identity in the array
while the other two modes disappeared in the array. In contrary, for the stripe wittw =
100 nm all three modes retained their identities in the array.The demagnetized region
right on the long axis of the stripe divided he stripe into two sub-stripes and modes in the
lower sub-stripe are mirror images of those in the upper sukstripe. In addition, the
guantization axes of the standing SW modes deviate substantially from the long axis of the
stripe creating arrow-like standing SW modes (Modes M1 to M4 for S1 and modes M1 to
M3 for S3).M1, M2, M3, M4 for Sland M1, M2, M3 for S2 are arrdike standing SW modes
with quantization number (n) 69, 45, 415 for S1 and121, 29, 25 for S2 respectively.
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Fig. 10.6 (a) The phase profile of all SW modes for single strigef different width s for H =
1 kOeapplied at = 90° are shown The (b) power and (c) phase profiles of all SW modes
for S1, S2 and SBr H= 1 kOeapplied at = 90°are shown The color maps for power and
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phase distributions are shownin (a). The direction of external bias magnetic field Kl) is

shown at the right of the figure.

M5 for Sland M4 forS2 correspond touniform (centre) modes, while M6 for S1 and M5 for
S2 are DHike standing SW modes withn = 3. As for = 90°, in S3 the modes are again
identical to the modes observed fotthe single dripe. Here, all modes correspond to DHike
standing SW modes with their quantization axes deviated from the direction of the long
axis of the stripe. While the mode quantization numben could not be counted for M1 due
to lack of resolution, the values bn are observed as 61, 57, 37and 11 for M2, M3, M4 and
M5, respectively. From the simulated mode profiles, it is observed that for all three samples
standing SW is formed either in BMike geometry or in DElike (arrow -like) geometry with
different quantization numbers depending upon the orientation of bias magnetic field ().
As a result it is not appropriate to model the anisotropy of the spin wave frequency with
the orientation of the bias magnetic field using a modified Kittel formula because it is gnl

valid for uniform precessional mode (Kittel mode).

10.2.3 Simulated Magnetostatic Field Distributions for Arrays of
Nanostripe s:

To understand the collective behavior of the magnetization dynamics, we have simulated
the magnetostatic field distributionsin the arrays of nanostripes. For all three samples at

= 0°, the spins are fully aligned parallel to the boundaries of the stripes leaving no free
magnetic charges at the stripe boundaries. As a result the intstripe interaction will be
negligible (not shown here) if we calculate linescansf magentostaticfield along the red
dashed line as shown in Fig. 10.7(a). However, at = 90°, the spins deviate from being
parallel to the long boundaries of the stripes creating some free magnetic charges at those
boundaries and consequently finite amounts of intesstripe interaction fields. From Fig.
10.7(b) it is observed that the interstripe interaction is maximum (261 Oe) for S1 and
minimum (52 Oe) for S3 and has an intermediate (118 Oe) value for S2. We have further
calculatedthe linescans ofthe magnetostatic felds along the length of thecentral stripes
(green dashed line) from the three arraydor =0"and ~ 90° as shown inFig.10.7(c,d).

At =0, the internal field is
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Fig. 10.7 (a) The schematic of the linescan of the simulated magentostatic field and the
geometry of the applied magnetic fi for the array of stripes are shown. (b) The linescans

of the simulated magnetostatic fields along Y (red dotted line) direction from S1, S2 and S3
forH=1kOe appliedan ® wnJ AOA OEI x18 4EA 1 ET AOGAAT O
fields along X drection (green dotted line) from S1, S2 and S3 for H = 1 kOe applied at {t)
=0cand(dnH wmJ AOA OET x1 8

uniform at about 10.8 kOe for 80% of the stripe length barring the edge regions, where the
field curves off from the flat line with highest curvaure for S1, which decreases with
increasing aspect ratio. The inset clearly shows a small difference in the internal field
between three samples. At ~ 90°, the spin configurations for three different stripes are
very different leading to a large differeace in the internal field, spin wave frequencies and

mode structures as well. Figure 10.7(d) confirms that the shape anisotropy is maximum for

165



Chapter10

S3 and minimum for S1 and the shape anisotropy of the stripe increases as the aspect ratio

of the stripe increases.

10.3 Conclusions:

In conclusion, we have investigated the ultrafast magnetization dynamics dflisoFexo
nanostripes of three different width s by varying the orientation of the external bias
magneticfield using an all optical timeresolved magneteoptical Kerr microscopy. For the
narrowest stripe with 50 nm width the inter -stripe interaction becomes negligible enabling
us to detect the dynamics of a single 50 nm wide stripe. We have observed a significant
difference in the spin wave frequencies and natar of modes with the variation of the width
of the stripe as well as by varying the bias field orientation. When the bias field is applied
along the length of the stripes the wider stripes\ = 200 and 100 nm) showed uniform
mode, a combination of BV and DE-like standing spin wave modes and pure BYke
standing spin wave mode. However the 50 nm wide stripe showed only uniform mode and
pure B\like standing spin waves. As the bias field is rotated towards the stripe width the
200 and 100 nm wide stripes slbwed arrow-like standing spin waves, while for the 50 nm
wide stripe only DElike standing spin waves with quantization axis deviated from the
stripe axis are observed. Simulated magnetostatic field distribution gives further evidence
for the variation of the spin waves with stripe width and bias field orientation and
confirmed a single stripe like behavior for the 50 nm wide stripeThe width dependent
guantization of SWs in magnetic stripes opens uppportunities in engineering of domain-

wall, spintronic and magnonic devices.

166



Chapterll

11. Giant Amplification and Fan -Out
Operation in Asymmetric Magnetic Vortex

Transistor

11.1 Introduction:

In magnetic thin films, magnetostatic interactions usually force the magnetization to lie
parallel to the plane of the film. Wien it is further constrained to an area of about a square
micrometer or less, the magnetic moments will form rotationally symmetric patterns that
follow flux closure configuration. Magnetic platelets of micron or submicron size
characterized by an inplane flux closure configuration are known as magnetic vortices.
Due to the closed flux lines, the dipolar energy is mimized and the structure is quite
stable. However, at the centre of the disk, magnetization cart remain flat, because the
short-range exdiange interaction favors a parallel alignment of neighboring magnetic
moments. The exchange energy forces the magnetization to stay @ftplane in a very
small area of only a few exchange lengths in diameter and thageates the vortex core with
a distinct polarization p, either up (p = +1) or down (p = ML) [97, 190-191]. The excitation
spectrum of the magnetization involves the gyrotropic motion of the vortex core in several
MHz to ~ 1 GHz range. The sense of the gyration (clockwise or counterclockwise) is

determined by the vortex core polarization.

Magnetic vortices can be brought to gyration by the application of the magnetic fields and
spin polarized currents [210-212, 259-262]. Recently, dynamic vortex core reversal was
obtained by application d pulsed magnetic fields[197, 263-264], alternating magnetic
fields [32] or spin-polarized currents [199, 203]. These findings opened up the possibility
of using magnetic vortices as memory bits and for further spintronics applications. Wide

investigations of the physics behind this reversal mechanism have also been started.
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Due to the coupling of theexternal magnetic fields and spin polarized currents with the
magnetic moments of the vortex core, the vortex core starts to move from the equilibrium
position. In addition to this, the moving vortex core experiences another internal force
arising from the demagnetizing field of the vortex flux closure pattern and this internal
force acts along the perpendicular direction to the vortex core velocity. This creates the
gyrotropic motion of the vortex core. For large amplitude excitation, non linear vortex cer
gyration occurs due to nonlinear increment of internal force and vortex core switching
occurs along with the creation and annihilation of new vortex and antivortexair [205,
265]. For small amplitude excitationthe internal force increment is linear and the vortex

core motion remains in the linear regimg266] .

The vortex core gyration is qualitatively described by the Landadifshitz Gilbert equation.

T OEA 1 ETAAO OACEIi Ah OEA OI OOAg AT OA ANOA
equation [266]. During the motion of the vortex core, the demagnetization field at the
vortex core points antparallel to the enlarged domain generated due to the displaced
vortex and the time derivative of magnetization vector at the vortex core points into the
disk centre or into the opposite direction. A variation in chirality naturally changes the
direction of the demagnetization field and therefore it does not affect the vortex core
gyration direction. Therefore, the vortex core gyration direction is solely controlled by the
core polarization. Since the vortex core motion is governed by the demagnetization ltie
the demagnetization energy determines the vortex core potential. In the linear regime,
parabolic potential can be assumed and vortex core can de described under a harmonic
oscillator model [208]. Therefore, magnetostatically coupled vortex gyration in the linear
regime can be consideredas the coupled forced oscillator. Consequently, one expects
mutual energy transfer between the gyrating vortices in the linear regime and a constant

phase relation exists between the gyrating vorticef27, 213].

The mutual transfer of energy between uniformly excited magnetostatically coupled
vortices due to the gyrotropic motion is extremely important for devicesfor microwave
communication [200]. Dynamical property of coupled vortices in two nanodisks has been
investigated analytically, rumerically and experimentally [81, 211-212, 215]. The

magnetostatic interaction between two closely spaced vortices is found to play an
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important role in determining the dynamics of vortices. The rigid vortex modehas been
employed to calculate the magnetostatic interactiorbetween the coupled vortices[211].
The eigenferquencies of circulavortex core motion is found to depend on polarizations of
the vortices. The chiralities of the vortices do not influence the eigenfrequencies. It is found
that the time-averaged magnetostatic interaction energy varies as the minus sixth power of
the separding distance. Therefore, the dynamical system of coupled vortices can be
compared with a diatomic molecule with theVan der Waals bonding induced by the dipolar
interaction. Magnetic charges on the side surfaces of the -@éntered nearby vortices
induce the magnetic dipoledipole interaction. The splitting of gyration mode of coupled
vortex system into higher and lower frequency modes via dipolar interaction has been
demonstrated experimentally[200]. The main mode splitting is due to a chirality sensitive
phase difference in gyréions of the coupled vortices, whereas the magnitude of the
splitting is determined by their polarity configuration. It has been shown that the coupled
pair of vortices behaves similar to a diatomic molecule with bonding and antibonding
states. Selective xcitation of coupled gyration modes has been perfoned by spin transfer
torque [267]. The excited modes depend on combination of chiralities and polaritiexd the
coupled vortex. For coupled gyration, the variation in resonance frequency is asymmetric
with respect to the external magnetic field for same polarization and opposite chirality,
implying a transition from stronger to weaker magnetostatic coupling épending upon the
magnetic field direction. On the otherhand, for the coupled vortices with the same
polarizations and same chirlality, the variation in resonance frequency is asymmetric with
respect to the external magnetic field implying that the strenth of the magnetostatic
interaction is not modified. A controlled propagation of locally excited magnetic vortex
dynamics through a linear array of magnetostatically coupled nanomagnetic discs has been
studied by controlling the polarization, chirality and shape of the discq27, 213]. The
propagation of vortex core gyration is based upon the magnetostatic interaction between
the nanodiscs, mediated by the magnetic side charges, generated by the gyrating vortices. |
has been found that the magnitude and sign of the side charges and their separation
depend strongly on the magnetic ground states of the vortices, including the core
polarization and the chirality. The transmission of peak amplitude and velocity of

propagation of the excitation along the linear array has been optimized for identical core
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polarization and chirality of the nanodiscs with geometric asymmetry. Stimulated vortex
gyration based energy transfer between spatially separated dipolar coupled magneti
vortices has been obtained by statef-the-art time resolved soft X-ray microscopy
technique [212]. In this case, a complete energy transfer and all of thellective normal
modes have been observed. This novel method provides the advantage of tunable energy
transfer rate, low power input signal, negligible energy loss in case of negligible intrinsic
damping. Analytical and numerical calculations of the vortexyration transfer rate and
energy attenuation coefficients indicates that the transfer rate is characterized by the
relative polarization configuration, saturation magnetization, the aspect ratio of the
magnetic disks and core to core distanc¢215]. On the other hand, the energy tgnuation

is governed by the intrinsic damping constant as well as the values of saturation
magnetization, thickness and radius of the single disks. Experimental demonstration of
logic operations based on magnetic vortex state networks was also achievea ¥he vortex

gyration mediated signal transfer mechanisnf214].

However, in the case of stimulated vortex gyration, generallythe propagated signal
amplitude in the neighbouring vortex is smaller in amplitude if one excites the first vaex

in its resonant frequency[27, 213]. It has also been observed that the signal transfer is
maximum when the core polarizations of the vorticesare opposite [212]. However, to
increase the efficiency of the microwave communication devices based on
magnetostatically coupled vortices one needs to increase the amplitude of the response
and constantly maintain the amplitude.For higher amplitude input, the vortex motion
enters into nonlinear regime, vortex core switching occurs via the creation and annihilation
new vortices and antivortices. Therefore, in this case it is not possible to increase and
maintain a larger amplitude output and a constant phase relation between ggtropic
motions of the both vortices. On the other hand, if the applied signal is of very small
amplitude and the frequency is that of the resonance frequency of dh vortex, the
amplitude of the response gradually increases indicating that the core switalg may occur
at some point, which is not desirable for microwave communication devices. One
alternative is to use a very small amplitudeoff-resonant signal (within 5 % of the

resonance frequency)o get around this problem[200].
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It has been recently shown that in a pair of maggtostatically coupled vortices if a signal is
applied to only one of them the other one shows a greater core gyratiare, amplification,
when the core polarities are opposite[81]. Antivortex solitons moving through the
strayfield is proposed tobe responsible for this gain of transferred energy to the unexcited
vortex. Later, a three vortex sequence was proposed where the left vortex (emitter) is
locally excited and the output gain on the extreme right vortex (collector) can be switched
from an ON to OFF state by controlling the core polarity of the middle vortex (base). This
system has been proposed to work as magnetic vortex transistor (MVT) similar to an
electronic bipolar junction transistor. However, the maximum gain obtained in ref. 41 is
about 15 dB. With the miniaturization of devices and complexity of the circuits it is
imperative to obtain larger gain and to obtain a farout operation, which was not obtained
in the earlier works. The gain, which is defined as the difference between the ergy
spectral densities at the output and input, is expected to depend upon a number of
parameters such as the distance between the three vortices, excitation frequency, aspect
ratio of the magnetic disks and symmetry of the arrangement of three vorticet the same
time, the failure towards fanout operation was due to the fact that the antivortex solitons
do not split easily leading towards the asymmetry in different branches of symmetrical
network. Lack of topologically stable antivortices may forbid ay preferential energy
transfer to the two branches. Keeping this in mind one may introduce additional
asymmetry in the arrangement of the farout circuit for a successful farout operation.
Here we showeda large increase in the gain of the MVT by tailong the inter-disk
separation and the arrangement asymmetry. The absorption of &inortex solitons at the
neighbouring vortex and absence of a feedback loop is found to be responsible for this high
gain. Furthermore, the output from this asymmetric magnet vortex transistor is fed into
the input of another two asymmetric magnetic vortex transistor to perform a successful
fan-out operation and significantly large and nearly equal gains are observed at both the

outputs.

11.2 Methods:

Magnetic vortex dynamcs was simulated using finite difference method based Landau

Lifshitz-Gilbert (LLG) ordinary differential equation solver called Object Oriented
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Micromagnetic Framework (OOMMEF). At first a magnetic ground state was obtained with

the required polarity and chirality. This was accomplished by using a Gaussian pulsed field
H, =H,exp(-t"?) (11.1),
where t oHo = 1 T and normalized timeOd@n be expressed as
t'=(t-t,)//2s (11.2)

and A is the standard deviation of the Gaussian pulse in time whose full width at half
maxima is 30 ps. To control the core polarity we have applied a field, = £ H; /10, alongz

direction, close to the centre of the circular disk, where the sign of the field determines the
core polarity. X and Y components of the applied Gaussian field to produce the desired

chirality are
H, =@H,sin@) (11.3)
H, =°H, cosg) (11.4)

where [ =tan-l(y/x) and the upper or lower sign was chosen for the CCW and CW chirality.
This pulse signal dies down quickly during the simulation. The simulation was run for 40 ns
under a high damping (Gilbert damping constanf = 0.95 was used here) to obtairthe
ground state. The other material parameters used here are saturation magnetizatidvis =
0.8 x 10 A/m, exchange stiffness constantA = 13 x 1012 J/m and a zero magnete
crystalline anisotropy. During the vortex dynamics simulation we have used the va of
damping as] = 0.008, which is a realistic value of damping for bliFex (Permalloy or Py).
The dynamic simulation was run for 40 ns and the average magnetization was observed in

every 10 ps. The cell size used during simulation was 5 nm x 5 nm x 40 nm.

At first, the dynamics of single vortex was studied by using a broadband excitation signal
and the natural frequency of the single vortex was obtained. The signal had onky
component HyS which contained power up tofet = 45 GHz and dependent upon time as

given by
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Hf — H)(() Sin(zp fcut(t - 1:0)) (11.5)
prcut(t - to)

Here,{ oHo= 0.05 T andto= 200 ps.

After obtaining the data from OOMMEF, we analyze the results by investigating the time
evolution of x component of magnetization,<my> for each vortex, and its corresponding
energy spectral density (ESD). We normalize the rgaetization by dividing x component of
magnetization Mx by Ms. Subsequently, we perform the Fourier transform to obtain the
required ESD. This is plotted in decibel scale ag x 20logio|my|, where a window scaling
factor of wy = 2is used for the Hanningwindow. The Hanning window is used to avoid
spectral leakage. These ESDs were calculated after running the dynamics for 40 ns so that
any transient vortex core dynamics is suppressed and steady state dynamics becomes
prominent in the spectrum. The strayfidd was also obtained from OOMMF during the
dynamics. The strayfield plots and the supplementary movies were created using MATLAB.
The contour colour scale is based on the sum of squaresxadnd y components of the stray
field.
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Fig. 11.1 The ground state spin configuratiors of Py disks of diameter (d) 200 nm and
thickness ) 40 nm arranged in coupled (a) twovortex system with inter disk separation
(9 10 nm ard (b) three vortex system withthe separation ketween left and centre vortex

(ST of 10 nm and the separation betweertentre andright vortex () of 200 nm.

11.3 Results:

A circular disk of 200 nm diameter () and 40 nm thickness {) made up of NiFex

(permalloy or Py) is used to form a stable maggtic vortex. The coupled vortex system is
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formed by placing another Py disk of same dimension next to the first disk and similarly
three vortex system is formed by placing three such magnetic disks in a row. Figures
11.1(a) and (b) show coupled two vortexand three vortex systems with core polarities (1;

1) and (1, -1, -1), respectively. Spatially averageck-component of magnetization<my> is
considered asan indicator of core displacement away fromts equilibrium position. The
square of theamplitude of Fourier transform of <m,> is considered as the energy spectral

density (ESD), which shows the peak power corresponding to maximum core displacement.

50}S=10nm ' ' Is=30nm" — Left |
—— Right
40} .
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10 11 12 13 14 10 11 12 13 14 15
Frequency (GHz)

Fig. 11.2 Energy spectral densities (ESDs) for coupled twvortex systems with varying
inter -disk separation(S) for asignal amplitude of 1.5 mT rotating CCVét fo = 1.27 GHz
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11.3.1 Coupled Pair of Magnetic Vortices:

Before optimizing the MVT gain and other related MVT operations, we investigated the
energy transfer gain in a coupled two vortex system as a function of intelisk separation.
Figure 11.2 shows the ESDs for the left and right vortex for the coupled two vortex systems
with four different inter -disk separations. Here, only the left vortex is excitewith a local
field. For higher separations (60 and 100 nm) a single gyration mode is observed, while for
lower separation three coupled modes are observed. The central peak corresponding to

highest ESD is always considered for calculating the energy trdasgain. The gain B) is

40 _0)_0 .
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0 L %
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Fig. 11.3 Variation of gain B) with inter-disk separation (§ is plotted for coupled two

vortex systems.

calculated as the difference between maximum value of energy spectral dgty of right
vortex and the left vortex.For all four separations large gain is observed. The gaim)(is
systematically plotted as a function of interdisk separation (§ in Fig.11.3. Here,B shows

almost a linear increase with the decrease iBand reaches a value of about 25.55 dB &=
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60 nm. ForS< 60 nm B suddenly decreases to 22.77 dB followed by another steeper
increase down toS= 10 nm, where it reaches a maximum value of 42.15 dB. Below thBt,

shows a saturation and does not increase any filirer. To understand this normonotonic

Power (a. u.)

Fig. 11.4 Strayfield distributions for coupled two vortex systems with four different
interdisk separations (S5 are shown. The green arrows represent the paths of the

antivortex solitons. The dimensions of the disk shown in different panels are not in scale.

increase inB with Swe have studied the temporal evolution of the stray field. Figurd1.4
shows the snapshot of the simulated stray fields for four different saples at specific
instants of time of the dynamics. Thesupplementary movie 1- 4 show the dynamics in
detail. Earlier work showed that the energy transfer from left to right vortex is mediated by
stray field antivortices, which travels from the left disk ad collides with the right disk.It is
also inferred in ref.81 from the only case studied S= 50 nm) that an amplification occurs
when no feedback loop of strayfield antivortex trajectory is present between the two disks.

The feedback loopcauses an enelgy rebalancing and hinders amplification. However, a
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detailed study of variation of inter-disk separation as presented here shows that
amplification may occur even in the presence of a feedback loop and even when the
strayfield antivortex do not directly collide with the right vortex. For S= 100 nm, the
antivortex generates after the onset of the dynamics and passes through the gap between
the two disks without a single collision with either of the disks and the energy is
transferred only due to the variaion of the flux lines with time, which leads toa gain of
17.80 dB. With the reduction ofS collision of antivortex starts to occur with both disks
leading to an increase ingain in the energy transfer albeit with a feedback, which hinders a
very large value of the gain. The feedback mechanism weakens with further reduction 8
causing a continuous increase in gain value. However, f&@ close to 60 nm a special
situation occurs where a strayfield antivortex is present even in the ground state before the
onset of the dynamics and the energy transfer process occurs immediately after the onset
of the dynamics causing the feedback mechanism to weaken further. However, wh8n
deviates significantly from 60 nm this antivortex disappear from the ground state anthe
transfer of energy starts after the creation of a strafield antivortex following the onset of
gyration in the left vortex. AsSreduces further, the feedback mechanism and the ensuing
energy rebalancing disappears and one way transfer of energy frothe left to right disk
causes energy build up in the right vortex and a giant amplification occurs. This continues
to increases with the reduction ofSdue to the faster transfer of energy. Finally a saturation
at 42.15 dBoccurs atSS pmn 1 1 h  xhigihdipold intérdctibbl energy between the
nearest edge regions of the disk forbids the antivortex to enter that zone and it transfers

energy only in the lower half of the disk

11.3.2 Magnetic Vortex Transistor (MVT):

For the MVT operation, we begin witha three vortex sequence with polarizations 1;1 and
-1, which worked successfully inref. 81. Here, we vary the distance between the left and
middle vortex (S1) and the middle and right vortex §2 to optimize the gain (difference
between the ESD in theight vortex and left vortex). In symmetric MVT, the distance$S1
and S2are same and maximum gain achieved was 14.8 d& S1= S2= 50 nm81]. Based

on simulations by systematic variation of the values ddland S2we show here that
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Fig. 11.5 Energy spectral densities (ESDs) foasymmetric magnetic vortex transistor
(AMVT) with varying S2 A 1.5 mTsignal rotating CCWat fo = 1.27 GHz is applied to the left

vortex.

introduction of asymmetry in the arrangements of the three vortices lead to a giant gain in
MVT and the gain can be maintained in comgx circuits along branches. Thasymmetry is
introduced by making the separation between the central vortex and right vortex§2
larger than that betweenthe left vortex and middle vortex 1. The optimum value is
obtained by fixing S1= 10 nm, which provides maximum gain for coupled two vortices.
Figure 11.5 shows the ESDs of MVTs f@1= 10 nm and forS2varying between 10 nm and
175 nm andin Fig. 116(a) gain(B) is plotted as a function ofS2 It is observedthat the gain
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increases with the increase inrS2 and a maximum of 28.28 dB is observed &= 100 nm,

beyond which it decreases with further increase of th&2 This two-fold increase in the
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Fig. 11.6(a) Variation of gain B) with S2is plotted for AMVT. (b)GainB, versus logarithm
of signal amplitudeho is plotted for AMVT with S1= 10 nm andS2= 100 nm

gain in an asymmetric magnetic vortex t@nsistor (AMVT) is remarkable and can lead to
applications magnetoelectronic circuits requiring signal amplification.To understand this
giant amplification we again investigated the temporal evolution of the magnetic stray field
as presented in Fig.11.7 while greater details of the dynamics can be found in the
supplementary movies 510. We observe that the mechanism of transfer of energy from the
left vortex to the center vortex for all cases are same as the coupled two vortex systems
with S1= 10 nm. Howvever, the mechanism of transfer of energy from the center vortex to
the right vortex varies with S2 Consequently, the final gain of the vortex transistor is
dominated by the strayfield dynamics between the center vortex and third vortex. A$1=
S2= 10 nm, the antivortices created between the center vortex and right vortex are very
small in size and therefore, very little energy is transferred from the center vortex to right
vortex leading to a smaller gain of 14.76 dB. AS2increases, larger antivortices are created
and they move along nearly elliptical paths through the stray field between the center

vortex and right vortex. The length of the major axis of the elliptical path appears to
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determine the amount of transfer of energy. The variation of the tegth of the major axis of
the elliptical path with S2presented in Fig.11.8 shows that it increaseswith increase in S2
and reaches a maximum ab2= 100 nm beyond which it drops.This variation is consistent

with the variation of gain and hence we belie# they are strongly correlated.

S1=10nm
S2=10nm

r
® S1=10Am
S2=100 nm

Power (a. u.)

Fig. 11.7 Strayfield distributions for three vortex sequences with varying interdisk
separations S1 and S2 are shown. The green dotted lines represent the paths of the

antivortex solitons. The dimensions of the disk shown in different panels are not in scale.

We further investigated the variation of gain of the optimized AMVT structure§1= 10 nm

and S2 = 100 nm) with the input signal amplitude ho. Figure 11.6(b) shows a pot of
variation of gain with logarithm of signal amplitudeho8 ( AOAh 1T A&EO O OOA B¢
ho = 5 mT and therefore, we limit ourselves to4 mT. For lower values ofhog, the gain
remains nearly constant atBacive = 28.28 dB. This is considered athe active region of the
magnetic vortex transistor and Bacive resembles the smalisignal gain of an electronic
bipolar junction transistor. At 4 mT the left vortex core switches, and gain suddenly drops

and this can be considered as the cutoff region.nlike the symmetric MVT the nonlinear
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distortion of gain from Bacive at higher signal strength (before cutoff occurs) is not
observed in the AMVT.
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Fig. 11.8 Variation of the length of the major axis othe ellipse with S2 for AMVT are
plotted.

11.3.3 Fan-Out:

The symmetric MVT did not show a fafout operation as the antivortex soliton de@s not
split easily leading towards an asymmetry in energy transfer in the two arms of the faout
circuit. Here, we investigate the possibility of farout using AMVT. The optimized AMVT
with the horizontal distance between the left and central vortex 1) as 10 nm and that
between the central and right vortex §2) as 100 nm is used as a unit here. We placed two
AMVTs vaetically above and below the original AMVT while keeping the left vortex of the
upper and lower branches and right vortex of the original AMVTn the same line and vary
the vertical distances of the upper §1)and lower (S2) AMVTs with the input AMVT to tune

the gains at the two outputs. The ESDs and strayfield profiles for faut circuits with
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different values of Syt and Sy are shown in Fig11.9. The detailed temporal evolution of the

magnetic strayfield are provided insupplementary movies 1113.

S,;=50 nm S,;=50 nm S,;=50nm ——O1
S,,=50nm Sy»=30nm S,,=10nm 02
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Fig. 11.9 (a) - (c) ESDs for farout operation are plotted. (d)- (f) Strayfield distributions in
an AMVT network are shown. Signal is given only to the left vorteXd§ in the middle row
and gain is measuredat upper and lower right vortices which are marked as®16AT A O/ ¢

respectively. The green lines represent the paths of the antivortex solitons.

At first we started with a symmetric fanrout circuit by setting S;1 = S2 = 50 nm. Gain is
observed in both he outputs (O1 and O2) but gain in the upper branch is much higher than
the gain in the lower branch Bo17Z Bo2= 6.33 dB).To remove this asymmetry in gain we
have introduced a second level of asymmetry in the faout circuit. A systematic variation
of S1 and Sz shows that for §1 = 50 nm and $ = 30 nm the ESDs at O1 and O2 are nearly
same and subsequently the gains are also the san: = Bo2= 5.4 dB. Whers5z is further
decreased, the gain in O2 becomes higher than O1. Figdre9(c) shows that Bo2 - Bo1 =
2.77 dB.

To understand this behaviour, we have studied the strayfield dynamics (Fif1.9(d)-(f)) of

the fan-out circuits in details. An antivortex soliton is observed to be moving from the left
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