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1.1 Introduction

Multiferroics are one of the most fascinating kinds of multifunctional materials that
coexist in several ferroic orders such as ferroelectricity [1, 2, 3], ferromagnetism [4, 5, 6],
ferroelasticity [7, 8, 9], ferrotoroidicity [10], etc. These ordered parameters
simultaneously bring out novel physical phenomena that can be used to develop
possibilities for new devices, including sensors [11, 12], data storage [13, 14, 15], novel
spintronics devices [16, 17, 18], integrated circuits [19, 20], random access nmaory [21,
22, 23], filters [24, 25], and photovoltaic devices [26, 27, 2829. Materials with more than
one ferroic order parameters present in a single-phase are called multiferroic
materials. However, there are few multiferroic materials showing the coexistence of
ferromagnetic (FM) and ferroelectric (FE) properties in the same phase i.e. the material
posses®s spontaneous polarization (P) and switching of the ferroelectric domain in the
material can be controlled by using an externally applied magnetic field. Similarly,
spontaneous magnetization (M) and spin ordering in the material can be controlled
by using an externally applied electric field. Therefore, the search for novel
multiferroics, where these two phenomena are mutually coupled, is of significant
scientific and technological interest [21, 30, 31 The coupling between electric and
magnetic ordering is called the magnetoelectric (ME) effect and is defined as the
induction of magnetization by an electric field or the induction of polarization by a
magnetic field, providing a possibility to develop new devices based on this

phenomena.

1.2.Brief Historical Background

In 19th century electricity and magnetism are intrinsically combined into one common
system and their coupling was given by Maxwell equations. In 1894 Pierre Curie
proposed the existence of the probability of electricity and magnetism in some
insulators, according to crystal symmetry. The real beginning of this field started in
1959 with a short remark by Landau and Lifshitz in a volume of their Course of

Theoretical Physics [32]. Nothing significant happened afterwards until 1960, when
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Astrov experimentally asserted the coexistence of two types of ordering in the first real

magnetoelectric material Cr203 [33], f ol | owi ng Dzyal oshinsk

earlier [34]. But Cr20zwas not conductive for practical purpose because of

antiferromagnetism and paraelectricity coupled with each other. In 20 th century, the
progress on magnetoelectric was quite slow because of the unavailability of
magnetoelectric material and poor performances. In the 1990s a new twistoccurred in
magnetoelectric physics. In 1994 Schmid [35] introduced a new terminology:
multiferroics, which may show two types of ordering o ferroelectricity (the spontaneous
ordering of electric dipole moment) and ferromagnetism (the spontaneous ordering of
orbital and spin magnetic moment) in a single phase material. Later in 2000, Nicola
Spaldin clarified the existing of magnetism and ferroelectricity in single -phase
perovskite oxide materials [36]. Boracite may be the first known multiferroic material.
Very soon several other multiferroic materials such as PbFesNbo.sO3, Ti2Oz are found
naturally or synthesized artificially [3 7]. But the main breakthrough occurred in 2003,
when Rameshds group succ eths film I[38yBiFe(Gs was the
first magnetoelectric material which gives excellent multiferroic property along with
room temperature application. Again second experimental success was the discovery of
a new class of multiferroic TbMnO 3 [39], in which ferroelectricity and magnetism
coupled with each other. TbMnO 3 shows strong magnetoeledric coupling with 100%
ferroelectric domain flip in presence of several tesla magnetic fields. In the very next
year, two other similar multiferroic materials were discovered. One was orthorhombic
TbMn 205 [23] and another was hexagonal HOMnO3 [40]. Like TbMnO 3, TbMn20Os also
shows strong magnetoelectic coupling property and gives switchable polarization in
the presence of an external magnetic field. But HoOMnO3s was beginning to draw
attention because of its high ferroelectric curie temperature (875 K), although its
antiferromagnetic Neel temperature is very low (75 K). In the beginning, a material
exhibits ferroelectricity and ferromagnetism defines as a multiferroic material, as shown
in Fig. 1.1 But nowadays multiferroic is a well -established concept. A material exhibits

one anti-ferroic order plus one ferroic order is called multiferroic, as illustrated in Fig.
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1.2. The multiferroicity/multiferroic region has been significantly expanded . In fact,

most of the type-Il multiferroic s show antiferromagnetic and ferroelectric order.

Charge Spin
p M
E _:'// H |
Ferrnmag;netic_l_.-"'l

Ferroelectric P,M

| EM
Multiferroic e

- -

Fig. 1.1: Multiferroics combine the properties of ferroelectrics and ferromagnets. In the ideal

case, the magnetization of a ferromagnet in a magnetic field displays the usual hysteresis (blue),
and ferroelectrics have a similar response to an electric field (yellow). If we manage to create
multiferroics that are simultaneously ferromagnetic and ferroelectric (green), then there is a
magnetic response to an electric field, or, vice versa, the modification of polarization by
magnetic field. And, in principle we have here the basis for making a 4 -state logic state: P+M+),
0 - h h h  [1].

Magnetically polarizable
Electrically polarizable
Multiferroic
Magnetoelectric

Fig. 1.2: An updated version, where the multiferroic zoo contains more members, not limited to

the ferromagnetic + ferroelectric materials. For example, if a material is antiferromagnetic and
ferroelectric, it can be certainly considered as a multiferroic. Magnetoelectric materials, which
show magnetoelectric response/coupling, cover an even broader spectrum beyond ferroic

materials.
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1.3 Magnetoelectric Coupling in Multiferroic Materials

By definition, multiferroic is the property of a material which exhibits both ferroelectric
and ferromagnetic property in a single phase. But the question arises how these two
ferroic (FE, FM) properties coupled with each other. FE and FM are the intrinsic
property of a material and their coupling is called magnetoelectric coupling gives a new
property of the material. In this coupling, polarization can be generated by an applied
magnetic field and magnetization can be induced by an applied electric field [30, 41].
The ME effect in a single crystal is conventionally stated in Landau theory [42] by
expressing the free energy (F) of the system as:

p El ‘

000 0 00 0O O - 00 D

‘00 | 00°0 ET 000 PP

gr "000 TBW "'0000 E

Where R is the ground state free energy and0 , 0 are the components of spontaneous
polarization and spontaneous magnetization respectively. O and 'O are the component
of electric (E) and magnetic field (H). i, j, k, | are the subscript for those four components
in spatial coordinates. The penandthe rekative

‘

per mit §(T)vsiindependent of applied electric field. Similarly and * are the
free space and relative magnetic permeability respectively.| is the linear ME coupling
term.T and| are the quadratic coupling term s in third order and 1 represents
biguadratic coupling term. After minimizing the free energy, we can obtain the
polarization and magnetization.

o O — O --0 | O -1 OO0 1t 'O -1 OO0 (1.2

b ‘O — O ** O | O r OO0 - 00 - 000 (1.3
The linear magnetoelectric coupling coefficient | is limited by the relation [4 3]

. (1.4)

We can get a phenomenological idea about the coupling property from the Ginzburg -
Landau approach. The free energy can be formulated as the Taylor expansion of two

order parameters and describes thelinear coupling between M and P. Here only even
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power of M and P appears because the free energy is invariant under time reversal. For

example, if the time sequence is reversed, F will change with the presence of a term like

M which is physically impossibl e. But the mixed terms also holds with same time-

reversal and space inversion.
Now the expansion for the spatially uniform system can be written as

o0 O | - | 0P -0P [P PO PO (1.5)
Where, R is the original free energy in absence of electric and magnetic field.| and|
are the Landau coefficients. Last two terms describe the effect of the conjugate field on

order parameter. [ ®® 0P describes the lowest order coupling. Different multiferroi ¢
coupling properties are shown in Fig. 1.3.

Stress field

Electric field

Magnetoelectricity ~ Viagnetic field

Fig. 1.3: Schematic illustrating magnetic-elastic-electric couplings in multiferroic materials.
Here, M is magnetization, S is mechanical strain, and P is dielectric polarization [44].
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1.4.Microscopic Origin  of Ferroelectricity and Magnetism

The microscopic origin of magnetism is the presence of localized electron. In case of a
transition metal or rare -earth ions, the partially filled d or f electrons are responsible for
this. But the origin of ferroelectrici ty is quite different. According to the type of
multiferroic, there are many microscopic origins of ferroelectricity and ferromagnetism.

Generally multiferroic is two type 0 type-I multiferroic and type -Il multiferroic.

1.4.1.Type-I multiferroic

In case of type-l multiferroic the origin of ferroelectricity and ferromagnetism are
different and they are largely independent with each other. Since the origin is different,
the coupling between electricity and magnetism is weak in case of type-lI multife rroic.
These multiferroic materials are called old multiferroic materials. In these multiferroics,
the ferroelectric Curie temperature is quite high and larger than the magnetic transition
temperature. The spontaneous polarization is also high ~ 10-1007 C/ cm2. These
multiferroics are also good ferroelectric materials. Type-l multiferroic has several

subclasses according to their mechanism of ferroelectricity.

1.4.1.1.Multiferroic perovskite

Multiferroic perovskite is a well -known class of ferroelectrics. Among perovskite [4 5],
there are many magnetic and also many ferroelectric materials [46]. Out of these, there
seems to be a mutual exclusion of magnetism and ferroelectricity in perovskite
materials. For magnetism, one required partially filled d orbital of transition metal ions.

The ferroelectricity is caused by the off-center motion of transition metal ions from its

original position. This off -center ion makes a covalent bond with oxygen using their
empty d shell. Somehow, the presence of real d electron of the transition metal
depresses the process and obstructing the ferroelectricity in perovskite. This is called
dovs dnproblem. This problem can be overcome simultaneously by preparing

perovskite like ABO 3, where B is the magnetic transition metal ions with d electron and

are partially replaced by ferroelectric TM ions with empty d electrons to make the
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configuration stable. In 0 d0Q "Y& § and0 &OG 0 & G multiferroic Nb *5, Ta*s

ions are ferroelectric cations and Fe&3 ions are magnetic.

1.4.1.2 Multiferroic in which ferroelectricity is induced by lone pair electrons

A lone pair refers to a pair of electrons that are not shared with any other atom present
in the compound. These electrons are not participating in any chemical bonding and are
called dangling or lone pair [4 7, 48, 49,]. These electrons are found in the outer most
shell of an atom. In the case of BiFeQ@ (Fig. 1.4), BiMnOz and PbVOs, Bi*3, Pb*3 have 6s
electrons and plays a crucial role in the origin of ferroelectricity. More microscopically
in these compounds the lone pair electrons are separated in one direction and make the

dipole moment.

Fig. 1.4:The sketch of ordering of lone pairs electrons (yellow lobes) in BiFeOs. Dark orange
points are Fe ions and light blue points are oxygens [50.

1.4.1.3 Multiferroic in which ferroelectricity originates from charge ordering

One more mechanism for the origin of ferroelectricity is the charge ordering of
electrons. This type of ferroelectricity observed in transition metal compounds,
especially those compounds in which different valance state s are present. Due to charge
ordering both sides of the bond turnout to be inequivalent and leads to ferroelectricity.

LuFe2O4is the first proposed charged ordering mul tiferroic material, where the Fe+3
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and Fe2 arrangements create the charge ordering This mechanism can work in many

systems like Pri2 Cai MNO 3[51], RNiO3[17], TbMn2Os [23] and CasCoMnO [52].

1.4.1.4 Multiferroic with geometric ferroelectricity

Geometric ferroelectricity occurs due to rotational distortion of transition metal oxides.
Here the A side cation is smaller in size, so the oxygen octahedra collapse around it. For
example in the case of YMnGs (Fig. 1.5) [53], the rigid MnO stilts for clo ser packing, so

that the oxygen ion moves closer to the smaller Y ion.

Fig. 1.5:Schematic picture of appearance of geometric ferroelectricity in YMnO 3 due to tilting of
rigid MnO soctahedra [50].

1.4.2. Type-1l multiferroic

In case of type-Il multiferroic materials significant coupling between FE and FM occurs,
as the origin of ferroelectricity is caused by an exotic magnetic ordering. These
multiferroic materials are comparatively new and best candidate for multiferroic

applications [23, 39. According to their mechanism s, type-Il multiferroic can bedivide d

into two groups. First one, in which the ferroelectricity is caused by a spiral type
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magnetic ordering and the second one, in which the ferroelectricity seems even

collinear magnetic ordering.

1.4.2.1.Spiral magnetic ordering type -Il multiferroics

The nonlinear cycloidal spiral spin structure is the reason of ferroelectric polarization,

and magnetic frustration is the source of this spin structure. Basically rare-earth
manganites RMnO3z (R =Y, Yb, Dy, Gd, etc.) and NgV20s are showing this type of
behavior [54, 55, 56] In multiferroic manganites (Pbnm space group) the inversion
symmetry is broken by some complex spiral magnetic ordering. These manganites are
called pseudo- proper polarization because the polarization is created by a
magnetization [17, 57]. To understand about the spiral spin magnetic ordering we
consider TbMnO3 [39]. At antiferromagnetic transition temperature , Tni= 41 K, the
magnetic spin structure has a form of the sinusoidal spin-wave. All the spins are
directed in the same direction; however, the value of native moment varies periodically

in space. Below Tn2 =28 K the Mn spin structure changes in such a way that spin sweep

out in a cycloid. Here above Tn2 =28 K the magnetic order is collinear and paraelectric

antiferromagnetic phase but below Tn2 =28 K, it shows the ferroelectric phase with
cycloidal spiral magnetic structure. The inverse Dzyaloshinskii -Moriya (DM ) interaction
can be described by this mechanism. Due to the nonlinear magnetic ordering Mn-O-Mn
bonds creates an offcentrosymmetric displacement of the oxygen ions and ferroelectric
polarization develops. An applied external magnetic field can easily flip the direction of
ferroelectric polarization [39, 58]. The polarization is given by a relation [5 9],
P~rjx[SxS§]~[Qxe] (1.6)
where rjj is the vector connecting two neighboring spins Si and S. Q is the wave vector
describing the spiral and e ~ [Q x €] is the spin rotation axis. The microscopic
mechanism of this polarization is related to the spin - orbit interaction. The Ni 3V20es,
DyMnO 3, and BasSnisZnoFerO2, are also showing same type of ferroeledric
polarization [5 4, 55, 56]. But the ferroelectric polarization developed in such away are

much smaller (103 - 104) than the traditional ferroelectricity (type -l multiferroics).
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1.4.2.2 Collinear magnetic structures type -1l multiferroics

The magnetically driven ferroelectricity is created by the collinear magnetic ordering

without any involvement of spin -orbit interaction. Here the magnetic moments are
associated along a specific axis. Ferroelectric polarizationappearsin these materials due
to the symmetric super-exchange interaction plus the charge ordering [60]. In this case,
the magnetic moment is formed by W88 gpin structure. Here the magnetic order is

competing for nearest neighbor ferromagnetic interaction (Jrv) and next-nearest
neighbor antiferromagnetic interaction (J arm). If the magnetic spins are aligned along a
chain with W88 structure then the symmetric super-exchange interaction decreases the
bond angle between two parallel spins and increases the bond angle between the
antiparallel spins. This arrangement breaks the inversion symmetry of the system and
ferroelectric polarization is developed along a particular direction (along chain

direction). The simplest example of this type of material is CazCoMnOs [52]. It consists
of a one-dimensional chain with alternate Co *2and Mn*4arrangements. Many other
perovskite materials such as RMmnOs (R = Dy, Th, Er, Y) belong to this group [17].

TbMn2Osis one of them, where Mn+3(S=2) is surrounded by oxygen pyramids and

Mn+4 (S=3/2) is surrounded by oxygen octahedral. It consists of several complex
magnetic phase transition and ferroelectric transition accompanied by electric

polarization along the b - axis [23].

1.5.Single perovskite Materials (ABO 3)

In the case of single perovskite multiferroic oxides, the general chemical formula is
ABOa3. Here A and B are two different cations having A cation is larger than B cation,
and X is an anion that bonds to both. For an ideal cubic structure B cation is 6fold
coordination, surrounded by an octahedral of anions and the A cation is 12 fold co -
ordination, as shown in Fig. 1.6 According to chemical formula or origin of ferroic
property single phase multiferroics can be divided into some sub groups. We will

discuss some of them.
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Fig. 1.6: General single perovskite structure [59].

1.5.1.Multiferroic BiFeO 3
1.5.1.1Crystal structure

The crystal structure of BiFeOs is rhombohedrally distorted perovskite structure, which

belongs to the 3Rc space group62]. The reported lattice parameter of BiFeOz unit cell is
found to be ® odv @ Bnd angle | & Y@ [63 64]. Here the oxygen
octahedral also rotates along the polar [111] axis [65]. This rhombohedral structure can
be described interms of the hexagonal unit cell and denoted by [00llexagonal )

[111]pseudocubic. Here the lattice parameters is found to be © Lvd® Y Band

W p & w B3, 66]. In pure cubic structure the oxygen octahedra rotation angle
should be zero, but in the case of BiFeQthe rotation angle around the

[111]pseudocubic axis is 11°-14°[62, 64]. This change in rotation angle in BiFeOs distorts

the oxygen octahedra and changes FeO-Fe bond angle [64, 67]. This Fe-O-Fe bond
angle is important since it controls the magnetic exchange and orbital overlap between
Fe and O in BiFeQs. It also controls the conductivity and magnetic ordering temperature

[68]. The ferroelectric polarization arises in BiFeOsz duo to the large displacement of Bi
lone pair relative to FeOe octahedra. Out of eight possible directions, the ferroelectric
polarization lies in [111] polar pseudocubic plane [69]. Basically at room temperature

BiFeGsis G-type antiferromagnetic, in which Fe spins are ferromagnetically ordered

within [111] plane and antiferromagnetically aligned adjacent [111] plane [70]. In case of
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bulk BiFeOsthe spin structure is cycloid type [71]. But the favorable alignment is the

antiferromagnetic spin order along [111] plane [72]. So the BiFeQ have shown a large

ferroelectric polarization as well as a small net magnetization [73.

1.5.1.2Magnetism
In BiFeOs, both short-range and long-range magnetic orderings are present

simultaneously. But the short-range magnetic ordering in BiFeOzis G-type

antiferromagnetic [74]. Here the spin of each Fe3ion is surrounded by six antiparallel
spins of nearest neighbor Fe3ions. Due to magnetoelectric coupling, the spins are not
perfectly antiparallel to each other; they make an angle to generate weak canting
moment [68]. However, in the case of long-range antiferromagnetic ordering, the spin
structure is not homogeneous. It consists of an incommensurate cycloid spin structure
with a fixed distance of 62- 64 nm as shown in Fig. 17 along [110] direction [71]. In 1982
Sosnowska first proposed this type of magnetic spin structure [74]. Subsequently
verified by various experiments [74, 75, 76, 77]. In 2000 and 2003 Zalesskii andhis
teammates proposed that at low temperature the cycloid spin structure is distorted due
to spin reorientation [7 8, 79]. But they did not have any idea about the phase transition
temperature. Different research groups independently found different spin
reorientation transition temperature and are 140 K and 200 K [80, 81]. At 140 K the
magnon anomalies are observed and at 200 K the phonommagnon coupling occurs
[82]. The Fe ion substitution by Nb, Sc, Mn, Zr, Ti, and Co ions also increases the
magnetization [83, 84, 85, 86, 87]. In this case, changing the Fed O & Fe bond angle and

varying the Fe valance state due to charge compensation increase the spin.

Page |13



[111]

[110]

A=64nm

Fig. 1.7: Schematic representation of the spin cycloid. The canted antiferromagnetic spins (deep
orange and light blue arrows) give rise to a net magnetic moment (black arrows) that is
specially averaged out to zero due to the cycloidal rotation. The spins are contained within the
plane defined by the polarization vector ( dark red) and the cycloidal prop agation vector (black)
[74].

1.5.1.3Ferroelectricity

Magnetoelectric material BiFeOshas a high critical temperature (Tc=1103 K) for
ferroelectric polarization [38]. Generally ferroelectric perovskite contains transition
metal (TM) ions with empty d-orbital for ferroelectric polarization. But in case of

BiFeOsthe development of large ferroelectric polarization is the arrangement of

Bi+3 lone pair 6s? electrons, just like do configuration. These 6< lone pair electrons break
the local inversion symmetry to form the coordinate bond along [111] direction (Fig.
1.4).In bulk BiFeOs; the FE polarization is directed along [001]nexagonal/[111] pseudocubic
direction. It was reported earlier that the spontaneous FE polarization is 3.5
i C/ @éannd 6. 12albng/[160jand [111] directions, respectively [88]. However
after about 30 yearsof measurements on high quality single crystal [89], thin-fiim [3§],
and ceramics [90], those claims have mostly been dismissed Rameshds group
that a high quality BiFeQs thin film shows remnant polarization as high as P~ 55
1 C/ & mlong the [001] direction [38]. Later, the obtained outcome was confirmed by
using ab initio simulation package [91]. Studies exposed that high density of defect and
nonstoichiometry of species are the main reason for low FE polarization in BiFeG; [92,

93]. These problems can be abridged by quick liquid phase heating [94] and

produce stoichiometric and defect-free samples.
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1.5.2.0rthoferrites

In addition orthorhombic and hexagonal mang anites, orthorhombic RFeOs
(orthoferrites) family is worthy of investigation for significant multiferroicity. Several
orthoferrites are truly multiferroics. It is already reported that single -crystal
DyFeOsshows high magnetoelectric coupling property  below its (Dy)
antiferromagnetic ordering temperature (~ 3.5 K) [9 5]. Here an applied magnetic field
along ccaxi s i nduces a fi €1 oss lwellcas rweak ferfo@agretic 2
mo me n t0 . Gsbrinula unit) along c¢ -axis [95]. The ferroelectric polarization is
created by the striction through the exchange interaction between the Dy*3and
Fet3 spins. Next year the same group observed that in GdFeQOs;the spontaneous
polarization is 0.127 C/ ¢ lelow its antiferromagnetic ordering temperature (~ 2.5 K)
[95]. Another research report is that like magnetic field induce polarization an
externally applied electric field can induce magnetic moment in
RFeQs; (R=Dyo.75sTho.2s0r Dyo.75Gdo.2s). The electric field control of magnetization is a
developing topic for nex t generation of spintronic devices [16, 17, 18] It is observed that
most of the orthoferrites show magnetoelectric effects at extremely low temperature at
which the ordering of rare -earth 4fspins occurs, barring a few exceptions. In

SmFeQ; the ferroelectric polarization exists at room temperature along b axis [96]. Here

the canted antiferromagnetic magnetic ordering and their nonequivalent spin pairs of
Fe ions are responsible for this ferroelectric polarization [96]. Also the ferroelectric Curi e
temperature is quite high ~ 670 K.Similar LuFeOsshows high-temperature

multiferroicity, where Lu +*3is nonmagnetic [97].

1.6.Double perovskite Materials = "A||

In the case of singlephase multiferroic perovskite oxides, the general chemical formula
is ABOs. Here the transition metal (TM) ions formed an octahedral with six fold co -
ordination and the A cation is 12 fold co -ordination. Basically, at RT several materials
are showed multiferroic property because of their different requirements. Hence, it is

very argent to discover new RT multiferroic materials. From this perspective view of
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material design, peoples are choice double perovskite families of multiferroic material

with chemical formula A 2BB'Os. Here B and B' are two different cations having formed

BOsand B'Os octahedra separately. Here many important properties depend on the

arrangement of B and B' cations. Depending on the arrangement of B and B', complex
double perovskites are formed three different patterns like layered, columnar, and
rocksalt as shown in Fig. 1.8 But most of the synthesized double perovskites are
randomly disordered or rocksalt type of arrangement of B and B' cations. Very few of

double perovskite multiferroics show layered ordering of B and B' cations [98]. Layered
ordering is favorable if B and B' cations have different valance electrons (at least two).

Again if BO s and B'Os octahedra have different geometry like one of them is John-Teller

distorted (BOg) and another one is undistorted (B'Os), then layered ordering is more
stable compared to rocksalt ordering. Using this concept Anderson et al. successfully
synthesized layered La,CuSnOescompound [98]. Later many other layered double
perovskite R2CuSnOs (R =Y, Nd, Pr, Sm, etc.) are successfully synthesized99]. It is not
necessary for all JohnTeller distorted B or B' ions to form layered ordering. Many of

them (such as LaCuTiOe) show random arrangement [100]. Recently various double
perovskites (La2CulrOe, La2CuMnOeg, Y2NIMNO g, ThoNiMNO 6, S,CoWQOs, CaxCoWOs,
Sr,CoTeOs, CaxCoTe0g, BizNiIMNO ¢, BiCoMnOs, Bi:FeCrOs and LazNiMnO ¢) have been

investigated [101, 12, 103, 104, 106]. The origin of ferroelectricity and ferromagnetism

are different in different double perovskites multiferroic. Out of these, in some double

perovskite multiferroic s, ferroelectric polarization is induced by exotic magnetic
ordering, | i ke as BBbDb J mpultiferroisst [106]c This tyme ofi
multiferroic shows ferromagnetism because of super-exchange interaction between
B*2and B'*4ions [107, 108 109]. Single-phase L&NiMnO s (LCMO) shows coupling
between electronic, magnetic and dielectric properties using magnetocapacitance and
magnetoresistance effect[110]. At around 280 K the dielectric and resistive properties
are enormously altered by applying the magnetic field. The Curie temperature borders

on RT (~ 280 K) [105]. Like LCMO many other multiferroics double perovskite s have
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high magnetic and electric transition temperature. Bi2FeCrOs/Nd o.1Bio.sFeOs the

bilayered thin film shows a transition temperature around 440 K [111]. Similarly,

Bi-FeCrOs the thin film deposited on LaAlO ssubstrate shows high temperature

ferroelectric (900 K) as well as ferromagnetic (between 600 and 800 K) transition
temperature. This high temperature ferroelectric and ferromagnetic transition
temperature makes the double perovskite materials more interesting in device

applications.

Fig. 1.8: Schematic representation of three different ordering of BOs and B'Os octahedra,
possible in a double perovskite structure. The BOs and B'Os octahedra are marked with two
different colors. From left to right, the figure shows the columnar, layere d, and rocksalt
ordering [112].

1.7.Multiferroic Composite System

Naturally single -phase material with multiferroic properties (ferroelectric and
ferromagnetic) are rarely present and either their magnetoelectric coupling property at
room temperature (RT) is weak or it is applicable at very low temperature [23, 106, 113
114, 115. So RT multiferroic materi al is still a debatable object.In contrast, to overcome
these problems, multiferroic composite materials are the best way in which ferroelectric
and Ferri-/ferromagnetic - both phases are present[116, 117, 118, 119. Since both the
FE and FM properties are present in a single material, so they are suitable for

technological application for their large magnetoelectric coupling property. Because of
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RT unavailability of multiferroic materials, people have tried to prepare composite

multiferroic theoretically and experimentally [120, 121, 122, 123]. In 1972 Suchtelen first

proposed two-phase composite type materials and then BaTi®:d CoFe:O4 the

composite was successfully synthesized in Philips Laboratory [124, 125, 126]. They used
quinary Fe 0 Co 8 Ti d Bad O system for the preparation of composite material using the
unidirectional solidification method. The obtained composite material showed much

more magnetoelectric (ME) coupling property compared to th e single-phase
multiferroic material. But the sample preparation in this way is very complicated. After

20 years Newnham group and some Russian scientistshad prepared a composite
material in a very easy costeffective way [127, 128, 129]. Newnham [130] introduced the
concept of two-phase connectivity in composite material in three different schemes: (i)
0-3 type particulate composites of piezoelectric and magnetic oxide grains; (ii) 2-3 type

laminate composites of BaTiOzbased FE ceramics and ferrites, PZTand ferrites,

(SrBa)Nb,Os and ferrites; [128, 129, 137 (iii)) 1-3 type fibre composites with fibre/rod of
one phase embedded in the matrix of another phase, as shown in Fig. 19. Recently
various ME multiferroic composites are investigated. In the early 1 990s some particulate

composite ceramics like PZT or BaTiOs are prepared by conventional sintering process,

but the ME coupling coefficient is very low [12 7, 128, 129, 132]. This problem has been
solved by careful control of synthesis process [133]. Ryu et al. have already studied the
sintered behavior and ME properties in a particular composite of PZT and Ni -based
ferrite [134, 13]. Later high ME coefficient was found in many other composite

materials [133]. Recently people are focused on multiferroic nano-composites thin film,

in which FE (like as BaTiOs3, BiFeQs;, PZT) and FM oxides (like as CoFeQas, NiFe204,) are
deposited by a different technique like Pulsed Laser Deposition and Polymer-Assisted
[16, 116, 136, 137, 138]. In this way, the nano-structure thin film provides more degree s
of freedom and increase lattice strain or interlayer interaction, which also enhancesthe

ME effect. Again a mechanical constraint also grows in between thin film and the
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enormously affect the ME coupling interaction [11 6, 139 140].
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Fig. 1.9 Schematic illustration of three bulk composites with the three common connectivity
schemes: (a) @3 particulate composite, (b) 22 laminate composite and (c) 1-3 fibre/rod
composite.

1.8.Device Application
1.8.1.Data storage

In multiferroic materials, more than one ferroic properties exist in a phase and their
coupling properties are widely used in device elements. The binary info is coded in
FeRAM (ferroelectric random access memory) and MRAM (magnetic random access
memory) by using ferroelectric polarization and ferromagnetic magnetization. The
presences of FE and FM property allow four-state logicsin a single device [141]. In more
complexes, it additionally permits eight logic states [142]. Magnetoelectric coupling
property furthermore applies in magnetoelectric random access memory (MERAM). In
MERAM an applied voltage can switch the magnetization of the ferromagnetic layer
using their interfacial exchange coupling between multiferroic and a ferromagnet as
shown in Fig. 1.10. So ultimately the presence of ferroelectric polarization can switch the

magnetization by using their ME coupling property [14 3].
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149, 150]. This PV effect in multiferroic material s is totally different from p -n junction

semiconductors [151, 152]. Here a linear polarizer is placed in between light source and
BiFeOs for light polarization on the PV effect. The in plane component of FE
pol arization and electric field vectoXAtmakes
zero bias the photocurrent as shown in Fig. 1.11 with blue circle follow s a sinusoidal
form with periodicity 180°. The maximum photocurrent is found when light is in plane
with FE polarization and minimum when they are perpendicular to each other. Now
the polarizer is rotated by an angle 9¢ and adjusted at optimum photocurrent (green
circle) and the similar measurement is taken. This demonstrates that the reproducible
angular dependence is not due to any artifact of the optical setup. This observation of
switchable diode and PV effect should advance studies of BiFeOs based multifunctional
devices [144].

Polarizer

(=)}

Photocurrent variation (%o)

0 90 180 270 360
Sample rotation angle ()

Fig. 1.11: Variation of photocurrent with sample rotation under illumination with a linearly
polarized light. The experimental sketch is shown in the inset. The PV effect becomes maximum
when the polarized -light electric field is parallel to the in -plane component of the ferroelectric
polarization and minimum when the field is perpendicular to the in -plane component [144].
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1.9. Motivation of the Thesis

Usage of magnetoelectric properties of single and double perovskite multiferroic
materials above RT for technical purposes is very difficult. Large electric polarization
and magnetization are needed for the operation. In magnetoelectric RAM, the ultrafast
electrical WRITE operation is combined with the nondestructive magnetic READ
operation. This is the best combination of FRAM and MRAM. But for an effective
READ/WRITE operation we need larger value of polarization as well as magnetization.
In the case of type| multiferroic, the origin of fe rroelectric polarization as well as
magnetization are different and the magnetoelectric coupling is very weak. But the
value of electric polarization is large. Sngle perovskite BiFeOsz shows RT ME coupling
property, but it is very weak for practical purpos es. Our motivation is to enhance the
magnetoelectric coupling property of BiFeO s. BiFeOshave cycloidal spiral magnetic
ordering with wavelength ~ 62 nm. So the magnetic moment in the macroscopic case is
weaker. It is, therefore, important to modify the sp in cycloidal structure or consider as a
composite component with a magnetic material (such as CoFeQO,).
BiFeOs/ CoFe0O4 composite material not only increases the magnetization but also
increases the magnetoelectric coupling properties using their magnetoelastic coupling
property. So we have synthesized BiFeGy/CoFe 204 composite nano-hollow spheres and
studied their multiferroic properties. Since the coupling is very weak in single
perovskite type -I multiferroic materials, we consider an alternate wa y to choose single
and double perovskite type -Il multiferroics for better coupling property. Very few of
them show RT magnetoelectric coupling. We consider single perovskite ErFeOs and
double perovskite Y 2NiMnO ¢ type-Il multiferroics for better ME coupling . In the case of
ErFeGs, the Fe3+-O-Fe3* super-exchange interaction contributes an AFM ordering with a
weak FM component. An antisymmetric Dzyaloshinskii -Moriya (DM) exchange
interaction (Di. S x §) (where Diis the exchange interaction intensity, S and Sare two
nearest spins) is attributed to the weak FM component between adjacent spins and
introduced spin -orbit interaction. As a result an electric polarization P ~ g x (SX §) is

produced due to local crystal anisotropy. So we have synthesized ErFeOs nanopatrticles
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and studied their multiferroic properties. Double perovskite Y2NiMnO s shows E-type

antiferromagnetic ordering in absence of an applied magnetic field. However, the

transition temperature is very low (~ 90 K). So the synthesis of nanostructures can be a
solution to this problem since the thin -film or nanowires have a large concentration of

surface spin and surface polarization of the electrons. So we have synthesized
Y2NiMnO s nanostructures (thin film and nanowires) and studied their mult iferroic

properties.

Therefore, long term research has been focused on the synthesis of single and
double perovskite type-ll nano-structures for advanced multiferroic properties and
technological applications. Multiferroic NPs, NWs, thin film and bilayered nano -hollow
spheres(NHSs) gain enormous attention due to their long range applications from data
storage [13, 14, 15] energy sector,sensors [11, 12], novel spintronics devices [16, 17, 18],
integrated circuits [19, 20], random access memory [21, 22, 23], filters [24, 25]and
photovoltaic devices[26, 27, 28, 29].

1.10.Thesis Organization

The entire thesis has been divided into six different chapters. A brief outline of

the chapters is given below.

Chapter 1 gives a brief introduction about the single and double perovskite multiferroic

structures with their crystal structure, magnetic, electrical, magnetoelectric properties .
Here we have also discussed about the origin of ferroelectric, magnetic and
magnetoelectric properties of different multiferroic materials. Moreover, th e motivation
of thesis work and the outline of work done are also included.

Chapter 2 focuses onsynthesis procedures, various techniques for characterization and
measurements.

Chapter 3 describes the synthesis of different sizes of CoFeO4 nano-hollow spheres by
solvothermal method and deposited a ferroelectric layer of BiFeOs with different

amount on the outer surface of CoFe0O4 nano-hollow spheres by wet chemical method.
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It discusses the detailed description of electric, magnetic and magnetoelectric

properties.

Chapter 4 presents the synthesis of ErFeQ nanoparticles by cost-effective and much
lesser time-consuming microwave method. Detailed description of electric, magnetic
and magnetoelectric properties also discussed. To study the effect of ligand on the
properties of ErFeOs, we solubilized the as-prepared ErFeOz NPs into water by
functionalization with disodium tartrate ligand.  Multicolor photoluminescence and
photocatalytic properties are also studied in details.

Chapter 5 describes te synthesis of Y2NiMnO e nanowires by template free
solvothermal method and studies their electric, magnetic, magnetoelectric and
supercapacitive properties. Detailed study reveals that at room temperature Y 2NiMnO ¢
nanowires show weak ferromagnetism as well as ferroelectricity. We demonstrate that
the surface spin and the surface charge polarization are responsible for the unusually
high temperature multiferroic property of the NWs.

Chapter 6 presents the multiferroic properties of Y2NiMnO ¢ thin films deposited on
gold sputtered Si(100) substrate by pulse laser deposition (PLD) technique. Detailed
studies show that both room temperature ferromagnetism and the spontaneous room
temperature ferroelectricity are mutually coupled with each other and they have a
similar origin.

Chapter 7 draws the conclusions and gives an idea about the scope for future work.
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2.1.Experimental Details

In this chapter we will briefly describe various experimental techniques to synthesize
unique nanostructures of various materials. Also we will discuss characterization
processes employed to investigate different properties of these nanostructured

materials.

2.2.Fabrication Techniques of Different Nanostructures
2.2.1.Wet Chemical Method

Generally, wet chemical method is used for the production of nano- or ultra - dispersed

inorganic materials in an aqueous or non- aqueous solutions. The synthesis proces has

been done in liquid phase and most importantly it can produce much smaller,
monodispersed grains usually at lower temperature and have shorter duration of phase
formation compared to conventional so-upd st e
method to synthesize nanostructures. Here nanostructures are synthesized by chemical

reduction of metal salts, electrochemical trails or through controlled decomposition of

different metastable organometallic compounds. Here we have synthesized BiFeOs

nano layer on the surface of CoFeOs nano hollow spheres by facile wet chemical

method.

2.2.2.Solvothermal Method

Hydrothermal synthesis is a well -known and effective technique for crystallizing
materials directly from aqueous solution by controling the thermodynamic
(temperature, pressure, capping agent, chemical composition and reaction time) and
non-thermodynamic (stirring, sonication etc.) variables. In this process different polar
solvent like water, ethanol and non-polar solvent like benzene, é¢hylene glycol, ethylene
di-amine are used under high pressure and temperature (basically above boiling point
of the solvent). It helps to develop an autogeneous pressure [1 2]. If the water solvents
are used as a reaction medium then the process is calledhydrothermal method;

whereas, in case of noraqueous solvents it is called solvothermal method. In this
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process the reactants are placed into a closed atmosphere i.e. in an autoclave under high

pressure and temperature condition. The autoclave is placed in an oven at a constant
temperature. With increase in temperature the vapour pressure increases and at
constant temperature the vapour pressure is much more the normal vapour pressure of
the solvent. Here the vapour pressure inside the reaction container (here autoclave) not
only increases with temperature but also depends on some experimental factor such as
the percentage fill of the vessel, any salt dissolved into the reaction medium and
capping agent. With increase in vapour pressure the boiling point of the solvent
increases. So the reaction takes place in a higher temperature. Hence the reaction goes
in a faster rate. At this stage hydroxides converts into respective oxides and subsequent
fusion of these oxides form the required compound. In our cases the desired compound
are CoFeO4 nano hollow spheres, Y2NiMnO s nanowires. We do not have any further
annealed the compounds for crystallization. Here the vapour pressure is the main
reaction parameter which controls the nanostructures size and phase formation. If we
use different reaction solvent rather than water, then the vapour pressure will be
different. This will turn affect the formation of nanostructures size, shape with same
compound.

The viscosity of the solvent also plays a crucial role on the morphology of the
nanostructures. Diffusion also controls the formation of final product. The diffusion
coefficient is related with hydrodynamic diameter (d) of the nanostructures by
according to Einstein- Stokes theorem,0 U "Yo“-Q Where Kg is the Boltzmann
constant, T is the temperature and — is the viscosity of the medium. For a low viscous
solvent the rate of diffusion is high and it prevent nucleation occurring to form larger
aggregates. At higher temperatures water plays an essential role in the precursor
material transformation because the vapor pressure is much higher. For example, the
viscosity of water decreases with increasing temperature, such as at 500 °C and 10 bar,
the viscosity of water is only 10% of its magnitude under ambient conditions [3] At
higher temperature the physical properties (like solubility and reactivity) of the

reactants danges which leads to form high quality nanostructure. In hydrothermal
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process the particles are formed by dissolution and crystallization mechanism. The

schematic diagram of an autoclave is shown in Fig. 2.1.

/ ‘ Solution Mixture \
L

Teflon liner

-

Stainless sieel —h :

\ Sealed and Heated /

Fig. 2.1: Schematic diagram of an autoclave and a Teflon chamber used in solvothermal
synthesis.

€ High Pressure
Atmosphere

It is a Teflon chamber which enclosed by stainless steel autoclave. The solution
mixture is transformed into a Teflon liner up to its 70% of total volume. Then the
autoclave is tightly sealed and put into an oven at constant temperature. The autoclave
creates two temperature zones and a convection motion of the water will start
immediately. During heating the water below gets heated and ascent and the cold water
from the top descend. This motion will not stop until the temperature of the entire
solution remains same everywhere. With decrease in temperature the solution becomes
supersaturated in the upper part and crystallization sets in. Nanostructures prepared
according to this process usually have high crystallinity, different shapes and moderate

size distribution [4, 5.

2.2.3.Microwave -assisted synthesis
Microwave -assisted synthesis process is faster synthesis process compared to any other
conventional synthesis method. In conventional heating process at least one or more

heating steps for long time period is r equired. But the microwave heating is a faster

Page| 37



- ==

chemical reaction, rapid material production and short time (usually in minute) taking

process. It is a low cost, energy saving and high efficient material production process.

In case of conventional heating usually used electric furnace or oil bath, this heats first

the wall of the reactor and then the reactants by conduction or convection process. So it
takes more time to transfer the heat energy from source to solvent. But in case of
microwave heating the heat energy directly heated the target materials without any

time delay.

Microwave irradiation is electromagnetic irradiation (in the frequency range 0.3
to 300 GHz) and the energy is not sufficient to break any chemical bond. For example
the energy of a commercially used microwave with frequency 2.45 GHz is only 1.0 x 10-°
eV. This energy is very low to break any chemical bond, even lower than the Brownian

motion. This energy is only capable to create the molecular rotation.

\ €—— Wavelength —> /

Fig. 2.2: Water molecules in an alternating electric field under microwave irradiation.

Dipolar polarization and ionic conduction are the two main microwave heating
mechanism for materials synthesis process. Microwave generally heat any dipolar or
ionic materials. During heating dipolar molecules (negative and positively charged
parts) oscillates according to the microwave oscillating field. This oscillation creates
rotation and ultimately heat energy is generated. The schematic diagram of water
molecules in an alternating electric field under microwave irradiation is shown in Fig.
2.2. In case of ions, any ion present in the solution will move according to the
orientation of the electric field. Because of the ever changing electric field, the ions

changed their direction in the solution and give rise the solution temperature due to
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friction and collision. In our case the reaction take place much faster and convert the

hydroxides to the respective oxides and subsequent fusion of the oxides to form the

desired compound (ErFeGg).

2.2.4.Pulsed Laser Deposition (PLD) Technique: Thin Films

PLD is a very well-known technique to synthesis high quality thin film samples with
the designs required for the application purposes [4]. Here a high power laser beam is
focused in a vacuum chamber to strike a target material which is to be deposited as a
thin film. The material is vaporized in a form of plasma plume and deposits on a

substrate. This process is done in presence of a background gas or ultrehigh vacuum.

f Laser beaﬁ

Target carrousel
Port with

Substrate quartz window

Laser plume

Heatable
sample stage

\ Rotating target

Fig. 2.3:Schematic diagram of PLD set up.

Vacuum chamber

The detail mechanism of a PLD is very complex and divided into four stages:
2.2.4.1.Laser ablation of the target material and creation of plasma

In this case a laser beam is incident on the surface of the bulk materialand penetrates
into the surface within the penetration depth. A strong electric field , generated by the

laser beam is sufficient to remove an electron from the bulk material of the penetrated
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volume. This process happens in a very short period of time (~ps). These electrons

oscillate within the penetrated volume and collide with the atoms of the bulk material.
During collision electrons transfer energy to the lattice of the target material within the

surface region. This energy heated up the surface and the material is vaporized.

2.2.4.2 Dynamic of the plasma

In this stage the vaporized plasma plume is directed parall el to the normal vector of the
target surface towards the substrate due to columbic repulsion. The distribution of the

plasma plume is depending on the background pressure of the chamber and described

by a cog'(x) law with a shape similar with Gaussian cur ve.

2.2.4.3.Deposition of the ablation material on the substrate

Third stage generally determines the quality of the film. In this case the high energetic
plasma plumes are bombarding the substrate surface and sputtering of atoms from the
surface. The sputtered atoms and the plasma patrticles from the target material form a
collision region and serves as a condensation of particles. In a high condensation rate,
thermal energy is reached quickly and the film grows at a constant rate on the surface of

the substrate.

2.2.4.4 Nucleation and growth of the film on the subst rate surface

The nucleation and growth kinetics of the film depends on several parameters such as:

Laser parameter: Laser intensity (Joule/cm 2), laser energy and ionization degree of the

ablated material will affect the film quality, the stoichiometry and the deposition flux.

Surface temperature: The nucleation density largely depends on surface temperature.

Generally with increasing temperature the nucleation density decreases.

Substrate surface: The roughness of the substrate surface and lattice mismatchof the

target material and substrate also affect the nucleation and growth of the film.

Background pressure: The background pressure plays a crucial role for the

stoichiometric transfer from target to substrate. For example, at low oxygen background
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pressure off stoichiometric film will grow which will affect the nucleation density and

film quality. The schematic diagram of a PLD setup is shown in Fig. 2.3. We have used
PLD technique to deposit Y2NiMnO s thin films on Si(100) substrates. Here we have

used oxygen and argon as background gas for the film deposition.

2.3.Sample Characterization

2.3.1.Structural and Surf ace Morphology Characterization

Techniques

2.3.1.1. X-Ray Diffractometer (XRD)

X-ray crystallography relies on the twin wave/particle nature of x -rays to determine
information about the crystallographic structure, chemical composition and physical

properties of materials. It is a common method for the study of micro and nano-
structur e, thin films, and bulk samples in a non-destructive way. The generation of
monochromatic X-rays and the X-rays diffracted by crystalline powders are very
complex. Basically, X-rays are generated by a cathode ray tube, filtered to produce
monochromatic radiation, collimated to concentrate, and directed toward the target [5].
X-rays is considered as a waves of electromagnetic radiation with wavelength about 1 A
(1010 m), which is comparable with the size of an atom. When an incident
monochromatic x-ray beam interacts with target material elastically is scattering of
those X-rays from atoms within the target material. The scattered Xray produces

constructive and destructive interference (with a diffraction ray) when it satisfy the

Braggds | aw

Qi Q¢ &— (2.1)
heree di s the spacing between two atomiicanypl ane
integer, and | is +ajileeanwdheBriggmet H aovf itshe | % ust
2.4
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Fig. 2.4:Schematic diagram of diffraction of X -rays by a crystal.

In order to determine the phase and the crystal orientation of a particular sample
(ceramics, Nanoparticles, thin flms and nanowires), experimental diffraction patterns
can be compared to those in the JCPDS (Joint Committee on Powder Diffraction
Standard) database or may be some other standard data base. Each crystallographic
plane has three indices h, k, |. Hence with the help of the data base each plane can be

indexed with different hkl.
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Fig. 2.5:Schematic diagram of X-ray diffraction.

Forphaseandd ructure of all sampl es, we have

ray diffractometer using CuUK ar adi ation (1 = 1.5418 ).

( é2 é sy s-tagtabg is kept fixed and specimen moves at a half rate of the detector

to maintaint he2é& geometry as shown in the Fig.

2.3.1.2 X-ray photoelectron spectroscopy (XPS)

X-ray photoelectron spectroscopy is a quantitative technique to analyze the structure of
atoms and obtain the information about the electronic structure as well as ionization

energies. It works by brightening a sample with an x -ray beam and then measured the
kinetic energy and the number of electrons expelled from the material. With this

technique we are capable to get chemical composition of many materials. It gives which
chemical elements exist on the surface of the material, such as Fe, O etc. XPS is #aily

based on the mechanism of photoelectric effect, which was described by Einstein in

1905. The schematic diagram of XPS mechanism is shown in Fig. 2.6. XPS was

developed by Kai Siegbahn and his research group in the mid-1960s at the University of
Uppsala, Sweden. Using this technigue one can determine the composition of materials,

electronic state.
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Fig. 2.6:Schematic diagram of XPS mechanism.

XPS is a method to determine the energy spectrum of photoelectron ejected from
the sample. If the energy of the incident x-r ay is hO, then the
ejected electron is given by

O 0 O % (2.2)

where O is the kinetic energy of the ejected electron, O the binding energy of the
atomic orbital and %ois the spectroscopic work function. The kinetic energy of the
photoelectron gives the information about the elements present in the sample and the
intensity gives the idea about the concentration of the elements in the sample. The work
function %.is a carection factor for instrumental adjustment.

For each and every element, there is a characteristic set of peaks for each core
atomic orbital in the photoelectron spectrum. The kinetic energy of the photoelectron
spectrum is determined by the photon energy and the respective binding energies [6].
The chemical composition of our sample has studied by X-ray photoelectron
spectroscopy (XPS)using XPS, PHI 5000 Versa Probe Il Scanningt Indian Institute of
Technology (IIT) Kharagpur.
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2.3.2.Electron Micros copes

2.3.2.1.Scanning Electron Microscope (SEM)

A scanning electron microscope(SEM) is a widely used electron microscope that
produces topographical features (such as grain size, distribution of the particles etc.) of
a sample by scanning the surface with a focused beam ofelectrons. The focused beam of
electronsinteracts with the atoms in the sample and producing various signals that
contain information about the surface topography and composition of the sample. In
electron microscope the electron beam is highly energetic and examines objects at sub

micrometer length scale [7].

' <— Electron gun \

<«——— Electrons

¢ '_ v Condenser lens

Objective aperture

— —
. .(— Scan coils

¢ ) Objective lens

Sample /

Fig. 2.7:Schematic diagram of a SEM unit.
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The basic working steps of a scanning electron microscope involved are the

following: here the electron beam is generated either thermodynamically or field
emitted from an electron gun in high vacuum and confined a fine narrow probe that
rastered over the surface of the specimen [8]. The electron beam is accelerated towards
the specimen (with a positive electrical potential) and is confined, focused. Then the
beam is directed in a particular direction using various metallic aperture and magnetic
lenses resulting in a monochromatic beam. The schematic diagram of a SEM unit is
shown in Fig. 2.7. SEM works on a voltage between 2 to 50 kV and its scanning beam
diameter is aboutis5nm-2 1T m. -Amidsionecattobde in the electron gun of a SEM
(FESEM) provides narrower probing beams at low as well as high electron energy.
When the primary electron beam incident on the specimen sample, it interacts with the
atoms at various depths within the sample and affecting the electron beam. When, the
electron beam interacts with the sample, the energy exchange between the electron
beam and the sample results deceleration of incident ekectrons through the energy
dissipation and various types of signals are produced including secondary electrons
(SE), reflected or backscattered electrons (BSE), characteristic Xays, specimen current
(absorbed current) visible light (cathod -luminescence) (CL), and transmitted electrons.
All the signals (especially secondary electrons and backscattered electrons) are
separated according to their energies [9]. In case of secondary electron imaging the
electrons are emitted from very close to the sample surface. Consequently, back
scattered electrons are produced very high intense images, less than 1 nm in size and
reflected from the sample elastically but the electrons immerge from deeper within the
sample and make the image resolution less. For image formaion, the electrons are
collected by a suitably placed detector in the microscope in proper positions. In case of
non-conducting sample, like; BiFeOs, a thin gold is coated on the sample to avoid the

static charge accumulation during SEM imaging. When an electron beam is incident on

the sample surface, el ectrons are ejected

Then an electron from higher shell fills the electron vacancy and an X-ray known as

characteristic X-ray is emitted to balance the energy difference between the two
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electrons. The spectrum of Xrays is used for elemental analysis. The process is called

Energy dispersive analysis of X-ray (EDAX). Because of high energetic and narrower
beam, field emission SEM (FESEM) results in both improved spatial resolution and

minimized sample charging and damage.

2.3.2.2.Transmission Electron Microscope (TEM)

Transmission electron microscopy (TEM) is amicroscopy technique in which a beam
of electronsis transmitted through a specimen to form an image. Basically, here two
types of electrons interact with the specimen sample for image formation, one is
unscattered electrons (transmitted beam) and another one is scattered electrons
(diffracted beam). It is a versatile instrument to capable of characterizing the internal
structure of the specimen with wide range of imaging in analytical method. The
schematic diagram of a TEM unit is shown in Fig. 2.8. Here the monochromatic
electrons stream is generated by an electron gun at the top. Then the electron stream is
focused into a narrow coherent beam after crossing the condenser lens. Here the first
lens determine the spot size and the second lens control the brightness knob of the spot
on the sample and makes it widespread spot to pin point beam. Then the beam is
constrained by the condenser aperture and banging out high angle electrons. The
electron strikes the specimen and parts of it are transmitted.

A part of electron beam gets scattered (diffracted beam) elastically or inelastically
with the sample specimen. Elastically (no loss of energy) scattered electron beam is
getting diffraction according to Bragg®os
sample specimen. Same energy electron beam is entering the sample surfacearmally.
The electrons make same scattering angle when scattered from same atomic spacing.
Magnetic lenses collated the scattered electrons into a spot, each spot corresponding to a
specific atomic spacing (or crystalline plane). This pattern gives information about the
orientation, atomic arrangements and phases present in the area of the sample being

examined.

Page| 47






- ==

For transmission electron microscopy (TEM) study samples were prepared by

drop casting as prepared samples dispersed in EtOH, on a 300 mesh carbon coated
copper grid and dried overnight in vacuum. Particle size was calculated from TEM
micrographs and elemental analysis is carried out from EDAX spectrum recorded by a

FEI Tecnai TF20 field-emission high resolution TEM operating at 200 keV.

2.3.3.Scanning ProbeMicroscopy (SPM)

An SPM (Scanning Probe Microscope) is a widely used microscope for the study of
surface morphology of a specimen in nano scale level. It can scan the sample specimen
from 100 1T m tSEMis & egsential irlstbuinent to observe thepoint defects
and structural defects of the specimen surface with the atomic resolution. So it is a
much needed technology in the field of nano-science and nanotechnology. We have
used several SPM techniques in this thesis such as AFM, MFM and PFM for the
characterization of the thin films. A Vecco -3100 scanning probe microscope set up was

used for the characterization of the sample.

2.3.3.1.Atomic force microscopy (AFM)

AFM is a very high quality resolution (in the order of A) probe microscope which
measure the topography of a sample surface in nano scale range. Here the sample
surface and the mechanical probe give the information about the sample topography.
The probe is chosen very thin and sharp at the end of the cantilever. The tip radius is
about 5 to 20 nm. A single crystal cantilever with very good spring constant about 0.1 to
1 N/m is used and made of silicon dioxide (SiO 2), or silicon nitride (SisNa4). The
schematic diagram of an AFM system is shown in Fig. 2.9.

The basic working principle of an AFM is that a laser beam is incident on the cantilever
and the cantilever moves up and down according to specimen surface. The deflection of
the beam reflected from the cantilever is collected by a well-placed diode. Depending
on the specimen sample, the interaction between sample surface and the cantilever
probe works in two different ways. One, contact mode in which the probe is connected

with the sample surface and it follows the \
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mode is the taping mode or non-contact mode. In this typical mode, a signal is driven to
a piezoelectric crystal with frequency range 10 kHz to 1 MHz. The piezoelectric crystal
mechanically oscillates the cantilever probe near its resonance frequency on the sample
surface. The ogillation frequency changes due to the interaction between the probe and

the sample surface with respect to driven signal.

ﬂlutu detector e

Surface atoms

Piezoelectric

crystal

' Contact AFM
Non-Contact AFM

AFM sample stage

Tip-Surface Force
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S = Attractive

ri — Tolal Interaction
s /

Fig. 2.9: Schematic diagram of Atomic Force Microscopy (AFM) system.

2.3.3.2.Magnetic force microscopy (MFM)
Magnetic force microscope is an essential tool to know the magnetic structure of the
specimen sample. A sharp magnetic tip is used to scan the sample surface. The
magnetic interaction between tip and sample surface are detected and used to know the
magnetic structure of the specimen surface. The schematic diagram of a MFM system is
shown in Fig. 2.10.

In case of MFM, the AFM tip is coated with a small coercive magnetic material
(such as Ni or Co). Here the coercivity of the tip is taken very low, because tip's
magnetic state (or magnetization) does not change during the imaging. The magnetic

tip interacts with only the out -of-plane component of the stray field originating from a
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domain wall of a magnetic material. Here each line scanning of the cantilever is

recorded twice. Firstly the topographical information of the material is recorded by it in
AFM tapping mode and this information is used during the second scan in order to
keep the cantilever always at a certain probe sample distance. This sample to probe
distance is cdled Lift Height. During second recording the tip is only affected by the
stray field of the material. Therefore these two combinations give the accurate magnetic
state of the material. Typical resolution can be achieved when Lift Height is about 30
nm [11], although resolutions as low as 10 to 20 nm are attainable [12]. During scanning
the magnetic tip deflected according to the direction of stray field of the material and

we get the bright and dark spots.

/ Magnetic element Coatedtip

Path of cantilever

> >

Sample surface

Magnetic domain of the sample

Fig. 2.10:Schematic diagram of Magnetic ForceMicroscopy (MFM) system.
2.3.3.3.Piezoresponse force microscopy (PFM)
Piezoresponse force microscope (PFM) is an essential tool to know the topography and
ferroelectric domains structure simultaneously with high resolution in nano scale range.

Here the AFM tip is coated with a conducting material such as platinum, gold, tungsten
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and even conductive diamond. The schematic diagram of a PFM system is as shown in
Fig. 2.11.

The basic working principle of PFM is as follow: when the conducting PFM
probe is connected with the sample surface, an alternating current is applied to the
probe. Hence, PFM is a contactmode AFM in which an electrically biased conductive
AFM tip is used as a probe of local electromechanical coupling via the converse
piezoelectric effect. Due to CPE the cantilever is deflected and the deflection is recorded

through standard photodiode detector.

Piezoresplonse signal
1

Phase
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Controller
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Laserlight Lock-in amplifier
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v DC- sample

Fig. 2.11: Schematic diagram of piezoresponse force microscope where both ac and dc voltages
are applied

2.4.Magnetic Characterization Techniques

2.4.1.Vibrating Sample Magnetometer (VSM)

Vibrating sample magnetometer (VSM) is a very profound and useful instrument which

can measureincredibly small magnetic moment upto an order of 10-> emu. In VSM the
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sample is placed in a direct current (DC) magnetic field (H) and vibrated sinusoidally so

that the resulting variation of magnetic flux (B) can induce a voltage in pickup coils .
According to Faraday's law of induction an electromotive force ( EMF) |, O6VOo
generated in a pickup coil of N identical loops and a cross-sectional area of A is given
by

W 00— (2.3)
The direction of the EMF is given by Lenz's law. If the coil is placed in a constant

magnetic field H, the flux B around it is given by,

B =1H (2.4)

where, To is the permittivity of vacuum. Now, if we place a magnetic sample having
magnetization M around the pickup coil, then the total magnetic induction B can be

written as

B=To(H+ M) (2.5)

Therefore the change in magnetic flux due to presence of magnetic material is given by

GB T8M (2.6)

Now the induced EMF in the pickup coil can be written as

wQo 000 (2.7)
Here the output signal is proportional to the magnetic moment of the material and
independent of frequency of the sinusoidal motion. The schematic diagram of a VSM
unit is shown in Fig. 2.12. The magnetic properties of our sample were studied by using
a vibrating sample magnetometer (VSM, Lakeshore, model 7144). It generates a
maximum of 1.6 T magnetic field. Here low temperature (80 to 400 K) measurement
(moment versus temperature and isothermal hysteresis loops) can be measured using a
cryogenic system (Liquid N 2) and RT to 1173 K for high temperature measurements can
be measured with temperature stability of + 0.2 K and temperature resolution of 0.001
K. Noi se | evel of 1.25 Temu (RMS value)
Cryotronics, Inc., USA.].
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Fig. 2.12:Schematic diagram of a VSM unit.

2.4.2.Superconducting Quantum Interference Device (SQUID)

SQUID is a most sensitive and valuable device for magnetic measurement, has been
designed till now. It can measure very low magnetic moment hav ing resolution of the
order of 108 emu. The working principle of this device is based on the tunneling of
cooper pairs across a very thin non conducting layer. It consist of two superconductor
separated by an insulating layer to form two parallel Josephson junction [13]. The

schematic diagram of a SQUID unit is shown in Fig. 2.13.
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Fig. 2.13:Schematic diagram of a SQUID unit.

The insulating layer is thin enough such that the cooper pairs can easily tunnel through
the insulating junction. The biasing current (I) splits into two parts equa Illy and
oppositely in two branches in absence of external magnetic field. According to
F ar a dlaw,0when an external magnetic field is applied, a magnetic flux goes
through the superconducting loop and induces a persistent current J. The induced
current adds to the measuring current in one junction (1A = 1/2 + J), and subtracts in the
other (Is =1/2 - J. As soon as the current in either branch exceeds the critical current, t,
of the Josephson junction a voltage appears across the junction. Now if the external
fluxisfurther i ncr eas ed un 2, half thet magnetic feeqlianturg. Since th e
magnetic flux passing through a superconducting loop must be quantized. Hence there
is interference between| after passing the junctions. When a magnetic material is placed
in the loop containing a Josephson junction, an EMF is induced in the loop. This
induced EMF generates a current with a frequency decided by the Josephson equations.

The SQUID calculates the change in currents or frequency to measure the magnetic
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moment of the sample. The magnetic properties of the nanostructure (nanowires,

nanoparticles) were studied by using a superconducting quantum interference device

(Quantum design, MPMS) magnetometer.

2.5.0ptical Characterization Techniques
2.5.1.UV-Visible (UV -Vis) Absorption Spectroscopy

In UV -Vis spectroscopy, light of visible and adjacent (near-UV and near- infrared (IR))
region of EM spectrum is absorbed by the molecule and undergo electronic transition
from ground state to another excited state. Here a beam of light passing through the
sample and measured the wavelength by a suitably placed detector. This measured
wavelength gives valuable information about the sol ution. This technique is used to
measure the concentration of absorbing kinds in solution using Beer-Lambert law. This
law states that whenever a beam of monochromatic light is passed through a solution
with an absorbing substance, the decreasing rate of he radiation intensity is
proportional to the concentration of the solution and the incident radiation. The law as

given bellow:
A = logio(lo/1) = EC.I (2.8)

where, A is the absorbance of sample,lo is the intensity of light, | is the intensity of
departing light from the sample cell, C is the concentration of the absorbing kinds, | is

the path | ength of the sample cell and E
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Fig. 2.14:Schematic diagram of a UV-Vis spectrometer.
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The schematic diagram of the UV-Vis spectrometer is demonstrated in Fig. 2.14.

In order to measure the UVT vis absorption of our sample and the degradation of MB
with spectroscopic precision, the spectra are recorded with a Shimadzu model UVT 2600

spectrophotometer using a quartz cuvette of 1 cm path length.

2.5.2.Fourier Transformed Infrared (FTIR) Spectroscopy

FTIR is a unique instrument for the identification of functional groups and chemical
bonds within a molecule. When an IR radiation is incident on a polar molecule it will
vibrate and absorbed IR, after matching the frequency, FTIR signal is obtained. The
absorption peaks get shifted or broadened according to interaction of functional groups

with solvent molecules present. Fig. 2.15 shows schematic diagram of FTIR instrument.

Fixed
Mirror
i Beam
Splitter
Collimator
Source Moving
Mirror
Sample
Compartment
Detector

Fig. 2.15:Schematic diagram of FTIR spectrometer.
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There are mainly two parts in IR spectroscopy, one is source and another is

detector. The most common source of IR spectrometer is Nernst glower. It consists of
Zirconium, Ytterbium, and Erbium mixture rod and heated up to 1773 K for IR
radiation. Sodium chloride or other alkali metal halides are the best material to form cell
container as they are transparent in IR region. The IR beam is passing through
collimator and then reflected by and transmitted through the beam splitter (a half
silvered mirror). The reflected and transmitted IR beam moves towards the fixed and
moving mirrors, respectively. These two beam then interfere constructively or
destructively at the backward side of the beam splitter mirror according to their
wavelength and path difference in troduced by the moving mirror. The resulting signal
of these two beams is called interferogram. At last, Fourier transformation of this
interferogram is performed to have a frequency spectrum (plot of intensity at each
frequency). A JASCO Fourier transformed infrared (FTIR)T 6300 spectrometer is used to
confirm the attachment of tartrate ligand with our sample. For FTIR measurement,
powdered sample is mixed with KBr powder and pelletized. The background correction

is made by using a reference of KBr pellet.

2.5.3.Photoluminescence (PL) Spectroscopy

Photoluminescence (PL) spectroscopy is apowerful tool to identify various energy
levels within the energy gap of materials. It is a non -contact and nondestructive method
of probing the electronic structure of m aterials. Here a Xe lamp is used as a
monochromatic light source. This monochromatic light is used to excite the electrons
from valance band to conduction band if the incident photon energy (E = hc/ 1) is
greater than the band gap energy of the materials. The process is called photo
excitation. During this excitation electrons get more energy and reaches higher energy
conduction band. The electrons immediately loses their energy and coming to the
lowest energy level of conduction band. At this situation elec tros also come down to the
valance band and nearby acceptor states arises due to different defect levels. As the

electrons fall down from higher energy level to lower energy level, the energy
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An LCR meter measures impedance (capacitance, inductance and resistance) at

spot frequencies or in a wide range of frequencies, and also measures the equivalent
series resistance of capacitors and the Q factor of inductive sample. In this instrumental

setup, the LCR meter is interface with a computer and the data (inductance,

capacitance, AC conductance, and dssipation factor) is collected as a function of
frequency with different temperature.

The dielectric constant (-) of a sample is calculated using the formula,

. 6Q (2.9)
where C is the capacitance of the sample in Farad (F), d is the thickness of the sample in
meter (M), A is the area of the active material in square meter (M?), - is the free space
permittiv ity (8.854 x 1012 F/m), - is the dielectric constant or relative permittivity of the
sample.

Here the experimental sample is subjected to an AC voltage source [14, 15]. The
analyser of the meter measures the voltage across and current through the sample.
From the ratio of these two values meter can easily determine the accurate value of
impedance. The phase angle of voltage and current is calculated from the equivalent
inductance or capacitance and resistance of the sample. The analyser assumes pallel
mode for LR measurement (as would be encountered in an inductor coil) and series for
CR measurement (as would be encountered in measuring a capacitor with a leaky
dielectric). Here we have also measured the impedance, inductance, capacitance,
conductivity etc. in different temperature by using the LCR meter. In this case the

sample is placed in an oven. The homemade experimental setup is shown in Fig. 2.17.
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Fig. 2.17:Dielectric properties measurement setup.

2.6.2 Ferroelectric Hysteresis Loop or PE Loop Tracer

P-E hysteresis loop measurement is a very important measurement tools for the
ferroelectric property of a multiferroic material. A P -E hysteresis loop is basically a plot
of polarization manifested in a material on the engaging of applied e lectric field. In case
of capacitor sample current leads the voltage by an angle 90 degree and we get a
straight line P-E loop (Fig. 2.18(a)). For an ideal resistor the current and voltage are in
phase condition, which gives a circular type of P-E loop with its centre at origin (Fig.
2.18(b)). Therefore a parallel combination of a resistor and a capacitor gives leaky type
of P-E loop (Fig. 2.18(c)). The slope of the curve is proportional to the value of the
capacitance and the area is proportional to the loss tangent of the device. Pure

ferroelectric material gives P-E hysteresis loop (Fig. 2.18(d)).
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Fig. 2.18: (a) Ideal linear capacitor response, (b) Ideal resistor response, (c) Lossy capacitor
response and (d) Non-linear ferroelectric response [16].
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Fig. 2.19:Schematic of a Sawyer Tower circuit for P-E loop measurements [18].

The Polarization vs Electric Field hysteresis loop is measured based on SawyerTower

circuit [17]. Fig. 2.19 shows the schematic diagram of the circuit. It consists of two

capacitors (G and Cs connected in series) and a load resistance (series combination of
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two resistances). Here i stands for internal reference capacitor and s stands for sample.

We can select an appropriate value for G and load resistance. Since the two @pacitors

are connected in series so the same amount of charge (Q = CV) is developed in the

capacitors.
Qs=Qi (2.10)
Cs*Vs=Ci*V, (2.11)
V1=Vi+ Vs (2.12)

where Vr is the total applied voltage and Vi is measured internally. Using equation we
can calculate G. Multiplying V swith C s will give the Q svalue. This Qs value gives the
polarization value o f the sample. Ferroelectric hysteresis loops of all the samples are

studied by a PE loop tracer (Radiant Technologies, Model no 609B).The experimental
setup is shown in Fig. 2.20.

Fig. 2.20:The Polarization vs Electric Field hysteresis loop measurement setup.
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2.6.3. Magnetoelectric Co-efficient measurement

The magnetoelectric coefficient is the measure of the strength in a magnetoelectric
material about its coupling property. Magnetoelectric coupling is studied using a home -
made setup as shown in Fig. 2.21, with dynamic lock -in technique. The value of the

magnetoelectric coefficient is determined using the formula
| —_ -— (2.13)

where d is the effective thickness of the sample (in the form of pellet). The sample is
placed in between the two pole pieces of the electromagnet with its surface
perpendicular to the field direct ion. A small ac magnetic field with a frequency 1 Hz to
10 kHz, produced by a Helmholtz coil ( turns with a diameter ), is superimposed on to
the DC magnetic field. Here the AC magnetic field is driven by an AC current
generated by a Lock in Amplifier (Sta nford Research systems Model SR830 DSP) with
i nput resistance and capacitance of 10 MN
developed across the sample surfaces (¥ut) duo to the ME effect is measured by a lock
in amplifier in presence of different DC magne tic field ranging from -5 KOe to +5 KOe.
Here the time varying DC magnetic field is generated by using a constant current
power supply electromagnet (model: DPS-175) with the current varying from 0 - 3A. To
measure the DC magnetic field a Hall probe is used (Scientific Equipments Roorkee
Model DGM -102). The output signal is measured by a lockin-amplifier. This signal is
actually the emf induced between the two surfaces of the sample because of the time
varying ac field in the Helmholtz coil. This signal ch anges with the change in the dc

field.
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Fig. 2.21: Schematic diagram of magnetoelectric coefficient measurement set up.

2.7. Electrochemical Characterization Techniques

The electrochemical properties of the Y-NiMnO ¢ NWs and its bulk counterpart are
investigated with cyclic voltammetry (CV) test by using a software controlled
conventional three-electrode electrochemical cell (potentiostat Autolab-30) consisted of
Y2NiMnO ¢ NWs over Ni foam as the working electrode, saturated Ag/AgCl as the
reference electrode and a highly pure Pt wire as the counter electrode in a 0.5 M KOH

electrolyte at room temperature.

2.7.1. Cyclic Voltammetry

Cyclic Voltammetry (CV) is an electrochemical technique which measures the current
that develops in an electrochemical cell during the potential scans. To have a better
agreement of the electrochemistry, oxidation and reduction are two main processes.

Reduction occurs when a material gains electrons or in other words that material
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becomes more negative. On the other, oxidation happens when a material loses

electrons and gets positive. Fig. 2.2 shows a cyclic voltammogram resulting from a

single electron reduction and oxidation according to following reversible reaction:

0 Q P U (2.14)
Cyclic Voltammogram
C ~
= Epe
g
O
2
=
d
=
5
=
o
£
O
2
=
e
<
Positive Potential f Ep Negative Potential
Potential, V vs, Reference Electrode

Fig. 2.22 Voltammogram of a Single electron oxidation -reduction [19].

In Fig. 2.22 the reduction process start from a to d, in which the potential is
scanned negatively. In this region current is called cathode current (ipc) and the
corresponding peak potential is called cathodic peak potential (Epc). After reaching d,
the potential scans positively from d to g, in this region the corresponding current and
peak potential is called anodic current (ipa) and anodic peak potential (Epa).

The specific capacitance Csp) Is calculated from the current at the middle point of
potential curve (1) and scan ratef) using to the equation Csp =I/mf [20], where m is the
active mass of the material. Usually the average specific capacitance is calculated from

the CV curve according to following equation [21, 22],
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5§ - — — 00Q0 (2.15)

where Q is the total charge obtained by the integration of positive and negative
scans in a CV curve,m is the active mass of the material,f is the scan rate, ¥Y=Va- V)

represents the potential window.

2.7.2 Galvanostatic Charge -discharge

The specific capacitance Csp), energy density (E) and power density (P) are measured
by using galvanostatic charging /discharging (GCD) experiments. The typical
galvanostatic charge/discharge (GCD) curves are shown in Fig. 2.23. In this technique,
the potential of a supercapacitor is linear, or almost linear with respect to the
charge/discharge time (dV/dt= constant) during a constant current operation, so that
the state-of-charge (SOC) can be exactly identified. The capacitances is calculated from

the charging/discha rging curves by using the following formula,
0 — (2.16)
where | is the ddgischaregdaicuwrhraegmti ,ngGtt i me,

excluding IR drop region, and m is the active mass of the material. Furthermore, the

energy and power densities of the electrodes are determined by the following formulae,

respectively,
0 -6 Yo (2.17)
0 (2.18)
where E (Whkg1), P (kWkg?), Csp (Fg?) GV ( Vu)(s) arathedene@y density,

power density, specific capacitance, potential window of discharge, and discharging

time, respectively.
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Fig. 2.23 Typical galvanostatic charge/discharge cycles [23].
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3.1 Background

Multiferroic materials are attractive because they have two ferroic properties and the
interactions between the magnetic and electric polarization lead to additional
functionalities. Because of their fundamental physical properties, multiferroic materials
hold immense potential for multifunctional applications in data storage, random access
memory, spintronics, filters, attenuators, sensors, and photovoltaic devices [1, 2, 3, 4, 5,
6]. The rare coexistence of ferromagnetic (FM) and ferroelectric (FE) ordering in a
single-phase and their coupling interaction, known as magnetoelectric (ME) effect
provides a wide opportunity for the mutual control and detection of magnetization and
electrical polarization in these materials [7, 8]. However, having multiferroic materials
with ferroelectricity and ferromagnetism in a single phase is difficult [7, 9]. The single
phase magnetoelectric materials reported so far have either too weak coupling at room
temperature or coupling occurs at very low temperature [3, 10, 11, 12]. Among the very
limited members of the multiferroic family, rhombohedrally distorted perovskite
BiFeOs (BFO)has become one of the mosexciting functional materials because of its
multiferroic properties at room temperature (RT), having a high ferroelec tric Curie
point (Tc = 1103 K) and the Gtype antiferromagnetic Neel temperature (T n = 647K) [4,
14]. However, many issues such as crystallinity, leakage property, and volatile nature of
bismuth are needed to be addressed to improve the performance of BiFeDsfor
commercial use. To overcome the scarcity of the multiferroic materials, several
strategies have been taken by the researcher to improve the multifunctionality of
BiFeOs [15, 16, 17]. The composite type artificial multiferroic materials or thin films
nanostructures have generated particular interest because of their stronger
magnetoelectric response [19, 20, 21]. Despite this, the weak magnetic behavior of BFO
limits its multifunctional applications [22]. To improve its magnetic properties, attempts
have been made to develop composite nanostructures with spinel ferrites (AB20,).

Spinel CoFeOs (CFO)is a well-known hard magnetic material, with moderate

saturation magnetization and high coercivity as well as its chemical stability and
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mechanical hardness [23]. However, for more stability CFO nano-hollow sphere (NHSSs)

is preferred to CFO nanopatrticles [24], becauseNHSs have more coercivity compared to
nanoparticles and have suitable value of saturation magnetization. A cracked NHS also
has two active surfaces (inner and outer) for any interaction with other material . In our
case, it plays a crucial role in magnetoelectric coupling. Recently, Soneet etal. reported

an enhancement in the magnetic behavior of BFO by distributing CFO nanoparticles in
its matrix [25]. Wan et al. developed a selfassembled composite thin film of CFOdPZT

that exhibited good magnetic properties [2 6]. Bismuth ferrite (BiFeO3), is considered as
an attractive candidate for a composite partner in a magnetoelectric material, since it is
ferroelectric and has a cycloidal spiral magnetic ordering [27].

Herein, we prepared ferromagnetic CFO nano-hollow spheres by solvothermal
method with different diameter from 170-300 nm. Then we choose 250 nm diameter
CFO NHSs and deposited a ferroelectric layer of BFO with different amount on the
outer surface of CFO nano-hollow spheres by wet chemical method. Both CFO NHSs
and CFO/BFO bilayered NHSs exhibit ferromagnetic behavior at room temperature.
CFO/BFO bilayered NHSs also exhibit RT ferroelectric property. Since both the ferroic
properties are present in the composite material, so we have measured the

magnetoelectric coupling coefficient of CFO/BFO NHSs.

3.2 Experimental

The CoFeO4NHSs with different sizes (170, 200, 250 and 300 nm) aresynthesized by
template free solvothermal method (as described in Chapter 2n detail) . Firstly metal ion
salts, Iron (Ill) chloride hexahydrate (0.819 gm) and Cobalt (Il) chloride hexahydrate
(0.36 gm) and a base, urea (0.53 gm) are dissolved in a mixturef ethylene glycol (20 ml)
and ethanol (10 ml) which are taken in a 2:1ratio. Then the capping agent, oleylamine is
added drop by drop to the solution. The resultant solution is stirred until a clear
homogeneous solution is obtained and poured into a Teflon liner in a stainless steel
autoclave. The autoclave is heated at 200 °C for 20 hours in an oven. Then the as

prepared CoFeO4 NHSs are washed by ethanol and collected after centrifugation. The
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removal of the mother solution is done by heating on a hot plate at a temperature of 80-

90 °C for 30 min.Here we have prepared different size of CoFe2O4 NHSs by controllin g
the amount of capping agent and oleylamine. With an increase in capping agent
amount the size of CoFeOsNHSs will decrease since capping agent prevents the
growth of the nanocrystals. Here we have used 2.5, 2, 1and 0.8 ml deylamine for 170,
200, 250, and 300 nm CoF®4NHSs respectively. The formation of CoFe>O4 NHSs is
based onOstwald ripening mechanism.

Basically at higher temperature urea transform into ammonia and it hydrolyse
and produces hydroxyl groups. These hydroxyl groups interact with cobalt and iron
ions and produce cobalt hydroxide and iron oxide hydroxide as a colloid. Then these
two hydroxides interact with each other and produce cobalt ferrite. Now the formation
of CoFex04NHSs are followed a few steps. First of all "'OQ 0 Uai@ 6 €0 "O nanocrystals
are served as a nucleus and transformed into nancleafs due to their monoclinic and
rhombohedral crystal structure, resp ectively. Since the nanoleafs are extremely nano in
size and thermodynamically unstable so they agglomerate with each other to form
nanosphere and reduce their surface energy. This agdomeration is prevented by
the oleylamine present in the solution mixture and act as a surface stabilizer due to
repulsive force from its hydrophobic carbon chain. So the amount ofoleylamine present
in the solution determines the agglomeration of nano-leafs i.e. the size of the
nanospheres. Now with the increase in time "OQU O&dfid 0 €0 O interact with each
other and produce cobalt ferrite sphere with different shapes of small pores inside it.
These pores are created inside the spheres because of the density @oFeO4 (5 gcnmd) is
higher than the FeOOH (3 gcm3) and Co(OH)2 (3.59 gcms). With an increase in time,
these nanopores increase their size and merge with each other to produce a single large
pore nano-hollow sphere. With further increase in time this outward migration resul ted
to form a cracked hollow sphere. The schematic illustration of the formation mechanism
of CoFeO4 nano-hollow spheres is shown in Fig. 3.1 and the possible chemical reactions

are as follows:
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When a multiferroic material is placed into a magnetic field of magnitude H, a

voltage V developed across the sample surface. Assuming
W Q0 O6&éti OPEDIO O 10 E (3.1)
t — | ¢ Od©O 1O E (3.2)
When a small amount of AC magnetic field Q Qi "Q¢ is superimposed over the DC
magnetic field H, then the total magnetic field: O 'O Qi "Q&.1Smequation (3.1)
becomes,
W O0EETi OPED Qi Q1T PO Qi QET o O Qi QE1 g ©
Qi Q&7 OE
- 0& OWEHQ dQ Y OpgrQO YO ¢TQO Yo
¢ O PQ gQ pHpQO ¢T Q0 ¢t Q0 ocrQOiI Q&7 0O
TQ 1MQ peQO ¢TQO wéd o ¢Q Y QOi @t o
1"Qoéti 0 E 8 (3.3)

Now, the output voltage V out Of the lock in amplifier is

W - Q @gQ pPQO ¢TQ0 ¢t Q0 o0LrQO
——— - — = (1 - —— o% — (34
Now, neglecting the higher order termsin — when — L p
g O (@) O (@)
Ql ¢ O0Oag™©C 10
Q —, (3.5)

e (3.6)

where d s the effective thickness of the sample.
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Fig. 3.3:(a) TEM image of CoFeOs NHSs. (b) STEM image of individual CoFe ;04 NHSs and (c-
e) EDSline scanning of Co, Fe, and O respectively, across theCoFe,04 NHSs indicated in (b). (f)

SAED pattern and (g) HRTEM image of CoFeO4 NHSs.
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The XRD pattern of CoFeO4/BiFeO 3 bilayered NHSs is shown in Fig. 3.4 which
corresponds well with the JCPDS Card no. 030864 and 221086, respectively B0, 31].

This suggests that the bilayered NHSs are largely conssted of two separate crystalline
structures, spinel, and perovskite, without traces of any other impurity phase. The
strong and broadened peaks 0 &%Zand 62.9ttdbgether2 &€ an
with weak and broadened pe3R@sA3.4 and bdPdndidatk e 2 é
the spinel cobalt ferrites with cubic $truct
31.8, 32, 39.9, 458, and 51.8suggest the perovskite bismuth ferrite with

rhombohedral structure.

B:BiFeO3

C(311)

C:CoFe204

Intensity(a.u.)

20(degree)

Fig. 3.4:XRD pattern of CoFex04/BiFeO 3 bilayered NHSs.
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Fig. 3.5: SEM image of (a) 35BFG65CFO, (b) 40BFG60CFO, (¢) 50BFGBOCFO, and (d) 60BFG
40CFO of CoFeO4/BiFeO s bilayered NHSs. EDX spectroscopic analysis of (e) 35BFE&B5CFO, (f)
40BFO60CFO, (g) 50BFG50CFO, and (h) 60BFO40CFO of CoFeO.4/BiFeO ; bilayered NHSs.
Inset of (e,f, g, h) show the corresponding atomic ratio of their elements.
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Structural analysis of CFO/B FO bilayered NHSs is carried out by using FESEM.

Figs. 3.5(a, b, ¢, d) show the FESEM images of all the BO/BFO composite samples.
Here from Figs. 3.5(a, b, c, d)it is clear that the BiFeOzis deposited on the surface
of CoFeO4 NHSs and defined as 35BFQ65CFO (~270 nm), 40BFGGOCFO (~275 nm),
50BFO-50CFO (~280 nm), 60BF&A0CFO (~285 nm) respectively. Figs. 3.5(e, f, g, h)
respectively show their ED AX spectra, which provides us to determine the qualitative
and quantitative analysis of the distribution of all the elements are present in the
composite samples. From EDA X spectra it is clear that all the elements originating from
two components, BFO and CFO, are present in thebilayered composite samples. Here
we have also observed Bi, Fe, Co, and O elements with their expected stoichiometry
composition. Inset of Figs. 3.5(e, f, g, h) show their atomic raio of all the elements
present in the CoFeO4 /BiFeO 3 bilayered composite samples. The singleparticle TEM
images of all the composite nanohollow spheres are shown in Figs. 3.6(a, b, c, d).The
HRTEM micrograph of the 60BFO40CFO NHSs, as shown in Fig. 36(e), demonstrates
the polycrystalline nature of the NHSs with dissimilar orientation of the different
crystallographic planes having different lattice spacing. The calculated lattice spacing is
found to be 0.24 nm which corresponds the (311) crystalline plane of CoFeO4 and the
0.279 nm lattice spacing corresponds the (110) crystalline plane of BiFe®@ The selective
area electron diffraction (SAED) pattern taken from the area covered under the HRTEM
study also clarifies the polycrystalline nature of the Co FeO4/BiFeO 3 NHSs (Fig. 3.6(f)).
To know the elemental distribution over the CoFe 204 /BiFeO 3 NHSs, energy-dispersive
X-ray spectrometry (EDS) line scanning is performed over the hollow sphere diameter
specified by orange lines in Figs. 3.7(a, f, k, p)Figs. 3.7(be, ¢j, |-0, g-t) show EDS line
scanning profile of Bi, Fe, Co, and O respectively, also confirm thesynthesis of

all CoFex0O4/BiFeO 3 composite NHSs.
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Fig. 3.6: Single particle TEM image of (a) 35BFO-65CFO, (b) 40BFG60CFO, (c) 50BFG0CFO,
(d) 60BFO-40CFO CoFeO4/BiFeO 3 bilayered NHS. (e) HRTEM image and (f) SAED pattern of
60BFO-40CFO CoFe04/BiFeO shilayered NHS.
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Fig. 3.7: (a) STEM image of individual

35BFO-65CFO bilayered NHS and (b-e) EDS line
scanning of Bi, Fe, Co and O respectively. (STEM image of individual 40BFO-60CFObilayered
NHS and (g-j) EDSline scanning of Bi, Fe, Co and O respectively. (k) SEM image of individua |
50BFO50CFO bilayered NHS and (I-o0) EDSline scanning of Bi, Fe, Co and O respectively. (p)
STEM image of individual 60BFG40CFO bilayered NHS and (g-t) EDS line scanning of Bi, Fe,
Co and O respectively.
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magnetoelastic coupling between two composite nanostructures. The coercivity (Hc) of

CFO/BFO bilayered NHSs is found to be higher than that of CFO NHSs due to the

presence of foreign atoms on the surface of CFO NHSs which develop steric hindrance
on the movement of magnetization. In the CFO/BFO bilayered NHSs, applied magnetic
field is used to change the magnetization of CFO and the ferroelectric polarization of
BFO through its inherent magnetoelectric coupling as well as through the BFO/CFO
magneto-elastic coupling [35, 36].This may also be a reason for higher coercivity in
CFO/BFO bilayered NHSs.
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Fig. 3.8:(a) Variation of the room temperature M -H hysteresis loops, and (b) Hc and Ms values
of all CoFex04 NHSs. (c) M-H hysteresis loops (inset shows M-H curve of BiFeOs), and (d) Hc
and Msvalues of different composite of CoFe.O4/BiFeO zbilayered NHSs.
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Fig. 3.10 shows the leakage current behavior of the BFO/CFO bilayered NHSs as a

function of their ratios. Here the leakage current increases with increasing CFO
component because of its low electrical resistance property. The effect of this high

leakage curent also observed in the ferroelectric behavior, as shown in Fig. 3.9(a).

-4

10

=== 60BFO-40CFO
=== 50BFO-50CFO
—&— 40BFO-60CFO
=& 35BFO-65CFO

-10 -5 0
E (kV/cm)

Fig. 3.10: Leakage current density of BFO and BFO/CFO bilayered NHSs as a function of
applied electric field.

Jl =

10

3.3.4.Magnetoelectric properties of CoFe0,/BiFeO3bilayered nano-

hollow spheres
The coexistence of the ferroelectric BiFeQ and ferromagnetic CoFe2O4 phases in the
present composite gives rise to a ME effect. The magnetoelectric effect is characterized
by the magnetoelectric voltage coefficient | —. Fig. 3.11(ad) show the variation of
| as a function of applied DC magnetic field, Hgias With an ac magnetic field of
amplitude ~5 Oe and frequency 1 kHz, at room temperature of bilayered nano -

composite materials. Inset of Fig. 3.11(a) also show the variation of for pure BFO.
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The magnetoelectric coupling of different composite material s along with pure BFO is

listed in Table-3.4. It is found that with an increase in BFO component in the nano-
composite the magnetoelectric coupling coefficient increases. The maximum coupling
coefficient is found in 60BFO-40CFO bilayered nano-composite. At Hgias= O, it exhibits
an initial | values of 8.5 mV/cm Oe. | does not change significantly with Haias
| also does not depend on the sweep rate of the DC bias field.

In presence of a small ac magnetic field, with increasing Hpias from zero, the
mobility of the magnetic domain wall in the CoFe 204 is enhanced and magnetically
favored domains grow. At Hpias~1.0 kOe, the motion of domains is the easiest which
causes maximum magnetostriction in CoFe2O4 which in turn develops maximum ME
coupling in the magnetostrictive (CoFe2O4)dferroelectric (BiFeOs) composite through

stressmediated magneticdmechanicaldelectric transformation at the interface [26, 42].

Table-3.4: Comparison of magnetoelectric coefficient of the CoFex04/BiFeO s NHSs.

Sample Magnetoelectric coefficient
(mV/Oe cm)

BFO 0.55
35BFO65CFO 3.35
40BFO60CFO 6.42
50BFO50CFO 7.47
60BFO-40CFO 8.60
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3.4. Conclusions

In summary, we have successfully synthesized spinel phase of pure CoFexO4 nano-
hollow spheres using solvothermal method and spinel/perovskite of CFO/BFO
bilayered nano-hollow spheres by a facile wet chemical method. The concentrations of
BFO in the composite on the magnetic and electric properties of the bilayered system
have been studied in details. The saturation magnetization, coercivity, saturation
polarization and leakage current values have been changed with BFO concentration.
The remnant polarization increases in the composite sample compared to pure BFO
because of the coupling between BFO and CFO component present in the bilayered
composite sample. The studies of electric and magnetic properties indicate excellent
multiferroic behavior of CFO/BFO NHSs. The coexistence of the ferroelectric
BiFeOz and ferromagnetic CoFeO4phases in the nanccomposites give rise to a
significant ME effect. The maximum magnetoelectric coefficient estimated to be ~ | =
8.6 mV/cm Oe at a frequency of 1.0 kHz. These results might be useful to further

understanding and designing new multiferroic nano -composites.
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4.1 Background

Current-induced magnetization (M) reversal is one of the key techniques in spintronics
which were explored widely for metallic or semiconducting materials [1, 2, 3, 4, 5, 6, 7].
In insulating multiferroics, magnetization can be controlled by an electric fi eld (E)
without any major current flow and it would be more interesting and highly desirable
because the current flow in metal or semiconductor materials essentially accompanies
higher energy dissipation. Multiferroics are promising candidates for such an action by
fully utilizing their magnetoelectric (ME) coupling properties.

Orthoferrites have been studied for decades, because of their centrosymmetric
Pnma/Pbnm structure there is no report of ferroelectricity. However, recent reports
suggest not only low-temperature ferroelectricity in Gd(Dy)FeO 3but also room-
temperature ferroelectricity in SmFeO3 [8, 9, 10]. Antiferromagnetically (AFM) aligned
magnetic moments of Fe3*in RFeOzfollow a magnetic transition to a canted
antiferromagnetic state at a temperature ranging from 620 K to 750 K. Because of high
Neel temperature (>600 K) and large magnetic moment in the Fe*side,
RFeQ; compounds show a very good multiferroic behavior at room temperature (RT)
[9, 10, 11, 12]. The sam®rigin of polarization and magnetism is desirable to achieve
large ME coupling [13]. It is reported that the spiral magnets like orthorhombic
RMnO3z (R-Dy, Th, etc.) [11, 12], MnWQOs[13], CoCr:04[14] shows a large ME
coupling. However, these materials show polarization (P) below spiral spin transition
and the value of P is very small (~ 10217 C/ &)nin DyFeOs, because of its gigantic ME
coupling, a small magnetic field could induce a large polarization. At room
temperatur e, i nduced p 01isaobsewer talomgnthe adxis iA
SmFeQ due to magnetic-ordering. Hexagonal ErFeOs thin film also shows polarization
at RT [15].

In general transition metal oxide materials such as FeOs [16], MnFe204 [17],
Mn 304 [18], and MFe2O4 [19], etc, demonstrate excellent photocatalytic property and
fluorescence imaging. Multiferroic materials play a crucial role in digital electronics,

such as spintronics devices, sensors, magnetic data storage devices, transducers,
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actuators, energy storage devices, memory, and logic devices etc [20, 21, 22, 23, 24, 25].

The remarkable photocatalytic and fluorescence properties of Er, Fe based oxides have
driven our interest to study their optical property. In recent years, the multifunctional
material development, we are surprised by the recent findings about multiferroics, such
as BiFeQ nanoparticles [26], BiFeOs microspheres, microcubes, submicrocubes [27],
BiFeOz nanowires [28], cation-doped BiFeOs materials [29], Ca, Mn Co-doped BiFeOs
Nanofibres [30], BizFesTizO21 Material [31], nanoparticulate ErFeOs [32], nanosized Ni*?2
doped ErFeOs[33] as potential candidates for photocatalysis. BiFeO; nanopatrticles [26]
take more than 8 hours to degrade 100% of methyl orange. In case of BiFe®
microspheres, the degradation of congo red is negligible; BiFeOs microcubes degrade
congo red 15% after 3h, whereas it is 40% for BiFe®submicrocubes [27].Ca, Mn, Co-
doped BiFeOs Nanofibres [30] degrade congo red about 60% in 2h in presence of visible
light. Nanoparticulate ErFeOs [32] degrade methyl orange 100% within 180 minutes
while nanosized Ni *2 doped ErFeOs [33] takes about 150 minutes to degrade 100%
methyl orange. But there are no reported multiferroic materials which show
photocatalytic property along with fluores cence behaviour.

In the present work, we prepared ErFeOs (EFO) nanoparticles (NPs) (~200 nm)
by cost-effective and much less time-consuming microwave method anticipating that
size reduction may improve magnetization due to incomplete antiferromagnetic
arrangement and studied their multiferroic properties and magnetoelectric coefficient
(). We did not attempt to prepare ErFeOsz NPs below 100 nm as in that case, thermal
energy could play a significant role in disturbing magnetic and ferroelectric
polarization. From our study, ErFeOsNPs showed ferroelectricity as well as
antiferromagnetism at RT. Antiferro to canted antiferromagnetic transition appeared at
620 K and after 923 K, ErFeQ@is completely transformed to paramagnetic state. Due to
the presenceof ferroelectric and magnetic property, ErFeO 3z NPs also show a significant
value of magnetoelectric coefficient at room temperature. Detailed investigation on the
dielectric properties of ErFeO3 NPs is also performed over a temperature range of 30

300°C and in the frequency range of 101 8 10°Hz.
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We have also reported the development of ErFeO; NPs as a multifunctional

nanoprobe having intrinsic multicolor photoluminescence and excellent photocatalytic
activity, simultaneously. To study the effect of ligand on the properties of ErFeOs, we
solubilized the as-prepared ErFeOs NPs into water by functionalization with disodium
tartrate ligand. For further surface modification approach, we have observed the
emergence of multicolour fluorescence (starting from blue, cyan, green to red) from the
water-soluble tartrate-functionalized ErFeOsz NPs and tried to investigate the
mechanical origin of different fluorescence properties by using different spectroscopic
techniques. It has been found that the origin of multico lor fluorescence is due to the
ligand -to-metal charge-transfer (LMCT) transition from the highest occupied molecular
orbital (HOMO) of tartrate ligand to the lowest unoccupied molecular orbital (LUMO)
of Fe3* or Er3* metal ions in the NPs and f-f transitions (Er3+*). Also, ErFeOz NPs exhibit
excellent photocatalytic property in the degradation of methylene blue (MB) which is

commonly used organic dye in textile industries and a model water -contaminant.

4.2. Experimental

Erbium nitrate [Er(NO 3)3, 5H20], Iron nitrate [Fe(NO 3)3, 9H>0] and Sodium hydroxide
[NaOH] are the chemical reagents used in the present work. All the reagents are of
analytical grade (99.99%) purchased from Sigma Aldrich and used in the preparation
without further purification. Crys talline perovskite ErFeO3 nanoparticles are prepared
by successive microwave processing and further high-temperature calcination. In a
typical process, [Er(NO3)3, 5H20] and [Fe(NOs3)3, 9H20] are respectively dissolved in
double distilled water according to their stoichiometric ratios at room temperature. A
5M solution of NaOH is added drop by drop to the above solution until the pH of the

solution reaches 12. Due to the addition of NaOH, Er(OH)s and Fe(OH)sare
precipitated and it is stirred for another 30 min. Then the reaction solution is placed into
a microwave oven and processed for 3 min until the combustion is completed under 800
W power. It is then cooled naturally to room temperature. The product thus obtained is

washed successively by double distilled water followed by acetone, ethanol and dried
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spectrometer (we used an 8 W UV lamp as the UV light source and a 100 W

incandescent bulb, its optical spectra exactly mimic sunlight having a continuum
throughout the visible region, as the visible light source, from Philips). The initial
concentration of MB is 0.1 mmol with a catalyst (ErFeOs NPs) loading of 6 mmol L -1are
homogeneously mixed for 1 h in a quartz cuvette in the dark, maintaining the pH of the
solution at D3. Then the cuvette is placedD2 cm apart from the light source and the
absorbance of MB in the reaction mixture is measured time to time by the UV T vis
spectrophotometer and the absorption peak at 663 nm is monitored to obtain the
photocatalytic degradation efficiency . We added the same amount of MB to the solution
after every cycle without further addition o f catalyst for the recyclability test.

A JASCO Fourier transformed infrared (FTIR)T 6300 spectrometer is used to
confirm the attachment of tartrate ligand with ErFeO 3 NPs. For FTIR measurement, a
powdered sample is mixed with KBr powder and pelletized. The background correction

is made by using a reference of KBr pellet.

4.3, Results and discussions

4.3.1 Morphology and structural analysis of ErFeQO; nanoparticles

The peaks in the XRD pattern of ErFeQ NPs, shown in Fig. 4.1(a), can be indexed as
orthorhombic space group Pbnm (JCPDS file No. 721281) with the unit cell dimensions

of a = 5.2670 |, b = 5.5810 §[35] The typicar SEM9 3 0
micrograph of the ErFeOsz NPs is shown in Fig. 4.1(b), where the inset shows a
representative energy dispersive X-ray (EDX) pattern. Fig. 4.1(c) shows the HRTEM
image of EFO nanoparticles. The selected area electron diffraction pattern (SAED) is
shown in the inset of Fig. 4.1(c).Fig. 4.1(d) shows the singleparticle TEM micrograph of

a single ErFeQ; NPs. The size of the NPs is found to be quite uniform (~200 nm) in
nature. The calculated inter-planar distance (Fig. 4.1(c)) between the lattice fringe is

about 0.27 nm, which corresponds to the distance between (112) planes of ErFe@NPs.
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Fig. 4.1: (a) XRD pattern, (b) FESEM micrograph and EDAX spectrum (inset), (c) HRTEM
micrograph, SEAD pattern (inset) and (d) single particle TEM micrograph of ErFeO 3 NPs.

The chemical composition of the ErFeOs; NPs is studied by X-ray photoelectron
spectroscopy (XPS). Fig. 4.2(a) shows the XPS spectrum for Er, where the peak of Er
4ds; situated at 170 eV representthe +3 oxidation state of Er in ErFeOz[36]. The Fe 22
and 2p1> peaks (Fig. 4.2p0)) located at 710.9 and 724.7 eV, respectively corresponds to
the Fe3+ oxidation state of iron [37, 38]. Here, no peak at 708.2 eV for F&" is observed
which indicates that the ErFeOs NPs have a single phase with a Fé* valence state of iron
[39]. The O 1Score level peak appears at 531 eV (Fig. 4.2(c)) and can be assigned to the
T2 oxidation st aBrfFeOsNAs. oxygen i n the
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Fig. 4.2:(a-c) The high resolution XPS spectrum of the Er 4d, Fe 2p, O 1s respectively, oErFeOs;
NPs.

4.3.2 Dielectric properties of ErFeO; nanoparticles

Figs. 4.3 andFig. 4.4 show temperature-dependent real (Z% and imaginary parts (Zx) of
the impedance of ErFeOz NPs respectively. Above 100°C all the curves (Fig. 4.3) show
dispersion followed by a plateau region at low frequency. With the increase in
temperature, the dispersion region spreads to a higher frequency regime. The value of
Z%rops off sharply with increasing frequency due to the dielectric relaxation. After 5
kHz all the curves taken at differe nt temperatures merge with each other. Zxvs fcurves
(Fig. 4.4(a)) showthe appearance of peaks at a characteristic frequencymaxabove
1000C. Fig. 4.4(b) shows thefmaxvs T curve and with increasing temperature fmax is
shifted toward higher frequency r e gi o n, indicating a dec
1/ 2n8). The peak value ofZx decreases with increase in temperature indicating loss
in resistive property of the sample. The type of relaxation response in this material can
be found in calculating theactivation energy (E)for dielectric relaxation of
the ErFeOs NPs. Fig. 4.4(c) showsl n i Tscurvé,/wkere the activation energy, E: is

estimated to be 0.92 eV using theArrhenius equation:
b TAGE o -y (4.1)

where fo is the prefactor, E;, the activation energy for dielectric relaxation, T, the

absolute temperature and kg, the Boltzmann constant.
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Fig. 4.3:Real part of impedance for ErFeO; NPs as a function of frequency measured at different
temperatures, inset also shows impedance at higher temperatures.
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Fig. 4.4: (a) Temperature dependent imaginary part (Z9 of impedance as a function of
frequency of ErFeO; NPs. (b) fmax Of ErFEO; NPs as a function of temperature. (c) Arrhenius plot
(fmax vs T) for the relaxation time in the temperature range of 1008300 °C ofErFeOs; NPs.
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Complex impedance spectroscopy [40 is a very well-known technique to get an

idea about the electrical properties of a material using an equivalent circuit model (inset
of Fig. 4.5).In the impedance spectra, a circular/semi-circular arc in the Nyquist plot
arises because of grain and grairboundary effects. In the Nyquist plot, bulk pr operty
corresponds to the higher frequency region and arises due to the parallel combination
of bulk resistance (Rg) and bulk capacitance (Cg), of the materials. Similarly, the low -
frequency one arises due to the parallel combination of grain boundary resi stance Rgp)
and grain boundary capacitance (Cgp) of the materials.

Fig. 4.5 shows the complex impedance spectra Nyquist plot ) of ErFeOs NPs at
different temperatures. With the increase in temperature, the diameter of impedance
spectra decreases becausef an increase in the conductivity of the sample. Since the
impedance spectra are not perfectly semicircle, they are not modeled with a simple
parallel RC circuit [41, 42]. The depressing nature of the impedance spectra confirms the
relaxation process to be non-Debye type. To measure the deviation from Debye
relaxation, it is needed to introduce a constant phase element (CPE) to the capacitoin
the RC circuit. The impedance of CPE is in the form ofZo= (]S} /Q, where Qis a
constant andt is the exponentwhere 0<t <1 describe the deviation from the ideal Debye
relaxation process. Here the impedance data is well fitted with the modeled one. The
value of Ry, Ryb, Cg, and Cgyp are listed in Table-4.1, show that grain boundary resistance

and capacitance are geater than the grain one.
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Fig. 4.5:Nyquist plot of EFO NPs at different temperatures and inset shows equivalent circuit
diagrame.

Table-4.1: The value of Ry, Rgp, Cg, and Cgyp after fitting using RQ circuits.

Temperature Ry Cyg Rgb Cgb
(°C) (kYY) (PF) (MY) (nF)
140 44.20 60 2.3439 0.092
160 32.99 61 1.5764 0.174
180 23.75 62 1.0921 0.211
200 19.11 61.7 0.7829 0.296
220 13.25 63 0.5446 0.372
240 10.74 64 0.3895 0.423
260 7.242 78 0.2546 0.436

Figs. 4.6(a) and (b) respectively represent the reabnd imaginary part of dielectric

constant at different temperatures. Fig. 4.6(c) represents the dielectric lossOAT —)

value with the variation of frequency at different temperatures. The dielectric constant

(E) is calculated by using Mott theory [43],

E= 1ES) #+3)j,E (4.2)
where, R O—O:Q and R ° - —
here,0 —, Cois the measured value of capacitance of a sample, d, the thickness, and

A, the surface area and, R the dielectric permittivity of air. Here the real part (EZ | S)
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represents the stored energy i.e. thedielectric polarization and the imaginary part

of dielectric constant (E z () iS associated with dissipation energy of the system. With
increase in temperature the dielectric constant and dielectric loss increase very rapidly
specially at low frequency region. At higher temperature the movement of charge
carriers increase and comparable with the frequency of applied electric field. So they
easily hop out at the low energy side leading to increase in net polarization and higher
dielectric constant. But, at high frequency, the charge carriers lag behind the applied
electric field. This leads to a decrease in dielectric constant.Again from Table -4.1, we
can say that the capacitance of grain boundary (nF) is greater than the grain (pF)
interior one, so the charge carriers are easily accumulated at the lower frequency grain

boundary region.

Dielectric loss (tand)

100 100 100 100 10

f (Hz)
Fig. 46:Fr equency depeZadean dea hofdieldcmc)osE(tan &) of ErFeOs; NPs
with different temperatures.
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Electric modulus, defined as the inverse of relative permittivity, can be an

important tool for analyzing dielectric behaviour of insulating materials especially at
high temperatures. In terms of the complex dielectric constant (E), the complex electric

modulus (M) is calculated as [44
- B - O éa (4.3)
where, - ——, Ve

The frequency-dependent complex electric modulus (M2 with different
temperatures is shown in Fig. 4.7(a) which exhibits broad and asymmetric peaks an
indication of non -Debye type relaxation process. With the increase in temperature, the
relaxation peaks are shifted towards the higher frequency because of the thermally
activated relaxation process.

The electric modulus (M*) can be represented in terms of Fourier transform of a

relaxation function «(t) [44]

0 0 p . A@BH 0 —0QO0 (4.4)

Here the stretched exponential function «(t) is taken as KohlrauschdWilli amsdWatts

(KWW) function [45 , 46]
no Agb — (4.5)

where fm is the conductivity relaxation time and the exponent a indicates the deviation
from the ideal Debye-type relaxation. For experimental data fitti ng, we apply Bergman

[47] suggestion about KWW function defined as,

08 (4.6)

here M zmaxrepresents the peak value of theMzand Smaxis the corresponding frequency.
The experimental data are fitted well using the above equation (4.6) (solid lines) as
shown in Fig. 4.7(a). The values ofa obtained from the fitting at different temperatures
are shown in Fig. 4.7(b) and it is found to be less than 1, which also suggests that the

relaxation process in our material is non-Debye type.
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Fig. 4.7: (a) Complex modulus (M2 plot at different temperatures; the solid lines are the
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To get an idea about the conduction mechanism of ErFeG& NPs, we have
measured the frequency-dependent conductivity at various temperatures (30 - 300 °C)
and are shown in Fig. 4.8(a). The whole graph can be divided into two regions, the low -
frequency dc flat region and high-frequency ac exponential component. The
conductivity in the high -frequency region is just the fingerprint of hopping
conductivity, but in the low frequency region the electric field cannot disturb the
hopping conduction mechanism because of jumping relaxation.

The phenomenon of conductivity dispe8fsion is
., 1RY , Y & 7Y (4.7)

here, Ric is the dc conductivity of the material, A is material dependent and n is a
temperature-dependent parameter, where 0 < n < 1 depending on the mechanism of
conduction. From the curves of | o gVvsR according to Joawduesher 0s
for different temperatures are shown in Fig. 4.8(b). Here exponentn decreases with
increasing temperature and follow correlated barrier ho pping (CBH) conduction model

[49, 50]. According to CBH model, charges are transported between two localized states

due to hopping over the potential barriers. Here in perovskite materi al the oxygen

vacancy is an unspoken defect because the sample is prepared by high temperature

Page| 109



Chapter 4

calcination. This oxygen vacancy serves as a donors conduction electron through Fe2

=Fe*3+e transformation. Inset of Fig. 4.8(a) shows the dc conductivity (low frequency)

region at different temperature which can be expressed by Arrhenius equation:

” » 'Q (b h '?'Q "Y (48)

wh e r © EqscRespectively represent the pre-exponential constant and activation energy
of conduction. The calculated value of activation energy is ~ 0.85 eV, which is

comparable with that calculated from impedance data.

1 300°% 0.94
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Fig. 4.8:(a) The ac ¢ o n d u cab);ilnsét shpws (thR dc conductivity vs 1000/T and (b)
Temperature dependence ofn of EFO NPs.

4.3.3 Magnetic properties of ErFeO; nanoparticles

For strong evidence of multiferroic property, we performed M-H, P-E and
magnetoelectric coupling measurements on the EFO nanoparticles at room temperature
(RT). The field cooled (FC) and zero field cooled (ZFC) M-T curves with 100 Oe applied
field are shown in the inset of Fig. 4.9(a). With the decrease in temperature from RT,
there is a spin reorientation takes place on the Fes3 sites because of anisotropy produced
by the Er+3 cations [51]. The moments of the rare-earth ions and the Fe ions become
equal and opposite at a particular temperature, called compensation point, where net

magnetization is zero. On further decrease in temperature, magnetization increases due
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to higher magnetic moment of Er *3with respect to Fe*3. Fig. 4.9(a) showsM-H hysteresis

loops at RT, 120, 80, 10 and 5 K. At RT, magnetization changes lineayl with the
magnetic field, a typical behavior for the antiferromagnetic arrangement of the Fe 3+
magnetic moments [52, 53]. However, at 5 K, s-shaped magnetization curve confirms
the weak ferromagnetic (FM) nature, as discussed earlier, because of higher difference
of antiparallel magnetic moment of Er+3 (9.591s) and Fe3 (5.9.), which is gradually
enhanced with decreasing temperature. Similar properties are also exhibited by other
oxide samples [54, 55].

Inset of Fig. 4.9(b) shows the (high) temperature dependence of magnetization of
ErFeOsz NPs in the presence of a magnetic field,H = 1 kOe. A canted antiferromagnetic
nature is observed within the temperature range of 620 K (Tm1) and 894 K (Tm2). Anti-
ferromagnetic and paramagnetic behavior is observed below and above this range
respectively. Fig. 4.9(b) shows theM-H curves at 300, 761 and 953 K which corresponds

to different region of high -temperature M-T curve.
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Eo 5 —e—T=761K
404 S 100 Oe ' —T=953K
)
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Fig. 4.9:(a) (Low) Temperature dependence magnetization measured in external field of H =100
Oe and family of hysteresis loop. (b) High temperature magnetic hysteresis loop measured in
three different region, of the ErFeOs NPs, (High) temperature dependence magnetization
measured in external field of H=1 KOe.

4.3.4 Ferroelectric properties of ErFeO; nanopatrticles

The room temperature P-E hysteresis loop of ErFeO; NPs is shown in Fig. 4.10(a) with
Pmax = 4.5 uC/cm?2 at a frequency of 50 Hz. Fig. 4.10(a) and (b) show stable and

Page| 111



Chapter 4

repeatable RE hysteresis loop at room temperature with remnant polarization and

coercive field, larger than that of ErFeOs thin film [34]. From Fig. 4.10(a) it is clear that
the polarization value increases gradually with increasing applied electric field. But
after attaining the maximum value of polarization it decreases gradually because of the
time delay between the polarization and the electric field. This type of unsaturated P-E
hysteresis loop is reported earlier [56]. Here ErFeOs NPs show improper saturation
polarization and concave curve, thereby indicating the presence of intrinsic
ferroelectricity in this sample [5 7].

In the case of rareearth orthoferrites, three exchange interaction (Re3*- Re3+, Re3+-
Fe3*and Fe3+-Fe3t) play a crucial role in magnetic ordering. Out of three, Re3+-
Re3*exchange interaction happens at very low temperatures [58]. Fe3+-Fe3+ interaction
basically happens at high temperature and determines the antiferromagnetic ordering
[59]. The Fe*-Fe3* exchange interaction is more important. Here the Fe+-O-Fe3+ bond
angle is close to 144[60]. This Fe3*-O-Fe3* super-exchange interaction contributes an
AFM ordering with a weak FM component. An antisymmetric Dzyaloshinskii -Moriya
(DM) exchange interaction (Di. Sx §) (where Diis the exchange interaction intensity,
Sand Sare two nearest spins) is attributed to the weak FM component between
adjacent spins and introduced spin-orbit interaction. As a result an electric

polarization P ~ g; x (S x §) is produced due to local crystal anisotropy [61, 62, 63, 64].
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Fig. 4.10: (a) P-E hysteresis loop, (b) saturation polarization and remnant polarization and
(inset) coercive field with applied voltage. (c) Variation of magnetoelectric coefficient of ErFeQ;
NPs with applied DC magnetic field at a constant frequency, f= 1500 Hzof H s (20 Oe)
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4.3.5 Magnetoelectric properties of ErFeO; nanoparticles

In addition to the coexistence of ferroelectric and magnetic order in this multiferroic,
their coupling, expressed by | we, is also required for device applications. The value of

the magnetoelectric coefficient is determined using the formula ,
= —— (4.9)

where d is the effective thickness of the sample (in the form of the pellet). A small ac
magnetic field, Hac produced by a Helmholtz coil is superimposed to a DC magnetic
field, Hae. The voltage developed across the sample surfaces\{ou) duo to the ME effect
is measured by a lock-in amplifier in the presence of diff erent DC magnetic field within
15 kOe. The| me is measured with Hac~20 Oe at a frequency off ~ 1.5 kHz in presence
of Hgc varying within 5 kOe and is shown in Fig. 4.10(c). The maximum | ve ~ 9.2
mV/Oe cm is obtained near Hgc~ 1.0 kOe. The behavior ofthe ME coefficient with
applied DC magnetic field is similar to the other reported results [6 5, 6. The maximum
ME coefficient is higher than those reported earlier for CoFe>040BaTiO3z composite
(3.0081 to 5.5886 mV/cm Oe) [6], (BiFeOs)1 0(BaTiO3)x(2.17 to 2.53 mV/cm Oe) [6§],
Bi1 5 xNd xFeOs solid solutions (0.7 to 2.75 mV/cm Oe) [66], CoFe040BaTiOs coredshell
structure (3.4mV/cm Oe) [6 6] and smaller than those reported in ref [65, 69.

4.3.6 Photocatalytic property of ErFeOs; nanoparticles

ErFeO: NPs have been showed wonderful photo-catalytic properties towards the
degradation of methylene blue (shown in Fig. 4.11(a)), a commonly used dye in textile
industries and a model water -contaminant, upon UV irradiation at pH ~ 3. As a typical
organic contaminant, MB is stable under UV irradiation since after 90 min without
ErFeOs NPs, the degradation of MB is less than 3% (Inset of Fig. 4.11(b)). However, with
ErFeOs NPs as a photocatalyst, 100% of MB is decolorizing after 90 min (shown inset of
Fig. 4.11(3) under UV irradiation. Here, we have also found that the photodegradation
of MB in the presence of ErFeQ NPs takes place almost exponentially with time
following first -order rate equation with a kinetic rate constant (k) 8.7 x 16 min-1. We

have also verified the reusability of the catalyst, in the degradation of MB by adding the
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same amount of MB into the reaction mixture every 90 min for up to 5 does, keeping the

catalyst concentration fixed (without any addition of extra catalyst after the 1 st cycle),
and measured the MB decomposition rate of the different cycles by tuning the decrease
of MB absorbance at 663 nm using U\tvisible spectroscopy. Fig. 4.11(b) shows the
relative concentration of MB versus time, up to 5 consecutive cycles, which ensure the
reusability of ErFeO3 NPs catalyst with an almost compatible degradation rate.

On the basis of the above experimental results, a possible mechanism for the
enhanced photocatalytic degradation of MB by the EFO NPs photocatalyst is proposed
as follows: The electron and the hole are generated in the conduction and valance band
of EFO under UV light irradiation, respectively (equation 4.10). The photo induced
conduction electron (Q ) transfers from EFO NPs to the surface of the photocatalyst
could capture the adsorbed O, and reduced it to 68 superoxide radical (equation 4.11).
Now, the superoxide radical reacts with the MB and forms a colorless solution which
signifies the complete degradation of MB which is shown in equation 4.12. On the other
hand, the formation of the hole in the valance band also takes part in the reaction to
degrade MB. The photo-generated holes (Q ) can transfer to the photo-catalyst surface
and also react with the H20 which is present in the reaction medium to form hydroxyl
free radical ('Q39. Formation of hydroxyl free radical leads the degradation of MB by
reacting with this blue coloured dye and forms the colourless solution, shown in
equation 4.14. The proposed photocatalytic mechanism of EFO NPs for MB degradation

could be described as follows:

01 BQ Qo Q O (4.10)
Q 0 o (8 (4.11)
08 06001 & Qaudax & &i i (4.12)
Q00 ° At O (4.13)
'OF 060 01 & Qada & @i i (4.14)
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Fig. 4.11: (a) UVTvis spectral changes of aqueous solution of methylene blue (MB) in the
presence of ErFeO; NPs with time, under UV irradiation. (Inset shows after 0 min and 90 min
irradiation), (b) Reusability of ErFeOs; NPs in the degradation of MB under UV light irradiation
of wavelength 253 nm over five cycles (Inset shows comparative rate of degradation of MB
alone and in the presence ofErFeO; NPs under UV irradiation ) in UV -vis spectroscopy.

To confirm the attachment of tartrate ligand to the surface of the nanoparticles,
we used a FTIR spectroscopy. The FTIR spectra of bare ErFefINPs and T-ErFeOz; NPs
along with Na tartrate alone are shown in Fig. 4.12. The specific region shows the
characteristic vibration of FeO stretching bond and Er-O at 571 cm! and 481 cm?
respectively [31, 32]. These two MetaldOxygen peaks are not arising separately after
surface modification, which proves that the effective surface modification of ErFeO 3
NPs has taken place upon interaction with tartrate ligands. |n case of tartrate, two
sharp peaks arising at 1066 and 1112 cri are due to the COOH stretching modes [33],
and peaks at 1411 and 1622 crh are attributed to symmetric and asymmetric stretchin g
modes of the carboxylate groups (COO) of tartrate, respectively [70]. In the case of
functionalized ErFeO 3 NPs, all the characteristic bands are perturbed significantly in the

functionalization process.
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Fig. 4.12:FTIR spectra of asprepared ErFeOsand T- ErFeOs; NPs along with Na -tartrate alone.

4.3.7. Fluorescenceproperty of ErFeO; nanoparticles

To study the effect of ligand on the properties of ErFeOs, we solubilized the as-prepared
ErFeOs NPs into the water by functionalization with disodium tartrate ligand. Up  on
functionalization with tartrate ligand, ErFeO 3 NPs exhibit a distinct broad absorption
band ranging from 290-430 nm in UV-vis spectroscopy which is shown in Fig. 4.13.
Since the tartrate does not show any absorption peak in UV-vis spectroscopy, the
broadband at pH ~ 7 is clearly due to the ligand-to-metal charge transfer (LMCT)
transition from the tartrate to the metal surface of Er 3+ and Fe3* ions [71]. At pH ~ 7, all
the tartrate ligands do not exhibit in its anionic form. To get a free anionic form of all
tartrate ligands for better LMCT transition, T -ErFeOs NPs further modified by heat
treatment at ~70 °C for 15 hours after maintaining the pH~12 of the solution through
dropwise addition of NaOH solution. At this pH, the broad absorption peak splits into
distinguishable peaks in case of fl. modified T-ErFeOs NPs, probably due to the
enhancement of LMCT and f-f transition. The fl. modified T -ErFeOz NPs is found to

exhibit absorption peaks at 312, 364 and 431 nm, indicating the significant changes in
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the surface of the NPs after functionalization with tartrate ligand. After getting the

absorption peaks of fl. modified T -ErFeOs NPs, we carried out their excitation and

emission study in fluorescence spectroscopy.
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Fig. 4.13: UVT vis absorption spectra of tartrate, ErFeO; NPs, Ti ErFeO; NPs and fl. Modified
T1 ErFeOs; NPs. Inset exhibits the photographs of aqueous Tl ErFeO; NPs solution under visible
(image 1) and UV light (image Il) respectively.

Fig. 4.14(a) shows the normalized emission spectra of fl. modified T-ErFeOs NPs
at 403, 491 and 556 nm upon exciting at 312, 364 and 431 nm respectively. The
fluorescen®e d@Aknmtupon exciet=i32qm,tispebatdya mp| e
due to the charge-transfer transition from the highest occupied energy level of the
tartrate ligand to the lowest unoccupied energy level of Er 3+ and Fe3*ions. The origin of
another two emission peaks at 491 and 556 nm is due to the f transitions involving
41526 4132 and 4152 B 4112 transitions respectively [72]. However, these transitions are
purely for Er 3+ (f11). There is no possibility of d-d transition for Fe3+* (d®) due to spin and
laporte forbidden according to the selection rules for electronic spectra but the
fundamental selection rules are not so longer valid for rare earth elements since the

high atomic number of Er 3+ induces a decrease in éctrostatic interactions [73, 74, 79].
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Corresponding normalized different excitation spectra at 312, 364 and 433 nm is shown

in Fig. 4.14(b). Different excitations of T-ErFeOs NPs arises multicolor fluorescence like
blue, green and red upon excitations in the range of 343380, 450490, and 515560 nm
using different filters is evident from Fig. 4.14 ((c) -(e)).

( a) (b) Aem=403 nm
403 491 556 312 364 Aem=491 nm
> Aex= 312 nm :
Z’ Lex= 364 nm gx l Aem=556 nm
:g Aex= 431 nm é
: :
& a
= £
=] Pt
“ Z

400 500 600 700 800 300 350 400 450 500
Wavelength (nm) Wavelength (nm)

(e)

Aoy = 340-380 nm Aoy = 450-490 nm Ao = 515-560 nm

Fig. 4.14:(a) Normalized steady T state fluorescence emission spectra at three different excitation
wavelengths of 312, 364, and 431, (bNormalized steady T state fluorescence excitation spectra at
different emission wavelengths of 403, 491, and 556 nm of fl. Modified TT ErFeOs NPs.
Fluorescence microscopic images of the same NPs powder under (c) UV, (d) blue and (e) green
light irradiations. The scale bars in all the images are 500 m.
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4.4. Conclusion

We have prepared ErFe®; NPs by microwave method and studied their multiferroic
properties and magnetoelectric coefficient at room temperature (RT). ErFeOs NPs also
shows weak ferromagnetic at low temperature and room temperature ferroelectricity.
Dzyaloshinskii -Moriya exchange interaction between Fe ions induced by the spin-orbit
interaction, which reflects the local crystal anisotropy are the origin of fer roelectric
polarization. ErFeOs shows a high Magnetoelectric coefficient. After successfully
analyzed complex impedance, modulus spectra and fitted with the equivalent circuit
diagram it is clear about the contribution of grain and grain boundary to the el ectrical
response of the material. The imaginary part of electric modulus is fitted by using
Kohlrausch dWilliams dWatts (KWW) function and find out the stretched exponent (0.3<
a < 0) vwh&h confirms the relaxation method is non -Debye type. The conduction
mechanism of ErFeOsNPsis analyzed byusingJ onscher 6 s power | aw an
component (0.6<n<0.75), which follow the correlated barrier hopping (CBH) model.
More importantly, we show that ErFeO 3NPs are a new class of multiferroics.

We have also modified the surface of ErFeOs NPs with disodium tartrate
dihydrate ligand gives the opportunity for studying their surface electronic structures
of 4f metals. Using the spectroscopic technique, we have tried to investigate the optical
property of our modi fied NPs. We have also explored the origin of multicolor
fluorescence of 4f metals through LMCT transition from the tartrate ligand to the lowest
unoccupied energy level of Er3*ions and f-f transitions over Er present in the NPs. We
have also demonstrated the excellent catalytic activity of ErFeO3 NPs for degradation of
MB, a model water contaminant under UV light. We hope that the explore of
multifunctional T -ErFeOs NPs will open up a new door for bio -imaging, drug delivery,

and wastewater treatment.
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5.1 Background

The coexistence of ferroelectric and magnetic dipoles in multiferroic and

magnetoelectric materials holds immense promise for potential applications in sensors,
data storage, and novel spintronics devices [1, 2, 3].However, there are few multiferroic
materials having coexistence of ferromagnetic and ferroelectric properties in the same
phase. Therefore, the pursuit of the novel multiferroics, where these two phenomena
are mutually coupled, is of significant scientifi ¢ and technological concern [4, 5]. In
Type-Il multiferroic materials, the coupling between the electrical and magnetic
ordering coexists and they have the same origin, where ferroelectricity is caused by an
unusual magnetic order. However, the compounds or semiconductors having
perovskite structure have been found to exhibit spontaneous magnetic and electrical
ordering in the same phase, where both the polarization and magnetization can be
switched by an applied electric and magnetic field, respectively [5, 6, 7]. Generally,
multiferroicity has been found to exist in perovskites at low temperature, where the
polarization values are low [6, 7]. Hence, the quest for high-temperature multiferroics is
still very challenging. Among various approaches adopted, do ping of metal ions and
fabrication of various nanostructures help to improve the coexistence of the magnetic
and electrical properties of the perovskites at room temperature [8,9]. Recently, the
multiferroic properties of the different double perovskites h ave attracted considerable
attention [10, 11]. Among them bulk Y 2NiMnO ¢ (YNMO) have been found having low
Curie temperature and E-type antiferromagnetic (AFM) ordering [12].

In general, redox active transition -metal oxide (TMOSs) such as RuQ®,, FeOs, ZnO,
TiO2, NiO, MnO 2, SnQ,, CuO, Co304, WO4, V205 etc. [13, 14, 15, 16, 17, 18, 19, 20, 21, 22,
23, 24, 25] have demonstrated high specific capacitance, fast and excellent reversible
faradic reaction. Multiferroic oxide materials play a crucial role in digital electronic
materials industries such as memory devices, actuators, transducers, spintronics
devices, magnetic data storage media, sensors, logic devicesnd so on [26, 27, 28, 29].
The remarkable supercapacitance property of Mn, Ni and Y based oxides have driven

our interest to study their complex oxide, double perovskite Y:NiMnO e, a newly
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emerged multiferroic material [29]. In the present era of developing multifunctional

materials, we are inspired by the recent findings of multiferroics such as BiFeO3 thin

film, nanorod, and nanoflake, BiMn >2Os nanoparticles to be potential candidates for
Supercapacitors (SCs) electrodes [30, 31, 32, 33, 34]. The specific capacitance
BiFeOs nanoflake is 72.2 Fgt at a current density of 1 Ag-1 and sharply falls to 36.3 F g
1 at a current density of 5 Ag-1. This indicates that only 50% of capacitance was retained
as the current density increased from 1 Ag-1to 5 Ag-1[31]. Electrodeposited BiFeQs thin

film showed a comparable specific capacitance of 81 Fg [30]. However, till date, there

is no report in the literature about the electrochemical properties of Y2NiMnO .

In this work, we have fabricated and studied the multiferroic and
supercapacitive property of the Y2NiMnO ¢ nanowires (NWSs), prepared by the
solvothermal route. The unique one dimensional (1D) morphology and high aspect
ratio of the NWs provide ample opportunity to tune the multiferroic property of the
Y2NiMnO s compound. Although the Curie temperature of the Y 2NiMnO ¢ NWs is ~ 50
K, the NWs are found to exhibit unexpected weak ferromagnetism and ferroelectric
ordering at room temperature. Here, we have explored the fundamental physics behind
the mutual coexistence of ferromagnetism and ferroelectricity at room temperature.
Comparing the results of the bulk Y 2NiMnO e with that of the Y >NiMnO s NWs we
demonstrate that the surface spin and the surface charge polarization is responsible for
the unusually high temperatur e multiferroic property of the NWs. It is found that the
spontaneous ferromagnetism and ferroelectricity are mutually coupled and they have
the same origin.

Here, we have also reported the electrochemical properties of Y2NiMnO s bulk
and nanowires. Y2NiMnO ¢ bulk exhibiting specific capacitance of 17.4 Fgl, the energy
density of 0.197 Whkg, the power density of 7.81 Wkg-1 and 85% retention efficiency
after 1800 cycles. Moreover to improve the supercapacitance property, due to enhanced
surface area and beter charge transportation at nano-scale, the NWs show superior
electrochemical properties having a specific capacitance of 77.76 &2, the energy density

of 0.98 Whkg-1, the power density of 19.27 Wkg-1 and retention of 70.17% efficiency after
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1800 cyclesWe hope that our newly developed synthesis strategy and supercapacitance

of Y2NiMnO s NWs will open up the applicability of this material in the area of energy

storage devices.

5.2 Experimental

Single-phase polycrystalline Y>NiMnO ¢ NWs are fabricated by the solvothermal route.
Y(NO3)3.6H20, Ni(NO 3)3.6H>0 and C4sHeMnO 4.4H20 are dissolved in equal weights in
40 ml DI water. A 5M 10 ml solution of NaOH is added drop by drop to the above
solution to adjust the pH of the solution to 12. After the addition of NaOH the
precipitation of mixed Y(OH) 3, Ni(OH) 2 and Mn(OH) > took place. The mixture is stirred
for 30 minutes and then transferred it into a Teflon -lined stainless steel autoclave. The
autoclave is tightly sealed and then heated at 200°C for 24 hours. The product thus
obtained is washed successively in DI water, acetone and ethanol and dried at 70°C for
another 24 hours.

The bulk powder of polycrystalline Y2NiMnO s is prepared by the sol-gel method.
High purity Y(NO3)3. 6H20, Ni(NO 3)3.6H20 and CsHsMnO 4. 4H20 are dissolved in DI
water in equal weights according to their stoichiometric ratios, followed by constant
stirring of the mixture for about 30 minutes at room temperature. The citric acid is
added to the solution with a 2:1 molar ratio with respect to metal ions under constant
stirring. Afterwards, the solution is heated at 150 9C until a thick solution is formed and
then the thick mixture is calcined at 1000 °C for 12 h to prepare the powder sample.

The phase and structure of the samples are investigated by Xray diffraction
(XRD) using CuKar adi ati on (Panalytical , Fieldogmagioh
Scanning Electron Microscope (FESEM)(FEI QUANTA FEG -250) and High -Resolution
Transmission Electron Microscope (HRTEM) are used to study the morphology and
particle size of Y2NIMnO ¢ NWs. Elemental analysis is performed from energy
dispersive X-ray (EDX) spectrum. Superconducting Quantum Interference Device
(SQUID) is used for magnetic measurements while ferroelectric measurements

(inherent electric polarization) are carried out using a high precession P-E measurement
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0 -6opw® (5.2)

0 — (5.3)

where E (Whkg1), P (kWkg1), Csp (Fg1), GV (V), and G§ (s) are the energy censity,
power density, specific capacitance, potential window of discharge, and discharging

time, respectively. The alternating current (AC) complex impedance is measured in the
frequency range from 10 mHz to 10 kHz at the amplitude of the AC signal of 5 mV. The
average mass loadings densities of ¥NiMnO ¢ bulk and NWs on Ni foam are 3 and 2.5

mg cm' 2, respectively.

5.3 Results and discussions

5.3.1 Morphology and structural analysis of Y,NiMnO ¢ nanowires

The XRD pattern (Fig. 5.1(a)) indicates the single-phase polycrystalline monoclinic
structure of the Y2NiMnO s NWs with P2/n space group [6, 36]. Fig. 5.1(b) shows the
FESEM image of the asprepared Y2NiMnO s NWs. The diameter of the NWs is found to
be quite uniform (~200 nm) in nature. Fig. 5.1(c) shows the energy dispersive X-ray
(EDX) spectra of YNMO NWs, which confirm all the elements are present in the NWs.
Transmission electron microscope (TEM) image of a single Ya2NiMnO ¢ NW, shown in
Fig. 5.2(a), again clarify the uniformity in the diameter of t he NW. The representative
high-resolution TEM (HRTEM) micrograph of the NW, as shown in Fig. 5.2(b),
demonstrates the polycrystalline nature of the NW with a dissimilar orientation of the
different crystallographic planes having different lattice spacing. The lattice spacing
between the (012) and (112) crystalline planes has been measured as 0.31 and 0.26 nm,
respectively. The selective area electron diffraction (SAED) pattern taken from the area
covered under the HRTEM study also clarifies the polycry stalline nature of the NWs
(Fig. 5.2(c)). Fig. 5.2(d)(g) represent the energy filtered TEM (EFTEM) micrographs of a
single Y2NiMnO s NW, where the colour mapping of different elements present in
Y2NiMnO s shows a uniform distribution in the body of the NW, which again confirm s

the successful synthesis of the NWs.
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Fig. 5.1:(a) XRD pattern, (b) SEMimage and (c) EDX spectroscopic analysis of ¥NiMnO s NWs.
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Fig. 5.2:(a) TEM, (b) HRTEM micrographs and (c) SAED pattern of the as prepared YoNiMnO ¢
NWs. (dog) EFTEM micrographs of the Y2NiMnO ¢ NWs.

The chemical composition of the asprepared Y:NiMnO s NWs has also been
studied by x-ray photoelectron spectroscopy (XPS). In the asprepared NWSs the
Y3dspand Y3ds2 doublet peaks appear at 156.5 and 158.5 eV, respectively, which
indicate the +3 oxidation state of Y in Y2NiMnO ¢ [37] as shown in Fig. 5.3(a). Fig. 5.3(b)
shows the XPS spectrum for the Ni, where the peaks of Ni 2 P3» and Ni 2Py situated at
855.5 and873.4 eV, respectively, represent the divalent (+2) state for Ni in Ya2NiMnO ¢ [6,
7]. The broad peak around 862 eV is a satellite peak related to Ni P35, again indicating
+2 oxidation state of Ni in the compound [37]. In the XPS spectrum of Mn (Fig. 5.3(c))
the positions of the characteristics peaks of Mn 2Ps3.and Mn2Py have been found
at 642.2 and 653.4eV, respectively, correspond to the tetravalent (+4), the oxidation state
of Mn in the NWs. The XPS spectrum of O 1s core level, as shown in Fig. 5.@1), shows a
sharp Gaussian peak centred on 529.7 eV

oxygen in the Y2NiMnO s NWs [38].
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Fig. 5.3: XPS spectra of (a) Y3d, (b) Ni2p, (c) Mn 2p and (d) O 1s core levels of the 2NiMnO ¢
NW s.

5.3.2 Magnetic properties of Y2NiMnO g nanowires

Y2NiMnO ¢ NWs have been found to exhibit interesting magnetic properties. The
variation of magnetization as a function of temperature under both zero field cooled

(ZFC) and field cooled (FC) condition, measured at 1 kOe of the applied field are shown
in Fig. 5.4(a) for the NWs and bulk Y2NiMnO . The sharp change of theFC and ZFC
curves at a particular temperature indicates the ferromagnetic transition. The
ferromagnetic Curie temperature ( Tc) calculated for bulk and NWs of Y2NiMnO ¢ are 91
and 50 K, respectively. TheTc for the NWs has been found to be considerably lower

than that of the bulk Y 2NiMnO . However, both the NWs and bulk Y 2NiMnO ¢ exhibit
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ferromagnetism (FM) at 4 K, as shown in Fig. 5.4(b). The ferromagretism in the

Y2NiMnO s bulk and NWs samples indicates strong coupling among the dipoles at
temperature below Tc. Fig. 5.4(c) shows the magnetization versus magnetic field (M-H)
hysteresis curves for the Y2NiIMnO ¢ NWs at different temperatures, below and well
above Tc. It is evident that Y2NiMnO s NWs exhibit weak FM above Tc. The saturation
magnetism is found to decrease with increase in temperature as expected. Fig. 5.4(d)
compares the M-H curve of the bulk and NWs of Y 2NiMnO ¢ at 300 K. It is evident that
at 300K, the bulk sample exhibits strong paramagnetic behavior whereas the NWs still
show weak ferromagnetic signature.

Y2NiMnO 5 is demonstrated as an E-type antiferromagnetic (AFM) material with
BBbb spin structure because of t FeandMap[6,r exch
12]. From the XPS experiment, we also have evidenced the presence of N#* and Mn4+in
Y2NiMnO . However, very interestingly the magnetic measurements indi cate definite
ferromagnetic characteristics of the Y2NiMnO ¢ NWs and bulk with specific Tc. It is
reported that t he TBNBVMNO ¢onlpaxisis aszero magretic fiedd andn Y
this AFM spin order can be destroyed with the applied magnetic fields [6]. Therefore,
we propose that, below Tg, the AFM ( BBbb) spiMmOshave beeng e me r
transformed into ferromagnetic ordering under the applied magnetic field and this is
the reason behind the FM of NWs and bulk structure of Y 2NiMnO ¢ below Tc. However,
most surprisingly, Y 2NiMnO ¢ NWs shows weak FM above Tc, whereas the bulk
Y2NiMnO 6 structure is found to exhibit purely paramagnetic ordering beyond Tc. This
type of unexpected room temperature (RT) FM is reported for nanostructures of
different antiferromagnetic oxides [8, 9, 39]. The RTFM for such oxides could have
different origins as demonstrated in different reports. However, in the present study,
the unusual RTFM in Y2NiMnO s NWs is attributed to the surface spins, which are
expected to dominate because of their lower coordination and uncompensated
exchange couplings in nanostructures [40, 41, 42, 43]. Moreover, in 1D nanostructures
like NWs the concentration of surface electron is significantly higher because of the

large surface area and high aspect ratio of the NWs. Now, an applied magnetic field can
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orient the surface spins and the interaction among the uncompensated surface spins

lead to the ferromagnetic ordering in the NWs [42]. Therefore, the surface electron spins
or spins of the space clarge are responsible for the high-temperature FM in Y 2NiMnO ¢
NWs whereas such spin coupling is weak for the bulk sample because of its low surface
area and hence the bulk Y2NiMnO ¢ shows paramagnetism at high temperature (above
To).

60
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Fig. 5.4: (a) Variation of magnetization as a function of temperature under ZFC and FC
condition for the Y 2:NiMnO s NWs and bulk samples measured in magnetic field of 1KOe.
Magnetization versus magnetic field hysteresis loops for the (b) Y2NiMnO ¢ NWs and bulk at 4
K, (c) Y2NIMnO ¢NWs at 4, 45, 80, 100, 200 and 300 K and (d):MiMnO ¢NWs and bulk at 300 K.

5.3.3 Ferroelectric properties of Y>2NiMnO ¢ nanowires

More clear understanding of the origin of unusually high temperature ferromagnetic

behaviour of Y2NiMnO ¢ NWs can be obtained from the study of the ferroelectric
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property of the sample. Recently, it is reported that the magnetic order can build up

weak ferroelectricity and vice versa [4, 44]. The above dudies indicate that the magnetic
order and electric polarization likely to be mutually coupled and seem to have a similar
origin [3]. Hence, study on the ferroelectric property of the Y >NiMnO s NWs could be
meaningful in order to understand the unusual RTFM of the NWs. The ferroelectric P-
E loop of the Y2NiIMnO s NWs has been measured by dispersing the NWs assembly on
FTO glass substrate and byconnecting with the wire through conducting Ag paste as
shown in Fig. 5.5(a). The same measurement has been performed on the bulk
Y2NiMnO s sample by preparing a pellet using the powder Y 2NiMnO s. Fig. 5.5(b) and (c)
display the P-E loops of the Y2NiMnO ¢ NWs and bulk samples recorded at 80 and 300
K. It is evident from Fig. 5.5(b) that at 80 K both the Y2NiMnO ¢ NWs and bulk samples
exhibit stable ferroelectric property (measur ed at a applied bias of 1 V), where the bulk
sample shows strong ferroelectric signature compared to the NWs. On the other hand,
very interestingly, at 300 K, the Y2NiMnO s NWs exhibit strong and stable ferroelectric
polarization compared with the bulk samp le, which shows a loosy type feeble
ferroelectric characteristics (Fig. 5.5(c)). The RT £300 K)P-E hysteresis loops of the
Y2NiMnO s NWs measured at different applied voltages also found to be stable and
repeatable as shown in Fig. 5.5(d).

This study reveals that at the temperature of 80 K (which is below the Tc for
Y2NiMnO s bulk samples ~ 91 K but above the Tc for Y2NiMnO ¢ NWs ~ 50 K) both the
Y2NiMnO s bulk and NWs sample exhibit stable ferromagnetism and ferroelectricity,
whereas, only the Y2NiMnO s NWs possess a net electric polarization and
ferromagnetism above Tc (also at 300 K). The bulk 2NiMnO s sample exhibits stable
paramagnetism and feeble ferroelectricity at a temperature of 300 K. Based on these
results, it is evident that the electric polarization is intimately coupled to the
ferromagnetic ordering. It is found that whenever ferromagnetism exists the dielectric
polarization exists and if there is no ferromagnetism there is no ferroelectric
polarization too. Hence, this coexistence of ferromagnetism and ferroelectricity is most

expectedly having the similar origin [6, 45]. Here, we expect that the space charges
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associated with the large surface area of the ¥NiMnO ¢ NWs, which are responsible for

the ferromagnetic order in the NWs und er applied magnetic field at 300 K (room
temperature), can also induce electric polarization and tune the P-E hysteresis loops and
field distributions in NWs [46, 47]. However, for bulk Y 2NiMnO ssample the coexistence
of the ferromagnetism and ferroelectri city at a temperature below its Tc has already
been reported in details based on the braking of the spatial inversion symmetry [6, 7].
However, the coexistence of ferromagnetism and ferroelectricity in the same
phase of different compound materials are known, where the spontaneous
magnetization can be switched by an applied external magnetic field and the electrical
polarization can be triggered by an applied electric field too [5, 48]. In most of the
magnetic ferroelectric materials the coexistence of the ferromagnetism and
ferroelectricity below Curie temperature are demonstrated based on the braking of the
spatial inversion symmetry [5, 12]. However, in our work the unusually high -
temperature FM and ferroelectricity in Y 2NiMnO s NWs must have different origin and
that could be ascribed to the effects of space charge. The steady variation of the remnant
polarization, saturation polarization and coercive field with applied external bias
clearly demonstrate the stable ferroelectric characteristics of the Y2NiMnO ¢ NWs at

room temperature, 300 K (Fig. 5.5(e)(f)).
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Fig. 5.5: (@) The photographs for the POE measurement set up for the YoNiMnO s NWSs. (b)
Variation of the PAE hysteresis loops for the Y2NiMnO s NWs and bulk at (b) 80 K and (c) 300 K
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5.3.4 Dielectric properties of Y2NiMnO g nanowires

The frequency-dependent dielectric constant of Y>NiIMnO s NWs with different
temperature is shown in Fig. 5.6(a), (b). Here from figures, we see that the dielectric
constant of Y2NiMnO ¢ NWs is very high ~ (at 1 kHz). The dielectric constant increases
significantly with increasing temperature especially at low frequency as shown in Fig.
5.6. The dielectric loss (Fig. 5.6(b)) increases because of the contribution of DC
conductivity in Y 2NiM nOs NWs, probably due to the hopping conduction between
Mn+3to Mn+*4. The frequency-dependent dielectric constant and dielectric loss at

different temperature are fitted with a modified Debye equation

z

- R B - _— (5.4)
whergek&re the high and | ow frequency diele:
frequency, and i s the mean |risstheaneasure af the disiribugon of

relaxation (| = 1 corresponds to the standard Debye relaxation). The calculated value of

| is close to 0.85 [49]. The fitted results are presented as solid lines in Fig 5.6.
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Fig. 56: Frequency dependaenndc e tmf)fY.NHIreD)s NWs with different
temperatures, the solid lines are the theoretical fits.

Using this relaxation time, the activation energy of Y2NiMnO ¢ NWs are

calculated from Arrhenius equation
T tQuR— (5.5)
wh e r gis the prefactor, E;, the activation energy for dielectric relaxation, T, the

absolute temperature and Kg, the Boltzmann constant. From Fig. 5.7 the calculated valwe
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of activation energy is about ~ 0.16 eV, which is close to the energy required to transfer

an electron from Ni *2 to Mn *4.
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Fig. 5.7:Arrhenius plot of the relaxation time for the Y>NiMnO ¢ NWs.

5.3.5 Magneto-dielectric and magnetoelectric coupling properties of
Y2NiMnO ¢ nanowires
The magnetic field dependence of dielectric constant, which is called magnetodielectric
(MD) effect, is measured to confirm the ME coupling of the YNMO NWs sample. Fig.
5.8(a) shows that magnetic field dependent of MD effect, using the expression [ (&H)-
E( 0 }(Q) at &ifferent frequencies of the YNMO sample.
It is more clear understanding of the origin of unusual room temperature
ferromagnetism and ferroelectricity of Y 2NiMnO ¢ NWs can be obtained by using the
magnetoelectric coupling coefficient measurement of the sample. The value of the

magnetoelectric coefficient is determined using the formula
| - -— (5.6)
where d is the effective thickness of the sample (in the form of pellet). A small ac

magnetic field, Hacproduced by a Helmholtz coil, is superimp osed to a DC magnetic

field, Haee The longitudinal magnetoelectric coefficient versus DC magnetic field
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exposes hysteresis curve as shown in Fig. 5.8(b). Here the magnetoelectric coefficient

increases with increasing DC magnetic field and attains a maximum value about ~ 25
mV/Oe cm when the maximum magnetostriction appears, as claimed by Sosnowskaet
al [50]. Theobtained value of the magnetoelectric coefficient is quite high compared to

the other reported sample [51, 52, 53] and is smaller than some othethin films [54, 55].
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Fig. 5.8:(a) MD vs applied field plot of Y 2NiMnO ¢ NWs at different frequencies. (b) Variation of
magnetoelectric coefficient of Y2NiMnO ¢ NWs with applied DC magnetic field at a constant
frequency, f=1 kHz of H 4.

5.3.6 Supercapacitive property of Y,NiMnO  hanowires

Fig. 5.9(a) and (b) respectively show the cyclic voltammetry (CV) curves of the
Y2NiMnO ¢ bulk/Ni foam and Y2NiMnO ¢ NWs/Ni foam electrodes measured at
different scan rates of 2, 5, 10, 25, 50 and 100 mV/s within the same voltage window of
0.20.5 V in 0.5 M aqueous KOH electrolyte. Distinct oxidation and reduction peaks in
each of the curves demonstrate the pseudocapadive behavior of the Y2NiMnO ¢ bulk as
well as Y2NiIMnO s NWs, which is quite different from the nearly rectangular CV loops
for conventional electric double -layer capacitors (EDLC). It is evident that with
increasing scan rates the current response of the edctrode increases and the shape of the
CV curves remains the same through-out the whole range of scan rates (2 to 100 mV s
1). At low scan rates, a thick diffusion layer grows over the electrode which limits

electrolyte flux towards the electrode resulting lower current. However, at higher scan
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rates, the diffusion layer cannot grow wide over the electrolyte surface, which enhances

electrolyte flux towards the electrode leading to increment of current. Again, from both
bulk and NWs CV curves it is found that with increasing scan rates the upper and lower
redox peaks shift towards positive and negative side respectively because of the
development of over-potential which limits the faradic reactions. Our comparative
investigation with only Ni foam and Y2NiMnO s NWs grown over Ni foam at a scan rate
of 100 mV/s, as demonstrated in Fig. 5.10, reveals that only Ni foam has a negligible
contribution to the total capacitance. To further investigate electrochemical
performances of the Y2NiMnO ¢ bulk and NWs grown over Ni foam as the electrodes for
supercapacitors, we performed galvanostatic charging/discharging ( GCD) experiments
at various current densities in the potential window of 0.2 - 0.5 V as shown in Fig. 5.9(c)
and (d). The specific capacitance values of the two electrodes at various current
densities are determined based on their corresponding GCD curves (Fig. 5.11(a), and
(b)). Table-l shows the basic comparison of specific capacitance Csp) of two electrodes
(Y2NIMnO ¢ bulk/Ni and NWs/Ni foam), it clearly shows that the specific capacitance
significantly increases in the case of Y2NiMNnO ¢ NWs/Ni foam due to the increase in
active surface area. Moreover, the Cspof the NWs remains 63.6 Fg! even if the current
density is increased to as high as 150 mAd, implying 81.8% retention of its initial value
as the current density is increased by 5 times. But in case of bulk only 56.33%
capacitance is retained with 7.27 times increment of current density. This high specific
capacitance with impressive rate capability of the NWs can be attributed to the higher

surface area of the electrode with nano architectural design.
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Fig. 5.9: Cyclic voltammetry curves of the Y 2NiMnO ¢bulk (a), and NWs (b) electrodes recorded
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bulk (a) and NWs (b), respectively, calculated from the charge/discharge curves.

Table-5.1: Comparison of the specific capacitance of Y2NiMnO s bulk/Ni foam and
Y2NiMnO s NWs/Ni foam electrodes.
Y2NiMnO 6 bulk/Ni foam Y2NiMnO s NWs/Ni foam
electrodes electrodes
Current density (mAg 1) 10 29 436 58 72 30 60 90 120 15C

Specific capacitance(Fgt) 17.4 144 123 106 9 77.7 70.8 69.6 66.3 63.

Fig. 5.12(a) shows the energy density of theY2NiMnO ¢ bulk electrode decreases
from 0.197 to 0.0629 Whkg! and the power density increases from 1.43 to 7.81 WKkg
1with the increment of current density from 10 to 72.7 mAgl. For NWs electrode,
shown in Fig. 5.12(b), the energy density decreases from 0.98 to 0.58 Whk§and the
power density increases from 4.32 to 19.27 Wkg!, as the current density increases from
30 to 150 mAg!. The Y2NiMnO s NWs have superior supercapacitance as compared to
its bulk counterpart exhibiting higher power density as well as energy density. Fig.
5.12(c) and (d) show the cyclic stability of the Y>NiMnO s bulk and NWs electrodes,
where charge/discharge tests have been conducted at a current density of 43.6 mAg-
1and 30 mAg1, respectively, for 1800 cycles. The specific capacitance of2NiMnO ¢ bulk
and NWs electrodes reduce 85% and 70.17%, respectivelyafter 1800 cycles, which
confirms good stability of the electrodes. The inset of Fig. 5.12(c) and (d) respectively
show the last 10 charge/discharge cycles of bulk and NWs electrodes and it can be seen
that the symmetric triangular shape of the charging/ discharging profile remains the

same during the long cycle test, which implies that electrodes exhibit stable
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electrochemical performance and facile charge transfer during the reaction without any

significant structural change.
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Fig. 5.12: Variation of power density, energy density of Y NiMnO ¢ bulk (a) and NWs (b)
electrodes as a function of different current density. Cyclic performance of Y 2NiMnO ¢bulk (1800
charge/discharge cycles at a constant current density of 43.6 mA/g) (c) and NWs (1800
charge/discharge cycles at a constant current density of 150 mA/g) (d) electrodes. Insets of (c)
and (d) show last 10 cycles of the charging/discharging curves for bulk and NWs, respectively.

The electrochemical impedance spectroscopy (EIS) measurement o 2NiMnO ¢ bulk and
NWs are carried out at open circuit potential within a frequency range of 10 mHz to
10*Hz with a voltage amplitude of 5 mV, as shown in Fi g. 5.13(a) and (b). The
frequency response of capacitance reflects the amount of the surface area accessible to
the electrolyte. Capacitance at the high-frequency region shows the outer surface, which
may depend on grain boundaries and other inter -particle phenomena. The plot clearly
shows that at the high-frequency region, the imaginary part of the impedance is parallel

to the X-axis whereas at the low frequency range, it is inclined to the X-axis, suggesting
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that the charge transfer resistance rates at tle high-frequency side are faster than that of

the low-frequency region [31]. The intercept of the curve in the high-frequency region
on the X-axis represents the equivalent series resistanceRs), whereas the semicircle at
the high-frequency region signifi es the charge transfer resistance Rc) of the electrode.

Using equivalent circuit [56, 57] (inset of Fig. 5.13(ab)) the calculated value of Rs (=2.44

Y) &®Ra(d=56.65 Y) are f ou NMiMiOosNWseledtrode comparedt a s e

to the Y2NiMnO ¢ bulk electrode (R&=3. 2 «¥210R 86 Y), whi ch

electrical conductivity of Y2NiMnO s NWSs electrode and quick ion -charge transfer at the
contact of electrode-electrolyte during redox reaction. The straight line in the low -
frequency range represent the Warburg resistance (R,), which shows a steep slope due

to the high diffusion rate of ions during redox reactions [21, 58].
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Fig. 5.13: Nyquist plot of the Y 2NiMnO ¢ bulk (a) and NWs (b) electrodes over the frequency
range from 10 mHz to 10 kHz. Inset of (a) and (b) show the respective equivalent circuit.
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5.4. Conclusion

In summary, single-phase, high crystalline double perovskite Y :NiMnO ¢ NWs have
been successfully fabricated by the solvothermal route. Y2NiMnO ¢ NWs exhibit
unexpected weak ferromagnetism and ferroelectricity at room temperature though the
Curie temperature of the NWs is 50 K, which is much lower than that of the bulk
Y2NiMnO ¢ (~ 91 K). The coexistence of the ferromagnetic and ferroelectric orderng in
Y2NiMnO s NWs at high temperature is ascribed to the large concentration of surface
spin and surface polarization of the electron, respectively, associated with the large
surface area of the onedimensional NWs. The study indicates that for Y 2NiMnO ¢ NWs,
at room temperature, ferroelectricity and ferromagnetism are mutually coupled with
each other and have similar origin too.

The comparative study demonstrates that Y>NiMnO s NWs as a new material for
pseudocapacitors exhibit higher specific capacitance,power density, and energy density
in contrast to their bulk counterpart. The remarkable electrochemical performance
develops due to the large surface area of ¥NIMnO ¢ NWs which leads to better
interaction of electrolyte with the nano structure, resulting i n shorter ion transfer
pathway. It is evident that along with multiferroic behavior, Y 2NiMnO s NWs will be a

promising candidate in the field of electrochemical supercapacitor.
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Chapter 6

6.1 Background

Multiferroic magnetoelectric (ME) materials, which simultaneously exhibit ferroelectric

and ferromagnetic properties in a single phase along with the effective coupling
between the dual order parameters, have shown remarkable potential for
multifunctional device applications in magnetic data storage, fast writing, sensors,
transducers, spintronics, and high-power applications [1, 2, 3, 4, 5, 6].However, there
are only few single-phase multiferroic materials exhibiting the coexistence of electric
and magnetic orders simultaneously. Multiferroic materi als, where the significant
coupling between electric and magnetic ordering coexists, are the ideal candidate for
suitable applications because of the opportunity to tune electric dipoles by applied
magnetic fields and the magnetic spins by applied voltages [4]. The type-ll multiferroic
materials exhibit significant coupling between electric and magnetic ordering, where
ferroelectricity originates because of the magnetic ordering. Still, the low polarization
and low critical temperature are the main limitati ons of the type-Il multiferroic
materials for device applications. Therefore, room-temperature (RT) multiferroic
materials are still very challenging to achieve. The perovskite materials have shown
significant potential as multiferroics with coexistence of electric and magnetic orders.
The strong room-temperature magnetoelectric (RTME) coupling in the single -phase
double perovskite materials makes them interesting over the single perovskite
materials, which exhibit comparatively weak RTME coupling. Recently , the double
perovskite Y2NiMnO ¢ has drawn attention considering its multiferroic properties in
single-phase [7, 8, 9, 10, 11]Although Y 2NiMnO ¢ is not a well-studied material
considering its multiferroic properties, especially in the nano -scale dimension.

In this backdrop, the present work demonstrates the fabrication of multiferroic
double perovskite Y2NiMnO ¢ (YNMO) nanostructured (NS) thin film s on gold-
sputtered Si(100) substrate by pulsed laser deposition (PLD) technique. The asprepared
YNMO NS thin films are found to exhibit unexpected ferromagnetism (FM) and
ferroelectricity (FE) above room temperature (300 K). Studies show that both RTFM and

the spontaneous RTFE are mutually coupled with each other and they have a similar
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origin. The unusual RTFM and the RTFE are believed to be originated because of the

unsaturated surface spins and surface charge polarization, respectively, associated with
the large surface area of the NS thin films. The surface area and the associated surface
spins/charges are found to be largely dependent upon the size of the nanostructures

and the surface roughness of the YNMO NS thin films.

6.2 Experimental

YNMO NS thin films are deposited on gold-sputtered Si(100) wafer substrates at 600C,
using pulsed laser deposition (PLD) technique in oxygen and argon atmospheres using
the KrF excimer laser having a wavelength of 248 nm. The thin films are deposited at a
repetition rate of 5 Hz in two different (0.1 and 0.3 mbar) oxygen and argon
atmospheric pressures and a fluence of 3.5 J.crd. The YNMO thin films synthesized at
oxygen pressures of 0.1 and 0.3 mbar are defined as YNMO(O1l), YNMO(O2),
respectively, whereas the thin films deposited at argon pressures of 0.1 and 0.3 mbar are
defined as YNMO(Arl), YNMO(Ar2), respectively. After th e deposition, the PLD
chamber is cooled to room temperature under the same oxygen and argon pressures.
Before PLD a thin gold layer is grown on one surface of the Si(100) wafer substrates by
Planar Magnetron RF/DC sputtering (Model -12 MSPT). A well-characterized gold
sample is used for the gold sputtering. The base pressure of the sputtering chamber was
105 mbar and the sputtering is carried out for 4 minutes until a uniform and
homogeneous film is created. The PLD target is prepared by using polycrystalline
Y2NiMnO s powder, which i s fabricated by the soll gel method. Briefly, Y(NO 3)3.6H20
(2.0084 gm), Ni(NO3)3.6H20 (1.855 gm), and GHeMnO 4.6H20 (1.136 gm) ae the starting
reagents, which are successively dissolved in double distilled water with their
stoichiometric rations. A suitable amount of citric acid i s added to the solution during
stirring and the molar ratio of citric acid with the metal elements present in the solution
is 2:1.Afterwards, the solution is stirred for 30 minutes until a homogenous mixture is
formed. The solution is then heated at 150 C until a thick solution is formed. After the

formation of a thick solution, the mixture i s calcined at 1000 C for 12 hours to prepare
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the powder sample of Y2NiMnO 6. The powder sample of Y2NiMnO ¢ is converted to a

pellet to use it for the PLD target.

The surface morphology of all the as-prepared YNMO NS thin films are studied
by field emission scanning electron microscopy (FESEM, FEI Quanta 200 FEG) and the
atomic force microscopy (AFM, Innova, Bruker). The elemental analysis of the films is
performed by recording energy dispersive X-ray (EDX) spectrum. The grazing
incidence X-ray diffraction (GIXRD) patterns of the YNMO thin films are recorded
using CuKar adi ation (1= 1.5418 Panalytical, X
crystal structure of the material. The transmission electron microscopy (TEM, FEI
TECNAI G2 TF20ST) and highresolution TEM (HRTEM) studies of the mechanically
broken films are conducted to further study the crystal structures of the films. X -ray
photoelectron spectroscopy (XPS, VGMicrotech VGX 906W, beamline: MgKa) are
employed to determine the chemical composition of the as-prepared thin films. The
magnetic properties of the thin films are studied by using a vibrating sample
magnetometer (VSM, Lakeshore, model 7144) and magnetic force microscopy (MFM).
The ferroelectric properties of the thin films are studied using the high precession P-E
system (Radiant Technologies) and the piezoelectric force microscopy (PFM).

In this backdrop, the present work demonstrates the fabrication of multiferroic
double perovskite Y2NiMnO s (YNMO) nanostructured (NS) thin films on gold
sputtered Si(100) substrate by pulse laser deposition (PLD) technique. The as prepared
YNMO NS thin films are found to exhibit unexpected ferromagnetism (FM) and
ferroelectricity (FE) above room temperature (300 K). Studies show that both RTFM and
the spontaneous RTFE are mutually coupled with each other and they have similar
origin. The unusual RTFM and the RTFE are believed to be originated because of the
unsaturated surface spins and surface charge polarization, respectively, associated with
the large surface area of the NS thin films. The surface area and the associated surface
spins/charges are found to be largely dependent upon the size of the nanostructures

and the surface roughness of the YNMO NS thin films.
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6.3 Results and discussions

6.3.1 Morphology and structural analysis of Y2NiMnO ¢ thin films

The GIXRD patterns (Fig. 6.1(a)) of the asprepared YNMO thin films indicate the
polycrystalline nature of the films. The GIXRD pattern signifies the formation of single -
phase YNMO having a monoclinic crystal structure with P2;/ n space group (JCPDS No.
01-076-7889) [12, 13, 14]The broad nature of the XRD pattern indicates the formation of
nanostructured (NS) YNMO thin films, which is later confirmed by the AFM studies.
The XRD pattern of the Y2NiMnO ¢ structure has also been simulated (Fig. 6.1(e)) based
on the information obtained from the XRD experiment employing the PowderCell
program [15]. It has been found that the simulated XRD pattern matches well with the
experimental results. The representative FESEM micrograph of the top surface of
YNMO film (Fig. 6.1(b)) shows a uniform and well spread growth of the as-prepared
NS thin films on the substrate. The thickness of all the YNMO NS thin films is found to
be in 6T md | engt h -sectioadl EESEMrstudy. Thehthickness ofstse

YNMO(Ar2) NS thin fi Il m is found to be ~1 1T m, wh i

films (inset of Fig. 6.1(b)). Fig. 6.1(c) shows the TEM image of the mechanically broken
part of YNMO NS thin film grown on gold deposited Si (100) substrate. The
corresponding HRTEM micrograph (Fig. 6.1(d)) of the YNMO NS thin film with
different orientation of the crystallographic planes and different lattice spacing again
confirms the polycrystalline nature of the NS thin film. The estimated inter -planar
distances of 0.26, 0.27 and 0.225 nmare corresponding to the distance between the
(112), (020) and (211) lattice planes of the YNMO NS thin films, respectively. The single
area electron diffraction (SAED) pattern of the YNMO NS film (inset of Fig. 6.1(d))
obtained from the area covered under the HRTEM also confirms the polycrystalline
nature of the as-prepared YNMO NS thin film. The ED X spectroscopy analysis (inset of
Fig. 6.1(e)) of the YNMO film also confirms the presence of Y, Ni, Mn and O elements,

where the atomic ratio of the elements is found to be close to 2:1:1:6.
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Fig. 6.1:(a) GIXRD pattern of the as prepared YNMO NS thin films. (b) FESEM, (c) TEM and (d)
HRTEM micrographs of the YNMO NS thin film. Inset of (d) SAED pattern of the YNMO NS
thin film. (e) Simulated XRD pattern using P owder Cell program of the YNMO NS thin film.
Inset of (e) EDA X spectra of YNMO NS thin film.

The XPS studies have been performed for further information of the chemical
state of the elements present in the YNMO NS thin films. Fig. 6.2(a) shows the XPS
spectrum for Y, where the doublet peaks for Y3ds» and Y3dz» are located at 156.4 and
158.2 eV, respectively, correspond to the trivalent (+3) oxidation state of Y in the YNMO
NS thin films [8, 16]. For all the films, Ni2 ps> and Ni2py. doublet peaks are found to
appear at 854.8 and 872.5 eV, respectively, with two broad satellite peaks for Ni 22
and Ni 2py2 centered at 860.9 and 878.8 eV, respectively, represents the +2 oxidation
state of Ni in the YNMO thin film (Fig. 6.2(b)) [9, 17, 18]. Fig. 6.2(9 shows the XPS
spectrum of Mn 2p, where the characteristic peaks for Mn 2ps> and Mn 2p12 appears at
642.4 and 653.6 eV, respectively. This result indicates the presence of M, signifying
the +4 oxidation state of Mn in the YNMO NS thin films [8, 10]. The XPS spectrum of O
1s core level (Fig. 6.2(d)) shows a sharp peak at 529.4 eV, which can be attributed to the
02 Tgpecies in the lattice oxygen in the YNMO NS thin films [9].

Page | 156



Chapter 6

Fig. 6.2: XPS spectra of (a) Y 3d, (b) Ni 2p, (c) Mn 2P and (d) O 1s core levels of the YNMO NS
thin film.

6.3.2 Magnetic properties of Y>2NiMnO ¢ thin films

Bulk Y2NiMnO s has been reported to exhibit E-type antiferromagnetic behavior with
BBbD s pi nresilting drant thier saper -exchange interaction between Ni2+ and
Mn4+ [9, 11].Hence, to study the magnetic ordering of YNMO NS thin films, the M-H
hysteresis loops of the films are recorded at room temperature (~300 K) (Fig. 6.3(a)).
Surprisingly, from Fig. 6.3(a), it is evident that all the YNMO NS thin films show weak
ferromagnetism at RT. However, in our previous work (Chapter 9 [8] we also have
evidenced that the bulk YNMO exhibits weak ferromagnetism below the Curie

temperature and it is believedtobeor i gi nated because of the
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