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Abstract

As the demand for faster computation and higher-density memory grows, traditional

electronic devices face challenges related to energy efficiency and scalability. To overcome

these limitations, researchers are exploring novel low-dimensional quantum materials

with unique properties for data storage, sensing, and spintronic applications. Layered

van der Waals (vdW) magnetic materials and quasi-1D superconductors lead to ideal

platforms to study the interplay of reduced dimensionality, electronic correlations, and

emergent quantum phenomena. This thesis presents a comprehensive transport and

spectroscopic study of two such systems: the layered ferromagnet Fe4GeTe2 and the

quasi-1D superconductor (TaSe4)3I.

Two-dimensional (2D) vdW magnets, despite their potential for next-generation spintronic

applications, often exhibit Curie temperatures (TC) far below room temperature, limiting

their practical utility. However, Fe4GeTe2, with a near-room-temperature ferromagnetic

order (TC ≈ 270 K) and enhanced air stability, offers promising avenues for device

fabrication. Notably, Fe4GeTe2 undergoes a spin-reorientation transition (SRT) at ∼

120 K (TSR), where its magnetization axis shifts with temperature, distinguishing it

magnetically special from other 2D magnets. Understanding the electronic transport

near this transition and its correlation with the underlying magnetic properties is crucial

for both fundamental physics and applications. In this thesis, using detailed electronic

transport, electron spin resonance (ESR), and Raman spectroscopic measurements, we

tried to understand the origin of this SRT and the anomalous properties of Fe4GeTe2.

These combined experimental insights, complemented by theoretical interpretations,

provide a deeper understanding of the anomalous transport and spin dynamics in this

system.

In addition to layered magnets, this thesis explores the interplay between superconductivity

and magnetism in (TaSe4)3I, a non-centrosymmetric, quasi-1D superconductor with

strong electronic correlations. Bulk (TaSe4)3I exhibits superconductivity below ∼ 2.2 K

(Tc), accompanied by signatures of weak ferromagnetism near 9 K, demonstrating the

coexistence of two competing quantum phases. Through detailed transport measurements,

we investigate the nature of superconductivity, anisotropy, and the characteristics of

low-dimensional superconductors, highlighting their importance for studying complex

ground states driven by disorder, low-dimensionality, and unique electronic structures.



By bridging the fields of low-dimensional magnetism and superconductivity, this thesis

contributes to the fundamental understanding of correlated electron systems, highlighting

their potential in spintronic applications and quantum computing.
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Chapter 1

Introduction

The rapid advancement of information technology has driven an increasing demand for

faster computation, enhanced data storage, processing, and transmission in integrated

circuits (ICs). However, as device miniaturization progresses, fundamental constraints

related to size and power consumption pose significant challenges, indicating that Moore’s

Law is approaching its theoretical limits [1, 2]. Spintronics, an emerging field centered

on the manipulation of electron spin rather than charge, offers a promising alternative

to conventional CMOS-based technologies. Unlike traditional charge-based electronics,

spintronic devices leverage spin degrees of freedom for data processing and storage,

providing significant advantages such as reduced energy consumption, non-volatility, and

resilience to radiation [3].

As electronic dimensions shrink toward atomic scales, thermal fluctuations and quantum

effects increasingly compromise the long-range magnetic and superconducting order

essential for memory, logic, and quantum functionalities. In two dimensions (2D), the

Mermin–Wagner theorem forbids spontaneous magnetic order in an isotropic Heisenberg

system at any finite temperature by virtue of gapless spin-wave excitations [4, 5], while

in one dimension (1D), thermal and quantum phase slips destroy superconducting phase

coherence below the critical temperature [6, 7].

Real materials circumvent these restrictions by introducing anisotropy, which gaps

out low-energy fluctuations and breaks continuous symmetry. Among atomically thin

vdW magnetic materials, such as Cr2Ge2Te6 and CrI3, strong magnetocrystalline

anisotropy stabilizes out-of-plane ferromagnetism at finite temperatures [8–10]. Similarly,

ultranarrow superconducting wires sustain dissipationless currents when confinement and

anisotropy suppress phase-slip proliferation [11, 12]. These breakthroughs demonstrate

1
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that controlled anisotropy can restore long-range order in truly low-dimensional systems,

opening pathways to both novel physics and transformative device concepts.

This thesis is motivated by the fundamental question: How can anisotropy stabilize and

tune the long-range order in 2D magnets and quasi-1D superconductors, and what emergent

phenomena arise at the nexus of reduced dimensionality, strong correlations, and broken

symmetries? To address this, we have selected two such new potential systems, 2D

ferromagnet Fe4GeTe2 and quasi-1D superconductor (TaSe4)3I.

1. Fe4GeTe2: A vdW ferromagnet with TC ≈ 270K, Fe4GeTe2 exhibits a

spin-reorientation transition (SRT) near 120 K driven by the competition

between magnetocrystalline and shape anisotropy [13–15]. Here, the unusual

magnetocrystalline anisotropy opens a gap in the spin-wave spectrum, breaking

continuous rotational symmetry and permitting long-range order near room

temperature even in few-layer films. By combining detailed low-temperature

magneto-transport, electron spin resonance, micro-Raman spectroscopy, and density

functional theory, we probe how the charge and magnetotransport properties

change near SRT – manifesting as carrier-type switching, giant anomalous Hall

conductivity, and negative magnetoresistance, investigating the anisotropy-driven

spin dynamics near SRT, and how spin-lattice coupling and anharmonicity feed

back into the magnetic ground state.

2. (TaSe4)3I (nTSI): A non-centrosymmetric quasi-1D superconductor with

ferromagnetism at Tm ≈ 9K and superconductivity below Tc ≈ 2.5K, nTSI

manifests an anisotropy in magnetism and superconductivity and phase-slip

events in the superconducting regime[16]. Through detailed low-temperature

electro-, magneto-transport, SQUID magnetometry, we probe the signature of

superconductivity and ferromagnetism, reveal multiple voltage-steps – signature

of phase slips, hysteresis from self-heating or underdamped Josephson links, and

vacancy-induced magnetism, demonstrating how dimensional confinement and

broken inversion symmetry stabilize the superconducting and magnetic orders in

the same system.

Systematically, this thesis aims to (i) uncover the microscopic mechanisms by which

anisotropy gaps restore long-range order in 2D and 1D systems, and (ii) establish Fe4GeTe2

and nTSI as model platforms for emergent low-dimensional quantum phenomena. More

broadly, uncovering the interplay of dimensionality, anisotropy, and electronic correlations



Chapter 1. Introduction 3

in Fe4GeTe2 and nTSI paves the way for discovering exotic ground states—topological,

multiferroic, and beyond—in truly low-dimensional materials. These insights will guide

the design of next-generation spintronic and quantum-coherent devices.

1.1 2D Magnetism

With the continuous progress in device miniaturization, nano-fabrication techniques

have surpassed traditional methods of enhancing integration density through process

optimization. But, at the sub-nanometer scale, conventional three-dimensional materials

can no longer preserve their intrinsic physical properties. In contrast, 2D materials, with

their layered atomic structures, retain exceptional physical characteristics due to vdW

interfaces, making them promising candidates for next-generation nanoscale technologies.

The family of 2D materials has been rapidly expanding due to their extraordinary

electrical, thermal, optical, and mechanical properties, since the discovery of graphene

[17] in 2004. Their wide range of physical properties highlights their immense potential

as viable alternatives to conventional three-dimensional materials. Individually, these 2D

materials are discovered in different forms [18] like superconductors (e.g., NbSe2), metals

(e.g., TiS2, VS2), semimetals (e.g., graphene), half-metals (e.g. CrO2, CrS2), topological

insulators (e.g., MoTe2, Bi2Te3), semiconductors (e.g., TMDCs like MoS2, WSe2),

insulators (e.g., hBN), etc. However, there was a missing member in this family till

2016, named 2D magnetic materials (including 2D ferromagnetic and antiferromagnetic

materials), which have emerged as an exciting addition to the family of atomically thin

materials. By integrating 2D magnets into spintronic architectures, it becomes possible

to harness both the unique electronic properties of 2D materials and the advantages of

spin-based information processing. This combination enables energy-efficient, high-speed

data operations while potentially overcoming the power and scaling limitations that

currently hinder IC technology. As a result, 2D spintronic devices present a viable

path toward extending the progression of Moore’s Law and advancing next-generation

computing technologies [19, 20].

In 1966, Mermin and Wagner theoretically demonstrated that spontaneous long-range

magnetic order cannot be sustained in a 2D isotropic Heisenberg system [21] at any finite

temperature. The thermal fluctuations destroy this long-range ordering. This is known as

the Mermin-Wagner theorem [4, 5]. This result led to a long-standing belief that intrinsic

2D magnetic materials could not exist. However, this assumption was challenged in

2017 when C. Gong and colleagues at the University of California, Berkeley, successfully
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isolated few-layer Cr2Ge2Te6 via mechanical exfoliation and characterized its magnetic

properties using the magneto-optical Kerr effect [8]. This marked the first experimental

confirmation of intrinsic magnetism in atomically thin materials. Cr2Ge2Te6 is a magnetic

semiconductor, implying that both its electronic and magnetic characteristics can be

modulated by an external electric field, making it a promising candidate for 2D spintronic

applications [22]. Following this breakthrough, B. Huang et. al. synthesized CrI3,

another layered magnetic material, and employed magneto-optical Kerr measurements

to establish its interlayer antiferromagnetic coupling [9]. These experimental findings

provided compelling evidence that magnetic ordering can persist in 2D materials at

finite temperatures, despite the constraints imposed by the Mermin-Wagner theorem.

Importantly, this does not contradict the theorem itself. Rather, the existence of

long-range magnetism in these systems can be attributed to magnetic anisotropy, which

introduces a gap in the spin-wave energy spectrum and breaks continuous rotational

symmetry in the Hamiltonian, thereby stabilizing magnetic order [10].

Since these pioneering studies, extensive research efforts have led to the discovery of

numerous 2D magnetic materials possessing a range of distinct properties (summarized

in Table 1.1) [22, 23]. Depending on their magnetic configuration, these materials can

be classified as ferromagnetic (FM) or antiferromagnetic (AFM). Examples of FM 2D

materials include Fe3GeTe2 [24, 25], CrSe2 [26], and CrGeTe3 [8], whereas AFM materials

such as CrI3 [27], CrBr3 [28], CrCl3 [29], FePS3 [30], etc. have also been reported. A

key challenge in this field is achieving precise control over the magnetic characteristics

of 2D magnets, viz, their Curie temperature (TC) and magnetic anisotropy, to enable

their integration into spintronic devices with high operating temperatures and robust

thermal stability. Various strategies have been explored to enhance the TC of 2D magnets,

including carrier doping, interlayer stacking manipulation, and strain engineering. While

these approaches have shown promise, each comes with inherent limitations, making it

challenging to achieve precise, efficient, and easily tunable magnetic modulation [31].

1.1.1 Fundamental Mechanism of 2D Magnetism

The emergence of the long-range ordering of magnetism in 2D vdW magnetic systems

is mainly dictated by exchange interactions among their magnetic atoms. Depending

on the relative orientation of neighboring spins, these materials can be categorized into

Heisenberg, Ising, and XY models [23]. The spin-exchange interactions within a system
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Materials Conductivity Magnetic Order Anisotropy Axis TC or TN (K)

CrCl3 [29] Insulator AFM/FM Weak 14 (TN), 17 (TC)

CrBr3 [28] Insulator FM c 34

CrI3 [27] Insulator AFM/FM c 45

VI3 [32] Semiconductor FM c 50 (bulk)

Fe3GeTe2 [25, 33–35] Metal FM c 130 (1L), 220 (>4L)

Fe4GeTe2 [13–15, 36] Metal FM ab/c 270

Fe5GeTe2 [37–39] Metal FM ab 310 (bulk)

CrSe2 [26] Metal FM c 65 (1L), 110 (16L)

CrTe2 [40] Metal FM c 200 (1L), 300 (>7L)

VSe2 [41] Metal FM ab 330 (1L)

Cr2S3 [42] Semiconductor AFM ab 120 (15 nm), 300 (45 nm)

CrSe [43] Metal FM c 280

MnBi2Te4 [44] Topological Insulator AFM/FM c 18 (few layer), 25 (bulk)

FePS3 [30] Insulator AFM c 104 (1L)

NiPS3 [45] Insulator AFM ab 25 (1L), 130 (2L), 155 (bulk)

CrGeTe3 [8] Insulator FM Weak/c 30 (2L), 61 (bulk)

α-RuCl3 [46] Insulator AFM c –

Table 1.1: Some experimentally verified 2D magnetic materials. Collected from Ref.
[23]

can be described by the Hamiltonian for the Heisenberg model [21], given by:

H =
∑

j,k

JjkSj · Sk (1.1)

Here Jjk represents the strength of exchange interaction between two magnetic atoms

located at sites j and k, and Sj and Sk denote their spin vectors. The summation accounts

for all non-redundant spin interactions in the material’s crystal structure. To simplify this

model, it is common to consider only nearest-neighbor interactions, assuming a constant

exchange interaction J . Under this assumption, the Hamiltonian simplifies to:

H =
∑

j,k

JSj · Sk (1.2)

The sign of J determines the nature of magnetic ordering: if J > 0, parallel spin alignment

occurs, leading to ferromagnetic order, whereas if J < 0, spins align antiparallelly, resulting
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in antiferromagnetic order. Expressing this Hamiltonian in Cartesian coordinates gives:

H =
∑

j,k

(

JaS
a
j S

a
k + JbS

b
jS

b
k + JcS

c
jS

c
k

)

(1.3)

Here Ja, Jb, Jc are the components of the exchange interaction along the respective axes,

x, y, z, and Sa
j , S

b
j , S

c
j are the spin components of a magnetic atom.

For the 3D Heisenberg model [21], all three components of J are nonzero (Ja ̸= 0, Jb ̸=
0, Jc ̸= 0), meaning the spins can orient freely in three-dimensional space, resulting in a

spin dimensionality of 3. If the exchange interaction is confined to the x-y plane (Ja ̸=
0, Jb ̸= 0, Jc = 0), the system follows the 2D XY model [47], where spins lie within the

plane, giving a spin dimensionality of 2 and in-plane magnetic anisotropy. In contrast,

when interactions are limited to the z-axis (Ja = 0, Jb = 0, Jc ̸= 0), the system follows

the 1D Ising model [48], where spins can only point up or down along the perpendicular

direction, resulting in a spin dimensionality of 1 and out-of-plane magnetic anisotropy.

In 2D magnetic materials, an additional term representing magnetic anisotropy is often

incorporated into the Hamiltonian of Equation 1.1:

H =
∑

j,k

JjkSj · Sk +
∑

j

A(Sc
j )

2 (1.4)

where A denotes the single-ion magnetocrystalline anisotropy energy (SIA) arising from

spin-orbit coupling. Notably, in the Heisenberg model, the presence of magnetic anisotropy

disrupts the Hamiltonian’s continuous rotational symmetry, which permits long-range

ordering in 2D magnetic systems. Thus, magnetic anisotropy is vital for stabilizing

magnetism in materials with reduced dimensionality.

1.1.2 FenGeTe2 (n = 3, 4, 5) Family

Recently discovered 2D magnetic materials have garnered significant interest for their

role in long-range spin transport and highly efficient spin manipulation. Their intrinsic

spin properties integrate the benefits of spintronic technologies, including minimal

power consumption and non-volatile operation. This has fueled advancements in

the spintronics field, enabling developments such as low-dimensional spin filters [19],

spin transistors [20], and magnetoresistive devices [49]. Despite these promising

attributes, recent investigations into 2D magnets—including CrI3 [9, 27], Cr2Ge2Te6 [8],
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Cr2Si2Te6 [50], and VSe2 [41]—have revealed that their TC remains well below room

temperature, posing challenges for practical applications.

The advent of ternary Fe-Ge-Te (FGT) 2D magnetic materials presents a promising

avenue to overcome the challenges associated with conventional 2D magnets. Recent

advancements in iron-based vdW magnets, such as FenGeTe2 (n = 3, 4, 5) (FnGT)

[13–15, 24, 33, 34, 36, 51–55], have garnered significant interest, particularly Fe4GeTe2

[13–15, 36] and Fe5−xGeTe2 [37, 56, 57], due to their ferromagnetic transition temperature

(TC) approaching room temperature. The FnGT family exhibits a range of unconventional

magnetic and electronic properties. From an electronic perspective, density functional

theory (DFT) calculations indicate that these materials behave as metals, characterized

by multiple band crossings at the Fermi level [58, 59]. Notably, variations in crystal

symmetry among different FnGT compounds, combined with the influence of spin-orbit

coupling (SOC), suggest a possibility for topologically nontrivial phases. These phases

could give rise to intriguing quantum phenomena, such as chiral anomaly-driven effects,

including negative magnetoresistance or nonlinear conductivity in the diffusive regime

[60]. Moreover, the inherent breaking of time-reversal symmetry (TRS) in these materials

may lead to exotic ground states, potentially manifesting in remarkable transport

signatures. For instance, Fe3GeTe2 has been reported to exhibit a pronounced intrinsic

anomalous Hall effect [61], while other members of the family display unconventional

magnetotransport behavior at low temperatures [62]. Additionally, these systems

frequently show temperature-dependent, non-monotonic transport responses that

correlate with variations in magnetization, further highlighting their complex interplay

between electronic structure and magnetism [63].

Among the FnGT family of vdW ferromagnets, Fe3GeTe2—the first experimentally

discovered member—has garnered considerable attention due to its relatively high TC

of approximately 220 K, which exceeds that of other 2D magnets reported at the time

[24, 33, 34, 51]. In addition, Fe3GeTe2 exhibits excellent electrical conductivity, making

it a promising platform for investigating spin-dependent transport phenomena in low

dimensions. However, as the thickness of Fe3GeTe2 is reduced, dimensional constraints

significantly suppress long-range ferromagnetic ordering [4], resulting in a drastic drop in

TC (below 20 K) for films thinner than 10 nm [25]. This low transition temperature poses

a major challenge for integrating FGT-based materials into practical spintronic devices.

Although several external tuning strategies—such as ionic gating [33], laser irradiation

[64], and proximity effects [65]—have been explored to raise TC , these methods often

fail to achieve stable room-temperature ferromagnetism and also introducing potential
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drawbacks such as structural damage, impurity incorporation, and incompatibility with

large-scale integrated circuit fabrication.

We all know that in the 2D limit, the Mermin–Wagner theorem [4] prohibits the

spontaneous breaking of continuous symmetries, such as that required for ferromagnetic

order, at finite temperatures. Consequently, thermal fluctuations can destabilize magnetic

ordering unless suppressed by magnetic anisotropy. So, in 2D ferromagnets, uniaxial

magnetic anisotropy is essential for maintaining stable magnetic ordering at finite

temperatures. The magnetic anisotropy energy K, together with the spin-exchange

interaction J , simultaneously determines the TC of the system, scaling approximately as

TC ∼ J/ ln(3ÃJ/4K) [66]. Since K is typically set by the magnetocrystalline anisotropy,

which arises from spin-orbit coupling, it is usually much smaller than J , limiting TC in

conventional 2D magnetic systems, as follows from the above equation. This situation

contrasts with 3D ferromagnets like bulk iron, where TC is primarily determined by the

exchange interaction (J) alone (e.g., TC ∼ 1043 K in Fe [67]). To overcome this limitation

in 2D magnetic materials, one can engineer structures that retain the advantages of

vdW stacking while incorporating 3D-like exchange pathways with smaller anisotropy

[13]. Specifically, if the magnetic atoms form a multilayer slab—where several layers of

Fe atoms are strongly coupled within a unit and separated from adjacent slabs by vdW

gaps—then the system can exhibit enhanced J and reduced sensitivity to K, resulting in

a higher TC (see Fig. 1.1(b)). This material design principle is embodied in the FenGeTe2

family (for n g 3), where Fe-rich slabs are sandwiched between Te layers, enabling strong

intralayer magnetic coupling while preserving vdW interlayer characteristics. As such,

this family offers a tunable platform for realizing higher TC ferromagnets suitable for

future spintronic applications.

Recent studies have demonstrated that incorporating additional ferromagnetic elements

into the FGT framework enables the formation of novel ternary 2D magnetic phases,

Fe4GeTe2 [13–15, 36] and Fe5GeTe2 [38, 52, 68]. The inclusion of extra Fe atoms

strengthens internal spin interactions, thereby reinforcing the material’s overall

magnetism. As illustrated in Fig. 1.1, different FGT phases vary in the number of Fe

atoms per structural unit. Thereafter, Fe5GeTe2, the brother compound in this family,

was synthesized recently, known for its pronounced magnetic anisotropy [38]. Unlike

Fe3GeTe2, its structure incorporates an additional honeycomb arrangement of iron atoms,

leading to a more complex crystalline phase [52]. This complexity arises from the site

splitting of Fe and Ge atoms, coupled with the vacancy-driven disorder. Within a single

unit cell, there exist three distinct iron sites—Fe(1), Fe(2), and Fe(3). The Fe(1) atoms
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Figure 1.1: (a) Schematic representation several 2D ferromagnetic phases of FnGT.
(b) Uniaxial magnetic anisotropy energy (Keff) and ferromagnetic transition temperature
(TC) for various vdW ferromagnets. The shaded line indicates a positive correlation

between TC and Keff in vdW magnetic systems. Reproduced from Ref. [13].

can either occupy positions above or below neighboring Ge atoms, with certain sites

remaining vacant. In recent years, Fe5GeTe2 has been extensively studied due to its

intriguing magnetic characteristics and potential applications in spintronic technologies.

Research conducted by Stahl et al. in 2018 demonstrated its ferromagnetic behavior

below 279 K, with a relatively small coercive field and a saturation moment of about

1.80 µB at low temperatures [69]. Subsequently, density functional theory (DFT)-based

first-principles calculations were employed to investigate its electronic and magnetic

properties, revealing that its 2D counterpart also exhibits ferromagnetism alongside

metallic conductivity, aligning with predictions from Stoner’s model [70]. Due to its

complex crystalline phase, there are a lot of complex properties that are difficult to

explain.

1.1.3 vdW Magnet Fe4GeTe2

Fe4GeTe2 stands out among iron-based vdW magnetic metals due to its distinctive

magnetic characteristics, including a high ferromagnetic transition temperature (Tc)

reaching up to 270 K even in ultra-thin layers [13, 14, 36]. Unlike conventional methods

of modifying magnetic order through external perturbations such as ion gating or

laser excitation, Fe4GeTe2 offers an intrinsic mechanism to control spin states without

compromising structural integrity. A key feature of this material is its tunable magnetic

anisotropy, which results from the interplay between magnetocrystalline and shape

anisotropies. This interplay leads to a temperature-dependent modification of the easy

axis of magnetization, enabling control over spin orientation. Notably, bulk Fe4GeTe2
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exhibits a spin reorientation transition around 120 K, setting it unique from other

members of the FnGT family. SRT phenomena have been observed in several other

magnetic materials, including Fe3Sn2 [71–74] and TbMn6Sn6 [75–77] and several others.

The underlying mechanism is likely governed by the interplay of magnetic exchange

interactions with the effective anisotropy of the system [13, 15, 78].

Figure 1.2: Stacked plane views
along [001] showing the seven-
atom-thick Fe4GeTe2 monolayer.
These monolayers stack in an ABC
sequence, forming the rhombohedral
(R3̄m) structure (green dashed
lines), with the corresponding
hexagonal cell shown for comparison
(black dashed lines). Reproduced

from Ref. [13].

A monolayer of Fe4GeTe2 comprises seven

atomic layers, where Fe1 and Fe2 atoms

are positioned on either side of the central

Ge atomic plane, with Te atoms capping

the structure symmetrically on both

outermost layers, as illustrated in Fig.

1.2. These individual layers are stacked in a

rhombohedral arrangement, crystallizing in

the R3̄m space group [13]. From an electronic

perspective, Fe4GeTe2 is theoretically

proposed to belong to a distinct class with

nontrivial topological characteristics, setting

it apart from Fe3GeTe2 and Fe5GeTe2

[58, 59]. In Fe4GeTe2, recent transport

studies suggest that this spin reorientation

could drive a Lifshitz transition in the

electronic structure, potentially giving rise

to anomalous transport behaviors, such

as unconventional magnetoresistance and

anomalous Hall effects [79, 80]. Furthermore, an anomaly in specific heat measurements

indicates that SRT in Fe4GeTe2 is a true thermodynamic phase transition [81], though its

implications for electron transport remain an open question.

The combination of near-room-temperature ferromagnetism, tunable spin reorientation,

and small magnetic anisotropy with high coercivity makes Fe4GeTe2 an exciting platform

for spintronic and high-density magnetic memory applications. These remarkable

properties establish Fe4GeTe2 as a promising candidate for next-generation spin-based

technologies.
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1.2 Low-dimensional Superconductivity

The superconducting properties of a material are strongly dictated by its dimensionality.

In low-dimensional superconducting systems, where at least one dimension is comparable

to or smaller than the superconducting coherence length (À) [82, 83], quantum fluctuations

and phase coherence effects become dominant, leading to unconventional superconducting

phenomena. This stands in contrast to bulk superconductors, where long-range phase

coherence is well maintained, ensuring robust superconductivity.

As dimensionality decreases, the superconducting order parameter is more susceptible to

thermal and quantum fluctuations, which can influence both the transition temperature

and the overall stability of the superconducting phase. In 2D superconductors (when the

sample thickness approaches or becomes smaller than À), phase coherence is primarily

influenced by thermal fluctuations, leading to the Berezinskii-Kosterlitz-Thouless (BKT)

[47] transition. This transition, characterized by the binding and unbinding of vortex-

antivortex pairs, results in a suppression of the critical temperature and a characteristic

superfluid density jump at the BKT transition temperature (TBKT). Unlike conventional

superconducting transitions, where Tc is determined primarily by the pairing interaction,

the BKT transition emphasizes the critical role of phase coherence in sustaining

superconductivity.

A further reduction to quasi-1D geometry (when the width of the sample or wire

approaches À) introduces even stronger quantum fluctuations, significantly affecting

phase coherence. A hallmark of quasi-1D superconductivity is the occurrence of phase

slips (PS) [84], where localized disruptions momentarily suppress the superconducting

order parameter, inducing resistance even below the transition temperature (Tc). While

thermal phase slips dominate at higher temperatures, quantum phase slips (QPS) [6, 7, 11]

become prominent at low temperatures due to quantum mechanical tunneling effects.

The proliferation of QPS events can ultimately suppress superconductivity, leading

to a crossover from a superconducting to a resistive or insulating state. In addition

to phase fluctuations, disorder and electron-electron interactions further modify the

superconducting behavior in quasi-1D systems. Strong disorder enhances quantum phase

slips, potentially driving a superconductor-insulator transition (SIT). This transition is

dictated by the competition between Cooper pairing and phase decoherence mechanisms,

which are influenced by coherence length, disorder strength, and Coulomb interactions.

As a result, quasi-1D superconductors exhibit a complex interplay of superconducting,

metallic, and insulating phases, depending on intrinsic material properties and external
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tuning parameters. This PS manifests in current-voltage characteristics (IVC), governing

multiple voltage steps [12].

Finally, in a 1D superconducting system, the superconducting transition is influenced

by distinct mechanisms known as thermally activated phase slips (TAPS) and QPS. A

key phenomenon affecting superconductivity in 1D systems is the occurrence of phase

slips, which act as localized disruptions in the superconducting order parameter. These

phase slips can be thermally activated (TAPS) [85] or arise due to quantum tunneling

(QPS) [86]. TAPS occur at finite temperatures (T f Tc) due to thermal fluctuations,

where thermal energy enables the system to overcome energy barriers separating different

phase configurations. As a result, resistance persists below the superconducting transition

temperature, disrupting the phase coherence of the superconducting state. On the other

hand, QPS becomes particularly significant at extremely low temperatures (kBT < ∆0,

T → 0), where quantum fluctuations allow for the spontaneous formation of phase slips,

even in the absence of thermal excitation. The tail in the resistance observed at low

temperatures is a characteristic hallmark of QPS. The interplay between these mechanisms

governs the stability of superconductivity in 1D structures.

1.2.1 Quasi-1D Superconductor (TaSe4)3I

Quasi-1D materials, where charge carriers primarily move along linear atomic chains, serve

as an ideal platform for investigating low-dimensional quantum phenomena. A notable

class within this family includes transition-metal-based chain compounds, such as (MSe4)nI

(M = Nb, Ta; n = 2, 3, 10/3), which exhibit a wide range of intriguing coexisting phases

[87–95]. The structure of these materials consists of MSe4 chains aligned parallel to the

crystallographic c-axis, with iodine atoms acting as spacers between them, forming a quasi-

1D structure [87–89].

Earlier theoretical models predicted semiconducting behavior for (NbSe4)2I [96, 97] and

(TaSe4)2I (n = 2) [89, 95], yet recent experimental findings suggest a more intricate

electronic structure. In the case of n = 3, (NbSe4)3I and (TaSe4)3I adopt the same

centrosymmetric crystal symmetry having same space group P4/mnc [88], implying that

their electronic properties should be closely related. However, while (NbSe4)3I remains

a band insulator [98], the non-centrosymmetric phase of (TaSe4)3I displays metallic

characteristics [16, 88].

In quasi-1D materials, the inherent electronic instability often leads to a Peierls transition,

which can drive the system into a charge density wave (CDW) phase. This transition
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introduces additional complexity, resulting in diverse phase diagrams and the emergence of

novel quantum states [99, 100]. Although theoretical models suggest that true long-range

order should be suppressed in strictly 1D systems [4], quasi-1D materials frequently

exhibit robust superconducting and magnetic correlations [101, 102]. Quantum and

thermal fluctuations in these low-dimensional systems contribute to intriguing physical

effects, such as phase slips [6, 7, 12], Cooper pair localization [102, 103], and deviations

from conventional Fermi liquid behavior [104, 105]. A particularly striking example is

(TaSe4)2I, which has been reported to host an exotic axionic CDW phase, characterized

by strong electron-electron interactions [91, 94]. Additionally, both (TaSe4)2I [92, 106]

and (NbSe4)2I undergo superconducting transitions under high pressure [107], with a

disorder-driven mechanism proposed in the latter case. In superconducting systems,

structural imperfections can serve as pinning centers for vortices, thereby enhancing

the stability of the superconducting phase [108]. In magnetic materials, these defects

significantly impact spin ordering by influencing spin density wave formation and

modifying local exchange interactions [109]. Consequently, the intricate coupling between

superconductivity, magnetism, and charge order in the presence of disorder creates an

exciting framework for uncovering emergent quantum phenomena and unconventional

phase transitions in low-dimensional materials.

Motivated by the intriguing physics of quasi-1D materials, we have synthesized1 a new

quasi-1D compound, (TaSe4)3I, hereafter referred to as nTSI. We successfully stabilized

a non-centrosymmetric structural phase of nTSI (space group: P 4̄21c) across a broad

temperature range, which revealed a lot of unconventional properties.

High-quality single crystals of nTSI were grown using the chemical vapor transport

method, forming elongated ribbon-like fibers with typical lengths of several millimeters

and widths in the micron range. Single-crystal X-ray diffraction analysis performed

at 100 K confirms that nTSI crystallizes in a simple tetragonal structure with lattice

parameters a = b = 9.436(5) Å, c = 19.046(11) Å, and angles ³ = ´ = µ = 90◦.

Additionally, high-resolution transmission electron microscopy (TEM) imaging (see

Chapter 7 for more details) reveals a well-defined TaSe4 chain-like configuration

aligned along the c-axis, with an inter-chain separation of dinter = 6.677 Å. Transport

measurements indicate that nTSI exhibits robust metallic conduction from room

temperature down to sub-Kelvin regimes—an electronic property unprecedented in this

class of materials. Upon further cooling, a long-range magnetic transition2 emerges around

1The crystal synthesis and characterization were performed by Dr. Mintu Mondal’s group from IACS,

Kolkata.
2Magnetization measurements were performed by Prof. Prabhat Mandal’s group from SINP, Kolkata.
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9 K, followed by the onset of superconductivity below 2.5 K in the non-centrosymmetric

phase.

To elucidate the possible origin of these emergent phenomena, density functional theory

(DFT) calculations3 suggest that Se2 dimer vacancies could significantly influence the

system’s electronic and magnetic properties. These vacancies are proposed to introduce

localized magnetic moments while simultaneously acting as charge donors, thereby

accounting for the coexistence of ferromagnetism, metallicity, and superconductivity

observed in nTSI.

1.3 Objective and Outline of the Thesis

The objective of this thesis is to explore the detailed electronic transport and spectroscopic

properties of two distinct quantum materials: the layered vdW ferromagnet Fe4GeTe2

and the quasi-1D superconductor (TaSe4)3I. These materials serve as ideal platforms

for investigating the effects of reduced dimensionality, strong electronic correlations, and

emergent quantum phenomena.

Chapter 2 presents the theoretical foundation and background of 2D magnetism, along

with various magnetic interactions. It covers key concepts such as magnetic anisotropy,

scattering mechanisms, the anomalous Hall effect, etc. Additionally, the chapter discusses

the principles and methodology of electron spin resonance (ESR), Raman spectroscopy,

and provides a brief introduction to superconductivity.

Chapter 3 provides an overview of the experimental methods and techniques utilized

in this study. It begins with a discussion on the mechanical exfoliation of 2D magnetic

materials and their characterization. The chapter then details the device fabrication

process, including electrode patterning and metal deposition, followed by the dry

transfer of thin-layer flakes. Additionally, it covers the development and optimization

of key experimental setups, such as the low-temperature magneto-transport system,

heterostructure setup, and glove box. Finally, various transport and spectroscopic

measurement techniques are described in detail.

Chapter 4 explores the detailed electronic transport properties of vdW magnet Fe4GeTe2

down to 16 layers, focusing on the origin of its unusual SRT and the associated anomalous

behaviors at low temperatures. We examine the resistivity, magnetoresistance (MR),

3The theoretical calculations were performed by Prof. Tanusri Saha Dasgupta’s group from SNBNCBS,

Kolkata.
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and finally Hall measurements to investigate the nature of the anomalous Hall effect

in this system and its correlation with the underlying magnetic properties. Notably,

we observed the direct consequences of the SRT on the charge conduction mechanism,

including a change in the majority carrier type, large anomalous Hall conductivity, and

negative MR. First principles DFT calculations identified two quasi-degenerate magnetic

phases—collinear (cFM) and non-collinear (nFM) ferromagnetic, with Fermi surface

reconstruction associated with the SRT.

Chapter 5 contains a detailed ESR spectroscopic study to investigate the nature of

magnetic anisotropy (MA) and the origin of the SRT in Fe4GeTe2. We examine whether in-

plane anisotropy is present and analyze the unusual temperature evolution of the magnetic

anisotropy field observed in ESR measurements. We observed, at high temperatures,

the total MA is mostly given by the demagnetization effect (due to the plate-like shape

of the crystal) with a small contribution of the counteracting intrinsic MA of an easy-

axis type, whose growth below a characteristic temperature Tshape ≈ 150 K renders the

sample seemingly isotropic at TSR. Additionally, single-crystal X-ray diffraction studies are

conducted to determine whether the SRT is driven by a structural transition. Interestingly,

all the characteristic temperatures found in the ESR experiment match those observed in

transport measurements, indicating an intrinsic interaction between the magnetic and

electronic degrees of freedom in Fe4GeTe2.

Chapter 6 investigates spin-phonon interactions in Fe4GeTe2, where reduced

dimensionality amplifies these effects. Through micro-Raman spectroscopy and

first-principles analysis, we examine lattice dynamics and spin-phonon coupling in

exfoliated Fe4GeTe2 nanoflakes to uncover the mechanisms governing their distinctive

properties. Polarization-dependent Raman measurements reveal key Raman modes,

while temperature-dependent studies indicate strong spin-phonon coupling below TSR,

manifested through phonon energy softening and linewidth broadening. The interaction

between pronounced spin-phonon coupling and intrinsic anharmonicity becomes evident

near TSR.

Chapter 7 explores the interplay between superconductivity and magnetism of a

non-centrosymmetric quasi-1D superconductor (TaSe4)3I. Through detailed electronic

transport measurements under varying temperatures and magnetic fields, we investigate

the nature of superconductivity, anisotropy, the emergence of phase slip events - a

characteristic of low-dimensional superconductors, and the possible influence of charge

order and magnetic fluctuations. Our study motivates further investigations into such
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systems, which provide an ideal platform for exploring complex ground states that emerge

from the interplay of disorder, low dimensionality, and unique electronic structures.

Finally, Chapter 8 summarizes the thesis findings and discusses future research directions

in 2D magnetism and low-dimensional superconductivity in condensed matter physics.



Chapter 2

Theoretical Background

2.1 Magnetism

Magnetism, a fundamental physical phenomenon of solids, arises from the motion of

electrons, mainly due to their intrinsic orbital and spin angular momentum. In solids,

magnetism mainly arises due to the electron-associated magnetic moments. While atomic

nuclei also possess magnetic moments, they are significantly weaker than those of electrons.

The microscopic understanding of magnetism is fundamentally rooted in the quantum

behavior of electrons’ angular momentum. The coupling between an electron’s spin and

orbital motion arises from spin-orbit interaction. Magnetism varies based on whether

electrons are free, as in metals, or localized on ion cores. When subjected to a magnetic

field, localized electrons undergo Larmor precession, whereas free electrons follow cyclotron

orbits. The free-electron model explains Pauli paramagnetism and Landau diamagnetism

in metals, while localized 3d electrons in transition metals and intermetallic compounds

show Curie paramagnetism. If magnetic interactions overcome thermal fluctuations, long-

range magnetic order can emerge in these systems.

Magnetic ordering in a system arises from the exchange interaction (J) between

the neighboring moments. This interaction, initially introduced separately by Werner

Heisenberg and Paul Dirac, explains the influence of electrostatic forces while incorporating

the Pauli exclusion principle [110–112]. All materials consist of atoms, and their physical

properties are fundamentally determined by the atomic arrangement and interatomic

interactions. Within an atom, electrons, which carry a negative charge, exhibit motion

around the nucleus and possess an orbital angular momentum denoted by L. According

17
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to classical mechanics, this momentum is given by:

L = r×mev, (2.1)

Here, me, r, and v denote the mass, orbital radius, and velocity of the electron,

respectively. The vector µ is the magnetic dipole moment associated with a microscopic

current loop and is expressed as:

µ = IAn̂ = IÃr2n̂, (2.2)

where I refers to the current, A represents the loop area, and n̂ is the unit vector which

is normal to the loop area. Mathematically, the current can be defined as

I = eÉ =
ev

2Ãr
, (2.3)

Here, e and É represent the charge and angular frequency of the electron, respectively.

Combining the above equations, we obtain

µ = − e

2me
L. (2.4)

The constant of proportionality − e
2me

is commonly referred to as the gyromagnetic ratio.

According to Bohr’s second postulate, an electron’s angular momentum is quantized and

given by:

L = nℏ, (2.5)

where n is a positive integer, and ℏ is the reduced Planck’s constant. Using this along

with Equation 2.2, the expression for the magnetic moment of an electron revolving along

an orbital path of a hydrogen atom’s nucleus can be written as:

µ = − eℏ

2me
= −µB, (2.6)

where µB is the Bohr magneton, representing an electron’s intrinsic magnetic moment in

its first Bohr orbit. It’s value is approximately 9.27× 10−24 Am2.

The movement of electrons within atoms naturally gives rise to a magnetic dipole moment,

making all materials responsive to magnetic fields. However, this magnetic moment is not

solely a result of the orbital angular momentum (L) of electrons. In quantum mechanics,

another essential component, known as intrinsic spin angular momentum (S), plays a

crucial role. Every elementary particle, including electrons, possesses spin, which can



Chapter 2. Theoretical Background 19

be considered analogous to intrinsic angular momentum along its axis. Unlike orbital

motion, spin is a fundamentally quantum property that lacks a straightforward classical

interpretation, yet it significantly contributes to the formation of a magnetic dipole

moment. The electron’s overall angular momentum (J) results from combining its orbital

and spin contributions:

J = L+ S. (2.7)

As highlighted in previous reports, spin (S) has a dominant influence on a material’s

magnetic properties, often surpassing the contribution of orbital angular momentum (L),

which in many cases can be considered negligible [110].

Since all materials exhibit some level of interaction with a magnetic field, it is essential

to define magnetic materials considering how their magnetic dipoles are arranged. These

materials can be classified according to whether their dipole moments are aligned parallel

to each other, anti-parallel, or remain disordered. When the magnetic dipole moments of

individual atoms are oriented in random directions, producing a total magnetic moment

of zero (
∑

µ = 0), then these materials are categorized as either paramagnetic (PM) or

diamagnetic. In common terms, these materials are typically described as non-magnetic.

Nevertheless, both types can show some degree of dipole alignment when subjected to an

externally applied magnetic field. Conversely, if the dipole moments maintain a specific

alignment even without an applied field, the material is considered magnetically ordered.

This class of materials includes ferromagnets (FM), antiferromagnets (AFM), ferrimagnets,

etc., each exhibiting distinct magnetic behaviors based on their dipole interactions (see

Figure 2.1).

2.1.1 Magnetic Responses: Diamagnetism & Paramagnetism

In both diamagnetic and PM substances [111, 112], the magnetic dipole moments (µ)

of individual atoms act independently without interacting with each other, resulting in

a random orientation and an overall magnetic moment equal to zero. However, when

external magnetic fields are applied, partial alignment of these dipoles occurs. Upon

removal of the field, thermal fluctuations randomize their orientations, preventing any

retained magnetization. The primary distinction between these two classes of material

systems lies in the response of their induced magnetic field to the external field: PM

materials develop a magnetic field aligned with the applied field, whereas diamagnetic

materials generate an opposing magnetic field.
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Diamagnetism originates from the orbital motion of electrons around the nucleus, as

described by Lenz’s Law [113], where an external field induces a current, opposing changes

in magnetic flux. This effect is universal but often weak, being overshadowed by PM or

FM contributions.

Paramagnetism, on the other hand, requires a quantum mechanical framework. In PM

materials, atoms possess unpaired electrons with a nonzero spin (S), which tend to align

themselves along the applied magnetic field’s direction, resulting in the net magnetization

along the same direction as of the applied field.

2.1.2 Magnetic Ordering: Ferro-, Antiferro- & Ferrimagnetism

Ordered magnetic materials possess a well-defined arrangement of dipole moments, which

align in specific orientations relative to one another [112]. Despite thermal fluctuations,

the energy is insufficient to disrupt this alignment, allowing the material to retain its

magnetic order. The classification of magnetic materials depends on how the magnetic

moments of their atoms are arranged. Unlike PM and diamagnetic materials, which lack

spontaneous magnetization, FM, AFM, and ferrimagnetic materials exhibit distinct long-

range magnetic orders due to exchange interactions occurring between the neighboring

spins (see Figure 2.1 for comparison).

In FM materials, atomic magnetic moments spontaneously align in a parallel configuration

even without an applied magnetic field, resulting in a net magnetization. This alignment

is driven by exchange interactions that stabilize the parallel spin arrangement. A key

characteristic of FMs is hysteresis, enabling the material to maintain its magnetization

even after the external field has been withdrawn. In AFM materials, neighboring atomic

moments align in a perfectly antiparallel manner, leading to the complete cancellation

of net magnetization without any externally applied magnetic field. This arrangement

results from exchange interactions favoring alternating spin orientations. When heated

above the Néel temperature (TN ), AFMs transition into a PM state as thermal energy

disrupts the spin order. Ferrimagnetic materials also exhibit spontaneous magnetization;

however, their atomic moments align antiparallel with unequal magnitudes, leading to a

nonzero net magnetization. This behavior occurs in materials like magnetite (Fe3O4),

where different sublattices contribute opposing but unequal spins. AFMs exhibit behavior

similar to non-magnetic materials, whereas ferrimagnets resemble ferromagnets due to

their net magnetization (see Figure 2.1).
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Figure 2.1: Summary of the different types of magnetism and their characteristics
[117, 118]. This figure is reproduced from Ref. [118].

For FM, ferri-, and AFM materials, long-range magnetic order arises from interactions

between the magnetic moments of neighboring atoms, governed by the Heisenberg

exchange interaction (J) [114, 115], elucidated through quantum mechanics [111, 112],

is discussed later. In 1906, Weiss proposed the concept of magnetic domains [116],

attributing their formation to the balance between exchange and dipolar interactions,

which play a pivotal role in minimizing the energy of FM materials.

2.2 Zeeman Effect: Magnetic Moment in a Magnetic Field

Any magnetic dipole placed within an external magnetic field (B) experiences a torque,

giving rise to potential energy, known as the Zeeman energy. The Hamiltonian for this

interaction is expressed classically as:

HZeeman = −µ ·B (2.8)
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However, in quantum mechanics, since magnetic moments have quantized components

along specific directions, the Zeeman energy is defined by:

EZeeman = gµBMJB (2.9)

Here MJ is termed as the magnetic quantum number, taking values from −J to +J .

Consequently, an external magnetic field splits each J-level into (2J + 1) non-degenerate

states, with adjacent Zeeman levels split by an energy gap of gµBB. This equates to

a few kelvins for a 1 T magnetic field. Such conditions can be easily achieved at low

temperatures in laboratory settings. Consequently, very strong fields, around hundreds of

Teslas are needed to significantly populate the ground state at room temperature. Figure

2.9 shows a simple diagram of Zeeman splitting for a spin-1/2 system.

In atomic systems, the orbital and spin angular momenta are not individually conserved

but interact through spin-orbit coupling (SOC). This coupling produces the total angular

momentum, defined as J = L+S, where L and S are the orbital and spin angular momenta,

respectively. The quantum numbers J and MJ are then used to describe the total angular

momentum of an electron. The total magnetic moment of a multi-electron system can be

described by:

µ = µB(gLL+ gSS) = gJµBJ (2.10)

where gJ is the Landé g-factor, with gL = 1 for orbital and gS ≈ 2 for spin contributions.

The g-factor, resulting from SOC, is a dimensionless representation of the gyromagnetic

ratio (µ). gJ has the mathematical form of:

gJ =
3

2
+
S(S + 1)− L(L+ 1)

2J(J + 1)
(2.11)

For multi-electron ions, the Landé g-factor is defined as the ratio between the magnetic

moment’s z-component (measured in µB) and the total angular momentum (expressed in

units of ℏ).

Combining the expressions for the magnetic moment (Equation 2.10) and the Zeeman

energy (Equation 2.8), the Hamiltonian for the system is [117]:

HZeeman = µB(gLL+ gSS) ·B (2.12)

The extent of the Zeeman splitting depends directly on the magnitude of B, reaching its

maximum when B is applied along the magnetic moment direction.
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2.3 Magnetic Interactions

Magnetic moments in solids interact with one another, giving rise to various fascinating

phenomena, including long-range magnetic ordering. While dipole-dipole interactions are

the most intuitive form of coupling, they are relatively weak and cannot fully account

for the strong magnetic correlations observed in many materials. In 1928, Heisenberg

demonstrated that these strong interactions originate from Coulomb forces and quantum

mechanical effects [115], leading to what is now known as the exchange interaction [119,

120]. This fundamental interaction is responsible for magnetic ordering in materials such

as FM, where each atomic spin influences its neighbors to align in the same direction,

thereby reducing the system’s energy.

The subsequent sections provide a detailed discussion of these different types of exchange

interactions and their significance in magnetic materials.

2.3.1 Magnetic Dipolar Interaction

The most fundamental interaction between magnetic moments in a system is the dipole-

dipole interaction, which occurs between two magnetic dipoles, µ1 and µ2, which are

separated by a distance r. The energy associated with this interaction is given by:

E =
µ0
4Ãr3

(

µ1 · µ2 − 3
(µ1 · r)(µ2 · r)

r2

)

. (2.13)

To estimate the strength of this interaction, consider two magnetic moments, each

approximately µ ≈ 1µB, separated by a distance of r ≈ 1 Å. The magnitude of the dipolar

interaction energy can be approximated as µ2/4Ãr3 ≈ 10−23 J, which corresponds to a

thermal energy scale of about 1 K. Given that magnetic ordering in many materials occurs

at significantly higher temperatures, often reaching up to 1000 K, dipolar interactions

alone are too weak to account for the observed magnetic phenomena.

2.3.2 Exchange Interactions

As discussed above, exchange interactions are fundamental to the emergence of long-range

magnetic order. This interaction is expressed mathematically through the exchange energy

involving the spins, Si and Sj, that is proportional to their scalar product, Si · Sj [119].
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First, we consider a simple system consisting of two electrons with spins S1 and S2. Since

electrons belong to the class of fermions, their total wave function must be antisymmetric.

As a result, the symmetry of the spatial component determines the form of the spin part

of the wave function. If the spatial wave function is symmetric, the spin state must

be an antisymmetric singlet state (S = 0) with energy eigenvalue ES . Conversely, an

antisymmetric spatial wave function requires the spin state to be a symmetric triplet

(S = 1) with energy eigenvalue ET . The exchange constant (J) is expressed as half the

difference between the energies of the singlet and triplet states [119]:

J =
ES − ET

2
. (2.14)

Therefore, the spin-dependent contribution to the effective Hamiltonian can be written as:

Hspin = −2JS1 · S2 (2.15)

The nature of the spin alignment depends on the sign of the exchange constant J . When

J > 0, the system favors parallel spin alignment, corresponding to a triplet state with

lower energy (FM interactions, ET < ES). Conversely, if J < 0, the energy minimum

corresponds to an antiparallel alignment, forming a singlet state (AFM interactions, ES <

ET ).

While the derivation of this equation for a two-electron system is relatively straightforward,

extending it to a many-body system is significantly more complex. However, early

developments in quantum mechanics suggested that such interactions occur between all

neighboring atomic spins. This concept forms the basis of the Heisenberg model, whose

Hamiltonian is expressed as [115, 119]:

H = −
∑

ij

JijSi · Sj = −2
∑

i>j

JijSi · Sj (2.16)

Where Si and Sj are the spin vectors of electrons at neighboring sites i and j, with the

summation over all pairs where i > j prevents double-counting. Here, Jij represents the

exchange constant (or exchange integral) between the spins at sites i and j, determining

the strength and nature of the interaction. Hence, Jij = J for neighboring spins and zero

otherwise.

Accounting for the interaction energy under an applied external magnetic field (H),

the Zeeman term comes into play, and accordingly, the system’s overall energy can be
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formulated as [120]:

E = −2
∑

i>j

JijSi · Sj +
∑

i

gµBSi ·H (2.17)

When a pair of electrons occupies the same atomic site, the Jij is generally positive,

favoring the triplet state. This results in an antisymmetric spatial wave function,

which reduces Coulomb repulsion by increasing spatial separation between electrons,

following Hund’s principle for electron configuration [119]. However, if electrons occupy

neighboring atoms, the relevant states are molecular orbitals rather than atomic orbitals.

These molecular orbitals may exhibit spatial symmetry (bonding) or antisymmetry

(antibonding), with the latter being energetically unfavorable, having higher energy and

thus being less stable.. The higher energy of antibonding orbitals arises from their greater

curvature, which leads to increased kinetic energy, as electrons are required to occupy

distinct quantum states, as enforced by Pauli’s exclusion principle. Consequently, singlet

states (which are antisymmetric in spin) become energetically preferred, leading to a

negative exchange integral [119].

• Direct and Indirect Exchange Interactions

Exchange interactions can be classified based on their underlying mechanism [119, 121].

When electronic wave functions of adjacent magnetic atoms overlap directly, the resulting

interaction is called direct exchange. In this case, the magnetic atoms interact through

their nearest neighbors’ electrons, resulting in strong, short-range interactions. Conversely,

if the coupling is mediated by an intermediate entity, such as a nonmagnetic ion or

conduction electrons, it is termed indirect exchange.

Although direct exchange is the most intuitive mechanism for magnetic coupling, it

is rarely dominant in real materials. In most cases, the overlap between neighboring

magnetic orbitals is insufficient to account for the observed magnetic properties. In

metallic magnets, conduction electrons play a crucial role, requiring a description that

considers both localized and itinerant electron behavior. Consequently, indirect exchange

interactions are often essential for accurately understanding magnetism in such materials.

Indirect exchange interactions involve itinerant electrons or intermediary ions facilitating

magnetic coupling over longer distances [121]. Several key types of indirect exchange

interactions are discussed below:

(i) RKKY interactions: The Ruderman-Kittel-Kasuya-Yosida (RKKY) interaction

[122, 123] is an indirect exchange mechanism in which conduction electrons in metals

mediate the coupling between localized magnetic moments, even in the absence of direct

overlap between their wave functions. The strength and sign of this exchange interaction
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vary with the separation between moments, leading to a long-range, oscillatory behavior.

As a result, the nature of the coupling – whether FM or AFM – depends on the interatomic

distance, often resulting in complex and nontrivial spin configurations.

(ii) Superexchange: This mechanism is predominantly observed in ionic solids. In

superexchange [124], magnetic cations interact indirectly through a nonmagnetic anion,

facilitating exchange coupling. This interaction is characteristic of AFM insulators, such

as transition metal oxides, where large oxygen anions spatially separate the transition

metal cations. The coupling arises due to electron hopping via the intermediate p-orbitals

of the oxygen anions.

(iii) Symmetric anisotropic exchange: The conventional Heisenberg exchange

interaction corresponds to isotropic exchange. However, the combined influence of crystal

electric field (CEF) effects and SOC can introduce anisotropy, leading to symmetric

anisotropic exchange. Despite their distinct physical origins, the effects of symmetric

anisotropic exchange and dipolar interactions can exhibit similarities. Notably, symmetric

anisotropic exchange is generally much stronger than conventional dipolar interactions.

(iv) Antisymmetric anisotropic exchange:

In materials lacking inversion symmetry, a weak antisymmetric exchange interaction,

referred to as the Dzyaloshinskii-Moriya (DM) interaction [125, 126] or anisotropic

exchange interaction, can arise. This interaction originates from SOC, which perturbs

localized spin states. Here, two neighboring FM atoms are coupled through an indirect

exchange mechanism facilitated by a nonmagnetic atom, forming a three-site exchange

pathway. The absence of inversion symmetry between two magnetic atoms allows for a

nonzero DM vector, D, which introduces a slight canting of spins at a small angle [127],

leading to a weak FM component in AFM systems.

For two neighboring spins, Si and Sj , the DM interaction (DMI) introduces a bilinear

energy term in the Hamiltonian, expressed as:

HDM = −Dij · (Si × Sj). (2.18)

The Heisenberg exchange favors collinear spin alignment, while the DMI induces

orthogonal spin arrangements, with chirality dictated by the direction of Dij .
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2.4 Symmetry Breaking and Ferromagnetism

The interactions described in the previous section (see Section 2.3) drive magnetic ordering

in solids. Spins couple to align in specific patterns, leading to a long-range ordered state.

Exchange interactions (see Section 2.3.2) generate an effective exchange field (Hexchange),

representing the energy associated with spin-spin interactions. While various forms of

magnetic ordering exist, this thesis is limited to FMs.

A key feature of an ordered material is the emergence of a nonzero order parameter and

broken symmetry. In FMs, magnetic moments align parallel, with the total magnetization

serving as the order parameter. Even without an external magnetic field, spontaneous

magnetization emerges in FMs, with moments uniformly aligned within individual

domains, while different domains may exhibit varying orientations. For T > TC , the order

parameter vanishes, whereas T < TC , there is a non-zero order parameter. Above TC , a

FM exhibits full rotational symmetry, where all directions are equivalent, and magnetic

moments are randomly oriented. However, below TC , the system selects a specific

direction for spin alignment, breaking this rotational symmetry. In this low-temperature

regime (T < TC), the system retains only a reduced rotational symmetry, allowing

rotations solely around the magnetization axis.

The Hamiltonian describing a FM under an external magnetic field (H) is given by:

H = −
∑

ij

JijSi · Sj + gµBµ0
∑

i

Si ·H (2.19)

where the first part on the right-hand side denotes the Heisenberg exchange energy term,

and the second part corresponds to the Zeeman energy term.

The first modern theory of ferromagnetism, developed by Pierre Weiss, introduces a

conceptual field known as the molecular field (HMF) that is directly proportional to the

magnetization, as: HMF = ¼M. Here, ¼ is a proportionality constant, which quantifies the

molecular field’s strength. For a FM system, ¼ is positive (¼ > 0). This field represents

the equivalent magnetic field that would produce the same level of ordering in a system of

non-interacting spins, as the exchange interaction does in a real system with interacting

spins. This approach, known as the mean-field approximation, simplifies the complex spin

interactions by considering an averaged interaction (HMF) experienced by each spin. By

incorporating the internal molecular field (HMF) into the Zeeman term and replacing the
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explicit exchange interaction, the Hamiltonian can be rewritten here as [119, 121]:

H = gµBµ0
∑

i

Si · (H+HMF) (2.20)

In this approach, a FM is treated as a non-interacting spin system, similar to a PM,

with its Hamiltonian resembling that of a PM in an effective field (H + HMF). At

low temperatures, HMF can spontaneously align the magnetic moments, even without an

applied external field. However, thermal fluctuations progressively disrupt this alignment

as the temperature rises. At a critical temperature, the FM order is completely lost. This

theoretical framework is referred to as the Weiss model of ferromagnetism.

By employing the Brillouin function, the Hamiltonian solution can be determined [119,

121]. Using graphical methods, the Curie temperature (TC) at zero field (H = 0) is derived

as [119, 121]:

TC =
gJµB(J + 1)¼MS

3kB
(2.21)

and,

HMF = ¼MS =
3kBTC

gJµBµ0(J + 1)
(2.22)

Here, gJ is the total angular momentum (Landé) g-factor, which accounts for the

contributions from both the electron’s spin and its orbital motion to the magnetic

moment. For T k TC , a small external field (H ̸= 0) can induce a weak magnetization in

the FM system, leading to:

M =
µ0TC

¼(T − TC)
H (2.23)

which gives the susceptibility:

Ç =
C

T − TC
(2.24)

This modified Curie’s law is well-known as the Curie-Weiss law.

In many cases, it is useful to introduce a characteristic temperature, known as the Weiss

temperature (Θ), and express the magnetic susceptibility (Ç) using the Curie-Weiss law

(Eq. 2.24):

Ç =
C

T −Θ



















Θ < 0 for AFM interactions,

Θ = 0 for ideal PM behavior,

Θ > 0 for FM interactions.

(2.25)

While the experimentally determined Weiss temperature does not always align precisely

with the actual magnetic transition points like the Curie temperature (TC) or Néel
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Figure 2.2: Graphical illustration of the Curie-Weiss law. (a) Temperature-dependent
magnetic susceptibility (Ç) for FM, PM, and AFM materials, highlighting that the Curie-
Weiss law can predict their behaviors only in the PM regime. (b) Plot of inverse
susceptibility (1/Ç) versus temperature. The linear extrapolation to the point where

1/Ç = 0 yields the x-intercept, corresponding to the Weiss temperature (Θ).

temperature (TN ), it serves as a meaningful parameter that reflects the strength and

nature of magnetic interactions. Discrepancies between Θ and the true transition

temperature often arise due to factors such as reduced dimensionality, magnetic

frustration, or thermal/quantum fluctuations. Nevertheless, the Curie-Weiss law remains

a valuable approximation for interpreting magnetic susceptibility in the PM phase and

offers insight into both the exchange interaction strength and the tendency of a system

toward magnetic ordering (see Fig. 2.2).

2.5 Spin Waves in Ferromagnets

At T = 0, a FM exhibits perfect magnetic order, with all spins aligned uniformly. However,

at any finite temperature, thermal fluctuations induce spin misalignment, leading to a

reduction in spontaneous magnetization as the temperature rises. Now, the simplest

form of magnetic excitation involves a minimal disruption in the spin alignment by the

misalignment of a single spin. If this misalignment were restricted to a single lattice site,

it would represent a single-particle excitation and necessitate a significant energy input.

Instead, it is energetically more favorable for the disturbance to be distributed collectively

across all atoms or ions within the FM crystal, forming a coherent wave-like collective

excitation, known as spin waves (see Fig. 2.3). The quantized form of these collective

excitations is referred to as a magnon. Creating a magnon requires minimal energy if its

wavelength is sufficiently long.
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Figure 2.3: Semiclassical representation of spin-waves in a FM material. (a) The ground
state of magnetic moments. (b) Precession of the magnetic moments with different phases.
(c) The top view of the spin waves, showing a complete wavelength (¼). Reproduced from

Ref. [23].

Consider a one-dimensional chain consisting of N uniformly spaced spins, each with

magnitude S, separated by a distance a. These spins interact via a nearest-neighbor

exchange coupling characterized by the exchange parameter J . In this system, the energy

of a single magnon is given by the dispersion relation [119, 121]:

ℏÉk = gµBµ0H + 4JS(1− cos ka) (2.26)

This equation expresses the dependence of spin-wave frequency on the corresponding

wavenumber k. When k = 0, the magnon energy is solely determined by the applied

magnetic field, simplifying to ℏÉ0 = ℏµµ0H. See Table 2.1 for the dispersion relations and

specific heat for different excitations [117].

Excitation Dispersion Specific heat

Electrons Fermions Ek ≈ ℏ

2mk
2 µT

Phonons Bosons Eq ≈ c0q T 3

Magnons (FM) Bosons Eq ≈ Dswq
2 T 3/2

Magnons (AFM) Bosons Eq ≈ Dafq T 3

Table 2.1: Dispersion relations and specific heat for different excitations [117]. Dsw =
2JSa2 is the spin wave stiffness parameter, reduced from Equation 2.26
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2.6 Mermin-Wagner Theorem

The spin-wave dispersion relation (refer to Section 2.5) is derived under the assumption of

a FM ground state, either in an isotropic 1D chain or within a 3D lattice. The population

(numbers) of magnons, thermally excited at temperature T , is expressed as:

nm =

∫

∞

0

N(Éq)dÉq

eℏωq/kBT − 1
(2.27)

Here, N(Éq) denotes the density of states of magnons. As magnons are Bosons, they follow

Bose statistics. So, N(Éq) = É
−1/2
q in 1D, constant in 2D and É

1/2
q in 3D systems. By

introducing the substitution x = ℏÉq/kBT , the integral in 3D leads to Bloch’s T 3/2 law

[117], which explains the decrease in magnetization within a FM at reduced temperatures

due to magnon excitations. However, in 1D and 2D, the integral diverges at finite

temperatures, implying that the spontaneous magnetizationM vanishes for all T > 0 in the

isotropic 1D and 2D Heisenberg models. This divergence arises from the excessive number

of thermally excited spin waves, which destabilize long-range FM order. Consequently, a

FM ordered state is inherently unstable in dimensions lower than three.

This result was first rigorously proven by Mermin and Wagner in 1966 and independently

by Berezinskii, forming the basis of what is now known as the Mermin-Wagner-Berezinskii

theorem [4, 5, 119]. It establishes that, in 1D and 2D isotropic Heisenberg systems, long-

range magnetic ordering cannot occur at any nonzero finite temperature, while it remains

possible in 3D. Hence, in a 1D spin chain or a 2D system, magnetic ordering can only exist

at absolute zero temperature (T = 0 K).

The implications of the Mermin-Wagner-Berezinskii theorem are not as severe as they may

initially appear. The divergence can be circumvented if the system exhibits some degrees

of anisotropy in 1D or 2D, which introduces an energy gap at q = 0 in the spectrum of

spin-wave excitations. This gap shifts the lower integration limit above zero, preventing

the divergence and allowing magnetic order to persist even in lower-dimensional systems.

In another way, this theorem was exclusively for systems with continuous symmetry, such

as Heisenberg systems, where the order parameter can revert to its original state through

continuous rotation or translation. However, mechanisms like magnetic anisotropy (MA)

break this continuous symmetry, allowing for long-range magnetic order even in lower-

dimensional systems. In real materials, some degree of anisotropy is always present due

to crystal field effects or dipole-dipole interactions. So, in 1D or 2D FM layered systems,

this inherent anisotropy (or sometimes, induced anisotropy by applying a small external
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magnetic field) stabilizes magnetic ordering at any finite temperature (T > 0 K), as

observed in experimental systems, that bypasses the Mermin-Wagner-Berezinskii theorem.

2.7 Magnetic Anisotropy

Although the Heisenberg exchange energy is isotropic, most FM materials display

direction-dependent magnetic properties, with spins preferentially aligning along specific

crystallographic directions. This tendency is known as magnetic anisotropy (MA).

And, these preferred crystallographic directions, where magnetization is energetically

favored, are called ‘easy axes’, whereas the directions requiring higher energy for

magnetization saturation are termed as ‘hard axes’ (see Figure 2.5). Deviating from

preferred magnetization directions incurs an additional energy cost to the system, known

as magnetic anisotropy energy (MAE). Anisotropy energies typically range from 102 to 107

J/m3, corresponding to an energy per atom between 10−8 and 10−3 eV. Lower-symmetry

magnetic ion lattices exhibit higher anisotropy energy, whereas higher-symmetry lattices

tend to have lower anisotropy energy [117, 119]. Key contributors to MA include SOC,

crystallographic symmetry axes, long-range dipolar interactions, etc.

The simplest form of MA is uniaxial anisotropy. The spatial energy distribution here

depends on the angle ¹ defined by the magnetization direction relative to a specific axis.

The related energy density can be expressed as:

Euni = Kuni sin
2 ¹ (2.28)

Here, Kuni represents the uniaxial anisotropy constant. Based on this equation, ordered

materials can be classified into two categories: (i) Easy-axis type (Kuni < 0): The

material prefers magnetization along a specific axis, with a perpendicular hard plane. (ii)

Easy-plane type (Kuni > 0): The material favors magnetization within a plane, with a

perpendicular hard-axis.

The anisotropy field (HA) represents the field strength needed to fully align the magnetic

moments along the hard direction (see Figure 2.4). To determine HA, let us consider

a uniformly magnetized system, where all spins align in a particular direction. The

total energy density in the presence of uniaxial anisotropy and the external magnetic

field (H) (applied ϕ = 90° w.r.t. easy axis, see Figure 2.4(b)) can be written from the
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Figure 2.4: Representation of Stoner–Wohlfarth model to determine the anisotropy
field.

Stoner–Wohlfarth model [117, 128] as:

E = Ku sin
2 ¹ − µ0MsH cos

(Ã

2
− ¹

)

(2.29)

Here, the first term represents the uniaxial anisotropy energy, which favors spin alignment

along the easy axis, minimizing the system’s energy. The second term is the Zeeman

energy, which causes the magnetic moments to orient themselves along the applied field (H)

direction. The competition between these terms determines the equilibrium magnetization

direction in the presence of H. This competing behavior leads to hysteresis in these

magnetic systems. In the uniaxial system, the energy E is minimized by solving ∂E
∂θ = 0.

By setting ¹ = π
2 , the Equation 2.29 is expressed as [117]:

Huni
A = − 1

µ0MS

dEuni
A

d¹
≈ 2Kuni

µ0MS
(2.30)

The main sources of MA arise from intrinsic and extrinsic factors, such as crystal structure

(intrinsic), sample shape (extrinsic), and atomic or micro-scale texture.

2.7.1 Magneto-crystalline Anisotropy

The most prevalent intrinsic type of MA is magneto-crystalline anisotropy (MCA),

which results from the coupling between electronic spins and the crystal lattice structure

[117, 119]. This coupling is primarily governed by single-ion, two-ion anisotropy, or the

combination of both. Thus, MCA has primary origins such as crystal-field interactions,

SOC, and interatomic dipole-dipole interactions. Although MCA is generally weaker than

the exchange interaction, it plays a vital role to determine the easy axis of magnetization,
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Figure 2.5: Magnetization of single crystals of Fe, Co, and Ni, along their different
crystallographic axes, showing the easy and hard axes. This figure is reproduced from

Ref. [117].

as the exchange interaction only enforces the spins’ parallel or antiparallel alignment

without influencing their spatial orientation.

The orientation of electronic orbits is influenced by crystallographic axes, and SOC compels

electronic spins to align along specific directions dictated by the crystal symmetry. The

complexity of MA is directly linked to lattice symmetry. In cubic crystals, the MAE

depends on the direction of magnetization relative to the cubic edges and can be expressed

as a function of the direction cosines ³x, ³y, ³z:

EMCA = K0 +K1(³
2
x³

2
y + ³2

y³
2
z + ³2

x³
2
z) +K2³

2
x³

2
y³

2
z (2.31)

Here, Ki’s refer to MCA constants, viz., K0,K1, and K2 are MCA constants, representing

zero-, first-, and second-order contributions to the anisotropy energy. For uniaxial systems,

the anisotropy energy density simplifies to:

EMCA = Kuni³
2
x (2.32)

where Kuni is the uniaxial anisotropy constant. The primary origins [117] of MCA are

discussed in the following points:

(i) Single-ion anisotropy:

In crystals, certain orbitals become more stable due to orbital overlap with the

surroundings. When spins couple to these orbitals via SOC (HSOC = ¼ïL̂ · Ŝð), magnetic

moments align along preferred crystallographic directions for S > 1/2. However, for

S = 1/2, Kramer’s theorem ensures spin degeneracy remains intact without an external

field. This interplay of crystal field and SOC leads to single-ion anisotropy (SIA), a key
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source of anisotropy in magnetic materials. For a uniaxial system, the Hamiltonian is

given by:

HSIA = −DS2
z (2.33)

where D is the SIA constant, determining the preferred spin alignment axis.

(i) Two-ion anisotropy:

This anisotropy primarily arises from dipole-dipole interactions (see Section 2.3.1) or

symmetric anisotropic exchange (see Section 2.3.2). The dipole-dipole interaction favors

head-to-tail spin alignment, reducing anisotropic energy by 3µ0µ1µ2

4πr3
. However, this

contribution is typically small (a few kelvins). In contrast, the anisotropic exchange

interaction is significantly stronger and also enforces preferred spin orientations in

exchange-coupled systems.

2.7.2 Shape Anisotropy and Demagnetizing Energy

In addition to intrinsic effects, extrinsic factors such as the sample’s shape, size, or

dimensions contribute to the anisotropic energy. This effect, known as shape anisotropy,

arises from demagnetizing energy (Edemag) [117, 129]. It originates from the anisotropic

dipolar interaction of unsaturated magnetic dipoles (stray and demagnetization fields),

emerging due to the asymmetry in the geometry of magnetic elements.

In a magnetic system having finite boundaries, surface poles generate the magnetic stray

field (lines of force) extending outside the sample, resulting in a demagnetizing field

(Hdemag) inside the sample. So, the internal magnetic field within a sample is the combined

effect of the externally applied field (Hext) and the demagnetizing field (Hdemag) originates

from the sample’s own magnetization distribution. Mathematically, this can be expressed

as [117]:

Hint = Hext +Hdemag ≈ Hext −NM (2.34)

Here, N is the demagnetizing factor of the sample, which quantifies the strength of

the demagnetizing field (degree of self-demagnetization due to its shape) that opposes

magnetization within a material. N varies depending on the geometry of the sample. In

a sample with uniform magnetization, the sum of the demagnetization factors along the

three principal axes is always equal to one (i.e, N = Nx +Ny +Nz = 1).

(i) For a sphere, N is isotropic with a value of 1/3 in all directions.
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(ii) An infinitely thin film has N ≈ 1 perpendicular to the plane (i.e., stray field, Hdemag,

and shape anisotropy is maximum in out-of-plane direction) and N ≈ 0 within the plane.

(iii) For a long cylindrical rod, N ≈ 0 along its length but significantly larger in the

transverse directions.

Now, for very thin film samples, the stray field is maximum. The energy associated with

this stray field is as follows:

Edemag = −1

2

∫ V

0
µ0M ·Hdemag dV (2.35)

For an arbitrary shape, Hdemag depends strongly on the sample’s geometry and varies

spatially in a complex manner. It becomes significant in non-spherical samples, like

thin films or elongated structures, where magnetic moments align along specific geometric

directions of the sample to minimize energy Edemag. For thin films, spins preferentially lie

within a plane. The anisotropy field due to shape can be expressed as

Hshape
A = 4ÃNMS (2.36)

So, the total anisotropy field for a thin plate-shaped sample is given by:

HA = Huni
A +Hshape

A =
2Kuni

µ0MS
+ 4ÃNMS (2.37)

From Equation 2.35, one can derive the shape anisotropy constant [129] as

Ksh =
µ0
4
(1− 3N)M2 (2.38)

So, for the spherical shape, N = 1/3, provides shape anisotropy constant is zero.

2.8 Anisotropy Measurements

The characterization of MA is crucial for understanding the directional dependence of a

material’s magnetic properties. Various experimental techniques [129] are employed to

quantify anisotropy, including torque magnetometry, ferromagnetic resonance, magneto-

optical methods, X-ray magnetic circular dichroism, etc. These techniques allow for the

determination of anisotropy constants, preferred magnetization directions, and energy

barriers associated with magnetization reversal.
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Torque magnetometry measures the mechanical torque exerted by a magnetized sample

when subjected to an applied magnetic field, providing insight into the anisotropic

energy landscape. Ferromagnetic resonance (FMR), on the other hand, examines the

resonance condition of precessing spins in a magnetic field, yielding information about

anisotropy fields and relaxation mechanisms. Magneto-optical methods, such as Kerr

effect measurements (MOKE), offer additional insight into anisotropy by analyzing the

polarization changes in reflected light due to magnetization. Additionally, X-ray magnetic

circular dichroism (XMCD) serves as an effective technique for probing and investigating

spin and orbital magnetic moments at the atomic scale. Since single-ion anisotropy is

closely linked to the orbital moment, XMCD enables direct investigation of anisotropy

by analyzing differential absorption of circularly polarized X-rays, offering a deeper

understanding of anisotropic interactions in transition metal magnets.

By combining these techniques, a comprehensive understanding of anisotropy contributions

from magnetocrystalline effects, shape-dependent factors, dipolar interactions, etc can be

obtained.

2.9 Scattering Mechanisms and Resistivity in Magnetic

Metals

The electrical resistivity of magnetic metals arises due to various scattering processes

that disrupt the motion of conduction electrons. These scattering mechanisms include

interactions with lattice vibrations (phonons), other conduction electrons, magnetic

excitations (magnons), and impurities. Each of these processes exhibits a distinct

dependence on temperature, leading to complex resistivity behavior in different

temperature regimes.

The total resistivity Ätotal(T ) of a FM metal can be described as the cumulative effect

of various scattering sources, with each contribution adding independently within a given

conduction band, a principle formulated in Matthiessen’s rule [36, 130, 131]:

Ätotal(T ) = Äimp + Äe-e(T ) + Äe-ph(T ) + Äe-mag(T,B) (2.39)

where Äimp represents the temperature-independent resistivity due to static impurities,

while the other terms correspond to temperature-dependent contributions from electron-

electron, electron-phonon, and electron-magnon scattering.
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(i) Electron-Impurity Scattering: The presence of impurities and structural defects

introduces static scattering centers, affecting the motion of conduction electrons. This

elastic impurity scattering is independent of temperature and contributes a constant

resistivity term Äimp. In a disordered system, such as alloys, impurity scattering can

be dominant, leading to an overall resistivity that remains significant even at very low

temperatures.

(ii) Electron-Electron Scattering: Interactions between conduction electrons

contribute to resistivity through momentum exchange processes. At low temperatures,

where phonon-mediated scattering is weak, inelastic electron-electron scattering becomes

the primary resistivity mechanism. The temperature dependence follows:

Äe-e(T ) ∝ T 2 (2.40)

for a Fermi liquid [132], due to the phase-space restrictions imposed by the Pauli exclusion

principle. This quadratic dependence is observed in simple metals at sufficiently low

temperatures, where phonons do not contribute significantly to scattering.

(iii) Electron-Phonon Scattering: The interaction of conduction electrons with

thermal vibrations of the crystal lattice results in inelastic electron-phonon scattering,

which dominates resistivity at intermediate and high temperatures. As temperature

increases, the number of thermally excited phonons grows, leading to an increase in

scattering events.

At low temperatures, the resistivity arising from electron-phonon interactions follows the

Bloch-Grüneisen equation [133, 134]:

Äe-ph(T ) = A

(

T

ΘD

)5 ∫ ΘD/T

0

x5ex

(ex − 1)2
dx (2.41)

where A is a material-dependent constant, ΘD represents the Debye temperature, and the

integral accounts for the distribution of phonon states.

The resistivity contribution from electron-phonon scattering at low temperatures (T j
ΘD, Bloch-Grüneisen regime) typically follows a power-law dependence:

Äe-ph(T ) ∝ T 5 (2.42)
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While at higher temperatures (T > ΘD), the resistivity saturates, approaching a linear

dependence:

Äe-ph(T ) ∝ T (2.43)

This occurs because, at temperatures above ΘD, the phonon population saturates, leading

to a resistivity behavior that follows the classical equipartition theorem.

(iv) Electron-Magnon Scattering: In magnetic metals, the spin of conduction

electrons interacts with collective excitations of the localized magnetic moments, known

as magnons. This inelastic electron-magnon scattering affects resistivity in a temperature-

dependent manner. The external magnetic field also modifies the magnon spectrum,

thereby influencing electron-magnon scattering rates. For sufficiently large magnetic

fields, the magnon gap increases, leading to strong suppression of electron-magnon

scattering.

At low temperatures, the resistivity contribution for a FM follows the following relation

due to the quadratic magnon dispersion relation in long-wavelength approximations:

Äe-mag(T ) ∝ T 2 (2.44)

As the temperature increases closer to the Curie temperature (TC), magnon population

increases, leading to:

Äem(T ) ∝ T 3/2 (2.45)

for a Bloch-type scattering mechanism in simple FMs. Near TC , the spin disorder becomes

dominant, and the resistivity follows a more complex form, often showing a linear or non-

monotonic behavior depending on the material.

While in an AFM, the dependence is generally stronger. As the temperature increases,

the thermal disorder in the magnetic system intensifies electron-magnon scattering, often

leading to a more complex temperature dependence, which can deviate from the simple

quadratic behavior, often scaling as T 4 at low temperatures.

(v) Kondo Effect: In materials with magnetic impurities, an extra source of scattering

emerges from the interaction between the delocalized conduction electrons and the

localized magnetic impurities. This phenomenon, referred to as the Kondo effect [135],

leads to a resistivity that initially decreases with decreasing temperature but then

increases as temperature is lowered further.
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When a non-magnetic metal contains a small concentration of magnetic impurity atoms

(such as Fe or Mn in Cu or Au), the localized spins of these impurities interact with

the spin of conduction electrons via an antiferromagnetic exchange interaction. At high

temperatures, this interaction causes a weak spin-flip scattering, contributing a small,

nearly temperature-independent term to the resistivity. However, as the temperature

decreases, the probability of spin-flip scattering increases, due to enhanced quantum

interference effects. This leads to an increase in resistivity at low temperatures – a behavior

that contradicts the usual trend where resistivity decreases with decreasing temperature.

At the low-temperature regime, the characteristic temperature dependence follows:

ÄKondo(T ) ∝ − lnT (2.46)

This logarithmic behavior signifies an enhancement of scattering as the system approaches

the Kondo temperature TK , below which a correlated many-body state forms, suppressing

the impurity spin fluctuations.

These scattering processes collectively define the transport properties of magnetic metals,

with their relative significance varying depending on material composition, temperature,

and magnetic ordering.

2.10 Ordinary and Anomalous Hall Effect

In 1879, Edwin H. Hall first discovered the classical Hall effect [67, 136], describing

the motion of charged particles of a conducting material when subjected to an external

magnetic field. Imagine a situation where electrons are restricted to move only within

the x-y plane. When a steady current (I) flows along the x-axis, and a magnetic field

(B) is applied in the direction of the z-axis, perpendicular to the direction of the current,

then the charge carriers feel a Lorentz force. This force causes the electrons to deviate

from their initial trajectory, leading to the buildup of opposite charges at the material’s

opposite edges. The resulting charge imbalance generates an internal electric field. When

this electric force balances the Lorentz force generated by the external magnetic field,

electrons are able to travel from one edge to the opposite edge of the material. This

movement creates a transverse potential difference between the two edges of the sample,

known as Hall voltage (VH) (see Fig. 2.6(a)). This phenomenon is known as the ordinary

Hall effect (OHE) [48, 117, 136].
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In the equilibrium condition, the Lorentz force can be represented as:

F = q(E+ v ×B) = 0 (2.47)

where v is the velocity of the charge carrier, and q is its charge.

Considering t as the thickness of the sample, the Hall voltage (VH) is expressed as:

VH =
IB

nte
= RH · I (2.48)

In this equation, RH denotes the Hall resistance, n refers to the carrier density, and e is

the elementary charge. This relationship indicates that the Hall voltage (or resistance or

resistivity) varies linearly with Bz. So, the Hall resistivity [136]:

Äxy = R0Bz. (2.49)

Here, R0 represents the ordinary Hall coefficient, a material-specific constant that is

temperature-independent. Its magnitude enables the calculation of the effective carrier

concentration in a single-band model, with its sign indicating the majority carrier type:

positive for holes (p-type) and negative for electrons (n-type) (see Fig. 2.7(a)). When

a single type of charge carrier dominates the conduction process, say n-type, the Hall

coefficient (R0) can be expressed as [67, 136]:

R0 =
Ey

jxBz
=
VHt

IB
= − 1

ne
(2.50)

where jx represents the carrier electrons’ current density, Ey denotes the induced electric

field, and Bz is the z-component of the magnetic field (B).

Subsequently, in 1881, Hall observed that this effect in FM iron was significantly more

pronounced, being approximately ten times stronger than the non-magnetic conductors

[137]. This enhanced phenomenon in FM materials, even at B = 0, was termed the

anomalous Hall effect (or, extraordinary Hall effect). So, in FM materials, an additional

contribution arises to the measured Hall resistivity, even without any external field, due

to the material’s magnetization (M), known as the anomalous Hall effect (AHE) [138].

AHE arises from SOC, which induces transverse charge accumulation by deflecting spin-

up and -down electrons along the opposite directions (see Fig. 2.6(b)). The empirical

relationship between Äxy (transverse Hall resistivity), Bz (applied magnetic field), and Mz
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Figure 2.6: Schematic representation of (a) ordinary and (b) anomalous Hall effect.

(magnetization) was established by Pugh et al [139, 140], is expressed as:

Äxy = ÄOHE
xy + ÄAHE

xy = R0Bz +RSMz (2.51)

The first term, ÄOHE
xy , represents the ordinary Hall resistivity and arises from the Lorentz

force generated by the applied magnetic field. The second term, ÄAHE
xy , denotes the

anomalous Hall resistivity and is unique to magnetic materials. Notably, ÄAHE
xy can have a

non-zero value even without applying any external magnetic field, as it is proportional to

the material’s spontaneous magnetization. RS is the anomalous Hall coefficient, which is a

temperature-dependent parameter. However, it was suggested that the RS may not scale

properly with M when resistivity varies with B or T. Therefore, SH , a material-specific

scaling factor, was introduced to measure the sensitivity of ÄAHE
xy to M [141], where,

RS = SHÄ
2
xx (2.52)

The Hall conductivity, Ãxy, can be derived from Äxy and the longitudinal resistivity, Äxx,

using the following relation [138]:

Ãxy =
Äxy

Ä2xx + Ä2xy
(2.53)
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Figure 2.7: Schematic illustration of Hall resistivity, Äxy as a function of perpendicular
magnetic fields (B), representing (a) ordinary Hall effect, (b) anomalous Hall effect. The
green and blue curves correspond to materials with electron and hole majority charge
carriers, respectively, highlighting the carrier-type-dependent behavior in Hall response.

The anomalous Hall conductivity (AHC), ÃAHE
xy , can be estimated from the Ãxy vs. B

curve and can be expressed as [138]:

ÃAHE
xy ≈

ÄAHE
xy

Ä2xx
≈ µ0RSMS

Ä2xx
(2.54)

The anomalous Hall angle (¹AHE) quantifies the magnitude of the transverse current

produced relative to the applied longitudinal current, as follows [138];

¹AHE =
ÃAHE
xy

Ãxx
(2.55)
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• Mechanisms of AHE:

AHE arises from both intrinsic and extrinsic contributions stemming from various

mechanisms. Mainly, three mechanisms [138] have been recognized to explain the AHE

in FMs or materials exhibiting strong SOC, such as: (a) the intrinsic Karplus–Luttinger

(K–L) mechanism, (b) the extrinsic side-jump mechanism, and (c) the extrinsic skew-

scattering mechanism. Figure 2.8 illustrates these three mechanisms for the contributions

to the AHC. The intrinsic K–L mechanism [142] arises from the anomalous carrier drift

caused by the nonzero Berry curvature in momentum space, which originates from the

SOC. This effect largely does not depend on scattering and is dependent exclusively on

the crystal’s band structure [138, 143, 144]. The extrinsic contributions, however, arise

from the interactions between the electrons and impurities. The extrinsic side-jump

mechanism [145] involves electrons being scattered in opposite directions as a result

of interactions/scatterings with impurities coupled through spin–orbit effects. Here,

the electron’s velocity is redirected in opposing directions due to the opposing electric

fields it feels when approaching and then departing from an impurity. The extrinsic

skew-scattering mechanism [146, 147] originates from the asymmetric scattering of

electrons by impurities influenced by SOC. All three mechanisms follow the power law as

[138]:

ÄAHE
xy ≈ aÄαxx (2.56)

Figure 2.8: Schematic representation of different mechanisms involved in AHE. (a)
Intrinsic K-L mechanism, (b) Extrinsic mechanisms: (i) Side jump and (ii) Skew scattering

mechanisms. The figure is reconstructed from Ref. [138].
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For both the intrinsic K-L and extrinsic side-jump mechanisms, the exponent ³ equals 2,

whereas for the extrinsic skew-scattering mechanism, ³ is equal to 1 [138]. In FMmaterials,

the AHE dominates over the OHE, and its magnitude depends on the interplay of these

mechanisms, which occur simultaneously. To empirically define all three contributions,

the temperature-dependent ÄAHE
yx can be written as [138]:

ÄAHE
xy (T ) = ³Äxx0 + ´Ä2xx0 + µÄ2xx(T ) (2.57)

In this equation, Äxx0 represents the temperature-independent residual longitudinal

resistivity. The first and second terms correspond to the extrinsic contributions from skew

scattering and the side-jump mechanism, respectively, while the third term accounts for

the intrinsic contribution. To isolate the intrinsic contribution, a linear fit is performed

on the plot of ÄAHE
yx versus Ä2xx at various temperatures. The slope (µ) of this linear fit

directly gives the intrinsic value of the anomalous Hall conductivity (Ãintxy ).
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2.11 Electron Spin Resonance Spectroscopy

Electron Spin Resonance (ESR), first observed in paramagnetic transition metal salts

by Evgeniy K. Zavoisky in 1944 [148], is an indispensable spectroscopic technique used

to explore the electronic and magnetic properties of materials [149–151]. Any system

containing unpaired electrons is fundamentally suitable for investigation using ESR. In

the realm of 2D vdW magnetic systems, ESR is a powerful tool for investigating MA,

characterizing magnetic easy axes, estimating magnon excitation gaps, and understanding

spin-spin correlations and spin dynamics, thereby offering critical insights into their

fundamental physics and potential applications in spintronics [152].

2.11.1 Principles of ESR

ESR primarily focuses on the spin of electrons. Let us consider a simple case involving a

paramagnetic center with an unpaired electron characterized by a spin S = 1/2. When

subjected to an externally applied magnetic field (Hext), the spin states |+1/2ð and |−1/2ð
will be splitted due to the Zeeman effect [153] (see Figure 2.9). This splitting will create

an energy gap ∆E between the states, given by:

∆E = gµBµ0Hext (2.58)

where, g represents the g-factor and µB denotes the Bohr magneton. Now, If the spin

system is exposed to microwave radiation with a frequency ¿, such that the microwave

energy (h¿) matches the energy gap (∆E) between these states, a resonant transition

occurs and the electron’s spin from the lower-energy state (|−1/2ð) absorbs the microwave

radiation quantum and moves to the higher-energy state (|+1/2ð) such as: |−1/2ð →
|+1/2ð. The condition for paramagnetic resonance is expressed as [149, 151]:

h¿0 = gµBµ0Hres (2.59)

Here, the resonance field can be estimated as Hres = hν0
gµBµ0

for a fixed frequency ¿0,

and similarly, the resonance frequency ¿res can be calculated when keeping the field H0

constant, from the relation: ¿res = gµBµ0H0

h . For instance, in the case of microwave

radiation with a frequency in the X-band range (¿ between 8 and 12 GHz), the resonance

field is approximately in the range of 0.29 - 0.43 T if g = 2. It is important to note that,

in that simple case for resonance to occur, the microwave radiation with its oscillating
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Figure 2.9: Zeeman effect and Resonance phenomenon for a spin-1/2 system. (a)
Electron spin states split due to the Zeeman interaction when an external magnetic field
is applied (Hext). At resonance, microwave radiation having energy h¿ is absorbed,
satisfying Equation 2.59, and inducing transitions between these levels. (b) The
corresponding ESR absorption spectrum (red curve) at a fixed frequency ¿, centered
at Hres, with amplitude A, full width at half maximum ∆H, and intensity I. This figure

is reconstructed from Ref. [154].

magnetic field H1 (as part of the electromagnetic radiation), need not be perpendicular to

the externally applied magnetic field Hext [150].

In this spin-1/2 system, microwave photons are absorbed exclusively during transitions

from |−1/2ð to |+1/2ð. Conversely, the reverse transition involves the emission of a photon

with the same energy. However, the Maxwell-Boltzmann distribution between the two

levels (N+/N− = e∆E/kBT , kB denotes the Boltzmann constant and T refers the sample’s

temperature) dictates that the lower-energy state has a higher thermal population than

the upper state [149]. This imbalance leads to a greater number of transitions to the

upper level, resulting in net microwave energy absorption by the sample. This absorption

phenomenon forms the basis of continuous wave (CW) ESR experiments.

Here, the sample is exposed to microwaves of a fixed frequency, while the external

magnetic field is varied to satisfy the resonance condition for microwave absorption,

thereby generating an ESR spectrum, as illustrated in Figure 2.9. All experiments

described in this thesis were conducted in field-sweep mode, with the microwave frequency

kept constant.
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2.11.2 Spectral Parameters

The analysis of the resonance spectrum yields parameters such as linewidth, resonance

field, line shape, intensity, etc. These parameters (see Figure 2.9(b)) enable the

determination of properties like relaxation time, g-factor, energy gap, and many more.

(i) Resonance field: From the value of the resonance field (Hres), we can estimate the

parameters like total anisotropy field, MCA field, demagnetization field, g-factor, etc.

(ii) Linewidth and line shape: The linewidth is mainly influenced by the relaxation

time of the spin in the excited state, as well as by the inhomogeneities present in the

system. It is followed from the Heisenberg uncertainty principle ∆E · ∆Ä g ℏ, where

Ä represents the relaxation time. Dipole-dipole interactions typically produce a broad

Gaussian lineshape, while isotropic exchange interactions result in a narrower Lorentzian

lineshape. In some cases, a combination of both effects occurs, leading to a mixed lineshape

best described by a Voigt profile [154].

(iii) Amplitude and intensity: The amplitude (A) of the ESR line is directly related

to the local spin susceptibility of a material, which quantifies the number of spins that

respond to an external magnetic field. For the simple PM systems, the intensity (I) of the

ESR signal (area under the curve) can be determined from the product of its amplitude

and the full width at half maximum (FWHM). In general, spin susceptibility follows the

Curie-Weiss law [48], meaning it is inversely proportional to temperature. Consequently,

the intensity of ESR lines also decreases as temperature increases.

2.11.3 Resonance Field

Even in the PM phase, some materials exhibit local internal magnetic fields arising from

various factors such as low dimensionality, magnetic frustration, or interactions between

distinct magnetic centers, which contribute to the development of short-range correlations.

These internal fields cause the resonance position to shift from the conventional PM

condition. The resonance condition is then modified [150] to:

h¿ = gµBµ0(H ±Hint) (2.60)

The shift, whether positive or negative, is dependent on how the external magnetic field

is oriented with respect to the internal magnetic field (Hint). As a magnetic material

transitions to a ferromagnetically ordered state, individual spins become strongly coupled
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through exchange, dipolar interactions, and anisotropy, resulting in Hint. In this regime,

the resonance no longer corresponds to the excitation of isolated or weakly interacting

spins, as in paramagnetic resonance. Instead, it reflects the collective excitation of spin

waves within the ordered system, termed ferromagnetic resonance (FMR).

2.11.4 Ferromagnetic Resonance

2.11.4.1 Classical Approach

If the system is in an ordered state (for magnetic systems), the net magnetization (M)

of the system will be excited in this resonance process. When an external magnetic field

(Hext) is applied, M will precess about the effective magnetic field (Heff = Hext +Hint)

in absence of damping, as formulated in the Landau–Lifshitz equation [155]:

dM

dt
= −|µ|(M×Heff), (2.61)

Figure 2.10: Schematic
representation of the
coordinate system rotating

with Larmor frequency.

where µ = gµB/ℏ is the gyromagnetic ratio and Hint

is the internal magnetic field of the system.

For an isotropic FM, the applied magnetic field is

the total effective magnetic field, Heff = Hext, and

for these systems, the net magnetization will rotate

around Hext with a frequency known as the Larmor

frequency [48, 129], given by É = 2Ã¿ = −|µ|Hext,

as shown in Figure 2.10.

If the system is anisotropic, the effective magnetic

field becomesHeff = Hext+Ha, whereHa represents

the total anisotropy field. This anisotropy causes

a shift of the resonance line from the position

determined by the g-factor. So, using this effective

magnetic field, one can calculate the analytical

expressions for the spin-wave energies of a uniaxial

FM as solutions to the Landau-Lifshitz equation.
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2.11.4.2 Linear Spin Wave Theory

For ordered materials such as FMs, the frequency dependence of the resonance field (¿−H
relationship, see below, Equation 2.64-2.69 and Figure 2.11) can be effectively analyzed

using linear spin-wave theory with the second quantization formalism, to provide a precise

quantum mechanical description of spin dynamics at T = 0 [149, 150]. To achieve this, it is

crucial to formulate the phenomenological Hamiltonian that characterizes the ground state

of a magnetic single-sublattice spin system. The Hamiltonian is expressed as [120, 156]:

H = Kuni
M2

z

M2
0

+ 2ÃNM2
z − (H ·M) + (other anisotropy terms...) (2.62)

The first term in the above Hamiltonian represents the uniaxial part of magnetocrystalline

anisotropy, characterized by the constant Kuni. Mz represents the z-component of

magnetization and M0 = Ms, where Ms is the saturation magnetization. The second

term accounts for the shape anisotropy, which arises from the plate-like shape of the

crystal. N describes the demagnetization factor. The third term corresponds to the

Zeeman interaction, which results from the coupling between the external magnetic field

and the material’s magnetization. The Hamiltonian might also include other anisotropy

terms like cubic anisotropy, anisotropic exchange or Dzyaloshinskii-Moriya interaction,

exchange anisotropy or exchange stiffness, etc., depending on the material systems. This

formulation provides a comprehensive description of the various contributions to the

energy of a magnetic system, capturing the interactions, anisotropies, and external field

effects.

A FM with simple uniaxial anisotropy, characterized by an anisotropy field Ha, can be

analyzed. The uniaxial anisotropy constantKuni and the anisotropy field Ha are connected

by the relation:

Ha =
2Kuni

µ0M0
(2.63)

where µ0 represents the permeability of free space. This equation defines the internal

effective field generated by uniaxial anisotropy, which influences the magnetization to

align along the preferred axis. Acting as an equivalent external field, the anisotropy

field together with other fundamental forces, including the Zeeman effect and exchange

interactions establishes the system’s stable magnetization state.



Chapter 2. Theoretical Background 51

2.11.4.3 Linear Spin Wave Theory Solutions

The spin-wave energy expressions for a uniaxial FM can be represented analytically as

follows [150, 157]:

1. Easy-axis Ferromagnet:

For an easy-axis FM (with the c-axis as the easy-axis), where Kuni < 0:

(i) For H ∥ c
h¿ = gµBµ0(H + |Ha|) (2.64)

(ii) For H ∥ ab
h¿ = gµBµ0

√

H(H − |Ha|) for H g |Ha|, (2.65)

h¿ = gµBµ0
√

|Ha|2 −H2 for H f |Ha| (2.66)

2. Easy-plane Ferromagnet:

For an easy-plane FM, where Kuni > 0:

(i) For H ∥ c
h¿ = gµBµ0(H − |Ha|) for H g |Ha|, (2.67)

¿ = 0 for H f |Ha| (2.68)

(ii) For H ∥ ab
h¿ = gµBµ0

√

H(H + |Ha|) (2.69)

Here, the sign of the total magnetic anisotropy field Ha determines the type of anisotropy

in the system. A positive Ha corresponds to easy-plane anisotropy, while a negative Ha

indicates easy-axis anisotropy. Figure 2.11 schematically illustrates how the resonance

frequency varies in response to the magnetic field, as described by the above expressions.

These relations highlight the qualitative characteristics of ferromagnetic spin-wave modes,

demonstrating the sensitivity of FMR studies to MA. Consequently, FMR serves as an

effective tool for probing the magnetic properties of materials.
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Figure 2.11: Illustrative variations of ¿−Hres for a FM with (a) an easy-axis anisotropy
and (b) an easy-plane anisotropy, obtained using Equations 2.64 - 2.69 with an anisotropy
field of Ha = 4 T. The green and blue curves correspond to the applied magnetic field
along out-of-plane (H ∥ c) and in-plane (H ∥ ab) relative to the material’s symmetry
axes, respectively. The brown curve represents the PM line with a g-factor, described by

Equation 2.59.

2.12 Superconductivity

2.12.1 Fundamentals of Superconductivity

Superconductivity represents a distinct phase of matter, fundamentally different from

conventional electrical conduction in metals. When a material is cooled below a specific

temperature, called as critical temperature (Tc), it experiences a thermodynamic phase

transition, leading to a dramatic alteration in its electronic properties. The most striking

feature of this state is the complete disappearance of electrical resistance. In conventional

metals, electrical resistance arises from the scattering of electrons due to interactions

with lattice vibrations (phonons), impurities, and other charge carriers. However, in

the superconducting state, an effective attractive interaction mechanism between two

electrons, known as the pairing mechanism, results in the creation of bound pairs

of electrons. These bound pairs, known as ‘Cooper pairs’, possess an energy gap in

their spectrum, preventing their dissociation by small energy perturbations. Once the

temperature falls below Tc, the magnitude of this energy gap exceeds the thermal energy,

rendering scattering ineffective. As a result, the resistance drops precisely to zero, and

the paired electrons condense into a macroscopic quantum state characterized by a single

phase.

Superconductivity was first discovered in 1911 by Heike Kamerlingh Onnes, who observed

that mercury’s electrical resistance dropped abruptly to zero when cooled to a sufficiently
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low temperature. The phenomenon was also characterized by the Meissner effect,

which ensures the exclusion of magnetic fields from the superconducting interior. The

superconducting state can be disrupted by external factors such as magnetic fields

or excessive current density. In most cases, when such perturbations exceed critical

thresholds, the material reverts to its normal metallic state. The three fundamental

characteristics that define the superconducting state in a material are the critical magnetic

field (Hc), critical temperature (Tc), and critical current (Ic). A material remains in the

superconducting state as long as it operates within these defined limits.

• Meissner Effect:

A defining characteristic of superconducting materials is known as the ‘Meissner effect’,

which describes the ability of a superconductor to completely expel an externally

applied magnetic field when cooled below Tc. Even if a superconductor is placed in

an external magnetic field before cooling, it will actively expel the field upon entering

the superconducting state. This distinguishes superconductors from perfect conductors.

While a conventional metal with zero resistance can generate persistent eddy currents

that counteract an applied field, it does not inherently expel a pre-existing magnetic field.

In contrast, a superconductor spontaneously eliminates any applied field from its interior,

even when cooled in the presence of a magnetic field. This occurs because superconducting

electrons generate screening currents that oppose external flux penetration. However, the

magnetic field does not vanish instantaneously; rather, it decays over the penetration

depth ¼. Within a distance ¼ from the surface, shielding currents circulate, ensuring that

the internal magnetic field remains zero in the bulk of the material.

• Flux Quantization:

Another fundamental property of superconductors is the quantization of magnetic

flux, a direct consequence of the macroscopic quantum nature of the wavefunction

of a superconductor. Since all Cooper pairs form a single macroscopic quantum

state, their wavefunction must remain single-valued throughout the material. It

imposes a fundamental restriction on the magnetic flux penetrating the material. If a

superconducting region encloses a magnetic flux, the quantum phase must return to its

original value after a complete loop around the flux. This is only possible if the enclosed

magnetic flux is quantized, given by:

Φn = n
h

2e
= nΦ0 (2.70)
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where h is Planck’s constant, e denotes the elementary charge, and n refers to an integer.

This phenomenon ensures that magnetic flux through a superconducting loop is always

quantized in integer multiples of Φ0 (= h
2e ≈ 2.07 × 10−15 Wb). This quantization of

flux leads to the formation of quantized magnetic flux bundles known as vortices, which

are characteristic of type-II superconductors. The flux quantization phenomenon was

initially noted by Fritz London, who misestimated the flux quantum by assuming single

electrons carried the supercurrent – a misconception later corrected by BCS theory, which

established that superconducting currents arise from electron pairs.

Figure 2.12: Four main criteria of superconductivity. 1. The electrical resistance drops
to zero as the temperature becomes lower than the critical temperature, Tc, marking
the transition into the superconducting state. 2. Illustration of the Meissner effect,
where the superconductor exhibits perfect diamagnetism for T < Tc, completely expelling
the magnetic field from its interior. 3. Schematic illustration of key superconducting
parameters: critical temperature Tc, critical current density jc, and upper critical

magnetic field Hc2. 4.

• BCS Theory:

A key theoretical explanation for this phenomenon is provided by the Bardeen-Cooper-

Schrieffer (BCS) theory [158, 159], formulated in 1957, which describes superconductivity

as a fundamental rearrangement of the electronic states close to the Fermi level. The

transition to the superconducting state occurs due to the formation of Cooper pairs

(bosons), where two electrons having opposite momenta (p and −p) and spins experience

a weak attractive interaction mediated by lattice vibrations (phonons), leading to the

emergence of a correlated macroscopic quantum state. This transition is characterized by

the opening of an energy gap (2∆), which represents the energy required to break a Cooper

pair into individual electrons, known as the superconducting energy gap. The BCS gap

equation is given by:

∆(T ) = V
∑

k

∆(T )

2Ek

tanh

(

Ek

2kBT

)

(2.71)
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where, V is the effective interaction potential, Ek =
√

À2
k
+∆2 is the quasi-particle energy,

Àk is the single-particle energy relative to the Fermi level, depends on its momentum k.

At the Fermi surface (ϵk = 0), the minimum excitation energy is simply |∆|, which

characterizes the robustness of the superconducting phase. The energy required to break

a Cooper pair is thus 2∆ ≈ 3.5 kBTc.

Figure 2.13: Temperature
dependence of the BCS energy
gap ∆, showing the gradual
closing of the gap as T → Tc.

As temperature increases, ∆(T ) diminishes,

vanishing at Tc, above which the excitation

spectrum becomes that of a conventional metal,

Ek → |ϵk|. At low temperatures, the gap remains

nearly constant, but it declines rapidly near Tc

(see Fig. 2.13), approximately following:

∆(T )

∆0
≈ 1.76

√

1− T

Tc
(2.72)

Here, ∆0 is the zero-temperature gap. The

spatial extent of a Cooper pair is characterized

by the BCS coherence length (À0):

À0 =
ℏvF
Ã∆0

(2.73)

Here, vF is the Fermi velocity. These results are valid within the weak-coupling regime,

where ¼e-ph j 1.

The critical temperature Tc is approximated by:

Tc ≈ 1.14ΘDe
−1/N(0)V (2.74)

where ΘD = ℏωD

kB
is the Debye temperature, ÉD is the Debye frequency, and N(0) denotes

the density of available electronic states (DOS) close to the Fermi level for a single spin.

Now, the Tc can be roughly estimated from the Eq. 2.74 as:

Tc ∝ ÉD exp(−1/¼e-ph) (2.75)

Where ¼e-ph (= N(0)V ) quantifies the electron-phonon coupling strength.

Within the BCS framework, at temperatures above Tc, Cooper pairs exist only transiently

due to superconducting fluctuations. However, below Tc, a macroscopic equilibrium

concentration of these pairs establishes long-range phase coherence, defining the
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Figure 2.14: Schematic illustration of the effective attraction between two electrons
mediated by lattice polarization, leading to Cooper pair formation. The first electron
polarizes and distorts the lattice, creating a region of positive charge between the ions

(left), which subsequently attracts the second electron (right).

superconducting state. The BCS theory provides a comprehensive explanation for key

superconducting properties, including the Meissner effect, zero electrical resistance, and

flux quantization.

Cooper-pair Formation Mechanism:

At absolute zero, electrons in a superconductor near the Fermi energy can form bound

pairs known as Cooper pairs [159]. This pairing arises due to interactions mediated by the

lattice ions. Electrons move at the Fermi velocity vF = ℏkF /me, while the heavier ions in

the lattice respond much more slowly, moving at vi = vFme/mi, where me and mi are the

electron and ion masses, respectively.

As a high-speed electron passes through the lattice, it distorts the local ion positions,

creating a temporary polarization. Because the ions respond slowly (Ä ∼ 2Ã/ÉD ∼ 10−13

s), this distortion persists briefly, attracting a second electron. This delayed ionic response

effectively generates an attractive interaction between the two electrons over a distance

vF Ä ∼ 100 nm – provided this attraction exceeds the intrinsic Coulomb repulsion (see Fig.

2.14). Thus, the Cooper pair forms the lowest-energy, most stable state.

The resulting interaction is mediated by lattice vibrations, or phonons, and is restricted by

energy conservation: the exchanged phonon must have a frequency less than ÉD. Hence,

the upper energy bound for this attraction is defined by ℏÉD. When the energy separation

between two electrons exceeds this limit, the interaction turns repulsive [160].

Since the Debye frequency scales inversely with the square root of the ionic mass (ÉD ∝
M−1/2), the pairing strength, and consequently, the critical temperature, are sensitive to
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the atomic mass of the lattice. This dependence underlies the observed isotope effect in

superconductors.

• Ginzburg-Landau (GL) Theory:

The superconducting state is also mathematically described (phenomenologically) using

the Ginzburg-Landau (GL) order parameter, È(r), which determines the density of Cooper

pairs via |È(r)|2 = ns(r), where ns is the Cooper pair density. The GL theory [161] offers

a macroscopic framework to analyze spatial variations in the superconducting order and

the effects of external magnetic fields. This theory defines two crucial characteristic length

scales: the coherence length (À), which defines the characteristic length scale where the

superconducting order parameter spatially varies without significant energy cost, and the

magnetic penetration depth (¼), which quantifies how deeply an external magnetic field

can penetrate a superconductor before being fully attenuated.

In the weak coupling limit, the macroscopic condensate wavefunction (from BCS theory)

is analogous to the GL order parameter, which describes the quantum coherence of the

superconducting state and can be represented as:

È(r) = ∆eiφ(r) (2.76)

where ∆ is the magnitude or the absolute value of the BCS order parameter, and ϕ(r)

denotes the phase coherence of the Cooper pairs. The non-zero spatial variation of the

phase (∇ϕ(r) ̸= 0) corresponds to the flow of superconducting currents.

• Ginzburg–Curzon–Taylor–Fisher (GCTF) Model:

The GCTF model extends the GL framework to include additional quantum fluctuations

and finite-size effects, particularly in low-dimensional superconductors [159]. The model

modifies the GL equations to incorporate corrections for strong phase fluctuations and

enhanced critical fluctuations near the superconducting transition. Although the GCTF

model does not have a single defining equation like GL or BCS theory, it modifies the

coherence length and penetration depth by incorporating fluctuation-induced corrections:

À(T ) ∼ À0

(

1− T

Tc

)

−ν

(2.77)

¼(T ) ∼ ¼0

(

1− T

Tc

)

−γ

(2.78)
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where, ¿ and µ describe fluctuation-induced scaling behaviors, À0 and ¼0 are zero-

temperature coherence length and penetration depth, respectively.

• Types of Superconductivity:

Superconductors are classified into two distinct types based on their response to external

magnetic fields, and the relationship between the coherence length À and the penetration

depth ¼. The ratio of these two lengths, known as the Ginzburg-Landau parameter

(» = ¼/À), serves as a criterion for distinguishing different superconducting behaviors

[162]. In type-I superconductors, where » < 1/
√
2, i.e., À > ¼, the magnetic fields are

completely expelled below the critical field. In contrast, type-II superconductors, for which

» > 1/
√
2, i.e., À < ¼, allow for the partial penetration of magnetic flux in the form of

vortices. These vortices create regions of normal-state material surrounded by circulating

superconducting currents. Each vortex carries a single quantum of magnetic flux. If a

closed path is taken around a vortex, the superconducting phase winds by 2Ã, signifying

the presence of a quantized vortex. A type II superconductor is said to be in the vortex

state when the applied magnetic field falls within the range Hc1 < H < Hc2, where Hc1

and Hc2 denote the lower and upper critical magnetic fields, respectively. In this state,

the external magnetic field partially penetrates the superconductor, forming quantized

vortices within the material. As the applied magnetic field increases, the vortices density

grows, eventually leading to the complete destruction of superconductivity at Hc2. The

vortex lattice structure and interactions play a significant role in determining the material’s

response to external fields and currents.

The interplay of zero electrical resistance, the Meissner effect, flux quantization,

and the emergence of Cooper pairs defines the complex yet highly coherent nature

of superconductivity. These phenomena, which arise due to fundamental electronic

interactions, enable the development of various applications, including superconducting

magnets, quantum computing, and lossless power transmission. The interplay of quantum

mechanics and electromagnetic interactions in superconductors continues to be an active

field of research, particularly in unconventional and high-temperature superconductors.

2.12.2 Coherence length (ξ):

The coherence length (À) serves as a fundamental length scale in superconductivity,

defining the spatial extent over which the superconducting order parameter remains

correlated [159]. Within the framework of the BCS theory, superconductivity arises from

the formation of Cooper pairs — pairs of electrons bound together via an attractive
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interaction mediated by lattice vibrations. The coherence length represents the average

spatial separation between two electrons forming a Cooper pair, i.e., the size of a Cooper

pair. Unlike tightly bound electron pairs, Cooper pairs are dynamic, continuously

exchanging partners over a characteristic time scale determined by h/2∆, where ∆ is the

superconducting energy gap, and h is Planck’s constant.

The coherence length is linked to the upper critical field (Hc2), which marks the transition

between the superconducting and normal states when an external magnetic field is applied.

According to the GL theory, Hc2 near absolute zero is given by:

Hc2(0) =
Φ0

2Ãµ0À2
(2.79)

where Φ0 = 2.067× 10−15 Wb is the magnetic flux quantum, and µ0 = 4Ã × 10−7 H/m is

the vacuum permeability. The coherence length at zero temperature, ÀGL(0), can also be

estimated using the BCS-Gorkov equation near the critical temperature Tc:

ÀGL(0) =

√

Φ0

2ÃTc(dHc2/dT )Tc

(2.80)

This coherence length is a material-specific parameter and is typically much larger

than the interatomic spacing. It plays a crucial role in defining the dimensionality of

a superconducting system. If all sample dimensions exceed À, the system is considered

three-dimensional (3D). In contrast, if at least one of the dimensions, such as thickness

or width, is comparable to or smaller than À, the system is classified as two-dimensional

(2D). A system is regarded as 1D if the square root of its cross-sectional area is smaller

than À.
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Experimental Details

A comprehensive overview of the various experimental techniques and methods

employed throughout this thesis work is presented in this chapter. It begins with

detailed procedures for preparing 2D flakes using multiple exfoliation techniques and

describes characterization methods such as XRD, SEM, EDAX, optical microscopy,

atomic force microscopy, and profilometry. The detailed optimization of the device

fabrication process of 2D magnetic materials is discussed, including lithography,

metallization, liftoff, and bonding techniques, as well as procedures to prevent

flake oxidation. Special attention is given to the development and optimization

of a glovebox-integrated dry transfer setup for assembling vdW magnets and

their heterostructures. The chapter further outlines the setup’s development,

optimization, and operation of cryogenic systems with high magnetic fields,

including the liquid helium plant, low-temperature Hall measurement setup, PPMS,

and millikelvin setups like Oxford Teslatron and Heliox-VT systems. Subsequently,

various electrical transport measurement techniques, including current-voltage,

AC resistance, Van der Pauw, and low-frequency noise measurements, are

elaborated. Magneto-transport methods such as magnetoresistance and anisotropic

magnetoresistance, anomalous Hall, as well as magnetization measurements using

VSM and SQUID, are discussed. The chapter concludes with descriptions of micro-

Raman spectroscopy and electron spin resonance (ESR) measurements (both X-

band and high-frequency), which are crucial for probing the physical properties and

spin dynamics of the materials studied.

60
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3.1 Device Fabrication and Characterization Techniques

3.1.1 Techniques for Preparing 2D Flakes

3.1.1.1 Mechanical Exfoliation (Scotch Tape Method)

Mechanical exfoliation is among the most widely adopted and effective techniques for

producing high-quality 2D crystals due to its simplicity and precision [163, 164]. While

chemical vapor deposition (CVD) can produce large-area samples of 2D materials such

as MoS2, WSe2, graphene, hBN, etc., these samples often have lower carrier mobility

and are prone to defects and grain boundaries, limiting their suitability for field-effect

transistor (FET) applications. Mechanical exfoliation is a straightforward technique that

involves peeling thin layers from bulk crystals using adhesive tapes, such as Scotch or Nitto

tape. In 2004, graphene became the first 2D material to be discovered when researchers

isolated a single atomic layer from bulk highly ordered pyrolytic graphite (HOPG) using

this technique [17, 165]. Due to the weak vdW forces between layers in these materials,

thin sheets can be separated from bulk crystals with minimal force. After cleaving, small

flakes are transferred from the bulk material to a substrate like Si++/SiO2, where vdW

forces bind some of the material to the SiO2 surface as flakes. These flakes typically range

from a few micrometers to hundreds of micrometers, with their size and quality influenced

by substrate roughness and composition. For instance, polished SiO2 may yield fewer

layers due to reduced surface roughness compared to rougher SiO2. Surface treatments

like RCA cleaning (DI water : 30% NH4OH : 30% cold H2O2 = 5:1:1), Piranha cleaning

(98% conc. H2SO4 : 30% cold H2O2 = 2:1) or O2 plasma can roughen polished SiO2,

enhancing flake size and quality. Yields vary by material [166]; for example, graphene

exfoliates more effectively on SiO2 substrates than MoS2, likely due to weaker vdW

interactions between MoS2 and SiO2 or stronger interlayer between MoS2 layers [167, 168].

Some materials have stronger vdW interactions between layers, making exfoliation more

challenging. Additionally, isolating atomically thin crystals from certain 2D magnetic

materials is difficult due to weak intralayer bonding, which often results in small, fragile

flakes that don’t withstand standard mechanical exfoliation. As a result, only a small

fraction of known layered crystals can be cleaved down to stable monolayers. To optimize

yields, vdW magnets like FenGeTe2 (n=3,4,5), Cr2GeTe6, CrI3, etc. can be exfoliated on

alternative substrates and techniques [166, 169], such as on polydimethylsiloxane (PDMS)

substrates [36, 170, 171] and by gold exfoliation [166, 172–174], hot exfoliation [175–179],

or Al2O3 assisted exfoliation [33] techniques, etc., before being transferred to SiO2. After
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Figure 3.1: Illustration of the exfoliation process for vdW crystals. (a) Optical image of
the Si/SiO2 substrate, (b) 2D magnetic bulk crystal, (c) adhesive scotch tape, (d) scotch
tape with exfoliated crystal, (e)(f) optical microscopic image of exfoliated multilayer and

thin flakes of vdW magnetic crystals on top of cleaned Si/SiO2 substrate.

the exfoliation process, these small flakes are examined through a high-resolution optical

microscope, typically using magnifications of 500x to 1000x. The step-by-step process of

the mechanical exfoliation technique is illustrated in Figure 3.1. The alternative methods

we used to exfoliate vdW magnets are briefly summarized as follows.

3.1.1.2 Hot Exfoliation

Heat-assisted exfoliation offers several advantages for obtaining few-layer flakes of 2D

materials. By heating the substrate and adhesive tape containing vdW materials, the

adhesion between the tape and material increases, promoting the transfer of thin, uniform

few layers of crystal. As reported by Huang et al. [175], this method improves the

flake quality and size, often yielding larger and more consistent monolayers or few-layer

regions compared to standard room-temperature exfoliation. Additionally, heat helps to

reduce the presence of contaminants and improve surface cleanliness, further enhancing

the structural integrity and electronic properties of the exfoliated 2D materials. In hot

exfoliation techniques for preparing few-layer 2D flakes, a Si/SiO2 substrate is used along

with standard adhesive tape to transfer thick flakes from a highly oriented bulk crystal.

To prepare the substrate, it first undergoes ultrasonic cleaning with acetone, IPA, and

DI water, followed by oxygen-plasma treatment to remove any surface contaminants.

After plasma cleaning, the bulk crystal-loaded tape is applied to the substrate. Unlike



Chapter 3. Experimental Details 63

conventional methods, the substrate with the attached tape is then annealed using a hot

plate at 80 - 100 °C for 2 to 5 minutes. After reaching ambient temperature, the tape is then

gently peeled off, finalizing the exfoliation step. Optical microscopic observation confirms

the successful transfer of a few layers of flakes onto the Si/SiO2 substrate, with uniform

thin regions typically spanning from 20 µm to several hundred micrometers [175–177] (see

Fig. 3.2). Here, this exfoliation process is primarily influenced by the competing attractive

forces: the interlayer vdW forces within the thick crystal flakes adhered to the tape and the

forces between the outermost layer and the underlying substrate. Several studies reported

that this hot exfoliation greatly improves the exfoliation process for materials with strong

vdW interactions and those that are difficult to exfoliate [178, 179]. Additionally, this

technique allows for efficient exfoliation and analysis of air-sensitive 2D magnetic materials

in an inert atmosphere [169].

Figure 3.2: Illustration depicting the exfoliation procedure used to isolate two-
dimensional magnetic layers. (a) Oxygen plasma cleaning of the Si/SiO2 substrate. (b)
Optical image showing the cleaned substrate and adhesive tape containing exfoliated
flakes. (c) The tape carrying exfoliated flakes is brought into contact with the substrate
surface, then heated on a hot plate in ambient conditions at around 100 ◦C for
approximately 2 minutes. (d, e) After heating, the substrate is removed from the hot
plate, and the tape is carefully peeled off to complete the transfer process. (f) Optical
view of the substrate following the thermal-assisted exfoliation procedure. (g, h) Optical

microscopic images highlighting thinner exfoliated flakes on the substrate.

3.1.1.3 PDMS Assisted Exfoliation

The PDMS-assisted exfoliation technique [180–183] is a well-regarded method for

producing high-quality flakes of 2D materials, utilizing the unique properties of a

viscoelastic material, polydimethylsiloxane (PDMS), to facilitate both exfoliation and

dry transfer. PDMS films are prepared by using the Sylgard 184 monomer and curing

agent kit [180], mixed in weight ratios of 10:1 and 20:1 to adjust their elastic modulus



Chapter 3. Experimental Details 64

Figure 3.3: Schematic representation of the PDMS-assisted exfoliation technique

and adhesive properties. The mixtures are stirred for 3 or 5 minutes accordingly, followed

by degassing in a vacuum desiccator at -0.8 KPa for 20 minutes. After degassing, the

mixtures are poured into a 50 x 50 x 6.25 mm3 glass pot and then cured in an oven

at 70° C for 20 to 80 minutes. Following the curing process, the samples are stored in

a freezer for one hour to mitigate rapid thermal softening. This curing step not only

solidifies the film but also allows for fine-tuning of its adhesive properties and flexibility,

making PDMS a versatile substrate that can be optimized for different materials and

exfoliation requirements. Also, commercially available PDMS gel-pak (GEL-FILM,

PF-30x30-0170-X4) was used for this study.

To begin the exfoliation, a bulk crystal of the target 2D material, such as MoS2, WSe2,

graphite, or any bulk vdW magnetic material, is placed in contact with the PDMS surface.

Gentle pressure is applied to encourage adhesion between the bulk material and the PDMS.

By carefully peeling back and forth by the PDMS multiple times, thin layers of the 2D

material are successfully transferred onto its surface. PDMS’s smooth, elastic nature makes

it particularly advantageous for this step, as it minimizes the likelihood of damage to the

delicate 2D layers and tends to produce larger, more uniform flakes compared to traditional

adhesive tapes. Following exfoliation, the PDMS film with the attached thin flakes is

aligned with the desired target substrate, typically a Si/SiO2 wafer, by a standard dry

transfer setup to enable further processing. The PDMS is then gently pressed against the

substrate, transferring the 2D material flakes to the designated areas (see Fig. 3.3). Once

the flakes are properly adhered to, the PDMS can be peeled away carefully, leaving the

exfoliated flakes well-adhered to the target surface. Later, optical lithography is performed

directly on top of the flake to prepare gold contacts for further investigation.

PDMS-assisted exfoliation enables the controlled and repeatable production of large and



Chapter 3. Experimental Details 65

uniform 2D flakes with minimal contamination, making it particularly useful for air-

sensitive materials like black phosphorus [184] and 2D magnetic materials, as the process

can be conducted in inert atmospheres to prevent their degradation. While PDMS is

highly effective, its adhesive strength may sometimes be inadequate for materials with

weak interlayer bonding, necessitating modified PDMS formulations for optimal yield.

Nonetheless, PDMS-assisted exfoliation remains a popular and widely used technique in

2D materials research due to its adaptability and ability to produce high-quality flakes

that are crucial for applications in electronics, optoelectronics, and spintronics.
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3.1.2 Structural Characterization Techniques of Crystals

3.1.2.1 X-ray Diffraction (XRD)

X-ray diffraction (XRD) is a powerful, non-invasive technique [185] used to analyze the

crystalline structure of materials, revealing details about atomic arrangement, crystal

symmetry, crystallite dimensions, phase composition, and structural imperfections. In

XRD, an X-ray beam of a particular wavelength ¼ (generally of wavelength 1.5418 Å,

for Cu Kα radiation) is directed onto the sample. This beam interacts with the electron

clouds surrounding the atoms in the crystal lattice, resulting in diffraction that generates

secondary spherical waves. When an X-ray of wavelength ¼ is aimed at the lattice planes of

a crystal at an angle ¹, the atoms’ electrons scatter the X-ray beam elastically, maintaining

the same angle (see Fig. 3.4 (a)). As the X-rays interact with different lattice planes,

variations in path length lead to either constructive or destructive interference. If d

represents the distance between two adjacent lattice planes, the path difference between

X-rays diffracted by these planes is 2d sin¹. Constructive interference occurs when this

path difference equals n¼, where n is an integer, thus satisfying Bragg’s law [186]:

2d sin ¹ = n¼ (3.1)

By measuring the intensity of X-rays diffracted at varying angles ¹, intensity peaks at

specific angles indicate constructive interference. Using Bragg’s law to calculate the

spacing between lattice planes (d), one can determine the crystal’s lattice constant and

symmetry. Analysis of the angles and intensities of these diffracted beams provides

detailed insights into the atomic structure, crystallinity, and film thickness, along with

information on strain, orientations, and structural defects. The Scherrer equation provides

a straightforward method for estimating crystallite size, expressed as k, expressed as:

D =
k¼

´ cos ¹
(3.2)

During XRD measurements, the angle of incidence of the X-ray is systematically adjusted,

and the reflected intensities are recorded based on the angle (2¹) between the reflected

and incident beams.

A typical XRD setup is illustrated in Fig. 3.4 (b). X-rays are generated inside a vacuum

X-ray tube by thermionically emitting electrons from a heated W-cathode, which are then

directed onto a Cu anode to produce characteristic X-rays. These X-rays pass through

slits to focus the beam onto the sample surface. The diffracted X-ray beam is then further
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focused using slits such as the parallel slit analyzer, Soller slit, and receiving slit to enhance

the peak intensity of the XRD data [187]. XRD measurements are performed on a Rigaku

SmartLab X-ray diffractometer (9 kW) using Cu-Kα radiation (¼ = 1.54 Å) as in Fig. 3.4

(c). In this system, electrons emitted from the W-cathode are accelerated by a voltage

difference of 20-45 kV between the cathode and anode, producing an electron beam with a

maximum power of 9 kW. This beam strikes the Cu anode, generating Cu-Kα X-rays. The

diffracted X-ray beam is detected by a hybrid photon counting (HPC) detector [188]. This

diffractometer uses a ¹-¹ goniometer, where the sample stage remains stationary while the

X-ray tube and detector rotate to get the XRD pattern. The angular positions of both

the tube and detector are noted as -¹ and ¹, respectively. Additionally, other XRD setups,

such as the Rigaku MiniFlex II with a ¹-2¹ goniometer, involve rotating the sample stage

by ¹ and the detector by 2¹, rather than rotating the X-ray tube.

Figure 3.4: (a) Schematic of X-ray diffraction from lattice planes. (b) Schematic
diagram of an X-ray diffractometer. (c) Rigaku SmartLab X-ray diffractometer used

for our measurements at SNBNCBS.

3.1.2.2 Scanning Electron Microscopy (SEM)

In Scanning Electron Microscopy (SEM), an electron beam is generated through either

thermionic emission or cold field emission [189]. In thermionic emission, a material such

as a tungsten filament, ZrO/W (Schottky emitter), or LaB6 crystal, is heated electrically to

emit electrons. These electrons, initially with low energy, are then accelerated by applying

a high voltage between the anode and cathode, creating an electrostatic field to guide the

electrons. In cold field emission (termed as FESEM, Field Emission Scanning Electron

Microscopy), electrons are emitted from a tungsten tip at room temperature. This method

provides higher electron yield and lower chromatic aberration, making it ideal for high-

resolution imaging at the atomic scale. To prevent damage to the filament from burning

or oxidation, the SEM operates under high vacuum conditions (10−7 to 10−10 mbar).
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Once the electrons are emitted and accelerated, an electromagnetic lens system is used

to focus and direct the beam. The schematic diagram of a SEM setup is presented in

Fig. 3.5 (a). This system consists of insulated copper wire windings, a soft iron core,

and a pole piece. By passing a current through the copper winding, a magnetic field is

generated, guiding the electron beam along a circular path through the lenses. These lenses

adjust the focal point of the electron beam and allow for precise control of the scanning

process. The electron beam’s horizontal and vertical deflections are controlled using a

search coil and magnetic lenses, which together enable the beam to scan the surface of the

specimen systematically. The magnetic field strength is also adjustable, which alters the

beam’s focal width for varying levels of precision. SEM typically operates within a voltage

range of 2 kV to 50 kV, with beam diameters ranging from 5 nm to several micrometers.

When the electron beam interacts with the sample, various phenomena occur, including

the emission of secondary electrons, backscattering, transmission, absorption (leading to

heat generation), and the production of characteristic X-rays, along with both elastic and

inelastic scattering. A discrepancy between incoming and outgoing electrons can lead to

sample charging, which can affect image quality. To prevent this, insulating samples are

often coated with a thin metallic layer, typically gold. In most cases, secondary electrons

are detected in the detector and processed to produce detailed and high-resolution SEM

images of the sample surface. At SNBNCBS, the FEI Quanta 200 SEM (as in Fig. 3.5(b))

was employed to capture images of the nTSI and other 2D flakes.

SEM micrographs provide a three-dimensional view of the surface at various

magnifications, offering insights into the sample’s morphology, surface structure,

and topography. It enables the investigation of crystal grain boundaries, structural

dislocations, and material defects. It also allows for the analysis of various low-

dimensional structures, including the quantity, size, and shape of quantum dots,

nanosheets, and nanowires, making SEM a powerful tool for materials analysis and

characterization.

3.1.2.3 Energy Dispersive X-ray Spectroscopy (EDS or EDAX)

Energy Dispersive X-ray Spectroscopy (EDS or EDAX) is a non-destructive analytical tool

to determine the elemental composition of materials. This technique involves directing an

electron beam onto the sample, which induces the emission of characteristic X-rays [189].

These emitted X-rays provide information about the elements present and their respective

weight percentages.
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Figure 3.5: (a) Schematic diagram showing the different components of a scanning
electron microscope (SEM). (b) Energy-dispersive X-ray spectroscopy (EDS) attachment

on the FESEM, used for sample characterization at SNBNCBS.

When a sample is struck by a high-energy electron beam, it causes the removal of bound

electrons from the inner atomic shells. This creates a vacancy in the inner shell, prompting

outer shell electrons to transition to the lower energy inner shells. During this transition, an

X-ray is emitted, with energy corresponding to the difference between the two energy levels.

These energy levels are identified by the principal quantum number n, where n = 1, 2, 3,

4,..., which correspond to the K, L, M, N,... shells, respectively. Figure 3.6(a) illustrates

the process of generating various characteristic X-rays. When an electron transitions from

the L shell to the K shell, the resulting characteristic X-ray is referred to as Kα. If an

electron transitions from the M shell to the K shell, the emitted X-ray is designated as

Kβ . In a similar manner, Lα and Lβ X-rays are produced when electrons transition from

the M and N shells to the L shells, respectively. These X-rays are subsequently detected

by the EDX detector (as illustrated in Fig. 3.6(a)), which produces EDX spectra. These

spectra enable the identification and quantification of the elemental components present

in the sample.

Each element in the periodic table possesses a unique atomic structure, allowing for the

identification of elements within a sample by analyzing the emitted characteristic X-rays.

Figure 3.6(b) displays the EDS image, showcasing the characteristic X-ray peaks Kα, Kβ ,

Lα, and Lβ from various elements present in the (TaSe4)3I sample, specifically Ta and Se

(see Fig. 3.6(b) inset). The intensity of each X-ray peak corresponds to the likelihood

of specific electron transitions, with the transition from the L shell to the K shell being
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Figure 3.6: (a) Schematic diagram of electron transitions to lower atomic levels,
resulting in the generation of characteristic K, L, and M lines. (b) The EDS spectrum
shows the characteristic X-ray peaks corresponding to different elements present (details

are in the inset) in the (TaSe4)3I sample.

more probable than that from the M shell to the K shell. Consequently, Kα peaks exhibit

greater intensity than Kβ peaks. For quantitative analysis, the background intensity is

generally subtracted from the measured spectrum. The relative intensities of the peaks

from different elements are then used to determine the weight percentages, while atomic

percentages can be calculated by taking into account the atomic weight of each element.
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3.1.3 Characterization Techniques of 2D Flakes

3.1.3.1 Optical Microscopy

In 2D material characterization on a Si/SiO2 substrate, an optical microscope serves as

a powerful tool for quick identification of layer thickness and uniformity. This method is

a cost-effective and efficient method to determine the number of layers in atomically thin

vdW material flakes on a 285 nm Si/SiO2 substrate by examining the intensity contrast

between the flake and the substrate [190–192]. The 285 nm thickness of the SiO2 layer

is specifically chosen because it maximizes the contrast of few-layer and monolayer 2D

flakes, leveraging interference effects that enhance visibility at certain wavelengths. This

method enables differentiation between monolayer, bilayer, and multilayer regions based

on their distinct optical colors and contrast levels. With a consistent SiO2 layer thickness

and steady illumination, each layer count exhibits unique optical colors and contrasts.

This effect arises primarily from the interference between the reflected light from the

SiO2 substrate and the optical absorption characteristics of the 2D material [193–195].

For example, Fig. 3.7 illustrates the optical micrograph displaying various layers of

graphene flakes. We used high-resolution commercial optical microscopes by Leica and

Olympus (model BX53) with a typical magnification factor of 500x and 1000x for these

purposes. This optical contrast method provides a preliminary, yet reliable assessment

of flake uniformity, thickness, and morphology before conducting more advanced analyses

such as AF microscopy characterization or Raman spectroscopy.

Figure 3.7: (a) Leica optical microscope in the cleanroom of SNBNCBS, (b),(c) Optical
micrographs of the single layer (SLG), bi-layer (BLG), tri-layer (TLG), and multi-layer

(MLG) graphene flakes
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3.1.3.2 Atomic Force Microscopy

Atomic Force Microscopy (AF microscopy) [196–198] is a powerful technique within

the scanning probe microscopy family [199], specifically crafted for the high-resolution

examination of surface characteristics such as morphology, roughness, and magnetic

properties, and is even applicable to biological samples. It operates by measuring

interaction forces between a sharp probe tip and the sample’s surface. The probe typically

comprises a cantilever, often coated with conductive or magnetic materials like Co-Cr or

Pt-Ir, and a highly sharp tip, sometimes coated with similar materials or doped diamond

to improve functionality.

This high resolution is achieved by measuring the interaction forces between the probe

tip and the sample, which include vdW, chemical bonding, capillary, electrostatic, and

magnetic forces. When the tip is brought close to the sample, it experiences minute

deflections in both vertical and lateral directions. These deflections are tracked by a laser

beam directed at the cantilever’s top surface, which then reflects onto a four-segment

photo-detector. Changes in the signals from the photo-detector segments enable precise

monitoring of the cantilever’s angular deflections, which in turn allow for the construction

of a detailed 2D profile of the sample’s surface properties. This information is essential

for capturing fine details about the sample surface.

The AF microscopy’s impressive resolution, exceeding that of traditional optical methods,

is made possible by piezoelectric actuators, enabling nanoscale scanning accuracy that

precisely controls nanoscale movements of the sample and probe, achieving a resolution

that surpasses the optical diffraction limit by a factor of 1000. By raster scanning across

a small area, typically a few tens of µm2, AF microscopy produces a 2D map of surface

properties. The sample is positioned on a piezoelectric controller that fine-tunes the raster

scan, thus enhancing image precision. This mapping technique, illustrated in Fig. 3.9(a),

makes AF microscopy indispensable for an in-depth view of surface properties, aiding in a

broad range of studies from morphological analysis, and can even accommodate external

influences like magnetic fields or electric currents, enhancing its versatility for a wide range

of scientific applications.

AF microscopy can be operated in three distinct modes [200, 201], depending on the sample

surface and the interaction forces between the probe and the sample, as briefly described

below.

• Contact Mode
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In contact mode [202], also known as static mode AF microscopy, the tip remains in direct

contact with the sample surface under a constant repulsive force. A feedback amplifier

adjusts the piezoelectric actuator’s voltage to keep this force steady, allowing for accurate

height measurement of surface features. Low-stiffness cantilevers are typically used in

this mode to achieve significant deflection signals (ranging from a few tens to hundreds

of nanometers) while maintaining a manageable interaction force (f 1 N/m), minimizing

potential damage to both the cantilever and the sample.

Figure 3.8: Graphical representation of
the operation regions for Contact, Tapping,

and Non-contact modes.

• Non Contact Mode

In non-contact mode [203, 204], the

AF microscopy tip is positioned a few

tens of nanometers above the sample

surface to avoid degradation caused

by direct contact. This technique

measures weak attractive forces, such as

vdW interactions, to map the surface

topography. A small oscillation is

applied to the cantilever (typically

with an amplitude of less than 1

nm), and changes in the oscillation’s

amplitude, phase, or frequency are used

to detect the weak forces between the tip

and sample, providing detailed surface

information without causing damage.

Non-contact mode provides the benefit of minimal interaction between the AF microscopy

tip and the sample surface, which helps maintain the sharpness of the tip and allows for

high-resolution imaging. However, a key challenge is maintaining the AF microscopy tip

within the attractive force regime. To ensure stability at minimal tip-surface separations,

advanced feedback control systems are essential. AF microscopy cantilevers featuring high

force constants and elevated resonance frequencies are most suitable for Non-Contact Mode

operation.

• Tapping Mode

Tapping mode [205] is a widely used AF microscopy technique, particularly effective in

ambient conditions. In this mode, the cantilever is oscillated at or near the resonant

frequency (10 - 100 kHz) using a piezoelectric crystal. The tip is positioned in the
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close proximity to the sample, making intermittent contact with the surface, causing the

cantilever’s oscillation to dampen. The energy loss due to this contact results in changes

to the oscillation amplitude, which is used to map and analyze surface features. The

feedback loop in the tapping Mode ensures a constant oscillation amplitude of the AF

microscopy cantilever, thereby maintaining a consistent interaction force. The dominant

forces in this mode are repulsive. For typical Tapping Mode measurements, rigid AF

microscopy cantilevers with force constants between 10 and 100 N/m and resonance

frequencies exceeding 190 kHz are commonly used. These cantilevers are designed to avoid

sticking to the surface when scanning in air. Figure 3.8 is the graphical representation of

the operation regions for Contact, Non-contact, and Tapping modes.

Tapping mode can measure a variety of forces beyond atomic interactions. A notable

variant is Magnetic Force Microscopy (MFM) [206–208], which detects magnetic

interactions between the tip and magnetic materials, allowing the mapping of magnetic

surface topology. For MFM, the cantilever tip is coated with a high coercivity magnetic

material, such as Co or Co-Cr, ensuring the tip’s magnetization remains stable during

imaging. As the tip approaches the sample, it detects not only the magnetic forces but

also the atomic and electrostatic forces acting between the tip and the sample surface.

Initially, the AF microscopy image is captured to enhance magnetic contrast, after which

the tip is lifted and scanned again to capture the magnetic signal. MFM can operate in

both static and dynamic modes, depending on the strength of the stray magnetic field

from the sample.

In this study, the Veeco diInnova AF microscopy system [209] was employed to characterize

the surface morphology and height profile of 2D flakes, with the relative height data offering

valuable information about the approximate number of layers in the 2D material.

3.1.3.3 Profilometer

A profilometer is a precise measuring instrument used to assess surface profile

characteristics, particularly to quantify roughness and other critical dimensions such as

step height, curvature, and flatness. By analyzing surface topography, profilometers can

detect small vertical features with heights ranging from 10 nm to 1 mm. They operate by

moving a diamond stylus vertically along the surface in contact with the sample, followed

by lateral movement across the sample over a defined distance. This vertical displacement

of the stylus generates an analog signal, which is then converted into a digital format

for storage, analysis, and display (see Fig. 3.10). The stylus, typically with a radius
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Figure 3.9: (a) Schematic diagram of the working principle of AF microscopy. (b) AF
microscopy image and corresponding height profile of a thicker flake of Fe4GeTe2.

between 20 nm and 50 µm, measures minute variations in height across the sample’s

surface. The horizontal resolution is influenced by scan speed and data sampling rate,

while the tracking force is adjustable from less than 1 mg to 50 mg, allowing accurate

measurements across a range of materials and surface types.

Figure 3.10: The schematic diagram
of the optical lever design, adopted from
AF microscopy principle, enables a faster
response to the topographical changes.

The Alpha-Step D-600 profilometer

model is particularly noted for

its innovative optical-lever sensor

technology (inspired by the standard

AF microscopy technology), which offers

an exceptional vertical measurement

range of up to 1200 µm, with sub-

Angstrom vertical resolution (0.38 Å)

and a low tracking force adjustable

between 0.03 and 15 milligrams, along

with a sampling rate of ranges between

60 - 2000 Hz. This capability supports

applications requiring nanometer-to-

millimeter-scale accuracy, such as high-resolution roughness assessments, soft material

profiling, and thin-film stress measurements. The system integrates a motorized 200 mm

stage with an X-Y motion range of 150 x 178 mm, enabling it to accommodate larger

samples with high precision. The D-600’s advanced optics include a 5 MP camera with

4x digital zoom and sophisticated video controls, enhancing sample visualization during

measurement. Figure 3.11(a) shows the image of the Alpha-Step D-600 profilometer

in the clean room, which we used for quick surface characterization of the thick bulk
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crystals. The approximated height profile of a transferred thick flake of Fe4GeTe2 on top

of a pre-patterned gold electrode is shown in Fig. 3.11(b).

Figure 3.11: (a) Profilometer Alpha-Step D-600 in the clean room of SNBNCBS, (b)
An estimation of the height profile of a transferred thick flake of Fe4GeTe2 on top of the

pre-patterned gold electrodes (inset).

One major advantage of stylus-based profilometers is their direct measurement approach,

which does not depend on material properties, making them suitable for a variety

of structural and material types. With adjustable force and various stylus options,

profilometers can measure complex topographies, quantify material additions or

subtractions, and assess surface roughness or stress induced by structural changes. This

combination of high precision and adaptability makes profilometers essential for quick

surface characterization and roughness analysis.
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3.1.4 Preparation of the vdW 2D Magnetic Flakes

2D vdW magnetic materials can be exfoliated down to a monolayer using standard

mechanical exfoliation techniques, first established in 2017, with clear experimental

evidence of magnetism in atomically thin CrI3 (by B. Huang et. al. [27]) and CrGeTe3

(by C. Gong et. al. [8]) respectively. In both cases, magnetocrystalline anisotropy played

a key role in the stabilization of magnetic order down to the monolayer limit, bypassing

the Mermin–Wagner–Hohenberg theorem [4, 5, 21]. This groundbreaking discovery

opened a new era in research for the advancement in modern technology, with potential

applications in magnetic sensors, storage, and future spintronic devices [31].

One of the most interesting high-temperature 2D ferromagnetic families is FenGeTe2 (n =

3, 4, 5), with a lot of unique properties, synthesized with its first family member Fe3GeTe2

[25] in 2017. The Fe3GeTe2 [25, 33, 34, 55] or Fe4GeTe2 [14, 36, 210] single crystals are

synthesized in a controlled furnace lab with the standard chemical vapor transport (CVT)

technique. The few-layered flakes are prepared by the mechanical exfoliation technique

using a scotch tape, originally developed by Novoselov et al. in 2004 for isolating graphene

layers [17]. This method is ideal for device fabrication as it yields high-purity, clean single-

crystal flakes. By leveraging the layered structure of FenGeTe2, few-layer flakes were

efficiently separated from the bulk crystal and transferred onto a clean 300 nm Si/SiO2

(n++) substrate. Initially, we started exfoliating Fe3GeTe2 single crystals. The following

steps outline the procedure used to obtain the few-layer Fe3GeTe2, or Fe4GeTe2 flakes

from their bulk form.

• Cleaning of Wafers

Our experiments revealed that a thoroughly cleaned wafer surface is crucial for obtaining

high-quality Fe3GeTe2 or Fe4GeTe2 flakes. To achieve this, Si/SiO2 wafers were first cut

into 5 mm × 5 mm pieces and then subjected to a rigorous cleaning process. The wafers

were placed in an ultrasonic bath with acetone for 5–6 minutes, followed by a rinse in

isopropyl alcohol (IPA) for the same duration. This cleaning protocol effectively removes

micron-sized dust particles, organic impurities, and oily or greasy contaminants from the

wafer surface, ensuring optimal conditions for flake deposition.

Next, the wafers were immersed in a cold 98 % H2SO4 : 30 % H2O2 solution (Piranha

solution) in a 2:1 ratio and heated on a hot plate at 75° C for 10 minutes. This treatment

effectively removes any remaining organic residues from the substrate. Additionally,
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the process hydroxylates most surfaces by adding -OH groups, rendering them highly

hydrophilic and thus more compatible with subsequent processing steps.

Afterward, the wafers were immersed in an RCA cleaning solution consisting of deionized

(DI) water, 30% ammonia solution, and 30% H2O2 in a 5:1:1 ratio for 15 minutes at 80°

C. To prepare this solution, liquid ammonia (30%) and ultra-pure DI water (Millipore)

were first heated to 80° C. Then, H2O2 (30%) was added drop-wise, causing bubbling

due to the chemical reaction. The wafers were then placed into this solution. After 15–20

minutes, once the reaction was complete, the wafers were thoroughly rinsed with DI water,

dipped in IPA, and dried with nitrogen gas blowing. Finally, they were placed on a hot

plate at 100° C to ensure that the Si/SiO2 surface was completely free of moisture before

preparing the Fe3GeTe2 flakes. This base-peroxide mixture effectively removes organic

residues, while particles are efficiently cleared, as explained in Sec. 3.1.7.3 and Fig. 3.16.

Additionally, the surface treatments make the wafer hydrophilic, facilitating the spin

coating of photoresist. Following this, we performed inductively coupled plasma reactive

ion etching (ICP-RIE) with oxygen plasma on the wafers to enhance the roughness of the

SiO2 surface. This process enhances the adhesion of mechanically exfoliated Fe3GeTe2

flakes, allowing for the successful isolation of few-layer Fe3GeTe2 flakes. It also improves

the quality of the photoresist coating in subsequent spin coating steps.

• Exfoliation of FenGeTe2 Crystals

We prepared our samples (Fe4GeTe2 or Fe3GeTe2 on cleaned Si/SiO2) using mechanical

exfoliation from bulk single crystals through the scotch-tape method introduced by

Novoselov et al. [17] for graphene. In this process, a piece of bulk crystal is placed on a

piece of scotch tape, and the crystal is made thinner by peeling it off with another tape.

The thin flakes on the tape are peeled off repetitively 5-6 times with new and fresh tape

until the crystal on the tape appears significantly thinner. Immediately, the tape with

thinner crystal is gently pressed onto a cleaned Si/SiO2 surface using a Teflon-wrapped

toothpick to ensure the flakes make contact with the substrate. The tape is then softly

taken out from the surface, and the wafer is inspected under an optical microscope to

locate faint Fe3GeTe2 or Fe4GeTe2 flakes, identifiable by their purple/violet hue.

Due to the weak interlayer vdW forces in Fe3GeTe2 and Fe4GeTe2, the flakes can be

easily exfoliated using adhesive tape (scotch tape). The number of layers is subsequently

confirmed through various characterization techniques as discussed earlier. Additionally,

we explored the hot exfoliation technique at 90° C to obtain thinner flakes with a larger
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area, as previously discussed. The step-by-step procedures of the mechanical exfoliation

technique are shown in Fig. 3.1.

3.1.5 Characterization of the 2D Magnetic Flakes

• Optical Micrograph of the Experimentally Prepared Fe3GeTe2 Flakes

The identification of the layer numbers of Fe3GeTe2 or Fe4GeTe2 flakes can be carried

out by using an optical microscope and AF microscopy measurements. In our study, for

initial identification, we used an Olympus optical microscope to detect Fe3GeTe2 layer

thickness based on color contrast against a 300 nm SiO2 background, which provides

optimal visibility and best color contrast for atomically thin layers. On this substrate,

thicker Fe3GeTe2 flakes (or bulk) appear in shades from yellow to purple as thickness

decreases, while few-layer flakes appear as darker to lighter purple tones, as depicted in

Fig. 3.12

• Atomic Force Microscopy on Fe3GeTe2 Flakes

To determine layer numbers with greater precision, we performed AF microscopy on our

few-layer Fe3GeTe2 samples using the contact mode as discussed earlier. In this mode, the

tip-to-sample distance was maintained at less than 0.5 nm, generating a repulsive vdW

force. By keeping a constant cantilever deflection via the feedback system, a stable force

between the tip and sample surface was achieved, enabling accurate surface topography

measurements. We measured the height difference between the Fe3GeTe2 surface and the

SiO2 substrate, yielding the total thickness of the Fe3GeTe2 flakes. Given that a monolayer

Fe3GeTe2 thickness is approximately 0.8 nm [33], we calculated the layer number by

dividing the measured thickness by the monolayer thickness. The layer numbers and

corresponding height profiles are shown in Fig. 3.13, revealing that mechanical exfoliation

yielded a minimum of 10 layers. Experimentally, isolating the atomically thin (monolayer)

Fe3GeTe2 layers from the bulk poses a challenge. Because the intralayer bonding of the

Fe3GeTe2 flakes is insufficiently strong for thinner flakes of practical size (approximately 5

µm) to withstand traditional mechanical exfoliation methods. To overcome this limitation,

an Al2O3-assisted exfoliation technique [33] will be explored in future experiments to

isolate monolayer Fe3GeTe2.
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Figure 3.12: (a) Optical microscopic image of almost cleaned SiO2 surface, viewed
in 100x. (b), (c), (d), (e), (f), (g) Optical microscopic view of the few-layer flakes of
Fe3GeTe2 2D FM material of different length scales and sizes, mechanically exfoliated
after performing all the cleaning procedures (including oxygen plasma cleaning) mentioned
above. (h), (i) The bulk of Fe3GeTe2 materials were exfoliated by the mechanical

exfoliation technique using scotch tape.

3.1.6 Observation of the Oxidation of the Flakes and Possible Solutions

We have observed that an oxide layer naturally forms on the surface of exfoliated

Fe3GeTe2 flakes, indicating that Fe3GeTe2 is unstable in air [211]. To prevent oxidation,

Fe3GeTe2 flakes require protective measures, such as exfoliation inside a glove box [212],

encapsulation with h-BN [213], or covering with a poly-dimethyl-siloxane (PDMS) or

PMMA film stored in an evacuated glass tube at approximately 10−6 mbar [34]. For

example, Fig. 3.14 shows newly prepared Fe3GeTe2 flakes alongside the same flakes

after visible oxidation seen under a microscope, after 18 days of exposure in the bare

atmosphere. Therefore, it is crucial to follow the procedures outlined above to protect

the Fe3GeTe2 flakes from oxidation, or alternatively, adhere to the steps described below

for device fabrication using the lithography technique.



Chapter 3. Experimental Details 81

Figure 3.13: Height profiles of the Fe3GeTe2 flakes (Inset: Corresponding AF
microscopy images). (a) 12 layers of Fe3GeTe2 flakes (Optical microscope image is in
Fig. 3.12 (b)), (b) 21 layers of Fe3GeTe2 (see the Fig. 3.12 (d)), (c) 125 layers of bulk
Fe3GeTe2 (Optical microscope image is in Fig. 3.12 (h)), (d) 10 layers of Fe3GeTe2 flakes.

• In this study, to protect the air-sensitive 2D FM flakes from chemical exposure

and oxidation, optical lithography was used to pattern electrical contacts on bare

Si/SiO2 substrates, rather than directly on the flakes. This was followed by the

deposition of Ti/Au or Cr/Au layers using either thermal evaporation or electron beam

evaporation techniques. Afterward, the 2D magnetic materials (Fe4GeTe2, Fe3GeTe2,

etc.) were exfoliated and quickly transferred onto the pre-patterned electrodes using a

homemade heterostructure/transfer setup. To protect the flakes from oxidation, they were

immediately coated with PMMA resist and then bonded for transport measurements.

The detailed step-by-step device fabrication process is presented in the following section.
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Figure 3.14: Fe3GeTe2 flakes are getting oxidized with time. Images after 18 days
(Right side images) from the date of sample preparation (Left side images). A visible

oxide layer is formed on the top of Fe3GeTe2 flakes.

3.1.7 Device Fabrication by Optical (Photo-) Lithography

To investigate the magneto- and electro-transport properties of thin flakes of 2D magnetic

materials, it is crucial to fabricate electrical contacts at the micron or nano-scale due

to the diminishing flake sizes with decreasing thickness. Numerous methods have been

developed to achieve reliable and precise electrical contacts on micron-scale flakes, but

meeting the growing demand for cost-effective fabrication of nano-scale patterns with fine

precision remains a significant challenge. Lithography techniques [214–216], despite their

complexity, time consumption, and expense, are indispensable for creating finely patterned

structures. These techniques are essential for fabricating devices and heterostructures of

thin 2D magnetic flakes, which require careful examination of their physical properties

before potential industrial applications.



Chapter 3. Experimental Details 83

3.1.7.1 Lithography Technique

• Lithography

Lithography, rooted from the Greek terms “lithos” meaning stone, and “graphein” meaning

to write, originated as a printing method in 1796, developed by a German playwright,

Alois Senefelder. Initially, it involved creating images on smooth limestone surfaces using

oil-based ink or wax, which were then transferred onto paper. This technique quickly

gained popularity for its ability to produce high-quality prints and later evolved into offset

lithography, enabling the mass production of books, maps, and posters. In the mid-

20th century, lithography transformed into a cornerstone of the semiconductor industry

with the advent of photolithography, allowing intricate patterns to be etched onto silicon

wafers. Further advancements led to methods like electron beam and extreme ultraviolet

lithography, enabling the fabrication of accurate nanoscale structures essential for modern

electronics. Today, lithography continues to evolve, driving innovations in nanotechnology,

semiconductor manufacturing, and materials science. Its journey from artistic printing to

cutting-edge technology highlights its enduring impact across various fields.

• Optical lithography, Photo-lithography or UV lithography

Photolithography, also known as optical or UV lithography [215–217], is a key micro-

fabrication process for patterning specific regions of thin films or substrates. Widely used

in the microelectronics industry for producing integrated circuits, it enables the creation of

microstructures with micron- and sub-micron-scale features. The process involves coating

a photosensitive resist on substrates like silicon wafers and projecting an intensity pattern

onto the resist. Depending on the type of resists, either the exposed or unexposed regions

are removed during development to reveal the desired pattern.

The technique relies on four essential components: (i) an energy source for illumination,

(ii) a photomask containing the defined pattern, (iii) an exposure system to project the

virtual image of the mask pattern, and (iv) the photoresist to record the pattern, as

produced by the exposure system.

Photolithography enables the parallel fabrication of multiple nanostructures using a photo

mask, significantly reducing the fabrication time. However, its resolution is limited by

light diffraction, making it challenging to produce patterns smaller than 1 micrometer.

• Principle of Photo-lithography
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The principle of photolithography [215–217] involves transferring a pattern onto a substrate

using light. A photosensitive material, known as photoresist, is coated on the surface of

the clean substrate. The substrate is then exposed to light, typically ultraviolet (UV)

light, through a mask that contains the desired pattern. Depending on the type of resist

(positive or negative), the photoresist undergoes a chemical change when exposed to light,

making it either soluble or insoluble in another chemical, called photoresist developer.

After exposure, the substrate is developed to remove either the exposed or unexposed

areas of the resist, creating a patterned layer. This pattern can then serve as a template

for subsequent processes such as etching and deposition of the desired metal, followed

by the lift-off process, enabling the creation of precise microstructures. Photolithography

is widely used in device fabrication, allowing for the production of microstructures with

fine features, typically on the micrometer scale. We can easily understand the process of

photolithography by the following Fig. 3.15.

3.1.7.2 Photo-resist

A photoresist [215–221] is a light-sensitive material (a liquid chemical) used in processes

of photolithography to create patterned coatings on surfaces, essential in electronics

fabrication. The process begins by coating a substrate with this chemical, followed

by applying a mask to block light and exposing the unmasked regions to light. After

exposure, a developer solvent is applied. There are two types of photoresists:

(i) Positive Photoresist: Exposed areas become soluble to the developer, leaving the

unexposed areas intact.

(ii) Negative Photoresist: Exposed areas become insoluble, with the unexposed portions

being dissolved by the developer.

We used positive photoresist AZ 1512-HS with its developer AZ 326 MIF or AZ 315 (for the

laser writer system), another positive photoresist AR-P 3110 with its developer AR 300-

35, negative photoresist SU-8 2010 (consists of a Novolac epoxy dissolved in an organic

solvent such as gamma-butyrolactone (GBL) or cyclopentanone; which depends on the

formulation, contains up to 10 wt% of a mixed triaryl sulfonium/hexafluoroantimonate

salt that serves as the photoacid generator) and negative resist developer SU-8 [217, 218]

(for the UV exposure and the Mask Aligner system) for our device fabrication. We

also used LOR-1A and ma-N 2405 (solution of 1-Methyl-2pyrrolidone, n-Butyl acetate

& cyclohexanone) [219] as an undercutting resist. Using the recipe described later, it is

possible to achieve a resist coating with a thickness ranging from approximately 0.5 µm
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Figure 3.15: Schematic diagram of the full photolithography process with positive and
negative photoresist.

to 2 µm. The thicknesses of the resist layers depend significantly on their densities and

viscosities, as well as on the speed and duration of the spin-coating process.

3.1.7.3 Optimization Procedures of Photo-lithography on Si/SiO2

In this thesis, metal contacts with micron-sized patterns on Si/SiO2 substrates or on 2D

materials are defined using photolithography. Two photolithography techniques were

employed: (I) Hard mask photolithography (UV exposure or Mask Aligner (MJB4)

by SUSS MicroTec) and (II) laser writer-based photolithography (Mask-less Pattern

Generator, LaserWriter LW405D by MICROTECH). For the hard mask method, a

photomask was designed using CAD software such as AutoCAD and CleWin. In contrast,
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the laser writer method does not require a hard mask; instead, patterns are drawn directly

according to specific requirements.

The device fabrication and photo-lithography process involves several crucial steps to

achieve optimal results. These steps are substrate cleaning, resist coating, baking,

patterning, light exposure, and development, followed by the metal deposition and

crucial lift-off process. Each stage plays a key role in determining the final quality and

functionality of the device. A schematic representation of the entire process flowchart is

shown in Fig. 3.15, followed by a detailed description of each step.

• Substrate Cleaning

For photo-lithography, we generally use 600 µm thick Si/SiO2 wafers, where an insulating

SiO2 layer (of thickness ∼ 300 nm) is present on top of the Si substrate (001 orientation,

lightly p-doped, Ä in between 1 - 10 Ω cm). First, the Si/SiO2 substrate was cut into 5 mm

× 5 mm wafer pieces by a standard diamond scriber (Micro Diamond Scriber MR200) or

a diamond scriber pen. Then the pieces were subjected to rigorous cleaning processes to

remove the surface contaminants and residues. Importantly, careful cutting and handling

of the wafer is crucial throughout the process to prevent scratches on its top surface, as

this could result in a leaky device.

(a) Acetone-IPA cleaning:

To clean a wafer, an acetone and IPA cleaning process is typically used [222]. First, an

individual wafer is placed in a glass beaker containing acetone, which is then transferred to

a larger beaker containing a small amount of water. This setup is placed in an ultrasonic

bath at 45° C for 5 - 6 minutes. Afterward, the wafer is removed from the acetone and

immediately immersed in IPA for 2 minutes. Then, the wafer is dried using a nitrogen

(N2) gas blower at a grazing angle. Finally, the wafer is placed on a hot plate at 120° C

to ensure that no moisture remains on the wafer surface.

Acetone effectively removes organic impurities from the wafer substrate, particularly

dissolving oily or greasy contaminants. However, since acetone evaporates quickly and

can redeposit some contaminants, the wafer is immediately placed in IPA. IPA dissolves

acetone and its contaminants, acting as an excellent rinse agent. This cleaning protocol

effectively removes micron-sized dust particles, organic impurities, and oily or greasy

contaminants from the wafer surface, ensuring optimal conditions for optical lithography.

(b) Piranha cleaning (acid cleaning):
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Figure 3.16: Cleaning procedures of Si/SiO2 substrate. Adopeted from Ref. [225].

Piranha solution, or piranha etch [223, 224], is a powerful mixture of sulfuric acid (H2SO4)

and hydrogen peroxide (H2O2) used for cleaning organic residues from substrates. As

a strong oxidizing agent, it effectively removes most organic material and hydroxylates

surfaces (adds -OH groups), making them highly hydrophilic and more compatible with

water.

The piranha solution is prepared by mixing 98 % conc. H2SO4 and 30 % cold H2O2

solution in a 2:1 ratio. This mixture must be handled with great care, as it is highly

corrosive and an extremely powerful oxidizer. Piranha solution works by dissolving organic

contaminants, and if too much contamination is present, it can lead to violent bubbling

and gas release, posing a risk of explosion. Therefore, extreme caution is necessary when

using this solution. The step-by-step process is as follows:

Piranha solution:- 98 % conc. H2SO4 : 30 % cold H2O2 = 2:1 (ratio)

i) Teflon tweezers should always be used for handling the wafers.

ii) For preparation, 4 mL of 98 % conc. H2SO4 is carefully taken in a beaker, and 2 mL of

cold H2O2 is slowly added. (An exothermic reaction occurs, generating temperatures up

to approximately 1000° C).

iii) The wafers are then immersed in the solution and heated on a hot plate at 75° C for

10 minutes.

iv) After 10 minutes, the wafers are removed from the solution and immediately placed in

de-ionized (DI) water.

v) The DI water is changed, and the wafers are rinsed 4-5 times to ensure thorough

cleaning.

vi) Finally, the wafers are dried using nitrogen (N2) gas. (A fresh solution should be

prepared for each wafer-cleaning process).
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(c) RCA cleaning:

The RCA cleaning [222, 226, 227] is a standard cleaning procedure for silicon wafers,

performed prior to high-temperature processing in semiconductor manufacturing. First

developed by Werner Kern [226] in 1965 while working at RCA (Radio Corporation of

America), the process involves a sequence of chemical treatments to ensure the wafer is

thoroughly cleaned. The steps include:

(i) Removal of organic contaminants (particle and organic clean): A mixture is prepared

with 5 parts DI water, 1 part ammonia water (29 % NH3), and 1 part aqueous hydrogen

peroxide (H2O2, 30 %). The solution is typically heated to 75 or 80° C and the wafer is

immersed for 10 minutes. This base-peroxide mixture effectively removes organic residues

and small particles while also rendering the surface hydrophilic, which aids in the spin

coating of photoresist.

(ii) Rinsing and drying: When performing the cleaning with high-purity chemicals and

glassware, this procedure results in a very clean wafer surface while still submerged in

water. Proper rinsing and drying are crucial to avoid re-contamination from organic and

particulate matter floating on the water’s surface. Various procedures can be employed to

rinse and dry the wafer effectively (see Fig. 3.16).

Step-by-step process:

RCA solution:- DI water : 30% ammonia solution : 30% H2O2 = 5:1:1 (ratio)

(i) Teflon tweezers are used to handle the wafers.

(ii) For preparation, 20 ml of DI water is poured into a clean beaker, and 4 ml of ammonia

solution is added.

(iii) The solution is heated for 2-3 minutes at approximately 75° C.

(iv) 4 ml of cold H2O2 is slowly poured into the heated solution, causing bubbles to form.

(v) The wafers are completely submerged in the solution and heated for 20 minutes, or

until bubbling ceases, indicating the reaction has stopped.

(vi) The wafers are removed from the solution, gently shaken to remove excess liquid, and

immediately placed into DI water.

(vii) The DI water is replaced, and the wafers are rinsed thoroughly 4-5 times.

(viii) The wafers are then transferred to IPA and dried using N2 gas.

(d) Oxygen Plasma cleaning:
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Oxygen plasma etching [220, 224, 228, 229] of Si/SiO2 substrates is a process where a high-

energy plasma, generated by ionizing oxygen gas, is used to etch or remove a thin layer of

SiO2. This technique is widely employed in micro-fabrication and device preparation for

modifying substrate surfaces with high precision. In this process, reactive oxygen species

(ions, radicals, and neutral particles) in the plasma chemically react with the SiO2 surface.

The etching primarily occurs through the formation of volatile byproducts, such as silicon

monoxide (SiO) and carbon dioxide (CO2), which are removed from the reaction chamber.

The process is also employed to create hydrophilic surfaces on silicon wafers by removing

a native oxide layer and generating hydroxyl (-OH) groups, which enhance water molecule

attraction. Oxygen plasma etching serves as a precautionary step to remove residual

impurities that may be invisible under an optical microscope. The power and duration

of the etching process are tailored based on the oxide layer’s thickness and the desired

surface roughness.

In this study, an inductively coupled plasma reactive ion etcher (ICP-RIE) system (SI 500

by SENTECH Instruments) was used, operating at 150 W ICP power, 50 W RF generator

power, and 0.6 Pa reactor pressure. The flow of O2 was 20 sccm for 20 sec, and the etch

rate of SiO2 was estimated to be ∼ 50 nm/min. This mild etching enhanced the surface

properties of Si/SiO2 substrates by removing the surface contaminants and improving the

compatibility for adhesion of photo-resists in lithography, subsequent material deposition,

or the mechanical exfoliation process.

(e) HF buffer etching:

Buffered Hydrofluoric Acid (buffered HF) [223, 230, 231] is a widely utilized etchant in

semiconductor processing and micro-fabrication for removing silicon dioxide (SiO2) layers

from Si/SiO2 substrates. It is made by combining hydrofluoric acid (HF) with a buffering

compound, usually ammonium fluoride (NH4F), which helps regulate the etching rate and

stabilize the process. The buffer also reduces the etchant’s aggressiveness, making it safer

to handle compared to pure HF.

A 6:1 buffered HF solution was prepared to etch a few layers of the oxide surface to enhance

its adhesive nature, and hydrophobic behavior and to remove the contaminants from its

top surface. First, a 40 % NH4F solution was made by dissolving 40 grams of ammonium

fluoride in DI water to make a total volume of 100 ml. Then, 6 parts of the 40 % NH4F

solution were mixed with 1 part of commercially available 40 % HF (40 % NH4F : 40 %

HF = 6:1 ratio). HF and NH4F react with silicon dioxide (SiO2) to form soluble silicon

hexafluoride (SiF6
2−) and ammonium hexafluorosilicate ((NH4)2SiF6) respectively, which
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are then removed. The reactions are as follows:

SiO2 + 6HF → H2SiF6 + 2H2O

SiO2 + 4HF + 2NH4F → (NH4)2SiF6 + 2H2O

The etching rate of SiO2 we estimated is ∼ 75 nm/min. Hydrofluoric acid is an extremely

hazardous substance. Direct contact with HF can cause severe chemical burns and systemic

toxicity. It is particularly dangerous because it can penetrate the skin, potentially reaching

deeper tissues and causing damage to bones. So, all preparation steps were conducted

using plastic beakers, plastic/Teflon tweezers, and plastic gloves, maintaining all the safety

protocols.

• Resist Coating

Spin coating is a technique used to apply thin, uniform films to flat surfaces. In this process,

a small amount of coating material is placed at the center of the cleaned substrate, which

may either remain stationary or rotate at a low speed initially, as connected to a vacuum

chuck. The substrate is then spun rapidly to distribute the material across the surface

through centrifugal force. This procedure is carried out using a device called a spin coater

or spinner. As the substrate continues to rotate, excess material is spun off the edges, and

the film reaches the desired uniform thickness, although there can be some non-uniformity

at the edges. The solvent used in the process typically evaporates quickly due to its

volatility. The film’s thickness can be controlled by adjusting the spinning speed: higher

rotational speeds result in thinner films. The final thickness also depends on factors such

as the solution’s viscosity, concentration, and solvent. Spin coating is commonly used in

photolithography to apply photoresist layers, typically ∼ 0.5 - 2.5 µm thick [217, 220], and

the speed ranges from 2000 to 8000 rpm for durations of a few seconds to several minutes.

⇒ For the UV exposure or Mask Aligner system, we used positive photoresist AR-P

3110 with its developer AR 300-35. The optimized procedures are as follows:

(i) The cleaned SiO2 wafer is placed on top of the spindle of a spin coater using a

vacuum pump.

(ii) A drop of ma-N (which offers excellent resistance to both wet and dry etching, strong

thermal stability, superior pattern resolution down to 3 nm, improved undercut

control, and straightforward removal) is added onto the SiO2 wafer, followed by

spinning at 3000 rpm for 60 seconds.
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(iii) The wafer is then baked in a prebake chamber at 120° C for 2 minutes. Baking

primarily serves to remove the solvent from the photoresist and enhance its adhesion

to the substrate.

(iv) The wafer is placed back into the spin coater, and a drop of positive photoresist,

AR-P 3110, is applied. The wafer is spun again at 3000 rpm for 30 seconds, achieving

approximately uniform 1.9 µm thickness.

(v) The wafer was again baked on a hot plate at 90 - 100° C for 15 minutes (prebake).

⇒ For the mask-less laser writer system, we used a positive photoresist (AZ 1512

HS) with its developer AZ 315. The optimized procedures are as follows:

(i) The cleaned SiO2 wafer is placed on a vacuum chuck of the spin coater.

(ii) A drop of AZ1512-HS (positive photoresist) was spin-coated onto the wafer at 4000

rpm for 60 seconds, achieving approximately uniform 1.4 µm thickness except at the

edges (edge bead).

(iii) To ensure complete solvent evaporation and achieve a uniform coating, the wafer

underwent baking using a hot plate at 100° C for 1 minute (prebake).

Figure 3.17: Image of the (a) UV exposure system, and (b) Mask Aligner (MJB4, SUSS
MicroTec) system in the clean room of SNBNCBS

• UV light based lithography and photoresist removal

In UV light-based lithography, we used a UV exposure system (Hg lamp with emission

at 435.8 nm) and a Mask Aligner (MJB4) by SUSS MicroTec (UV source: Hg 350 W

(405 nm) & HgXe 500 W (250 nm) and with resolution ∼ 1.5 µm) (see Fig. 3.17). In
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this hard mask-based technique, a photomask was designed using computer-aided design

(CAD) software such as AutoCAD [232, 233] and CleWin [234, 235]. Here, the contact

method was employed, wherein the designed mask was placed directly in contact with the

substrate on a vacuum-connected chuck. This method offers the advantage of minimizing

proximity effects caused by diffraction, thereby enhancing the accuracy of the pattern.

Using this technique, resolutions as fine as 1.5 µm were achieved.

To obtain the finger pattern (for example, pad width ∼ 2 µm, separation between the pads

∼ 1.5 µm), the designed mask was properly aligned to allow UV radiation to pass through

and fall onto the exact uniform position of the prebaked and spin-coated wafer. The wafer

was then exposed to UV light with typical energy (70 - 90 mJ/mm2) through the mask

containing the pattern for 120 seconds. Thereby, the resist reacts at the exposed part,

which becomes soluble/insoluble in the developer depending upon the positive/negative

resist. The UV-exposed sample is then placed in a post-bake oven set to a temperature of

60 – 70°C for 10 minutes. The wafer is then immersed in a developer solution (AR 300-35

developer for positive AR-P 3110 [236], SU8 developer for negative SU8 resist [217–219])

for a few seconds (10 - 70 sec) depending on the optimized parameters, patterns, and

the resists. For positive photoresist, the UV-exposed wafer is placed in the AR 300-35

developer for 15 seconds to obtain the finger pattern. During this time, the portion of the

photoresist exposed to UV light becomes soluble in the developer, while the unexposed

areas remain intact. As a result, the patterned regions are revealed with SiO2 exposed,

while the unexposed areas remain covered with photoresist. After development, the wafer

is rinsed with DI water (for AR 300-35) or IPA (for SU8) for about 1–2 minutes, followed

by drying with a flow of nitrogen (N2). This process reveals the resist pattern, with the

exposed or unexposed areas becoming visible depending on whether a positive or negative

resist is used, and then can be checked with an optical microscope (with a proper light

filter).

The step-by-step optimized process is as follows:

(i) The resist-coated wafer is exposed to the UV light for 120 seconds for the finger

pattern.

(ii) The wafer is then kept in a post-bake oven at 60 - 70°C for 10 minutes.

(iii) After exposure, the pattern is developed using AR 300-35 positive photoresist

developer for 15 seconds to get the finger pattern.
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(iv) Once development is complete, the sample is rinsed thoroughly with DI water and

dried using N2 gas.

• Laser writer based lithography and photoresist removal

In this mask-less, laser writer-based lithography process, direct patterning is achieved

using a laser writer (LaserWriter LW405D by MICROTECH) (see Fig. 3.18), eliminating

the need for a hard mask. Instead, desired designs are created by the ‘CleWin’ software,

and these patterns are precisely drawn according to specific design requirements by using

a GaN laser with a wavelength of 405 nm.

During the patterning stage, photo-resist-coated samples are exposed to a laser dose of

160 - 180 mJ/cm2 to form the intended shapes. After exposure, the patterned areas are

developed using a positive resist developer (AZ 326 MIF or AZ 315). Precise control of the

developing time, typically between 40–50 seconds, is crucial to preserve the integrity of fine

patterns and to avoid overdevelopment. In this process, the exposed regions of the resist

dissolve in the developer, while the unexposed areas remain intact. Once development is

complete, the sample is rinsed thoroughly with DI water and dried using N2 gas. The

resulting pattern is then inspected under an optical microscope to verify the accuracy of

the pattern.

The step-by-step optimized process is as follows:

(i) The cleaned wafer is spin-coated with the positive photoresist AZ1512-HS at a speed

of 4000 rpm for 60 seconds, achieving approximately uniform 1.4 µm thickness except

at the edges of the wafer (edge bead).

(ii) The wafer is then baked at 100° C for 1 minute (prebake).

(iii) The sample is then exposed in the laser writer system, with the laser power 161

mJ/cm2, following a pre-designed pattern (here, the pad widths are 3 µm and the

separation between the pads is 2 µm).

(iv) After exposure, the pattern is developed using AZ 315 developer for 40-45 seconds.

(v) Once development is complete, the sample is rinsed thoroughly with DI water and

dried using N2 gas.

After the developing process, a common observation is that the material beneath the

photoresist etches at a faster rate than the resist itself. This phenomenon, known as
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Figure 3.18: Image of the laser writer system (LW405D, MICROTECH) in the clean
room of SNBNCBS

‘undercut’ in lithography [217, 231, 237], causes the photoresist layer to slightly overhang

the underlying material. A good undercut profile results in a sharp and precise pattern

after metal deposition and liftoff (see Fig. 3.19). However, poor undercutting (or overcut

profile) can lead to feature deformation after metal deposition, making it difficult to remove

excess material during the liftoff process, often leaving unwanted metal residues. Poor

undercut can also cause uneven or distorted metal patterns, compromising the precision

and resolution of the final structure. Additionally, improper undercutting may reduce the

mechanical stability of the metal layer, resulting in poor adhesion or peeling from the

substrate.

• To achieve high-quality, precise, and reproducible lithographic patterns with a proper

undercut profile, a bilayer-resist coating method [221, 238] is often utilized. The process

begins by applying a resist with a high solubility in the developer solution to the surface

of the sample. Following this, a second layer of photoresist, which is less soluble in

the developer, is carefully applied over the first layer. During the development phase,

the bottom layer dissolves at a faster rate than the top layer, causing the top layer
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Figure 3.19: Schematic illustration of three different photoresist profiles. The undercut
(lift-off) profile is commonly used for metal patterning in the lift-off process, allowing

clean removal of unwanted material.

to overhang the bottom slightly, creating a good undercut profile. This bilayer resist

technique enhances the precision and reliability of the lithographic pattern, leading to

clear and consistent features.

The process for this bilayer resist coating method is as follows:

(i) The cleaned wafer is spin-coated with LOR-1A, an undercutting resist, at a speed

of 4000 rpm for 60 seconds.

(ii) The wafer is then baked at 180° C for 1 minute (prebake).

(iii) Next, the second resist, AZ1512-HS, is spin-coated at 4000 rpm for 60 seconds.

(iv) The resist-coated wafer is baked again at 100° C for 60 seconds.

(v) The sample is then placed in the laser writer system, exposed with a laser power of

161 mJ/cm2 along with a predefined pattern.
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(vi) After exposure, the pattern is developed in AZ 315 developer for 40 seconds.

(vii) The sample is again baked at 100° C for 1 minute (post-bake), followed by an

additional 45 seconds of development. This second development step ensures the

proper formation of the undercut in the pattern.

Although an optimal development time is typically determined, remnants of resist may still

remain in the patterned regions, which might not be visible under an optical microscope.

Additionally, the polymer residues from lithography processes often contaminate the SiO2

surface, leaving unwanted remnants. When polymer residues are present, the contact

metal deposited on SiO2 does not stick/attach effectively, leading to failure in the wire

bonding process (see Fig. 3.20). This also leads to increased contact resistance and can

deteriorate the overall performance of the device.

As a precautionary measure, buffered HF or ICP-RIE etching (refer to Section 3.1.7.3,

Substrate Cleaning) is typically used to remove any residual resists from the SiO2 surface.

In this case, just before the deposition, lithographically patterned wafers are etched by

immersing them in buffered HF solution for 10 seconds (see Fig. 3.20). This process etches

a thin layer (approximately 10 - 12 nm) of SiO2 along with the contaminants and residual

resists, ensuring clean surfaces for optimal metal deposition. The deposited metal is now

directly attached to the SiO2 surface, free of residues, and adheres securely. The strong

adhesion of Ti/Au facilitates the bonding of metal pads, ensuring a reliable bond even at

room temperature.

Figure 3.20: Common cause of bonding issues and the corresponding optimization
strategies to achieve improved and reliable bonding performance.
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3.1.7.4 Metallization Techniques

Metal deposition is a crucial step following lithography, as it establishes the necessary metal

contacts on the sample. Various metals, such as Titanium (Ti), Chromium (Cr), and Gold

(Au), are commonly used in device fabrication to ensure reliable electrical connections and

functionality. In this thesis, thermal deposition and the e-beam evaporation methods are

primarily utilized to fabricate contacts for most of the devices, discussed as follows:

(a) Thermal Evaporator:

Thermal evaporation [239–241] is a widely employed physical vapor deposition (PVD)

technique used to create uniform thin films by vaporizing solid materials in a high-

vacuum environment. As the name suggests, the target materials are evaporated by a

resistive/Joule heating method, typically employing Tungsten, Molybdenum, or Tantalum

boats (see Fig. 3.21 (b)). Thermal evaporation systems (TES) are versatile and capable

of depositing a wide range of metals and nonmetals, such as Aluminum (Al), Indium (In),

Silver (Ag), Titanium (Ti), Chromium (Cr), Gold (Au), etc.

In thermal evaporation, the source material is placed in a boat and heated to achieve the

vapor pressure required for evaporation [239]. Joule heating can provide temperatures as

high as 2800 K, enabling sufficient vapor pressures for the evaporation of most metals.

Once the material evaporates, the vapor travels through the vacuum chamber following

a specific solid angle with adequate thermal energy and condenses on the substrate.

Generally, the substrate is mounted perpendicularly to the vapor source to ensure its

uniform deposition. The quality of the deposited film depends significantly on maintaining

a high vacuum environment within the chamber, typically below ≈ 1 x 10−6 mbar.

To achieve and maintain the necessary vacuum levels, thermal evaporation systems are

equipped with a high-vacuum pump system, typically combining a rotary pump with a

turbo-molecular pump (Edwards). This low-pressure environment ensures a long mean free

path for vaporized particles, preventing interference from gas molecules, avoiding oxidation

of the source material, and minimizing contamination from the deposition chamber, which

ensures the formation of high-purity films [240]. For instance, achieving a mean free path of

∼ 30 cm for a particle size of ∼ 0.3 nm necessitates maintaining a vacuum level of around

10−3 mbar. The deposited film’s thickness is accurately regulated by a quartz crystal

thickness monitor, which ensures accurate measurement and consistency throughout the

deposition process. The system operates with a power source capable of delivering up

to 300 A current, providing sufficient energy to heat the resistive sources and vaporize

the material effectively. This high-power capability ensures the efficient evaporation of
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materials, including those requiring higher temperatures [241]. These high-power sources

and the turbo pump are cooled by a chiller controller unit.

Figure 3.21: (a) Image of the thermal evaporator system. (b) Image of the Tungsten
boat used to evaporate the target materials. (c) Backside image of the thermal evaporator
system. (d) Substrate holder designed for deposition. (e) Image showing the substrate

holder inside the thermal evaporator chamber during the deposition process.

We used a thermal evaporator system by Advanced Process Technology Pvt. Ltd. as shown

in Fig. 3.21 (a), (c). Here, substrate heating is feasible during the deposition process, with

external control enabling temperatures to range from 77 K to 650 K. This feature provides

precise thermal regulation, ensuring optimal conditions for uniform and high-quality thin-

film deposition. A rotator is connected to our customized homemade substrate holder (see

Fig. 3.21 (d),(e)), allowing it to rotate the substrates during deposition. This rotation

enhances film uniformity by ensuring even distribution of the deposited material across

the substrate surface. A plasma system, integrated within the thermal evaporator, is

employed to etch or clean the substrate’s top surface prior to deposition. This process

removes the surface contaminants and improves the adhesion of the deposited material,

ensuring a high-quality thin film (see Fig. 3.21 (a)).

We used the thermal evaporator system for fabricating electrical contacts after doing

lithography, with commonly used metals such as Au, Ti, or Cr. Our common deposition

procedure involves first applying an adhesion layer of Ti (∼ 5 nm), followed by a thicker

Au layer (∼ 20 - 70 nm, as required) on patterned substrates.

(b) E-beam Evaporator:
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Electron Beam Evaporation (EBE) [242–244] is a precise PVD technique widely used for

depositing high-quality thin films, especially in micro-fabrication or nano-fabrication. It

offers versatility in material selection and ensures uniform deposition, making it essential

for creating patterned microstructures as well as for modern thin-film applications.

The process begins with placing the target material in a water-cooled graphite crucible

housed within an evacuated chamber. Achieving a high vacuum (∼ 10−6 mbar) is essential

for minimizing contamination during deposition. This vacuum is typically attained using a

turbo-molecular pump supported by a rotary pump. Samples are mounted onto a circular

metal plate using Kapton tape and loaded into the chamber, ensuring stable positioning

throughout the process.

The deposition process [244] is driven by a beam of electrons generated via thermionic

emission from a hot tungsten filament. This electron beam is directed and focused onto

the target material with the help of deflecting and focusing magnets. The focused beam

heats the material to its melting point, causing it to evaporate. The vaporized material

then travels through the vacuum chamber and condenses uniformly onto the substrate

surface. To ensure uniform deposition, the substrate is mounted on a rotating holder

that continuously rotates during the process. The relatively long distance (∼ 15 – 20

cm) between the crucible and the substrate allows the evaporated material to deposit

perpendicularly. This feature is particularly advantageous when depositing films on arrays

of patterned micro- or nanostructures, as it reduces unwanted sidewall coatings. By

minimizing such side deposits, the lift-off process becomes more efficient, as the solvent

can easily penetrate the resist layer without obstruction.

Figure 3.22: (a) Schematic diagram of the e-beam evaporator system. (b) Image of the
internal chamber of the EBE. (c) EBE system inside the clean room of SNBNCBS.
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EBE systems are versatile and capable of handling a wide range of materials [244].

Nonmagnetic materials such as Au, Ti, Cr, aluminum oxide, and silicon dioxide can

be deposited with precision, as can FM elements like Ni, Fe, Co, and their alloys. To

accommodate multiple materials, the system is equipped with separate crucibles arranged

on a linear or circular train. The position of these crucibles can be adjusted externally

without breaking the vacuum, allowing for seamless transitions between materials during

deposition. The deposition process is carefully monitored to ensure consistency and

precision. A piezoelectric thickness monitor is employed to track the deposition rate and

film thickness in real time. For our case of Cr/Au or Ti/Au deposition of ≈ 5 nm/40

nm, the rate is optimized to around 0.3 - 0.5 Å/s. This meticulous control of deposition

parameters ensures high-quality films with uniform thickness. The schematic diagram

of EBE is represented in Fig. 3.22(a). The image of the internal chamber of the EBE

system inside the clean room of SNBNCBS is shown in Fig. 3.22(b), (c).

3.1.7.5 Liftoff

Metal lift-off is a micro-fabrication technique used to define patterns after depositing a thin

metal film over a pre-patterned photoresist. The process involves dissolving the photoresist

with a suitable solvent, such as acetone or a specialized photoresist remover, which removes

the metal from the resist regions while leaving it on the substrate in the desired pattern. A

key feature of this process is the undercut profile of the photoresist (see Fig. 3.19), which

ensures that the deposited metal does not form a continuous layer between the resist and

the substrate. This method is widely used for precise metal patterning in semiconductor

and microelectronic devices.

Figure 3.23: Optical microscopic images of some of the fabricated patterns after the
successful lift-off process.
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In our case, after the deposition of metals, the samples were taken out for liftoff. They are

submerged in acetone for 3 - 4 hours, during which the acetone dissolves the photoresist,

leaving the deposited metal on the substrate behind. acetone is also injected into the

sample using a syringe to assist in removing any unwanted metal, such as Au, from the

substrate. The sample is then rinsed in IPA and blow-dried with a nitrogen gun to complete

the process. Some of the optimized and successful fabricated patterns are shown in Fig.

3.23.
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3.1.8 Development of Dry Transfer Setup for Making vdW Hetero-

structures inside Glovebox

The fabrication of air-sensitive vdW FM samples as well as vdW heterostructures possesses

unique challenges, particularly in identifying and attaching atomically thin flakes, typically

a few nanometers thick, with lateral dimensions of only a few micrometers. These small

flake sizes are a natural outcome of the mechanical cleaving process used to isolate them

from bulk crystals [17, 245]. The heterostructures are composed of different layered

materials with intriguing electronic, optical, magnetic, thermal, and spintronic properties.

The fundamental objective is to arrange these layers, ranging from a single atomic layer to

a few layers thick, in a specific sequence. Also, it has been observed in Fig. 3.14 that an

oxide layer naturally forms on the surface of exfoliated flakes of vdW magnetic materials.

To prevent oxidation, these flakes require protective measures, such as encapsulating them

with hBN inside a glove box or coating them with PMMA immediately after transferring

them onto patterned electrodes, etc., without direct contact with the chemicals used

in the photolithography processes. The ‘pick-up and transfer technique’, an improved

nanoflake transfer method [225], enables precise positioning of selected flakes, facilitating

the fabrication of custom-designed devices. Consequently, the development of a dry-

transfer setup, controlling it by computer, and refinement of various techniques [169],

such as the pick-orient-attach (or pick-and-attach) method [225] have become essential

for precise manipulation and attachment of the flakes on top of lithographically prepared

patterned electrodes or for vdW heterostructure fabrication inside a glovebox.

3.1.8.1 Development of Dry Transfer Setup

A dedicated heterostructure (dry transfer) setup was designed and developed to facilitate

the precise transfer and stacking of these small flakes with high translational and rotational

accuracy, ensuring the integrity and functionality of the fabricated heterostructures inside

a glovebox. Figure 3.24 (a) depicts the dry transfer setup along with all of its components.

High-precision micro-manipulators equipped with piezo controllers and joysticks enable

automated control of the XYZ stages via computer, ensuring accurate control over the

positioning and orientation of layers during stacking, even from outside the glovebox. The

system also integrates a commercially available optical microscope objective (Mitutoyo)

with a zoom lens (Navitar) and a microscope camera (Moticam S6). Additionally,

it incorporates a customized sample holder on top of an XYZ with a rotation stage

(Stage 1) (ThorLabs), an XY stage (Stage 2) (ThorLabs), and a Z-axis movement
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Figure 3.24: (a) Image of the microscope-based dry transfer setup designed for use
inside a glovebox, constructed with a combination of ThorLabs components and custom-
designed parts manufactured in the workshop. (b) Initially designed substrate holder
made of Brass. (c) Modified small-sized substrate holder made of Copper with a vacuum
port. (d) Image showing the moment during the transfer of flakes using PDMS onto a
Si/SiO2 substrate. (e) The stages of the final optimized dry transfer setup for transferring

flakes and heterostructure fabrication, designed for use inside a glovebox.

stage (Stage 3) (ThorLabs) with a custom-designed ‘L’ part. A programmable power

supply is used for controlling the heater under the sample holder, along with a Pt-100

temperature sensor and various custom-built support structures, providing a cost-effective

and efficient solution (see Fig. 3.24 (a)). Height adjustments for the stages are achieved

using custom-designed aluminum blocks1. The entire setup is mounted on an optical

honeycomb breadboard (Holmarc Opto-Mechatronics Ltd.), providing a stable and

vibration-free base. The selection of optical and mechanical components plays a pivotal

role in optimizing the performance and accessibility of the transfer setup inside the glove

box.

The schematic of the transfer setup is illustrated in Fig. 3.26 (a). The setup comprises

three piezo-controlled micro-manipulation stages designed for precise alignment of flakes.

These stages form the core of the transfer module, which includes a rotation-enabled

sample holder stage (X1, Y1, Z1, ¹) (Stage 1) and a mask holder stage (X2, Y2, Z2).

The mask holder stage is detachable and consists of an XY stage (Stage 2) and a Z stage

(Stage 3), with the mask mounted using the L-shaped block. Using the joystick of the

piezo-controlled XYZ micro-controllers, the system enables precise vertical alignment of

1The design of these block structures and the ‘L’ part (see Fig. 3.25) were carried out with the assistance
of Mr. Shubhadip Moulick from SNBNCBS, India
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two desired samples, S1 and S2, with a precision of 1 µm. The Z stages play a critical role

in transferring flakes for device and heterostructure fabrication.

Figure 3.25: Custom-
designed ‘L’ part for the

transfer setup.

Stage 1 (X1, Y1, Z1, ¹1) is equipped with a custom-

designed Copper sample holder (see Fig. 3.24 (c))

featuring heating arrangements for sample S1. The

sample can be heated using a resistive chip heater

(resistance = 9.4 Ω at 300 K, 12V, 220° C, Model -

SKU: JYA01660-03), which is precisely controlled

via a programmable power supply (Owon), while

its temperature is monitored using a resistance

temperature sensor (Pt-100). A diaphragm pump

attached to the vacuum outlet of the sample holder

ensures easy vacuum-based mounting of the lower

substrate/sample (S1). Initially designed Brass

substrate holder (see Fig. 3.24 (b)), due to its larger volume, required extended heating

times, posing challenges for optimizing the transfer process. To overcome this, a redesigned

Copper substrate holder with a reduced volume and surface area, along with a vacuum

port, was introduced (see Fig. 3.24 (c)). This improved design enables rapid heating

and cooling of samples, achieving 120° C in just 5 minutes, providing ideal conditions

for flake transfer and heterostructure fabrication. Teflon heat isolation is applied to

Stage 1 to minimize heat conduction, leveraging Teflon’s significant thermal expansion

and contraction properties for gradual and precise cooling, which prevents flake tearing or

folding during the transfer.

The mask holder, the second major component of the setup, is an L-shaped structure

(made of Brass) mounted on the detachable Stage 3 for Z movement (Z2) and Stage 2

for XY movement (X2, Y2). The mask holder features a window and a stepped height to

accommodate the mask, with sample S2 attached to the bottom side via a glass slide (see

Fig. 3.24 (e)). Custom-designed Aluminium metal blocks serve as the stable base of these

stages, as shown in Fig. 3.24 (a).

For visual alignment, the setup includes an optical microscope equipped with a long-

working-distance objective lens (20x) and a zoom lens (magnification 70x) with 3 mm

fine focus. This allows precise observation of flake placement during the transfer process,

viewed by a microscope camera from the top of the stages without disturbing them. The

microscope fiber-coupled illuminator (ThorLabs - OSL2) enables adjustments to brightness

and contrast, ensuring clear visualization of the live images during the operation.
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Figure 3.26: (a) Schematic diagram of the dry transfer/heterostructure setup. (b)
Final optimized dry transfer setup with all of its components for transferring flakes and

heterostructures fabrication, designed in our lab, for use inside a glovebox.

The final optimized dry transfer setup with all of its components is shown in Fig. 3.26

(b). The setup is now ready to be incorporated inside the glovebox. However, before

proceeding, it is essential to optimize the flake transfer procedures and refine the process

of fabricating heterostructures to ensure consistent and reliable outcomes.
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3.1.8.2 Preparation of Transparent and Flexible Masks

While layers adhere to substrates through vdW forces, they are fragile and susceptible to

mechanical damage, such as tearing or folding, due to stress or thermodynamic instability.

Flexible substrates address this challenge by enabling the safe transfer of flakes without

damage. The stacking process leverages the strong interlayer vdW forces to ensure stable

adhesion. To facilitate this, a customized substrate coated with a sacrificial layer is used,

allowing the sequential attachment of mono- or multilayer materials in any desired order.

A flexible mask is a specialized substrate designed with a sacrificial layer to facilitate the

stacking of flakes during transfer. It comprises a spherical cap formed on a transparent

0.5 mm-thick cover glass. The spherical design minimizes the contact area during pickup,

enabling precise collection of desired flakes while avoiding undesired regions. Transparency

of the substrate is essential for real-time monitoring of the process using an optical

microscope, ensuring precise control when working with micrometer-sized flakes.

The flexible mask incorporates an adhesive sacrificial layer, whose viscosity can be adjusted

via temperature. Residual adhesive can be removed after the final transfer using a

solvent. To fabricate the spherical cap (for making the flexible mask), a tiny drop of

Polydimethylsiloxane (PDMS) prepared by mixing Sylgard 184 silicone elastomer and

curing agent in a 10:1 ratio (Dow Corning), is placed on the center of a clean glass coverslip

and then baked on a hot plate at 150 – 200° C for 20 – 30 minutes. The inherent surface

tension and viscosity of the drop allow it to form a spherical shape, with its size controlled

by the volume of the drop, typically ensuring a diameter of 1 – 2 mm.

To enhance adhesion between the mask and flakes, a sacrificial layer is applied to the PDMS

cap. This layer must exhibit stronger adhesion than the vdW forces holding the flakes

on the substrate, while being easily dissolvable post-transfer. Polymers like Polymethyl

methacrylate (PMMA), Polypropylene carbonate (PPC), or Polycarbonate (PC) can serve

as sacrificial layers, but Lakmé Color Crush (LCC) has shown excellent adhesion and

dissolves easily in acetone, effectively removing any residual material and leaving the

assembled heterostructure clean and intact. To prepare the mask, LCC is spin-coated at

8000 rpm onto the PDMS cap and baked at 90 – 120° C for 2 hours.

For the dry transfer process, the flexible mask is mounted onto a metallic holder and

aligned with the optical axis of a microscope for precise positioning. When inverted, the

height of the spherical cap serves as a global minimum, ensuring that the mask makes

contact with the flakes at a specific and controlled point, which is aided by the optical
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transparency of both the PDMS and the cover glass for real-time observation under a high-

resolution microscope. Although PPC is explored for minimizing residue, we generally use

LCC due to its performance in achieving clean and stable adhesion during transfer.

3.1.8.3 Pick-up and Dry Transfer Process

The dry transfer process for fabricating two-layered hybrid heterostructures involves the

precise manipulation of the flexible mask and a flake-containing wafer. As illustrated in

Fig. 3.27, the flexible mask is affixed onto a cover glass and then onto the metal support

structure (‘L’ part) and positioned downward on the top stage (Stage 3). Securing the

proper attachment of a flake onto the mask involves a precise process of alignment, contact,

and subsequent detachment between the lower substrate and the mask.

First, the convex surface of the mask (LCC-coated PDMS stamp) is carefully aligned with

the optical axis of the microscope to ensure accuracy. Using X, Y, and Z stage controls

of Stage 1, the bottom wafer containing the desired flake is brought closer to the stamp,

aligning the target flake at the convex curvature part along the center of this spherical

stamp.

Before the contact process, the temperature of the substrate holder on the bottom stage

(Stage 1) is increased to 65° C, employing the integrated heating setup mounted on the

stage. During the contacting procedure, the relative alignment between the substrate 2 and

the stamp is fine-tuned using the XYZ movement of the stages. Stage 1 is then gradually

moved upward (in the Z direction) until the flake on the wafer makes contact with the

convex part of the LCC-coated stamp. When the stamp contacts the SiO2 surface, it

exhibits a distinct color accompanied by circular interference fringes around the contact

region. The elastic nature of PDMS ensures that the LCC conforms to all contact areas,

covering even the flake boundaries. In the case of thicker flakes (g 100 nm), a dark outline

typically forms along the edges at first. Nevertheless, allowing the system to rest for 10

– 15 minutes enables the LCC to conform to the stepped regions, resulting in a uniform

color. This conformation is a critical step in the attachment process. It has been observed

that attachment failures are more likely if proper conformation is not achieved, particularly

for thicker flakes. The strong adhesive force of the LCC, which surpasses the vdW forces

binding the flake to the substrate, causes the flake to adhere to the LCC layer.

The detachment of the mask from the lower substrate is a crucial step in the process

(see Fig. 3.27), as uncontrolled detachment speed can result in flake tearing and stacking

failures. To reduce the risk of distortion in the LCC structure, the temperature of the
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Figure 3.27: Schematic diagram of the process flow of pickup and dry-transfer technique
to make a heterostructure. (a–b) Two individual flakes prepared for assembly into a
bilayer heterostructure. (c) Diagram of the stacking mask used for transferring individual
flakes. The setup includes a thin cover glass (thickness∼ 0.2–0.4 mm) supporting a flexible
dome made from PDMS. A sacrificial polymer film (e.g., PMMA, LCC) is spin-coated on
top of the mask. The adhesion between the sacrificial film and the flake exceeds the vdW
interaction holding the flake to the SiSiO2 substrate. (d–k) Sequential flake assembly
steps, with bold red arrows representing the progression direction of the stacking process.
(g) Steps followed for attaching the second flake, with proper orientation ensured through
rotational alignment. (i) After completing the stacking sequence, the mask is aligned with
a new, pre-cleaned substrate and brought into contact at a higher temperature (80–120°
C), followed by cooling without lifting the mask. (j) Step showing sacrificial layer removal.
The entire assembled structure is immersed in a suitable solvent to dissolve the sacrificial
film. (k) Final stack schematic. Once the sacrificial layer is eliminated, the mask detaches

cleanly, leaving the stacked layers intact on the target substrate.

substrate is carefully lowered to 60° C before initiating the detachment. This process is

carried out with the precisely controlled Z-axis movement of Stage 3. The strong adhesive

force of the LCC ensures that the flake remains securely attached to the stamp (picked

up) after separation. Additionally, as the interference with the SiO2 ceases during the

detachment process, optical contrast and the flake’s color disappear. Similarly, this process

is repeated for picking up multiple desired flakes one after another, by the same stamp.

Once all the required flakes are collected (similar to the previous steps) in the desired

sequence for preparing a heterostructure (detailed step-by-step processes are presented

schematically in Fig. 3.27), the stack is brought into contact with a pre-patterned/cleaned

Si/SiO2 wafer for final transfer. This step is carried out at an elevated temperature

to improve adhesion. During this contact process, the pre-patterned/cleaned substrate’s
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temperature is initially kept steady at 85° C and then gradually increased to 125° C. The

entire heating and contact process lasts approximately 15-20 minutes. Once the heating

is completed, the vacuum suction is released, and the substrate is allowed to cool to room

temperature while remaining attached to the stamp. For residue removal and cleaning, the

stamp and substrate are immersed in a 1:3 acetone-IPA mixture very carefully and kept

for 3 hours. This low acetone concentration dissolves the sacrificial LCC layer, allowing

the successful release of the hybrid structure onto the pre-patterned/cleaned substrate (see

Fig. 3.27). To ensure further cleanliness, the pre-patterned/cleaned substrate along with

the assembled stack is subsequently rinsed in pure acetone, followed by IPA, and dried

using N2 gas.

3.1.8.4 Dry Transfer Using PDMS

The commercially available PDMS films (Gel-FilmR○ PF-40-X4 sold by Gel-Pak) with

a thickness of 1 mm are suitable for a quick transfer process of exfoliated flakes onto

pre-patterned gold electrodes on a Si/SiO2 substrate [169].

This PDMS (Polydimethylsiloxane) acts as a clean and transparent substrate, which is

placed on top of a glass slide after removing the protective polymeric layers. VdW

materials are transferred to the PDMS substrate by gently pressing the exfoliated flakes

onto its surface using the standard scotch tape method. Due to the inherent adhesive

properties of PDMS, the flakes are easily transferred onto it. The next step involves

locating isolated flakes on PDMS using a high-resolution optical microscope. Once the

desired flake is identified, the PDMS substrate, along with the glass slide, is affixed upside

down to the ‘L’ shaped holder on Stage 3, following the procedure as used in the previous

pickup method (Section 3.1.8.3). A pre-patterned Si/SiO2 substrate is placed onto the

substrate holder on Stage 1.

Subsequently, the PDMS substrate containing the flake is aligned with the pre-patterned

Si/SiO2 substrate using XYZ and rotational stages. In this upside-down configuration, the

flakes on the transparent PDMS can be clearly seen under the microscope by adjusting its

focus. Careful alignment is crucial: the XYZ stages (1, 2, and 3) must be fine-tuned such

that the flake and the corresponding gold pads align properly along the same vertical axis.

The goal is to ensure that, by merely changing the focus of the microscope, both the flake

and the gold pads can be observed simultaneously, confirming proper alignment. Once

the alignment is confirmed, Stage 3 is gradually lowered, bringing the PDMS containing

flake into contact with the patterned gold pads region on the Si/SiO2 substrate. After the
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Figure 3.28: Schematic diagram of the dry transfer process using PDMS.

proper touchdown, the temperature of the substrate is raised to 110° C and maintained

for 10 minutes. This heating reduces the adhesion of the PDMS relative to the Si/SiO2

substrate and gold pads, facilitating the detachment of the flake from PDMS.

After 10 minutes, the detachment process is initiated at that temperature. The Z-axis

movement of Stage 3 is controlled precisely and incrementally reversed to separate the

PDMS substrate from the flake. As the PDMS is withdrawn, the flake will detach from

the PDMS surface and remain transferred onto the pre-patterned gold electrodes on the

Si/SiO2 substrate (see Fig. 3.28).

In this thesis, we employed this PDMS-assisted exfoliation and dry transfer technique for

the rapid transfer of freshly exfoliated, air-sensitive 2D FM flakes onto the pre-patterned

gold electrodes. This was immediately followed by the application of PMMA drops as a

protective coating to prevent environmental oxidation of the flakes, as discussed in the

following section 3.1.9.

3.1.9 Protecting Transferred Flakes Using PMMA Drops

PMMA is a positive e-beam resist, specifically 950 PMMA C4, where 950 denotes the

molecular weight of the resist, PMMA refers to polymethyl methacrylate, and C4 indicates

a 4 % solution of the resist in Chlorobenzene. Renowned for its ability to achieve sub-10 nm
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Figure 3.29: (a), (b) PMMA-coated flakes transferred on top of pre-patterned gold
electrodes. (c), (d) PMMA-coated devices bonded and mounted in 20-pin LCC chip

carriers.

resolution, PMMA is widely used for nanoscale patterning in electron beam lithography

due to its versatility and precision.

In this study, however, we employed PMMA not for lithography but as a protective

layer for air-sensitive 2D FM thin flakes. As a lightweight, transparent resist, PMMA

acts as a non-reactive barrier that safeguards the flakes from environmental oxidation,

ensuring they remain stable and uncontaminated. Its excellent thermal stability, enabling

it to maintain structural integrity at moderate temperatures, further makes it suitable for

sensitive experiments involving wide ranges of temperature variations.

Here, PMMA was applied in the form of small drops using a narrow syringe, immediately

after transferring the flakes onto pre-patterned gold electrodes. Then the wafer was

heated at 70 - 80° C on a hot plate for 5 minutes. Some images of PMMA-coated

transferred devices are shown in Fig. 3.29. This approach effectively shields the flakes from
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environmental oxidation, preserving their structural and electronic integrity for subsequent

analysis and experimentation.
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3.1.10 Bonding of the Devices

The final stage of the fabrication process involves device packaging. After transferring

the flakes and applying the PMMA coating, the sample wafer is mounted onto either a

ceramic chip carrier or inside the groove (5 mm x 5 mm) of a leadless 20-pin LCC chip

carrier (Kyocera, Japan). The 20-pin LCC chip carrier contains 20 gold-plated pads, which

provide contact points for connecting the device’s contact pads by wire bonding. The gold-

coated base of the chip carrier can also serve as a global back-gate for the device. Electrical

connections between the sample’s contact pads and the chip carrier’s pads are made using

gold wire (of diameter 25 µm) bonding. Two types of gold wire bonding techniques were

used: (i) Ball bonding with a wire bonder and (ii) Direct bonding with conducting silver

paint or epoxy. The bonding process details are described below:

3.1.10.1 Ball bonding by Wire Bonder

• Wire Bonder

Wire bonding [246–249] is an electrical interconnection technique that uses thin micro-

scale wires, typically made of gold (Au), aluminum (Al), or occasionally copper (Cu) [250].

This process combines heat, pressure, and ultrasonic energy to create solid-phase welding

between the metallic wire and the bonding pad surface. When these metallic surfaces

come into close contact, bonding occurs due to electron sharing or an atomic interdiffusion

process. The bonding force deforms the material, breaking any contamination layer and

smoothing surface irregularities, while ultrasonic energy enhances this effect. Heat further

accelerates interatomic diffusion, strengthening their bond.

The process begins by attaching the wafer’s backside to a chip carrier using adhesives (e.g.,

GE-varnish, Apiezon N grease, or Silver paste/epoxy). A bonding tool, such as a capillary

or wedge, then welds the wires. Based on the parameters used (mainly heat and ultrasonic

energy), wire bonding can be classified into three main types: Thermosonic Bonding,

Thermo-compression Bonding, and Ultrasonic Bonding, each with subcategories tailored

for specific applications, wire types, and materials. Two types of bonding techniques are

briefly discussed below.

(a) Wedge Bonding:

In wedge bonding [251], the wire (Au or Al) is clamped and brought into contact with the

bonding pad. Ultrasonic energy is applied while holding the wire under controlled force,
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Figure 3.30: (a) Wedge bonding process. (b) Ball bonding process. (c) Image of the
TPT wire bonder inside the cleanroom of SNBNCBS.

forming the first bond. The wire is then extended to a second location, where the process

is repeated to create the second bond. The wire is finally broken off by clamping and wire

movement, completing the bond (see Fig. 3.30 (a)).

(b) Ball Bonding:

Thermosonic ball bonding [252, 253] is a widely preferred technique for creating reliable

electrical connections between the gold pads of the wafer and the contact pads of a chip

carrier. This method is favored due to its speed and efficiency compared to ultrasonic

wedge bonding. It allows the gold (Au) wire to move flexibly without stress along the x-

or y-axis.

The process begins with threading a gold (Au) wire through a ceramic capillary tip. A high-

voltage spark, generated through an electronic flame-off (EFO), melts the end of the wire,

forming a spherical gold ball due to surface tension. This ball, typically 1.5 to 2.5 times the

diameter of the wire, is held by the capillary and brought into contact with the sample’s

gold pads. To create a secure bond, suitable amounts of heat, pressure, and ultrasonic

forces are applied to the gold ball for a specific duration. This process forms a strong

metallurgical weld between the ball and the bond pad while also shaping the ball into its

final form. The wire is then guided to the desired position of the contact pads of the chip

carrier, creating an arc or loop of gold wire. Consequently, at the second bonding point,

ultrasonic energy and pressure are applied to secure the wire without forming another

ball. Finally, the wire bonding machine clamps the wire and lifts the capillary, breaking
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the wire to prepare for the next bonding cycle (see Fig. 3.30 (b)). This technique ensures

precise and reliable connections essential for microelectronic applications.

In this thesis, a TPT HB05 wire bonder was employed for ball bonding by using Au wires of

diameter 25 µm, as shown in Fig. 3.30 (c). This system includes a stereo microscope with

adjustable focus and magnification, as well as an optical illuminator for precise visibility.

The system includes a heating stage capable of reaching temperatures up to 250° C,

allowing for rapid thermal stabilization and precise temperature control. Some images

in Fig. 3.31 showcase PMMA-coated devices mounted in 20-pin LCC chip carriers, with

electrical connections established through the ball bonding technique using gold wires.

Figure 3.31: (a), (b) PMMA-coated devices, mounted in 20-pin LCC chip carriers, are
bonded by the ball bonding technique using gold wires.

3.1.10.2 Bonding by Silver Epoxy/Paint

As an alternative method, the device and chip carrier contact pads were directly bonded

using Au wires and conducting silver epoxy/paints.

For silver epoxy bonding, a small amount of conducting silver epoxy (RS components,

UK) blob was applied to the gold pads, connecting them with gold wires. The device was

then cured by heating at 120° C to ensure a secure bond (see Fig. 3.32 (a)).

Similarly, for silver paint bonding, a small amount of conducting silver paint (SPI supplies,

USA, having sheet resistance ∼ 0.02 Ω/sq/mil) drop was applied to the gold pads and

connected with the gold wires, as shown in Fig. 3.32 (b). The device was then cured in

the air for at least 12-14 hours at room temperature.
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Figure 3.32: PMMA-coated devices, mounted in 20-pin LCC chip carriers, are bonded
by (a) silver epoxy and (b) silver paint, using gold wires.

• When handling and connecting a few-layer fabricated and bonded device to the

cryostat, we always used an antistatic wristband. This device helps safely ground the

user, preventing the buildup of static electricity on the body, which can cause electrostatic

discharge (ESD) [254–256]. Such discharges are strong enough to damage such delicate

devices [257].

3.1.11 Vacuum Annealing

Vacuum annealing [258–261] is a crucial step following device fabrication and transfer of

flakes, used to improve the robust interface between the layers, enhancing the mechanical,

thermal, and electrical transport properties as well as the overall performance of the

devices. This technique involves heating the devices in a vacuum or inert environment

to eliminate residual solvents, lithographic residues, impurities, trapped moisture, and

gas molecules that may remain after the device fabrication and transfer process, causing

additional negative impact on their properties.

During vacuum annealing, the devices are placed in a high vacuum chamber (with pressure

f 10−6 mbar) to prevent oxidation or contamination during the heating process. The

temperature (typically ranging from 100° C to 250° C) and duration (typically 3 - 4 hours)

are optimized based on the materials used in the device. Annealing the sample in a

vacuum facilitates the coalescence of smaller bubbles into larger ones, reducing the overall

surface energy. This mechanism traps contaminants within discrete bubbles, balancing



Chapter 3. Experimental Details 117

the elastic energy required to create the bubbles with the vdW surface energy that drives

the formation of a clean interface.

An alternative method involves annealing the sample in an Ar+H2 atmosphere [262–265]

at 200 - 400° C. It also promotes the merging of smaller bubbles into larger ones, reducing

surface energy and resulting in a smoother, cleaner interface in the heterostructures and

lithographic devices. The procedure involves placing the sample inside a quartz tube in a

furnace at room temperature. Moisture is removed from the tube using a vacuum gradient

by introducing a 5% H2+Ar gas mixture at a flow rate of 200 sccm. The sample is then

heated there at ∼ 300° C and annealed for 3–4 hours.

In our cases, most of the devices were annealed in a cryostat under ultra-high vacuum

conditions (∼ 10−6 mbar) at ∼ 100 - 130° C for ∼ 1 hour prior to the measurements.

Some of the devices are also tried to annealed at 200° C with Ar+H2 gas within a separate

chamber for 2 hours to improve contacts.

3.1.12 Current Annealing

Traditional methods [266], such as annealing at elevated temperatures in an ultrahigh

vacuum (UHV) or an inert gas environment (e.g., Ar/H2) are often used to eliminate

interfacial contamination in fabricated or heterostructure devices (as discussed in Section

3.1.11). However, implementing such processes within a low-temperature measurement

cryostat presents significant challenges. Also, transferring samples from a dedicated

annealing chamber to a cryostat often reintroduces contamination due to air exposure,

making the methods less practical. To address these limitations, current annealing [267]

offers a practical, reproducible, and effective technique for in-situ cleaning by removing

surface contamination and improving the performance of electrical contacts in devices.

Current annealing [267–275] involves applying a high-bias current directly through the

device’s contacts under UHV conditions and at low temperatures. This electrical current

generates localized heat via Joule heating, where power dissipation (proportional to the

product of the current squared and the material’s resistance, I2R) causes a temperature

rise in the small conductive regions of the device. This localized heating initiates various

micro-structural and thermodynamic processes at the atomic scale, which improve contact

quality and effectively remove contamination from the interfaces. At the atomic level,

this localized heat induces thermal diffusion, facilitating the reorganization of surface and

subsurface atoms, which reduces defects from dislocations and grain boundaries. The high

current density (because several milliamperes of current are passed through micron-scale
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devices) minimizes unwanted electromigration effects (where metal atoms are displaced by

the momentum of conduction electrons) by relieving stress within the material, promoting

atomic stability. The intense current density also generates sufficient energy to desorb

contaminants and residual fabrication byproducts from the interface. When performed

under UHV conditions, this process avoids the counterproductive re-adsorption of ambient

molecules such as oxygen, which could otherwise degrade the device’s performance. The

combination of these effects results in improved electrical conductivity and enhanced

stability of the contacts.

This method offers several advantages over traditional annealing approaches [267–272].

By performing the process entirely within the cryostat, current annealing eliminates the

risk of introducing additional contaminants during cleaning. It also significantly reduces

the chances of air exposure and re-contamination that often occur during sample transfers

between the chambers. Furthermore, the technique demonstrates high reproducibility,

consistently yielding clean and operational devices. The key benefit of this process is

that the heating is highly localized, confining thermal effects to specific regions of the

device while maintaining the overall device at low temperatures, thus protecting sensitive

components from damage.

Despite its advantages, the application of current annealing requires careful control of the

current to prevent overheating or damage caused by the large current densities involved.

Excessive current or uneven current distribution can lead to structural degradation,

deformation, increased defects, higher contact resistance, and even device failure [273–

275]. Nonetheless, when implemented correctly, current annealing is a reliable, efficient,

and practical method for getting good electrical contacts in mesoscopic and nanoscale

devices. Its compatibility with low-temperature operations and ability to achieve

contamination-free interfaces make it particularly valuable for sensitive experimental

applications.

In this thesis, the current annealing process was carefully executed in a stepwise manner to

ensure optimal device performance and prevent damage2. The current was incrementally

increased only after securely mounting the device inside a cryostat operating under high

vacuum conditions (∼ 10−6 mbar) and at temperatures below 5 K. Throughout the process,

the current was strictly limited to a maximum of 100 mA. Additionally, each annealing

cycle involved a full sweep (positive and negative bias) with precise step sizes to maintain

control and reproducibility.

2This was performed with the help of Mr. Rafiqul Alam from SNBNCBS, India
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3.2 Development and Optimization of Experimental Setups

Before proceeding with measurements on the fabricated devices, we focused on the

development and optimization of several experimental setups. This included restarting

the liquid helium plant, customizing a low-temperature (6 K) setup to integrate with

a magnet and power supply, designing a dipstick, optimizing the Physical Property

Measurement System (PPMS by Quantum Design) and the Oxford Teslatron mK system

for low-temperature transport measurements, and as well as the glovebox system. The

following sections provide a concise overview of the optimization and development efforts

for these setups. We also discuss the challenges faced during these processes and outline

the solutions implemented to overcome them.

3.2.1 Restart of Liquid Helium Plant

A helium plant is a helium liquefaction facility that produces liquid helium (LHe)

by compressing and cooling high-purity helium gas (99.999 %). LHe, with a boiling

temperature of 4.2 K, is essential for performing low-temperature transport measurements

in solid-state physics. Additionally, most metals exhibit superconductivity at such low

temperatures, making LHe a crucial resource for studying these phenomena. Modern

research increasingly focuses on observing the behavior of materials at extremely low

temperatures, further emphasizing the importance of helium plants.

At our institute, the LHe plant (CRYOMECH, USA) had been non-operational for

approximately 4 to 5 years, and it required significant efforts to restore it to its

operational condition. We worked extensively to revive the plant, successfully overcoming

numerous challenges during the process. Due to the absence of a recovery system, the

produced LHe was directly transferred into an empty Dewar for measurement purposes.

However, this method resulted in the loss of nearly 50% of the LHe during the transfer.

Once a recovery system is installed, the full amount of LHe produced will be utilized

efficiently, enabling low-temperature transport measurements by immersing a dipstick in

the helium within a vibration-free and clean environment.

3.2.1.1 Liquid Helium Plant

The LHe plant [276] comprises two primary components: (i) a special helium Dewar

equipped with a cold head, (ii) a compressor. The front view of the LHe plant is illustrated
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Figure 3.33: (a) Schematic diagram of the front side of the LHe plant. (b) Schematic
diagram of the helium Dewar. Pic. collected from Ref. [276]

in Fig. 3.33(a).

(i) Helium Dewar with Cold-head:

This special LHe Dewar (mother Dewar) [276] is a stainless steel, vacuum-insulated

container specifically designed to store LHe with minimal evaporation losses. It is

hermetically sealed to prevent atmospheric air from entering, ensuring that only helium

gas, supplied by the gas system, can flow into it. Positioned at the Dewar’s top, the

cold head serves as an expansion device that reaches extremely low temperatures. It is

bolted securely to the Dewar’s flange with an O-ring positioned between them to create

an airtight seal for the helium gas inside. A lifting eye is provided for safely lifting the

cold head and the Dewar flange assembly. The pressure inside the helium gas system is

tracked using a compound gauge with a range spanning 30” Hg to 15 PSIG. The inlet

regulator for helium is set at the factory to sustain an internal pressure of roughly 1 PSIG

(0.07 bar) within the Dewar. A liquid level monitor receptacle, connected to a probe

inside the Dewar, tracks the LHe level.

Pressure safety mechanisms include a primary relief valve that activates above 10 PSIG

and a secondary relief valve set at 15 PSIG, which serves as a backup in case the primary

valve fails. LHe is extracted via a vacuum-insulated extraction line and valve, which

minimize boil-off losses during the transfer of LHe. The liquid level detector, calibrated

beforehand, measures the quantity of LHe produced in the Dewar.
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Temperature monitoring is facilitated by a silicon diode sensor mounted on the helium

condenser of the cold head inside the Dewar, which is connected to a temperature

sensor diode receptacle and linked to the helium compressor package via a diode cable.

Additionally, a Cernox sensor is employed to verify temperature readings for accuracy.

The internal structure of the Dewar is illustrated in Fig. 3.33(b).

(ii) Compressor:

The helium compressor (CP1000 Series, manufactured by CRYOMECH, USA) [276]

functions by taking helium gas from the cold head that has low pressure, compressing

it, and delivering purified, high-pressure helium back to the cold head. In this system,

a low-pressure helium line is connected via an Aeroquip fitting (low-pressure), enabling

helium gas to move from the cold head toward the compressor unit. Likewise, the

compressor unit sends compressed high-pressure helium gas to the cold head via the

helium line connected by an Aeroquip fitting designed for high pressure.

To monitor system performance, pressure gauges are installed on both the low-pressure

and high-pressure lines, providing real-time pressure readings for each line. Additionally,

the compressor package includes a cooling system with water inlet and outlet connections

to regulate its temperature during operation.

3.2.1.2 LHe Plant Startup Procedure

To begin, we have to ensure that the helium gas cylinder is securely attached to the

designated gas line and verify the pressure in the Dewar, which should read approximately

3 PSI. Once this is confirmed, the helium plant can be started by following these steps

[276]:

(i) Activation of the Chiller Unit and Main Compressor Power: The chiller unit

should first be turned on to ensure proper cooling. Following this, the compressor power

must be turned on using the MAIN circuit breaker.

(ii) Powering On the Compressor Controls: The POWER circuit breaker should

be switched on to supply power to the compressor controls. Once activated, the green

ON indicator located above the circuit breaker, along with the yellow OFF light for the

compressor, will both light up. A sequence of beeps will sound, and the front display panel

will briefly present the model number, current date, and time of the compressor. Within

several seconds, the screen will automatically update to indicate “COMPRESSOR OFF”
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Figure 3.34: Compressor display panel [276] after powering on

on the upper row and “RMT START INTERLOCK” on the lower row, as depicted in Fig.

3.34.

Figure 3.35: Liquid level monitor display panel [276] after power is turned on.

(iii) Liquid Level Monitor Avtivation: The power switch of the LHe level monitor

should be turned on. Once powered on, the upper row of the screen will display “Liquid

helium Level,” while the lower row will remain blank, as shown in Fig. 3.35.

(iv) System Initiation: The system is initiated by pressing the ENTER button on

the monitor. An asterisk briefly appears on the bottom line, which is then replaced by a

negative value in cm and the code “FA”, signaling the start of the system. This is depicted

in Fig. 3.36.

Figure 3.36: Typical view of the liquid level monitor’s display panel [276].

(v) Compressor Activation Confirmation: The activation of the compressor is

confirmed when the ON indicator (in green color) above the ON button of the compressor

lights up. The upper line of the display will show “COMPRESSOR ON”, while the lower

line presents the temperature reading from the silicon diode connected to the helium

condenser on the cold head. It should be noted that Diode 2 is not used in this setup.
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Additionally, the Cernox temperature sensor provides temperature readings for the cold

head, as illustrated in Fig. 3.37.

Figure 3.37: Display panel of the compressor package [276] at startup.

(vi) Cold Head Condenser and Pressure Monitoring: During the first 4 to 6 hours

of operation, the temperature value of the condenser on the cold head will gradually

decrease. As the temperature approaches approximately 100 K, the rate of cooling will

slow down. The typical pressure difference between the high and low helium gas line

gauges will range from 220 to 250 PSI, with a fluctuation of 5 to 10 PSI on the pressure

gauge readings.

(vii) Formation of LHe and Cooling of Dewar: When the condenser of the cold

head attains helium’s liquefaction temperature point (∼ 4.2 K), LHe will condense and

accumulate at the Dewar’s bottom. When the LHe comes into contact with the Dewar, it

will evaporate, causing the Dewar to gradually cool down to LHe temperature. Cooling

the Dewar down to 4.2 K typically requires around 20 hours. Once this temperature is

reached in the Dewar, LHe will begin to accumulate at its bottom. Figure 3.38 illustrates

the display panel showing the accumulation status of LHe inside the Dewar.

Figure 3.38: Display panel of the compressor package after starting LHe production.
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(vii) Temperature and Pressure Correlation: When the Dewar pressure is

maintained at 1 PSIG, the temperature sensor shows roughly 4.17 K. If the pressure

inside the Dewar increases to the upper threshold of 10 PSIG, the corresponding

temperature will be around 4.76 K. During steady LHe production, if the Dewar pressure

stays constant, the condenser temperature varies by less than ± 0.1 K.

3.2.1.3 Typical Parameters

The optimized parameters for the LHe plant, when it was functioning normally, are

summarized in the following Table 3.1.

Temp. Dewar Low High Water He-gas Rate of The amount of
of Cold pressure pressure pressure -line line produced liq. per He
-head gauge gauge temp. pressure liq. He gas cylinder
(K) (PSI) (PSI) (PSI) (0C) (PSI) (Litre/day) (Litre)

4.23 01 85 290 29 05 12 08

Table 3.1: Typical parameters obtained when the LHe plant worked normally at
SNBNCBS.

3.2.1.4 Routine Daily Monitoring

The LHe plant is built for stable, consistent, reliable, and uninterrupted operations;

however, daily inspections are essential to detect potential issues and prevent system

failures [276]. The following steps were and should be performed regularly:

(i) Dewar Pressure Monitoring: The Dewar pressure should be checked and

recorded regularly. Under typical conditions, when the system is running and the

Dewar has reached LHe temperature, the pressure reading should be close to 1

PSIG. While the system is not operational, the system’s pressure gauge should

display a maximum pressure of 10 – 12 PSIG. If the Dewar pressure exceeds 15

PSIG, the helium regulator shutoff valve must be closed, and the pressure should

be released via the vent valve.

(ii) Low and High Pressure Tracking: The low and high-pressure readings must be

monitored periodically, with observations recorded regarding any changes in their

relative values over time.
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(iii) Temperature Change Recording: Temperature fluctuations, which serve as

critical diagnostic indicators, should be tracked using the sensor mounted to the

helium condenser of the cold head regularly. The temperature readings must be

recorded at appropriate intervals based on system usage.

(iv) Cooling Water Parameter Monitoring: The temperatures at the inlet and

outlet of the cooling water system, along with the cooling water flow rate, should be

consistently documented to ensure proper system function.

(v) Discrepancy Management: In case of any abnormal readings, the compressor

system must be shut down by pressing the “Compressor OFF” (black color) found on

the compressor package’s front panel. Furthermore, the front-panel circuit breakers

should be turned off to power down the entire system.

3.2.1.5 Transfer of Liquid Helium

• Safety Measures and Procedures for Handling LHe:

Handling and transferring liquid helium [276] can be dangerous if the proper safety

protocols are not observed. These risks include exposure to extremely low temperatures,

the potential for over-pressurization in containers lacking proper venting, because minor

amounts of liquid expand into extensive gas volumes, creating a hazard of oxygen being

displaced and causing asphyxiation in enclosed areas. LHe appears colorless and without

any scent/smell, existing as an ultra-cold liquid (with a temperature of - 452° F or - 269°

C), and able to cause immediate cryogenic skin burns and rapid freezing of underlying

tissue almost instantly upon contact. Therefore, appropriate safety measures [276] should

always be implemented when transferring LHe, as outlined below.

(i) Personal Protective Equipment (PPE): When handling LHe, it is essential

to wear appropriate PPE. This consists of a full face shield worn on top of safety

glasses, loose leather or insulated gloves, shirts with long sleeves, boots, and trousers

without cuffs. Trousers should not be tucked into boots. Gloves should fit loosely to

allow for quick removal in case LHe spills onto them. Note that insulated gloves are

not designed for direct immersion into LHe; they provide only short-term protection

from accidental contact.

(ii) Handling and Ventilation: LHe rapidly vaporizes, expands into much larger gas

volumes. At room temperature (300 K, 68° F or 20° C), one liter of LHe converts
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to approximately 754 liters of helium gas. To prevent over-pressurization, ensure

that any vessel being filled with LHe is properly vented. Closed containers must be

equipped with multiple pressure relief devices to mitigate the risk of rupture due to

excessive internal pressure.

(iii) Oxygen Displacement Hazards: As LHe transitions to gas and it lacks color,

odor, taste, and irritation, it can quietly replace oxygen in the enclosed atmosphere,

potentially lowering oxygen levels below the threshold required for safe breathing.

Exposure to high concentrations of helium can lead to dizziness, vomiting, nausea,

unconsciousness, and in extreme cases, death. Oxygen depletion can occur rapidly,

with unconsciousness and fatality in seconds at low oxygen levels. Therefore, LHe

must only be stored and handled in well-ventilated spaces. The use of oxygen

monitors is strongly advised in enclosed environments to ensure safe oxygen levels.

• Extraction and Transfer Process of Liquid Helium:

At any time, LHe can be safely drawn from the Dewar by applying its internal pressure

to force the liquid to come outward [276]. A flexible, stainless steel extraction line is

employed for this purpose. Both the transfer line and associated valves have vacuum

jackets, significantly reducing the losses due to boil-off during the transfer process and

safeguarding operators from contact with extremely cold surfaces. The detailed steps for

transferring LHe from the primary (mother) Dewar to the recovery Dewar are outlined

below:

(i) Inserting the Extraction Line:

To initiate the transfer, the extraction line needs to be correctly placed into the

mother Dewar’s designated extraction port.

1. The system should first be turned off by pressing the Compressor Off button on

the front panel of the compressor unit. The shutoff valve on the helium regulator

must then be closed to stop helium flow into the Dewar.

2. The 0.5 PSI atmospheric relief valve should be opened to release the internal

pressure of the Dewar, and the isolation valve connected to the vapor pressure

controller should be closed.

3. The vent valve should be closed after the compound pressure gauge indicates zero

PSIG.
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4. The extraction port plug should be removed by loosening the port sleeve

anticlockwise while pulling the port plug upward.

5. The extraction line’s transfer tube must be inserted carefully into the extraction

port on the Dewar, and the port sleeve should be tightened clockwise.

6. Now, the 0.5 PSI atmospheric relief valve should be closed, and the helium

regulator shutoff valve slowly reopened to pressurize the Dewar. The isolation valve

connected to the vapor pressure controller should also be opened.

7. When the compound pressure gauge indicates 1 PSIG or above, the system is

ready for liquid helium withdrawal.

Figure 3.39: (a) Mother Dewar and compressor in our liquid He plant (LHe Plant
laboratory) and (b) Transfer of the liquid He from the mother Dewar to the recovery

Dewar in our lab.

(ii) Withdrawal of Liquid Helium:

1. LHe can be taken out from the mother Dewar by opening the extraction line’s

valve [276]. Upon initially opening the valve, the release of helium gas will produce

an audible sound, accompanied by the appearance of white vapor exiting the end of

the extraction line. This indicates that the extraction hose’s internal line is cooling
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down to LHe temperature levels. LHe will only begin to flow once the hose reaches

the appropriate cryogenic temperature.

2. When closing the valve, care must be taken to avoid over-tightening. Gentle finger

pressure is sufficient to secure the valve once the valve stem comes into contact with

the valve seat. Over-tightening may lead to the valve stem malfunction. After closing

the valve, any residual LHe within the extraction hose will keep flowing naturally.

3. To complete the process, the helium regulator shutoff valve should be closed to halt

the flow of helium into the recovery Dewar. Figure 3.39 illustrates the experimental

setup used for transferring LHe from the mother Dewar to the recovery Dewar in

our laboratory.

3.2.1.6 Results and Conclusion

Approximately 38.5 cm (about 100 liters) of LHe was produced in the mother Dewar by

the expenditure of 14 helium gas cylinders. After production, we closely monitored the

condition of the helium plant on a daily basis with awareness. Several issues arose, such

as the unexpected shutdown of the plant, problems with the chiller, a sudden increase

in pressure (above 10 PSI) in the main Dewar, elevated water and oil temperatures due

to chiller pump failure, and some problems related to voltage fluctuations. Immediate

actions were taken to address and resolve these problems. Additionally, a helium leak was

detected at the junction of the transfer tube in the mother Dewar. Using a helium leak

detector, the issue was resolved by applying cryogenic grease.

As a result, we successfully preserved the LHe in the mother Dewar for approximately

one month without significant loss. Subsequently, the transfer of LHe from the mother

Dewar to the recovery Dewar was initiated. To begin the process, the recovery Dewar

was primarily filled with liquid nitrogen (77 K) to cool the inner environment from room

temperature (300 K) to 77 K. Then, all the liquid nitrogen was extracted from the recovery

Dewar. To prepare the recovery Dewar, it was purged with cool helium gas to eliminate

contaminants from the liquid nitrogen and other gases, and to cool the environment inside

the Dewar to around 50 K. Once the nitrogen and all the contamination were fully removed,

the LHe was transferred from the mother Dewar to the recovery Dewar, ensuring the

successful transfer of the LHe.

The transfer process took approximately 5 to 6 hours. Due to the absence of a recovery

system, significant amounts of LHe were lost (transformed into gas) to the outer

environment as it vaporized. However, we were able to successfully transfer about 50
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liters (as indicated by the LHe detector) of LHe into the recovery Dewar from the mother

Dewar. The entire process was carried out with Dr. Budhhadeb Pal, SNBNCBS. This

setup enables vibration-free low-temperature measurements down to 4.2 K by immersing

a dipstick into the LHe within the recovery Dewar. This process was used and became

helpful while using LHe in a wet Oxford system, as explained in ESR techniques (see

Section 3.7).
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3.2.2 Development of Low Temperature Hall Measurement Setup

The 6 K cryostat is a specialized device used to conduct experimental measurements

at low temperatures down to 6 K. It is designed to sustain these low temperatures for

extended periods, ensuring stable conditions for the mounted sample. In general, cryostats

are extensively used in condensed matter physics to achieve ultra-low temperatures,

enabling investigations of electronic transport, magnetic susceptibility, specific heat,

superconductivity, quantum phase transitions, and the optical and spectroscopic

properties of materials in these low-temperature regimes. In this case, a 2-Tesla

electromagnet (Polytronic, Model: HEM 150) has been integrated with this 6 K cryostat

to facilitate low-temperature magneto-transport and spin-transport measurements in our

laboratory. Consequently, certain modifications to the 6 K cryostat and the electromagnet

power supply (Polytronic, Model: CCP-150Y) have been made to couple these two

systems, which are detailed below.

3.2.2.1 6 K Cryostat

• Principle of Operation:

The 6 K cryostat is a closed-cycle cryostat, which consists of four primary components:

the expander, compressor, vacuum shroud, and radiation shield. The expander, often

called the cold head or cold finger, is the site where the Gifford-McMahon refrigeration

cycle [277] principle works. It is connected to the compressor through two gas lines and

an electrical power cable. Helium gas of high pressure is sent to the expander via one gas

line (typically narrower in diameter compared to the other), while a separate line returns

the low-pressure helium back to the compressor from the expander.

The expander requires helium gas at specific flow rates and pressures, which are provided

by the compressor to achieve the targeted cooling performance. The cold section of the

expander is surrounded by a vacuum shroud, which significantly reduces thermal load from

the environment through conduction and convection. Thermal isolation for the second

stage is achieved using a radiation shield, which is actively cooled by the expander’s first

stage, protecting it from room-temperature thermal radiation emitted by the vacuum

shroud [278]. The valve motor operates the rotating valve disc, which regulates the flow of

helium gas. High-pressure helium gas powers the reciprocating displacer assembly within

the cylinder assembly. The valve disc is designed with ports that enable the displacer

to complete two full cycles for every rotation of the valve disc. High-pressure helium,
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directed by the rotating valve disc, passes through channels in the slack cap and enters

the regenerator. This regenerator, pre-cooled during the prior exhaust stroke, reduces

the temperature of the incoming gas as it flows through. Helium gas flowing through the

passages in the slack cap lifts the cap, raising the displacer and creating an expansion space

at the heat stations for gas that has passed through the regenerator. While the displacer

moves upward, part of the gas situated above the slack cap undergoes compression and is

forced through an orifice into the surge chamber. The valve closes just before the displacer

contacts the valve stem, and the increased pressure above the slack cap decelerates and

eventually stops the displacer, avoiding impact with the stem.

During the exhaust phase, when the valve opens, the high-pressure gas present at the heat

stations is permitted to expand, resulting in cooling of those regions. The regenerator

is additionally cooled during the exhaust phase. With the drop in pressure, the semi-

compressed gas stored in the surge chamber is released, propelling the displacer and the

slack cap toward the thermal stations, aiding in exhaust and resetting the displacer for

a new cycle. The valve shuts once more, and the remaining gas provides a cushioning

effect that slows and halts the displacer, preventing it from striking the heat stations.

The temperature at the heat stations is incrementally lowered, enabling refrigeration at

cryogenic temperatures [279].

3.2.2.2 Modifications of the 6 K Set-up

To carry out low-temperature magneto-transport measurements, some significant

modifications were required for both the 6 K setup and the electromagnet system. The

changes made to the 6 K setup are discussed here.

(i) Sample holder modification:

The small sample holder of the cryostat was replaced with a custom-designed, elongated

copper sample holder to facilitate the placement of the sample head in the gap between

the two magnetic poles of the electromagnet for magnetic field-dependent low-temperature

transport measurements. Additionally, new electrical wiring was implemented with proper

thermalization using GE varnish (which is thermally conductive but electrically insulating)

to ensure uniform temperature distribution within the sample space. A silicon diode (DT-

670) (see Fig. 3.40(b)), a Pt-100 temperature sensor (Hayashi Denko Japan, CRZ series,

Model: 2005, ³ = 0.003851 /°C) (Fig. 3.40(c)) were incorporated into the sample head

location (Fig. 3.40(g)), another Pt-100 sensor (Fig. 3.40(e)) and a thermocouple (K-

type) sensor (Fig. 3.40(f)) was incorporated in the cold head portion (Fig. 3.40(h)),
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Figure 3.40: Modified homemade copper (Cu) sample holder with full electrical
connections. (a) Chip carrier holder, (b) Silicon diode (DT 670) sensor, (c) Pt-100 sensor
in sample head, (d) Heater wires, (e) Pt-100 in the cold head, (f) Thermocouple sensors

in the cold head, (g) Sample head, (h) Cold head.

and a Cernox sensor (CX-1050) was kept to the sample space, to monitor temperatures

at various points of the cryostat. A Manganin heater wire (of resistance ∼ 28 Ω) (Fig.

3.40(d)) was wrapped around the middle of the sample holder for controllable resistive

heating, which was managed using appropriate PID values in the temperature controller

(Lakeshore 336). A 10-pin chip carrier holder (Fig. 3.40(a)) was employed for sample

mounting in the sample head. Details of the modifications are shown in Fig. 3.40.

Figure 3.41:

Homemade
thermal radiation
shielding
(indicated by
black arrow sign).

(ii) Radiation shielding:

One of the most substantial thermal loads in any cryogenic

system arises from radiation. Every material or body emits

thermal radiation at a rate determined by its temperature and

emissivity, as described by the Stefan-Boltzmann law: E =

ϵÃT4, where ϵ is the emissivity, Ã is the Stephan-Boltzmann

constant, and T is the material temperature of the material.

The emissivity (ϵ) is a property of the material’s surface,

determining the fraction of incident light it absorbs and emits.

This parameter plays a crucial role in managing radiative

thermal loads in cryogenic systems.

For a perfectly black body, the emissivity ϵ = 1. To minimize

thermal radiation in a cryogenic system, two key factors

must be addressed: reducing the emissivity and lowering

the temperature of the surrounding environment. These

objectives can be achieved by employing materials with low

emissivity that are cooled via thermal contact while shielding

the experimental region. Polished copper, with emissivity

values in the range of ϵ = 0.02 - 0.04, is an excellent choice

for radiation shielding due to its exceptionally low emissivity
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and resistance to oxidation. This radiation shield not only

minimizes thermal radiation but also offers the added benefit

of significantly increasing the surface area available for cryo-

pumping, which effectively reduces the background pressure at

low temperatures.

To achieve a base temperature close to 6 K, a thermal radiation shield was designed using a

0.5 mm thick copper sheet, which can minimize heat radiation effectively. It was installed

around the sample holder in such a way that it did not come into direct contact with the

outer metallic cover of the sample head. This arrangement ensured a vacuum-insulating

medium between the shield and the outer metallic cover, preventing thermal radiation or

heat exchange between the inner and outer environments. At the junctions, Teflon and

aluminum tape were used to enhance insulation and maintain structural stability. The final

design of the thermal radiation shielding used to enclose the sample holder is illustrated

in Fig. 3.41.

3.2.2.3 Modifications in Magnet & Power Supply:

A 30A unipolar magnet power supply by Polytronic (Polytronic, Model: CCP-150Y)

was available in our lab. However, for magneto-transport measurements of samples, a

continuous and computer-controlled sweep of the magnetic field from the negative to the

positive field is required. Hence, the magnet power supply was converted from a unipolar to

a bipolar configuration, facilitating continuous measurements, and subsequently integrated

with the low-temperature 6 K setup. The detailed steps of these modifications are outlined

below.

(i) The electromagnet was initially calibrated to ensure a stable magnetic field by adjusting

the current in smaller increments. It was then observed that the system could generate a

maximum field of 1.6 Tesla, as indicated by the Gaussmeter, at a peak current of 29.2 A

supplied by the magnet power supply.

(ii) To enable computer control of the unipolar magnet power supply (+30 A),

modifications were made using its back interface. Here, in the back panel, there are

connections such that we can get 0 to 30 A as output, in association with the applied

0 to 5 V in the back panel. So, an additional DC power supply (Owon) was used to

provide the required 0 to 5 V input to the back panel, enabling the magnet power supply

to provide an output of 0 to 30 A precisely (see Fig. 3.42). The input to the DC power
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Figure 3.42: Picture of the Magnet power supply in our lab. Inserting a 0 to 5 V DC
power supply, we can control the output of the magnet power supply.

supply was made controllable via a computer using a USB interface, thus facilitating

computer-based control of the magnet power supply output.

(iii) Now, the next task was to enable polarity switching of the magnet power supply, from

0 to 30 A to the opposite direction, i.e., from - 30 A to 0, without disconnecting any cables

or turning off the system. This was achieved by introducing a relay circuit3 controlled

by an Arduino microcontroller. The entire circuit operation can be fully automated and

controlled via a computer through an Arduino program.

To implement this, we used two relay switches (SONGLE, Model No. SLA-12VDC-SL-

C), connected in a configuration that allowed the polarity of the magnet power supply’s

output to be reversed, as shown in Fig. 3.43 (a). A typical relay board consists of three

output terminals: COM (C, common), NC (normally closed), and NO (normally open).

The operation of the relay switch is such that, in the absence of an applied voltage, the

COM terminal remains connected to the NC terminal. However, when a trigger voltage

(typically 5 V) is applied to the relay, it switches the connection from COM to the NO

terminal. By utilizing two such relay switches and applying a digitized trigger signal (in

the form of 0 or 1) within a controlled time frame, it is possible to precisely control the

switching mechanism and manipulate the polarity across a resistor. This approach allows

precise control of the direction of current flow, making it highly effective for tasks requiring

polarity switching as illustrated in Fig. 3.43 (a).

3The idea of introducing the relay circuit came from a discussion held with Dr. Sayak Ghoshal, Seagate
Technology, UK
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Figure 3.43: (a) Circuit diagram for the modification in magnet power supply, (b)
Homemade relay circuit board, (c) Arduino board in our lab.

Before integrating the circuit into the magnet power supply, we first tested it on a

breadboard. In this test setup, the current was passed through a sample resistor (1 kΩ),

a DC power supply (Owon) was used to provide the 12 V DC startup voltage required for

the relay switches, and an Arduino (Arduino UNO R3) (see Fig. 3.43 (d)) as a trigger

input (0/5V) required for the relay switches, was implemented to control the circuit via a

computer. The constructed Arduino program is added here:

The program is made for activating the relay module SLA-12VDC-SL-C. The input DC

voltage of the relay module, 12 V (current 82 mA), is supplied from a power supply, at

the relay port DC+ & DC-(ground). The triggering IN of the relay module is connected

to the Arduino digital pin 7, to supply (controllable) 5 V (current 82 mA) to activate the

triggering input. The GND port of Arduino is connected to the common ground with the

power supply DC-(ground). The Arduino code is as follows:

const int triggerpin = 7;
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void setup() {
pinMode(triggerpin, OUTPUT);

}
void loop() {
digitalWrite(triggerpin, HIGH);

delay(10000);

digitalWrite(triggerpin, LOW);

delay(10000);

}

Here, turn the relay ON (HIGH is the trigger voltage level) & ( RED & GREEN LED will

glow in the relay module). After the HIGH state, make a delay(0) to keep the relay in the

LOW state forever. Turn the relay OFF (LOW is the trigger voltage level) & ( Only the

RED LED will glow in the Relay module). Here, after the LOW state, make a delay(0)

to keep the relay in the HIGH state forever. The loop function runs over and over again

forever.

With the above circuit, we can now successfully toggle the voltage polarity between +V

and -V, and vice versa. Once the circuit was successfully tested, we replaced the wires

with appropriate thick wires capable of handling 30 A of current. The relay circuit was

then inserted in connection with the magnet and the magnet power supply for testing.

Using the Arduino program, we successfully switched the polarity of the magnet current,

achieving ± 30 A. This allowed us to start from 0 A, ramp up to 30 A, return to 0 A,

switch polarity, ramp to -30 A, and return to 0 A again. The final relay circuit board

setup is depicted in Fig. 3.43 (b) and (c).

(iv) Now, in the OFF state of the relay, applying a controlled and tunable voltage (0 – 5

V) to the back panel of the magnet power supply, using a programmable voltage source,

enables us to precisely (0.01 V step) regulate the corresponding output current of 0 to

30 A for the electromagnets. This will allow us to access positive field ranges from 0 to

2 T. Again, in the ON state of the relay (polarity flipped), by applying a controlled and

tunable voltage (0 – 5 V) to the back panel of the magnet power supply, we can get the

corresponding output current of 0 to -30 A for the electromagnets, allowing us to access

negative field ranges from 0 to -2 T.

With this system in place, we can now sweep the magnetic field from -2 T to +2 T

(corresponding to -30 A to +30 A) with precise step control. This setup was further
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integrated with a LabVIEW program, enabling magneto-transport and spin-transport

measurements in the future.

Figure 3.44: PID optimization. (a) For low-temperature regimes (below 100 K), PID
values are 20, 7, 10, shown for the set temperature of 10 K, and (b) above 100 K, the
non-optimized PID values (18, 8, 12) show the oscillatory behavior for the set temperature

of 185 K.

3.2.2.4 Coupling of 6 K Setup with the Electromagnet

We successfully integrated the 6 K setup with the magnet power supply and incorporated

the entire system into a single LabVIEW program to perform R vs B measurements

across various temperature (T) regimes. The optimization of the complete setup required

numerous iterative runs. Through these efforts, we determined that the minimum

achievable temperature in the 6 K setup is approximately 6.3 K. Additionally, we

optimized the PID control parameters to achieve stable and controlled heating once the

system reached low temperatures (see Fig. 3.44). The partially optimized PID values

were identified as P = 20, I = 7, and D = 10 for the low-temperature regime (below 100

K), however the PID values P = 30, I = 5, and D = 12 (above 100 K) created oscillatory

behavior and took a long time to stabilize the temperatures. Further refinements are

done later (P = 24, I = 10, D = 10) to achieve fully optimized PID values for high

temperatures.

We also calibrated the Cernox temperature sensor (CX-1050) by recording its resistance

values at various temperatures, such as when dipped into LHe (4.2 K), liquid nitrogen

(77 K), ice temperature (273 K), and room temperature (300 K). This was done using

another calibrated Cernox sensor placed in the same environment for comparison. After

obtaining the resistance-temperature data, we generated the calibration curve and input
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the corresponding resistance values and temperatures into the temperature controller using

Curve-Handler software.

Figure 3.45: (a) The modified 6 K setup with the sample holder positioned between the
poles of the electromagnet. (b) The complete 6 K-Hall setup, including the electromagnet

and magnet power supply, is in our laboratory.

With the calibration complete, the 6 K setup was ready for performing temperature-

dependent resistivity, Hall, I-V, and other transport measurements at varying magnetic

fields. To verify the accuracy of the temperature at the sample space, we measured the

predefined critical temperature (TC) of an NbN superconductive thin film in the 6 K setup.

The results of these measurements are presented in the experimental data section. Our

complete 6 K setup, including the electromagnet and power supply, is shown in Fig. 3.45.

3.2.2.5 Characterization of the 6 K Setup Using Superconducting Thin-film

After the successful completion of the low-temperature system with magnetic field control,

we characterized the system by measuring the resistance (R) as a function of temperature

(T) for a Niobium Nitride (NbN) superconducting thin film. From these measurements,

we determined the superconducting critical temperature (TC) and matched it with the

already known TC of this sample. Below TC, we performed I-V measurements at different

magnetic field strengths and determined the critical current value Ic.

The NbN film was grown on a Si/SiO2 substrate using the sputtering technique. The

typical thickness of the film is around 100 nm. We carried out temperature-dependent

four-terminal resistance measurements, using the van der Pauw method, and observed

the superconducting transition in our 6 K setup. The four-probe resistance at room

temperature was measured as 69.825 Ω (Fig. 3.46). We found the critical temperature
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(as discussed in Section 3.3.3), calculating it to be 260.94 Ω. Additionally, we strategically

placed the Cernox (CX-1050) temperature sensor within the sample space to ensure

accurate measurement of the temperature directly at the sample location. This setup

allowed us to reliably monitor the actual temperature achieved during the experiments.

To ensure proper thermalization and accurate temperature detection, we applied Apiezon

N grease (cryogenic grease) beneath the Cernox sensor, as shown in Fig. 3.47. This

grease acted as an efficient thermal transfer medium, enabling the sensor to measure

the actual temperature of the sample reliably. The recorded temperature values (T)

were subsequently used in the temperature-dependent four-probe resistance (R vs T)

measurements, as presented in Fig. 3.46.

Figure 3.47 (a) illustrates the sample head of the 6 K setup, where the sample is mounted

and electrically connected via a chip carrier. In the Fig., ‘A’ represents the NbN thin

film sample, labeled as NbN3, which is connected to the chip carrier pins using very thin

Cu wires at its four corners. This specific arrangement facilitates four-probe resistance

measurements following the van der Pauw method. ‘B’ denotes the Cernox sensor (CX-

1050), which measures the sample’s temperature as described earlier. ‘C’ is the Diode

sensor (DT-670), used to determine the temperature of the metallic sample head. Thick

Cu wires, coated with enamel, were employed to secure the Cernox sensor and other wires

in place, as depicted in Fig. 3.47. A revised strategy was later implemented to accurately

determine the actual sample temperature, without needing to remove the sensor every

time. As shown in Fig. 3.47 (b), one chip carrier holds the sample, while another chip

carrier with a Pt-100 sensor is mounted in close proximity on the same stage, enabling

continuous and precise monitoring of the sample temperature.
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3.2.3 Design of a Dipstick for Low Temperature Transport Measurements

A variable temperature cryostat is an indispensable tool for performing electrical transport

measurements at low temperatures. To facilitate these experiments, we have carefully

designed a custom dipstick specifically tailored for characterizing fabricated devices,

mounted on a 20-pin LCC chip carrier (Kyocera, Japan) for measurements down to liquid

N2 temperature (77 K). This preliminary characterization is essential before conducting

rigorous and sensitive measurements in the Oxford Teslatron system, which operates

under ultra-low temperatures and high magnetic fields. The schematic representation of

the dipstick is shown in Fig. 3.49 (a).

This dipstick consists of several critical components designed to facilitate precise and

controlled measurements. These include two chip carrier holders mounted on a copper

plate for efficient thermal conduction and a primary stainless-steel (SS) rod for wire

connection. The dipstick incorporates a seamless SS tube serving as a vacuum jacket,

which effectively insulates the main sample space from the surrounding liquid nitrogen,

thereby achieving a gradual and controlled cooling process for the sample. The system is

capable of maintaining vacuum levels on the order of 10−6 mbar, ensuring optimal thermal

isolation and stability during experiments.

Figure 3.48: Sample space portion of the designed dipstick.

For the electrical connections of the 20-pin chip carrier holder, a 12-pair Copper Loom

(Cryoloom by CMR Direct) is employed. Each pair of wires is twisted together to

minimize induction effects and effectively cancel electromagnetic interference from

external equipment. This configuration ensures a less noisy and interference-free signal

transmission, which is crucial for reliable measurements. At the sample holder portion, a

∼ 25 Ω Manganin heater wire is employed around mica sheets to provide precise control

over the temperature of the sample stage, ensuring stable and accurate thermal conditions

during experiments. Importantly, two thin copper sheets are added here to increase the

heater’s thermal mass, ensuring better temperature stability. A Pt-100 temperature sensor
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in a floating state, a three-way switch is incorporated, allowing the sample to be either

grounded or set to the desired voltage level required for the experiment. This setup

provides precise control and reliable operation during measurements. The final dipstick

image is shown in Fig. 3.49(b).
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Figure 3.50: PPMS setup image with VSM option at SNBNCBS

hardware and custom experiments [280]. DynaCool regulates temperature through a

controlled helium gas flow system, offering enhanced thermal stability and improved

cooling efficiency over previous PPMS designs. This setup enables seamless transitions

across the temperature range (400 K to< 1.8 K), with rapid cooling from 300 K down to 1.9

K in under 40 minutes. Enhanced design of the sample chamber ensures superior thermal

uniformity, while integrated thermometers and heaters manage gradients effectively. The

robust 12-pin sample puck serves to hold the sample along with the sample holder.

Inside the DynaCool, a 9 T superconducting magnet cooled by conduction process is

paired with a combined digital-analog controller to provide accurate and silent magnetic

field regulation. Its bipolar design enables continuous ramping through zero fields, with

software monitoring at multiple points to prevent quenches and ensure optimal operation

[280]. A built-in magnetic shield keeps the 5-gauss line within 30 cm of the cryostat cabinet,

allowing closer placement to sensitive instruments and optimizing lab space usage. The

setup image is shown in Fig. 3.50.

• Principle of Operation

The Cryostat Control System ensures the proper temperature regulation of the cryostat

components for optimal functionality of the following subsystems:
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4.1 Introduction

The discovery of quasi-two-dimensional van der Waals (vdW) magnets [19, 319–323] has

opened up a new platform for investigating low-dimensional magnetism and its possible

application in two-dimensional (2D) spintronic devices [22, 324–326]. With the recent

developments, the family of iron-based vdW magnets, like FenGeTe2 (n = 3, 4, 5) (FnGT)

[14, 33, 34, 37, 51–57, 60, 68, 70, 80, 81, 210], especially Fe4GeTe2 [14, 70, 80, 81, 210] and

Fe5−xGeTe2 [37, 56, 57], have attracted immediate attention due to their ferromagnetic

transition temperature (TC) close to room temperature. The Mermin-Wagner theorem [4]

in the 2D limit dictates that there is no spontaneous magnetic order at finite temperature,

but the uniaxial magneto-crystalline anisotropy stabilizes the long-range order in these

vdW systems against the thermal fluctuations. The enhanced TC is achieved by increasing

the exchange interaction as a result of the metal-rich unit cell [66, 67, 210]. However,

the magnetism in these materials is rather complex in nature as compared to a typical

ferromagnet, due to the presence of different inequivalent Fe atoms in the unit cell.

For example, Fe3GeTe2 possesses antiferromagnetic order and noncollinear spin structure

below 152 K [35], and also an unusual magnetic behavior was observed in Fe5GeTe2 at

low temperature due to structural ordering of one of the Fe-atoms in the unit cell at

∼ 120 K [37]. More recently, it has been reported that bulk Fe4GeTe2 single crystal

exhibits a change in easy axis of magnetization when cooled below ∼ 120 K, termed as

the ‘spin reorientation transition’ (SRT) [14, 210], making it magnetically quite different

from the other two family members. A similar spin reorientation transition was observed in

materials like Fe3Sn2 [71–74], Nd2Fe14B [327], TbMn6Sn6 [75–77], LiMn6Sn6 [80], NdCrSb3

[328], La0.4Sm0.3Sr0.3MnO3 [329] etc. The interplay between magnetic exchange and

effective magnetic anisotropy is possibly the reason for this spin reorientation [78, 81, 210].

The recent transport measurements indicate that the SRT may lead to Lifshitz transition

in the electronic structure and, as a result, the system may exhibit unusual magneto-

transport and anomalous Hall effect (AHE) [79, 80]. While in the case of Fe4GeTe2, an

anomaly in the specific heat was seen, indicating that it is indeed a thermodynamic phase

transition [81], its consequence on electron transport is still elusive.

Besides the unusual magnetic properties, electronically, these materials possess interesting

features. All the members of the FenGeTe2 family are predicted to be semimetal as

the DFT-based calculations show multiple band crossings at the Fermi level [58, 59].

More importantly, the presence of different crystal symmetries and the spin-orbit coupling

(SOC) may suggest a topologically nontrivial phase with unusual effects induced by the

chiral anomaly, like negative MR or nonlinear conductivity in the diffusive limit [60].
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4.2 Experimental Methods

4.2.1 Crystal Structure, Sample Preparation, and Characterization

• Crystal Structure: A single layer of Fe4GeTe2 consists of seven atoms (Fe1 and Fe2

arranged on both sides of the Ge atomic plane and they are connected with Te atoms

directly on both sides) as shown in Figure 4.6a. The stacking of these Fe4GeTe2 monolayers

forms a rhombohedral structure with space group R3̄m (Point group No. 166) [210].

Electronically, this has been predicted to be a different class with nontrivial topology,

unlike Fe3GeTe2 or Fe5GeTe2 [58, 59]. The thickness of the monolayer Fe4GeTe2 is around

1 nm [210].

• Fe4GeTe2 Single Crystal Growth: The high-quality single crystal Fe4GeTe2 was

grown1 by the standard chemical vapor transport (CVT) method along with I2 as a

transport agent. Here, we have used the mixture of highly pure (99.99%) Fe, Ge, and

Te materials powder with a molar ratio of 5:1:2 in a high vacuum quartz tube and this

was heated for seven days at 7250 C. The resultant material was further inserted inside

an evacuated quartz tube and placed in a gradient temperature-based horizontal furnace

with temperatures 8000 C and 7500 C maintained on each end for seven days along with

the transport agent I2 (2 mg cc−1). Tiny pieces of thin single crystals were collected from

the cold end of the quartz tube, each one having the typical dimensions of 1.3 × 1.3 ×

0.05 mm3. The details of the crystal preparation are given in the earlier report [14].

• Crystal Characterizations: Basic characterizations like X-ray diffraction (XRD) are

performed on a freshly cleaved thin and shiny single crystal of Fe4GeTe2 [14]. The presence

of very sharp (0 0 l) peaks in the diffraction pattern confirms the high crystalline quality

of the as-grown crystals. It also proves that the flat plane of the crystal is perpendicular

to the crystallographic c-axis. From the Rietveld refinement of the XRD pattern, the

calculated value of the lattice parameter c is estimated to be 28.74 Å, consistent with the

earlier reports. The extracted lattice parameters from the XRD analysis were found to

be, a = 9.97 Å and ³ = 23.3°, which are also consistent with the reported value. The

high-resolution transmission electron microscopy (HRTEM) image in our earlier report

clearly illustrates the high-quality crystalline nature of the single crystals. The value of

the lattice parameter c calculated from interlayer separation is 28.8 Å, which matches well

with that determined from XRD and the previous report on Fe4GeTe2 for hexagonal crystal

structure. The fast Fourier transform pattern obtained from the HRTEM image is also

1The single crystals were grown and characterized by Suchanda Mondal from Prof. Prabhat Mandal’s

lab at Saha Institute of Nuclear Physics, Kolkata, India
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Figure 4.6: Crystal structure, temperature-dependent magnetization, and

resistivity. a Schematic diagram of the structure of Fe4GeTe2 crystal: side view (left)
and the top view (right). Seven atom-thick Fe4GeTe2 monolayers are arranged in the
ABC configuration, leading to the formation of the rhombohedral structure with the
space group R3̄m. b The dc magnetization data as a function of temperature are plotted
with applied field 500 Oe and 100 Oe along B ∥ ab and B ∥ c of the crystallographic axis of
Fe4GeTe2 crystal, measured in zero-field-cooled (ZFC) condition. The red curve shows the
temperature derivative of the magnetization (dM/dT) data of 500 Oe with B ∥ ab plane,
indicates three transitions, Curie temperature (TC) around 270 K, the spin-reorientation
transition (TSR) at around 120 K, and a small kink (TQ) near ∼ 40 K. c Schematic
diagram of six-terminal Hall-bar electrodes with transferred Fe4GeTe2 multilayer crystal
for low-temperature magneto-transport measurements. d Temperature dependence of
the normalized zero-field electrical resistivity (ρxx) curves for two different nanoflake
devices with thicknesses 95 nm (D95, blue) and 16 nm (D16, green). The corresponding
temperature derivatives of resistivity for both devices are shown by the blue and green
dotted curves, respectively. Here, the current is applied to the in-plane direction (I ∥
ab plane). Theoretical fits to the temperature dependence of zero-field resistivity data
of D16 at different temperature ranges are indicated with red, purple, and cyan colors.

Inset: ρxx vs T 2 curve shows a clear change of slope above ∼ 40 K.

higher compared to several other 2D ferromagnets [24, 60, 323] and consistent with the

reported value for this material [210]. Comparatively, a higher conductivity is observed

for the thinner device (D16) at the lowest temperature (1.6 K), indicating enhancement

of metallicity at reduced thicknesses. This observation also aligns with the findings from

earlier reports [210].

According to Matthiessen’s rule, the total resistivity of a metallic ferromagnet consists of
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Figure 5.10: Lattice parameter a (a) and the c/a ratio (b) of the Fe4GeTe2 as a function
of temperature. The dotted lines are guides to the eye. (hk0) cut of the reciprocal space,
measured at 100 K (c). This single-crystal XRD study was performed by Prof. Jochen

Geck’s group at TU Dresden, Germany.

The lattice parameter a and the c/a ratio of the underlying R3̄m structure as a function

of temperature are presented in Figure 5.10(a),(b). As can be observed, both quantities

demonstrate a smooth and continuous temperature dependence, implying the absence of

any lattice anomaly between 10 K and 320 K in our data. Given the fixed lattice symmetry

and the temperature evolution of the lattice constants and the superlattice peaks, we infer

that the alterations in the magnetic properties described above are unrelated to a structural

transition. Nevertheless, both the parameters a and c/a exhibit minor changes in slope,

suggesting the presence of a possible subtle magnetoelastic coupling. It is important to

note, however, that the observed effects are minimal and fall below the resolution limit of

∆d/d ∼ 5 · 10−3 of the current XRD experiment.

5.4 Discussion

One of the central experimental observations of this work is the peculiar temperature

evolution of the total anisotropy field in Fe4GeTe2 (Figure 5.9). As discussed in

Section 5.3.4, at high temperatures the main contribution to the MA is given by the

plate-like shape of the sample due to the demagnetization effect, with a small contribution

of the intrinsic easy-axis uniaxial anisotropy. Importantly, even at a temperature

∼ 30K above TC there is a non-zero total anisotropy field, suggesting sizable short-range

correlations seen on the time scale of the ESR experiment. Such correlations are typical
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the former shoulder transforms into the dominant line of the total ESR response. One

can conjecture that such behavior can indicate a gradual, qualitative change of the spin

wave modes in Fe4GeTe2 contributing to the ESR response as a function of temperature.

Apparently, these modes coexist in the broad temperature range. Such coexistence

is likely due to the complexity of the crystal and electronic structures of Fe4GeTe2.

The crystal structure features two crystallographically inequivalent Fe ions, which can

be grouped into two pairs Fe1/Fe2 and Fe3/Fe4 considering their local environment

(Figure 5.1(a),(b)). Also, a contribution of the orbital degree of freedom from the Fe ions

as well as nearest ligands Te and Ge, suggested by the enhanced g-factor in comparison

with the free electron value, may play an important role in the magnetic and electronic

properties of Fe4GeTe2. Indeed, the X-ray Magnetic Circular Dichroism (XMCD) studies

reported in [393] suggest that, even though the orbital moment is reduced with respect to

Fe3GeTe2, it is found to be of ∼ 0.05µB/Fe in the Fe4GeTe2 compound.

In order to address the question of the origin of the MA in Fe4GeTe2 responsible for the

stabilization of the ground state with the respective spin wave excitations, one has to

understand the nature of the magnetism first. Without doubt, an important role is played

by the conduction electrons; however, an additional contribution of the electrons localized

at the Fe d-orbitals is suggested by the DFT calculations in [80, 395] and by the analysis

of the critical magnetization isotherms in [14].

It is instructive to consider first an itinerant picture. The DFT calculations in [36] suggest

that there could be two different stable states, separated by a small energy difference

of ∼ 10meV ≈ 116K. An increase in the temperature may assist the population of the

state with higher energy, and therefore induce a change in the spectrum of the excitations

probed in the ESR experiment. However, in this case, little is known about the details of

the anisotropies of these states, only that the preferred orientation of the Fe spins is close

to the c-axis, which is qualitatively in line with observations of the ESR line shifts.

In order to address the problem of the anisotropies, it is possible to write down the crystal

field (CF) or the ligand field potential, felt by the d-electrons of Fe2+, for the arbitrary

symmetry of the local environment. Such CF potential of the general form can be expressed

as:
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Moreover, one might speculate that the additional potential arising from the superlattice

modulation interacts with electronic states, possibly inducing variations in electronic

properties as temperature decreases. In principle, this could also impact the parameters

Bq
k in Equation 5.5, thereby influencing the MA. However, this scenario certainly requires

further scrutiny in future studies. It is interesting, that despite such a complexity of

the system, the high-temperature excitations at T >∼ 150K are well described by the

simplest one-sublattice ferromagnetic model with the predominant contribution of the

shape anisotropy, suggesting a temperature averaging of the differences in the local

anisotropies of the individual magnetic sublattices and of the interactions coupling them.

Nevertheless, a remarkable correspondence of the characteristic temperatures observed in

the ESR and transport experiments suggests a plausible strong mutual dependence of the

spin waves and the charge carriers. That, in turn, opens a possibility to tune the transport

properties of Fe4GeTe2 by controlling the magnetic excitations, and vice versa, which could

find an application in the next generation spintronic devices. So far, this kind of coupling

has been demonstrated mostly on the artificial hybrid ferromagnet/metal multilayers, as,

e.g., in Ref. [398], whereas Fe4GeTe2 may be an example of “natural” functional material

featuring an intrinsic magneto-electronic coupling.

5.5 Summary

In summary, we have performed a detailed ESR spectroscopic study of the single-

crystalline quasi-2D vdW ferromagnet Fe4GeTe2 with the high ordering temperature

TC = 270K. The measurements were carried out in a broad range of excitation frequencies

and temperatures, and at different orientations of the magnetic field with respect to the

sample. One of the main observations of this work is the unusual evolution of the MA field

with temperature. First of all, it does not vanish at temperatures well above TC, likely

due to the sizable short-range correlations. This suggests an intrinsic low-dimensionality,

which in turn should ensure the persistence of the observed magnetic properties when

reaching the monolayer limit of Fe4GeTe2 sample. The analysis of the ESR data

reveals several characteristic temperatures for the magnetic behavior of Fe4GeTe2 in

the ferromagnetically ordered state. In between TC and the characteristic temperature

Tshape ∼ 150K the total anisotropy is dominated by the demagnetization effect due to the

plate-like shape of the sample. However, below Tshape the intrinsic uniaxial easy-axis MA

starts to noticeably grow counteracting the easy-plane shape anisotropy, which renders

the sample seemingly isotropic at the spin reorientation transition at TSR. The data





Chapter 6

Understanding Lattice Dynamics

and Spin-Phonon Coupling in

Fe4GeTe2 by Raman Spectroscopy

The metallic ferromagnet Fe4GeTe2 has drawn significant attention for its near-

room-temperature ferromagnetic order (TC ∼ 270 K) and spin-reorientation

transition (TSR ∼ 110 K), showcasing a unique interplay between spin, lattice,

and electronic degrees of freedom. Here, we employ micro-Raman spectroscopy in

conjunction with both first-principles and spin-dynamical calculations to investigate

the intricate interdependence of lattice dynamics and spin-phonon coupling in

exfoliated Fe4GeTe2 nanoflakes. While polarization-resolved measurements reveal

the symmetry-allowed vibrational modes of the underlying lattice, the temperature

dependence of the spectra highlights a pronounced spin-phonon interaction. Around

TC , hardening of the phonon modes and subsequent narrowing of their linewidths

are primarily driven by anharmonic phonon-phonon scattering. Intriguingly, below

TSR, we observe anomalous phonon softening accompanied by linewidth broadening,

indicative of strong spin-lattice coupling. The significant deviation from the

anharmonic approximation below TSR may be mostly attributed to enhanced spin-

phonon interactions, manifesting as a peak in the phonon lifetimes at TSR. These

findings offer crucial insights into the magnetic and lattice dynamics of Fe4GeTe2

and underscore its potential for spintronic and other functional applications.
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6.1 Introduction

The coupling between magnetic spins and lattice vibrations, or spin-phonon coupling, is

fundamental to the emergence of diverse correlated phenomena in magnetic materials,

such as superconductivity [399, 400], multiferroicity [401, 402], and spin-reorientation

transitions in correlated oxides [403, 404]. This interaction becomes more complex

in materials with multiple magnetic sublattices, where the interplay between distinct

magnetic moments and the crystal lattice generates nonlinear responses [37]. Spin-

phonon coupling mediates the interaction between magnetic and structural degrees of

freedom, stabilizing coexisting orders while giving rise to new phases and instabilities

[405]. In two-dimensional magnetic materials, reduced dimensionality and geometric

constraints amplify the significance of spin-phonon interactions [406–408]. Magnetic

anisotropy, especially uniaxial anisotropy influenced by spin-orbit coupling, determines

the orientation of magnetic moments within the 2D plane and their interaction with

the crystal lattice. This reduced symmetry intensifies spin-phonon coupling, observable

through effects such as phonon softening and frequency shifts. For example, in CrI3,

spin-orbit coupling stabilizes a preferred magnetization direction [407, 409], while in

Cr2Ge2Te6, the interaction modifies the phonon spectrum, impacting thermal conductivity

and magnetization behavior [410]. These interactions drive dynamic magneto-structural

transitions [411], underpinning novel phenomena such as skyrmions and magnetically

induced ferroelectricity [166].

In high-temperature metallic ferromagnets like Fe3GeTe2, Fe4GeTe2, and Fe5GeTe2, the

situation becomes more complicated due to the presence of conduction electrons [37, 407,

412]. The coupling between the charge carriers and lattice vibrations not only modifies

the electronic band structure but also mediates magnetoelastic effects that influence the

magnetic ordering [413]. In particular, the near-room-temperature metallic ferromagnet

Fe4GeTe2 (TC ∼ 270 K) has attracted significant attention within this 2D magnet family

due to a distinctive spin-reorientation transition at TSR ∼ 110 K, where the magnetic

easy axis changes with temperature [13–15, 36]. These transitions are accompanied by

unconventional magneto-transport properties such as large negative magnetoresistance,

anomalous Hall conductivity, and a change in sign in the ordinary Hall coefficient [36]. The

electron spin resonance (ESR) studies further reveal a complex temperature-dependent

evolution of spectral shapes, reflecting a gradual qualitative shift in spin-wave modes

arising from the crystal’s intricate electronic structure [15]. While the spin-reorientation

transition is believed to arise from the competition between intrinsic easy-axis magneto-

crystalline anisotropy and extrinsic shape anisotropy stemming from the plate-like shape
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of the crystal, X-ray diffraction studies are unable to definitively determine whether

this transition involves any structural changes [15]. Nevertheless, understanding the

interactions between magnons and phonons, as well as the dynamics of phonon-phonon

coupling, is crucial for comprehending how these factors evolve and compete at different

temperatures, ultimately influencing the material’s macroscopic properties.

Raman spectroscopy is a vital tool for probing phonon properties and their interactions

with quasi-particles, offering insights into phase transitions, spin-phonon interactions,

spin-wave excitations, lattice symmetry changes, and defects in condensed matter systems

[410, 414–417]. In this study, we investigate the lattice dynamics of exfoliated Fe4GeTe2

nanoflakes using micro-Raman spectroscopy, focusing on mode symmetry and spin-phonon

coupling through temperature-dependent measurements. By performing polarized Raman

spectroscopy, we identify the characteristic Raman modes, further verified by the DFT-

based theoretical calculations. Below TC , significant phonon hardening and linewidth

narrowing are observed and can be attributed to anharmonicity from phonon-phonon

scattering, while below TSR, anomalous phonon softening and linewidth broadening

indicate strong spin-lattice interactions. Near TSR, the interplay of spin-phonon coupling

and intrinsic anharmonicity produces a distinct slope change in phonon frequency data,

with maximum spin-phonon coupling strength at the lowest temperatures and peak

phonon lifetime near TSR. Theoretical calculations1 reveal the presence of magnon and

phonon DOS at a similar energy window, suggesting a strong coupling.

6.2 Experimental Methods

6.2.1 Fe4GeTe2 Single Crystal Growth and Characterization

The single crystal Fe4GeTe2 was grown2 by the standard chemical vapor transport (CVT)

method. Details of the sample preparation and characterization are given in our earlier

report [14].

1Theoretical calculations were performed by Dr. Debjani Karmakar from Bhabha Atomic Research

Centre, India, and Md. Nur Hasan from Uppsala University, Sweden
2The single crystals were grown and characterized by Suchanda Mondal from Prof. Prabhat Mandal’s

group at Saha Institute of Nuclear Physics, Kolkata, India



















































































Chapter 7. Transport Measurements in a Quasi-1D Superconductor (TaSe4)3I 291

Figure 7.17: (a) The measured values of the critical current density (Jc) from IVCs
data (left scale) and the London penetration depth λ(T ) (right scale). The red dotted
line is the fit to λ(T ) using the Eq. 7.9. b) Temperature-dependent critical current (Ic)

is fitted by Bardeen’s formula (Eq. 7.7) for quasi-1D superconductors.

reduction in the critical current [525, 526]. The presence of hysteresis is thus explained by

localized heating effects within weak links that function similarly to Josephson junction

[527]. Therefore, the observed staircase-like voltage response arises from quantum

phase slip activity, along with the hysteresis in IVCs indicates a hallmark of quasi-1D

superconductivity in nTSI. These phenomena are also well observed in other quasi-1D

superconducting nanowires like Ta2PdS5 [503] and Nb2PdS5 [528], thin superconducting

Nb [509, 510] and Sn nanowires [505], which are consistent and well matching with our

observations.

Hence, we observed multiple finite voltage step transitions in IVCs (Fig. 7.16(a), (b))

near Tc. These finite voltage steps indicate the appearance of phase-slip centers in the

sample. We also get hysteresis IV curves as predicted by theory [529, 530]. The ‘foot-

like’ structure for small currents suggests non-thermal or intrinsic hysteresis present in

the sample. The multiple voltage steps and hysteresis IV mainly appeared due to the 1D

confinement of Cooper pairs as explained by the phase slip model [507, 531, 532]. The

temperature-dependent critical current (Fig. 7.17(b)) also fits well with Bardeen’s formula

[533, 534]:

Ic(T ) = Ic(0)[1− (T/Tc)
2]3/2 (7.7)

where Ic(0) is the critical current at T = 0 K and it predicts a quasi-1D- superconductor

in the clean limit λ(0) k ξ(0).

Upon initial inspection, there seems to be a contradiction with our calculated GL coherence

length for nTSI, as it is significantly smaller than the size of the sample. Anyway, In

the context of type-II superconductors, it is proposed that the characteristic length scale
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defining quasi-1D superconductivity is determined by their penetration depth (λ(T )).

Unlike type-II materials, in type-I superconductors, achieving quasi-1D superconductivity

requires that the wire diameter be less than the GL coherence length scale (ξ(T )) [504, 528].

We calculated the temperature-dependent critical current density, Jc(T ), from I-V data

of various temperatures (Fig. 7.17(a)). For type-II superconductors, the current density

(Jc) is related with the London penetration depth (λ) by the following expression [535]:

Jc(T ) =
φ0

4πµ0λ3(T )
(ln (κ(T )) + 0.5) (7.8)

Here, κ(T ) = λ(T )/ξ(T ) represents the Ginzburg–Landau parameter. Since κ(T )

exhibits minimal variation with temperature, it can be approximated as constant within

the logarithmic expression. Employing Eqn. 7.8, we initially compute λ(T = 0) by

substituting the previously determined ξ(0). Assuming the argument of the logarithm

remains nearly unchanged with temperature, λ(T ) can then be estimated. The results

are summarised in Fig. 7.17(a). The calculated value of Jc(0) ≈ 3 × 103Am−2 and

the London penetration depth, λ(0) ≈ 35 µm. This λ(0) is considerably greater than

the thickness of the sample (≈ 700-800 nm), thereby fulfilling the criteria for quasi-1D

superconductivity in the class of type-II superconductors [528]. The energy gap has been

determined by fitting the low-T behavior of λ(T ) as shown in Fig. 7.17(a). For s-wave

symmetry [536, 537]:

λ−2(T ) = λ−2(0)



1− 2

√

π∆(0)

kBT
exp

−∆(0)
kBT



 (7.9)

The λ(T ) data is well fitted with BCS s-wave symmetry, and the fit gives the value of the

superconducting energy gap ∆(0) = 0.5 ± 0.015 meV. It is in close agreement with the

BCS value.

7.4 Conclusion

In summary, the comprehensive measurements of electronic transport, magneto-transport,

and magnetization in newly synthesized single-crystal quasi-1D compound nTSI have

revealed a rich and complex ground state. The system exhibits metallic behavior, with

the emergence of weak ferromagnetic ordering below approximately 9 K, followed by the

onset of superconductivity at around 2.5 K. These findings confirm the simultaneous





Chapter 8

Summary and Future Perspective

8.1 Summary

As the need for faster computation and denser memory grows, conventional electronics face

limitations in energy efficiency and scalability. This has driven intense research into low-

dimensional quantum materials with unique physical properties for future data storage,

sensing, and spintronic technologies. Among these, layered van der Waals (vdW) magnetic

materials and quasi-1D superconductors offer model platforms to probe the interplay

between dimensionality, electronic correlations, and emergent quantum phenomena. This

thesis presented a comprehensive systematic investigation – through developing customized

experimental setups and optimized device fabrication strategies – into the electronic,

magnetic, and spectroscopic behavior of two such interesting materials systems: the vdW

ferromagnet Fe4GeTe2 and the quasi-1D superconductor (TaSe4)3I (nTSI). The major

outcomes of this thesis are summarized as follows:

1. Chapter 4 presents a detailed experimental investigation of the electronic and

magneto-transport properties of the near room-temperature (TC ∼ 270 K) vdW

ferromagnet Fe4GeTe2, down to 16-layer thickness, focusing on the origin of its

unusual spin reorientation transition (SRT, TSR ∼ 120 K) and the associated

anomalous behaviors at low temperatures, supported by first-principles calculations.

By developing a customized dry-transfer setup and optimizing device fabrication

techniques, detailed resistivity, magnetoresistance (MR), and Hall measurements

were conducted from bulk to few-layer devices to investigate the role of different

inelastic scattering mechanisms at different temperature ranges, the nature of the

294
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multiple voltage steps and hysteresis in I–V characteristics – indicative of quantum

phase slip events – typical of quasi-1D superconductors. The simultaneous presence

of magnetism and superconductivity, coupled with reduced dimensionality and

structural disorder, positions nTSI as a promising platform to investigate emergent

quantum phases in low-dimensional systems.

8.2 Future Scope of Study

In this thesis, custom-designed experimental setups were developed, device fabrication

strategies were established, and detailed electrical, magneto-transport, and spectroscopic

studies were carried out on several Fe4GeTe2 devices and nTSI samples of varying

thicknesses. While significant progress has been achieved, several key aspects remain

unexplored and present a promising avenue to further advance our understanding of the

physical properties of both Fe4GeTe2 and nTSI, particularly in reduced dimensions, and

their potential applications in quantum devices. This section outlines possible directions

to extend and deepen the current findings.

1. Fe4GeTe2 has shown significant promise as a 2D ferromagnetic material for

spintronic applications, thanks to its unique magnetic properties and anomalous

Hall behavior. However, its air sensitivity presents a challenge for device fabrication

at ultra-thin scales. To overcome this, future work should focus on exfoliating and

encapsulating Fe4GeTe2 thinner flakes entirely within a controlled inert environment

(e.g., argon-filled glovebox). Glovebox-based fabrication techniques, combined with

van der Waals heterostructure assembly using h-BN as capping layers, would help

preserve the intrinsic properties of ultra-thin layer Fe4GeTe2 and provide reliable

measurements of magnetic and transport properties in the ultra-lower-thickness

limit.

2. The spin reorientation transition observed in thicker Fe4GeTe2 flakes is known to

be strongly influenced by dimensionality. A systematic thickness-dependent study

of SRT should be undertaken, especially in the monolayer to few-layer regime, to

understand how magnetic anisotropy evolves in the 2D limit and shifts the SRT

temperature. Anomalous Hall effect (AHE) measurements in ultra-thin flakes may

reveal enhanced intrinsic Berry curvature effects.

3. Controlling magnetic properties via external electric fields is essential for the

development of energy-efficient spintronic technologies. Future experiments should
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