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Chapter 1 Introduction  

This introductory chapter involves  the thorough  literature review of 
numerous research works that motivate to work in this explicit  field, a 
brief summary  of entire work, and the theoretical facets that help to 
elucidate the findings.  
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1.1. Importance of Nano  

The concept of ònano-technologyó was first discussed by Richard P. Feynman in 

1959 in his talk entitled òThere is plenty of room at the bottomó describing the possibility of 

manipulation of atoms. K. Eric. Drexler used nanotechnology in his book òEngines of 

creation: The coming era of nanotechnologyó in 1986, being inspired by Richard Feynman1. 

Nanomaterials (NMs) drew enormous attention of rese archers due to the improvement of 

numerous properties in contrast to their bulk counterpart and the evolution of new 

phenomena in nanoscale. By definition, NMs should have as a minimum one dimension 

within the range of 1 -100 nm (1nm = 10-9 m). NMs interact  differently with the surrounding 

substances, light, magnetic and electric filed, offering unique properties due to its higher 

surface to volume ratio and the presence of a large number of atoms on the surface, 

compared to bulk. Upon moving from bulk to na noscale the density of states (D(E)) of the 

electrons fluctuat es from a continuous function (D(E)  θE1/2 ) to discontinuous delta 

function, shown in Figure 1.1, leading to constrained movements of electron within an 

infinite potential well of very small part icles.  

 

 

Figure 1.1: Variation of  the density of states of electron in nanomaterials with decreasing size 

(from bulk to quantum well to quantum wire to quantum dot ). 

 

Moreover, the increased surface to volume ratio in nanomaterials increases 

various properties of the material by enhancing the number of active surface atoms. 
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Variation of surface to volume ratio with particle size in nm scale is shown in Figure 1.2. It 

gives rise to a wide variety of new phenomena by affecting the macroscopic properties of 

the NMs. When the size of the NMs becomes less than or comparable to particular  length 

scales such as carrier mean free path, superconducting coherence length, magnetic domain 

wall width etc., various novel properties arise in the NMs, which are absent in their bulk 

counterpart 2. The size of metal and semiconductor nanoparticles (NPs) greatly influences 

the magnetic property, electronic excitation, chemical reactivity, optical property, 

conductivity etc 3. Rhodium in nanoscale shows ferromagnetic or ferrimagnetic ordering, 

whereas bulk Rhodium is Pauli paramagnet 4. It has been observed that metals show a non-

metallic band-gap upon size reduction, showing electronic absorption spectra. Moreover, 

clusters of non-magnetic bulk materials are found to display  magnetic properties at 

nanoscale5.  

 

 

Figure 1.2: Graphical presentation of variation of surface atom percentage with particle 

diameter. 

1.2. Nanostructures  

Various NMs are synthesized to date with huge chemical diversity consisting of 

metals6, metal oxides7, semiconductors8,9, polymers 10, and carbonaceous materials11,12. 

Owing to their  novel optical, magnetic, thermal, electrochemical, electrical properties, these 

NMs have become a promising candidate to solve challenges in the field of medicine,  energy 

storage,  catalysis, sensing, and information  technology13ð21. The novel propertie s of NMs 
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can also be tuned employing  their nanoscale building blocks 2. NMs with the same 

composition but different morphologies, such as sphere, cube, sheet, disc, rod, wire, tube22ð

27 etc. are found to show different properties.  

Among these NSs, nano-hollow spheres (NHSs) attracted material scientists over the 

last few years because of their  hollow interior, enhanced surface area, low density, high 

compressibility giving rise to unique properties 28ð30. Contrary to the definition of nano, 

these NHSs with diameter more than 100 nm show unique nano-scale properties due to 

their hollow cavity and thin shell thickness < 100 nm. D. Sarkar et al31  showed NHSs of 

diameter 350 nm show single domain nature, whereas for NPs single domain is visible up 

to a few nm only. These hollow structures offer several applications in controlled drug 

delivery 32, bio-medical imaging 33, light weight microwave absorbers 34, magnetorheological 

fluids 35, light fillers 36, low dielectric materials 37, photonic crystals38, energy storage39 etc. The 

large void space of these NHSs can be used to encapsulate drugs, DNA and cosmetics and 

also helps in their controlled release40. In addition, owing to their low density th ese NHSs 

show better dispersibility in liquid medium for bio -medical applications. Mandal et al41 

showed excellent microwave absorption properties of these hollow structured NMs due to 

multiple reflection s of electromagnetic (EM) waves inside the hollow cavity of the NHSs. 

Moreover , the presence of two surfaces in the shell region of these NHSs offers unique 

electrical and magnetic properties42, making this special morphology interesting for basic 

understanding of physics, as well as for technological applications.  

1.3. Transition Metal Oxide Based Magnetic Nanomaterials  

Unusual properties of magnetic NMs such as abnormally high magnetocaloric 

effect, giant magnetoresistance drew the attention of researchers in this field. In addition to 

that magnetic NMs offers unique magnetic properties such as magnetostriction, blocking 

temperature (TB), magnetocrystalline anisotropy, relaxation times (Neel relaxation and 

Brown relaxation) and magnetic saturation (M s). 3-dimensional  transition metal oxide -

based magnetic materials e.g., magnetite (Fe3O4), zinc ferrite (ZnFe2O4), magnesium ferrite 

(MgFe2O4) drew  enormous attention compared to metallic and alloy -based magnetic 

materials due to their higher chemical and mechanical stability, non -toxicity, low cost, easy 

synthesis procedure and high Curie temperature (Tc). Detailed and long-term research on 

these ferrite NMs reveals that these materials have excellent bio-medical and technological 
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applications such as information storage,  biosensors, bio-separation, hyperthermi a, 

molecular imaging, EM wave shielding, magnetorheology because of their outstanding 

magnetic, optical, electronic, catalytic, dielectric and EM properties 43ð49. In bio-sensing, EM 

absorption and magnetorheology , magnetic NMs with high M s are preferred, whereas in 

information storage NPs with high H c are required. The necessity of specific magnetic 

property for a particular field of application brings the perception of tuning the magnetic 

properties of the NMs for desired applications.  

Magnetic properti es of NMs depend on several factors such as chemical 

composition, crystal defects, particle size, shape, morphology, interaction of the particle 

with the surrounding matrix. M s is found to vary proportionally with the size of the NPs 

up to a threshold value of the size and beyond which M s becomes nearly constant reaching 

close to bulk value, shown in Figure 1.3(a). On the other hand, H c varies differently .  For 

larger crystals Hc increases with reduction in  particle size and reaches maximum at a critical 

diameter (Dc). Below this critical di ameter, the particle becomes single domain and Hc 

decreases. With further decrease in the size of the NPs the particles reach 

superparamagnetic (SPM) state and Hc becomes zero. Variation of Hc with particle size is 

shown in Figure 1.3(b).  

Apart from the s ize and morphology doping is found to be an excellent method to 

tune the magnetic response of the magnetic NMs. Among the transition metal oxides, Fe3O4 

is found to be an age-old versatile compound used as MRI contrast agent for early stage 

cancer detection50, in high -frequency components owing to its low eddy current loss due to 

high resistivity 51,52. The magnetic and electrical properties of Fe3O4 can be tuned further 

more with divalent cation doping depending on the desired field of application. For 

example, substitution of Co 2+ in place of Fe2+ in Fe3O4 increases Hc, making CoFe2O4 a hard 

magnet53, whereas ZnFe2O4 is a soft magnet54.  Mn 0.7Mg0.3Fe2O4 exhibits unusual behavior 

such as field-induced metamagnetic transition due to spin reversal55. Focusing on transition 

metal-based ferrite with general formula M xFe3-xO4 (M=Zn, Mg, Mn, Co, Ni) can be an 

excellent way to tune the magnetic properties of these magnetic NMs for bio-medical as 

well as technological applications. Co et al reported improved  M s (~81 emu/gm) of sulfur -

doped coral-like cobalt ferrite  NPs with an average size ~90-100 nm56. Pal et al57  prepared 

micelle coated CoFe2O4 NPs (diameter ~16 nm), showing enhanced coercivity  in 

comparison to bare CoFe2O4. Besides, ferrites with the combination of high magnetic 
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permeability (m) and dielectric permittivity (Ȅ) show excellent EM wave absorption 

properties compared to traditional metallic and carbon -based materials41,58,59.  

 

Figure 1.3. Variation of (a) Ms, and (b) Hc of magnetic NMs with particle diameter. 

In addition, the magnetic properties are also found to show a vital  role in 

determining the magnetorheological (MR) response of MR fluids. MR fluid is the 

suspension of nano- micrometer sized magnetic particles in carrier fluids, which shows MR 

response by forming chain under the application of external magnetic field and increases 

the overall viscosity of the material, reversibly, i.e, upon removing the external field the MR 

fluids ret urn to the initial state. For good MR response, the magnetic particles should 

possess high Ms and low M r. Metallic magnetic materials such as carbonyl iron have been 

studied mostly so far, owing to its high magnetic saturation, for commercial applications.  

However, due to the high density, low chemical stability and high cost of synthesis of iron 

NPs, researchers tried replacing the metallic magnetic particles with economic tradition 

transition metal oxide -based ferrites NSs with lower density and magnetic properties 

comparable with metallic magnetic NSs.  Fe3O4 is found to be an excellent replacement of 

non-economic carbonyl iron particles for magnetorheology due to i ts chemical stability, 

controllable size and low density 60,61. However, low M s of Fe3O4 in comparison to Fe, lead 

material scientists to improve the magnetic response of transition metal oxide -based ferrites 

by doping, varying morphology and by tuning the size of the nanostructures (NSs). 

Anupama and her co-workers have prepared LiðZn ferrit e (Li0.4Zn0.2Fe2.4O4) particles and 

improved the MR response due to increases Ms
62. G. Wang et al. reported improved MR 

response in CaFe2O4 nanocrystal clusters 63. Apart from magnetic properties the surface area 
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and surface friction also play a crucial role in determining the strength and applicability of 

an MR fluid. Thus surface modification is also an effective method to improve the MR 

response.  J. Wei showed better MR response of Fe3O4-TiO2 nanocomposite64. Hence a 

detailed study on the structural, dielectric, magnetic and magnetorheological properties of 

the 3d transition metal oxides based magnetic NSs become of immense importance. 

1.4. Crystal Structure  

Ferrites can be classified into three categories depending on their structures, i) 

Spinels, ii) Garnets and iii) Hexaferrites. 3d transition metal oxide -based magnetic NMs 

with general formula MFe 2O4 (M=Fe, Zn, Mg, Ni etc.) are spinel ferrites of the Fd3m space 

group. The cubic unit call contains total of 56 atoms, where 32 oxygen anions are distributed 

in the cubic closed pack structure, and amid  the other 24 atoms, 8 cations fill the 64 available 

tetrahedral sites (A sites) and the rest 16 cations are distributed in the 32 available octahedral 

sites (B sites)65, shown in Figure 1.466.  

 

Figure 1.4: Schematic diagram of Spinel Ferrite structure showing Oxygen anions in red, 

octahedral sites in blue and tetrahedral sites in yellow.  

In this oxygen closed pack configuration forming the face centered cubic (FCC) 

lattice structure, the corners are occupied by the anions and the cations fill the voids created 
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by those oxygen anions. The structural formula of a spinel ferrite of general formula MFe 2O4 

can be written as67  

                               [M (1-d)Fed]A[MdFe(2-d)]BO4                                                (1.1) 

where the amount in brackets signify  the average occupancy of A and B sites and d is the 

inversion degree parameter. The cation distribution on the A and B sites depends on the 

cation size and the crystal filed stabilization energy (CFSE). Depending on the cation 

distribution the spinel structures can be normal, inverse or mixed 68. Both the cationic size 

and the value of CFSE determine the preferential site occupancy by the cations. For 

example, cations with a high value of CFSE occupy the higher coordination sites, i.e, the B 

sites. Fe3O4, CoFe2O4, NiFe2O4 form inverse spinel structure, whereas in ZnFe2O4 and 

MnFe2O4 there is a possibility of forming normal, inverse and mixed spinel structures.  

However, depending on the size of the NSs, method of synthesis or fabrication and doping 

content normal, inverse or mixed spinel structure formation is observed. Depending on the 

cation distribution among the A and B sites, the magnetic and di electric properties of the 

materials can be altered and tuned. For example, in Zn doped Fe3O4 the magnetic saturation 

and electric conductivity of the material is altered due to non -magnetic Zn doping, as a 

result of cation distribution 69.  

1.4.1.Normal Spinel  Structure  

In normal spinel structure , M 2+ occupies the tetrahedral A site with the structural 

formula M 2+[Fe2
3+]O4

2-. In normal spinel structure , all the 8 bivalent cations are distributed 

in the A sites and the 16 trivalent cations occupy the B sites, where d=0. Normal spinel 

structure formation is observed in Zn ferrites Zn 2+[Fe3+Fe3+]O4
2-. This type of structure 

formation is schematically presented in Figure 1.5(a). 

1.4.2. Inverse Spinel Structure  

Inverse spinel structure, where all M 2+ are in B sites and Fe3+ are equally distributed 

between A and B-sites, with the structural formula Fe3+[M 2+Fe3+]O4
2ĭ, where d=1. In the 

inversed ferrites, Fe3+ ions are distributed between A and B sites in alternative 

arrangements, shown in Figure 1.5(b). Fe3O4, CoFe2O4, NiFe2O4 are an example of inverse 

spinel structure.   
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1.4.3. Mixed Spinel Structure  

Mixed spinel structures  are formed when the M 2+ and Fe3+ cations occupy both the 

tetrahedral and the octahedral sites. The structural formula of these ferrites is M (1-d)
2+Fed3+ 

[Md
2+Fe(2-d)

3+]O4
2+70. The degree of inversion d lies between 0< d <1 for mixed spinel. The 

formation of mixed spinel is schematically represented in Figure 1.5(c). MgFe2O4 is found 

to form mixed spinel structure.  

 

Figure 1.5: Schematic of cation distribution in (a) normal, (b) inverse and (c) mixed spinel.  

 

1.5. Magnetic properties of Nanomaterials  

In this section, various magnetic properties of transition metal oxide -based spinel 

NSs will be discussed under ac and dc applied magnetic field conditions. Magnetism in a 

material originates due to the magnetic moments of the atomsõ electrons and nuclei. Nuclear 

magnetic moments are negligible in the context of magnetic properties of materials due to 

their  thousands times smaller value compared to electronic magnetic moments. All 

materials exhibit some sort of magnetism and these materials can be classified depending 

on their bulk susceptibility ( c) values. Substances showing negative susceptibility are 

classified as diamagnetic, whereas materials with positive magnetic susceptibility are called 

paramagnet. Diamagnetism is developed due to the change in orbital motion of electron, 

whereas paramagnetism has its origin in the spin and orbital motion of individual electron, 

shown schematically in Figure 1.6(a). Pierre Curie in 1895 showed that c varies inversely 

with absolut e temperature (T) 

 

                                                               …                                                                        (1.2) 

The modified and more accurate form of the above equation is  
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         …                                                                    (1.3) 

where, C is constant and — is Curie temperature, below which the material show 

spontaneous magnetization i.e, ferromagnetism and above — the material is paramagnet. 

Equation 1.3 is known as Curie-Weiss law71.  

In ferromagnets in addition to atomic moments there exists small regions called 

magnetic domains, where the magnetic moments are oriented in a preferential 

crystallographic direction. Spontaneous magnetization exists in each of these domains. In 

1928 Heisenberg 1st explained the origin of ferromagnetism in terms of exchange integral, 

which is a quantum mechanical effect and electrostatic in nature72. According to 

Heisenbergõs theory, antiferromagnetic or ferromagnetic order can occur depending on the 

exchange of interaction energy between the spins. In antiferromagnets, the forces between 

two adjacent atomic dipoles have signs opposite to those in ferromagnets. Materials that 

consist of two or more types of magnetic ions are called ferrimagnet, where all the magnetic 

ions are ordered in a mixed scheme of ferromagnetic or anti-ferromagnetic arrangement, 

resulting in a net magnetization. The schematic presentation of ferromagnetic, 

antiferromagnetic and ferrimagnetic ordering are shown in Figures 1.6(b -d).  

 

 

Figure 1.6: Schematic presentation of (a) paramagnetic, (b) ferromagnetic, (c) antiferromagnetic 

and (d) ferrimagnetic ordering.  



Chapter 1 

P a g e | 10 

 

 

Loadstone or Fe3O4 (magnetite) is the most common naturally obtained substance 

belonging to this class of magnetic materials and commonly known as ferrites. The variation 

of magnetization (M) with an applied magnetic field (H) for various kinds of magnetic 

materials is presented in Figure 1.7, showing saturation magnetization (M s, maximum 

induced magnetization), remanent magnetization (M r, remaining magnetization after the 

magnetic field is removed) and coercivity (H c, magnetic field required to demagnetize the 

material). 

 

 

Figure 1.7: Magnetic behavior of materials under applied magnetic field.  

 

In cubic spinel structure , the divalent and trivalent cations on the octahedral (B) 

site interact directly with each other, whereas the interaction between the cations between 

the octahedral and tetrahedral (A) sites are mediated through the oxygen anions. In inverse 

spinel ferrites MFe2O4 (M=Fe, Ni)  the Fe3+ ions in A sites are aligned in antiparallel arranged 

with respect to the B sites, due to the strong superexchange interaction, JAB between these 

two sites. The divalent cations (M 2+) having unpaired electrons incline  to align themselves 

parallelly with the adjacent Fe 3+ ions in the octahedral site. Thus the M2+ ions are in 

ferromagnetic arrangement and contribut e in the net magnetization due to the nullification 

of magnetic contribution from the Fe 3+ ions in A and B sites. The exchange interaction JAB 

can be determined by Blochõs theorem31, which we will discuss later on.  

The magnetic properties of NMs are determined by two key issues, finite-size 
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effects and surface properties, giving rise to various exceptional features. Magnetic domains 

size, ranging between 10-1000 nm,  are comparable to the size of nanocrystals. If the crystal 

size of ferromagnetic material reaches SD upon scaling down the size of the NMs, 

demagnetization becomes harder as the spins get aligned with each other. For particle size 

lesser than SD dimension, the material show superparamagnetization as the force needed 

for spin alignment is not enough to overcome the thermal randomization in absence of an 

external field. We will discuss suparamagnetic behavior in detail later.  

The surface anisotropy in nanoscale is one order of magnitude higher than that in 

contrast to bulk materials. This is  due to the presence of a large number of superficial  ions 

in nanoparticles73. These disordered surface-spins are originated as they reside within an 

uncompensated coordination sphere due to broken bonds and vacancies, thus resulting in  

a magnetically harder  surface layer than the core of NMs. Various kind of magnetic 

anisotropy is discussed below, including surface anisotropy.  

1.5.1. Magnetic Anisotropy  

Magnetic anisotropy represents an energetically favorable direction for 

spontaneous magnetization relative to the exchange interaction and the crystal axis. In the 

absence of an external magnetic field this spontaneous magnetization direction is  called the 

ôeasy axisõ and the associated energy is named anisotropy energy. In a magnetic material, 

the magnetic anisotropy may arise due to the symmetry of crystalline lattice and also from 

the shape of a specific nanostructured material . Various sources of magnetic anisotropy are 

discussed below. 

1.5.1.1. Magnetocrystalline Anisotropy  

Magnetocrystalline anisotropy is  an intrinsic property of a material and  the most 

prominent contribution to the magnetic anisotropy originated from  the symmetry axis of 

the local atomic structure. It arises because of the spin-orbit interaction of the electrons and 

also depends on the crystal field splitting energy 74. Two models describe the magnetic 

anisotropy; (a) Neel model, which defines that magnetic anisotropy arises due to magnetic 

spin pair interactions between two magnetic ions 75 and (b) Single-ion or crystal field model 

which describes crystal field interactions with atoms that are not essentially magnetic 76. The 

magnetocrystall ine energy being associated with  the relative orientation of the total 
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magnetization with respect to the magnetic easy axis of the crystal, i.e. ȇ, the 

magnetocrystalline anisotropy energy can be expressed as, 

 
Ὁ ὠὑ ὑίὭὲ—  ὑίὭὲ—)                                       (1.4) 

where, Kn (n= 0, 1, 2 é) are the magnetocrystalline anisotropy constants. K0 is ȇ 

independent, arbitrary and thus an irrelevant parameter.  

In Fe3O4 (cubic crystal), the magnetocrystalline anisotropy can be expressed as 

a series expansion in terms of cube axes and magnetization direction, where only the 1 st two 

terms of the series expansion (K1 and K2) are sufficient to express the anisotropy energy in 

any arbitrary direction. Depend ing on the crystallographic orientation of the material, it 

reaches saturation at a different applied magnetic field. In hexagonal crystals, like hematite 

(‌-Fe2O3), the weak ferromagnetism lies in the basal plane, which is an easy plane of 

magnetization. M agnetization generally lies along the c-axis, which is the hard direction , 

leading to its antiferromagnetic  behavior at a lower  temperature. It is extremely difficult 

to flip the magnetization out of the basal plan into the direction of the  c-axis. With  

significant thermal excitation, these spins can tilt slightly along the basal plane , giving rise 

to ferromagnetic behavior of the material.  

1.5.1.2.  Shape Anisotropy  

In polycrystalline material has no crystalline anisotropy  due to the absence of 

any preferred direction . If the material is perfectly spherical , then the externally applied 

magnetic field will magnetize the material in every possible direction to the same extent. 

However, for material having non -spherical shape and preferential growth direction, it is 

easy to magnetize the material along the long axis in comparison to the short one. This kind 

of anisotropy is called shape anisotropy. Shape anisotropy becomes important in thin films 

and often produces in-plane alignment of moments. Here demagnetization field plays a 

significant  role, determin ing the actual field inside a sample. For shape anisotropy ὑ

‘ ρ σὈ ὓ Ⱦτ, where Dm is the demagnetization factor, which has values 0, 1/3 and 1  

for long cylinders, sph eres and plates respectively77.  

1.5.1.3. Surface Anisotropy  

Surface anisotropy, first introduced by Néel 75, is related to surface and interfaces of 
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NMs and is observed in materials with complicated structures and morphologies such as 

monolayer transition metal films, multi -layers, rough surfaces, and especially in smaller 

particles. As mentioned earlier, surface anisotropy in NPs is one order of magnitude higher 

compared to that in bulk , because of the randomization of  surface spins78. The effective 

anisotropy energy, Keff, for a spherical particle can be expressed as, Keff=Kb+(6/D) Ks, where 

Kb and Ks are the bulk (or volume)  and surface anisotropy constants, respectively, and D is 

the diameter of the particle. 

1.5.2. Saturation Magnetization (M s) 

M s represents the maximum probable magnetization of a magnetic material 

under an externally applied high magnetic field.  Saturation magnetization is the 

characteristic of ferromagnetic and ferrimagnetic material. Assuming each atom has an 

equal magnetic moment, Ms depends on the magnitude of magnetic moment and the 

density of atoms. The size and synthesis procedure of NMs are also found to affect M s . For 

various reasons Ms in NMs decreases as the material dimension moves from bulk to nano. 

Gangopadhay et al79 showed that the M s reduction is due to the formation of a disordered 

nonmagnetic shell layer over the magnetically aligned core in NMs. On the other hand , 

Parker et al80 showed that the spin canting occurs in nanoscale due to quantum size effects. 

Besides, temperature dependence of Ms is found to follow Blochõs T3/2 law in bulk material, 

but NMs show deviation from this T 3/2 behavior.  

1.5.3. Exchange Interaction and Blochõs Theorem 

In spinel ferrites, the intra -site interactions (JAA , A-O-A and JBB, B-O-B) are direct-

exchange types and the inter-site interaction (JAB, A-O-B) is super-exchange type, where the 

interactions between 3d cations are mediated through the non-magnetic oxygen anions. In 

inverse spinel ferrite, such as Fe3O4, in addition to antiferromagnetic exchange interact ion, 

there is ferromagnetic double-exchange interaction mediated by the spin-down t 2g electrons 

hopping between mixed -valent Fe ions on the B sites, shown schematically in Figure 1.8. As 

pointed out by Néel 81 in the simplest model ferrimagnetism in Fe 3O4 with high T C is 

obtained without any DE interaction for large J AB>>JBB, JAA  forcing an antiparallel alignment 

of the moments on the A and B sites. The net magnetization in Fe3O4 is contributed by the 

divalent Fe cations due to the nullification of magneti c contribution from 
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antiferromagnetically coupled Fe 3+ ions. Later on, Néel model has been extended by Yafet 

and Kittel 82, suggesting the B sublattice to be subdivided into two Fe B
2+ and FeB

3+ sublattices. 

They showed that on weakening JAB and strengthening JBB, the B site magnetic moments are 

no longer rigidly parallel to the A site moments. The stronger B -O-B super-exchange 

interaction results in spin canting expressed by a finite Yafet-Kitte l angle, thus reducing M s. 

Hence it is understood that the magnetic properties of spinel ferrites can be tuned and well 

understood by taking into account the ferromagnetic double -exchange interaction of the B 

sublattice competing with the antiferromagnetic  super-exchange interaction. 

 

 

Figure 1.8: Schematic diagram of (a) antiferromagnetic interaction in Fe3O4 and (b) the spin-

down t 2g electron hopping between mixed -valent Fe ions on the B sites. 

 

JAB can be calculated experimentally from the fitting of Blochõs law in Ms vs 

temperature curve. In general, at temperatures well below T C, the temperature dependence 

of M s follows Blochõs law, 

                                      ὓ = ὓ π ρ ὄὝ                                              (1.5) 
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 where M s(0) is Ms at T=0 K, B is the Bloch constant and b is the Bloch exponent which is 

3/2 for a three dimensional system 83,84.  In small nanoparticles, a deviation from Blochõs law 

is observed. Bloch exponent is found to be strongly dependent on the size of the particles, 

their chemical composition and synthesis route but independent of the structure of the 

nanoparticles. From the B values, the exchange constant between A and B sites (JAB) can be 

calculated using the following equation 31,85  

                   

     ὐ
 Ȣ Ⱦ                            (1.6) 

where, for Fe3O4, SA and SB1 are the spins of Fe3+ ions (S=5/2) and SB2 is the spin of Fe2+ ions  

(S=2).  

 

1.5.4. Magnetic Domain Theory and Superparamagnetism  

The ultimate  perception of ferromagnetism and ferrimagnetism is dependent on 

magnetic domains. Each magnetic material consists of small regions with uniform 

magnetization i.e, the magnetic moments in each domain are aligned in the same direction. 

Each domain has a size ~1-100õs mm and they are separated by domain walls, where the 

magnetic moments much change direction from on e domain to that in the other one. 

Magnetic domain walls are of finite size and it depends on the exchange and 

magnetocrystalline energy. Depending on the size of the domain, magnetic behavior can be 

divided into three ranges 86. 

Large-sized particles contain multidomain (MD) configuration and with an 

increase in size, they behave as bulk material. In these MD particles, the main reasons 

behind the magnetization reversal are domain wall motion and nucleation. With a decrease 

in particle size, the domain or grain size also reduces and a critical size is achieved, where 

the grain cannot accommodate a boundary . Below this critical size, the grain contains an 

SD. An SD grain is uniformly magnetized to saturation and magnetically hard with high H c 

and M r. If the grain size is reduced further with the SD regime, another critic al threshold  is 

reached below which  H c and M r become zero. In this condition the domain or grain 

becomes superparamagnetic (SPM), where the magnetic relaxation can be characterized by 

Néel-Arrhenius equation 78,87, expressed as 
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                                        Ὢ Ὢ ÅØÐ                                                 (1.7) 

where, f0 is the Larmour frequency ranging between 109-1012 s-1, K is anisotropy constant, V, 

particle volume, kB, Boltzmann constant and T is the absolute temperature. As the size of 

the particles is too small, small anisotropy energy (EA=KV) permits  the magnetization to 

fluctuate between energetically favorable up and down  states under slight  thermal 

agitation. This means SPM particles behave paramagnetically, however, their 

magnetization is much higher than characteristic paramagnets and hence the term 

superparamagnetism, denoting a much higher susceptibility as compared to simple 

paramagnet, as shown in Figure 1.7. In SPM particles, the total magnetic moment in absence 

of any magnetic field and at T > 0 K will average to Zero.   

The exponential dependence of the relaxation time on V and T makes it possible 

to define a TB (at constant volume), or blocking volume V B, (at constant temperature) at 

which the magnetization goes from an unstable condition (1/ f0 <<t) to a stable one (1/ f0 

>>t). Superparamagnetism is identified by three characteristics of magnetization curves. A 

SPM magnetization curve has zero Hc and M r, the existence of TB below which 

ferromagnetic order reappears and magnetization curves superimpose when plotting as 

H/T above T B. 

1.5.5. Hysteresis  

Magnetic hysteresis loop is the plot of magnetization under an applied magnetic 

field. The hysteresis behavior i.e., the inability to trace back the same magnetization curve 

is related to the presence of domain in the material and it is the most common method to 

study the bulk property of that particular material. When the magnetic domains are 

magnetized in a certain direction, some energy is needed to turn them back again. This 

property is important for memory capacity of devices for audio recording or magnetic 

storage of data on computer disks. The easy magnetization directions in an SD particle 

depends on the magnetic anisotropy and these easy directions are separated by an energy 

barrier. These barriers are easily overcome by thermal fluctuations on atomic scale. 

However, on nano or macroscopic length scale excitations are too weak to overcome the 

energy barrier and this  is defined as hysteresis. H c represents the magnetic field  strength 

required to reduce M r to zero. The most useful information obtained from the hysteresis 
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loop is the maximum energy product, i.e., the product of maximum field (H max) and 

maximum magnetization (M max), which is a measure of maximum work done by a magnetic 

material. For SD non-interacting particles, Stoner and Wohlfarth theoretically showed that 

H c is related to Ms and K, following the relation, H c=2K/M s 
88. 

 

1.5.6. Magnetic Relaxation  

Magnetic relaxation is the approach of a magnetic system to equilibrium upon 

removal or changing of the applied magnetic field. In nanoscale , this spin flipping to the 

steady-state condition and the reversal time depends on several parameters such as 

temperature, frequency in case of ac magnetic field, anisotropy energy etc. Magnetic 

relaxation is interesting to study the ability of a material to store the magnetization in time 

duration, for example in permanent magnets. For an assembly of magnetic particles, 

magnetic relaxation time (†) is found to follow the Néel-Arrhenius equation  

 

                                     † †ÅØÐ                                                        (1.8) 

where, † is the Arrhenius pre -factor. By fitting equation 1.8 in the ac 

susceptibility vs T curve the relaxation time of the magnetic particles can be determined. 

However, Néel -Arrhenius law is applicable for independently relaxing magnetic particles 

assembly. For interacting magnetic particles systems forming magnetic cluster or spin -glass 

system another model was proposed, Vogel-Fulcher law 89, expressed as  

 

                                          † †ÅØÐ                                             (1.9) 

 † is the characteristic relaxation time and  T0 is the characteristic temperature, which is the 

measure of the interparticle interaction energy. By analyzing the fitting parameters the 

relaxation mechanism of the magnetic particles assembly and their temperature and 

frequency dependence of magnetic behavior can be understood.  

1.6. Dielectric Properties  

Since the introduction of ferrites as high permeability core materials, due to their 

high resistivity and low eddy current loss, magnetic properties of ferrites have attracted 
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immense interest from  material scientists. Their dielectric characteristics become important 

because of the expanding interests of ferrites in microwave frequencies (1-40 GHz). 

Materials can be classified into conductor, semiconductor and insulator depending on their 

conductivity, wherea s depending on the polarizability they are characterized into dielectric, 

paraelectric and ferroelectric90. In general, ferrites belong to the semiconductor and 

dielectric range. The study of complex dielectric properties of materials in the radio 

frequency (RF) and microwave frequency range is very important due to its relevance in 

communication technology, microwave circuit design and bio -medical fields 91. Besides, ac 

measurements provide insights into the ionic conduction mechanism of the systems, wh ich 

cannot be obtained from the less informative dc measurements. Thus ac techniques are 

employed to study the material properties such as bulk conductivity, grain and grain -

boundary effect, ionic transport and double -layer formation at the electrode/sampl e 

interface92. Dielectric properties of a material such as dielectric permittivity, conduction and 

relaxation mechanisms depend both on external parameters such as frequency, 

temperature, pressure, humidity as well as the on the internal parameters like molecular 

structure, surface effects and orientation of the material93,94. For instance, Fe3O4 shows high 

conductivity as compared to ZnFe 2O4 due to the presence of both divalent and trivalent Fe 

ions on the octahedral sites in Fe3O4, whereas the high resistivity in ZnFe 2O4 is attributed to 

the occupation of Zn2+ ions replacing Fe2+ ions on B sites and thus reducing conductivity 

due to reduced hopping between Fe2+ƄFe3+ ions69. In the following section , important 

aspects related to the dielectric properties of a material is discussed.  

1.6.1. Impedance Spectroscopy  

Impedance spectroscopy is a powerful technique for determining the dielectric 

property of a material by analyzing its dielectric permittivity (Ȅ), ac conductivity (Ȓac), 

impedance (Z), admittance (Y), transport phenomena, interfacial capacitance and mobility 

of charge carriers95. In this technique, dielectric property of a material is measured as a 

function of frequency, based on the interaction of the electric dipoles of the sample with the 

externally applied electric field. It involves phase -sensitive measurement of current and the 

corresponding voltage applied to the material under test. Under the application of an ac 

electric field with strength far less than the breakdown voltage is appli ed, the impedance 

(Z) of the sample in the time domain can be expressed as a ratio of voltage (V) and current 
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(I), following Ohmõs law. 

 
                                     ὠὸ ὠÅØÐὮ‫ὸ                                                (1.10) 

                                     Ὅὸ ὍÅØÐ Ὦ‫ὸ                                                 (1.11) 

                ὤ‫ ȿὤȿὅέί—Ὦ ȿὤȿὛὭὲ—ὤ Ὦὤᴂᴂ                                  (1.12) 

Z  and Z  are the real and imaginary parts of impedance, respectively, named as 

resistance and reactance.  Impedance (Z) is defined as the total opposition a material offers 

to the flow of an alternating current at a given frequency. Impedance can be expressed using 

the rectangular coordinate form, as shown in equation 1.12 or in terms of magnitude and 

phase angle, ȿ:ȿ and q respectively. The mathematical relation between :, Z , ȿ:ȿ and q can 

be expressed as  

                                        ὤ  Ѝ: :                                                               (1.13) 

                                       — ὸὥὲ                         (1.14) 

The reciprocal of impedance is called admittance (Y) and can be expressed as  

 

                                       ὣ                                                           (1.15) 

Impedance is practically useful for representing a series connection of resistance and 

reactance, where Z can be expressed as a sum of these two parameters, whereas for parallel 

connection of : and Z , Z can be expressed using the flowing equation 

 

                         ὤ  Ὦ                                                        (1.16) 

There are two types of reactance, capacitive (:C) and inductive (:L), where :C=1/(2“Ὢὅ 

and :L= ς“Ὢὒ. Here f is the frequency, C represents capacitance and L is the inductance.  

To find the impedance we need to measure at least two values, one real and another 

imaginary and these values are then converted to the desired parameters such as |Z|, q, :, 

:, C, L. We have studied the variation of |Z| and q with the applied electric f ield frequency 

and calculated the dielectric properties of the sample specimen by analyzing :, :, real and 

imaginary parts of dielectric permittivity (Ȅ and Ȅ respectively), dielectric loss (tand) and 

ac conductivity (Ȓac). The dielectric parameters can be calculated by utilizing the following 
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equations 

 

                                   ‐                                   (1.17) 

                              ‐                                                   (1.18) 

                                        ÔÁÎ‏                                                                   (1.19) 

                                                            „ (1.20)                                                             ‐‐‫ 

where, w is the angular frequency, ‫ ς“Ὢ, C0 is the capacitance of air, defined as ὅ  

(A and d is th e area and thickness of the sample respectively) and ‐ is the permittivity of 

vacuum.  

‐ represents the amount of dipole or charge alignment due to polarization and ‐ 

represents the energy amount to align the dipoles or move the ions. Loss tangent (tand) is 

the measure of the amount of energy loss in the process of polarization and dielectric 

relaxation in the material.  

Frequency dispersion of dielectric permittivity can be expressed by Debyeõs 

dispersion equation 

 

                     ‐ ‐ᴂ  and ‐                                     (1.21) 

where, ‐ᴂ and ‐ᴂ are the dielectric permittivity values at high and low frequencies 

respectively and  † is the relaxation time constant. ‐ decreases with an increase in due to ‫ 

the mismatch between dipole characteristic frequency and the applied electric field 

frequency. However ‐ becomes maximum at ‫ ρȾ†, where the oscillating dipoles are 

coupled with the oscillating electric field and absorb maximum electric energy. There are 

non-Debye type materials that do not follow the ideal Debye dispersion showing a broad 

dielectric loss peak. This non-Debye type behavior can be explained by Cole-Cole, 

Davidson-Cole and Havriliak -Negami empirical expression 96. Dielectric permittivity of a 

material increases with an increase in temperature due to the increased dipolar 

characteristic frequency at high temperatures. The dielectric polarization of ferrites is 

discussed below in detail.  
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1.6.2. Dielectric Polarization  

When a dielectric material is placed in an electric field, the electric charges do 

not flow similar to conductor, instead , the positive and negative ions or charge-centers shift 

from their equilibrium position casing polarization. The positive charges move in the 

direction of the electric field and the negative charges in the opposite direction, causing an 

internal electric field in the material and thus reducing the overall electric field within the 

dielectric. In spinel ferrites , the cations are surrounded by closed pack oxygen anions. Due 

to the applied oscillating electric field , the center of cations gets shifted with respect to the 

center of anions in oscillating motion 97. The anions and cations displace or drift through the 

grain regions and accumulate in the grain boundary resulting in polarization. The migration 

of charge carriers as well their accumulation, hence various dielectric properties of spinel 

ferrites, depends on the cation placement in A and B sites. Besides, the hopping of charge 

carriers between the divalent and trivalent cations in the B sites may contribute to dielectric 

polarization 91: 

 
                         ὓ ὊὩ ᴾὓ ὊὩ Ὁ                                    (1.22) 

where, Ὁ is the activation energy required for the electron to hop the energy barrier.  

There are various sources of dielectric polarization in spinel ferrites, as discussed below. 

1.6.2.1. Electronic Polarization  

Electron clouds displace relative to the nucleus upon applied electric field 

causing polarization. The required time for this type is the lowest (~10 -15 s) and thus it occurs 

at high-frequency range at ~ 1015 Hz.   

1.6.2.2. Atomic Polarization  

Atomic p olarization takes place when adjacent positive and negative ions 

ôstretchõ under an applied electric field. This is also a fast process with a required response 

time ~ 10-13 s, effective at THz and microwave frequencies. Along with dielectric relaxation, 

at high frequency, resonance-type dielectric response takes place in the dielectric system98.  

1.6.2.3. Dipolar Polarization  

Dipolar polarization occurs when permanent dipoles respond to the applied 



Chapter 1 

P a g e | 22 

 

 

electric field. This is also called orientation polarization and typically requires 10 -9 s 

response time. 

1.6.2.4. Interfacial Polarization  

Interfacial or space-charge polarization takes place due to the accumulation of 

charge carriers at the interface or boundary of the inhomogeneous dielectric material. With 

an increase in temperature, this kind of polarization enhances due to the accumulated more 

thermally activated charge carriers at the interfaces. The operating frequency range of space 

charge polarization is below 107 Hz at room temperature and it can be described best with 

the Maxwell -Wagner model and Cole-Cole plot or Nyquist plot, described later on.    

As the electric frequency increases the slow mechanism drops out leaving the fast 

mechanisms to contribute to dielectric permittivity. The frequency dependence of ‐ with  its 

real and imaginary components is shown in Figure 1.9.   

 

Figure 1.9: Variation of real and imaginary parts of dielectric permittivity with frequency.  

1.6.3. Maxwell -Wagner Model  

C.G. Koops99 suggested a simple model to describe the frequency dispersion of 
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dielectric polarization for inhomogeneous dielectric material, showing the well -conducting 

grains in ferrites are separated by low conducting boundaries, shown in Figure 1.10, which 

was intr oduced by Maxwell -Wagner. Under the application of an external electric field, the 

charge carriers easily drift through the grains and accumulate at the resistive grain 

boundaries, producing high ȄŹ at low frequencies. The opposition to the charge movement 

would cause relaxation of dipoles to the polarizing field which causes a finite phase 

difference with the field. After a sufficiently high characteristic cut off frequency, the phase 

lag becomes prominent and hence ȄŹ decays.  

 

 

Figure 1.10: Schematic of Maxwell -Wagner grain and grain boundary model.  

1.6.3.1.  Cole-Cole Plot and Equivalent Circuit Model  

Cole-Cole plot (plot of Zõ vs Zõõ) portrays the Maxwell-Wagner two-layer 

model. It represents the electrical processes taking place within the system and also suggests 

the relaxation mechanisms. A Cole-Cole plot or Nyquist plot of Fe 3O4 NHSs system is 

shown in Figure 1.11. For Debye type material perfect semicircular curves are obtained. 

However f or non-Debye type systems, distorted semicircles can be observed, where the 

contributions from measuring leads are also may be present. The Zõ vs Zõõ plots can be fitted 

with an equivalent circuit model as shown in the inset of Figure 1.11.  From the fitti ng 

parameters, the resistive and capacitive effect of the grains and grain boundaries can be 

obtained.  
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Figure 1.11: Cole-Cole plot between the real and imaginary part of impedance, fitted with 

equivalent circuit model shown in the inset.   

 

1.6.4. Conductivity  

In ferrites , electrical conduction takes place due to the hopping of spin -down 

itinerant electron s between the divalent and trivalent cations. As the applied electric field 

frequency increase, conducting grains become active and hopping becomes more 

prominent, thus gradually increasing the ac conductivity with frequency. As the conduction 

becomes prominent due to hopping polarization decreases.   The frequency dependence of 

„  can be expressed using Johnsonõs universal power law100 

                              
          „  ‫ȟὝ „ Ὕ ὃ‫ (T)                                               (1.23) 

Here, „  is the frequency-independent dc part of conductivity where conduction takes 

place due to drifting of the charge carrie rs, A is a material dependent parameter and n is a 

temperature-dependent parameter. Values of n vary between 0 < n < 1, depending on the 

mechanism of conduction. Thermal excitation facilitates hopping of charges by increasing 

mobility of charge carriers and carrier concentration. At high temperature s along with 

electron hopping polaron hopping may also take place. From the nature of variation of n 

with temperature , the conduction mechanism in the dielectric system can be obtained. The 

activation energy for electrical conduction can be obtained from the ln „  vs 1/T plot, fitted 
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with Arrhenius law.  

1.7. Microwave Absorption Properties  

The demand for  ferrites is increasing rapidly for high -frequency application s with 

the evolution of technology from  wireless information transfer to radar communication 41,101. 

The frequency band designation of EM spectra is shown in Figure 1.12. This high demand 

for  ferrites is owed to their high electrical resistivity. Unlike metallic magnetic particles, 

ferrites allow penetration of EM waves inside the material and provide low eddy current 

loss by increasing the scope of application in high-frequency regime. For the application of 

ferrites as microwave absorbers, lossy materials with broad resonance bandwidth and 

proper matching of relative permittivity ( ‐ ‐ Ὥ‐ᴂᴂ and permeability (‘ ‘ Ὥ‘ᴂᴂ is 

required.  

With the advancement of technology the usage of high-frequency electromagnetic 

devices various unwanted side effects such as electromagnetic interference (EMI) became 

an issue to be concerned for102. This is not only harmful to birds, but also affect human 

health. Thus electromagnetic absorbers (EMA) are needed to reduce electromagnetic 

pollution and shield unwanted EM waves. From the 19th century, there is enormous use of 

EMA material in military field for ôstealth technologyõ to make the aircraft and ships 

invisible towards radar detection 103,104. However, the main drawback of EMA materials is 

the heavy weight of ferrite fi llers in the polymer matrix, whereas for practical applications 

thin, lightweight, inexpensive efficient EMA materials are desired 105. To achieve this, 

ferrites with nano -hollow spherical morphology can be an excellent candidate for EMA due 

to their  low density and excellent magnetic, and dielectric properties.  

Over the years various methods have been developed to measure permeability and 

permittivity, which include open -ended co-axial probe method, free-space method, cavity 

resonators, full-body resonance techniques, and transmission line techniques106. Each 

method has its range of applicability with some intrinsic limitations. Among these 

transmission-line techniques are the simplest and relatively accurate way of measuring the 

permeability and permit tivity of EMA materials. Outline of the transmission line technique 

along with the related EM theory is discussed in the following section.  
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Figure 1.12: Frequency band designation of EM wave spectra. 

1.7.1. Related Electromagnetic Theory  

Maxwellõs equations provide a foundation for practical applications of guided waves and 

transmission line. Moreover, the propagation of EM waves in a material can be described 

by Maxwellõs equations, expressed as: 

 

ᴆɳȢὈᴆ ”       (1.24a) 

ᴆɳȢὄᴆ π       (1.24b) 

ᴆɳ Ὁᴆ
ᴆ
        (1.24c) 

ᴆɳ Ὄᴆ ὐᴆ
ᴆ
      (1.24d) 

Here, Ὀᴆ ‐Ὁᴆ ὖᴆ ‐Ὁᴆ, is the electric flux density, ὄᴆ ‘ Ὄᴆ ὓᴆ ‘Ὄᴆ, is the 

magnetic flux density, ” is the free charge density and ὐᴆ „Ὁᴆ represents the current density. 

Orientation of ὉᴆȟὌᴆȟὯᴆ vectors for a general plane wave is shown schematically in Figure 1.13. 

Ὄᴆ can be expressed in terms of Ὁᴆ as, 

 

Ὄᴆ
ρ

Ὥ‘‫
ᴆɳ ὉᴆὩ ᴆȢᴆ 
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           Ὧᴆ ὉᴆὩ
ᴆȢᴆ 

           ὲ Ὁᴆ         (1.25) 

Considering Ὁᴆ ὉÃÏÓ‫ὸ •ὼ, Maxwellõs equations can be written as, 

 

ᴆɳȢὈᴆ ”     (1.26a) 

            ɳᴆȢὄᴆ π     (1.26b) 

     ɳᴆ Ὁᴆ Ὥ‫ὄᴆ     (1.26c) 

           ɳᴆ Ὄᴆ ὐᴆ‫Ὀᴆ ὐᴆ     (1.26d) 

For the propagation of ac EM wave in a material , permittivity becomes complex. In this 

scenario eq. 1.26(d) can be written as 

 

ᴆɳ Ὄᴆ ὐᴆ‐‫ Ὥ‐ Ὁᴆ „Ὁᴆ        (1.27) 

and dielectric loss tangent can be defined as  

 

ÔÁÎ‏              (1.28) 

Solving for E and H from equations 1.26(c) and 1.26(d) gives Helmholtz equations 

 

ᴆɳ ᴆɳ Ὁᴆ Ὦɳᴆ‘‫ Ὄᴆ Ὁᴆ     (1.29a)‐‘‫ 

ᶯὉᴆ Ὁᴆ‐‘‫ π      (1.29b) 

Ὧ ‫Ѝ‘‐ is defined as the propagation constant (also known as the phase constant or wave 

number) of the material medium. For plane wave in a lossy medium the general wave 

equation for E becomes, 

 

ᶯὉᴆ ρ‐‘‫ Ὥ Ὁᴆ π        (1.30) 

The complex propagation constant for the medium can be defined as 
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‎ ‌ Ὦ‍Ὦ‫Ѝ‐‘ρ Ὦ                      (1.31) 

Where a is the attenuation constant and b is the phase constant. When an EM wave enters 

the EMA material, the wave decays exponentially with dis tance z by the factor Ὡ . In low 

conductive ferrites a  can be expressed as 

 ‌ Ὦ‍Ὦ ‘‐ ‘‐ Ὦ‘‐ ‘‐    (1.31) 

‌
Ѝ

‘‐ ‘‐ ‘‐ ‘‐ ‘‐ ‘‐   (1.32) 

From eq. 1.25 and the modified Helmholtz equation, relation between magnetic and electric 

field can be expressed as, 

(ᴆ %ᴆ     (1.33) 

Here –  is the intrinsic impedance of the conducting medium. In materials with 

high conductivity e.g., metal, the EM wave cannot penetrate the material due to the 

occurrence of much lower skin depth ‏ ρȾ‌  . The average power (Pl) dissipated 

in a lossy medium due to conductivity, dielectric and magnetic losses is  

                                         ὖ Ὁ᷿Ὠὺ ᷿‐Ὁ ‘Ὄ Ὠὺ       (1.34) 

It is to be kept in mind that the contribution from domain wall resonance and magnetic 

hysteresis is less important in low field and high frequencies ( f >100 MHz in ferrites). 

However , the eddy current loss and characteristic ferromagnetic resonance are much 

prominent in GHz range 107.  

When an EM wave, propagating in the z -direction, incidents on a material surface, 

some part of the wave reflects from the surface and some passes through the medium. For 

normal incidence (as shown in Figure 1.14) the expressions for an incident (E i, H i), reflected 

(Er, Hr) and transmitted (E t, H t) waves will be, 
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(at z < 0)     %ᴆ ὼὉὩ      (1.35a) 

            (ᴆ ώ ὉὩ       (1.35b) 

%ᴆ ὼɜὉὩ       (1.35c) 

(ᴆ ώ ὉὩ       (1.35d) 

(at z>0)    %ᴆ ὼὝὉὩ       (1.35e) 

         (ᴆ ώ ὉὩ            (1.35f) 

Here ɜ is the reflection coefficient, T is the transmission coefficient and h0 represents the 

intrinsic impedance of free space (~377 W). Applying boundary conditions to make the 

tangential components at z=0 continuous, we obtained  

ρ ɜ Ὕ       (1.36a) 

ρ            (1.36b) 

By solving equations 1.36a and 1.36b, ɜ and T can be expressed as 

ɜ          (1.37a) 

Ὕ ρ ɜ        (1.37b) 

Reflection loss (RL) related to the reflected power from the material is defined from ɜ value 

and can be expressed as Ὑὒ in Ä" ςπÌÏÇ ȿɜȿ. The sign of RL is taken negative in this 

thesis as per convention. 
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Figure 1.13: Orientation of the ╔ᴆȟ╗ᴆȟ▓ᴆ ▓▪ vectors for a general plane wave. 

1.7.2. Transmission Line Analogy  

When the EM wave gets confined to a waveguide, resonator or optical fibre, 

different transverse modes are associated considering the boundary conditions of 

transmission lines. These transmission lines consist of one or more conducting lines. The 

circuit elements related to such lines are series resistance (R), series inductance (L) from the 

conductors, shunt capacitance (C) for the parallelly placed lines and an addition shunt 

conductance (G) from added load108. In transmission lines, the voltage and current can vary 

appreciably over its length, in terms of magnitude and phase. Besides, transmission lines 

are compact, economic, and can be easily integrated with active circuit devices, making it 

important for microwave circuits and devices analysis. Transmission lines consisting of two 

or more conductors can support only transverse electromagnetic (TEM) waves, 

characterized by the lack of longitudinal components. However, the waveguide s consisting 

of a single conductor, support transverse electric (TE) and/or transverse magnetic (TM) 

waves, with the presence of longitudinal electric and magnetic components respectively.  

1.7.2.1. Rectangular Waveguide  

The dominant propagation mode in a rectangular waveguide with breadth ôaõ and 

width ôbõ (a > b) is the TE10 mode and it depends on the longer side ôaõ. TM mode can also 
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propagate through the rectangular waveguide, but its cut off frequency is much higher than 

the TE mode. However, it cannot support TEM mode being a closed conductor. Rectangular 

waveguides are generally used to transfer large amount of power in high -frequency and 

materials properties can be achieved more accurately in this kind of waveguides. A 

rectangular waveguide and field propagat ion through the waveguide are shown 

schematically in Figure 1.15. 

 

 

Figure 1.15: Geometry of a rectangular waveguide and field lines for TE10 mode. 

1.7.2.2.  Coaxial Airline  

The coaxial airline is a broad band waveguide with no restrictions in frequency. Both TE 

and TM can propagate through a coaxial airline. More interestingly, TEM mode has no cut -

off frequency in this kind of waveguide and it is the dominant propagation mode. 

Furthermore, coaxial airline is also shielded like rectangular waveguide s and can be used 

at high frequencies. Field lines in the coaxial waveguide are shown in Figure 1.16. 

 

 

Figure 1.16: Geometry of a coaxial line and field lines for TEM mode.  
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1.7.3. Scattering Parameters  

Microwave network analysis interconnects both the EM field theory and circuit 

analysis. At microwave frequencies, as the measurement of voltage or current is difficult, a 

clearly defined terminal pair is desired. Impedance, admittance, scatterin g matrices of 

circuit theory are usually incorporated as these terminal or port quantities. For a multiple -

port network, impedance, admittance and scattering parameters in matrix form are 

expressed respectively, 

 
ὠ ὤ Ὅ     (1.39a) 

Ὅ ὣ ὠ     (1.39b) 

ὠ Ὓὠ     (1.39c) 

For transmission lines, at microwave frequencies, direct measurement of Y or Z 

parameters is tough due to the inaccessibility of apparatus to measure port current and 

voltage directly, and difficulty of obtaining perfect opens or shorts. Under these 

circumstances, direct measurements with the concepts of incident, reflected, and 

transmitted waves are given by the scattering matrix. A specific element of the scattering 

matrix can be obtained as, 

 

Ὓ
ȟ

      (1.40) 

Ὓ  is the ratio of reflected or transmitted wave amplitude ὠ  coming out of port i, while the 

incident wave at port j is voltage ὠ . For a two-port network , the scattering parameters (S 

parameters) are S11, S21, S12 and S22. A schematic representation of a 2-port network defining 

the S parameters is shown in Figure 1.16. The expression for 2-port S-parameters is, 

 

 
ὦ
ὦ

Ὓ     Ὓ
Ὓ     Ὓ

ὥ
ὥ

       (1.41) 

Here S11 and S22 are the forward and reverse reflection coefficients and S21 and S12 are the 

forward and reverse gains respectively. 
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1.7.4. Nicholson -Ross-Weir Algorithm  

Microwave properties measurements using reflection or transmission line 

technique involves the analysis of two -port S parameters in a vector network analyser 

(VNA), by placing the sample in a section of a waveguide or coaxial airline. The conversion 

of S parameters to complex permittivity and permeability is calculated by solving equations 

using different algorithm s. Nicholson-Ross-Weir (NRW) method is the most commonly 

used algorithm for measuring both ȋ and Ȅ values. The determination of ȋ and Ȅ values 

usually proceeds by solving a transcendental equation that involves the sample length, 

sample position, and reflection coefficient109.  

The phase ambiguity is the main problem of the NRW method which makes the 

solution not entirely analytical. Difficulties such as numerical singularities can occur at 

frequencies corresponding to integral multiples of one half wavel ength (Ȋ/2). This problem 

can be solved by using very thin samples. Besides, air gap and over-molding are two major 

issues in transmission line techniques106. Among the possible ways to rectify the problems, 

the polynomial fitting technique is a newer me thod that assumes a functional relationship 

between the material properties and the measurement frequency. The functional 

relationship is assumed to be an nth order polynomial.  

Gaps between the sample holder and sample either may be corrected with gap-

correction formulas or a conducting paste can be applied to external surfaces of the sample 

that are in contact with the sample holder. Air gap s in between interfaces can be considered 

as layered capacitors106. This approach assumes that the gaps between the transmission line 

and sample are effectively modelled by a set of capacitors in series. 

For a coaxial line,  

 

ὅ         (1.42) 

Solving for Ȅ provides, 

‐ ‐            (1.43a) 

‐ᴂᴂ‐ᴂ            (1.43b) 

Modelling transmission line as a series of inductors for the E-field gap, 
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ὒ ὒ ὒ             (1.44) 

Where c, m and air represents corrected value, measured value and air space. For a coaxial 

line, 

ὒ ‘ÌÎ ὈȾὈ                  (1.45) 

Thus the corrected permeability can be written as, 

 

‘ ‘      (1.46a) 

‘ ‘      (1.46b) 

Where, 

ὒ ÌÎ ÌÎ     (1.47a) 

ὒ ÌÎ      (1.47b) 

ὒ ÌÎ      (1.47c) 

At higher frequencies, a frequency-dependent term should be included with this correction. 

For, rectangular waveguide, considering the same models and H-field gap, the corrected 

values for ȋ and Ȅ are, 

 

‐ ‐ᴂ     (1.48a) 

‐ᴂᴂ‐ᴂ     (1.48b) 

‘ ‘     (1.48c) 

     ‘ ‘      (1.48d) 

1.7.5. EM Absorption By A Single Layer Shielding Material  

Shielding efficiency (SE) of an EM absorbing material is defined as the amount of 

EM energy obstructed by the material while passing through it. The diagram of an EM wave 
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normally incident on an absorber and possible interactions with the material is shown in 

Fig. 1.17. A normally incident EM wave (E I) usually (a) partially reflects at the air -absorber 

interface, denoted as ER, which can be detected by S11-OPEN, (b) partially penetrates through 

the material, labelled as ET and detected by S21, and (c) partially attenuates in the material, 

EA. Thus the whole attenuation process is contributed by reflection, transmission and total 

internal reflection and the corresponding shielding efficiencies are denoted as SER, SEA and 

SEM respectively105,110. Hence the total SE can be expressed as, 

 
                ὛὉὨὄ ρπÌÏÇ ὖȾὖ ὛὉ ὛὉ ὛὉ     (1.49) 

Where Pt and PI represent the transmitted and incident power of the EM wave respectively.  

The SE components are defined as, 

 

ὛὉ Ὠὄ ρπÌÏÇ ρ Ὑȟ whereȟὙ ȿὛ ȿ     (1.50a) 

and  

ὛὉ Ὠὄ ρπÌÏÇ ὝȾρ Ὑ ȟ whereȟὝ ȿὛ ȿ                     (1.50b) 

Combining equations 1.49 and 1.50, and neglecting the minute effects of total internal 

reflections, SE can be written as, 

 
ὛὉὨὄ ςπÌÏÇ ȿὛ ȿ      (1.51) 

SER is related to the relative impedance mismatching between the material and EM wave. 

On the other hand, absorption loss is caused by the ohmic loss and heating due to the 

induced current in the material. The RL property can be directly measured from S 11-SHORT, 

which is in accordance with the value calculated from the transmission line theory 111. At a 

quarter wavelength thickness of the absorbing material, EM waves interfere destructively. 

This matching thickness (tm) is important for fabricating the proper thickness of the absorber 

material with maximum shielding. This thickness can be interpreted from the quarter 

wavelength model as, 

 

ὸ
ȿ ȿ

ὲ ρȟσȟυȟȣ             (1.52) 

where for odd values of n, reflected waves from two interfaces of the absorber become out 

of phase. Therefore, by optimizing the material parameters and thickness, RL can be tuned 
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for particular frequencies. Throughout the years, various materials such as carbons, metal 

powders, ferri tes, oxides or polymers are merged, coated, doped into each other to get 

essential features, and even different fabrication techniques and synthesis procedures are 

verified to tune the characteristic parameters41,112ð117.  

 

 

Figure 1.17: Schematic diagram of reflected and transmitted waves when an EM wave is 

incident on an EMA material.  

 

1.8. Magnetorheology  

1.8.1. Magnetorheological Fluid and Magnetorheological Effect  

The term Rheology comes from the Greek word òrheosó, which means flow. 

Rheology is the study of flow and deformation of a material under externally applied force 

and describes the liaison between force, deformation and time. In magnetorheology, the 

external force is magnetic. MR fluid is a classic smart material consisting of suspended 

micron -sized magnetic particles in the carrier fluid. These smart fluids undergo reversible 

and very fast (in a fraction of millisecond) change s in viscosity up to several orders of 

magnitude under applied magnetic field condition s from liquid to solid -like state, called 
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MR effect118. This unique property makes MR fluid an excellent candidate for application in 

mechanical systems where active control of vibration and transmission of torque is 

required, such as shock absorbers, brake, clutch, seismic vibration control, limb joints 119ð124. 

This outstanding property of MR fluids is also applied in a magnetic field controlled heat 

transfer125,126, bio-medical applications 127, polishing devices128ð130, sound propagation 131, 

isotheral magnetic advection132 and chemical sensing applications133ð135. 

MR fluids are prepared by dispersing large amount s (up to 50 vol%) of solid 

magnetic particles with high saturation magnetization in a non-magnetic carrier liquid.  

Carbonyl iron particles are the most commonly used component of MR fluids due  to its 

high saturation magnetization 136ð144. Typical carrier liquid includes mineral oil, silicone oil, 

polyethers, polyesters, water and synthetic hydrocarbons. Due to density mismatch 

between the magnetic particles and base fluids, sedimentation stability is the most faced 

problem in MR suspensions. To overcome sedimentation and particles aggregation, as well 

as to provide addition al lubricating properties some additives are added to the MR fluids. 

These incorporate thixotropic agents, surfactants and polymers.  

 

 

Figure 1.18: Shear stress vs shear rate curves of Newtonian and different types of non -
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Newtonian fluids.  

In the absence of a magnetic field, MR suspensions have low viscosity and behave 

like Newtonian fluids. When a magnetic field is applied the suspended particles attract one 

another along the field line and form asymmetric chains. The shear stress vs shear rate 

curves for Newtonian and various kind s of non-Newtonian fluids are shown in Figure 1.18.  

The mechanical behavior of MR fluids is determined by magnetic field induced percolated 

structur es and characterized by the parameter yield stress (†). Resistance of the particle 

network against the applied mechanical stress is defined in terms of field -dependent yield 

stress145. A pictorial representation of the development of apparent yield st ress in MR fluid 

is shown in Figure 1.19.  

 

 

Figure 1.19: Schematic presentation of chain formation in MR fluid under applied field 

condition (left). Right side Figures show the chain formation process in scanning electron 

micrographs. 

 

Flow in the MR suspension takes place only when the percolated structures are 

broken. † is the critical point after which the MR suspension can no longer resist the 

mechanical stress and the percolated networks are raptured. If the stress level in the MR 

material is below this critical level, the material is predominantly elastic. An ideal MR fluid 

should possess the following properties: stable against settling, non-corrosive, wide active 
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temperature range, high magnetic saturation, small coercivity and  remanent magnetization, 

stable against chemical degradation and oxidation, high field -induced yield stress and low 

apparent viscosity in the absence of field. Under applied magnetic field condition s MR 

fluids show yielding, shear -thinning and viscoelastic  behavior. These properties are 

discussed below in brief. 

1.8.2. Yield Stress      

Yield stress is the minimum stress value essential for the onset of flow. It is 

proportional to the force required to break the field -induced particle networks. Upon 

increasing the magnetic field, the strength of the MR fluids i.e. the yield stress increases.  The 

time scale related to particle rearrangement is driven by the magnetic forces145. The main 

motivation in MR fluid technology is to achieve excellent MR effect and therefore highest 

possible †. 

Yield stress models published in literature can be classified into two groups: i) 

macroscopic and ii) microscopic models. Macroscopic models assume homogeneous 

structures formation in the suspensions and are based on magnetization energy 

minimization principles. In this model , only the shape anisotropy of the particles aggregates 

are taken into account under small deformations 146. On the other hand, in the microscopic 

model the interparticle interactions are also taken into account147,148. In most yield stress 

models, the shear stress is found  to be subjugated by magnetostatic interactions and 

interactions between the field -induced particle  chains are ignored, hence limiting the 

applicability of these models to low particle concentration MR suspensions only. Other 

yield stress models elaborated in literature involve percolation theory 149 and fractal 

aggregate concepts150. In percolation theory, an anisotropic microstructur al network  

formation is considered in place of chain-like networks, when the particle concentration is 

above the percolation threshold. The application of magnetic field strengthen s the particle 

network , without affectin g its shape. The macroscopic model cannot reproduce the 

experimental yielding behavior in conventional MR fluids. However, the microscopic 

model involving dipolar magnetostatic interactions provide reasonable agreement with the 

experimental data148.  

At small applied field value , † is proportional to the square of the magnetic field 

strength151. As the magnetic field increases the particle magnetization increases reaching 
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towards saturation, where † can be expressed as 

 

† Ѝφ‘ɲὓ
Ⱦ
Ὄ
Ⱦ

                (1.53) 

where, ‘ τ“ ρπ N/A 2 is the permeability of vacuum,  ɲ is the particle volume 

fraction. Eventually , as the field strength increases further † becomes independent of 

applied magnetic field value 148, 

 
 † πȢπψφ‘ɲὓ                (1.54) 

All micromechanical models based on the gap-spanning single-particle width 

chains i.e. the fibrillation formation envisage yield stress that increases linearly with particle 

concentration for any applied field strength. However, literature su rvey reveals that this 

linear behavior is valid only for diluted MR fluids at low magnetic fields 152. For 

concentrated conventional MR fluids a more rapid that linear increment is observed due to 

thick and robust columnar structures formation.   

Experimentally yield stress is calculated in steady shear mode or by oscillatory 

tests153. Three kinds of yield stresses can be defined from the shear flow experiments154: the 

elastic-limit yield stress, static yield stress and dynamic yield stress. The elastic-limit yield 

stress represents the maximum stress that can be applied without disturbing the particle 

structures and on removing the stress the structure is completely recoverable. The static 

yield stress is the minimum stress required to initiate the flow . This yield stress is frequently 

related to slip of the aggregated fluid rather than breaking the structures. The static yield 

stress is experimentally estimated by using creep tests, the so-called tangent method. 

Dynamic yield stress represents the stress needed to continuously break the aggregates with 

reform in the presence of magnetic interaction once the static yield stress is exceeded. It can 

be calculated by taking into account the viscoplastic rheological models such as Bigham-

Plastic model, Herschel-Bulkley fluid model or Casson model, discussed in section 1.8.3. 

 

1.8.3. Physical Mechanisms and MR Models  

The relation between shear stress (†) and shear rate (‎) of MR fluids can be 

described by the non-Newtonian fluid model, where the fluid viscosity is a function of the 

shear rate. The most commonly used model in literature to understand the MR behavior is 
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Bigham-Plastic (BP) model155 

 
           † † –‎                   (1.55) 

where – is the plastic viscosity.  

MR studies probing a wider range of shear rate is found to be better fitted with Herschel -

Bulkley (HB) model 156, 

 
                                                          † † Ὧ‎                                                         (1.56) 

where n is the power index and k is the consistency index. For n<1 the fluid is shear-

thinning, whereas for n>1 it is shear-thickening. If n=1 and †=0 it reduces to Newtonian 

fluid model.  

Casson rheological model157 is also used by researchers to describe the shearing behavior,  

expressed as  

 

Ѝ† † –‎                                                  (1.57) 

where, – is the Casson viscosity.  

In HB and Casson models the whole region of the shear stress and shear rate curve 

(flow curve) is fitted for various magnetic field values. Whereas in the BP model only the 

high shear rate linear region is fitted to get †. With different magnetic fie lds, the nature of 

flow curves change, thus it is difficult to fit the whole region by a single model.  

To understand the MR field -induced anisotropic interaction, the particle 

magnetization model is the widely accept ed mechanism. According to this model the 

magnetic moments in MR suspensions are field-induced and the thermal forces exerted by 

the solvent molecules (θ ὯὝ, i.e. the Brownian motion, are negligible compared to magnetic 

and hydrodynamic forces. Due to larg e particle size in MR fluids, the magnetic particles 

behave as multidomain. A considerable simplification is achieved in this model by 

neglecting multibody magnetostatic interactions. The rheological effect is attributed to the 

permeability discrepancy between the continuous and dispersed phases. In the linear 

magnetization region an isolated magnetic sphere of radius ôaõ shows magnetic moment  

 
   ά τ“‘‘ ‍ὥὌ                                                       (1.58) 
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where, ‘ τ“ ρπ N/A 2 is the permeability of vacuum, ‘  is the relative permeability 

of continuous phase, ‍ ‘ ‘ Ⱦ‘ ς‘  is the coupling parameter, ‘  is the 

relative permeability of the particles, and Ὄ  is the magnetic field strength. At high fiel d, 

when the particle magnetization reaches saturation, magnetic moment is independent of 

field strength and can be expressed as, 

 

 ά “‘‘ ὥὓ                  (1.59) 

The magnetic interaction energy between two magnetic moments relative to the thermal 

energy, in the linear regime, can be designated by ‗ parameter158, 

 
 

          ‗                            (1.60) 

Where π ‍ ρ for conventional strong MR fluids and πȢυ ‍ π for weak MR fluids 

or inverse ferrofluids. When the ‗ parameter is large enough magnetostatic interactions 

between the suspended particles is sufficient to overcome the thermal motion, resulting in 

chain-li ke percolated structures formation. For small values of ‗ the chain-like structures 

are absent due to the domination of Brownian motion. The particle structure formation is 

determined by particle volume fraction,  ɲand ‗ρυω. Not only that, experimental ly it has 

been observed that the final structure formation is greatly impacted by the container size 

and rate of field increase160. Labyrinth like structure formation has also been recognized 

when the rate of field increases is high. Moreover, Promislow and Gast 161 showed that a DC 

field increased at a very slow rate does not produce the lowest energy suspension structure. 

Instead, they used pulsed magnetic fields to investigate the structuration in the absence of 

flow.  

Mason number (Mn) is another dimensionless number, which is relevant when the 

MR fluid is subjected to flow. For steady shear flow Mn can be defined as the ratio of 

hydrodynamic drag (estimated as Stokes drag) and magnetostatic forces (dipolar 

interaction force) acting on the particles162: 

 

         ὓὲ       (1.61) 

where, – is the continuous phase viscosity. 
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Mn and ‗ parameters are related to Peclet number ὖὩ φ“–‎ὥȾὯὝ as ὓὲ ‗=2Pe/3. It is 

also worth noting that apart from hydrodynamic and magnetostatic other forces such as 

Van der Waals, frictional and body forces play a significant role in the redispersibility and 

offset properties of MR fluids 163ð165. However, the properties of MR fluids for short -range 

negligible forces depend on ɲ ȟ ‗ and Mn. 

 

1.8.4. Viscoelasticity  

Oscillatory shear provides valuable information for understanding the structures 

of MR fluids. In co mparison to steady unidirectional shear, oscillatory shear testing can 

provide less ambiguous results in determining the yield stress and also gives access to a 

wide range of temporal scales. Besides, from the application point of view, most of the MR 

devices work in oscillatory mode. So understanding the viscoelastic properties from 

oscillatory shear measurements is important. 

At small strain amplitude , MR fluid system exhibits linear viscoelasticity. 

Parthasarathy and Klingenberg166 characterized the transition from linear to non -linear 

viscoelastic region by defining a critical strain. For higher strain , a transition from non -linear 

viscoelastic to viscoplastic regime is observed, associated with a second critical strain. At a 

very high frequency or amplitude o f the applied oscillatory strain , MR fluids behave as 

Newtonian fluid. Thus for understanding the viscoelastic nature of MR suspensions, a small 

amplitude oscillatory strain is applied in the elastic region of the material.  

When the MR suspension is subjected to a sinusoidal oscillatory shear of amplitude 

‎ and angular frequency the resulting stress is also sinusoidal in nature of same ,‫ 

frequency with amplitude † and phase shift ‏. From the in-phase and out of phase 

components of the response, storage modulus Gõ and loss modulus Gõõ can be calculated 

respectively, as : 

 

Ὃ  ὧέί(1.62)      ‏ 

Ὃ  ίὭὲ(1.63)      ‏ 

In the presence of magnetic field large value of Gõ appears, which is associated with 

the field -induced structures and is at least one order magnitude larger than Gõõ. The storage 
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modulus, Gõ, gives information about the amount of structure present in a material. It 

represents the energy stored in the elastic structure of the MR fluids. With the removal of 

the applied shear, this elastic nature helps the material to return back to its original shape. 

Gõõ represents the viscous part or the amount of energy dissipated as heat in the sample. 

The micromechanical models discussed in section 1.8.2 are used in literature to predict Gõ 

values under the assumption that stresses are exclusively determined by magnetic field and 

thus the dissipation is neglected. For the lower strain limit Gõ is calculated from †Ⱦ‎ ratio. 

Ginder et al148 predicted that for intermediate field strength Ὃ σ‘ɲὓὌ. As the particle 

magnetization begins to saturate non-quadratic dependence of Gõ on-field strength arises. 

At high field strength when the particlesõ magnetization is completely saturated Gõ becomes 

independent of field strength given as Ὃ πȢσ‘ɲὓ . These behaviors are in accordance 

with experimental reports. In some cases, the manifestation of multibody or multipolar 

interactions is also found in literature 167.  

Amplitude sweep tests divulge  a small linear viscoelastic region (strain amplitudes 

in the range of ~0.01 to 0.1%) that shifts to lower strain amplitudes with  an increase in the 

magnetic field strength. Besides, the dependence of viscoelastic moduli on the applied 

strain varies with the variation of particle volume fraction. MR suspension below the 

percolation transition show particle rearrangement under the applied field condition 

leading to viscoelastic enhancement. On the other hand, for highly concentrated MR fluids 

flocculat ion exists even in the absence of magnetic fields. Thus upon shearing, the network 

structure disrupt s and viscoelasticity decreases168.  

Apart from amplitude sweep test, frequency sweep test is also another method to 

understand the viscoelastic nature of MR fluids. The frequency dependence of linear 

viscoelastic material functions is not quite understandable. Numerous  experiments and 

simulations suggest that Gõ and Gõõ can remain constant, reaching a maximum, or reduce 

or upsurge depending on the MR system under test. Chin et al169 reported a frequency-

independent loss tangent with corresponds to a gelation transition point. The magnetic field 

strengths lying below gel transition, a 2: 1 power-law dependence of Gõ and Gõõ on the 

oscillation frequency indicates that the relaxation times accompanying the self-similar 

structure reside within this frequency range.  

Understanding of the non -linear regime, i.e. the large-amplitude oscillatory shear, 

is also important because of the small linear viscoelastic region limited to very small strain 
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amplitude and hence limited space for practical applications. McKinley and co -workers 

used a microscopic visco-elastoplastic model based on a classical soft-glassy rheological 

model to predict the l arge amplitude oscillatory shear behavior of MR suspensions170.  

1.8.5. Magnetometry: MR Fluids Operational Mode  

There are three basic operational modes for MR fluids based devices: (a) pressure-

driven flow mode (fixed poles), (b) direct -shear mode (relatively moveable poles), and (c) 

squeeze-film mode (relatively moveable poles), shown schematically in Figure 1.20.  

 

 

Figure 1.20: Schematic diagram of basic operational modes of MR fluids, (a) pressure-driven 

flow mode, (b) direct -shear mode and (c) squeeze-flow mode.  

 
Pressure driven flow mode devices include dampers, shock absorbers and servo-

valves. Whereas, clutches, brakes, chucking and locking devices operate in direct-shearing 

mode. The third operational mode appears in slow motion and/or high force 
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applications 171. Direct shear mode has been studied thoroughly throughout the years by 

various researches172 and numerous commercial products are available in market. 

However, less attention has been paid to the pressure-driven flow mode in spite of the fact 

that much larger shear rates can be applied to the MR suspensions in this operational mode 

(~20000 s-1) in comparison to conventional rotational rheometry, which encompasses shear 

rates up to a few thousand s-1 only 173. Moreover, this mode is most common in current 

application s such as in automotive dampers. In squeeze-film mode , much higher shear 

stress can be obtained compared to the other two modes, but there are very limited results 

available in literature regarding this mode 174ð177.  

1.8.6. MR Materials  

MR fluids are comprised of three main components: magnetic particles, carrier 

fluid and additives. Most commonly used carbonyl iron  (CI) particles with high 

permeability and saturation magnetization, are obtained from the chemical vapor 

deposition of iron pentacarbonyl. The shape of carbonyl iron particles is spherical as it helps 

in reducing the wear effect on the container wall and also on the MR fluid device. However, 

fiber  shaped particles show better MR response, i.e. yield stress, and low off-state viscosity 

in contrast to spherical particles178. The concentration of carbonyl iron particles in carrier 

fluid ranges between 20-40 vol% with particle size maintained between 0.1 and 10 ‘m. 

Though apparently , it appears that with an increase in the magnetic particle concentration 

the MR response will increase, but 50 vol% is the upper limit of particle concentration in 

carrier oils. Above that limit the MR response decreases179.  

As the density of the ferromagnetic particles is much  higher than that of the carrier fluids, 

which would certainly  cause apparent sedimentation, limit  the rheological properties of MR 

fluids and decrease the adjustability and shock absorption capacity of MR fluid devices. 

Thus, many researchers suggested numerous methods as a remedy to the sedimentation 

problem. Kormann et al180 prepared nanometer-sized magnetic particles which improved 

the MR response, as well as the response time. Du et al181 adopted the hydrophilic -lipophilic 

balance theory to choose the surfactant and showed that surfactants could improve  the 

sedimentation stability of MR flui ds, while the magnetic properties of the suspended 

particles and thus the rheological properties of MR fluids decrease to some degree. Dong et 

al182 introduced a novel MR fluid to improve the MR properties by dispersing 
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Fe76Cr2Mo2Sn2P10B2C2Si4 amorphous alloy particles in silicon oil and discovered that the MR 

effect and sedimentation stability properties of MR fluids containing amorphous magnetic 

materials show improved MR response at lower field intensities. Arief et al183 prepared 

CTAB surfactant coated CoNi hexagonal nanoplates to reduce the sedimentation problem. 

Kim and Choi et al184 mixed PEO in distilled water and developed an MR suspension from 

the distribution of carbonyl iron particles in a polymeric solution, how ever, the 

mismatching of magnetic particles and the carrier liquid still persisted to be overcome in 

order to make considerable breakthroughs in improving the sedimentation stability of MR 

fluids. Besides, oxidation of iron particles takes place in the presence of air and moisture, 

which severely affect the MR response. Wahid et al185 speculated due to oxidation of the iron 

particles it causes in use thickening of the MR fluids owing to prolonged use. This increases 

the solid volume fraction of the magnet ic particles in the carrier fluid and also reduces the 

magnetic response of the iron particles, hence the performance of the MR fluids deteriorates 

abruptly. Thus iron or carbonyl iron -based MR fluids are nan-economic for commercial 

application.  

As a remedy to the oxidation problem , Jang et al186 suggested organic coating on 

the iron particles, which will reduce the exposure of the particles to the atmosphere. But the 

organic coating reduces magnetic saturation of the iron particles, thus reducing the yi eld 

stress. Organic and polymer coating as a measure to reduce the density mismatch between 

the magnetic particles and carrier liquid was also anticipated by some researchers. Liu et 

al187 reported MR behavior of silica -coated carbonyl iron core-shell particles. Fang et al188 

fabricated carbonyl iron embedded polycarbonate composite particles for improved MR 

response and stability. Hajalilou et al189 coated the surface of the iron particles with silver 

nanoparticles. This method improved the stability  of the MR fluid in carrier oil. However, 

the yield stress reduces in Ag coated CI-based MR fluids compared to bare CI-based ones, 

due to the reduced magnetic saturation of CI as a result of Ag coating. Thus, surface coating 

to improve the stability of MR suspension leads to delayed MR response. 

Apart from surface coating the alternative method of reducing the sedimentation 

problem is the addition of anti -sedimentation surfactant or other additives. Rabbani et al190 

reported 92% improvement in stability by the addition of 3 weight % stearic acid. Jang et al. 

added magnetic Ȃ-Fe2O3 nanoparticle additives to micrometer -sized CI-based MR fluids to 

improve the yield stress and lower the sedimentation of the fluid. Nanosilica particles 
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addition also improves the stability of MR fluids 179. There are two mechanisms explaining 

the effect of silica particles on the stability of MR fluids. First, silicaðsilica interparticle 

hydrogen bonding enables the formation of a thixotropic grid that averts the  sedimentation 

and eventually reduces redispersion difficulties. Secondly, a silica particle may adhere to 

the CI particle by acid-base reaction in non-polar medium. In the presence of the magnetic 

field, the shell of adsorbed silica will partially screen the magnetic interactions between iron 

particles, thus reducing the MR effect. Nonetheless, due to the additives and coatings, the 

MR response gets compromised and noneconomic.  

An alternate method to improve the MR response is to incorporate spinel ferrit es 

with tunable size, better chemical and oxidation stability, low density compared to metallic 

magnetic particles. More interestingly, this method of production is highly economical, 

which is industry -friendly. Unlike metallic (such as Fe and CI) particles, the preservation of 

the ferrite sample is easy. MR fluids containing oxide ferrite samples provide excellent 

sedimentation stability due to the low density of these ferrimagnetic particles. Wang et al191 

reported CaFe2O4 nanocluster based MR fluids with excellent sedimentation stability. 

However, the yield stress value was quite low (~400 Pa) due to 25 wt% particle fraction of 

CaFe2O4, as well as its low saturation magnetization. A. V. Anupama 192 and her group 

showed that Ni 0.5Zn0.5Fe2O4 powder (M s=62.4 emu/g and 40% particle weight fraction) is 

an excellent MR material with † χȢψ Ὧὖὥ. This inconsistency is due to the physical 

presence of porous-network structures of powder particles occupying more volume 

fraction  of magnetic particles in the fluid, thus enhancing the shear stress. This also suggests 

that the MR performance of ferrites based MR fluids can be enhanced by using porous 

magnetic particles. Not only this will help in improv ing the yield stress, but also the 

sedimentation stability due to low density of these porous structures in contrast to their 

solid counterpart. Ruan et al35 reported Fe3O4 hollow nanospheres based MR fluids with 

improved sedimentation stability. However , very low yield stress value (~80 Pa) for 20 wt% 

particle fraction. It suggests that along with using porous structures, it is also important to 

improve the saturation magnetization of the material by some means. It is a challenge in the 

field of magnetor heology, to improve both the stability and yield stress values by using 

ferrite as the magnetic component. A brief review of the available MR materials is attempted 

in Table 1.1 below. 
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Table 1.1: Magnetorheological properties of different magnetic mater ials 

Magnetic 

materials  

Base 

fluid  

Particle 

concentration  
Additives  Yield stress Drawback  Reference 

CI particles 

with 

poly(vinyl 

butyral) 

(PVB) shell  

mineral 

oil (MO, 

Aldrich)  

20 vol % NA  10.5 kPa High M r 193 

Ag-coated CI 

particles  

Polyalpha

olefin oil  
30 vol % oleic acid 12.7 kPa 

Reduced 

yield stress 

compared to 

bare CI 

particles 

189 

Iron NPs  
Silicone 

oil  
40 vol% NA  4 kPa 

High M r and 

H c 
194 

Fe3O4 hollow 

nanospheres 
Water 10 wt% NA  80 Pa 

Poor yield 

stress 
35 

CaFe2O4 

nanocrystal  

Silicone 

oil  
20 wt% NA  400 Pa 

Low yield 

stress 
63 

CI particles 

and Fe 

nanowires  

Silicone 

oil  

60 wt% CI and 

6 wt% Fe 

stearic 

acid 
34.71 kPa 

Low 

oxidation 

stability  

195 

Fe3O4 micro -

octahedrons 

Silicone 

oil  
40 wt% NA  3.5 kPa None 196 

 

1.9. Motivation and Objective of Thesis  

Magnetorheological fluids have tremendous applications in biomedical as well as 

technological fields such as MR damper, brake, clutch, seismic vibration control, robotics. 

Moreover, the lightweight body armors based on MR fluid is the future of the military and 

defense field. Till now CI and Fe based metallic alloys are found to be the best magnetic 

materials for MR fluids based commercial applications owing to their high saturation 

magnetization. However, the poor sedimentation and chemical stability make these metallic 
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magnetic particles based MR fluids impractical and expensive for wide applications. 

Ferrites with low density and better oxidation stability can be an excellent replacement of 

non-economic metallic magnetic particles. Thus, if by any means we can enhance the 

magnetic response of ferrites those problems will be solved. In this context, ferrites for their 

synergistic magnetic and dielectric properties are the superior choice for high -frequency 

appl ications and devices as well.  

Ferrites NHSs with hollow core and thin shell region is an excellent candidate for 

MR fluids due to its low density, better compressibility, and dispersibility. Not only that, 

due to the presence of two surfaces in the shell region ferrites NHSs contributes to unique 

electrical and dielectric properties. NHSs is a new drift towards lightweight and size 

efficient high -frequency communication technology and EM shielding devices. Besides, 

owing to the unique properties of nanostr uctured materials in contrast to their bulk 

counterpart, it is easy to tune the magnetic and dielectric properties of nanomaterials by 

varying the morphology and size. In this thesis , various methods such as chemical doping, 

morphology and size control are  introduced to tune the magnetic, electronic and dielectric 

response of spinel ferrites. Finally, these materials are used in MR fluids to study their MR 

response and MR fluids based applications, and in EM shielding.  

The key focus of this thesis is, 

¶ We have prepared various transition metal oxide s (Fe3O4, ZnFe2O4, MgFe2O4) based 

magnetic NSs (NPs and NHSs) by solvothermal synthesis procedure.  

¶ We have tailored  the magnetic and dielectric response of these 3D transition metal 

oxide-based magnetic NSs. 

¶ We have studied their EM responses in high-frequency microwave region s since 

they show high permeability  as well as unique dielectric response. 

¶ We have studied the MR response of these magnetic NSs based MR fluids by adding 

50wt% of magnetic materials in silicon oil. We showed experimentally that 

sedimentation stability plays a key role in determining the MR response.  

¶ We have developed a theoretical model based on magnetic dipolar interactions to 

understand the yielding behavior of the NHSs based MR fluids.  

¶ We have applied the MR fluids to externally tune the thermal transport and dielectric 

properties by magnetic stim ulation.  
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1.10. Organization of Thesis  

The entire thesis is divided into eight chapters. A brief sketch of the outline is given 

below. 

Chapter 1 gives a brief introduction about the transition metal oxide -based ferrite NSs with 

their crystal structure, magnetic , electric, dielectric, microwave absorption and 

magnetorheological properties. Here we have discussed the necessity of tuning the 

magnetic and electronic properties of ferrites NSs. The frequency dependence of magnetic 

and dielectric properties are incorp orated as well. Moreover, the motivation of the thesis 

work and the outline of the work performed are also discussed.  

Chapter 2 is focused on the synthesis procedure of various NSs and different instrumental 

techniques for the characterization of the prepared NSs and their measurements.  

Chapter 3 describes the preparation of Zn doped Fe 3O4 NHSs with various doping 

concentrations of Zn, to tune the magnetic and dielectric response of Fe3O4 with chemical 

doping. Detailed investigation of the experimental data on structural, magnetic and 

dielectric measurements reveal the improved magnetization of Zn doped Fe 3O4 NHSs up to 

a certain doping percentage of Zn and more interestingly reduced conductivity for the same 

doping content. Owing to its improved permittivty and reduced conductivity, Zn 0.2Fe2.8O4 

NHSs is found to show excellent microwave absorption properties.  

Chapter 4 demonstrates synthesis and structural, magnetic, and dielectric response of Mg-

doped Fe3O4 NHSs with different doping content of Mg. Finally , the microwave absorption 

properties of Mg 0.3Fe2.7O4 is studied owing to its unique magnetic and dielectric properties. 

Interestingly, Mg 0.3Fe2.7O4 NHSs is found to be an excellent lightweight and broadband 

EMA material.  

 Chapter 5 exhibits the synthesis of Fe3O4 NHSs and NPs based MR fluids to study the effect 

of size and morphology on magnetorheological response.  Fe3O4 NHSs is found to show 

better MR response compared to their solid counterpart and a suitable replacement of 

metallic magnetic particles to improve the MR response and sedimentation stability of MR 

fluids.  

Chapter 6 shows the MR response, MR mechanism and viscoelastic properties of Zn doped  

Fe3O4 NHSs based MR fluids. Further, a theoretical model is developed to understand the 

yielding behavior and magnetorheological mechanism of ferrites NHSs based MR fluids 

depending on magnetic dipolar interaction.  
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Chapter 7 reports the preparation of water and ethylene glycol -based MR fluids with 

various concentrations of Fe3O4 NHSs. The effect of particle concentration and base fluids 

on the external magnetic field stimulated dielectric, electrical and thermal conducti on 

properties of the MR fluids are studied in detail. Further, it is demonstrated that the thermal 

transport properties can be controlled by orientation and strength of the external magnetic 

field.   

Chapter 8 concludes the thesis with an idea about the scope for future work in this direction.  
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Chapter 2 Experimental Details  

This chapter describes solvothermal  synthesis technique of 3d transition 

metal oxide-based magnetic nanostructures along with the preparation 

method of these materials based magnetorheological fluids. Various 
techniques to characterize their physical, magnetic, dielectric, microwave 
absorption and magnetorheological properties are also presented herein. 
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2. Material Synthesis and Characterization  Techniques  

2.1. Preamble 

In this chapter, a brief overview of the solvothermal method to synthesize 

various 3d transition metal oxide -based magnetic nanostructures (NSs) along with the 

procedure of preparing these magnetic NSs based magnetorheological (MR) fluids are 

described. The characterization techniques employed to investigate the physical, optical, 

magnetic, dielectric and electromagnetic (EM) properties are presented here. In addition , the 

magnetorheological, dielectric and thermal conduction properties of the MR fluids are 

depicted. 

The phase and morphological characterization of as-synthesized NSs are performed  

using X-ray Diffraction (XRD), Field Emission Scanning Electron Micr oscope (FESEM), 

Transmission Electron Microscope (TEM), High -Resolution Transmission Electron 

Microscope (HRTEM), Selected Area Electron Diffraction (SAED). The surface topography 

and nanoscale electrical properties of magnetic nanomaterials (NMs) are characterized by 

Atomic Force Microscopy (AFM) and Conductive Atomic Force Microscopy (C -AFM). 

Spectroscopic analysis is carried out through Fourier Transformed Infrared (FTIR) 

Spectrometer. The magnetic characterizations are studied employing Vibrating Sample 

Magnetometer (VSM) and Superconducting Quantum Interference Device (SQUID). 

Impedance analyzer and LCR meter are used to carry out the dielectric properties of the 

magnetic NSs and the MR fluids. For the EM characterization and microwave absorption of 

the magnetic NSs a Vector Network Analyzer (VNA) is incorporated. The MR properties of 

the MR fluids are studied in a parallel plate magneto -rheometer MCR-301, whereas the 

thermal conduction properties of these MR fluids are analyzed in a laboratory made setu p. 

2.2. Synthesis of Nanostructures  

Numerous  techniques for the fabrication of different nanostructured materials can 

be categorized into two categories, (1) top-down (i.e. bulk to nano) and (2) bottom -up (i.e. 

atom to nano) approaches. 
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2.2.1. Top-Down Approach  

The top-down approach represents the consecutive cutting of bulk material to 

obtain nanomaterials. Milling  is a distinctive  top-down technique of producing  

nanoparticles (NPs). However, t he drawback of  milling is the imperfection of surface 

structure and substantial crystallographic defect which leads to additional  challenges in 

device designing and fabrication. The advantage of this approach is bulk production of 

NMs. Numerous  types of lithographic tec hniques (e.g., photo-, ion beam-, electron- or X-

ray- lithography) are also instances of top-down approaches which can overcome all the 

inadequacies of milling, however are still restricted by the resolution of the tools, restricting 

the smallest size of the NSs. Nowadays , lithography methods are greatly used for the 

miniaturization of electronic  devices and components, such as computer chips, MEMS 

(micro-electromechanical systems), computer hard drives, and CD and DVD players. 

Nonetheless, their uses are only limited to commercial fields, due to h igh cost of the device 

and clean room environment, special arrangement to reduce the tremendous heat 

dissipation for smaller geometry, and wastage of materials.  

 

2.2.2. Bottom -Up Approach  

The bottom-up approach denotes the building up of material from the 

bottom: atom by atom, molecule by molecule or cluster by cluster. The ability to assemble 

nanoscale functional building blocks is a useful and flexible  way for material scientists to 

design materials with explicit  physical and chemical properties1. Wet chemical synthesis, 

self-assembly, molecular fabrication, and electrodeposition are examples of bottom-up 

techniques. It is an easier and more economical method and allows forming N Ms of smaller 

geometry compared to lit hography. However, there are some challenges in fabricating 

complex, robust NMs  incorporating  bottom-up techniques. An outline  of synthesizing 

various 3d transition metal oxide -based magnetic NSs using bottom-up approach is 

described in detail Section 2.3.  

Both the to-down and the bottom -up approaches are shown schematically in Figure 

2.1. 
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Figure 2.1: Schematic diagram of top-down and bottom -up approaches. 

 

2.3. Fabrication Techniques of Different  Nanostructures  

2.3.1.  Wet Chemical Method  

The wet chemical method denotes a specific group of approaches where nano- 

or ultra - dispersed inorganic materials are prepared in aqueous or non-aqueous solutions. 

It is different from the conventional solid -state process in reference to that it can only be 

done in a liquid phase . In this method  much smaller can be prepared with monodispersed 

grains or crystallites, at lower temperatures and have shorter phase formation duration . It 

is a òbottom-upó method to synthesize NMs by chemical reduction of metal salts, 

electrochemical trails or through controlled decomposition of various metastable 

organometallic complexes. 

2.3.1.1.  Solvothermal  Method  

Solvothermal technique is a method for fabrication of NSs of various metals, 



Chapter 2 

Pa g e | 68 

 

 

semiconductors, ceramics, and also polymers from aqueous or non-aqueous medium by 

controlling temperature, pressure, capping agent, chemical composition, and reaction  time. 

This process incorporates various polar (such as water, ethanol) or non-polar solvents (such 

as Ethylene Glycol, Benzene, Ethylene di-amine) under high pressure and temperature 

(above the boiling point of the solvent s) to enable the interaction of precursor mole cules 

during the synthesis. 

Solvothermal reaction involves the use of a sealed reaction vessel. It helps to 

develop an autogenous pressure2. The pressure within the sealed reaction container not only 

depends on the reaction temperature but also varies with other experimental parameters, 

e.g., dissolved salts, capping agents and the percentage fill of the vessel. When the solvent 

is water, this technique is called hydrothermal method. Various fundamental properties of 

solvents are significantly  affected by reaction pressure and temperature. For example, the 

viscosity of water reduces with an increase in temperature, e.g., at 500 °C and 10 bar, 

viscosity of water is 10% of its magnitude under ambient conditions 3. Similarly, the dielectric 

constants of solvents also reduce considerably above the critical pressure and temperature; 

it has key consequences on the solubility o f solid reagents under reaction conditions 2. In this 

method, precursors are dissolved in the solvent by magnetic stirring or sonication. 

Thereafter this homogeneous mixture is shifted to a stainless steel teflon-lined autoclave 

chamber, as shown in Figure 2.2. 

 

 

Figure 2.2: Schematic diagram of a stainless steel autoclave with a teflon-lined  chamber for 

solvothermal synthesis. 
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A p roper amount of the precursor solution is poured in to the chamber to fill 70% 

of the total volume. The sealed autoclave is thereafter heated in an oven to a certain 

temperature. Various NSs such as particles, wires, rods, hollow spheres, spindles, cubes etc. 

can be synthesized in this method. The beneficial features of the solvothermal method are 

the formation of homogeneous materials of compound  mixed metal solids, the isolation of 

metastable phases, which is undoable  at high temperature, and the control led crystal 

form ation, which make the technique specifically attractive.  

The MFe2O4 (M=Fe, Zn, and Mg) nano-hollow spheres (NHSs) and NPs are 

synthesized by template-free solvothermal method which involves high temperature (~200 

0C) heating of metal ion salts (only Iron(III) chloride, FeCl 3, 6H2O in case of Fe3O4 and 

addition of Magnesium (II) chloride, MgCl 2, 6H2O/Zinc (II) chloride, ZnCl 2 in case of 

Mg xFe3-xO4, and ZnxFe3-xO4 NHSs respectively) in a polar solvent, ethanol and non-polar 

solvent, ethylene glycol, for 20 h in presence of capping agents in a stainless steel teflon-

lined autoclave. A brief discussion of the synthesis and growth mechanism of NHSs and 

NPs has been described in Chapter 5 of this thesis. The formation of MFe2O4 (M=Fe) NPs is 

achieved by modulating the reaction time and amount of capp ing agent. 

 

2.5. Fabrication of Samples for Different Measurements  

As synthesized samples are given necessary shapes and forms for various 

measurements. Sample preparation techniques for different measurements are described in 

the corresponding instrumentation section. The preparation technique of 

magnetorheological fluid is described below.  

 

2.5.1. Preparation of Magnetorheological Fluid  

The main constituents of MR suspension are the magnetic particles, base fluids 

and stabilizer additives. MR fluids are prepared in a very simple method by mixing all of 

these constituents. The base fluid behaves like a carrier in which the magnetic particles are 

suspended. Magnetic particles play a key role in MR fluids. These part icles sediment fast in 

the carriers fluids due to the density mismatch between the magnetic particles and base 

fluids. The stabilizer additives are added in the MR fluids to overcome the sedimentation 

of the magnetic particles. A simple and efficient MR fl uid can be obtained by dispersing the 
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magnetic particles in silicon oil, with stearic acid as the stabilizer 4. The magnetic particles 

are dispersed in the base fluids with mechanical stirring followed by sonication until 

uniformity is achieved. We have p repared Fe3O4 NSs and Zn0.2Fe2.8O4 NHSs based MR 

fluids by dispersing them in silicon oil, without adding any stabilizer additives, shown in 

Figure 2.2. A brief discussion of the stability of these MR fluids has been described in Chapter 

5 of the thesis. 

 

 

Figure 2.2: MR fluid prepared by  dispersing Fe3O4 NHSs in silicon oil.  

2.6. Phase and Morphology Characterization  Techniques  

2.6.1. X-Ray Diffractometer  (XRD)  

XRD is a non-destructive technique used in material science to determine the 

crystallographic  structure of micro and NSs, thin films, and bulk samples. XRD works by 

diffract ion of incident X-rays by atomic planes of the material in different explicit  directions 

depending on the alignments. A 3-dimensional impression of the density of electrons wit hin 

the specified crystal can be attained by measuring the angle and intensity of the diffracted 

beams. The mean location of the atoms in the crystalline material  can be obtained as shown 

in Figure 2.3. 

As shown in Figure 2.4, in XRD, a monochromatic beam of X-rays falls on a material . 

The incident X -rays produce a constructive interference that satisfies Braggõs law5 and 

scatters elastically by the electrons within the crystal planes. The scattered waves interfere 

constructively following Equation 2.1:  
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                                                                 ςὨÓÉÎ— ὲ‗                                                            (2.1) 

where d is the crystal plane spacing, ȇ is the diffraction angle, n is an integer, and l is the 

wavelength of in cident light. Using a detector, the angle and the intensity of the diffracted 

beams are processed and recorded electronically, resulting in an intensity vs. 2ȇ plot for 

crystalline material . 

 

Figure 2.3: Schematic of X-ray diffractometer.  

 

The grain size (D) of the sample can be calculated by using Debye-Scherrer 

Equation 2.2: 

 

                Ὀ
Ȣ

                                                          (2.2) 

where ȁ is the full width at the half maximum of the diffraction peak a t a diffraction angle 

of 2ȇ. The XRD patterns of our samples were obtained by applying a scanning rate of 0.02° 

sĭ1 in the 2ȇ range from 20° to 80° by Rigaku miniflex II diffractometer equipped with Cu 

KŬ (Ȋ~1.54 ¡) radiation (at 40 mA and 40 kV). 
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Figure 2.4: Schematic of X-ray diffraction by the crystal lattice.  

 

2.6.2. Electron Microscopes  

The type of microscope that uses a highly energetic electrons beam to illuminate a 

specimen and produces its magnified image is called an electron microscope. We have used 

two kinds  of electron microscopes to investigate the as-synthesized samples as described 

below. 

 

2.6.2.1. Scanning Electron Microscope (SEM)  

In SEM, a tiny electron beam is focused onto the sample, formed either thermionically 

or by field emission 6. Whi le passing through a selected area of the sample under 

characterization, the electrons beam scan the sample and the corresponding generated 

signals are recorded, thus form ing an image pixel by pixel , as shown in Figure 2.5. 

SEM works within the voltage range of 2 to 50 kV. From SEM micrographs 

valuable information about morphology, composition and surface topology of the sample 

can be obtained. The interactions responsible for a multitude of signal types are back 

scattered electrons (BSEs), secondary electrons (SEs), X-rays, Auger electrons, and 

cathodoluminescence. Up on the interaction of  incident electrons beam with the electric field 

of sampleõs electrons, inelastic events occur, resulting in transfer of energy leading to 

http://www.microscopy.ethz.ch/sem_detectors.htm
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potential expulsion of an electron from that atom as SEs. The energy of SEs is less than 50 

eV. When an electron from a higher level orbital fills  the vacancy created due to the 

formation of SE, the characteristic X-ray of that energy transition is produced. On the other 

hand, elastic events take place when an electron beam interacts with the electric field of the 

nucleus of a sample atom, resulting in change of direction of electrons without changing 

energy of the electron significantly (< 1eV). The backward deflected elastically scattered 

electrons are called BSEs, having energy between 50 eV to the energy of incident beam. The 

image displayed in SEM is a mapping of varying intensity of the signal produced by S Es in 

a position corresponding to the precise position of the beam on the sample. The 

characteristic X-rays are used for elemental analysis of the specimen, this method is known 

as EDX, as shown in Figure 2.6. Morphology of our samples was characterized by FESEM 

(FEI QUANTA FEG -250) operating at 5-10 keV. 

 

 

 

Figure 2.5: Schematic diagram of a scanning electron microscope. An SEM micrograph of Fe3O4 
NHSs is shown in the display.  
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Figure 2.6:  Schematic diagram of EDX principle. 

 

2.6.2.2. Transmission Electron Microscope (TEM)  

In TEM, primarily  two different types of interactions are considered between the 

electron beam and specimen to construct an image; such as unscattered electrons  

(transmitted beam) and elastically scattered electrons (diffracted beam). Figure 2.7 shows 

the schematic diagram of a TEM. In this procedure, incident electrons are transmitted 

through the thin sample without causing any interaction within the material . The 

transmission of unscattered electrons is inversely proportional to the thickness of the 

sample. TEM works in bright field imaging  mode, where the thick areas of the sample will 

have less transmitted unscattered electrons and so will appear darker; conversely, the 

thinner areas will have more transmitted and thus will appear lighter . This mode of 

operation to create contrast in image is called bright -field imaging  mode. 

Electron diffraction is another important mode of TEM imaging. Electron beam 

undergoes Bragg scattering for a crystalline specimen, in accordance with Braggõs law as 

expressed by equation 2.1. The incident electrons having the same energy, hence the same 

wavelength, enter the sample perpendicularly to the surface. The electron beams that are 
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scattered from the same set of parallel planes can be gathered using a magnetic lens to form 

a pattern of spots. Each of these spots corresponds to a specific crystalline plane or atomic 

spacing.  This pattern can produce information about the phase, orientation, and atomic 

arrangements of the area under observation . 

 

 

Figur e 2.7: Schematic diagram of TEM. 
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A resolution of around 0.2 nm can be achieved in HRTEM, which is efficient for analyzing  

the lattice fringes of the specimen under consideration. The occurrence of transmitted 

electrons, elastic and inelastically scattered (energy loss) electrons, SEs, BSEs, Auger 

electrons and X-ray photons are originated du e to the transmission of electron beams 

through the thin section of the specimen. TEM-based elemental analysis techniques use X-

ray photons in EDX and the òenergy lossó electrons or the inelastically scattered electrons 

in electron energy loss spectroscopy (EELS), and energy-filtered TEM (EFTEM).  

For TEM analysis we prepared the samples by preparing a homogeneous 

mixture of NSs in ethanol, water or hexane and drop -casting it on a 300-mesh carbon-coated 

copper grid. The sample is air-dried overnight before the TEM measurements. Particle size 

was measured from TEM micrographs and elemental analysis was carried out from EDX 

spectrum recorded by an FEI Tecnai TF-20 field emission high-resolution TEM operating at 

200 keV. 

 

2.6.3. Atomic and Conductive Atomic Force Microscope (AFM &  
C-AFM)  

 

Atomic force microscope (AFM) is a high -resolution imaging technique by 

exploiting the forces due to individual atom s, shown schematically in Figure 2.8. In AFM 

the sample surface is scanned using a silicon or silicon nitride cantilever with a sharp tip, 

which has a typical radius of the order of nanometer. When the cantilever tip is brought 

into the proximity of the sample surf ace, the force between the sample and the tip leads to 

tip defection following Hookõs law7.  The forces that are involved in AFM involve contact 

force, Van der Waals force, capillary force, chemical bonding, electrostatic force, magnetic 

force, Casimir force, solvation force etc.   

There are two different modes, in which the force between the sample surface 

and the probe can be analyzed, in AFM, i) contact mode and ii) tapping mode. In contact 

mode, the tip is directly in contact with the specimen surface  and the dominating interaction 

force in this mode is Van der Waals interaction. The tapping mode , on the other hand, is a 

non-contact mode. The cantilever is oscillated by a mechanical oscillator in this mode, and 

the interaction between the tip and specimen surface changes the oscillation amplitude or 

phase relative to the drive signal.  
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Figure 2.8: Schematic of AFM. 

 

Conductive atomic force microscope (C-AFM) is another mode of AFM in which 

the specimen surface is scanned with a conductive tip. During C -AFM measurements a 

voltage is applied between the tip and the sample, generating a current profile. Among 

various kinds of C -AFM tip s, conductive diamond -coated silicon is used typically.  In C-

AFM both the current and topographical images are tak en from the same area of the sample. 

The tip can be moved to any desired location after acquiring the topographical image and 

the local current-voltage (I-V) curves can be obtained with various applied bias. From the 

C-AFM measurements of polycrystalline m aterials, the conductivity of the grain and grain 

boundary regions can be obtained. Due to the high spatial resolution of C-AFM over 

standard electrical measurements techniques, the conducting paths can be identified from 

C-AFM current profile. For the C -AFM measurements, the powdered samples are palettized 

and contact is made on one surface of the thin palette with conductive silver paste and Cu 

wire. Figure 2.9 shows AFM and C-AFM micrographs of Fe 3O4 NHSs with an average 

diameter of 350 nm. A Bruker (di INNOVA) atomic force microscope is used for the AFM 

and C-AFM analysis of our samples. 
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Figure 2.9: (a) Schematic of C-AFM conductive tip scan over conductive surface to study the 

current profile.  (b) AFM and (d) C -AFM micrographs of Fe 3O4 NHSs with the local nanoscale 

current voltage profile.  

 

2.7. Optical Characterization Techniques  

2.7.1. Fourier Transform infrared (FTIR) Spectroscopy  

FTIR is called a molecular fingerprint. It is a powerful tool to identify the 

functional groups and chemical bonds within a molecule 8. FTIR signal is obtained when the 

frequency of vibration of polar molecules match es the incident IR frequency. Figure 2.10. 

shows the schematic of the FTIR spectrometer.  

The two main components of the IR spectrometer are the source and detector. 

The most common source of FTIR is the Nernst glower, consisting of a rod of a sintered 

mix ture of Zirconium, Ytterbium and Erbium oxides. This rod is electrically heated to 1773 

K to produce IR radiations. Sodium chloride or other alkali halides make the best cell 

container for FTIR, as they are transparent in the IR r egion. The collimated IR beam is 

partially reflected by and transmitted through the beam splitter, which is a half -silvered 

mirror, and it moves to the stationary and moving mirrors respectively, as shown in Figure 

2.8. The reflected beam from the stationary mirror and transmitted  beam from the moving 



Chapter 2 

Pa g e | 79 

 

 

mirror interfere at the back side of the beam splitter. Depending on the wavelength of the 

light and the path difference introduced by the moving mirror constructive or destructive 

interference may take place giving rise to a resulting signal called an interferogram. Finally, 

the Fourier transform of this interferogram is performed to have a plot of intensity at each 

frequency (frequency spectrum). A JASCO FTIR-6300 spectrometer is used to perform the 

FTIR analysis. For the FTIR study of our materials, the powdered samples are mixed with 

KBr and made in a form of a pallet. For background correction , pure KBr pallet is used before 

each measurement.    

 

Figure 2.10: Schematic of FTIR spectrometer. 

 

2.8. Magnetic Characterization Techniques  

2.8.1. Vibrating Sample Magnetometer (VSM)  

A vibrating sample magnetometer (VSM) works on Faradayõs law of induction, 

which suggests that upon changing the magnetic field an electric field will produce. In VSM 

a magnetic sample is vibrated sinusoidally by placing it in a direct current (DC) magnetic 

field (H), which introduce a voltage in the pickup coil due to the variation of magnetic flux 

(B). According to Faradayõs law  of EM induction, the induced voltage V in the pickup coil 
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with N number of turns and with a cross -sectional area A can be expressed as 

 

                   ὠ ὔὃ                                                                   (2.3) 

where, ὄ ‘Ὄ (‘ is the permeability of vacuum)  

If a sample with magneti zation M is placed in the pickup coil, the total magnetic induction 

can be written as  

 
                                                       ὄ ‘ Ὄ ὓ                                                              (2.4) 

Therefore ɳ ὄ ‘ὓ is the change in flux due to magnetic sample insertion. Thus equation 

2.3 can be written as  

 
                                                      ὠὨὸ ‘ὔὃὓ                                                            (2.5) 

The intensity of the signal is same as that of the magnetic moment of the 

sample, where the frequency is the sinusoidal motion at which the sample is vibrating. The 

schematic diagram of a VSM along with the sample holder and detection method is shown 

in Figure 2.11. A Lake Shore-7144 VSM  equipped with an electromagnet, capable of 

generating a field of up to 1.6 T at 300 K is used for the magnetic study of our samples. 

 

Figure 2.11: Schematic diagram of VSM. 
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2.8.2.  Superconducting Quantum Interference Device  (SQUID)  

SQUID is the most effective and sensitive device that has been designed to date to 

detect incredibly small magnetic field s and moments, small enough to measure the magnetic 

field of living organisms. As shown in Figure 2.12, SQUID consists of two superconductors 

separated by a thin insulating layer, to form two parallel Josephson junctions, so that the 

cooper pairs can easily tunnel through the insulating junction.  

 

 

Figure 2.12: Schematic of SQUID. 

 

The sensitivity of SQUID is associated with measuring changes in magnetic field 

associated with one flux quantum (ǵ0). In the absence of any external magnetic field, the 

biasing current ôIõ splits into two branches equally. If a small external magnetic field is 

applied to the superconducting loop, a screening current, ôISõ, will generate in the 

superconductors to cancel the externally applied field, as superconductor excludes 

magnetic flux. In one of the branches of the superconducting loop, the induced current is in 

the same direction as ôIõ, and is opposite to ôIõ in the other branch. A voltage appears across 
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the junction  when the current in either branch overdoes the critical current , IC, of the 

Josephson junction. Under the consideration that  the external flux is amplified  until it 

exceeds half the magnetic flux quant um, ǵ0/2. Since the flux enclosed by the 

superconducting loop must be an integral number of flux quanta, instead of screening the 

flux , SQUID now energetically prefers to upsurge it to ǵ0 and IS flows in the opposite 

direction. As a result, IS changes direction every time the flux increases by half-integer 

multiples of ǵ0. SQUID detects the change in this current to measure the magnetic moment 

of the sample9. 

 

2.9. Dielectric Characterization Techni que 

2.9.1. Impedance Analyzer and LCR Meter  

For higher accuracy and simplicity of measurement techniques LCR meter and 

impedance analyzer are used in low-frequency range, whereas for high-frequency range 

beyond 1GHz a vector network analyzer is employed for dielectric property analysis of our 

materials. We have used an NF corporation LCR meter (ZM2376) operating in the frequency 

range of 1mHz-5.5MHz, and an Agilent 4249A impedance analyzer within a frequency 

range 40 Hz-110 MHz. A schematic of the LCR meter is shown in Figure 2.13. In LCR meter 

the voltage (V) and current (I) across the material under test are measured, and 

subsequently, the impedance (Z) is analyzed. LCR meter can measure the inductance (L), 

capacitance (C), resistance (R), dissipation factor (d), quality factor, current, voltage, phase 

angle (q) between the current and voltage, conductance, susceptance. Impedance of a 

material is the opposition to the flow of current through the material. Z is a  vector quantity 

composed of resistance (R or Zõ) and reactance (X or Zõõ). X represents the opposition of the 

sample under test to the alternating (ac) current composed of capacitance and inductance 

components. Both in case of LCR meter and impedance analyzer the experimental sample 

is subjected to an ac voltage. These instruments work on auto-balancing bridge method, 

depending on the impedance, test frequency, connections, accuracy etc.  

An LCR meter can measure impedance at spot frequencies or in a wide range of 

frequencies and the capacitance, inductance and resistance of the material can be calculated 

separately. We have studied the variation of |Z| and q with the applied electric field 
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frequency and calculated the dielectric properties of the sample specimen by analyzing :, 

:, real and imaginary parts of dielectric permittivity (Ȅ and Ȅ respectively), dielectric loss 

(tand) and ac conductivity (Ȓac)10. The experimental set-up of impedance analyzer 

instrument developed in our laboratory is shown in Figure 2.13. Several parameters 

influence the dielectric response of a material, such as temperature, humidity, magnetic 

field. Temperature dependence of dielectric property is ana lyzed in detail in chapter 3 and 

chapter 4. The effect of magnetic field on the dielectric response of magnetic fluids is 

explained in detail in chapter 7. 

 

 

Figure 2.13: Schematic diagram of the working principle of MCR meter and impedance 

analyzer. 

 

2.9.1.1. Dielectric property analysis of solid powder material  

For the dielectric property analysis of solid powder material in impedance 

analyzer the powdered sample is palletized. On both surfaces of the pallet conducting silver 

adhesive paste is added and contact is made with Copper wire. For the measurements, the 

sample is connected with the measuring leads of the impedance analyzer. Temperature 

dependence of the dielectric response is studied by inserting the palletized sample in an 

oven.  
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2.9.1.2. Dielectric property analysis of magnetic fluid  

For the dielectric analysis of magnetic fluids , a liquid dielectric cell is designed 

by incorporating a cylindrical al umina cell of inner diameter 1.8 cm, outer diameter 2.21 cm 

and of height 2.9 cm. Two Cu electrodes are placed maintaining a constant gap of 1.4 cm 

inside the dielectric cell, as shown in Figure 2.14. The liquid dielectric cell is connected to 

an NF corporation LCR meter ZM2376. For measuring the effect of the magnetic field on 

the dielectric response the dielectric cell is placed in between the coils of an electromagnetic, 

shown in Figure 2.15, in such a way that the direction of the magnetic field and the  direction 

of the applied electric field are parallel.  

 

 

Figure 2.14. Liquid dielectric cell for impedance analysis.  

 

Figure 2.15. Setup for magnetic field dependent dielectric property analysis of magnetic fluid.  
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2.9.2.  Vector Network Analyzer (VNA)  

A network analyzer is an instrument used for measuring the electrical network 

parameters. VNA is a network analyzer that is used for radio frequency and microwave 

applications, which measures both the phase and amplitude of the measured parameters. 

VNA is implemented for characterizing both the active and passive network, in terms of 

network scattering parameters, known as S parameters11. Measuring the S parameters by 

analyzing the reflection and transmission of electrical network s is easy as well as accurate 

in the high -frequency range.    

 

 

Figure 2.16: Schemtic presentation of VNA. 

 

VNA can measure the electrical parameters of a network with any arbitrary number 

of ports. Here we will use VNA on a 2 -port network. Figure 2.16 shows the block diagram 

of a 2-port VNA. Two ports of the device under test (DUT) are denoted as port 1 (P1) and 

port 2 (P2). PC1 and PC2 are the precision cables connected to P1 and P2 from the VNA. 
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For microwave measurements using coaxial airline (Maury Microwaves -8043S6) 

and vector network analyser (Anritsu MS46122B), the material should be of toroidal shape 

wit h outer diameter 3.5 mm and inner diameter 1.5 mm according to the dimension of 

coaxial line. The composite samples for microwave measurements are prepared by loading 

powder samples in 25 wt%  in Epoxy Resin matrix and moulding this mixture in a precisely 

fabricated self-made Teflon mould.  

2.10. Magnetorheological (MR) Property Measurements  

Magnetorheological (MR) properties of MR  fluids can be studied in three basic 

operation modes, i) valve mode or pressure-driven flow (PDF) mode, ii) direct shear (DS) 

mode and iii) squeeze mode. Examples of PDF mode devices include dampers, serve-

valves, shock absorbers, whereas devices that work on DS mode are brakes, clutches and 

locking devices. The third mode of operation, squeeze mode, appears in high force and/or 

slow motion applications 12.  

 

2.10.1. Study of M agnetorheological Properties in Shear Mode  

The MR response of our MR fluids is studied in a parallel plate 

magnetorheometer AntonPaar Physica MCR 301, operating in shear mode. In this 

magnetorheometer the MR fluid sample is placed between two parallel plates, the lower 

plate is fixed and the upper plate is rotated with angular velocity to apply shear is the test 

fluid. A n electromagnetic coil is attached to the instrument for applying a magnetic field 

during the MR measurements, shown in Figure 2.17(a). The magnetic particles suspended 

in the fluid form particle chain along the field direction, as shown in Figure 2.17(b), and try 

to oppose the rotation of the upper plate. As a result, shear stress is developed in the 

material, which is the measure of its MR performance.  

For the viscoelastic property study of MR fluids , a sinusoidal oscillatory shear 

strain is applied to the fluid and sinusoidal shear stress is recorded to analyze the storage 

and loss modulus of the material.  
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Figure 2.17: (a) Schematic of magnetorheometer operating in shear mode (b) particle chain 

formation between upper and lower plates of magnetorheometer under applied magnetic field.  

 

2.11. Thermal Conduction Properties  

For measuring the thermal conduction property of the MR fluids under the 

application of an external magnetic field an experimental setup is built in the laboratory. In 

a 10 ml beaker two Cu plates are placed parallelly maintaining a constant gap, as shown in 

Figure 2.18.  

 

 

Figure 2.18: Magnetic fluid cell for thermal conduction property measurements.  

On one plate (plate A) a nichrome wire is mounted to apply constant current, 

through Aplab 0 -32 V DC power supply LQ6324, for heating the plate and on another plate 
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(plate B) a Pt resistant sensor PT-103 is mounted, which is connected to a 340 temperature 

controller unit by Lakeshore. The fluid cell is placed between the poles of an electromagnet 

as shown in Figure 2.19. The change in temperature of plate B with time is measured under 

the application of various magnetic fields.  

 

 

Figure 2.19: Set up for thermal conduction property analysis of magnetic fluids developed in 

laboratory.  
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Chapter 3 
Magnetic , Dielectric and 

Microwave Absorption 

Properties of Zn xFe3-xO4 

Nano-Hollow Spheres  

This chapter demonstrates synthesis of ZnxFe3-xO4 nano-hollow spheres with 
x=0.0, 0.1, 0.2, 0.3, 0.4 and 1.0 doping content. Variation of structural, 
magnetic and dielectric responses of as-synthesized different  ZnxFe3-xO4 
nano-hollow spheres with different doping content are studied in detail.   
Owing to the improved  magnetic permeability  and decreased dielectric 
permittivity  of Zn0.2Fe2.8O4 hollow -spheres broadband microwave absorption 
properties are obtained. 

 

A part of this chapter is already published in  Physical  Review Applied , 

2019, 11, 024059 and it is reproduced here. 
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3. Tuning of Magnetic and Dielectric Response of Fe 3O4 

Nano-Hollow Spheres Through Zn -Doping  : An 

Excellent Material for High Frequency Applications  

3.1. Preamble 

Magnetite (Fe3O4) in nano scale is one of the most important magnetic materials 

with high permeability, 100% spin polarization, Verwey transition T V~120 K and a very 

high Curie temperature, T c ~856 K, which enable it to be a promising candidate for use in 

nanoscale functional spintronic devices, magnetic fluid, high density magnetic storage and 

bio-medical applications 1ð4. Among all their nanostructures, nano hollow spheres (NHSs) 

drew maximum attention because of low density, high compressibility to withstand 

changes in pressure and temperature and large effective surface area. Lower density of 

hollow spheres enables them to be better material for magnetorheological application with 

higher dispersibility 5. The hollow cavity can also be used for delivering drugs 6.  

In all the applications, including biomedical, high magnetization is required. 

However it deteriorates significantly when size is reduced from bulk to nano, because of 

surface effects, where magnetic order is highly disturbed  due to the randomly oriented 

surface spins. Therefore enhancement of magnetization in Iron oxide nanostructures is a 

real challenge to the material scientists.  Doping Fe3O4 with divalent cation (Zn 2+, Co2+, 

Mn 2+, Mg2+, Ni 2+ etc.) is an effective method to enhance magnetic properties7ð11. Among 

them Zn doped Fe3O4 nanostructures drew great interest, particularly in clinical 

applications due to less toxicity of Zn 2+. Moreover the presence of Zn helps in forming stable 

complexes with various Fe3O4drugs, polymers and organic materials according to Irving -

Wi lliam series12. 

In addition to large magnetic moment, high resistivity is also required for high 

frequency applications such as in microwave communication technology to reduce eddy 

current, back emf and other high frequency related negative effects13,14. With inclusion of 

Zn, the conductivity of Fe 3O4 reduces due to the reduction in spin hopping.  

Magnetite and other ferrites have attracted much attention in recent years in 

microwave (MW) attenuation devices. The MW attenuation materials must possess the 
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properties of high absorption with minimum reflection loss. To achieve complete 

electromagnetic (EM) wave  absorption µ / ‐ should be ~115, where µ  is the real part of 

magnetic permeability and ‐ is the real part of dielectric permittivity. µ  can be very high by 

choosing suitable materials such as ferrites. However, ferrites µ/ ‐ << 1, as the value of ‐ is 

much higher than µ . Therefore, µ/ ‐ should be tuned to unity, by  doping Zn, which 

increases µ  due to increase in magnetization. Hollow structured materials can also enhance 

the electromagnetic absorption due to repeated reflection at the inner surface of the hollow 

cavity.  

The reported magnetic properties of Zn xFe3ĭxO4 nano materials prepared by different 

synthesis methods are contradictory. Takaobushi et al.16,17 reported continuous increase of 

magnetization (M s) in Zn xFe3ĭxO4 epitaxial thin films till x= 0.9. By contrast, Venkateshvaran 

et al.18 observed Ms of Zn xFe3ĭxO4 epitaxial films to increase and conductivity to decrease 

monotonously with x from 0 to 0.5. Matsuo et al.19 showed the maximum M s for x=0.2 in 

nanoparticles, prepared by chemical coprecipitation method. Therefore from the liter ature 

we observed that Zn doping in Fe3O4 up to certain percentage enhances magnetic moment, 

reduces conductivity and helps forming stable complexes. 

In this chapter, we prepared Zn xFe3-xO4 NHSs with 0.0 Ò x Ò 1.0 to investigate the 

relationship of magneti c and dielectric property with Zn doping. Maximum magnetization 

along with significant reduction in conductivity  and dielectric permittivity  is observed for 

x=0.2. Owing to the highest saturation magnetization, reduced conductivity and dielectric 

permittivity, the microwave absorption property of Zn0.2Fe2.8O4 NHSs is studied.  

 

3.2. Experimental Section  

3.2.1. Material Used 

The precursor salts, Zinc Chloride (ZnCl 2) and Ferric Chloride (FeCl3, 6H2O), urea 

(CH N O) and surfactant oleylamine (C18H 37N) are obtained from Sigma-Aldrich.  All the 

reagents are of analytical grade and used without further purification. Ethylene glycol and 

ethyl alcohol are used as solvents. 

3.2.2. Synthesis of Nano-Hollow Spheres  

ZnxFe3-xO4 (x=0.0, 0.1, 0.2, 0.3, 0.4 & 1) NHSs are synthesized using a facile template 

free solvothermal method through proper variation of ZnCl 2 to maintain the stoichiometry 
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for different doping percentage. In the typical synthesis of Zn xFe3-xO4 NHSs, 1.35 g of 

FeCl3.6H2O, x g of ZnCl 2 (0Ò x Ò 0.291) and 0.53 g of urea are dissolved in 30 ml solvent 

mixture of 20 ml Ethylene glycol & 10 ml Ethanol, which are stirred until clear homogeneous 

solution was obtained. Thereafter, 1 ml of oleylamine which is a growth modifier as well as 

surface stabilizer was added to the solution mixture in order to restrict the particle growth 

in nanometer size range. The properly mixed final solution is transferred into 40 ml Teflon 

lined stainless steel autoclave and heated to 180°C for 20 h followed by natural cooling to 

room temperature. The resulting black precipitate is thoroughly washed with absolute 

ethanol to remove all residual reagents and separated by centrifugation. The as-obtained 

product is dried at 60°C for 12 h. By varying the amount of ZnCl 2, we have been able to 

prepare ZnxFe3-xO4 (x=0.0, 0.1, 0.2, 0.4, 1) NHSs. At the elevated temperature urea 

decomposed to ammonia which produced hydroxyl groups. These hydroxyl groups 

precipitated the hydroxides of zinc and ferric ions and finally Zn xFe3-xO4 NHSs formed.  

 

3.2.3. Characterization  

The phase of the prepared samples are characterized by a PANalytical XõPert PRO X-

ray diffractometer equipped with Cu KȀ radiation (Ȋ=1.5418 ¡) radiation. Morphological 

analysis are performed using FEG transmission electron microscope (TEM) (80ð200 kV) and 

a FEI QUANTA FEG 250 field -emission scanning electron microscope (FESEM) (0.2ð30kV). 

The magnetic measurement is performed with a vibrating sample magnetometer (VSM), 

Lake Shore-7144. An Agilent 4249A impedance analyzer within a frequency range 40 Hz-

110 MHz is used for dielectric measurements. The electromagnetic (EM) wave absorption 

properties of Zn0.2Fe2.8O4 NHSs are performed using an Anritsu MS46122B vector network 

analyzer and a coaxial airline (Maury Microwaves -8043S6). The composite sample for 

microwave measurements is prepared by loading 25 wt% powder samples in an epoxy resin 

matrix. The final composite is in a hollow cylindrical shape with inner diameter (d in) = 1.5 

mm, outer diameter (d out) = 3.5 mm and thickness (d) = 3.12 mm. Analysis from 2-port 

scattering (S)-parameters measured in transmission line technique is performed using 

Nicholson -Ross-Weir algorithm.  
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3.3. Results and Discussion  

3.3.1. Structural and Morphological Properties  

The XRD patterns of as-synthesized NHSs with Rietveld refinement, shown in 

Figure 3.1(a), confirm the formation of face centered cubic spinel structure (JCPDS card np. 

89-1397). The (311) peak (Figure 3.1 b) shifts to the lower diffraction angle up to x=0.2, 

beyond which it moves towards the higher angle. As the tetrahedral site (A-site) is larger 

than octahedral site (B-site), the nonmagnetic Zn2+ (0.74 Å) ions prefer to replace Fe3+ (0.64 

Å)  ions of the A-site under lower doping concentration, resulting in larger lattice parameter 

from 8.4 Å (for x=0.0) to 8.4084 Å (for x=0.2) and leading to the cation distribution at the A 

and B sites as (Znx
2+Fe(1-x)

3+)A[Fe(1-x)
2+Fe(1+x)

3+]BO4. However, excess Zn2+  beyond x=0.2 

replace Fe2+ ions partly at B-sites and start to form mixed ferrite as [Zn (x-ȃ)
2+Fe(1-

x+ȃ)
3+]A[Znȃ2+Fe(1-x)

2+Fe(1+x-ȃ)
3+]BO4 where ȃ is the inversion degree defined as the fraction of 

B-sites occupied by Zn2+ ions. The cation distribution, ȃ and lattice parameter obtained from 

the Rietveld refinement of the experimental XRD pattern are shown in Table I. While both 

the iron sites are replaced by Zn+2 ions, the competition between parameter b, due to cation 

size effect and the Madelung constant, M, starts to play a significant role in determining the 

lattice constant, a, following the relation a  ́ b/M 20. On substitution of more Zn 2+ and 

replacement of Fe2+ causes change of repulsion potential as well as the ionic distance, 

resulting in the reverse trend of decreasing lattice constant beyond x=0.2. The variation of 

lattice constant with Zn content is shown in Figure 3.1(c). 

 

Table 3.1: Table for cation distribution, inversion degree (ȃ) and lattice parameter from Rietveld 

refinement: 

 

x Zn xFe3-xO4 Lattice parameter (Å)  

0.0 Fe3+[Fe2+ Fe3+]O4 8.4±0.0002 

0.1 ȃ=0, :ÎȢ&ÅȢ&ÅȢ&ÅȢO4 8.4021±0.0003 

0.2 ȃ=0.003, :ÎȢ &ÅȢ :ÎȢ &ÅȢ&ÅȢ O4 8.4084±0.0002 

0.3 ȃ=0.03, :ÎȢ &ÅȢ :ÎȢ &ÅȢ&ÅȢ O4 8.3906±0.0003 

0.4 ȃ=0.06, :ÎȢ &ÅȢ :ÎȢ &ÅȢ&ÅȢ O4 8.4014±0.0002 

1.0 ȃ=0, Zn2+[Fe3+] O4 8.3989±0.0004 

 



Pa g e | 95 

Chapter 3 
 

 

 
Figure 3.1: (a) XRD intensity pattern of Zn xFe3-xO4 (x=0.0, 0.1, 0.2, 0.4, 1) with Rietveld 

refinement, (b) enlarged image of (311) reflection peak and (c) variation of lattice constant with 

Zn doping concentration.  

 

Figure 3.2: FTIR spectra of the ZnxFe3-xO4 NHSs. 

The FTIR spectra of the as prepared ZnxFe3-xO4 (x=0, 0.1, 0.2, 0.3, 0.4, 1) NHSs is 
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shown in Figure 3.2. Absorption bands at 576 cm-1 and 666cm-1 are observed which are 

associated with Fe-O stretching vibrations of Fe3+ ions in octahedral and tetrahedral sites 

respectively, where the latter is absent for x=1.0 confirming full doping of Zn 21. With the 

substitution of zinc a peak is observed at 430 cm-1 for Zn -O stretching vibration at 

tetrahedral sites, confirming Zn dop ing. 

FESEM analysis is performed on all the as-prepared ZnxFe3-xO4 samples, shown in Figure 

3.3 (a-f) with size distribution curves of respective samples in the inset. From the surface 

morphology hollow spherical structure formation is confirmed with unifo rm size 

distribution. The average size of the NHSs calculated from FESEM images are 200-400 nm. 

For detail analysis of the hollow interior TEM analysis is performed.  

 

 

Figure 3.3: FESEM images with size distribution graph in the inset for (a) x=0.0, (b) x=0.1, (c) 

x=0.2, (d) x=0.3, (e) x=0.4 and (f) x=1.0 NHSs. 
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The intensive contrast between the dark boundary line and bright center of  TEM images of 

all the samples clearly show the formation of NHSs with homogeneous size distribution 

and shell thickness in Figures 3.4 (a-f). TEM micrographs along with selected area 

diffraction pattern (SAED), HRTEM image of (311) plane and size distribution curve of the 

ZnxFe3-xO4 samples are shown. From the HRTEM fringe pattern the calculated line spacing 

matches well with that calculated from XRD analysis shown in Table 3.1. 

 

Figure 3.4: TEM, HRTEM and SAED pattern of (a) x=0.0, (b) x=0.1, (c) x=0.2, (d) x=0.3, (e) x=0.4 

and (f) x=1.0 NHSs. 

 

3.3.2. Magnetic Properties 

Figure 3.5 shows the M-H hysteresis loop of the samples at temperature T= 300 K 

and 80 K. An increase in saturation magnetization (M S) is observed on Zn doping with 

maximum M S = 92.5 emu-g-1 at 300 K and 99.5 emu-g-1 at 80 K for x=0.2. Ms decreases on 
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doping more Zn beyond x=0.2.  Magnetism in Fe3O4 arises due to the exchange interactions 

among the cations in inverse-spinel structure, which is governed by a combination of 

antiferromagnetic super -exchange (SE) and ferromagnetic double exchange (DE) 

interactions. In Fe3O4, tetrahedral A site is occupied by Fe3+ and in octahedral B site there is 

an alternate arrangement of Fe3+ and Fe2+ ions. There are three antiferromagnetic SE 

interactions JAA  (A-O-A), JBB (B-O-B), and JAB (A-O-B) between the Fe3+ ions on the A and B 

sites, mediated by the oxygen (O) ions. In addition, there is a ferromagnetic DE interaction 

mediated by the itinerant spin down t 2g electrons hopping between the mixed-valent Fe ions 

on the B sites18.  

 

Figure 3.5: Variation of Magnetization (M s) with applied magnetic field (H) at (a) 300 K and (b) 

80 K for ZnxFe3-xO4 (x=0.0, 0.1, 0.2, 0.3, 0.4, 1) NHSs. Inset figures show the enlarged version of 

the central region of M-H curves of the respective M-H plots. 

In pure Fe3O4 the resultant magnetization from Fe 3+ ions are zero due to 

antiferromagnetic coupling and only Fe 2+ ions contribute to the net magnetization. On low 

Zn substitution Fe 3+ ion on the A site is replaced by non-magnetic Zn2+ ion and it does not 
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affect the magnetic exchange on the B site. However for charge compensation Fe2+on B site 

is converted to Fe3+ and nullification of magnetic moment from Fe 3+ is lost. As a result Ms 

increases at low substitution level (x=0.2) due to contribution from  Fe2+ as well as Fe3+. For 

higher substitution of Zn 2+ (x>0.2) exchange interaction JAB is diluted due to nonmagnetic 

Zn2+ and saturation magnetization decreases. The variation of Ms with x is shown in Figure 

3.6 (a) for both the measuring temperatures. Figure 3.6(b) shows the variation of coercivity 

(H c) values for ZnxFe3-xO4 NHSs with doping content x. Hc decreases with increase in Zn 

content  up to x=0.3 and increases thereafter. Increment in H c  at 80 K for x=0.4 is rapid 

compared to 300 K. Besides low value of Ms for x=0.4 at lower temperature (80 K) indicates 

the presence of canted antiferromagnetic spins, thus enhancement in magnetic anisotropy. 

 

Figure 3.6: Variation of (a) M s and (b) Hc  with x at 300 K and 80 K of ZnxFe3-xO4 (x=0.0, 0.1, 0.2, 

0.3, 0.4, 1) NHSs. 

 

The Zero-field -cooled (ZFC) and field-cooled (FC) Ȗ vs T measurements are shown 

in Figure 3.7 for ZnxFe3-xO4 NHSs with an applied field of 100 Oe. In case of ZFC curves 

during cooling randomness of surface spins are frozen below a certain temperature, called 

spin freezing temperature (T g), leading to cusp-like maximum around 30 K. Higher 

magnetization of the FC curve compared to corresponding ZFC curve is attributed to  the 

surface spins, which are frozen during cooling in the direction of external field.  When non -

magnetic Zn2+ occupies A site only (for  x=0.1, 0.2, 1.0) JAB is diluted and T g reduces.  For 

x=0.3 and x=0.4, in addition to tetrahedral site Zn 2+ also occupies the octahedral site. This 

results in frustrated exchange interaction due to canted antiferromagnetic spins. The inset 



Pa g e | 100 

Chapter 3 
 

 

of Figures show the variation of  with T for the respective sample for better 

identification of the peak positio ns. Figure 3.8 (a) shows the variation of Tg with Zn content 

(x).  

 

Figure 3.7: ZFC-FC curves of ZnxFe3-xO4 (x=0.0, 0.1, 0.2, 0.3, 0.4, 1) NHSs. 

Another cusp like maximum observed at higher temperature for all the samples, 

except ZnFe2O4, corresponds to the Verwey transition where structural transition from 

cubic to monoclinic symmetry takes place. The Verwey transition temperature (T V) is 

extremely sensitive to the oxygen stoichiometry or the transition metals present in the 

compound.  Since Zn2+ replaces Fe3+ at the A sites around which the vibrating oxygen ions 

are situated, the changes in frequency of phonon vibration (Ȍ) is expected. Gupta et al.22 
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showed the reduction in T V with increasing phonon frequency.  n can be written as  

                                    

            ⱨ
Ⱬ

▓

□►
                                                             (3.1) 

where, the reduced mass   □►
□ □

□ □
 and k is the bond strength. 

Here, m1 is the mass of Zn+2 / mass of Fe+3 and m2 is the mass of O-2. With increasing Zn 2+ 

(65.408 Dalton), replacing Fe+3 (55.843 Dalton), mr increases and hence Ȍ decreases. On the 

other hand, replacement of Fe3+ by larger Zn 2+ changes k in the same fashion as lattice 

constant, shown in Figure 3.1. The resultant effect of Zn doping on TV is shown in Figure 

3.8(b). 

 

Figure 3.8: Variation of (a) Tv and (b) Tg with Zn doping content x.  

For deeper understanding of the nature of spin freezing behaviour in ZnxFe3-xO4  

NHSs system, the AC magnetic properties are studied. The real (Ȗ) and imaginary (Ȗ) parts 

of AC susceptibility, for ZnxFe3-xO4 (x=0.0, 0.1, 0.2, 2.3, 0.4, 1) NHSs are shown in Figure 3.9 

(a-f) at four different frequencies  f= 7 Hz, 83 Hz, 253 Hz & 503 Hz and in the temperature 

range 5 K to 400 K. We observed two peaks in the susceptibility vs temperature curves. The 

peak at lower temperature (Tg  for Ȗ and Tg  for Ȗ) corresponds to the spin freezing 

temperature and the second one at higher temperature (TV  for Ȗ and TV  for Ȗ) indicates 

the Verwey transition, which is independent of frequency 23. With frequency Ȗ does not 

change much except at temperatures close to and below Tg , whereas Ȗ changes 

significantly due to the presence of magnetic dipolar interactions 24. 
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Figure 3.9 (a): Variation of Ȗ and Ȗ with temperature for Fe 3O4 (x=0.0) NHSs. 

 

 

 
Figure 3.9 (b): Variation of Ȗ and Ȗ with temperature for Zn 0.1Fe2.9O4 (x=0.1) NHSs. 

 

 
Figure 3.9 (c): Variation of Ȗ and Ȗ with temperature for Zn 0.2Fe2.8O4 (x=0.2) NHSs. 
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Figure 3.9 (d): Variation of Ȗ and Ȗ with temperature for Zn 0.3Fe2.7O4 (x=0.3) NHSs. 

 

 
Figure 3.9 (e): Variation of Ȗ and Ȗ with temperature for Zn 0.4Fe2.6O4 (x=0.4) NHSs. 

 
Figure 3.9 (f): Variation of Ȗ and Ȗ with temperature for ZnFeO 4 (x=1.0) NHSs. 

Frequency dependence of Ȗ for T < Tg  and its frequency independence for T > Tg , 

suggests the blocking process of the Fe3O4 NHSs25. Variation of T g  and Tg  with frequency 

is related to the relaxation of domain walls 26, which resulted in higher magnetic anisotropy 

as well as spin freezing temperature. The frequency dependence of Tg  can be quantified in 



Pa g e | 104 

Chapter 3 
 

 

terms of the parameter k=
ᶯ

ᶯ
 , which signifies the relative shift in spin freezing 

temperature with frequency. This relative shift parameter is also known as Mydosh 

parameter, which is used to identify different spin -glass system27. The calculated value of k 

for our NHSs is 0.06, except for Zn0.1Fe2.9O4, where k=0.1. Values of k suggests higher 

sensitivity to frequency for all these ZnxFe3-xO4 NHSs. From the values of Mydosh 

parameter lying between 0.02-0.06 cluster glass like system can be confirmed with slow rate 

of magnetic relaxation.   

 In order to get clear sight into the relaxation mechanism of the NHSs we fit the data 

of relaxation time  (t )  and Tg  with Vogel - Fulcher equation28: 

                                             t = t0 exp[ -Ea /kB(Tg  ïT0)]                                                  (3.2)  

where, Ea is the anisotropy energy barrier, t0  is the characteristic relaxation time, kB is the 

Boltzmann constant and T0 is the characteristic temperature which is the measure of the 

interparticle interaction energy.  

 

Figure 3.10: Frequency dependence of Tg'  fitted to Vogel - Fulcher Law. 
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Table 3.2: Table for parameters obtained from Vogel-Fulcher fitting  

x t0 (sec) T0 (K)  

0.0 8.5x10-7 33.8 χȢφ 

0.1 2.4x10-10 3.06 πȢφ 

0.2 4.79x10-7 30.2 φȢτ 

0.3 2.3x10-10 13.2 ςȢς 

0.4 1.9x10-8 23.9 ςȢφ 

1.0 5.3x10-8 24.3 ρȢτ 

 

The variation of relaxation time with spin -freezing temperature is fitted with Eq. 

(3.2), shown in Figure 3.10. The fitting parameters are shown in Figure 3.2. From the fitting 

parameters values, large t0 is obtained for interacting spin cluster 30. T0 can be considered to 

describe the temperature regime where interactions are effective and above which thermal 

energy is sufficient for the interactions to be overcome under the conditions of the ac-

susceptibility measurement. Dipolar interaction plays an important role in governing 

anisotropy energy. Due to doping magnetic moment changes, which in turn changes the 

interparticle interaction energy. T0 is much lower for x=0.1 compared to other doping 

concentration indicating activated interparticle interacti ons at low temperature region.  

3.3.3. Dielectric Properties  

Figure 3.11 shows the variation of real (e) and imaginary (e) part of dielectric 

constant  with frequency of ZnxFe3-xO4  NHSs for x=0.0 and 0.2 within the temperature range 

of 303 K Ò T Ò 573 K. Higher value of e is observed for the undoped Fe3O4 compared to Zn-

doped sample. Below 473 K, dielectric constant is almost independent of frequency, because 

at lower temperature thermal vibr ation frequency of the charge carriers does not match with 

the applied frequency range. With the increase in temperature when the thermal vibration 

is comparable to the applied electric field frequency, e increases. However at very high 

frequency the carriers cannot follow the applied frequency and lag behind, thus reducing 

e. Dielectric constant (e) and dielectric loss (e) both show high value at low frequency and 
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decrease with frequency reaching a nearly saturated value indicating a frequency 

independent behaviour beyond 106 Hz. This phenomenon can be explained on the basis of 

Koopõs theory29 and Maxwell -Wagner model. According to this theory, the dielectric 

structure was said to be composed of grains and grain boundaries in which grains are 

conducting, while grain boundaries are non -conducting. Dielectric contribution in ferrites 

arise due to the oscillation of dipoles in the grain region and the accumulation of the carriers 

in the resistive grain boundary regions. Among the various source of polarizations dipolar 

(within 10 3-106 Hz) and interfacial polarization (below ~10 3 Hz) contribute sign ificantly in 

the experimental frequency range. However these polarizations cannot follow the applied 

frequency beyond 106 Hz, leading to reduction in polarization with increasing frequency.  

 

Figure 3.11: Frequency dependent variation  of dielectric constant (e) at different temperatures 

for (a) Fe3O4 and (b) Zn0.2Fe2.8O4 (inset figures show the dielectric relaxation behaviour over the 

same frequency range at different temperature values for the respective samples). The 

measurement temperatures are in K. 
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The dielectric permittivity of Zn 0.2Fe2.8O4 NHSs is less than Fe3O4. To understand the 

reason behind lower dielectric response in x=0.2, Nyquist plot or Cole -Cole plot of 

imaginary vs real impedance (-z  vs z) of x=0 and 0.2 are analysed and are shown in Figures 

3.12(a) and (b), respectively, at different measurement temperatures. For each temperature 

the -z  vs z curves consist of distorted semicircles, suggesting non-Debye type dielectric 

relaxation in the NHSs systems. The low and high frequency parts of the arcs correspond 

to the contribution from grain boundary and grain respectively. The resistance value at a 

particular temperature is equal to the intercept at the x -axis of the corresponding semi-

circle. These Nyquist plots are fitted with Maxwell -Wagner equivalent circuit model, shown 

in the inset of Figure 3.12(b), consisting of two parallel RC circuits, Rg||C g (from grain) and 

Rgb||C gb (from grain boundary) and R s and Ls connected in series. Rs and Ls represent the 

contribution from measuring leads and electrodes.  

 

Figure 3.12: Nyquist plot of (a) Fe3O4 and (b) Zn0.2Fe2.8O4 fitted with Maxwell -Wagner type 

equivalent circuit model (inset of (b)).  

 

Each semicircle appearing in the Nyquist plot corresponds to the parallel RC 

component of the equivalent circuit. The grain resistance decreases with increasing 

temperature due to change in conductivity at higher temperature. The grain capacitance 

(Cg) is related to Rg via this equation:  

                                        wt = 2p fmax RgCg = 1                                                     (3.3) 

where, fmax is the frequency maxima of the semicircle and t is the relaxation time which 
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follows the Arrhenius law:  

            t = t0 exp ( )                                                  (3.4) 

where, t0 is a pre-factor, Er is the activation, T is absolute temperature and kB is the 

Boltzmann Constant. From the slope of the plot between ln t and 1000/T (Figure 3.13) 

activation energy is found out to be 0.01±0.001 eV for Fe3O4 and 0.07±0.009 eV for 

Zn0.2Fe2.8O4. The Er value increases with doping, which provides more hindrance to the 

movement of carriers through the grain regions in Zn0.2Fe2.8O4, resulting in low dielectric 

response in this particular doping content compared to Fe3O4 NHSs.  

 

Figure 3.13: Arrhenius plot of relaxation time for Fe3O4 and Zn0.2Fe2.8O4 NHSs. 

Figure 3.14 shows the variation of ac conductivity (Ȓac) with frequency over 10 KHz 

to 100 MHz range at different temperature ranging from 303 K to 573 K. Below ~400 K the 

ac conductivity does not change significantly up to ~5 MHz and thereafter increases 

reaching a peak value beyond which a reduction is observed. The constant conductivity at 

low frequency is attributed to the inability of charge carriers to cross the energy barrier; 

however at high er frequency they gain sufficient energy to cross the barrier and increase 

conductivity. At very high frequency the carriers cannot follow the applied electric field 

and lag behind, resulting in reduced Ȓac. Above ~400 K Ȓac vs frequency curve does not show 

any peak. Instead a frequency independent flat curve indicates sufficient thermal energy to 

cross the energy barrier.  
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Figure 3.14: Variation of ac conductivity with frequency at different temperatures for (a) Fe 3O4 

and (b) Zn0.2Fe2.8O4 NHSs. 

 

From Figure 3.14 it is clear that the ac conductivity value of Zn 0.2Fe2.8O4 NHSs is 

lower than the undoped one, because of the reduction of both the spin hopping and itinerant 

(Fe2+) charge carrier density in the octahedral site due to doping. 

Ȓac of a material can be written as30 

 

   Ȓac (T) = Ȓ1 (T) + Ȓ2 (T)                   (3.5) 

Where the first term Ȓ1 (T) is the dc conductivity which corresponds to the drift of charge 



Pa g e | 110 

Chapter 3 
 

 

carriers and the second one, Ȓ2 is the frequency dependent part of ac conductivity  given 

by31: 

         s2 (w, T) = A (T) w h(T)                                   (3.6) 

where, A has the unit of conductivity and h is dimensionless, which can be calculated from 

the slope of ln (Ȓac) vs. ln (w) plot. Figure 3.15 shows the variation of h with temperature for 

our samples. 

The nature of variation of h with temperature gives the idea of conduction 

mechanism in materials depending on different models 30,32ð35: (i) conduction can be 

explained by quantum mechanical tunnelling (QMT), when h is independent of 

temperature, (ii) correlated barrier hopping (CBH) is expected when h decreases with 

temperature and (iii) the increase in h with temperature can be correlated with small 

polaron conduction, while if h reaches a minimum followed by an increase with a further 

increase in temperature then the dominant conduction mechanism is an overlapping large 

polaron tunnelling (OLPT). F rom Figure 3.15, h decreases with increasing temperature, 

CBH as the conduction mechanism in undoped  and Zn-doped Fe3O4 NHSs. 

 

 

Figure 3.15: Variation of h with temperature for x=0.0 and 0.2. 

3.3.4. Microwave Absorption Properties  

According to the Globus equation ‘ᴂθ ὓ ὈȾὑ Ⱦ , the higher saturation 

magnetization (M s), larger grain size (D), and lower magnetocrystalline anisotropy constant 
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(K1) may contribute to  higher complex permeability . On the basis of the magnetic results, 

ZnxFe3ĭxO4 NHSs with x=0.2 showing highest Ms is selected for microwave absorption 

(MA) measurement. The transmit -line theory relates the MA properties of a material to the 

frequency, thickness of the material, relative complex permittivity ( ‐ ‐ Ὦ‐), and 

relative complex permeability (‘ ‘ Ὦ‘)). ȄŹ and ȋŹ represent the storage ability of 

electromagnetic (EM) energy, and Ȅź and ȋź symbolize the dielectric and magnetic loss of 

the material. To study the MA properties of Zn 0.2Fe2.8O4 NHSs, the four EM parameters (ȄŹ, 

Ȅź, ȋŹ, and ȋź) are measured at room temperature in the frequency range of 1ð20 GHz. The 

frequency dependent variation of ȄŹ, ȋŹ and the corresponding dielectric and magnetic 

tangent loss factors tande (=Ȅź/ȄŹ), and tandm (=ȋź/ ȋŹ) are shown in Figure 3.16(a-b). ȄŹ 

decreases with frequency and it increases again in the frequency range of 10-18 GHz. In the 

experimental frequency range, dielectric polarization is originated from dipolar and 

interfacial polarization. The occu rrence of a high-frequency peak at ~14 GHz suggests the 

presence of atomic polarization36 and thus Ȅ increases. From the frequency-dependent 

variation of tande in Figure 3.16(b), a dielectric relaxation peak is observed at ~9 GHz with 

a sufficiently high value of dielectric loss. Figure 3.16(a) shows, ȋ decreases sharply after 1 

GHz followed by further increase near 18 GHz. Meanwhile tandm increases with an increase 

in frequency with occurrence of a relaxation peak at ~ 4 GHz and it increases again in the 

frequency range of 12-18 GHz. Typical morphology of NHSs enhances the surface magnetic 

anisotropy than bulk ferrites, which helps to achieve higher magnetic loss and EM wave 

absorption in the NHSs system37. Dynamic magnetic loss arises from magnetic hysteresis, 

domain wall resonance, eddy current effects, and natural and exchange resonance. Due to 

the presence of a low field in this study, the first two contributions are les s effective for 

Zn0.2Fe2.8O4 NHSs in the high -frequency region38.  

 

 
Figure 3.16: Frequency-dependent variation of (a) ȄŹ, ȋŹ, and (b) tande, tandm. 
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Dynamic magnetic properties of the ferrimagnets are strongly related to the 

parameters such as magnetic anisotropy and Saturation magnetization (MS), according to 

the LandauðLifshitzðGilbert (LLG) equation 39. Moreover, the analysis from the Globus 

equation the contribution of eddy current loss to ȋź can be understood from the relation, 

connecting ȋź and electrical conductivity Ȓ, expressed as ‘ᴃθ ς“‘‘ Ὠ„Ὢ, where d is the 

thickness of the sample (4 mm here) and ‘ is the permeability of free space40. According to 

the above formula, if ȋź originates from eddy current loss, ‘ᴃ‘ Ὢ  vs f curve will show 

no peaks41. In order to understand the probable source of magnetic loss is our NHSs system 

frequency-dependent plot of ‘ᴃ‘ Ὢ  is shown in Figure 3.17, showing two visible peaks 

around 3.5 GHz and 18 GHz, suggesting resonance to be the main mechanism of high and 

low frequency magnetic losses. 

 

 

Figure 3.17: Frequency dependence of ‘ᴃ‘ Ὢ  in the frequency range 1-20GHz. 

Reflection loss (RL) of EM waves gives insight towards the efficiency of a material to 

cut down the reflected waves and it is strongly correlated to the magnetic and electronic 

properties of the material. According to transmission line theory, RL of a microwave 

absorbing material can be calculated by the following formula 42ð44:  

 

ὤ  ὤ   tanh Ὦ Ѝ‘‐                                                  (3.7) 

RL= 20 log | ὤ - ὤ Ⱦὤ  ὤ ȿ                                              (3.8) 

where, c is the velocity of light in free space, t, thickness of the absorber composite, Z0 and 
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Z in are the impedance of free space and the input impedance of the absorber respectively. 

The frequency dependence (1-20 GHz) of RL of the composite of various thicknesses 

(1-8 mm) made with epoxy resin and 25 wt% Zn 0.2Fe2.8O4 NHSs is shown in Figure 3.18. 

Zn0.2Fe2.8O4 NHSs exhibits stronger dissipation with RL= 66.9 dB at 5.01 GHz and an 

effective bandwidth (BW) of Ḑ7.71 GHz (frequency region for RL < ĭ10 dB) at t=2.78 mm. 

Microwave absorption is strongly dependent on either (i) higher transmission of the 

incident wave that requires better impedance matching, i.e., |Z in/Z 0| Ḑ1 or (ii) the dynamic 

combination of dielectric and magnetic loss 41,45. The better MA property of Zn 0.2Fe2.8O4 

NHSs is attributed to both the high dielectric and magnetic loss, as well as the best 

impedance matching achieved for t = 2.78 mm. Moreover, the incident EM waves form 

repeated oscillation inside the hollow cavity of the Zn 0.2Fe2.8O4 NHSs, giving rise to 

enhanced RL due to enhancement of the total propagation path46,47. The MA properties of 

various composite microwave absorber materials are listed in Table 3.3 and compared with 

Zn0.2Fe2.8O4 NHSs. 

 

 

Figure 3.18: Frequency-dependent variation of reflection loss (RL) in the frequency range 1-20 

GHz. 
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Table 3.3: Microwave absorption properties of magnetic metal, alloy and oxide -based MA 

materials 

 

Sample Matrix  Filler 

content 

(wt%)  

D out : din  : t 

(mm) 

RL (dB) BW (GHz)  

Porous Co/C 

nanocomposites 48 

Paraffin 15 3.01 : 6.99 : 1.82 ĭ38.8 5 

Co-MnO 2 

nanowires 49 

Paraffin 20 3 : 7 : 5 ĭ24.8 1.2 

Fe3O4 hollow 

nano-spheres50 

Epoxy resin 68 7 : 3.04 : 6.9 ĭ42.7 1 

MnFe 2O4@rGO 

nano-composites51 

Polyvinylidene 

fluoride  

5 7.0 : 3.04 : 3.0 ĭ29.0 4.88 

Sheet-shaped 

ZnCo 2O4
52 

Paraffin 30 7.0 : 3.04 : 2.8 ĭ43.61 7.12 

CoNi alloy 53 Paraffin 55 7.0 : 3.04 : 2.1 ĭ 49.79 6.84 

Zn 0.2Fe2.8O4 NHSs 

[This work]  

Epoxy resin 25 3.5 : 1.5 : 2.78 66.9 7.71 

 

3.4. Conclusion  

In conclusion, ZnxFe3-xO4 nano hollow spheres were successfully prepared with 

higher value of saturation magnetization reaching a maximum at x=0.2. We found an 

increase in resistivity for the same Zn doping content  due to reduction in spin hopping, 

which is effective in reducing ed dy current, back-emf and other high frequency related 

negative effects. Zn0.2Fe2.8O4 NHSs are found to show excellent microwave absorption 

properties with RL= 66.9 dB at 5.01 GHz for the composite thickness of only 2.78 mm, 

owing to its high value of the d ielectric and magnetic loss, and EM wave trapping capacity 

inside the hollow cavity of NHSs. We believe these findings will lead to the potential 

application of this material in  lightweight microwave attenuation devices . Zn0.2Fe2.8O4 

NHSs with highest magnetization can be an excellent material for magnetorheology as well.  

  



Pa g e | 115 

Chapter 3 
 

 

Bibliography  

1. Laurent, S. et al. Magnetic Iron Oxide Nanoparticles: Synthesis, Stabilization, Vectorization, 

Physicochemical Characterizations, and Biological Applications . Chemical Reviews 108, 2064ð

2110 (2008). 

2. Hong, J. P. et al. Room temperature formation of half -metallic Fe3O4 thin films for the 

application of spintronic devices. Applied Physics Letters 83, 1590 (2003). 

3. Liu, H. et al. Large room-temperature spin-dependent tunneling magnetoresistance in 

polycrystalline Fe3O4 films. Applied Physics Letters 83, 3531 (2003). 

4. Wang, X. et al. The application of Fe3O4 nanoparticles in cancer research: A new strategy to 

inhibit drug resistance. Journal of Biomedical Materials Research Part A 80A, 852ð860 (2007). 

5. Ruan, X., Pei, L., Xuan, S., Yan, Q. & Gong, X. The rheological responds of the 

superparamagnetic fluid based on Fe3O4 hollow nanospheres. Journal of Magnetism and 

Magnetic Materials 429, 1ð10 (2017). 

6. D. H. M. B. & Feldmann*, C. Nanoscale Ȃ-AlO(OH) Holl ow Spheres:  Synthesis and 

Container-Type Functionality. Nano Letters 7, 3489ð3492 (2007). 

7. Changwa  Yao, À et al. ZnFe2O4 Nanocrystals:  Synthesis and Magnetic Properties. Journal of 

Physical Chemistry C 111, 12274ð12278 (2007). 

8. Jacintho, G. V. M., Brolo, A. G., Corio, P., Suarez, P. A. Z. & Rubim, J. C. Structural 

Investigation of MFe2O4 (M = Fe, Co) Magnetic Fluids. Journal of Physical Chemistry C 113, 7684ð

7691 (2009). 

9. He, Q., Wang, H. Z., Wen, G. H., Sun, Y. & Yao, B. Formation and properties of BaxFe3ĭxO4 

with spinel structure by mechanochemical reaction of Ȁ-Fe2O3 and BaCO3. Journal of Alloys and 

Compounds 486, 246ð249 (2009). 

10. Liping   Li, À,Ä, Guangshe  Li, *,À,Ā, R. L.  Smith, Jr. ,Ā and & InomataĀ, H. Microstructural 

Evolution and Magnet ic Properties of NiFe2O4 Nanocrystals Dispersed in Amorphous Silica. 

Chemistry of Materials 12, 3705ð3714 (2000). 

11. Mozaffari, M., Manouchehri, S., Yousefi, M. H. & Amighian, J. The effect of solution 

temperature on crystallite size and magnetic properti es of Zn substituted Co ferrite 

nanoparticles. Journal of Magnetism and Magnetic Materials 322, 383ð388 (2010). 

12. Irving, H. & Williams, R. J. P. 637. The stability of transition -metal complexes. Journal of the 

Chemical Society (Resumed) 3192ð3210 (1953) doi:10.1039/JR9530003192. 

13. Maaß, M., Griessner, A., Steixner, V. & Zierhofer, C. Reduction of eddy current losses in 

inductive transmission systems with ferrite sheets. BioMedical Engineering OnLine 2017 16:1 16, 

1ð18 (2017). 

14. Thompson, D. O. & Chim enti, D. E. Review of Progress in Quantitative Nondestructive 

Evaluation : Volume 2A. 1853 (1983). 

15. Gorai, A., Mandal, D. & Mandal, K. Multi -layered nano-hollow spheres for efficient 

electromagnetic wave absorption. Nanotechnology 32, 345707 (2021). 

16. Takaobushi, J. et al. Electronic structures of <span class. Physical Review B 76, 205108 (2007). 

17. Takaobushi, J. et al. Fe3ĭxZnxO4 thin film as tunable high Curie temperature ferromagnetic 

semiconductor. Applied Physics Letters 89, 242507 (2006). 

18. Venkateshvaran, D. et al. Epitaxial <span class. Physical Review B 79, 134405 (2009). 

19. Liu, J., Bin, Y. & Matsuo, M. Magnetic Behavior of Zn-Doped Fe3O4 Nanoparticles 



Pa g e | 116 

Chapter 3 
 

 

Estimated in Terms of Crystal Domain Size. Journal of Physical Chemistry C 116, 134ð143 (2011). 

20. Das, A. R., Ananthan, V. S. & Khan, D. C. Lattice parameter variation and magnetization 

studies on titanium , zirconium , and tin substituted nickel zinc ferrites. Journal of Applied 

Physics 57, 4189 (1998). 

21. Z. R. Marand, M. H. R. F. N. S. Study of Magnetic and Structural and Optical Properties of 

Zn Doped Fe3O4 Nanoparticles Synthesized by Co-precipitation Method for Biomedical 

Application. Nanomed Journal 1, 238 (2014). 

22. Gupta, R., Sood, A. K., Metcalf, P. & Honig, J. M. Raman study of stoichiometric and Zn -

doped <span class. Physical Review B 65, 104430 (2002). 

23. Clark, D. A. & Schmidt, P. W. Theoretical analysis of thermomagnetic properties, low -

temperature hysteresis and domain structure of titanomagnetites. Physics of the Earth and 

Planetary Interiors 30, 300ð316 (1982). 

24. Landi, G. T. et al. AC susceptibility as a tool to probe the dipolar interaction in magnetic 

nanoparticles. Journal of Magnetism and Magnetic Materials 421, 138ð151 (2017). 

25. Dormann, J. L., Fiorani, D. & Tronc, E. Magnetic Relaxation in Fine-Particle Systems. 283ð

494 (2007) doi:10.1002/9780470141571.CH4. 

26. Ģimģa, Z., Zounov§, F. & Krupiľka, S. Initial permeability of single crystal magnetite and 

Mn -ferrite. Czechoslovak Journal of Physics B 1985 35:11 35, 1271ð1281 (1985). 

27. Idzikowski, B., Rößler, U. K., Eckert, D., Nenkov, K. & Müller, K. -H. Spin-glassðlike 

ordering   in giant magnetoresistive CuCo. EPL (Europhysics Letters) 45, 714 (1999). 

28. Tholence, J. L. On the frequency dependence of the transition temperature in spin glasses. 

Solid State Communications 35, 113ð117 (1980). 

29. Das, R., Sarkar, T. & Mandal, K. Multiferroic properties of Ba2+ and Gd3+ co-doped 

bismuth ferrite: magnetic, ferroelectric and impedance spectroscopic analysis. Journal of Physics 

D: Applied Physics 45, 455002 (2012). 

30. Gopalan, E. V. et al. Evidence for polaron conduction in nanostructured manganese ferrite. 

Journal of Physics D: Applied Physics 41, 185005 (2008). 

31. Jonscher, A. K. The ôuniversalõ dielectric response. Nature 1977 267:5613 267, 673ð679 (1977). 

32. Pandit, P., Satapathy, S. & Gupta, P. K. Effect of La substitution on conductivity and 

dielectric properties of Bi1ĭxLaxFeO3 ceramics: An impedance spectroscopy analysis. Physica 

B: Condensed Matter 406, 2669ð2677 (2011). 

33. Meaz, T. M., Attia, S. M. & Abo El Ata, A. M. Effect of tetravalent titanium ions substitution 

on the dielectric properties of CoðZn ferrites. Journal of Magnetism and Magnetic Materials 257, 

296ð305 (2003). 

34. Ghosh, A. ac conduction in iron bismuthate glassy semiconductors. Physical Review B 42, 

1388 (1990). 

35. Fayek, M. K., Mostafa, M. F., Sayedahmed, F., Ata-Allah, S. S. & Kaiser, M. On the electrical 

behavior of nickel ferrite -gallates. Journal of Magnetism and Magnetic Materials 210, 189ð195 

(2000). 

36. He, J.-Z., Wang, X.-X., Zhang, Y.-L. & Cao, M.-S. Small magnetic nanoparticles decorating 

reduced graphene oxides to tune the electromagnetic attenuation capacity. Journal of Materials 

Chemistry C 4, 7130ð7140 (2016). 

37. Liu, X. et al. Flexible nanocomposites with enhanced microwave absorption properties 

based on Fe3O4/SiO2 nanorods and polyvinylidene fluoride. Journal of Materials Chemistry A 3, 

12197ð12204 (2015). 



Pa g e | 117 

Chapter 3 
 

 

38. Liu, P., Huang, Y., Yan, J. & Zhao, Y. Magnetic graphene@PANI@porous TiO2 ternary 

composites for high-performance electromagnetic wave absorption. Journal of Materials 

Chemistry C 4, 6362ð6370 (2016). 

39. Gilbert, T. L. & L., T. Classics in Magnetics A Phenomenological Theory of Damping in 

Ferromagnetic Materials. ITM  40, 3443ð3449 (2004). 

40. Gorai, A., Mandal, D. & Mandal, K. Multi -layered nano-hollow spheres for efficient 

electromagnetic wave absorption. Nanotechnology 32, 345707 (2021). 

41. Zhang, Y. et al. Nanolayered Cobalt@Carbon Hybrids Derived from Metal ðOrganic 

Frameworks for Microwave Absorption. ACS Applied Nano Materials 2, 2325ð2335 (2019). 

42. Han, M. et al. Graphene-wrapped ZnO hollow spheres with enhanced electromagnetic 

wave absorption properties. Journal of Materials Chemistry A 2, 16403ð16409 (2014). 

43. Wang, D. J., Zhang, J. Y., He, P. & Hou, Z. L. Size-modulated electromagnetic properties 

and highly efficient microwave absorption of magnetic iron oxide ceramic opened -hollow 

microspheres. Ceramics International 45, 23043ð23049 (2019). 

44. Xue, W., Yang, G., Bi, S., Zhang, J. & Hou, Z. L. Construction of caterpillar-like 

hierarchically structured Co/MnO/CNTs derived from MnO2/ZIF -8@ZIF-67 for 

electromagnetic wave absorption. Carbon 173, 521ð527 (2021). 

45. Yang, Z., Li, Z., Yang, Y. & Xu, Z. J. Optimization of ZnxFe3ðxO4 Hollow Spheres for 

Enhanced Microwave Attenuation. ACS Applied Materials and Interfaces 6, 21911ð21915 (2014). 

46. Han, M. et al. Graphene-wrapped ZnO hollow spheres with enhanced electromagnetic 

wave absorption properties. Journal of Materials Chemistry A 2, 16403ð16409 (2014). 

47. Wang, F. et al. Template free synthesis and electromagnetic wave absorption properties of 

monodispersed hollow magnetite nano -spheres. Journal of Materials Chemistry 21, 4314ð4320 

(2011). 

48. Xie, P. et al. Hierarchically porous Co/C nanocomposites for ultralight high -performance 

microwave absorption. Advanced Composites and Hybrid Materials 4, 173ð185 (2021). 

49. Duan, Y., Liu, Z., Jing, H., Zhang, Y. & Li, S. Novel microwave dielectric response of Ni/Co -

doped manganese dioxides and their microwave absorbing properties. Journal of Materials 

Chemistry 22, 18291ð18299 (2012). 

50. Wang, F. et al. Template free synthesis and electromagnetic wave absorption properties of 

monodispersed hollow magnetite nano -spheres. Journal of Materials Chemistry 21, 4314ð4320 

(2011). 

51. Zhang, X. J. et al. Enhanced microwave absorption property of reduced graphene oxide 

(RGO)-MnFe2O4 nanocomposites and polyvinylidene fluoride. ACS Applied Materials and 

Interfaces 6, 7471ð7478 (2014). 

52. Wang, J., Wang, B., Feng, A., Jia, Z. & Wu, G. Design of morphology -controlled and 

excellent electromagnetic wave absorption performance of sheet-shaped ZnCo2O4 with a 

special arrangement. Journal of Alloys and Compounds 834, 155092 (2020). 

53. Gu, W. et al. Extending effective microwave absorbing bandwidth of CoNi bimetallic alloy 

derived from binary hydroxides. Scientific Reports 2020 10:1 10, 1ð11 (2020). 

  

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

  

Chapter 4 
Magnetic, Dielectric, and 
Microwave Absorption 
Properties of Magnesium 
Ferrite Nano Hollow 
Spheres 

This chapter demonstrates synthesis of Mg xFe3-xO4 nano-hollow spheres 
with x=0.0, 0.2, 0.3, 0.4 and 1.0 doping content. Variation of structural, 
magnetic and dielectric responses of as-synthesized different  ZnxFe3-xO4 
nano-holl ow spheres with different doping content are studied in detail. 
Owing to the unique magnetic and dielectric response of Mg 0.3Fe2.7O4 
broadband microwave absorption properties are obtained.  
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4. Unusual dielectric properties of Mg xFe3-xO4 Magnetic 

Nano-Hollow Spheres: A Potential Lightweight 

Microwave Absorber  
 

4.1. Preamble 

Magnetic semiconductors are at the heart of modern devices and technological applications 

in material physics. These magnetic materials naturally provide spin -dependent bandgap, 

non-zero magnetic moment below the ordering temperature and spin polarization that 

originates from exchange-coupled magnetization 1ð5. Some of the strongly correlated spinel 

ferrites with low bandgap are amongst the most significant candidates for semiconductor 

spintronics 6,7. MgFe2O4 is a magnetic semiconductor with unique magnetic and electrical 

properties, enabling it to be an excellent material for semiconductor spintronics 8,9. Various 

studies have been carried out so far on the magnetic properties of MgFe2O4 with various 

morphologies 10ð14, doping and cation distribution 15ð17. Wu et al. showed crystallographic 

defect mediated negative magnetoresistance in MgFe2O4 thin -film 8. S. Rahman et al. 

recently reported Zn-doped MgFe2O4 exhibits insulators to metal transitions 18. J. Sláma et 

al. showed metamagnetism in manganate magnesium ferrite19. However, detailed literature 

study reveals that less attention has been paid to understand the unique electrical properties 

of MgFe2O4. These findings led us to carry out a detailed study on the electrical and 

magnetic properties of Mg xFe3-xO4 nano hollow -spheres (NHSs) with various doping 

concentrations of Mg to unravel the effect of morphology and doping on the ele ctrical and 

magnetic properties. 

Nano hollow spherical morphology has some special advantage over the solid 

counterpart owing to its low density, higher surface to volume ratio, better dispersibility in 

liquid. Moreover, due to the presence of two surfaces in the shell region, nano-hollow 

spheres (NHSs) can offer unique magnetic and electrical properties20. R. Rakshit et al. 

showed hollow -sphere induced ferromagnetism in antiferromagnetic Co 3O4 in the 

micrometre length -scale21. Here Mg xFe3-xO4 NHSs show temperature-dependent negative 

dielectric permittivity and it compliments them further for the potential application in wave 

absorbing, wave transmission in antennas, electromagnetic radiation shields. Negative 

permittivity is one of the key character istics of the unique metamaterial or negative index 
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material (NIM). The permittivity of the NIM is not, or is just weakly, dependent on chemical 

structures and interactions among different components in the materials. In other words, 

the unusual properties  of metamaterials are determined by their specially designed 

structures, rather than their compositions 22. At present only very few materials are reported 

to show negative dielectric constant23ð29. In general, it is difficult to obtain negative 

permitt ivity in natural materials. So far, various metamaterials have been artificially 

designed by physicists and electrical engineers to obtain negative permittivity, and in all 

these cases resonance is considered to be the main mechanism of negative permittivity. In 

contrast, the negative permittivity from innate physical properties of chemically 

synthesized materials has not yet achieved attention from material researchers. Moreover, 

among the very few works reported on metamaterials, all the research in this field is focused 

on metallic, ceramic, and polymer materials, and less attention has been paid to 

conventionally synthesized transition metal oxides. The observed negative permittivity in 

Mg xFe3-xO4 NHSs is attributed to the surface effect of this special morphology in the vicinity 

of metamagnetic transition.  

In this chapter, we bring together the structural, dielectric and magnetic properties of 

Mg xFe3-xO4 nano-hollow spheres (NHSs), to unravel the effect of morphology and cationic 

order distribution on th e electronic and magnetic response, along with the experimental 

evidence of negative dielectric permittivity and metamagnetism in Mg0.3Fe2.7O4 NHSs. The 

correlation of the magnetic and dielectric properties with the origin of a high dielectric 

constant is analyzed. Finally, owing to the high magnetic permeability and dielectric 

permittivity, excellent electromagnetic wave absorption property is achie ved for 

Mg0.3Fe2.7O4 NHSs. 

 

4.2. Experimental Section  

4.2.1. Materials Used 

The precursor salts, Magnesium Chloride (MgCl 2, 6H2O) and Ferric Chloride 

(FeCl3, 6H2O), urea (CH N O) and surfactant oleylamine (C18H37N) are obtained from 

Sigma-Aldrich.  All the reagents are of analytical grade and used without further 

purification. Ethylene glycol and ethyl alcohol are used as solvents.  
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4.2.2. Synthesis of Nano-Hollow Spheres  

Mg xFe3-xO4 (x=0.0, 0.2, 0.3, 0.4 & 1) NHSs are synthesized using a facile template free 

solvothermal method through proper variation of MgCl 2,6H2O and FeCl3, 6H2O, to 

maintain the stoichiometry for different doping concentration. In the typical synthesis of 

Mg xFe3-xO4 NHSs, y g of FeCl3.6H2O, z g of MgCl 2,6H2O and 0.43 g of urea are dissolved in 

30 ml solvent mixture of 20 ml Ethylene glycol & 10 ml Ethanol, which are stirred until clear 

homogeneous solution was obtained. The amounts of used precursor salts are listed in Table 

4.1. Thereafter, 1 ml of oleylamine which is a growth modifier as well as surface stabilizer 

is added to the solution mixture in order to restrict the particle growth in nanometer size 

range. The properly mixed final solution is transferred into 40 ml Teflon lined stainless ste el 

autoclave and heated to 180°C for 20 h followed by natural cooling to room temperature. 

The resulting black precipitate is thoroughly washed with absolute ethanol and DI water to 

remove all residual reagents, and separated by centrifugation. The as-obtained product is 

dried at 60°C for 12 h. At the elevated temperature urea decomposed to ammonia which 

produced hydroxyl groups. These hydroxyl groups precipitated the hydroxides of 

magnesium and ferric ions and finally Mg xFe3-xO4 NHSs formed.  

 
Table 4.1: Amount of precursor salts used in the NHSs synthesis 

x MgCl 2,6H2O in g  FeCl3.6H2O in g  

0.0 0 1.35 

0.2 0.135 1.17 

0.3 0.21 1.09 

0.4 0.28 1.05 

1.0 0.69 0.81 

 

4.2.3. Characterization 

The phase of the prepared samples are characterized by a PANalytical XõPert PRO X-

ray diffractometer equipped with Cu KȀ radiation (Ȋ=1.5418 ¡) radiation. To understand 

the morphology of the as-prepared MgxFe3-xO4 samples are analysed in FEG high-

resolution transmission electron microscope (HRTEM) (80ð200 kV) and a FEI QUANTA 

FEG 250 field-emission scanning electron microscope (FESEM) (0.2ð30kV). The magnetic 
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measurements are performed with a vibrating sample magnetometer (VSM), Lake Shore-

7144. Local I-V characteristic to understand grain and grain boundary res ponse of 

nanomaterial is studied using a Bruker (di INNOVA) conductive atomic force microscope 

(C-AFM). The electromagnetic (EM) wave absorption properties of Mg 0.3Fe2.7O4 NHSs are 

performed using an Anritsu MS46122B vector network analyzer and a coaxial airline 

(Maury Microwaves -8043S6). The composite sample for microwave measurements is 

prepared by loading 25 wt% powder samples in an epoxy resin matrix. The final composit e 

is in a hollow cylindrical shape with inner diameter (d in) = 1.5 mm, outer diameter (dout) = 

3.5 mm and thickness (d) = 3.12 mm. Analysis from 2-port scattering (S)-parameters 

measured in transmission line technique is performed using Nicholson -Ross-Weir  

algorithm.  

 

4.3. Results and Discussion  

4.3.1. Structural Properties  

The X-ray diffraction patterns with Rietveld Refinement in Figure 4.1(a) confirm the 

formation of spinel Mg xFe3-xO4 (x=0.0, 0.2, 0.3, 0.4 & 1) with face centered cubic structure 

(JCPDS card no. 42-0181), without any impurity or secondary phase. To understand the 

variation of lattice parameters with Mg doping, an enlarged version of the (311) x -ray 

diffraction peak is show n in Figure 4.1(b). This indicates that the lattice constant 

alternatively increases and decreases with increasing Mg doping concentration in Mg xFe3-

xO4. Figure 4.3(c) summarizes all the calculated values of lattice constant for different values 

of x. To identify the reason for the zigzag variation of lattice constant with Mg doping, we 

calculate the cation distribution through a full phase Rietveld refinement of XRD pattern in 

Fullprof software by considering the cubic space group of Fdσm in Mg xFe3-xO4.  

The Rietveld refinement data, as summarized in Table 4.2, shows the existence of 

mixed spinel structure with  the cation distribution of [Mg ȃ
2+Fe(1-ȃ)

3+]A[Mg( x-ȃ)2+Fe(1-ȃ)
2+Fe(1-

x+2ȃ)
3+]BO4, where d is the inversion degree, defined as the amount Mg2+ ions entering the A 

site. For x=0.0, there is no inversion degree, indicating the traditional inverse spinel 

structure of Fe3O4. For x=0.2, an extremely small inversion degree of d=0.003 is observed 

which indicates a major replacement of FeB
3+ ion and minor replacement of FeA

3+ ion by 
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Mg2+ ion followed by the simultaneous transformation of Fe B
2+ into FeB

3+ ion for maintaining 

the charge neutrality. The overall increase in the lattice constant for x=0.2 is owed to the 

major replacement of FeB
3+ ion with the io nic radius of 63 pm by Mg 2+ ion of larger ionic 

radius (72 pm). For x=0.3, the inversion degree of d=0.01 is observed, indicating that Mg2+ 

ion starts to replace FeB
2+ ion significantly along with the replacement of Fe B

3+ and FeA
3+. 

Here the lattice constant decreases due to the replacement of FeB2+ ion of larger ionic radius 

(77 pm) by the Mg2+ ion which has a smaller ionic radius of 72 pm. The inversion degree 

becomes d=0.02 for x=0.4 and Mg2+ starts replacing FeA
3+ ions from the A site in a 

considerable amount along with the FeB
3+ and FeB

2+ ions replacements from the B site. As a 

whole, the lattice parameter increases due to the major replacement of FeA3+ (63 pm) by the 

Mg2+ (72 pm) and the system becomes similar to that of x=0.0. Finally, the lattice constant 

becomes minimum for MgFe 2O4 (x=1.0), with d=0.1 due to the major replacement of FeA2+ 

ions (63 pm) by Mg2+ (72 pm) and transformation of FeB
2+ (77 pm) into FeB

3+ (63 pm). 

 
 
Table 4.2: List for doping concentration ( x), inversion degree (ȃ), cation distribution, and lattice 

constant from Rietveld refinement of the XRD data of Mg xFe3-xO4. 

 

x ȃ 
[Mgȃ2+Fe(1-ȃ)3+]A[Mg( x-ȃ)2+Fe(1-ȃ)2+Fe(1-

x+2ȃ)3+]BO4 

Lattice 

constant (Å) 

Lattice 

spacing (nm) 

0.0 0.0 [Fe3+]A[Fe2+Fe3+]BO4 8.3907°0.0008 0.253 

0.2 0.003 [Mg 0.0032+Fe0.9973+ ]A[Mg 0.1972+Fe0.82+Fe1.0033+]BO4 8.4027°0.0006 0.2533 

0.3 0.01 [Mg 0.012+Fe0.993+ ]A[Mg 0.292+Fe0.72+Fe1.013+]BO4 8.3718°0.0005 0.2524 

0.4 0.02 [Mg 0.022+Fe0.983+ ]A[Mg 0.382+Fe0.62+Fe1.023+]BO4 8.3897°0.0007 0.2529 

1.0 0.1 [Mg 0.12+Fe0.93+ ]A[Mg 0.92+Fe1.13+]BO4 8.3668°0.0009 0.2523 
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Figure 4.1: (a) XRD pattern with Rietveld refinement, (b) enlarged version of (311) diffraction 

peak, and (c) variation of lattice parameter with Mg doping content of Mg xFe3-xO4 (x=0.0, 0.2, 

0.3, 0.4 & 1) NHSs. 

 

4.3.2. Morphological Properties  

FESEM and TEM micrographs for all doping percentages of MgxFe3-xO4 

samples are examined for morphological analysis, as shown in Figure 4.2. FESEM 

micrographs of all the samples are shown in Figure 4.2(a-e). From the surface 

morphology hollow spherical structure formation is confirmed with uniform size 

distribution. The a verage size of the NHSs calculated from FESEM images are 400 nm, 

as evident from the size distribution curves in Figure 4.2(k -o).  
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Figure 4.2: (a-e) FESEM micrographs, (f-j) TEM micrographs, and (k -o) size distribution 

curves calculated from FESEM images of Mg xFe3-xO4 (x=0.0, 0.2, 0.3, 0.4 & 1) NHSs. 

 

For detail analysis of the hollow interior TEM analysis is performed. TEM 

images of MgxFe3-xO4 NHSs are shown in Figure 4.2 (f-j). From the intensive contrast 

between the lighter inner region and darker outer edges of the TEM images the formation 
















































































































































